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Job Name:

System Reference: Date:

Indoor Unit: PEAD-A36AA5 Outdoor Unit: PUZ-HA36NHA5
 

    
ACCESSORIES:
Indoor Unit

□□ Condensate Pump (BlueDiamond X87-711/721; 115/230V)
□□ Condensate Pump (Sauermann SI30-115/230; 115/230V) 
□□ Filter Box & MERV 13 Filter (FBM2-4)
□□ Disconnect Switch (TAZ-MS303)

Outdoor Unit

□□ Air Outlet Guide (PAC-SG59SG-E [x2])
□□ Wind Baffle (WB-PA2 [x2])*

*Allows operation to 0º F (-18º C).
□□ Mounting Base (QSMS1202)
□□ Wall Bracket (QSWB2000M-1)

Controls

□□ Wireless Controller (MHK1)
□□ Advanced Wired Controller (PAR-31MAA)
□□ Simple Wired Controller (PAC-YT53CRAU)
□□ M-NET Adapter (PAC-SF83MA-E)
□□ Temperature Sensor (PAC-SE41TS)

SPECIFICATIONS:

Rated Conditions (Capacity / Input)*

Cooling Btu/h 33,000 / 2,640

Heating at 47o F Btu/h 38,000 / 3,150

Heating at 17o F Btu/h 27,000 / 3,250
* Rating Conditions per AHRI Standard:
Cooling | Indoor: 80º F (27º C)DB / 67º F (19º C)WB; Outdoor: 95º F (35º C)DB / 75º F (24º C)WB
Heating at 47ºF | Indoor: 70º F (21º C)DB / 60º F (16º C)WB; Outdoor: 47º F (8º C)DB / 43º F (6º C)WB
Heating at 17º F | Indoor: 70º F (21º C)DB / 60º F (16º C)WB; Outdoor: 17º F (-8º C)DB / 15º F (-9º C)WB

Capacity Range

Cooling Btu/h 18,000 - 36,000

Heating at 47o F Btu/h 18,000 - 40,000

Operating Range

Cooling 0º F** to 115º F (-18º C to 46º C) DB

Heating -13º F to 70º F (-25º C to 21º C) DB
** The minimum temperature will be 23º F (-5º C) DB if optional wind baffle accessory is not installed. 

AHRI Efficiency Ratings

EER 12.5

SEER 17.8

HSPF 10.4

COP at 47o F 3.53

COP at 17o F 2.06

Electrical Power  
Requirements 208 / 230V, 1-Phase, 60 Hz

Minimum Circuit Ampacity (MCA)

Indoor / Outdoor A 3.3 / 28

Indoor Unit

Blower Motor (ECM) F.L.A. 2.64

Blower Motor Output W 244

SHF / Moisture Removal 0.76 / 7.3 pt./h

External Static Pressure In. WG 0.14-0.20-0.28-0.40-0.60

Drain Lift Mechanism 
(Included) H: In. 27-9/16

Outdoor Unit

Compressor INVERTER

Fan Motor (ECM) F.L.A. 0.4 + 0.4

MOCP A 40

Airflow Rate (Low-Mid-Hi)

Indoor 
(Cooling)

DRY

CFM

847-1,024-1,201

WET 777-953-1,130

Outdoor DRY 3,530

Sound Pressure Level

Indoor (Low-Mid-Hi)

dB(A)

33-38-42

Outdoor
Cooling 52

Heating 53

External Dimensions 

Indoor (H x W x D)

In.(mm)

9-7/8 x 55-1/8 x 28-7/8  
(250 x 1,400 x 732)

Outdoor (H x W x D) 53-1/8 x 37-3/8 x 13 + 1-3/16 
(1,350 x 950 x 330 + 30)

Net Weight

Indoor
Lbs.(kg)

91 (41)

Outdoor 265 (120)

External Finish

Indoor Galvanized-steel Sheet

Outdoor Munsell No. 3Y 7.8 / 1.1

Refrigerant R410A; 12 lbs. 

Refrigerant Piping (Flared)

Liquid (High Pressure)
In.(mm)

3/8 (9.52) 

Gas (Low Pressure) 5/8 (15.88)

Maximim Total  
Refrigerant Pipe Length Ft. (m) 245 (75)

Maximum Vertical  
Separation Ft. (m) 100 (30)

PEAD-A36AA5 & PUZ-HA36NHA5 
36,000 BTU/H HORIZONTAL-DUCTED HEAT-PUMP SYSTEM
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DIMENSIONS: PEAD-A36AA5 & PUZ-HA36NHA5 
PEAD-A36AA5
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Note2

Make the access door at the appointed position properly for service maintenance. 

Ceiling surface Access door
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N
O

T
E

 1. U
se M

10 screw
 for the S

uspension bolt (field supply).
     2. K

eep the service space for the m
aintenance at the bottom

.
     3. T

his chart indicates for P
E

A
D

-A
24·30·36·42A

A
4 m

odels,w
hich have 2 fans. 

     4. In case of the inlet duct is used, rem
ove the air filter (supplied w

ith the unit), then install a filter (field supplied) at suction side.

Unit: mm (inch)

PUZ-HA36NHA5

3-ø2.9(1/8) mounting hole

Air filter

Refrigerant piping
flare connection (liquid)

Liquid pipeGas pipe

ø9.52
 (3/8)

ø15.88
 (5/8)

Ventilation air intake ø100(3-15/16)
knock out hole

AModel

1400

1100PEAD-A24, 30AA4

PEAD-A36, 42AA4

GFB C D E
1000

14136015001454

1154 1060 111200

1300 1358

1058

Suspension bolt hole
4-14x30(9/16X1-3/16) Slot

(O.D.ø32(1-1/4))
Drain pipe

Drain pipe(O.D.ø32(1-1/4))(Spontaneous draining)

 Terminal block(Remote controller transmission line)
 Terminal block(Indoor/Outdoor connection line)

Control box

Drain pump

Refrigerant piping
flare connection (gas)

1

1 2

2

Drain pipe(O.D. ø32(1-1/4))
 (Emergency draining)

2xE-ø2.9(1/8)

Air
inlet

Air
outlet

2X2-ø2.9(1/8)

(4-15/16)
ø125

12
0

120

57
(2

-1
/4

)

78
(3

-1
/8

)

20
0(

7-
7/

8)

378(12-7/16)

Unit:mm(in.)

(43-5/16)

(55-1/8) (57-1/4)

(45-7/16) (47-1/4)

(59-1/16) (53-9/16)

(41-3/4) (39-3/8)

(51-3/16) (53-1/2)

(41-11/16)

21
(7

/8
)

(8-5/16)(5
-3

/8
)

13
5

153(6-1/16)

(2-11/16)(5-3/8)

(Suspension bolt pitch)

21
G

18(3/4) 210

40
(1

-5
/8

)
40

(1
-5

/8
)

25
0(

9-
7/

8)

40
(1

-5
/8

)

33
(1

-5
/1

6)
12

2(
4-

13
/1

6)

D
(D

uc
t)

20
(1

3/
16

)

10
0(

3-
15

/1
6)

X
(E

-1
)=

F
30

(1
-3

/1
6)

10
0(

3-
15

/1
6)

21
7(

8-
9/

16
)

41
(1

-5
/8

)

10
0(

3-
15

/1
6)

356(1/16)

67136

732(28-7/8)

700(27-9/16)32(1-5/16)

238(9-3/8)

10(7/16)

23
(1

5/
16

)
17

8(
7-

1/
16

)

643(25-3/8)

23
(1

5/
16

)

C

B
(S

us
pe

ns
io

n 
bo

lt 
pi

tc
h)

A

10(7/16)

57(2-1/4)

58
(2

-5
/1

6)

15(5/8)

Note 4

10

121280

330 449

54 320 5

990
MLKJ N

1200

1500

H

N-ø2.9(1/8)

(4
-7

/1
6)

(4
-7

/1
6)

(50-7/16)

(39)

(12-5/8)

(13)(1-15/16)

(2-3/16)(59-1/16)

(47-1/4)

-7/16
0

(2-9/16        )

(11-13/16)

(2
7-

9/
16

)

(11-13/16)
(9-7/8~11-13/16)

Le
ss

 th
an

 7
00

Less than 300

(Actual length)

65
  0

-10

JKX(L-1)=MJ6(1/4)

11
2

11
2

11
(7

/1
6)

K

50(2)

250~300

450(17-3/4)

50(2)

H

777(30-5/8)

450(17-3/4)

More than 300

M
or

e 
th

an
 2

0(
13

/1
6)

M
or

e 
th

an
 1

0(
7/

16
)

<accessory>
Drain hose (I.D.ø32(1-1/4))

Access door

Note2

Make the access door at the appointed position properly for service maintenance. 

Ceiling surface Access door

Required space for service and maintenance

N
O

T
E

 1. U
se M

10 screw
 for the S

uspension bolt (field supply).
     2. K

eep the service space for the m
aintenance at the bottom

.
     3. T

his chart indicates for P
E

A
D

-A
24·30·36·42A

A
4 m

odels,w
hich have 2 fans. 

     4. In case of the inlet duct is used, rem
ove the air filter (supplied w

ith the unit), then install a filter (field supplied) at suction side.

3-
ø

2.
9(

1/
8)

 m
ou

nt
in

g 
ho

le

A
ir 

fil
te

r

R
ef

rig
er

an
t p

ip
in

g
fla

re
 c

on
ne

ct
io

n 
(li

qu
id

)

Li
qu

id
 p

ip
e

G
as

 p
ip

e

ø
9.

52
 (

3/
8)

ø
15

.8
8

 (
5/

8)

V
en

til
at

io
n 

ai
r 

in
ta

ke
 ø

10
0(

3-
15

/1
6)

kn
oc

k 
ou

t h
ol

e

A
M

od
el

14
00

11
00

P
E

A
D

-A
24

, 3
0A

A
4

P
E

A
D

-A
36

, 4
2A

A
4

G
F

B
C

D
E

10
00

14
13

60
15

00
14

54

11
54

10
60

11
12

00

13
00

13
58

10
58

S
us

pe
ns

io
n 

bo
lt 

ho
le

4-
14

x3
0(

9/
16

X1
-3

/1
6)

 S
lo

t

(O
.D

.ø
32

(1
-1

/4
))

D
ra

in
 p

ip
e

D
ra

in
 p

ip
e(

O
.D

.ø
32

(1
-1

/4
))

(S
po

nt
an

eo
us

 d
ra

in
in

g)

 T
er

m
in

al
 b

lo
ck

(R
em

ot
e 

co
nt

ro
lle

r 
tr

an
sm

is
si

on
 li

ne
)

 T
er

m
in

al
 b

lo
ck

(I
nd

oo
r/

O
ut

do
or

 c
on

ne
ct

io
n 

lin
e)

C
on

tr
ol

 b
ox

Dr
ain

 p
um

p

R
ef

rig
er

an
t p

ip
in

g
fla

re
 c

on
ne

ct
io

n 
(g

as
)

1

1
2

2

D
ra

in
 p

ip
e(

O
.D

. ø
32

(1
-1

/4
))

 (
E

m
er

ge
nc

y 
dr

ai
ni

ng
)

2x
E

-ø
2.

9(
1/

8)

A
ir

in
le

t
A

ir
ou

tle
t

2X
2-

ø
2.

9(
1/

8)

(4
-1

5/
16

)
ø

12
5

120

12
0

57(2-1/4)

78(3-1/8)

200(7-7/8)

37
8(

12
-7

/1
6)

U
ni

t:m
m

(in
.)

(4
3-

5/
16

)

(5
5-

1/
8)

(5
7-

1/
4)

(4
5-

7/
16

)
(4

7-
1/

4)

(5
9-

1/
16

)
(5

3-
9/

16
)

(4
1-

3/
4)

(3
9-

3/
8)

(5
1-

3/
16

)
(5

3-
1/

2)

(4
1-

11
/1

6)

21(7/8)

(8
-5

/1
6)

(5-3/8)
135

15
3

(6
-1

/1
6)

(2
-1

1/
16

)
(5

-3
/8

)(S
us

pe
ns

io
n 

bo
lt 

pi
tc

h)

21G

18
(3

/4
)

21
0

40(1-5/8) 40(1-5/8)

250(9-7/8)

40(1-5/8)

33(1-5/16)122(4-13/16)

D(Duct) 20(13/16)

100(3-15/16)X(E-1)=F 30(1-3/16)

100(3-15/16)

217(8-9/16)

41(1-5/8)

100(3-15/16)

35
6(

1/
16

)67
13

6

73
2

(2
8-

7/
8)

70
0

(2
7-

9/
16

)
32

(1
-5

/1
6)

23
8(

9-
3/

8)

10
(7

/1
6)

23(15/16) 178(7-1/16)

64
3

(2
5-

3/
8)

23(15/16)

C

B(Suspension bolt pitch)

A

10
(7

/1
6)

57
(2

-1
/4

)

58(2-5/16)

15
(5

/8
)

N
ot

e 
4

10 12
12

80

33
0

4
49 54

32
0

5

99
0

M
L

K
J

N
12

00

15
00H

N
-ø

2.
9(

1/
8)

(4-7/16)(4-7/16)

(5
0-

7/
16

)

(3
9)

(1
2-

5/
8)

(1
3)

(1
-1

5/
16

)

(2
-3

/1
6)

(5
9-

1/
16

)

(4
7-

1/
4)

-7
/1

6
0

(2
-9

/1
6 

   
   

 )

(1
1-

13
/1

6)

(27-9/16)

(1
1-

13
/1

6)
(9

-7
/8

~1
1-

13
/1

6)

Less than 700

Le
ss

 th
an

 3
00

(A
ct

ua
l l

en
gt

h)

65
  0 -1

0

J
K

X
(L

-1
)=

M
J

6(
1/

4)

11211211(7/16)

K

50
(2

)

25
0~

30
0

45
0(

17
-3

/4
)

50
(2

)

H

77
7(

30
-5

/8
)

45
0(

17
-3

/4
)

M
or

e 
th

an
 3

00

More than 20(13/16)

More than 10(7/16)

<
ac

ce
ss

or
y>

Dr
ai

n 
ho

se
 (I

.D
.ø

32
(1

-1
/4

))

A
cc

es
s 

do
or

N
ot

e2

M
ak

e 
th

e 
ac

ce
ss

 d
oo

r a
t t

he
 a

pp
oi

nt
ed

 p
os

iti
on

 p
ro

pe
rly

 fo
r s

er
vi

ce
 m

ai
nt

en
an

ce
. 

C
ei

lin
g 

su
rf

ac
e

A
cc

es
s 

do
or

R
eq

ui
re

d 
sp

ac
e 

fo
r 

se
rv

ic
e 

an
d 

m
ai

nt
en

an
ce

NOTE 1. Use M10 screw for the Suspension bolt (field supply).
     2. Keep the service space for the maintenance at the bottom.
     3. This chart indicates for PEAD-A24·30·36·42AA4 models,which have 2 fans. 
     4. In case of the inlet duct is used, remove the air filter (supplied with the unit), then install a filter (field supplied) at suction side.
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Rear piping hole
(Knockout)

Rear trunking hole
(Knockout)

Conduit hole 
(2-[27<1-1/16>Knockout)

[92<3-5/8>

19<3/4> 55<2-3/16>

92<3-5/8>

75
<2-31/32> 40<1-9/16>

73
<2

-7
/8

>
63

<2
-1

/2
>

23
<2

9/
32

>
27

<1
-1

/1
6>

92
<3

-5
/8

>

Right piping hole
(Knockout) Right trunking hole

(Knockout)

Conduit hole 
(2-[27<1-1/16>Knockout)

[92
<3-5/8>

92<3-5/8>
65<2-9/16>

45<1-25/32>40<1-9/16>

27
<1

-1
/1

6>
55

<2
-3/

16
>

23
<2

9/
32

>
73

<2
-7

/8
>

63
<2

-1
/2

>

Front piping hole
(Knockout)

Front trunking hole
(Knockout)

Conduit hole 
(2-[27<1-1/16>Knockout)

[92

<3-5/8>
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1<
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-1

9/
32

>

33
0<

13
>

30
<1

-3
/1

6>

175<6-7/8> 600<23-5/8> 175<6-7/8>

42<1-21/32>66<2-5/8>

950<37-13/32>

322<12-11/16>

13
50

<5
3-

5/
32

>

63
5<

25
>

19
<3

/4
>

41
7<

16
-1

3/
32

>

37
0<

14
-9

/1
6>

2-U Shaped notched hole
(Foundation Bolt M10<W3/8>)

56
<2

-7
/3

2>

28
<1

-3
/3

2>

53
<2

-3
/3

2>

45
<1

-2
5/

32
>

2-12 o 36 Oval hole
(Foundation Bolt M10<W3/8>)

1····Refrigerant GAS pipe connection (FLARE)[15.88<5/8>
2····Refrigerant LIQUID pipe connection (FLARE)[ 9.52<3/8>
*1 ····Indication of STOP VALVE connection location.

Example of Notes

1 FREE SPACE (Around the unit) 2 SERVICE SPACE 3 FOUNDATION BOLTS 4 PIPING-WIRING DIRECTIONS

Piping Knockout Hole Details

The diagram below shows a
basic example.
Explanation of particular details are
given in the installation manuals, etc.

Dimensions of space needed
for service access are
shown in the below diagram.

Please secure the unit firmly
with 4 foundation (M10<W3/8>)
bolts. (Bolts and washers must
be purchased locally.)

Piping and wiring connections
can be made from 4 directions:
front, right, rear and below.

Min.
10mm<3/8> Mi

n.
50

0m
m
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1/1
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500mm
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0m

m
<5

-29
/32

>
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30
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>

O
C
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	Condensate Pump BlueDiamond X87711721 115230V_4: Off
	Condensate Pump Sauermann SI30115230 115230V_4: Off
	Filter Box  MERV 13 Filter FBM24: Off
	Disconnect Switch TAZMS303_4: Off
	Air Outlet Guide PACSG59SGE x2_4: Off
	Wind Baffle WBPA2 x2_4: Off
	Mounting Base QSMS1202_4: Off
	Wall Bracket QSWB2000M1_4: Off
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