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Job Name:

System Reference: Date:

     

ACCESSORIES:
Indoor Unit

□□ Condensate Pump (BlueDiamond X87-711/721; 115/230V)
□□ Condensate Pump (Sauermann SI30-115/230; 115/230V) 
□□ Relay Kit (CN24RELAY-KIT-CM3)
□□ Fan Speed Indication Adapter (PAC-735)
□□ Humidifier Control Relay (PAC-740)

Outdoor Unit

□□ Air Outlet Guide (PAC-SG59SG-E [x2])
□□ Wind Baffle (WB-PA2 [x2])

*Allows operation to 0º F (-18º C).
□□ Mounting Base (QSMS1202)
□□ Wall Bracket (QSWB2000M-1)

Controls

□□ Wireless Controller (MHK1)
□□ Advanced Wired Controller (PAR-31MAA)
□□ Simple Wired Controller (PAC-YT53CRAU)
□□ M-NET Adapter (PAC-SF83MA-E)
□□ Temperature Sensor (PAC-SE41TS)

SPECIFICATIONS:

Rated Conditions (Capacity / Input)*

Cooling Btu/h / W 33,000 / 2,640

Heating at 47o F Btu/h / W 38,000 / 3,040

Heating at 17o F Btu/h / W 29,000 / 3,230
* Rating Conditions per AHRI Standard:
Cooling | Indoor: 80º F (27º C)DB / 67º F (19º C)WB; Outdoor: 95º F (35º C)DB / 75º F (24º C)WB
Heating at 47ºF | Indoor: 70º F (21º C)DB / 60º F (16º C)WB; Outdoor: 47º F (8º C)DB / 43º F (6º C)WB
Heating at 17º F | Indoor: 70º F (21º C)DB / 60º F (16º C)WB; Outdoor: 17º F (-8º C)DB / 15º F (-9º C)WB

Capacity Range

Cooling Btu/h 18,000 - 36,000

Heating at 47o F Btu/h 18,000 - 40,000

Operating Range

Cooling 0º F** to 115º F (-18º C to 46º C) DB

Heating -13º F to 70º F (-25º C to 21º C) DB
** With optional wind baffle accessory installed. If not installed, the min. temp. will be 23º F (-5º C) DB.

AHRI Efficiency Ratings

EER 12.5

SEER 17.8

HSPF 11.0

COP at 47o F 3.66

COP at 17o F 2.06

Electrical Power  
Requirements 208 / 230V, 1-Phase, 60 Hz

Minimum Circuit Ampacity (MCA)

Indoor / Outdoor A 5.50 / 28

Indoor Unit

Blower Motor (ECM) F.L.A. 3.3

Blower Motor Output W 430

SHF / Moisture Removal 0.74 / 7.9 pt./h

Outdoor Unit

Compressor INVERTER

Fan Motor (ECM) F.L.A. 0.4+0.4

MOCP A 40

Airflow Rate 

Indoor  
(Lo-Mid-Hi)

Cooling
DRY: 
CFM

788-956-1,125

Heating 788-956-1,125

Outdoor 3,530

Sound Pressure Level

Indoor  
(Lo-Mid-Hi)

Cooling

dB(A)

32-36-40

Heating 32-36-40

Outdoor
Cooling 52

Heating 53

External Dimensions 

Indoor (H x W x D)

In.(mm)

59-1/2 x 25 x 21-5/8
(1,511 x 635 x 548)

Outdoor (H x W x D) 53-1/8 x 37-3/8 x 13 + 1-3/16 
(1,350 x 950 x 330 + 30)

Net Weight

Indoor
Lbs.(kg)

172 (78)

Outdoor 265 (120)

External Finish

Indoor High-gloss polyester powder coated

Outdoor Munsell No. 3Y 7.8 / 1.1

Refrigerant R410A; 12 lbs. 

Refrigerant Piping (Flared)

Liquid (High Pressure)
In.(mm)

3/8 (9.52) 

Gas (Low Pressure) 5/8 (15.88)

Maximim Total  
Refrigerant Pipe Length Ft. (m) 245 (75)

Maximum Vertical  
Separation Ft. (m) 100 (30)

PVA-A36AA4 & PUZ-HA36NHA5 
36,000 BTU/H MULTI-POSITION AIR HANDLER HYPER HEAT-PUMP SYSTEM

Indoor Unit: PVA-A36AA4 Outdoor Unit: PUZ-HA36NHA5



Specifications are subject to change without notice.                                                                                           © 2016 Mitsubishi Electric US, Inc.

1340 Satellite Boulevard. Suwanee, GA 30024
Toll Free: 800-433-4822  www.mehvac.com

DIMENSIONS: PVA-A36AA4 & PUZ-HA36NHA5 
PVA-A36AA4

PUZ-HA36NHA5

Unit: mm (inch)

Unit: mm (inch)
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<5-29/32>
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Service space
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Left···Power supply wiring
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Set the attachment to the 
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1····Refrigerant GAS pipe connection (FLARE)[15.88<5/8>
2····Refrigerant LIQUID pipe connection (FLARE)[ 9.52<3/8>
*1 ····Indication of STOP VALVE connection location.

Example of Notes

1 FREE SPACE (Around the unit) 2 SERVICE SPACE 3 FOUNDATION BOLTS 4 PIPING-WIRING DIRECTIONS

Piping Knockout Hole Details

The diagram below shows a
basic example.
Explanation of particular details are
given in the installation manuals, etc.

Dimensions of space needed
for service access are
shown in the below diagram.

Please secure the unit firmly
with 4 foundation (M10<W3/8>)
bolts. (Bolts and washers must
be purchased locally.)

Piping and wiring connections
can be made from 4 directions:
front, right, rear and below.
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