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See from the panel side

Fresh air in take

Fresh air in take

Ceiling surface

Knockout

Detail drawing of fresh air in take 
(4 corner same shape)

Fresh air in take

Fresh air in take

Installation dimension

Indoor unit

panelø4-15/16 [125] Burring hole pitch
Self-tapping screws 4 (3 place)

Space in 
the ceiling 

Ceiling 
surface

Lower side of 
Multi-Functional 
Casement

Multi-
Functional 
Casement * Note that the space between 

ceiling surface of the unit 
and ceiling slab, etc. must 
9/32 inch [7 mm] or more

COMPATIBILITY

M&P Ductless
PLA-A12EA7
PLA-A18EA7
PLA-A24EA7
PLA-A30EA7
PLA-A36EA7
PLA-A42EA7

PRODUCT DESCRIPTION 
The PAC-SJ41TM-E Multi-function casement is used for housing a high-efficiency filter for 4-way 
cassette indoor units. It also allows for a maximum of 2 outside air connections to the indoor unit. 
When introducing outside air to the multi-function casement, the fan coil is rated for zero external 
static pressure and will not draw air into the knockouts therefore an external blower will be required. 
The multi-function casement will accept the PAC-SH59KF-E (High Efficiency filter) or equivalent 
sized 3rd party replacement filters. 
 

Fresh air intake diameter Ø3-15/16

Fresh air intake qty
4 Available; 
Maximum number of connections: 2

High-performance filter element (Optional parts) PAC-SH59KF-E
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PAC-SJ41TM-E
Multi-function Casement
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