WIRELESS INTERFACE 2 AND MHK1 NOTES & COMPATIBILITY CHARTS

Wireless Interface 2 and MHK1 Notes:

1. The Wireless Interface 2 has the same indoor unit compatibility list as the Wireless Interface 1.
2. The MHK1 is the only compatible controls product that can use the Wireless Interface 2’s second CN105 port.

3. The MHK1 AUTO mode and scheduling have to be disabled when connected to the Wireless Interface 2's second CN105
port. MHK1 needs to set two function codes to be compatible:
« Set MHK1 Function Code #144 “System Changeover” to 0 “Manual Changeover (Heat, Off, Cool)”
+ Set MHK1 Function Code #152 “Scheduled Off” to 0 “Not Shown”

4. A MA remote controller cannot be used when an indoor unit is connected to a Wireless Interface 2 and MHK1
5. The IT Extender (PAC-WHSO01IE-E) cannot be used when an indoor unit is connected to Wireless Interface 2 and MHK1
6. The Wireless Interface 2 and MHK1 combination only work with the following indoor units:

P-Series Wireless Interface 2 and MHK1 Compatibility Chart

PEAD-A12AA7 PLA-A12EA7 PKA-A12HA7 PVA-A12AA7

PEAD-A18AA7 PLA-A18EA7 PKA-A18HA7 PVA-A18AA7
PCA-A24KA7.TH PEAD-A24AA7 PLA-A24EA7 PKA-A24KA7.TH PVA-A24AA7
PCA-A30KA7.TH PEAD-A30AA7 PLA-A30EA7 PKA-A30KA7.TH PVA-A30AA7
PCA-A36KA7.TH PEAD-A36AA7 PLA-A36EA7 PKA-A36KA7.TH PVA-A36AA7
PCA-A42KA7.TH PEAD-A42AA7 PLA-A42EA7 I pvacadaaar

M-Series Wireless Interface 2 and MHK1 Compatibility Chart

NAXAMT30A112AA

NAXAMT36A112AA

Specifications are subject to change without notice.

NAXWSTOBA112AA

NAXWSTO9A112AA NAXDKSO09A112AA NAXCKS09A112AA
NAXWST12A112AA NAXDKS12A112AA NAXCKS12A112AA
NAXWST15A112AA NAXDKS15A112AA NAXCKS15A112AA
NAXWST18A112AA NAXAMT18A112AA NAXDKS18A112AA NAXCKS18A112AA
NAXWST24A112AA NAXAMT24A112AA
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