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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
) 30 30,000 15+15 15,000 | 15,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 15+15 18,500 | 18,500 0 0 0 0 0 0 3,470 17.0 156.3
) 3 33,000 9+24 9,000 | 24,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 9+24 11,200 | 29,700 0 0 0 0 0 0 3,990 19.5 176
) 3 33,000 15+18 15,000 | 18,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 15+18 18,600 | 22,300 0 0 0 0 0 0 3,990 19.5 17.6
) % 36,000 6+30 6,000 | 30,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 6+30 7,300 | 37,700 0 0 0 0 0 0 4,500 220 19.9
) % 36,000 12+24 12,000 | 24,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 12+24 15,000 | 30,000 0 0 0 0 0 0 4,500 220 19.9
) % 36,000 18 +18 18,000 | 18,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 18 +18 22,500 | 22,500 0 0 0 0 0 0 4,500 220 19.9
) 39 39,000 9+30 9,000 | 30,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 9+30 10,500 | 36,000 0 0 0 0 0 0 4,740 23.1 20.9
) 39 39,000 15+24 15,000 | 24,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 15+24 17,900 | 28,600 0 0 0 0 0 0 4,740 23.1 20.9
) 2 42,000 6+36 6,000 | 36,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 6+36 6,600 | 41,400 0 0 0 0 0 0 4,980 243 22.0
) 2 42,000 12+30 12,000 | 30,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 12+ 30 13,500 | 34,500 0 0 0 0 0 0 4,980 24.3 22.0
) 0 42,000 18 +24 18,000 | 24,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 18+24 20,600 | 27,400 0 0 0 0 0 0 4,980 24.3 22.0
) 25 45,000 9+36 9,000 | 36,000 0 0 0 0 0 0 4,550 222 20.1
51,000 9+36 9,900 | 41,100 0 0 0 0 0 0 5,290 259 234
) 45 45,000 15+ 30 15,000 | 30,000 0 0 0 0 0 0 4,550 222 20.1
51,000 15+ 30 16,700 | 34,300 0 0 0 0 0 0 5,290 25.9 234
) 18 48,000 12+ 36 12,000 | 36,000 0 0 0 0 0 0 5,070 24.8 224
54,000 12+ 36 13,100 | 40,900 0 0 0 0 0 0 5,610 274 24.8
) 48 48,000 18 +30 18,000 | 30,000 0 0 0 0 0 0 5,070 24.8 224
54,000 18+ 30 19,900 | 34,100 0 0 0 0 0 0 5,610 274 24.8
) 18 48,000 24 +24 24,000 | 24,000 0 0 0 0 0 0 5,070 24.8 224
54,000 24 +24 27,000 | 27,000 0 0 0 0 0 0 5,610 274 24.8
) 51 48,000 15+ 36 14,100 | 33,900 0 0 0 0 0 0 5,010 244 221
54,000 15+ 36 15,400 | 38,600 0 0 0 0 0 0 5,500 26.9 243
) 54 48,000 18 + 36 16,000 | 32,000 0 0 0 0 0 0 4,940 241 21.8
54,000 18 + 36 17,500 | 36,500 0 0 0 0 0 0 5,390 26.3 23.8
) s 48,000 24+30 21,300 | 26,700 0 0 0 0 0 0 4,940 241 21.8
54,000 24 +30 23,700 | 30,300 0 0 0 0 0 0 5,390 26.3 23.8
) 60 48,000 24 +36 19,200 | 28,800 0 0 0 0 0 0 4,800 234 212
54,000 24 + 36 21,100 | 32,900 0 0 0 0 0 0 5,270 257 23.2
) 60 48,000 30+30 24,000 | 24,000 0 0 0 0 0 0 4,800 234 21.2
54,000 30+30 27,000 | 27,000 0 0 0 0 0 0 5,270 257 23.2
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
5 18 18,000 6+6+6 6,000 6,000 6,000 0 0 0 0 0 1,170 5.7 5.2
21,600 6+6+6 7,200 7,200 7,200 0 0 0 0 0 1,840 9.0 8.1
3 Y 21,000 6+6+9 6,000 6,000 9,000 0 0 0 0 0 1,370 6.7 6.0
25,200 6+6+9 7,200 7,200 10,800 0 0 0 0 0 2,140 104 9.5
3 " 24,000 6+6+12 6,000 6,000 | 12,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+6+12 7,200 7,200 | 14,400 0 0 0 0 0 2,440 11.9 10.8
3 ” 24,000 6+9+9 6,000 9,000 9,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+9+9 7,200 | 10,800 | 10,800 0 0 0 0 0 2,440 11.9 10.8
3 o7 27,000 6+6+15 6,000 6,000 | 15,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+6+15 7,300 7,300 | 18,200 0 0 0 0 0 2,960 14.4 13.1
3 o7 27,000 6+9+12 6,000 9,000 | 12,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+9+12 7,300 | 10,900 | 14,600 0 0 0 0 0 2,960 14.4 13.1
5 o7 27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,010 9.8 8.9
32,800 9+9+9 10,900 | 10,900 | 10,900 0 0 0 0 0 2,960 14.4 13.1
5 20 30,000 6+6+18 6,000 6,000 | 18,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+6+18 7,400 7,400 | 22,100 0 0 0 0 0 3,470 17.0 15.3
5 %0 30,000 6+9+15 6,000 9,000 | 15,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+9+15 7,400 | 11,100 | 18,500 0 0 0 0 0 3,470 17.0 15.3
5 20 30,000 6+12+12 6,000 | 12,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+12+12 7,400 | 14,800 | 14,800 0 0 0 0 0 3,470 17.0 15.3
3 20 30,000 9+9+12 9,000 9,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 9+9+12 11,100 | 11,100 | 14,800 0 0 0 0 0 3,470 17.0 15.3
3 33 33,000 6+9+18 6,000 9,000 | 18,000 0 0 0 0 0 2,900 14.1 12.8
40,900 6+9+18 7,400 | 11,200 | 22,300 0 0 0 0 0 3,990 19.5 17.6
3 %3 33,000 6+12+15 6,000 | 12,000 | 15,000 0 0 0 0 0 2,900 141 12.8
40,900 6+12+15 7,400 | 14,900 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+9+15 9,000 9,000 | 15,000 0 0 0 0 0 2,900 141 12.8
40,900 9+9+15 11,200 | 11,200 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 - 33,000 9+12+12 9,000 | 12,000 | 12,000 0 0 0 0 0 2,900 141 12.8
40,900 9+12+12 | 11,200 | 14,900 | 14,900 0 0 0 0 0 3,990 19.5 17.6
3 % 36,000 6+6+24 6,000 6,000 | 24,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+6+24 7,500 7,500 | 30,000 0 0 0 0 0 4,500 22.0 19.9
3 % 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 % 36,000 6+12+18 6,000 | 12,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+12+18 7,500 15,000 | 22,500 0 0 0 0 0 4,500 22.0 19.9
5 %6 36,000 6+15+15 6,000 | 15,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+15+15 7,500 18,800 | 18,800 0 0 0 0 0 4,500 22.0 19.9
5 36 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 % 36,000 9+12+15 9,000 | 12,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+12+15 11,300 | 15,000 | 18,800 0 0 0 0 0 4,500 22.0 19.9
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
5 36 36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,340 16.3 14.8
45,000 12+12+12 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,500 22.0 19.9
3 39 39,000 6+9+24 6,000 9,000 | 24,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+9+24 7,200 10,700 | 28,600 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 6+15+18 6,000 | 15,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+15+18 7,200 | 17,900 | 21,500 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 9+12+18 9,000 | 12,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+12+18 | 10,700 | 14,300 | 21,500 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 9+15+15 9,000 | 15,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+15+15 | 10,700 | 17,900 | 17,900 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 12+12+15 | 12,000 | 12,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 12+12+15 | 14,300 | 14,300 | 17,900 0 0 0 0 0 4,740 23.1 20.9
3 2 42,000 6+6+30 6,000 6,000 | 30,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+6+30 6,700 6,700 | 34,500 0 0 0 0 0 4,980 243 220
5 2 42,000 6+12+24 6,000 | 12,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+12+24 6,900 | 13,700 | 27,400 0 0 0 0 0 4,980 243 22.0
5 2 42,000 6+18+18 6,000 | 18,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+18+18 6,900 | 20,600 | 20,600 0 0 0 0 0 4,980 243 22.0
5 2 42,000 9+9+24 9,000 9,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+9+24 10,300 | 10,300 | 27,400 0 0 0 0 0 4,980 24.3 22.0
5 2 42,000 9+15+18 9,000 | 15,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+15+18 | 10,300 | 17,100 | 20,600 0 0 0 0 0 4,980 24.3 22.0
5 0 42,000 12+12+18 | 12,000 | 12,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+12+18 | 13,700 | 13,700 | 20,600 0 0 0 0 0 4,980 24.3 22.0
3 0 42,000 12+15+15 | 12,000 | 15,000 | 15,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+15+15 | 13,700 | 17,100 | 17,100 0 0 0 0 0 4,980 24.3 22.0
3 45 45,000 6+9+30 6,000 9,000 | 30,000 0 0 0 0 0 4,550 222 20.1
51,000 6+9+30 6,700 | 10,000 | 34,300 0 0 0 0 0 5,290 25.9 234
3 45 45,000 6+15+24 6,000 | 15,000 | 24,000 0 0 0 0 0 4,550 222 20.1
51,000 6+15+24 6,800 | 17,000 | 27,200 0 0 0 0 0 5,290 25.9 234
3 45 45,000 9+12+24 9,000 | 12,000 | 24,000 0 0 0 0 0 4,550 222 20.1
51,000 9+12+24 | 10,200 | 13,600 | 27,200 0 0 0 0 0 5,290 259 234
3 45 45,000 9+18+18 9,000 | 18,000 | 18,000 0 0 0 0 0 4,550 222 20.1
51,000 9+18+18 | 10,200 | 20,400 | 20,400 0 0 0 0 0 5,290 259 234
3 45 45,000 12+15+18 | 12,000 | 15,000 | 18,000 0 0 0 0 0 4,550 222 20.1
51,000 12+15+18 | 13,600 | 17,000 | 20,400 0 0 0 0 0 5,290 259 23.4
5 45 45,000 15+15+15 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,550 222 20.1
51,000 15+15+15 | 17,000 | 17,000 | 17,000 0 0 0 0 0 5,290 259 234
5 48 48,000 6+6+36 6,000 6,000 | 36,000 0 0 0 0 0 5,070 24.8 224
54,000 6+6+36 6,500 6,500 40,900 0 0 0 0 0 5,610 274 24.8
3 48 48,000 6+12+30 6,000 | 12,000 | 30,000 0 0 0 0 0 5,070 24.8 224
54,000 6+12+30 6,600 13,300 | 34,100 0 0 0 0 0 5,610 274 24.8
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
5 48 48,000 6+18+24 6,000 | 18,000 | 24,000 0 0 0 0 0 5,070 24.8 224
54,000 6+18+24 6,800 20,300 | 27,000 0 0 0 0 0 5,610 274 24.8
3 48 48,000 9+9+30 9,000 9,000 | 30,000 0 0 0 0 0 5,070 24.8 224
54,000 9+9+30 10,000 | 10,000 | 34,100 0 0 0 0 0 5,610 274 24.8
3 48 48,000 9+15+24 9,000 | 15,000 | 24,000 0 0 0 0 0 5,070 24.8 224
54,000 9+15+24 | 10,100 | 16,900 | 27,000 0 0 0 0 0 5,610 274 24.8
3 48 48,000 12+12+24 | 12,000 | 12,000 | 24,000 0 0 0 0 0 5,070 248 224
54,000 12+12+24 | 13,500 | 13,500 | 27,000 0 0 0 0 0 5,610 274 24.8
3 48 48,000 12+18+18 | 12,000 | 18,000 | 18,000 0 0 0 0 0 5,070 24.8 224
54,000 12+18+18 | 13,500 | 20,300 | 20,300 0 0 0 0 0 5,610 274 24.8
3 48 48,000 15+15+18 | 15,000 | 15,000 | 18,000 0 0 0 0 0 5,070 24.8 224
54,000 15+15+18 | 16,900 | 16,900 | 20,300 0 0 0 0 0 5,610 274 24.8
5 51 48,000 6+9+36 5,600 8,500 | 33,900 0 0 0 0 0 5,010 244 221
54,000 6+9+36 6,200 9,300 | 38,600 0 0 0 0 0 5,500 26.9 243
5 » 48,000 6+15+30 5,600 | 14,100 | 28,200 0 0 0 0 0 5,010 244 221
54,000 6+15+30 6,300 | 15,700 | 32,100 0 0 0 0 0 5,500 26.9 243
5 » 48,000 9+12+30 8,500 | 11,300 | 28,200 0 0 0 0 0 5,010 244 221
54,000 9+12+30 9,400 | 12,500 | 32,100 0 0 0 0 0 5,500 26.9 243
5 » 48,000 9+18+24 8,500 | 16,900 | 22,600 0 0 0 0 0 5,010 244 221
54,000 9+18+24 9,500 | 19,100 | 25,400 0 0 0 0 0 5,500 26.9 24.3
3 51 48,000 12+15+24 | 11,300 | 14,100 | 22,600 0 0 0 0 0 5,010 244 221
54,000 12+15+24 | 12,700 | 15900 | 25,400 0 0 0 0 0 5,500 26.9 24.3
3 51 48,000 15+18+18 | 14,100 | 16,900 | 16,900 0 0 0 0 0 5,010 244 221
54,000 15+18+18 | 15900 | 19,100 | 19,100 0 0 0 0 0 5,500 26.9 243
3 5 48,000 6+12+36 5,300 | 10,700 | 32,000 0 0 0 0 0 4,940 24.1 218
54,000 6+12+36 5800 | 11,700 | 36,500 0 0 0 0 0 5,390 26.3 23.8
3 5 48,000 6+18+30 5,300 | 16,000 | 26,700 0 0 0 0 0 4,940 241 21.8
54,000 6+18+30 5,900 | 17,800 | 30,300 0 0 0 0 0 5,390 26.3 23.8
3 5 48,000 6+24+24 5300 | 21,300 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 6+24+24 6,000 | 24,000 | 24,000 0 0 0 0 0 5,390 26.3 23.8
3 5 48,000 9+9+36 8,000 8,000 | 32,000 0 0 0 0 0 4,940 24.1 21.8
54,000 9+9+36 8,800 8,800 | 36,500 0 0 0 0 0 5,390 26.3 23.8
3 54 48,000 9+15+30 8,000 | 13,300 | 26,700 0 0 0 0 0 4,940 24.1 21.8
54,000 9+15+30 8,900 | 14,800 | 30,300 0 0 0 0 0 5,390 26.3 23.8
3 5 48,000 12+12+30 | 10,700 | 10,700 | 26,700 0 0 0 0 0 4,940 24.1 21.8
54,000 12+12+30 | 11,800 | 11,800 | 30,300 0 0 0 0 0 5,390 26.3 23.8
3 s 48,000 12+18+24 | 10,700 | 16,000 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 12+18+24 | 12,000 | 18,000 | 24,000 0 0 0 0 0 5,390 26.3 23.8
3 st 48,000 15+15+24 | 13,300 | 13,300 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 15+15+24 | 15,000 | 15,000 | 24,000 0 0 0 0 0 5,390 26.3 23.8
3 57 48,000 6+15+36 5100 | 12,600 | 30,300 0 0 0 0 0 4,870 238 215
54,000 6+15+36 5,500 13,800 | 34,600 0 0 0 0 0 5,330 26.0 235
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 57 48,000 9+12+36 7,600 | 10,100 | 30,300 0 0 0 0 0 4,870 23.8 215
54,000 9+12+36 8,300 11,100 | 34,600 0 0 0 0 0 5,330 26.0 235
3 57 48,000 9+18+30 7,600 | 15200 | 25,300 0 0 0 0 0 4,870 238 215
54,000 9+18+30 8,400 16,800 | 28,800 0 0 0 0 0 5,330 26.0 235
3 57 48,000 9+24+24 7,600 | 20,200 | 20,200 0 0 0 0 0 4,870 238 215
54,000 9+24+24 8,500 | 22,700 | 22,700 0 0 0 0 0 5,330 26.0 235
3 57 48,000 12+15+30 | 10,100 | 12,600 | 25,300 0 0 0 0 0 4,870 238 215
54,000 12+15+30 | 11,200 | 14,000 | 28,800 0 0 0 0 0 5,330 26.0 235
3 60 48,000 6+18+36 4,800 | 14,400 | 28,800 0 0 0 0 0 4,800 234 212
54,000 6+18+36 5300 | 15,800 | 32,900 0 0 0 0 0 5,270 257 23.2
3 60 48,000 6+24+30 4,800 | 19,200 | 24,000 0 0 0 0 0 4,800 234 21.2
54,000 6+24+30 5,300 | 21,300 | 27,300 0 0 0 0 0 5,270 257 23.2
5 60 48,000 9+15+36 7,200 | 12,000 | 28,800 0 0 0 0 0 4,800 234 21.2
54,000 9+15+36 7,900 | 13,200 | 32,900 0 0 0 0 0 5,270 257 23.2
5 60 48,000 12+12+36 | 9,600 9,600 | 28,800 0 0 0 0 0 4,800 234 212
54,000 12+12+36 | 10,500 | 10,500 | 32,900 0 0 0 0 0 5,270 257 23.2
5 60 48,000 12+18+30 | 9,600 | 14,400 | 24,000 0 0 0 0 0 4,800 234 212
54,000 12+18+30 | 10,700 | 16,000 | 27,300 0 0 0 0 0 5,270 257 23.2
5 60 48,000 12+24+24 | 9,600 | 19,200 | 19,200 0 0 0 0 0 4,800 234 212
54,000 12+24+24 | 10,800 | 21,600 | 21,600 0 0 0 0 0 5,270 257 23.2
5 60 48,000 15+15+30 | 12,000 | 12,000 | 24,000 0 0 0 0 0 4,800 234 21.2
54,000 15+15+30 | 13,300 | 13,300 | 27,300 0 0 0 0 0 5,270 25.7 23.2
5 60 48,000 18+18+24 | 14,400 | 14,400 | 19,200 0 0 0 0 0 4,800 234 212
54,000 18+18+24 | 16,200 | 16,200 | 21,600 0 0 0 0 0 5,270 25.7 23.2
4 " 24,000 6+6+6+6 | 6,000 6,000 6,000 6,000 0 0 0 0 1,560 7.6 6.9
28,800 6+6+6+6 | 7,200 7,200 7,200 7,200 0 0 0 0 2,440 11.9 10.8
s o7 27,000 6+6+6+9 | 6,000 6,000 6,000 9,000 0 0 0 0 2,010 9.8 8.9
32,800 6+6+6+9 | 7,300 7,300 7,300 | 10,900 0 0 0 0 2,960 14.4 13.1
4 20 30,000 6+6+6+12 | 6,000 6,000 6,000 | 12,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+6+12 | 7,400 7,400 7,400 | 14,800 0 0 0 0 3,470 17.0 15.3
4 %0 30,000 6+6+9+9 | 6,000 6,000 9,000 9,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+9+9 | 7,400 7,400 | 11,100 | 11,100 0 0 0 0 3,470 17.0 15.3
4 33 33,000 6+6+6+15| 6,000 6,000 6,000 | 15,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+6+15 | 7,400 7,400 7,400 | 18,600 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+6+9+12 | 6,000 6,000 9,000 | 12,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+9+12 | 7,400 7,400 11,200 | 14,900 0 0 0 0 3,990 19.5 17.6
4 3 33,000 6+9+9+9 | 6,000 9,000 9,000 9,000 0 0 0 0 2,900 14.1 12.8
40,900 6+9+9+9 7,400 11,200 | 11,200 | 11,200 0 0 0 0 3,990 19.5 176
4 36 36,000 6+6+6+18 | 6,000 6,000 6,000 | 18,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+6+18 | 7,500 7,500 7,500 22,500 0 0 0 0 4,500 22.0 19.9
s % 36,000 6+6+9+15| 6,000 6,000 9,000 | 15,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+9+15 | 7,500 7,500 11,300 | 18,800 0 0 0 0 4,500 22.0 19.9
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
s % 36,000 6+6+12+12| 6,000 6,000 | 12,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+12+12| 7,500 7,500 15,000 | 15,000 0 0 0 0 4,500 22.0 19.9
s % 36,000 6+9+9+12 | 6,000 9,000 9,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+9+9+12 | 7,500 11,300 | 11,300 | 15,000 0 0 0 0 4,500 22.0 19.9
. % 36,000 9+9+9+9 | 9,000 9,000 9,000 9,000 0 0 0 0 3,340 16.3 14.8
45,000 9+9+9+9 | 11,300 | 11,300 | 11,300 | 11,300 0 0 0 0 4,500 220 19.9
. 39 39,000 6+6+9+18 | 6,000 6,000 9,000 | 18,000 0 0 0 0 3,680 18.0 16.3
46,500 6+6+9+18 | 7,200 7,200 | 10,700 | 21,500 0 0 0 0 4,740 23.1 20.9
s 39 39,000 6+6+12+15| 6,000 6,000 | 12,000 | 15,000 0 0 0 0 3,680 18.0 16.3
46,500 6+6+12+15| 7,200 7,200 | 14,300 | 17,900 0 0 0 0 4,740 23.1 20.9
. 39 39,000 6+9+9+15| 6,000 9,000 9,000 | 15,000 0 0 0 0 3,680 18.0 16.3
46,500 6+9+9+15| 7,200 | 10,700 | 10,700 | 17,900 0 0 0 0 4,740 23.1 20.9
. 39 39,000 6+9+12+12| 6,000 9,000 | 12,000 | 12,000 0 0 0 0 3,680 18.0 16.3
46,500 6+9+12+12| 7,200 | 10,700 | 14,300 | 14,300 0 0 0 0 4,740 23.1 20.9
. 39 39,000 9+9+9+12 | 9,000 9,000 9,000 | 12,000 0 0 0 0 3,680 18.0 16.3
46,500 9+9+9+12| 10,700 | 10,700 | 10,700 | 14,300 0 0 0 0 4,740 23.1 20.9
4 2 42,000 6+6+6+24 | 6,000 6,000 6,000 | 24,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+6+24 | 6,900 6,900 6,900 | 27,400 0 0 0 0 4,980 243 22.0
4 0 42,000 6+6+12+18| 6,000 6,000 | 12,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+12+18| 6,900 6,900 | 13,700 | 20,600 0 0 0 0 4,980 24.3 22.0
4 0 42,000 6+6+15+15| 6,000 6,000 | 15,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+15+15| 6,900 6,900 | 17,100 | 17,100 0 0 0 0 4,980 24.3 22.0
4 2 42,000 6+9+9+18 | 6,000 9,000 9,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+9+18 | 6,900 | 10,300 | 10,300 | 20,600 0 0 0 0 4,980 24.3 22.0
4 2 42,000 6+9+12+15| 6,000 9,000 | 12,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+12+15| 6,900 | 10,300 | 13,700 | 17,100 0 0 0 0 4,980 243 22.0
4 2 42,000 [6+12+12+12 6,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,020 19.6 17.8
48,000 [6+12+12+12 6900 | 13,700 | 13,700 | 13,700 0 0 0 0 4,980 243 22.0
4 2 42,000 9+9+9+15 | 9,000 9,000 9,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 9+9+9+15| 10,300 | 10,300 | 10,300 | 17,100 0 0 0 0 4,980 243 22.0
s 2 42,000 9+9+12+12| 9,000 9,000 | 12,000 | 12,000 0 0 0 0 4,020 19.6 17.8
48,000 9+9+12+12| 10,300 | 10,300 | 13,700 | 13,700 0 0 0 0 4,980 243 22.0
4 45 45,000 6+6+9+24 | 6,000 6,000 9,000 | 24,000 0 0 0 0 4,550 222 20.1
51,000 6+6+9+24 | 6,800 6,800 | 10,200 | 27,200 0 0 0 0 5,290 25.9 234
4 45 45,000 6+6+15+18| 6,000 6,000 | 15,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 6+6+15+18| 6,800 6,800 17,000 | 20,400 0 0 0 0 5,290 259 23.4
4 45 45,000 6+9+12+18| 6,000 9,000 | 12,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 6+9+12+18| 6,800 10,200 | 13,600 | 20,400 0 0 0 0 5,290 259 23.4
4 45 45,000 6+9+15+15| 6,000 9,000 | 15,000 | 15,000 0 0 0 0 4,550 222 20.1
51,000 6+9+15+15| 6,800 10,200 | 17,000 | 17,000 0 0 0 0 5,290 259 23.4
4 45 45000 [6+12+12+15 6,000 | 12,000 | 12,000 | 15,000 0 0 0 0 4,550 222 20.1
51,000 6+12+12+15 6,800 13,600 | 13,600 | 17,000 0 0 0 0 5,290 259 23.4
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
4 45 45,000 9+9+9+18 | 9,000 9,000 9,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 9+9+9+18 | 10,200 | 10,200 | 10,200 | 20,400 0 0 0 0 5,290 259 23.4
s 45 45,000 9+9+12+15| 9,000 9,000 | 12,000 | 15,000 0 0 0 0 4,550 222 20.1
51,000 9+9+12+15| 10,200 | 10,200 | 13,600 | 17,000 0 0 0 0 5,290 259 23.4
s 45 48,000 [9+12+12+12 9,600 | 12,800 | 12,800 | 12,800 0 0 0 0 4,550 222 20.1
54,000 |9+12+12+12 10,800 | 14,400 | 14,400 | 14,400 0 0 0 0 5,290 259 234
s 48 48,000 6+6+6+30 | 6,000 6,000 6,000 | 30,000 0 0 0 0 5,070 24.8 224
54,000 6+6+6+30 | 6,600 6,600 6,600 | 34,100 0 0 0 0 5,610 274 24.8
. 48 48,000 6+6+12+24| 6,000 6,000 | 12,000 | 24,000 0 0 0 0 5,070 24.8 224
54,000 6+6+12+24| 6,800 6,800 | 13,500 | 27,000 0 0 0 0 5,610 274 24.8
. 48 48,000 6+6+18+18| 6,000 6,000 | 18,000 | 18,000 0 0 0 0 5,070 248 224
54,000 6+6+18+18| 6,800 6,800 | 20,300 | 20,300 0 0 0 0 5,610 274 24.8
. 48 48,000 6+9+9+24 | 6,000 9,000 9,000 | 24,000 0 0 0 0 5,070 248 224
54,000 6+9+9+24 | 6,800 | 10,100 | 10,100 | 27,000 0 0 0 0 5,610 274 24.8
4 " 48,000 6+9+15+18| 6,000 9,000 | 15,000 | 18,000 0 0 0 0 5,070 248 224
54,000 6+9+15+18| 6,800 | 10,100 | 16,900 | 20,300 0 0 0 0 5,610 274 24.8
4 " 48,000 [6+12+12+18 6,000 | 12,000 | 12,000 | 18,000 0 0 0 0 5,070 248 224
54,000 |6+12+12+18 6,800 | 13,500 | 13,500 | 20,300 0 0 0 0 5,610 274 24.8
4 " 48,000 [6+12+15+15 6,000 | 12,000 | 15,000 | 15,000 0 0 0 0 5,070 248 224
54,000 |6+12+15+15 6,800 | 13,500 | 16,900 | 16,900 0 0 0 0 5,610 274 24.8
4 18 48,000 9+9+12+18| 9,000 9,000 | 12,000 | 18,000 0 0 0 0 5,070 248 224
54,000 9+9+12+18| 10,100 | 10,100 | 13,500 | 20,300 0 0 0 0 5,610 274 24.8
4 48 45,000 9+9+15+15| 8400 8,400 | 14,100 | 14,100 0 0 0 0 5,070 248 224
51,000 9+9+15+15| 9,600 9,600 | 15,900 | 15,900 0 0 0 0 5,610 274 24.8
4 48 48,000 [9+12+12+15 9,000 | 12,000 | 12,000 | 15,000 0 0 0 0 5,070 248 224
54,000 |9+12+12+15 10,100 | 13,500 | 13,500 | 16,900 0 0 0 0 5,610 27.4 24.8
s 18 48,000 f2+12+12+13 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 5,070 24.8 224
54,000 f2+12+12+14 13,500 | 13,500 | 13,500 | 13,500 0 0 0 0 5,610 274 24.8
4 51 48,000 6+6+9+30| 5,600 5,600 8,500 | 28,200 0 0 0 0 5,010 24.4 221
54,000 6+6+9+30 | 6,300 6,300 9,400 | 32,100 0 0 0 0 5,500 26.9 243
4 51 48,000 6+6+15+24| 5,600 5600 | 14,100 | 22,600 0 0 0 0 5,010 24.4 221
54,000 6+6+15+24| 6,400 6,400 | 15900 | 25,400 0 0 0 0 5,500 26.9 243
4 51 48,000 6+9+12+24| 5,600 8,500 | 11,300 | 22,600 0 0 0 0 5,010 24.4 221
54,000 6+9+12+24| 6,400 9,500 | 12,700 | 25,400 0 0 0 0 5,500 26.9 243
4 51 48,000 6+9+18+18| 5,600 8,500 | 16,900 | 16,900 0 0 0 0 5,010 244 221
54,000 6+9+18+18| 6,400 9,500 19,100 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 (6+12+15+18 5,600 | 11,300 | 14,100 | 16,900 0 0 0 0 5,010 244 221
54,000 6+12+15+18 6,400 12,700 | 15,900 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 [(6+15+15+15 5600 | 14,100 | 14,100 | 14,100 0 0 0 0 5,010 244 221
54,000 6+15+15+15 6,400 15,900 | 15,900 | 15,900 0 0 0 0 5,500 26.9 243
s 51 48,000 9+9+9+24 | 8,500 8,500 8,500 | 22,600 0 0 0 0 5,010 244 221
54,000 9+9+9+24 | 9,500 9,500 9,500 25,400 0 0 0 0 5,500 26.9 243
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
4 51 48,000 9+9+15+18| 8,500 8,500 | 14,100 | 16,900 0 0 0 0 5,010 244 221
54,000 9+9+15+18| 9,500 9,500 15,900 | 19,100 0 0 0 0 5,500 26.9 243
s 51 48,000 [9+12+12+18 8500 | 11,300 | 11,300 | 16,900 0 0 0 0 5,010 244 221
54,000 9+12+12+18 9,500 12,700 | 12,700 | 19,100 0 0 0 0 5,500 26.9 243
s 51 48,000 [9+12+15+15 8500 | 11,300 | 14,100 | 14,100 0 0 0 0 5,010 244 221
54,000 |9+12+15+15 9,500 | 12,700 | 15,900 | 15,900 0 0 0 0 5,500 26.9 243
s 51 48,000 f2+12+12+14 11,300 | 11,300 | 11,300 | 14,100 0 0 0 0 5,010 244 22.1
54,000 f2+12+12+14 12,700 | 12,700 | 12,700 | 15,900 0 0 0 0 5,500 26.9 243
. 54 48,000 6+6+6+36 | 5300 5,300 5,300 | 32,000 0 0 0 0 4,940 24.1 21.8
54,000 6+6+6+36 | 5800 5,800 5,800 | 36,500 0 0 0 0 5,390 26.3 23.8
. 54 48,000 6+6+12+30| 5,300 5,300 | 10,700 | 26,700 0 0 0 0 4,940 24.1 21.8
54,000 6+6+12+30| 5,900 5,900 | 11,800 | 30,300 0 0 0 0 5,390 26.3 23.8
4 54 48,000 6+6+18+24| 5300 5,300 | 16,000 | 21,300 0 0 0 0 4,940 24.1 21.8
54,000 6+6+18+24| 6,000 6,000 | 18,000 | 24,000 0 0 0 0 5,390 26.3 23.8
. 54 48,000 6+9+9+30| 5300 8,000 8,000 | 26,700 0 0 0 0 4,940 24.1 21.8
54,000 6+9+9+30 | 5900 8,900 8,900 | 30,300 0 0 0 0 5,390 26.3 23.8
4 54 48,000 6+9+15+24| 5300 8,000 | 13,300 | 21,300 0 0 0 0 4,940 24.1 21.8
54,000 6+9+15+24| 6,000 9,000 | 15,000 | 24,000 0 0 0 0 5,390 26.3 23.8
. 54 48,000 [6+12+12+24 5300 | 10,700 | 10,700 | 21,300 0 0 0 0 4,940 24.1 21.8
54,000 |6+12+12+24 6,000 | 12,000 | 12,000 | 24,000 0 0 0 0 5,390 26.3 23.8
4 54 48,000 [6+15+15+18 5300 | 13,300 | 13,300 | 16,000 0 0 0 0 4,940 24.1 21.8
54,000 |6+15+15+18 6,000 | 15000 | 15,000 | 18,000 0 0 0 0 5,390 26.3 23.8
4 " 48,000 9+9+12+24| 8,000 8,000 | 10,700 | 21,300 0 0 0 0 4,940 24.1 21.8
54,000 9+9+12+24| 9,000 9,000 | 12,000 | 24,000 0 0 0 0 5,390 26.3 23.8
4 5 48,000 9+9+18+18| 8,000 8,000 | 16,000 | 16,000 0 0 0 0 4,940 24.1 21.8
54,000 9+9+18+18| 9,000 9,000 | 18,000 | 18,000 0 0 0 0 5,390 26.3 23.8
4 5 48,000 (9+12+15+18 8,000 | 10,700 | 13,300 | 16,000 0 0 0 0 4,940 24.1 21.8
54,000 |9+12+15+18 9,000 | 12,000 | 15,000 | 18,000 0 0 0 0 5,390 26.3 23.8
4 5 48,000 (9+15+15+15 8,000 | 13,300 | 13,300 | 13,300 0 0 0 0 4,940 24.1 21.8
54,000 |9+15+15+15 9,000 | 15000 | 15,000 | 15,000 0 0 0 0 5,390 26.3 23.8
4 5 48,000 (2+12+12+1¢ 10,700 | 10,700 | 10,700 | 16,000 0 0 0 0 4,940 24.1 21.8
54,000 f2+12+12+14 12,000 | 12,000 | 12,000 | 18,000 0 0 0 0 5,390 26.3 23.8
4 s 48,000 (2+12+15+14 10,700 | 10,700 | 13,300 | 13,300 0 0 0 0 4,940 24.1 21.8
54,000 f2+12+15+14 12,000 | 12,000 | 15,000 | 15,000 0 0 0 0 5,390 26.3 23.8
4 57 48,000 6+6+9+36 | 5100 5,100 7,600 | 30,300 0 0 0 0 4,870 23.8 215
54,000 6+6+9+36 | 5,500 5,500 8,300 34,600 0 0 0 0 5,330 26.0 235
s 57 48,000 6+6+15+30| 5,100 5,100 | 12,600 | 25,300 0 0 0 0 4,870 23.8 215
54,000 6+6+15+30| 5,600 5,600 14,000 | 28,800 0 0 0 0 5,330 26.0 23.5
4 57 48,000 6+9+12+30| 5,100 7,600 | 10,100 | 25,300 0 0 0 0 4,870 23.8 215
54,000 6+9+12+30| 5,600 8,400 11,200 | 28,800 0 0 0 0 5,330 26.0 235
4 57 48,000 6+9+18+24| 5100 7,600 | 15,200 | 20,200 0 0 0 0 4,870 238 215
54,000 6+9+18+24| 57700 8,500 17,100 | 22,700 0 0 0 0 5,330 26.0 235
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
s 57 48,000 [6+12+15+24 5100 | 10,100 | 12,600 | 20,200 0 0 0 0 4,870 23.8 215
54,000 6+12+15+24 5,700 11,400 | 14,200 | 22,700 0 0 0 0 5,330 26.0 235
s 57 48,000 9+9+9+30| 7,600 7,600 7,600 | 25,300 0 0 0 0 4,870 238 215
54,000 9+9+9+30 | 8,400 8,400 8,400 28,800 0 0 0 0 5,330 26.0 235
s 57 48,000 9+9+15+24| 7,600 7,600 | 12,600 | 20,200 0 0 0 0 4,870 238 215
54,000 9+9+15+24| 8,500 8,500 | 14,200 | 22,700 0 0 0 0 5,330 26.0 235
. 57 48,000 [9+12+12+24/ 7,600 | 10,100 | 10,100 | 20,200 0 0 0 0 4,870 238 215
54,000 |9+12+12+24 8500 | 11,400 | 11,400 | 22,700 0 0 0 0 5,330 26.0 235
s 57 48,000 [9+12+18+18 7,600 | 10,100 | 15,200 | 15,200 0 0 0 0 4,870 238 215
54,000 |9+12+18+18 8500 | 11,400 | 17,100 | 17,100 0 0 0 0 5,330 26.0 235
. 57 48,000 [9+15+15+18 7,600 | 12,600 | 12,600 | 15,200 0 0 0 0 4,870 238 215
54,000 |9+15+15+18 8500 | 14,200 | 14,200 | 17,100 0 0 0 0 5,330 26.0 235
. 57 48,000 f2+12+15+14 10,100 | 10,100 | 12,600 | 15,200 0 0 0 0 4,870 238 215
54,000 f2+12+15+1¢ 11,400 | 11,400 | 14,200 | 17,100 0 0 0 0 5,330 26.0 235
. 57 48,000 f2+15+15+14 10,100 | 12,600 | 12,600 | 12,600 0 0 0 0 4,870 238 215
54,000 f2+15+15+14 11,400 | 14,200 | 14,200 | 14,200 0 0 0 0 5,330 26.0 235
. 60 48,000 6+6+12+36| 4,800 4,800 9,600 | 28,800 0 0 0 0 4,800 234 21.2
54,000 6+6+12+36| 5,300 5,300 | 10,500 | 32,900 0 0 0 0 5,270 257 23.2
4 60 48,000 6+6+18+30| 4,800 4,800 | 14,400 | 24,000 0 0 0 0 4,800 234 21.2
54,000 6+6+18+30| 5,300 5,300 | 16,000 | 27,300 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+6+24+24| 4,800 4,800 | 19,200 | 19,200 0 0 0 0 4,800 234 21.2
54,000 6+6+24+24| 5400 5400 | 21,600 | 21,600 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+9+9+36 | 4,800 7,200 7,200 | 28,800 0 0 0 0 4,800 234 21.2
54,000 6+9+9+36 | 5300 7,900 7,900 | 32,900 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+9+15+30| 4,800 7,200 | 12,000 | 24,000 0 0 0 0 4,800 234 21.2
54,000 6+9+15+30| 5,300 8,000 | 13,300 | 27,300 0 0 0 0 5,270 25.7 23.2
4 60 48,000 [6+12+12+30] 4,800 9,600 9,600 | 24,000 0 0 0 0 4,800 234 21.2
54,000 |6+12+12+30/ 5300 | 10,700 | 10,700 | 27,300 0 0 0 0 5,270 25.7 23.2
s 60 48,000 [6+15+15+24 4,800 | 12,000 | 12,000 | 19,200 0 0 0 0 4,800 234 21.2
54,000 |6+15+15+24/ 5400 | 13,500 | 13,500 | 21,600 0 0 0 0 5,270 257 23.2
4 60 48,000 [6+18+18+18 4,800 | 14,400 | 14,400 | 14,400 0 0 0 0 4,800 234 21.2
54,000 |6+18+18+18 5400 | 16,200 | 16,200 | 16,200 0 0 0 0 5,270 257 23.2
4 60 48,000 9+9+12+30| 7,200 7,200 9,600 | 24,000 0 0 0 0 4,800 234 21.2
54,000 9+9+12+30| 8,000 8,000 | 10,700 | 27,300 0 0 0 0 5,270 257 23.2
4 60 48,000 9+9+18+24| 7,200 7,200 | 14,400 | 19,200 0 0 0 0 4,800 234 21.2
54,000 9+9+18+24| 8,100 8,100 16,200 | 21,600 0 0 0 0 5,270 257 23.2
4 60 48,000 (9+12+15+24/ 7,200 9,600 | 12,000 | 19,200 0 0 0 0 4,800 234 21.2
54,000 9+12+15+24 8,100 10,800 | 13,500 | 21,600 0 0 0 0 5,270 257 23.2
s 60 48,000 (9+15+18+18 7,200 | 12,000 | 14,400 | 14,400 0 0 0 0 4,800 234 21.2
54,000 9+15+18+18 8,100 13,500 | 16,200 | 16,200 0 0 0 0 5,270 257 23.2
4 60 48,000 f2+12+12+24 9,600 9,600 9,600 | 19,200 0 0 0 0 4,800 234 21.2
54,000 12+12+12+24 10,800 | 10,800 | 10,800 | 21,600 0 0 0 0 5,270 257 23.2
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDU5 IDU6 IDU7 IDU8 Total Operating | Operating
indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
4 60 48,000 12+12+18+1§ 9,600 9,600 14,400 | 14,400 0 0 0 0 4,800 23.4 21.2
54,000 12+12+18+1¢ 10,800 | 10,800 | 16,200 | 16,200 0 0 0 0 5,270 25.7 23.2
4 60 48,000 12+15+15+1¢ 9,600 12,000 | 12,000 | 14,400 0 0 0 0 4,800 23.4 212
54,000 12+15+15+1¢ 10,800 | 13,500 | 13,500 | 16,200 0 0 0 0 5,270 25.7 23.2
4 60 48,000 15+15+15+14 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,800 23.4 21.2
54,000 15+15+15+14 13,500 | 13,500 | 13,500 | 13,500 0 0 0 0 5,270 25.7 23.2
5 30 30,000 6+6+6+6+6 6,000 6,000 6,000 6,000 6,000 0 0 0 2,450 12.0 10.8
36,900 6+6+6+6+6 7,400 7,400 7,400 7,400 7,400 0 0 0 3,470 17.0 15.3
5 33 33,000 6+6+6+6+9 6,000 6,000 6,000 6,000 9,000 0 0 0 2,900 14.1 12.8
40,900 6+6+6+6+9 7,400 7,400 7,400 7,400 11,200 0 0 0 3,990 19.5 17.6
5 36 36,000 p+6+6+6+1] 6,000 6,000 6,000 6,000 12,000 0 0 0 3,340 16.3 14.8
45,000 p+6+6+6+1] 7,500 7,500 7,500 7,500 15,000 0 0 0 4,500 22.0 19.9
5 36 36,000 6+6+6+9+9 6,000 6,000 6,000 9,000 9,000 0 0 0 3,340 16.3 14.8
45,000 6+6+6+9+9 7,500 7,500 7,500 11,300 | 11,300 0 0 0 4,500 22.0 19.9
5 2 39,000 p+6+6+6+14 6,000 6,000 6,000 6,000 15,000 0 0 0 3,680 18.0 16.3
46,500 p+6+6+6+14 7,200 7,200 7,200 7,200 17,900 0 0 0 4,740 23.1 20.9
5 2 39,000 p+6+6+9+1] 6,000 6,000 6,000 9,000 12,000 0 0 0 3,680 18.0 16.3
46,500 p+6+6+9+1] 7,200 7,200 7,200 10,700 | 14,300 0 0 0 4,740 23.1 20.9
5 2 39,000 6+6+9+9+9 6,000 6,000 9,000 9,000 9,000 0 0 0 3,680 18.0 16.3
46,500 6+6+9+9+9 7,200 7,200 10,700 | 10,700 | 10,700 0 0 0 4,740 23.1 20.9
5 0 42,000 p+6+6+6+1§ 6,000 6,000 6,000 6,000 18,000 0 0 0 4,020 19.6 17.8
48,000 p+6+6+6+1§ 6,900 6,900 6,900 6,900 20,600 0 0 0 4,980 24.3 22.0
42,000 p+6+6+9+14 6,000 6,000 6,000 9,000 15,000 0 0 0 4,020 19.6 17.8
5 42 6+6+6+9+
48,000 15 6,900 6,900 6,900 10,300 | 17,100 0 0 0 4,980 24.3 22.0
6+6+6+12+
42,000 12 6,000 6,000 6,000 12,000 | 12,000 0 0 0 4,020 19.6 17.8
° 42 6+6+6+12+
48,000 12 6,900 6,900 6,900 13,700 | 13,700 0 0 0 4,980 24.3 22.0
5 0 42,000 p+6+9+9+11 6,000 6,000 9,000 9,000 12,000 0 0 0 4,020 19.6 17.8
48,000 B+6+9+9+1] 6,900 6,900 10,300 | 10,300 | 13,700 0 0 0 4,980 24.3 22.0
5 2 42,000 6+9+9+9+9 6,000 9,000 9,000 9,000 9,000 0 0 0 4,020 19.6 17.8
48,000 6+9+9+9+9 6,900 10,300 | 10,300 | 10,300 | 10,300 0 0 0 4,980 24.3 22.0
5 A5 45,000 p+6+6+9+1¢ 6,000 6,000 6,000 9,000 18,000 0 0 0 4,550 222 20.1
51,000 p+6+6+9+1f 6,800 6,800 6,800 10,200 | 20,400 0 0 0 5,290 259 23.4
6+6+6+12+
45,000 15 6,000 6,000 6,000 12,000 | 15,000 0 0 0 4,550 222 20.1
S 45 6+6+6+12+
51,000 15 6,800 6,800 6,800 13,600 | 17,000 0 0 0 5,290 259 23.4
5 45 45,000 B+6+9+9+14 6,000 6,000 9,000 9,000 15,000 0 0 0 4,550 222 20.1
51,000 p+6+9+9+14 6,800 6,800 10,200 | 10,200 | 17,000 0 0 0 5,290 259 23.4
6+6+9+12+
45,000 12 6,000 6,000 9,000 12,000 | 12,000 0 0 0 4,550 222 201
4
S ° 6+6+9+12+
51,000 12 6,800 6,800 10,200 | 13,600 | 13,600 0 0 0 5,290 259 23.4
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
5 45 45000 p5+9+9+9+14 6,000 9,000 9,000 9,000 | 12,000 0 0 0 4,550 222 201
51,000 p+9+9+9+1] 6,800 | 10,200 | 10,200 | 10,200 | 13,600 0 0 0 5,290 259 234
5 45 45,000 9+9+9+9+9 9,000 9,000 9,000 9,000 9,000 0 0 0 4,550 222 201
51,000 9+9+9+9+9 10,200 | 10,200 | 10,200 | 10,200 | 10,200 0 0 0 5,290 259 234
5 48 48,000 p+6+6+6+24 6,000 6,000 6,000 6,000 | 24,000 0 0 0 5,070 248 224
54,000 p+6+6+6+24 6,800 6,800 6,800 6,800 | 27,000 0 0 0 5,610 274 248
6+6+6+12+
48,000 18 6,000 6,000 6,000 | 12,000 | 18,000 0 0 0 5,070 24.8 224
4
s 8 6+6+6+12+
54,000 18 6,800 6,800 6,800 | 13,500 | 20,300 0 0 0 5,610 274 248
6+6+6+15+
48,000 15 6,000 6,000 6,000 | 15,000 | 15,000 0 0 0 5,070 248 224
s 48 6+6+6+15+
54,000 15 6,800 6,800 6,800 | 16,900 | 16,900 0 0 0 5,610 27.4 248
6+6+9+90+
48,000 18 6,000 6,000 9,000 9,000 | 18,000 0 0 0 5,070 248 224
s 48 6+6+9+9+
54,000 18 6,800 6,800 | 10,100 | 10,100 | 20,300 0 0 0 5,610 274 248
6+6+9+12+
48,000 15 6,000 6,000 9,000 | 12,000 | 15,000 0 0 0 5,070 24.8 224
° 48 6+6+9+12+
54,000 15 6,800 6,800 | 10,100 | 13,500 | 16,900 0 0 0 5,610 27.4 248
6+6+12+12
48,000 +12 6,000 6,000 | 12,000 | 12,000 | 12,000 0 0 0 5,070 248 224
5 48
6+6+12+12
54,000 +12 6,800 6,800 | 13,500 | 13,500 | 13,500 0 0 0 5,610 274 248
6+9+9+0+
48,000 15 6,000 9,000 9,000 9,000 | 15,000 0 0 0 5,070 24.8 224
s 48 6+9+9+9+
54,000 15 6,800 | 10,100 | 10,100 | 10,100 | 16,900 0 0 0 5,610 274 248
6+9+9+12+
48,000 12 6,000 9,000 9,000 | 12,000 | 12,000 0 0 0 5,070 248 224
5 48
6+9+9+12+
54,000 12 6,800 | 10,100 | 10,100 | 13,500 | 13,500 0 0 0 5,610 27.4 248
9+9+9+0+
48,000 12 9,000 9,000 9,000 9,000 | 12,000 0 0 0 5,070 24.8 224
s 48 9+9+9+9+
54,000 12 10,100 | 10,100 | 10,100 | 10,100 | 13,500 0 0 0 5,610 274 248
6+6+6+9+
48,000 24 5,600 5,600 5,600 8,500 | 22,600 0 0 0 5,010 244 221
> o 6+6+6+9+
54,000 o 6,400 6,400 6,400 9,500 | 25,400 0 0 0 5,500 26.9 243
6+6+6+15+
48,000 18 5,600 5,600 5,600 | 14,100 | 16,900 0 0 0 5,010 24.4 221
s o 6+6+6+15+
54,000 18 6,400 6,400 6,400 | 15,900 | 19,100 0 0 0 5,500 26.9 243
6+6+9+12+
48,000 18 5,600 5,600 8,500 | 11,300 | 16,900 0 0 0 5,010 244 221
° o 6+6+9+12+
54,000 18 6,400 6,400 9,500 | 12,700 | 19,100 0 0 0 5,500 26.9 243
6+6+9+15+
48,000 15 5,600 5,600 8,500 | 14,100 | 14,100 0 0 0 5,010 244 221
> 51 6+6+9+15+
54,000 15 6,400 6,400 9,500 | 15,900 | 15,900 0 0 0 5,500 26.9 243
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+12+12
48,000 +15 5,600 5,600 | 11,300 | 11,300 | 14,100 0 0 0 5,010 244 221
s o 6+6+12+12
54,000 15 6,400 6,400 | 12,700 | 12,700 | 15,900 0 0 0 5,500 26.9 24.3
6+9+9+9+
48,000 18 5,600 8,500 8,500 8,500 | 16,900 0 0 0 5,010 244 22.1
> 51 6+9+9+9+
54,000 18 6,400 9,500 9,500 9,500 | 19,100 0 0 0 5,500 26.9 243
6+9+9+12+
48,000 15 5,600 8,500 8,500 | 11,300 | 14,100 0 0 0 5,010 244 221
s o 6+9+9+12+
54,000 15 6,400 9,500 9,500 | 12,700 | 15,900 0 0 0 5,500 26.9 243
6+9+12+12
48,000 12 5,600 8,500 | 11,300 | 11,300 | 11,300 0 0 0 5,010 244 22.1
> o 6+9+12+12
54,000 12 6,400 9,500 | 12,700 | 12,700 | 12,700 0 0 0 5,500 26.9 243
5 51 48,000 DP+9+9+9+14 8500 8,500 8,500 8,500 | 14,100 0 0 0 5,010 244 22.1
54,000 pP+9+9+9+14 9,500 9,500 9,500 9,500 | 15,900 0 0 0 5,500 26.9 243
oo TP gs00 | gs00 | 8500 | 11300 | 11300 | 0 0 0 | 5010 | 244 | 221
> > 9+9+9+12+
54,000 12 9,500 9,500 9,500 | 12,700 | 12,700 0 0 0 5,500 26.9 243
6+6+6+6+
48,000 30 5,300 5,300 5,300 5,300 | 26,700 0 0 0 4,940 24.1 21.8
° o 6+6+6+6+
54,000 30 5,900 5,900 5,900 5,900 | 30,300 0 0 0 5,390 26.3 238
6+6+6+12+
48,000 24 5,300 5,300 5,300 | 10,700 | 21,300 0 0 0 4,940 24.1 21.8
> 54 6+6+6+12+
54,000 o 6,000 6,000 6,000 | 12,000 | 24,000 0 0 0 5,390 26.3 23.8
6+6+6+18+
48,000 18 5,300 5,300 5,300 | 16,000 | 16,000 0 0 0 4,940 241 218
s S 6+6+6+18+
54,000 18 6,000 6,000 6,000 | 18,000 | 18,000 0 0 0 5,390 26.3 23.8
6+6+9+9+
48,000 2 5,300 5,300 8,000 8,000 | 21,300 0 0 0 4,940 24.1 21.8
> 54 6+6+9+9+
54,000 o 6,000 6,000 9,000 9,000 | 24,000 0 0 0 5,390 26.3 238
6+6+9+15+
48,000 18 5,300 5,300 8,000 | 13,300 | 16,000 0 0 0 4,940 241 21.8
s S 6+6+9+15+
54,000 18 6,000 6,000 9,000 | 15,000 | 18,000 0 0 0 5,390 26.3 23.8
6+6+12+12
48,000 +18 5,300 5,300 | 10,700 | 10,700 | 16,000 0 0 0 4,940 24.1 21.8
° o4 6+6+12+12
54,000 +18 6,000 6,000 | 12,000 | 12,000 | 18,000 0 0 0 5,390 26.3 238
oo OO 5300 | 5300 | 10700 | 13300 | 13300 | 0 0 0 | 4940 | 241 218
> > 6+6+12+15
54,000 15 6,000 6,000 | 12,000 | 15,000 | 15,000 0 0 0 5,390 26.3 23.8
6+9+9+12+
48,000 18 5,300 8,000 8,000 | 10,700 | 16,000 0 0 0 4,940 24.1 21.8
° o 6+9+9+12+
54,000 18 6,000 9,000 9,000 | 12,000 | 18,000 0 0 0 5,390 26.3 238
6+9+9+15+
48,000 15 5,300 8,000 8,000 | 13,300 | 13,300 0 0 0 4,940 24.1 21.8
> 54 6+9+9+15+
54,000 15 6,000 9,000 9,000 | 15,000 | 15,000 0 0 0 5,390 26.3 23.8
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+12+12
48,000 +15 5,300 8,000 | 10,700 | 10,700 | 13,300 0 0 0 4,940 241 21.8
5 o4 6+9+12+12
54,000 +15 6,000 9,000 | 12,000 | 12,000 | 15,000 0 0 0 5,390 26.3 238
6+12+12+
48,000 12412 5,300 | 10,700 | 10,700 | 10,700 | 10,700 0 0 0 4,940 241 218
5 54
54,000 6 +1122++1122 * 6,000 | 12,000 | 12,000 | 12,000 | 12,000 0 0 0 5,390 26.3 23.8
9+9+9+0+
48,000 18 8,000 8,000 8,000 8,000 | 16,000 0 0 0 4,940 241 21.8
s o 9+9+9+90+
54,000 18 9,000 9,000 9,000 9,000 | 18,000 0 0 0 5,390 26.3 238
9+9+9+12+
48,000 15 8,000 8,000 8,000 | 10,700 | 13,300 0 0 0 4,940 241 218
> o4 9+9+9+12+
54,000 15 9,000 9,000 9,000 | 12,000 | 15,000 0 0 0 5,390 26.3 23.8
9+9+12+12
48,000 8,000 8,000 | 10,700 | 10,700 | 10,700 0 0 0 4,940 241 21.8
5 54 +12
9+9+12+12
54,000 +12 9,000 9,000 | 12,000 | 12,000 | 12,000 0 0 0 5,390 26.3 238
6+6+6+9+
48,000 30 5,100 5,100 5,100 7,600 | 25,300 0 0 0 4,870 23.8 215
° ¥ 6+6+6+9+
54,000 30 5,600 5,600 5,600 8,400 | 28,800 0 0 0 5,330 26.0 235
6+6+6+15+
48,000 o 5,100 5,100 5100 | 12,600 | 20,200 0 0 0 4,870 23.8 215
> 37 6+6+6+15+
54,000 o4 5,700 5,700 5700 | 14,200 | 22,700 0 0 0 5,330 26.0 235
6+6+9+12+
48,000 o 5,100 5,100 7,600 | 10,100 | 20,200 0 0 0 4,870 23.8 21.5
5 57 6+6+9+12+
54,000 o 5,700 5,700 8,500 | 11,400 | 22,700 0 0 0 5,330 26.0 235
6+6+9+18+
48,000 18 5,100 5,100 7,600 | 15,200 | 15,200 0 0 0 4,870 238 215
> 57 6+6+9+18+
54,000 18 5,700 5,700 8,500 | 17,100 | 17,100 0 0 0 5,330 26.0 23.5
6+6+12+15
48,000 +18 5,100 5,100 | 10,100 | 12,600 | 15,200 0 0 0 4,870 23.8 215
s 57 6+6+12+15
54,000 +18 5,700 5700 | 11,400 | 14,200 | 17,100 0 0 0 5,330 26.0 235
6+6+15+15
48,000 +15 5,100 5100 | 12,600 | 12,600 | 12,600 0 0 0 4,870 23.8 215
> 57 6+6+15+15
54,000 +15 5,700 5,700 | 14,200 | 14,200 | 14,200 0 0 0 5,330 26.0 23.5
6+9+9+0+
48,000 o 5,100 7,600 7,600 7,600 | 20,200 0 0 0 4,870 23.8 215
s 57 6+9+9+90+
54,000 o 5,700 8,500 8,500 8,500 | 22,700 0 0 0 5,330 26.0 235
6+9+9+15+
48,000 18 5,100 7,600 7,600 | 12,600 | 15,200 0 0 0 4,870 23.8 215
® 57 6+9+9+15+
54,000 18 5,700 8,500 8,500 | 14,200 | 17,100 0 0 0 5,330 26.0 23.5
6+9+12+12
48,000 +18 5,100 7,600 | 10,100 | 10,100 | 15,200 0 0 0 4,870 23.8 215
> 37 6+9+12+12
54,000 +18 5,700 8,500 | 11,400 | 11,400 | 17,100 0 0 0 5,330 26.0 235
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+12+15
48,000 +15 5,100 7,600 | 10,100 | 12,600 | 12,600 0 0 0 4,870 23.8 21.5
s 57 6+9+12+15
54,000 +15 5,700 8,500 | 11,400 | 14,200 | 14,200 0 0 0 5,330 26.0 235
6+12+12+
48,000 12415 5,100 | 10,100 | 10,100 | 10,100 | 12,600 0 0 0 4,870 238 215
5 57
54,000 6 +1122++1152 * 5700 | 11,400 | 11,400 | 11,400 | 14,200 0 0 0 5,330 26.0 23.5
9+9+9+12+
48,000 18 7,600 7,600 7,600 | 10,100 | 15,200 0 0 0 4,870 23.8 215
s 57 9+9+9+12+
54,000 18 8,500 8,500 8,500 | 11,400 | 17,100 0 0 0 5,330 26.0 235
9+9+9+15+
48,000 15 7,600 7,600 7,600 | 12,600 | 12,600 0 0 0 4,870 23.8 215
> 37 9+9+9+15+
54,000 15 8,500 8,500 8,500 | 14,200 | 14,200 0 0 0 5,330 26.0 23.5
9+9+12+12
48,000 +15 7,600 7,600 | 10,100 | 10,100 | 12,600 0 0 0 4,870 23.8 215
5 57
9+9+12+12
54,000 +15 8,500 8,500 | 11,400 | 11,400 | 14,200 0 0 0 5,330 26.0 235
9+12+12+
48,000 12412 7,600 | 10,100 | 10,100 | 10,100 | 10,100 0 0 0 4,870 23.8 215
5 57
54,000 o +1122++1122 * 8,500 | 11,400 | 11,400 | 11,400 | 11,400 0 0 0 5,330 26.0 23.5
48,000 p+6+6+6+3¢ 4,800 4,800 4,800 4,800 | 28,800 0 0 0 4,800 234 212
5 60
54,000 p+6+6+6+3( 5300 5,300 5,300 5300 | 32,900 0 0 0 5,270 25.7 232
6+6+6+12+
48,000 30 4,800 4,800 4,800 9,600 | 24,000 0 0 0 4,800 234 212
> 60 6+6+6+12+
54,000 30 5,300 5,300 5300 | 10,700 | 27,300 0 0 0 5,270 25.7 232
6+6+6+18+
48,000 o 4,800 4,800 4,800 | 14,400 | 19,200 0 0 0 4,800 234 212
s 60 6+6+6+18+
54,000 o 5,400 5,400 5400 | 16,200 | 21,600 0 0 0 5,270 25.7 232
6+6+9+9+
48,000 30 4,800 4,800 7,200 7,200 | 24,000 0 0 0 4,800 234 212
> 60 6+6+9+9+
54,000 30 5,300 5,300 8,000 8,000 | 27,300 0 0 0 5,270 25.7 232
6+6+9+15+
48,000 o 4,800 4,800 7,200 | 12,000 | 19,200 0 0 0 4,800 234 21.2
s 60 6+6+9+15+
54,000 o4 5,400 5,400 8,100 | 13,500 | 21,600 0 0 0 5,270 25.7 232
6+6+12+12
48,000 +24 4,800 4,800 9,600 9,600 | 19,200 0 0 0 4,800 234 212
° 60 6+6+12+12
54,000 +o4 5,400 5,400 | 10,800 | 10,800 | 21,600 0 0 0 5,270 25.7 232
a8000 |CFE*12*181 4a00 | 4800 | 9600 | 14400 | 14400 | 0 0 0 | 4800 | 234 | 212
5 60 18
6+6+12+18
54,000 +18 5,400 5400 | 10,800 | 16,200 | 16,200 0 0 0 5,270 25.7 232
6+6+15+15
48,000 +18 4,800 4,800 | 12,000 | 12,000 | 14,400 0 0 0 4,800 234 212
° 60 6+6+15+15
54,000 +18 5,400 5,400 | 13,500 | 13,500 | 16,200 0 0 0 5,270 25.7 232
6+9+9+12+
48,000 24 4,800 7,200 7,200 9,600 | 19,200 0 0 0 4,800 234 212
> 60 6+9+9+12+
54,000 o 5,400 8,100 8,100 | 10,800 | 21,600 0 0 0 5,270 25.7 232
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTUMH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | ° (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+9+18+
48,000 18 4,800 7,200 7,200 14,400 | 14,400 0 0 0 4,800 234 21.2
S €0 6+9+9+18+
54,000 18 5,400 8,100 8,100 16,200 | 16,200 0 0 0 5,270 25.7 23.2
6+9+12+15
48,000 +18 4,800 7,200 9,600 12,000 | 14,400 0 0 0 4,800 23.4 21.2
5 60
6+9+12+15
54,000 +18 5,400 8,100 10,800 | 13,500 | 16,200 0 0 0 5,270 25.7 23.2
6+9+15+15
48,000 +15 4,800 7,200 12,000 | 12,000 | 12,000 0 0 0 4,800 234 21.2
5 60
6+9+15+15
54,000 +15 5,400 8,100 13,500 | 13,500 | 13,500 0 0 0 5,270 25.7 23.2
6+12+12+
48,000 12 +18 4,800 9,600 9,600 9,600 14,400 0 0 0 4,800 23.4 21.2
5 60
sa000 | &* 1122: 1182 *| 5400 | 10800 | 10,800 | 10,800 | 16,200 | 0 0 0 5270 | 257 23.2
6+12+12+
48,000 15415 4,800 9,600 9,600 12,000 | 12,000 0 0 0 4,800 234 21.2
5 60
se00 | 8% 11_)2:1152 *| 5400 | 10,800 | 10,800 | 13500 | 13500 | 0 0 0 5210 | 257 23.2
9+9+9+9+
48,000 o4 7,200 7,200 7,200 7,200 19,200 0 0 0 4,800 23.4 21.2
S 60 9+9+9+9+
54,000 o 8,100 8,100 8,100 8,100 21,600 0 0 0 5,270 25.7 23.2
9+9+9+15+
48,000 18 7,200 7,200 7,200 12,000 | 14,400 0 0 0 4,800 23.4 21.2
5 60
9+9+9+15+
54,000 18 8,100 8,100 8,100 13,500 | 16,200 0 0 0 5,270 25.7 23.2
9+9+12+12
48,000 +18 7,200 7,200 9,600 9,600 14,400 0 0 0 4,800 234 21.2
5 60
9+9+12+12
54,000 +18 8,100 8,100 10,800 | 10,800 | 16,200 0 0 0 5,270 25.7 23.2
9+9+12+15
48,000 +15 7,200 7,200 9,600 12,000 | 12,000 0 0 0 4,800 23.4 21.2
5 60
9+9+12+15
54,000 +15 8,100 8,100 10,800 | 13,500 | 13,500 0 0 0 5,270 25.7 23.2
9+12+12+
48,000 12 +15 7,200 9,600 9,600 9,600 12,000 0 0 0 4,800 234 21.2
5 60
54,000 9 +1122++1152 * 8,100 10,800 | 10,800 | 10,800 | 13,500 0 0 0 5,270 25.7 23.2
12+12+12+
48,000 12412 9,600 9,600 9,600 9,600 9,600 0 0 0 4,800 23.4 21.2
5 60
54,000 12 :212;;212 * 10,800 | 10,800 | 10,800 | 10,800 | 10,800 0 0 0 5,270 25.7 23.2
6+6+6+6+
36,000 6+6 6,000 6,000 6,000 6,000 6,000 6,000 0 0 3,340 16.3 14.8
6 % 6+6+6+6+
45,000 6+6 7,500 7,500 7,500 7,500 7,500 7,500 0 0 4,500 22.0 19.9
6+6+6+6+
39,000 6+9 6,000 6,000 6,000 6,000 6,000 9,000 0 0 3,680 18.0 16.3
6 3 6+6+6+6+
46,500 6+9 7,200 7,200 7,200 7,200 7,200 10,700 0 0 4,740 231 20.9
6+6+6+6+
42,000 6412 6,000 6,000 6,000 6,000 6,000 12,000 0 0 4,020 19.6 17.8
6 42
ao00 | 8F %:i; 6+ 6900 | 6900 | 690 | 690 | 6900 | 13700 | 0 0 4980 | 243 22.0
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTUH] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
42,000 9+9 6,000 6,000 6,000 6,000 9,000 9,000 0 0 4,020 19.6 17.8
6 42 6+6+6+6+
48,000 9+9 6,900 6,900 6,900 6,900 10,300 | 10,300 0 0 4,980 243 22.0
6+6+6+6+
45,000 6+15 6,000 6,000 6,000 6,000 6,000 | 15,000 0 0 4,550 222 201
6 45 6+6+6+6+
51,000 6+15 6,800 6,800 6,800 6,800 6,800 | 17,000 0 0 5,290 25.9 23.4
6+6+6+6+
45,000 9+12 6,000 6,000 6,000 6,000 9,000 | 12,000 0 0 4,550 222 201
6 45 6+6+6+6+
51,000 9412 6,800 6,800 6,800 6,800 10,200 | 13,600 0 0 5,290 25.9 234
6+6+6+9+
45,000 9+9 6,000 6,000 6,000 9,000 9,000 9,000 0 0 4,550 222 20.1
6 4 6+6+6+9+
51,000 949 6,800 6,800 6,800 | 10,200 | 10,200 | 10,200 0 0 5,290 259 234
6+6+6+6+
48,000 6418 6,000 6,000 6,000 6,000 6,000 | 18,000 0 0 5,070 24.8 224
6 48
s4000 |®F %:i g 6*| 6800 | 6800 | 6800 | 6800 | 680 | 20300 | 0 0 5610 | 274 248
6+6+6+6+
48,000 9+15 6,000 6,000 6,000 6,000 9,000 | 15,000 0 0 5,070 248 224
6 48 6+6+6+6+
54,000 9415 6,800 6,800 6,800 6,800 | 10,100 | 16,900 0 0 5,610 274 248
6+6+6+6+
48,000 12412 6,000 6,000 6,000 6,000 | 12,000 | 12,000 0 0 5,070 24.8 224
6 48
s4000 |®F $2++61;6 *| 6800 | 6800 | 680 | 6800 | 13500 | 13500 | 0 0 | 5610 | 274 24.8
6+6+6+9+
48,000 9+12 6,000 6,000 6,000 9,000 9,000 | 12,000 0 0 5,070 24.8 224
6 48 6+6+6+9+
54,000 9412 6,800 6,800 6,800 10,100 | 10,100 | 13,500 0 0 5,610 274 248
6+6+9+9+
48,000 9+9 6,000 6,000 9,000 9,000 9,000 9,000 0 0 5,070 248 224
6 48 6+6+9+9+
54,000 949 6,800 6,800 | 10,100 | 10,100 | 10,100 | 10,100 0 0 5,610 274 24.8
6+6+6+6+
48,000 9+18 5,600 5,600 5,600 5,600 8,500 | 16,900 0 0 5,010 244 221
6 o 6+6+6+6+
54,000 9+18 6,400 6,400 6,400 6,400 9,500 19,100 0 0 5,500 26.9 243
6+6+6+6+
48,000 12 +15 5,600 5,600 5,600 5,600 | 11,300 | 14,100 0 0 5,010 244 221
6 51 6+6+6+6+
54,000 12415 6,400 6,400 6,400 6,400 | 12,700 | 15,900 0 0 5,500 26.9 24.3
6+6+6+9+
48,000 9415 5,600 5,600 5,600 8,500 8,500 | 14,100 0 0 5,010 244 221
6 > 6+6+6+9+
54,000 9+15 6,400 6,400 6,400 9,500 9,500 | 15,900 0 0 5,500 26.9 243
6+6+6+9+
48,000 12412 5,600 5,600 5,600 8,500 | 11,300 | 11,300 0 0 5,010 244 221
6 o1 6+6+6+9+
54,000 12 +12 6,400 6,400 6,400 9,500 | 12,700 | 12,700 0 0 5,500 26.9 243
6+6+9+9+
48,000 9+ 12 5,600 5,600 8,500 8,500 8,500 | 11,300 0 0 5,010 244 221
6 51 6+6+9+9+
54,000 9412 6,400 6,400 9,500 9,500 9,500 | 12,700 0 0 5,500 26.9 243
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+9+9+
48,000 o+ o 5600 | 8500 | 8500 | 8500 | 8500 | 8500 0 0 5010 | 244 221
6 o 6+9+9+9+
54,000 oo 6400 | 9500 | 9500 | 9,500 | 9,500 | 9,500 0 0 5500 | 269 243
6+6+6+6+
48,000 " 5300 | 5300 | 5300 | 5300 | 5300 | 21300 | 0 0 4940 | 241 2138
6 54
54,000 6+%:2:6+ 6,000 | 6,000 | 6000 | 6000 | 6000 | 24000 | 0 0 5390 | 263 238
6+6+6+6+
48,000 AR 5300 | 5300 | 5300 | 5300 | 10700 | 16,000 | 0 0 4940 | 241 2138
6 5 6+6+6+6+
54,000 A 6,000 | 6,000 | 6000 | 6000 | 12,000 | 18000 | 0 0 5390 | 263 238
6+6+6+6+
48,000 AR 5300 | 5300 | 5300 | 5300 | 13300 | 13300 | 0 0 4940 | 241 2138
6 54
54,000 6+i;i;6+ 6,000 | 6,000 | 6000 | 6000 | 15000 | 15000 | 0 0 5390 | 263 238
6+6+6+9+
48,000 oe 1 5300 | 5300 | 5300 | 8000 | 8000 | 16,000 | 0 0 4940 | 241 2138
6 54
54,000 6+%:ig9+ 6,000 | 6000 | 6000 | 9,000 | 9,000 | 18000 | O 0 5390 | 263 238
6+6+6+9+
48,000 AR 5300 | 5300 | 5300 | 8000 | 10700 | 13300 | 0 0 4940 | 241 2138
6 54
54,000 6+i;i;9+ 6,000 | 6,000 | 6000 | 9,000 | 12,000 | 15000 | 0 0 5300 | 263 238
6+6+6+12+
48,000 et 5300 | 5300 | 5300 | 10,700 | 10700 | 10700 | 0 0 4940 | 241 2138
6 5 6+6+6+12+
54,000 et 6,000 | 6,000 | 6000 | 12,000 | 12,000 | 12000 | 0 0 5390 | 263 238
6+6+9+9+
48,000 o 1e 5300 | 5300 | 8000 | 8000 | 8000 | 13300 | 0 0 4940 | 241 2138
6 5 6+6+9+9+
54,000 e 6,000 | 6,000 | 9000 | 9000 | 9000 | 15000 | 0 0 5300 | 263 238
6+6+9+9+
48,000 AR 5300 | 5300 | 8000 | 8000 | 10700 | 10700 | 0 0 4940 | 241 2138
6 54
54,000 6+i;ﬂ;9+ 6,000 | 6,000 | 9,000 | 9,000 | 12,000 | 12,000 | 0 0 5390 | 263 238
6+9+9+9+
48,000 o 19 5300 | 8000 | 8000 | 8000 | 8000 | 10700 | 0 0 4940 | 241 2138
6 5 6+9+9+9+
54,000 o 1o 6,000 | 9000 | 9000 | 9000 | 9000 | 12000 | 0 0 5390 | 263 238
9+9+9+9+
48,000 o s 8,000 | 8000 | 8000 | 8000 | 8000 | 8000 0 0 4940 | 241 2138
6 5 9+9+9+9+
54,000 oo 9,000 | 9,000 | 9,000 | 9,000 | 9,000 | 9,000 0 0 5390 | 263 238
6+6+6+6+
48,000 " 5100 | 5100 | 5100 | 5100 | 7,600 | 20,200 | 0 0 4870 | 238 215
6 57
54,000 6+%:2;6+ 5700 | 5700 | 5700 | 5700 | 8500 | 22700 | 0 0 5330 | 260 235
6+6+6+6+
48,000 AR 5100 | 5100 | 5100 | 5100 | 12,600 | 15200 | 0 0 4870 | 238 215
6 57
54,000 6+$5++61;6+ 5700 | 5700 | 5700 | 5700 | 14200 | 17,900 | 0 0 5330 | 260 235
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
FORM# MXZ-8C48NA2_MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-20

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
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STANDARD MODELS

MXZ-8C48NA2/MXZ-8C48NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indo.or Capacity | unit Capacity | for Int.loor capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTUMH] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 29 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 29 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 34 31
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
] 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 5.4
] 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 43
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
] 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
] " 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 11.9 10.8
] 20 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 15.3
1 %6 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 220 19.9
) 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
) 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 43
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 75 6.8
) 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
) 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
) Y 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
) Y 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
) " 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 76 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
) " 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 76 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
) o 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 76 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 1.9 10.8
) 97 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 131
) 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 131
) 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 29,500 0 0 0 0 0 0 3,470 17.0 15.3
) %0 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9,000 9 9,000 0 0 0 0 0 0 0 1,110 54 4.9
1 9
10,300 9 10,300 0 0 0 0 0 0 0 1,304 6.4 5.8
12,000 12 12,000 0 0 0 0 0 0 0 1,410 6.9 6.2
1 12
13,600 12 13,600 0 0 0 0 0 0 0 1,548 7.6 6.8
15,000 15 15,000 0 0 0 0 0 0 0 1,700 8.3 7.5
1 15
16,900 15 16,900 0 0 0 0 0 0 0 1,792 8.7 7.9
18,000 18 18,000 0 0 0 0 0 0 0 1,980 9.6 8.7
1 18
20,200 18 20,200 0 0 0 0 0 0 0 2,036 9.9 9.0
24,000 24 24,000 0 0 0 0 0 0 0 2,530 123 111
1 24
26,800 24 26,800 0 0 0 0 0 0 0 2,523 123 111
30,000 30 30,000 0 0 0 0 0 0 0 3,060 14.9 135
1 30
33,400 30 33,400 0 0 0 0 0 0 0 3,011 14.7 13.3
36,000 36 36,000 0 0 0 0 0 0 0 3,560 17.3 15.7
1 36
40,000 36 40,000 0 0 0 0 0 0 0 3,499 171 15.4
18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,980 9.6 8.7
2 18
20,200 9+9 10,100 | 10,100 0 0 0 0 0 0 2,036 9.9 9.0
21,000 9+12 9,000 12,000 0 0 0 0 0 0 2,260 11.0 9.9
2 21
23,500 9+ 12 10,100 | 13,400 0 0 0 0 0 0 2,279 11.1 10.1
24,000 9+15 9,000 15,000 0 0 0 0 0 0 2,530 12.3 111
2 24
26,800 9+ 15 10,100 | 16,800 0 0 0 0 0 0 2,523 12.3 1.1
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 2,530 123 111
2 24
26,800 12+12 13,400 | 13,400 0 0 0 0 0 0 2,523 12.3 111
27,000 9+18 9,000 18,000 0 0 0 0 0 0 2,800 13.6 123
2 27
30,100 9+18 10,000 | 20,100 0 0 0 0 0 0 2,767 135 12.2
27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,800 13.6 12.3
2 27
30,100 12+15 13,400 | 16,700 0 0 0 0 0 0 2,767 135 12.2
30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 3,060 14.9 13.5
2 30
33,400 12+18 13,400 | 20,000 0 0 0 0 0 0 3,011 14.7 13.3
30,000 15+ 15 15,000 | 15,000 0 0 0 0 0 0 3,060 14.9 13.5
2 30
33,400 15+ 15 16,700 | 16,700 0 0 0 0 0 0 3,011 14.7 13.3
33,000 9+24 9,000 24,000 0 0 0 0 0 0 3,320 16.1 14.6
2 33
36,700 9+24 10,000 | 26,700 0 0 0 0 0 0 3,255 15.9 14.4
33,000 15+18 15,000 | 18,000 0 0 0 0 0 0 3,320 16.1 14.6
2 33
36,700 15+ 18 16,700 | 20,000 0 0 0 0 0 0 3,255 15.9 14.4
36,000 12+24 12,000 | 24,000 0 0 0 0 0 0 3,560 17.3 15.7
2 36
40,000 12+24 13,300 | 26,700 0 0 0 0 0 0 3,499 171 15.4
36,000 18 +18 18,000 | 18,000 0 0 0 0 0 0 3,560 17.3 15.7
2 36
40,000 18 +18 20,000 | 20,000 0 0 0 0 0 0 3,499 171 15.4
39,000 9+ 30 9,000 30,000 0 0 0 0 0 0 3,790 18.4 16.7
2 39
43,200 9+ 30 9,800 33,400 0 0 0 0 0 0 3,743 18.3 16.5
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
39,000 15+24 15,000 | 24,000 0 0 0 0 0 0 3,790 18.4 16.7
2 39
43,200 15+ 24 16,600 | 26,600 0 0 0 0 0 0 3,743 18.3 16.5
42,000 12+ 30 12,000 | 30,000 0 0 0 0 0 0 4,000 194 17.6
2 42
46,500 12+ 30 13,100 | 33,400 0 0 0 0 0 0 3,987 19.5 17.6
42,000 18 +24 18,000 | 24,000 0 0 0 0 0 0 4,000 194 17.6
2 42
46,500 18 +24 19,900 | 26,600 0 0 0 0 0 0 3,987 19.5 17.6
45,000 9+ 36 9,000 36,000 0 0 0 0 0 0 4,180 20.3 18.4
2 45
49,800 9+ 36 9,600 40,200 0 0 0 0 0 0 4,231 20.6 18.7
45,000 15+ 30 15,000 | 30,000 0 0 0 0 0 0 4,180 20.3 18.4
2 45
49,800 15+ 30 16,300 | 33,500 0 0 0 0 0 0 4,231 20.6 18.7
48,000 12+ 36 12,000 | 36,000 0 0 0 0 0 0 4,340 211 19.1
2 48
53,100 12 + 36 12,900 | 40,200 0 0 0 0 0 0 4,474 21.8 19.8
48,000 18 + 30 18,000 | 30,000 0 0 0 0 0 0 4,340 211 19.1
2 48
53,100 18 + 30 19,600 | 33,500 0 0 0 0 0 0 4,474 21.8 19.8
48,000 24 +24 24,000 | 24,000 0 0 0 0 0 0 4,340 211 191
2 48
53,100 24 +24 26,600 | 26,600 0 0 0 0 0 0 4,474 21.8 19.8
51,000 15+ 36 15,000 | 36,000 0 0 0 0 0 0 4,480 218 19.7
2 51
56,400 15+ 36 16,100 | 40,300 0 0 0 0 0 0 4,718 23.0 20.8
54,000 18 + 36 18,000 | 36,000 0 0 0 0 0 0 4,580 223 20.1
2 54
59,700 18 + 36 19,400 | 40,300 0 0 0 0 0 0 4,962 24.2 21.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
54,000 24 +30 24,000 | 30,000 0 0 0 0 0 0 4,580 223 20.1
2 54
59,700 24 + 30 26,200 | 33,500 0 0 0 0 0 0 4,962 24.2 219
60,000 24 + 36 24,000 | 36,000 0 0 0 0 0 0 4,680 22.8 20.6
2 60
66,000 24 + 36 25,800 | 40,200 0 0 0 0 0 0 5,450 26.6 241
60,000 30 + 30 30,000 | 30,000 0 0 0 0 0 0 4,680 22.8 20.6
2 60
66,000 30+30 33,000 | 33,000 0 0 0 0 0 0 5,450 26.6 241
61,200 30 + 36 27,800 | 33,400 0 0 0 0 0 0 4,700 22.8 20.7
2 66
67,200 30+ 36 30,300 | 36,900 0 0 0 0 0 0 5,410 26.4 239
62,400 36 + 36 31,200 | 31,200 0 0 0 0 0 0 4,700 22.8 20.7
2 72
68,400 36 + 36 34,200 | 34,200 0 0 0 0 0 0 5,410 26.4 23.9
27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,800 13.6 12.3
3 27
30,100 9+9+9 10,000 | 10,000 | 10,000 0 0 0 0 0 2,767 13.5 12.2
30,000 9+9+12 9,000 9,000 12,000 0 0 0 0 0 3,060 14.9 135
3 30
33,400 9+9+12 10,000 | 10,000 | 13,400 0 0 0 0 0 3,011 14.7 13.3
33,000 9+9+15 9,000 9,000 15,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 9+9+15 10,000 | 10,000 | 16,700 0 0 0 0 0 3,255 15.9 14.4
33,000 9+12+12 9,000 12,000 | 12,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 9+12+12 10,000 | 13,300 | 13,300 0 0 0 0 0 3,255 15.9 14.4
36,000 9+9+18 9,000 9,000 18,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 9+9+18 10,000 | 10,000 | 20,000 0 0 0 0 0 3,499 171 15.4
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
36,000 9+9+18 9,000 9,000 18,000 0 0 0 0 0 3,560 173 15.7
3 36
40,000 9+9+18 10,000 | 10,000 | 20,000 0 0 0 0 0 3,499 171 15.4
36,000 9+12+15 9,000 12,000 | 15,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 9+12+15 10,000 | 13,300 | 16,700 0 0 0 0 0 3,499 171 15.4
36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 12+12+12 | 13,300 | 13,300 | 13,300 0 0 0 0 0 3,499 171 15.4
39,000 9+12+18 9,000 12,000 | 18,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 9+12+18 10,000 | 13,300 | 19,900 0 0 0 0 0 3,743 18.3 16.5
39,000 9+15+15 9,000 15,000 | 15,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 9+15+15 10,000 | 16,600 | 16,600 0 0 0 0 0 3,743 18.3 16.5
39,000 12+12+15 | 12,000 | 12,000 | 15,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 12+12+15 | 13,300 | 13,300 | 16,600 0 0 0 0 0 3,743 18.3 16.5
42,000 9+9+24 9,000 9,000 24,000 0 0 0 0 0 4,000 19.4 17.6
3 42
46,500 9+9+24 10,000 | 10,000 | 26,600 0 0 0 0 0 3,987 19.5 17.6
42,000 9+15+18 9,000 15,000 | 18,000 0 0 0 0 0 4,000 19.4 17.6
3 42
46,500 9+15+18 10,000 | 16,600 | 19,900 0 0 0 0 0 3,987 19.5 17.6
42,000 12+12+18 | 12,000 | 12,000 | 18,000 0 0 0 0 0 4,000 19.4 17.6
3 42
46,500 12+12+18 | 13,300 | 13,300 | 19,900 0 0 0 0 0 3,987 19.5 17.6
42,000 12+15+15 | 12,000 | 15,000 | 15,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 12+15+15 | 13,300 | 16,600 | 16,600 0 0 0 0 0 3,987 19.5 17.6
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
45,000 9+12+24 9,000 12,000 | 24,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 9+12+24 10,000 | 13,300 | 26,600 0 0 0 0 0 4,231 20.6 18.7
45,000 9+18+18 9,000 18,000 | 18,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 9+18+18 10,000 | 19,900 | 19,900 0 0 0 0 0 4,231 20.6 18.7
45,000 12+15+18 | 12,000 | 15,000 | 18,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 12+15+18 | 13,300 | 16,600 | 19,900 0 0 0 0 0 4,231 20.6 18.7
45,000 15+15+15 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 15+15+15 | 16,600 | 16,600 | 16,600 0 0 0 0 0 4,231 20.6 18.7
48,000 9+9+30 9,000 9,000 30,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 9+9+30 9,800 9,800 33,500 0 0 0 0 0 4,474 21.8 19.8
48,000 9+15+24 9,000 15,000 | 24,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 9+15+24 10,000 | 16,600 | 26,600 0 0 0 0 0 4,474 21.8 19.8
48,000 12+12+24 | 12,000 | 12,000 | 24,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 12+12+24 | 13,300 | 13,300 | 26,600 0 0 0 0 0 4,474 21.8 19.8
48,000 12+18+18 | 12,000 | 18,000 | 18,000 0 0 0 0 0 4,340 211 191
3 48
53,100 12+18+18 | 13,300 | 19,900 | 19,900 0 0 0 0 0 4,474 21.8 19.8
48,000 15+15+18 | 15,000 | 15,000 | 18,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 15+15+18 | 16,600 | 16,600 | 19,900 0 0 0 0 0 4,474 21.8 19.8
51,000 9+12+30 9,000 12,000 | 30,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 9+12+30 9,800 13,100 | 33,500 0 0 0 0 0 4,718 23.0 20.8
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
51,000 9+18+24 9,000 18,000 | 24,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 9+18+24 10,000 | 19,900 | 26,500 0 0 0 0 0 4,718 23.0 20.8
51,000 12+15+24 | 12,000 | 15,000 | 24,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 12+15+24 | 13,300 | 16,600 | 26,500 0 0 0 0 0 4,718 23.0 20.8
51,000 15+18+18 | 15,000 | 18,000 | 18,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 15+18+18 | 16,600 | 19,900 | 19,900 0 0 0 0 0 4,718 23.0 20.8
54,000 9+9+36 9,000 9,000 36,000 0 0 0 0 0 4,580 223 201
3 54
59,700 9+9+36 9,700 9,700 40,300 0 0 0 0 0 4,962 24.2 21.9
54,000 9+15+30 9,000 15,000 | 30,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 9+ 15+ 30 9,800 16,400 | 33,500 0 0 0 0 0 4,962 24.2 21.9
54,000 12+12+30 | 12,000 | 12,000 | 30,000 0 0 0 0 0 4,580 22.3 201
3 54
59,700 12+12+30 | 13,100 | 13,100 | 33,500 0 0 0 0 0 4,962 242 219
54,000 12+18+24 | 12,000 | 18,000 | 24,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 12+18+24 | 13,300 | 19,900 | 26,500 0 0 0 0 0 4,962 242 219
54,000 15+15+24 | 15,000 | 15,000 | 24,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 15+15+24 | 16,600 | 16,600 | 26,500 0 0 0 0 0 4,962 242 21.9
54,000 18+18+18 | 18,000 | 18,000 | 18,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 18+18+18 | 19,900 | 19,900 | 19,900 0 0 0 0 0 4,962 242 21.9
57,000 9+12+36 9,000 12,000 | 36,000 0 0 0 0 0 4,630 225 20.4
3 57
63,000 9+12+36 9,700 12,900 | 40,400 0 0 0 0 0 5,206 254 23.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
57,000 9+18+30 9,000 18,000 | 30,000 0 0 0 0 0 4,630 225 204
3 57
63,000 9+18+30 9,800 19,600 | 33,500 0 0 0 0 0 5,206 25.4 23.0
57,000 9+24+24 9,000 24,000 | 24,000 0 0 0 0 0 4,630 225 204
3 57
63,000 9+24+24 9,900 26,500 | 26,500 0 0 0 0 0 5,206 25.4 23.0
57,000 12+15+30 | 12,000 | 15,000 | 30,000 0 0 0 0 0 4,630 225 204
3 57
63,000 12+15+30 | 13,100 | 16,400 | 33,500 0 0 0 0 0 5,206 25.4 23.0
60,000 9+15+36 9,000 15,000 | 36,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 9+15+36 9,700 16,100 | 40,200 0 0 0 0 0 5,450 26.6 241
60,000 12+12+36 | 12,000 | 12,000 | 36,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+12+36 | 12,900 | 12,900 | 40,200 0 0 0 0 0 5,450 26.6 241
60,000 12+18+30 | 12,000 | 18,000 | 30,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+18+30 | 13,000 | 19,600 | 33,400 0 0 0 0 0 5,450 26.6 241
60,000 12+24+24 | 12,000 | 24,000 | 24,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+24+24 | 13,200 | 26,400 | 26,400 0 0 0 0 0 5,450 26.6 241
60,000 15+15+30 | 15,000 | 15,000 | 30,000 0 0 0 0 0 4,680 228 20.6
3 60
66,000 15+15+30 | 16,300 | 16,300 | 33,400 0 0 0 0 0 5,450 26.6 241
60,000 18+18+24 | 18,000 | 18,000 | 24,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 18+18+24 | 19,800 | 19,800 | 26,400 0 0 0 0 0 5,450 26.6 241
60,600 9+ 18+ 36 8,700 17,300 | 34,600 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 9+ 18+ 36 9,300 18,600 | 38,700 0 0 0 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
60,600 9+24+30 8,700 23,100 | 28,900 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 9+24+30 9,400 25,100 | 32,100 0 0 0 0 0 5,430 26.5 240
60,600 12+15+36 | 11,500 | 14,400 | 34,600 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 12+15+36 | 12,400 | 15,500 | 38,700 0 0 0 0 0 5,430 26.5 240
61,200 12+18+36 | 11,100 | 16,700 | 33,400 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 12+18+36 | 11,900 | 17,900 | 37,300 0 0 0 0 0 5,410 26.4 23.9
61,200 12+24+30 | 11,100 | 22,300 | 27,800 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 12+24+30 | 12,100 | 24,200 | 31,000 0 0 0 0 0 5,410 26.4 23.9
61,200 15+15+36 | 13,900 | 13,900 | 33,400 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 15+15+36 | 14,900 | 14,900 | 37,300 0 0 0 0 0 5,410 26.4 23.9
61,200 18+18+30 | 16,700 | 16,700 | 27,800 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 18+18+30 | 18,100 | 18,100 | 31,000 0 0 0 0 0 5,410 26.4 239
61,200 18+24+24 | 16,700 | 22,300 | 22,300 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 18+24+24 | 18,300 | 24,400 | 24,400 0 0 0 0 0 5,410 26.4 23.9
61,800 9+24+36 8,100 21,500 | 32,200 0 0 0 0 0 4,700 22.8 20.7
3 69
67,800 9+24+36 8,700 23,100 | 36,100 0 0 0 0 0 5,410 26.4 239
61,800 9+30+30 8,100 26,900 | 26,900 0 0 0 0 0 4,700 22.8 20.7
3 69
67,800 9+30+30 8,700 29,600 | 29,600 0 0 0 0 0 5,410 26.4 239
62,400 12+24+36 | 10,400 | 20,800 | 31,200 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 12+24+36 | 11,200 | 22,300 | 34,900 0 0 0 0 0 5,410 26.4 23.9
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED - 202011 MXZ-BB-32

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
62,400 12+30+30 | 10,400 | 26,000 | 26,000 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 12+30+30 | 11,200 | 28,600 | 28,600 0 0 0 0 0 5,410 26.4 239
62,400 18+18+36 | 15,600 | 15,600 | 31,200 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 18+18+36 | 16,800 | 16,800 | 34,900 0 0 0 0 0 5,410 26.4 239
62,400 18+24+30 | 15600 | 20,800 | 26,000 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 18+24+30 | 16,900 | 22,600 | 28,900 0 0 0 0 0 5,410 26.4 23.9
62,400 24 +24+24 | 20,800 | 20,800 | 20,800 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 24 +24 +24 | 22,800 | 22,800 | 22,800 0 0 0 0 0 5,410 26.4 239
63,000 9+30+36 7,600 25,200 | 30,200 0 0 0 0 0 4,700 22.8 20.7
3 75
69,000 9+30+36 8,000 27,500 | 33,500 0 0 0 0 0 5,410 26.4 23.9
63,600 12+30+36 9,800 24,500 | 29,400 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 12+30+36 | 10,400 | 26,700 | 32,500 0 0 0 0 0 5,410 26.4 23.9
63,600 18+24+36 | 14,700 | 19,600 | 29,400 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 18+24+36 | 15800 | 21,000 | 32,800 0 0 0 0 0 5,410 26.4 23.9
63,600 24 +24+30 | 19,600 | 19,600 | 24,500 0 0 0 0 0 4,690 228 20.6
3 78
69,600 24 +24+30 | 21,200 | 21,200 | 27,200 0 0 0 0 0 5,410 26.4 23.9
36,000 9+9+9+9 9,000 9,000 9,000 9,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 9+9+9+9 | 10,000 | 10,000 | 10,000 | 10,000 0 0 0 0 3,499 171 15.4
39,000 9+9+9+12 | 9,000 9,000 9,000 12,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 9+9+9+12 | 10,000 | 10,000 | 10,000 | 13,300 0 0 0 0 3,743 18.3 16.5
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
42,000 | 9+9+9+15| 9,000 | 9,000 | 9,000 | 15,000 0 0 0 0 4,000 19.4 176
4 42
46500 | 9+9+9+15| 10,000 | 10,000 | 10,000 | 16,600 0 0 0 0 3,087 195 176
42,000 |9+9+12+12| 9000 | 9,000 | 12,000 | 12,000 0 0 0 0 4,000 19.4 176
4 42
46500 |9+9+12+12| 10,000 | 10,000 | 13,300 | 13,300 0 0 0 0 3,087 195 176
45000 | 9+9+9+18 | 9000 | 9,000 | 9,000 | 18,000 0 0 0 0 4,180 20.3 184
4 45
49,800 | 9+9+9+18 | 10,000 | 10,000 | 10,000 | 19,900 0 0 0 0 4,231 20.6 18.7
45000 |9+9+12+15| 9,000 | 9,000 | 12,000 | 15,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 |9+9+12+15| 10,000 | 10,000 | 13,300 | 16,600 0 0 0 0 4,231 20.6 18.7
sgo00 | °F 121 2+ 12+ | 9600 | 12,800 | 12,800 | 12,800 0 0 0 0 4,180 20.3 18.4
4 45
49800 | °F 121; 12+ 1 40,000 | 13300 | 13300 | 13,300 0 0 0 0 4,231 20.6 187
48,000 |9+9+12+18| 9,000 | 9,000 | 12,000 | 18,000 0 0 0 0 4,340 21.1 19.1
4 48
53,100 |9+9+12+18| 10,000 | 10,000 | 13,300 | 19,900 0 0 0 0 4,474 218 19.8
45000 |9+9+15+15| 8400 | 8400 | 14,100 | 14,100 0 0 0 0 4,340 21.1 19.1
4 48
53,100 |9+9+15+15| 10,000 | 10,000 | 16,600 | 16,600 0 0 0 0 4,474 218 19.8
agoo0 | °7 121; 12+ 1 9000 | 12,000 | 12,000 | 15000 0 0 0 0 4,340 21.1 19.1
4 48
53100 | °F 121; 12+ | 10,000 | 13300 | 13,300 | 16,600 0 0 0 0 4,474 21.8 19.8
ago00 |12t 112; 2% 1 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,340 21.1 19.1
4 48
53100 | 12* 112; 12+ 43300 | 13300 | 13300 | 13,300 0 0 0 0 4,474 21.8 19.8
51,000 |9+9+9+24 | 9000 | 9,000 | 9,000 | 24,000 0 0 0 0 4,480 21.8 197
4 51
56,400 | 9+9+9+24 | 10,000 | 10,000 | 10,000 | 26,500 0 0 0 0 4718 23.0 20.8
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTU/H] Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
51,000 |9+9+15+18| 9,000 | 9,000 | 15000 | 18,000 0 0 0 0 4,480 218 19.7
4 51
56400 |9+9+15+18| 10,000 | 10,000 | 16,600 | 19,900 0 0 0 0 4718 230 20.8
51000 | °F 121; 2+ 1 9000 | 12,000 | 12,000 | 18,000 0 0 0 0 4,480 218 197
4 51
56400 | OF 1215: 12+ 1 40,000 | 13300 | 13300 | 19,900 0 0 0 0 4718 230 20.8
51000 | °F 121; 5* 1 9000 | 12,000 | 15000 | 15000 0 0 0 0 4,480 218 197
4 51
56400 | OF 121; 15* 1 40,000 | 13300 | 16,600 | 16,600 0 0 0 0 4718 230 20.8
51000 | 12* 112; 12+ 1 12000 | 12,000 | 12,000 | 15,000 0 0 0 0 4,480 218 197
4 51
56400 | 2F 1125+ 12+ 1 43300 | 13300 | 13,300 | 16,600 0 0 0 0 4718 23.0 20.8
54000 |9+9+12+24| 9,000 | 9,000 | 12,000 | 24,000 0 0 0 0 4,580 223 20.1
4 54
50,700 |9+9+12+24| 10,000 | 10,000 | 13,300 | 26,500 0 0 0 0 4,962 24.2 21.9
54,000 |9+9+18+18| 9,000 | 9,000 | 18,000 | 18,000 0 0 0 0 4,580 223 20.1
4 54
59,700 |9+9+18+18| 10,000 | 10,000 | 19,000 | 19,900 0 0 0 0 4,962 24.2 219
s4000 | OF 121 g 1+ 1 9000 | 12,000 | 15000 | 18000 0 0 0 0 4,580 223 20.1
4 54
se700 | °% 121; 15+ | 10,000 | 13300 | 16,600 | 19,900 0 0 0 0 4,962 24.2 21.9
s4000 | OF 151 5+ 1+ 1 9000 | 15000 | 15000 | 15,000 0 0 0 0 4,580 223 20.1
4 54
se700 | °% 151; 5% | 10,000 | 16,600 | 16,600 | 16,600 0 0 0 0 4,962 24.2 21.9
s4000 | 2* 1128+ 12+ | 42000 | 12,000 | 12,000 | 18,000 0 0 0 0 4,580 223 20.1
4 54
s9700 | 12* 1128+ 12+1 43300 | 13300 | 13,300 | 19,900 0 0 0 0 4,962 24.2 21.9
54000 | 12* 1125+ 151 42000 | 12,000 | 15,000 | 15000 0 0 0 0 4,580 223 20.1
4 54
59700 | 2* 1125+ 15+ 1 43300 | 13.300 | 16,600 | 16,600 0 0 0 0 4,962 242 21.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
57,000 9+9+9+30 | 9,000 9,000 9,000 30,000 0 0 0 0 4,630 225 204
4 57
63,000 9+9+9+30 | 9,800 9,800 9,800 33,500 0 0 0 0 5,206 25.4 23.0
57,000 9+9+15+24| 9,000 9,000 15,000 | 24,000 0 0 0 0 4,630 225 204
4 57
63,000 9+9+15+24| 9,900 9,900 16,600 | 26,500 0 0 0 0 5,206 25.4 23.0
9+12+12+
57,000 24 9,000 12,000 | 12,000 | 24,000 0 0 0 0 4,630 225 204
4 57
9+12+12+
63,000 24 9,900 13,300 | 13,300 | 26,500 0 0 0 0 5,206 25.4 23.0
9+12+18+
57,000 18 9,000 12,000 | 18,000 | 18,000 0 0 0 0 4,630 225 20.4
4 57
9+12+18 +
63,000 18 9,900 13,300 | 19,900 | 19,900 0 0 0 0 5,206 25.4 23.0
9+15+15+
57,000 18 9,000 15,000 | 15,000 | 18,000 0 0 0 0 4,630 225 20.4
4 57
9+15+15+
63,000 18 9,900 16,600 | 16,600 | 19,900 0 0 0 0 5,206 25.4 23.0
12+12+15+
57,000 18 12,000 | 12,000 | 15,000 | 18,000 0 0 0 0 4,630 225 20.4
4 57
12+12+15+
63,000 18 13,300 | 13,300 | 16,600 | 19,900 0 0 0 0 5,206 25.4 23.0
12+15+15+
57,000 15 12,000 | 15,000 | 15,000 | 15,000 0 0 0 0 4,630 225 20.4
4 57
12+15+15+
63,000 15 13,300 | 16,600 | 16,600 | 16,600 0 0 0 0 5,206 254 23.0
60,000 9+9+12+30| 9,000 9,000 12,000 | 30,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 9+9+12+30| 9,800 9,800 13,000 | 33,400 0 0 0 0 5,450 26.6 241
60,000 9+9+18+24| 9,000 9,000 18,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 9+9+18+24| 9,900 9,900 19,800 | 26,400 0 0 0 0 5,450 26.6 241
9+12+15+
60,000 24 9,000 12,000 | 15,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
9+12+15+
66,000 o4 9,900 13,200 | 16,500 | 26,400 0 0 0 0 5,450 26.6 241
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED - 202011 MXZ-BB-36

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTU/H] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
0000 | °F 1‘? ;’ 18+ | 9000 | 15000 | 18,000 | 18,000 0 0 0 0 4,680 228 206
4 60
66000 | °F 15;5: 8+ 1 9900 | 16500 | 19,800 | 19,800 0 0 0 0 5,450 26.6 241
60000 | 2* 1224+ 1241 42000 | 12,000 | 12,000 | 24,000 0 0 0 0 4,680 228 206
4 60
66,000 | 2* 1224+ 12+ 1 43200 | 13200 | 13200 | 26400 0 0 0 0 5,450 26.6 241
60000 | 2* 1128+ 18+ 12000 | 12,000 | 18,000 | 18,000 0 0 0 0 4,680 228 206
4 60
66,000 | 2* 1128+ 18+ 1 43200 | 13200 | 19,800 | 19,800 0 0 0 0 5,450 26.6 241
60000 | 2* 1158+ 5+1 12000 | 15000 | 15,000 | 18,000 0 0 0 0 4,680 228 206
4 60
66,000 | 2* 1fs+ 15*1 43200 | 16,500 | 16,500 | 19,800 0 0 0 0 5,450 26.6 241
60000 | 1°F 1:3; 15+ 45000 | 15000 | 15000 | 15,000 0 0 0 0 4,680 228 206
4 60
66,000 | °F 1155+ 15+ 16500 | 16,5500 | 16,500 | 16,500 0 0 0 0 5,450 26.6 241
60,600 | 9+9+9+36| 8700 | 8700 | 8700 | 34,600 0 0 0 0 4,690 228 206
4 63
66,600 | 9+9+9+36 | 9300 | 9300 | 9,300 | 38,700 0 0 0 0 5,430 265 24.0
60,600 |9+9+15+30| 8700 | 8700 | 14,400 | 28,900 0 0 0 0 4,690 228 206
4 63
66,600 |9+9+15+30| 9400 | 9400 | 15700 | 32,100 0 0 0 0 5,430 265 24.0
0600 | °% %g 12+ 1 g700 | 11,500 | 11,500 | 28,900 0 0 0 0 4,690 228 206
4 63
e6600 | °F 115 12+ | 9400 | 125500 | 12,500 | 32,100 0 0 0 0 5,430 265 24.0
0600 | °% 122: 18+ g700 | 11,500 | 17,300 | 23,100 0 0 0 0 4,690 228 206
4 63
e6600 | °F 122;' 18+ | 9500 | 12,700 | 19,000 | 25,400 0 0 0 0 5,430 265 24.0
60600 | °* 12: 15+ | 8700 | 14400 | 14400 | 23,100 0 0 0 0 4,690 228 206
4 63
66600 | OF 152;' 15+ 1 9500 | 15900 | 15,900 | 25400 0 0 0 0 5,430 25 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+18+18+
60,600 18 8,700 17,300 | 17,300 | 17,300 0 0 0 0 4,690 22.8 20.6
4 63
9+18+18 +
66,600 18 9,500 19,000 | 19,000 | 19,000 0 0 0 0 5,430 26.5 24.0
12+12+15+
60,600 24 11,500 | 11,500 | 14,400 | 23,100 0 0 0 0 4,690 22.8 20.6
4 63
12+12+15+
66,600 o4 12,700 | 12,700 | 15,900 | 25,400 0 0 0 0 5,430 26.5 24.0
12+15+18 +
60,600 18 11,500 | 14,400 | 17,300 | 17,300 0 0 0 0 4,690 22.8 20.6
4 63
12+15+18 +
66,600 18 12,700 | 15,900 | 19,000 | 19,000 0 0 0 0 5,430 26.5 24.0
15+15+15+
60,600 18 14,400 | 14,400 | 14,400 | 17,300 0 0 0 0 4,690 22.8 20.6
4 63
15+15+ 15+
66,600 18 15,900 | 15,900 | 15,900 | 19,000 0 0 0 0 5,430 26.5 24.0
61,200 9+9+12+36| 8,300 8,300 11,100 | 33,400 0 0 0 0 4,700 228 20.7
4 66
67,200 9+9+12+36| 9,000 9,000 11,900 | 37,300 0 0 0 0 5,410 26.4 23.9
61,200 9+9+18+30| 8,300 8,300 16,700 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
67,200 9+9+18+30( 9,100 9,100 18,100 | 31,000 0 0 0 0 5,410 26.4 23.9
61,200 9+9+24+24| 8,300 8,300 22,300 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
67,200 9+9+24+24| 9200 9,200 24,400 | 24,400 0 0 0 0 5,410 26.4 23.9
9+12+15+
61,200 30 8,300 11,100 | 13,900 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
9+12+15+
67,200 20 9,100 12,100 | 15,100 | 31,000 0 0 0 0 5,410 26.4 23.9
9+15+18 +
61,200 24 8,300 13,900 | 16,700 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
9+15+18 +
67,200 o4 9,200 15,300 | 18,300 | 24,400 0 0 0 0 5,410 26.4 23.9
12+12+12+
61,200 30 11,100 | 11,100 | 11,100 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
12+12+12+
67,200 30 12,100 | 12,100 | 12,100 | 31,000 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
12+12+18 +
61,200 24 11,100 | 11,100 | 16,700 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
12+12+18 +
67,200 o4 12,200 | 12,200 | 18,300 | 24,400 0 0 0 0 5,410 26.4 23.9
12+15+15+
61,200 24 11,100 | 13,900 | 13,900 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
12+15+15+
67,200 o4 12,200 | 15,300 | 15,300 | 24,400 0 0 0 0 5,410 26.4 23.9
12+18+18 +
61,200 18 11,100 | 16,700 | 16,700 | 16,700 0 0 0 0 4,700 22.8 20.7
4 66
12+18+18 +
67,200 18 12,200 | 18,300 | 18,300 | 18,300 0 0 0 0 5,410 26.4 23.9
15+15+18 +
61,200 18 13,900 | 13,900 | 16,700 | 16,700 0 0 0 0 4,700 22.8 20.7
4 66
15+15+18 +
67,200 18 15,300 | 15,300 | 18,300 | 18,300 0 0 0 0 5,410 26.4 23.9
61,800 9+9+15+36| 8,100 8,100 13,400 | 32,200 0 0 0 0 4,700 22.8 20.7
4 69
67,800 9+9+15+36| 8,700 8,700 14,400 | 36,100 0 0 0 0 5,410 26.4 23.9
9+12+12+
61,800 26 8,100 10,700 | 10,700 | 32,200 0 0 0 0 4,700 22.8 20.7
4 69
9+12+12+
67,800 36 8,700 11,500 | 11,500 | 36,100 0 0 0 0 5,410 26.4 23.9
9+12+18+
61,800 30 8,100 10,700 | 16,100 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
9+12+18 +
67,800 30 8,700 11,700 | 17,500 | 29,900 0 0 0 0 5,410 26.4 23.9
9+15+15+
61,800 30 8,100 13,400 | 13,400 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
9+15+ 15+
67,800 30 8,700 14,600 | 14,600 | 29,900 0 0 0 0 5,410 26.4 23.9
9+18+18 +
61,800 24 8,100 16,100 | 16,100 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
9+18+ 18 +
67,800 o4 8,800 17,700 | 17,700 | 23,600 0 0 0 0 5,410 26.4 23.9
12+12+15+
61,800 30 10,700 | 10,700 | 13,400 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
12+12+15+
67,800 30 11,700 | 11,700 | 14,600 | 29,900 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Operating | Operating
. . i . R . N . . N i Total
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
12+15+18 +
61,800 24 10,700 | 13,400 | 16,100 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
12+15+18 +
67,800 o4 11,800 | 14,700 | 17,700 | 23,600 0 0 0 0 5,410 26.4 23.9
15+15+ 15+
61,800 24 13,400 | 13,400 | 13,400 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
15+15+15+
67,800 o4 14,700 | 14,700 | 14,700 | 23,600 0 0 0 0 5,410 26.4 23.9
15+18+18 +
61,800 18 13,400 | 16,100 | 16,100 | 16,100 0 0 0 0 4,700 22.8 20.7
4 69
15+ 18+ 18 +
67,800 18 14,700 | 17,700 | 17,700 | 17,700 0 0 0 0 5,410 26.4 23.9
62,400 9+9+18+36| 7,800 7,800 15,600 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
68,400 9+9+18+36| 8,400 8,400 16,800 | 34,900 0 0 0 0 5,410 26.4 239
62,400 9+9+24+30| 7,800 7,800 20,800 | 26,000 0 0 0 0 4,700 228 20.7
4 72
68,400 9+9+24+30| 8,500 8,500 22,600 | 28,900 0 0 0 0 5,410 26.4 23.9
9+12+15+
62,400 26 7,800 10,400 | 13,000 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
9+12+15+
68,400 36 8,400 11,200 | 14,000 | 34,900 0 0 0 0 5,410 26.4 23.9
9+15+18 +
62,400 30 7,800 13,000 | 15,600 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
9+15+18 +
68,400 30 8,500 14,100 | 16,900 | 28,900 0 0 0 0 5,410 26.4 23.9
9+15+24 +
62,400 24 7,800 13,000 | 20,800 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
9+15+24 +
68,400 o4 8,600 14,300 | 22,800 | 22,800 0 0 0 0 5,410 26.4 23.9
12+12+12+
62,400 36 10,400 | 10,400 | 10,400 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
12+12+12+
68,400 36 11,200 | 11,200 | 11,200 | 34,900 0 0 0 0 5,410 26.4 23.9
12+12+18+
62,400 30 10,400 | 10,400 | 15,600 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
12+12+18 +
68,400 30 11,300 | 11,300 | 16,900 | 28,900 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
12+12+24 +
62,400 24 10,400 | 10,400 | 20,800 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
12+12+24 +
68,400 o4 11,400 | 11,400 | 22,800 | 22,800 0 0 0 0 5,410 26.4 23.9
12+15+15+
62,400 30 10,400 | 13,000 | 13,000 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
12+15+15+
68,400 30 11,300 | 14,100 | 14,100 | 28,900 0 0 0 0 5,410 26.4 23.9
12+18+18 +
62,400 24 10,400 | 15,600 | 15,600 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
12+18+18 +
68,400 24 11,400 | 17,100 | 17,100 | 22,800 0 0 0 0 5,410 26.4 23.9
15+15+18 +
62,400 24 13,000 | 13,000 | 15,600 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
15+15+18 +
68,400 o4 14,300 | 14,300 | 17,100 | 22,800 0 0 0 0 5,410 26.4 23.9
18+18+18 +
62,400 18 15,600 | 15,600 | 15,600 | 15,600 0 0 0 0 4,700 22.8 20.7
4 72
18+18+18 +
68,400 18 17,100 | 17,100 | 17,100 | 17,100 0 0 0 0 5,410 26.4 23.9
9+12+18+
63,000 26 7,600 10,100 | 15,100 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
9+12+18 +
69,000 36 8,100 10,800 | 16,200 | 33,800 0 0 0 0 5,410 26.4 23.9
9+15+15+
63,000 36 7,600 12,600 | 12,600 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
9+15+ 15+
69,000 26 8,100 13,500 | 13,500 | 33,800 0 0 0 0 5,410 26.4 23.9
9+18+18+
63,000 30 7,600 15,100 | 15,100 | 25,200 0 0 0 0 4,700 22.8 20.7
4 75
9+18+ 18 +
69,000 30 8,200 16,400 | 16,400 | 28,000 0 0 0 0 5,410 26.4 23.9
12+12+15+
63,000 36 10,100 | 10,100 | 12,600 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
12+12+15+
69,000 36 10,800 | 10,800 | 13,500 | 33,800 0 0 0 0 5,410 26.4 239
12+15+18 +
63,000 30 10,100 | 12,600 | 15,100 | 25,200 0 0 0 0 4,700 22.8 20.7
4 75
12+15+18 +
69,000 30 10,900 | 13,700 | 16,400 | 28,000 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
63000 | 1O 1§0+ 5% 1 12600 | 12,600 | 12,600 | 25,200 0 0 0 0 4700 228 20.7
4 75
69000 | 1°F 1§o+ 15*1 43700 | 13700 | 13,700 | 28,000 0 0 0 0 5,410 26.4 239
63000 | °F 13 4+ 18+ 12600 | 15100 | 15100 | 20,200 0 0 0 0 4700 228 20.7
4 75
69000 | °F 1;3 4+ 18+1 43800 | 16,600 | 16,600 | 22,100 0 0 0 0 5,410 26.4 239
63600 |9+9+24+36| 7,300 | 7,300 | 19,600 | 29,400 0 0 0 0 4,690 228 206
4 78
69,600 |9+9+24+36| 7,000 | 7,900 | 21,000 | 32,800 0 0 0 0 5,410 26.4 239
63600 |9+9+30+30| 7,300 | 7,300 | 24,500 | 24,500 0 0 0 0 4,690 228 206
4 78
69,600 |9+9+30+30| 7,000 | 7,900 | 26,900 | 26,900 0 0 0 0 5,410 26.4 239
63600 | °F 153g 18+ | 7300 | 12200 | 14,700 | 29,400 0 0 0 0 4,690 228 206
4 78
69600 | OF 1‘; 18+ 1 7900 | 13100 | 15:800 | 32,800 0 0 0 0 5,410 26.4 239
63600 | °F 1535 2+ 1 7300 | 12,200 | 19,600 | 24,500 0 0 0 0 4,690 228 206
4 78
so600 | °F 1535 24+ 5000 | 13300 | 21200 | 27,200 0 0 0 0 5,410 26.4 23.9
63600 | 2* 1§6+ 18+ | 9800 | 9,800 | 14700 | 29,400 0 0 0 0 4,690 22.8 206
4 78
69600 | 12* 1326+ 18+ 1 10,500 | 10,500 | 15800 | 32,800 0 0 0 0 5,410 26.4 239
63600 | 12* 1§0+ 241 9800 | 9800 | 19,600 | 24500 0 0 0 0 4,690 228 206
4 78
69600 | 12* 1320+ 24+ 1 40,600 | 10,600 | 21,200 | 27,200 0 0 0 0 5,410 26.4 23.9
3600 | 12* 1§6+ 5% 1 9800 | 12,200 | 12,200 | 29,400 0 0 0 0 4,690 228 206
4 78
60600 | 12" 1;’; 15+ 10,500 | 13,100 | 13,100 | 32,800 0 0 0 0 5,410 26.4 23.9
63600 | 12* 1§0+ 18*1 9800 | 14,700 | 14,700 | 24,500 0 0 0 0 4,690 228 206
4 78
69600 | 12F 1;; 18+ 1 40600 | 15900 | 15900 | 27,200 0 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
15+15+18 +
63,600 30 12,200 | 12,200 | 14,700 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
15+ 15+ 18 +
69,600 30 13,300 | 13,300 | 15,900 | 27,200 0 0 0 0 5,410 26.4 23.9
18+18+18 +
63,600 24 14,700 | 14,700 | 14,700 | 19,600 0 0 0 0 4,690 22.8 20.6
4 78
18+ 18+ 18 +
69,600 o4 16,100 | 16,100 | 16,100 | 21,400 0 0 0 0 5,410 26.4 23.9
9+9+9+9+
45,000 9 9,000 9,000 9,000 9,000 9,000 0 0 0 4,180 20.3 18.4
5 45
9+9+9+9+
49,800 9 10,000 | 10,000 | 10,000 | 10,000 | 10,000 0 0 0 4,231 20.6 18.7
9+9+9+9+
48,000 12 9,000 9,000 9,000 9,000 12,000 0 0 0 4,340 211 19.1
5 48
9+9+9+9+
53,100 12 10,000 | 10,000 | 10,000 | 10,000 | 13,300 0 0 0 4,474 21.8 19.8
9+9+9+9+
51,000 15 9,000 9,000 9,000 9,000 15,000 0 0 0 4,480 21.8 19.7
5 51
9+9+9+9+
56,400 15 10,000 | 10,000 | 10,000 | 10,000 | 16,600 0 0 0 4,718 23.0 20.8
9+9+9+12+
51,000 12 9,000 9,000 9,000 12,000 | 12,000 0 0 0 4,480 21.8 19.7
5 51
9+9+9+12+
56,400 12 10,000 | 10,000 | 10,000 | 13,300 | 13,300 0 0 0 4,718 23.0 20.8
9+9+9+9+
54,000 18 9,000 9,000 9,000 9,000 18,000 0 0 0 4,580 223 20.1
5 54
9+9+9+9+
59,700 18 10,000 | 10,000 | 10,000 | 10,000 | 19,900 0 0 0 4,962 242 21.9
9+9+9+12+
54,000 15 9,000 9,000 9,000 12,000 | 15,000 0 0 0 4,580 223 20.1
5 54
9+9+9+12+
59,700 15 10,000 | 10,000 | 10,000 | 13,300 | 16,600 0 0 0 4,962 242 219
9+9+12+12
54,000 +12 9,000 9,000 12,000 | 12,000 | 12,000 0 0 0 4,580 223 20.1
5 54
9+9+12+12
59,700 12 10,000 | 10,000 | 13,300 | 13,300 | 13,300 0 0 0 4,962 242 219
9+9+9+12+
57,000 18 9,000 9,000 9,000 12,000 | 18,000 0 0 0 4,630 225 204
5 57
9+9+9+12+
63,000 18 9,900 9,900 9,900 13,300 | 19,900 0 0 0 5,206 25.4 23.0
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+9+15+
57,000 15 9,000 9,000 9,000 15,000 | 15,000 0 0 0 4,630 225 204
5 57
9+9+9+15+
63,000 15 9,900 9,900 9,900 16,600 | 16,600 0 0 0 5,206 25.4 23.0
9+9+12+12
57,000 +15 9,000 9,000 12,000 | 12,000 | 15,000 0 0 0 4,630 225 204
5 57
9+9+12+12
63,000 15 9,900 9,900 13,300 | 13,300 | 16,600 0 0 0 5,206 25.4 23.0
9+12+12+
57,000 12 412 9,000 12,000 | 12,000 | 12,000 | 12,000 0 0 0 4,630 225 20.4
5 57
9+12+12+
63,000 12412 9,900 13,300 | 13,300 | 13,300 | 13,300 0 0 0 5,206 25.4 23.0
9+9+9+9+
60,000 24 9,000 9,000 9,000 9,000 24,000 0 0 0 4,680 22.8 20.6
5 60
9+9+9+9+
66,000 24 9,900 9,900 9,900 9,900 26,400 0 0 0 5,450 26.6 241
9+9+9+15+
60,000 18 9,000 9,000 9,000 15,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
9+9+9+15+
66,000 18 9,900 9,900 9,900 16,500 | 19,800 0 0 0 5,450 26.6 241
9+9+12+12
60,000 +18 9,000 9,000 12,000 | 12,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
9+9+12+12
66,000 +18 9,900 9,900 13,200 | 13,200 | 19,800 0 0 0 5,450 26.6 241
9+9+12+15
60,000 +15 9,000 9,000 12,000 | 15,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
9+9+12+15
66,000 +15 9,900 9,900 13,200 | 16,500 | 16,500 0 0 0 5,450 26.6 241
9+12+12+
60,000 12+ 15 9,000 12,000 | 12,000 | 12,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
9+12+12+
66,000 12+ 15 9,900 13,200 | 13,200 | 13,200 | 16,500 0 0 0 5,450 26.6 241
12+12+12+
60,000 12 +12 12,000 | 12,000 | 12,000 | 12,000 | 12,000 0 0 0 4,680 22.8 20.6
5 60
12+12+12+
66,000 12 412 13,200 | 13,200 | 13,200 | 13,200 | 13,200 0 0 0 5,450 26.6 241
9+9+9+12+
60,600 24 8,700 8,700 8,700 11,500 | 23,100 0 0 0 4,690 22.8 20.6
5 63
9+9+9+12+
66,600 o4 9,500 9,500 9,500 12,700 | 25,400 0 0 0 5,430 26.5 24.0
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+9+18+
60,600 18 8,700 8,700 8,700 17,300 | 17,300 0 0 0 4,690 22.8 20.6
5 63
9+9+9+18+
66,600 18 9,500 9,500 9,500 19,000 | 19,000 0 0 0 5,430 26.5 24.0
9+9+12+15
60,600 +18 8,700 8,700 11,500 | 14,400 | 17,300 0 0 0 4,690 22.8 20.6
5 63
9+9+12+15
66,600 18 9,500 9,500 12,700 | 15,900 | 19,000 0 0 0 5,430 26.5 24.0
9+9+15+15
60,600 +15 8,700 8,700 14,400 | 14,400 | 14,400 0 0 0 4,690 22.8 20.6
5 63
9+9+15+15
66,600 +15 9,500 9,500 15,900 | 15,900 | 15,900 0 0 0 5,430 26.5 24.0
9+12+12+
60,600 12 + 18 8,700 11,500 | 11,500 | 11,500 | 17,300 0 0 0 4,690 22.8 20.6
5 63
9+12+12+
66,600 12+ 18 9,500 12,700 | 12,700 | 12,700 | 19,000 0 0 0 5,430 26.5 24.0
9+12+12+
60,600 15+ 15 8,700 11,500 | 11,500 | 14,400 | 14,400 0 0 0 4,690 22.8 20.6
5 63
9+12+12+
66,600 15+ 15 9,500 12,700 | 12,700 | 15,900 | 15,900 0 0 0 5,430 26.5 24.0
12+12+12+
60,600 12 + 15 11,500 | 11,500 | 11,500 | 11,500 | 14,400 0 0 0 4,690 22.8 20.6
5 63
12+12+12+
66,600 12 + 15 12,700 | 12,700 | 12,700 | 12,700 | 15,900 0 0 0 5,430 26.5 24.0
9+9+9+9+
61,200 30 8,300 8,300 8,300 8,300 27,800 0 0 0 4,700 22.8 20.7
5 66
9+9+9+9+
67,200 30 9,100 9,100 9,100 9,100 31,000 0 0 0 5,410 26.4 23.9
9+9+9+15+
61,200 24 8,300 8,300 8,300 13,900 | 22,300 0 0 0 4,700 22.8 20.7
5 66
9+9+9+15+
67,200 o4 9,200 9,200 9,200 15,300 | 24,400 0 0 0 5,410 26.4 23.9
9+9+12+12
61,200 +24 8,300 8,300 11,100 | 11,100 | 22,300 0 0 0 4,700 22.8 20.7
5 66
9+9+12+12
67,200 +24 9,200 9,200 12,200 | 12,200 | 24,400 0 0 0 5,410 26.4 23.9
9+9+12+18
61,200 +18 8,300 8,300 11,100 | 16,700 | 16,700 0 0 0 4,700 22.8 20.7
5 66
9+9+12+18
67,200 +18 9,200 9,200 12,200 | 18,300 | 18,300 0 0 0 5,410 26.4 23.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
61200 |°*° N 1185 *19| 8300 | 8300 | 13900 | 13900 | 16,700 0 0 0 4700 228 20.7
5 66
67200 |°% 9: :é’ *181 9200 | 9200 | 15300 | 15300 | 18,300 0 0 0 5,410 26.4 239
61200 | ° +1152++1:32 " 8300 | 11,100 | 11,100 | 13,900 | 16,700 0 0 0 4700 228 20.7
5 66
67200 | ° +1152++1132 * | 9200 | 12,200 | 12,200 | 15300 | 18,300 0 0 0 5,410 26.4 239
61200 | ° +1152++1135 " 8300 | 11,100 | 13,900 | 13,900 | 13,900 0 0 0 4700 228 20.7
5 66
67200 | ° +1152++1155 "] 9200 | 12,200 | 15300 | 15300 | 15300 0 0 0 5,410 26.4 239
61,200 12:212;;;2" 11,100 | 11,100 | 11,100 | 11,100 | 16,700 0 0 0 4700 228 20.7
5 66
67200 |2 :;i : ;2 “1| 12,200 | 12,200 | 12,200 | 12,200 | 18.300 0 0 0 5,410 26.4 239
61200 | 12 :512;;;” 11,100 | 11,100 | 11,100 | 13,900 | 13,900 0 0 0 4700 28 20.7
5 66
67200 |2 :512;;;2 *| 12,200 | 12,200 | 12,200 | 15300 | 15,300 0 0 0 5,410 26.4 239
61800 |°*° +3%+ 2+ 8100 | 8100 | 8100 | 10,700 | 26,900 0 0 0 4,700 228 20.7
5 69
o700 |°*° +3%+ 12+ 8700 | 8700 | 8700 | 11,700 | 29,900 0 0 0 5,410 26.4 239
e1800 |°*° +23+ 8+ 100 | 8100 | 8100 | 16,100 | 21,500 0 0 0 4,700 228 20.7
5 69
er800 |°*° +2i+ 8+ 8800 | 8800 | 8800 | 17,700 | 23,600 0 0 0 5,410 26.4 23.9
61800 |°F 9: 215 *18| 8100 | 8100 | 10,700 | 13400 | 21,500 0 0 0 4,700 228 20.7
5 69
67800 |27 9: 215 *15| 8800 | 8800 | 11,800 | 14700 | 23600 0 0 0 5,410 26.4 239
61800 |° +1122++le "1 8100 | 10,700 | 10,700 | 10,700 | 21,500 0 0 0 4,700 228 20.7
5 69
67800 | ° +1122++212 "] 8800 | 11,800 | 11,800 | 11,800 | 23,600 0 0 0 5,410 26.4 23.9
61,800 | ° +11_>2++1:35 "1 8100 | 10,700 | 13,400 | 13,400 | 16,100 0 0 0 4,700 228 207
5 69
67,800 | ° +1;2++1135 *| 8800 | 11,800 | 14,700 | 14,700 | 17,700 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
61,800 | ° +1;5++1155 "1 8100 | 13,400 | 13,400 | 13400 | 13,400 0 0 0 4700 228 20.7
5 69
67,800 | ° +1155++1155 * | 8800 | 14,700 | 14,700 | 14,700 | 14,700 0 0 0 5,410 26.4 239
61,800 | 2 : 512+ +1 ;2 *| 10,700 | 10,700 | 10700 | 13.400 | 16,100 0 0 0 4700 228 20.7
5 69
67,800 |2 :512;;;2 “| 11,800 | 11,800 | 11,800 | 14,700 | 17,700 0 0 0 5,410 26.4 239
61,800 | 2 : 512+ J; ;5 *| 10700 | 10700 | 13.400 | 13.400 | 13.400 0 0 0 4700 28 20.7
5 69
67,800 |2 2;2;1515 “| 11,800 | 11,800 | 14700 | 14,700 | 14,700 0 0 0 5,410 26.4 23.9
62400 |°*° ;g *9%| 7800 | 7800 | 7,800 | 7,800 | 31,200 0 0 0 4700 228 20.7
5 72
esa00 |°*° ;g *9%| g400 | 8400 | 8400 | 8400 | 34,900 0 0 0 5,410 26.4 239
62400 |°%° +3%+ 15+ 7800 | 7800 | 7.800 | 13,000 | 26,000 0 0 0 4,700 228 20.7
5 72
esa00 |°F° +3%+ 5% 8500 | 8500 | 8500 | 14,100 | 28,900 0 0 0 5,410 26.4 239
62400 |°% 9: ;é *12| 7800 | 7.800 | 10400 | 10400 | 26,000 0 0 0 4,700 228 20.7
5 72
esa00 |27 9: 315 *12| 8500 | 8500 | 11,300 | 11,300 | 28,900 0 0 0 5,410 26.4 239
62400 |°F 9: 215 *18| 7800 | 7.800 | 10,400 | 15600 | 20,800 0 0 0 4,700 228 20.7
5 72
esa00 |27 9: 215 *18| 8600 | 8600 | 11,400 | 17,100 | 22,800 0 0 0 5410 26.4 23.9
62400 |°F 9: 215 *18| 7800 | 7.800 | 13,000 | 13,000 | 20800 0 0 0 4,700 228 20.7
5 72
esa00 |7 9: ;f *15| 8600 | 8600 | 14,300 | 14300 | 22,800 0 0 0 5,410 26.4 23.9
62400 |79 N 1188 *18| 7800 | 7.800 | 15600 | 15600 | 15600 0 0 0 4,700 228 20.7
5 72
es400 |7 9: 1188 *18| 8600 | 8600 | 17,100 | 17,100 | 17,100 0 0 0 5,410 26.4 23.9
62400 | ° +11_)2++212 *| 780 | 10400 | 10,400 | 13,000 | 20,800 0 0 0 4700 28 20.7
5 72
68400 | ° +1;2++212 "] 8600 | 11,400 | 11,400 | 14,300 | 22,800 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
62400 | ° +1;5++1;5 "1 7800 | 13,000 | 13,000 | 13,000 | 15,600 0 0 0 4700 228 20.7
5 72
68400 | ° +1155++1135 "] 8600 | 14300 | 14,300 | 14,300 | 17,100 0 0 0 5,410 26.4 239
62400 | 2 :212+ ;:2 *| 10,400 | 10,400 | 10400 | 10.400 | 20,800 0 0 0 4700 228 20.7
5 72
68400 | 2 :21% ;;2 “| 11,400 | 11,400 | 11400 | 11400 | 22,800 0 0 0 5,410 26.4 239
62400 |2 : ;2+ J; ;2 *| 10400 | 10400 | 10400 | 15600 | 15,600 0 0 0 4700 28 20.7
5 72
68400 |2 J;;i:;z “| 11,400 | 11,400 | 11400 | 17,100 | 17,100 0 0 0 5,410 26.4 23.9
62400 | 12 :;3 : ; 5*1 10400 | 10400 | 13,000 | 13,000 | 15600 0 0 0 4700 228 20.7
5 72
68400 |2 :513"1;5 “| 11400 | 11,400 | 14300 | 14300 | 17,100 0 0 0 5,410 26.4 23.9
63000 |2*° +3%+ 12+ 7600 | 7600 | 7,600 | 10,100 | 30,200 0 0 0 4,700 228 20.7
5 75
69000 |°*° +3%+ 2+ 8100 | 8100 | 8100 | 10,800 | 33800 0 0 0 5,410 26.4 239
63000 |2*° +3%+ 18+ 7600 | 7600 | 7,600 | 15100 | 25,200 0 0 0 4,700 228 20.7
5 75
o000 |°*° +3%+ 18+ 8200 | 8200 | 8200 | 16400 | 28,000 0 0 0 5,410 26.4 239
63000 |°*° +23+ 24+ 7600 | 7,600 | 7,600 | 20,200 | 20,200 0 0 0 4,700 228 20.7
5 75
o000 |°*° +2i+ 24+ 8300 | 8300 | 8300 | 22100 | 22,100 0 0 0 5,410 26.4 23.9
63000 |°F 9: ;g 18| 7600 | 7.600 | 10,100 | 12,600 | 25200 0 0 0 4,700 228 20.7
5 75
60000 |27 9: ;g *15| 8200 | 8200 | 10,900 | 13700 | 28,000 0 0 0 5,410 26.4 239
63000 |° +1122++3:)2 *| 7600 | 10,100 | 10,100 | 10,100 | 25,200 0 0 0 4,700 228 20.7
5 75
69,000 | ° +1122++3102 "] 8200 | 10,900 | 10,900 | 10,900 | 28,000 0 0 0 5,410 26.4 23.9
63000 | ° +11_>2++215 "1 7600 | 10,100 | 12,600 | 12,600 | 20,200 0 0 0 4,700 228 207
5 75
69,000 | ° +1152++215 * | 8300 | 11,000 | 13,800 | 13,800 | 22,100 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+12+18 +
63,000 18 + 18 7,600 10,100 | 15,100 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
9+12+18 +
69,000 18 + 18 8,300 11,000 | 16,600 | 16,600 | 16,600 0 0 0 5,410 26.4 23.9
9+15+15+
63,000 18 + 18 7,600 12,600 | 12,600 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
9+15+ 15+
69,000 18 + 18 8,300 13,800 | 13,800 | 16,600 | 16,600 0 0 0 5,410 26.4 23.9
12+12+12+
63,000 15 + 24 10,100 | 10,100 | 10,100 | 12,600 | 20,200 0 0 0 4,700 22.8 20.7
5 75
12+12+12+
69,000 15 + 24 11,000 | 11,000 | 11,000 | 13,800 | 22,100 0 0 0 5,410 26.4 23.9
12+12+15+
63,000 18 + 18 10,100 | 10,100 | 12,600 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
12+12+15+
69,000 18 + 18 11,000 | 11,000 | 13,800 | 16,600 | 16,600 0 0 0 5,410 26.4 239
9+9+12+18
63,600 +30 7,300 7,300 9,800 14,700 | 24,500 0 0 0 4,690 228 20.6
5 78
9+9+12+18
69,600 +30 8,000 8,000 10,600 | 15,900 | 27,200 0 0 0 5,410 26.4 23.9
9+9+9+15+
63,600 26 7,300 7,300 7,300 12,200 | 29,400 0 0 0 4,690 22.8 20.6
5 78
9+9+9+15+
69,600 26 7,900 7,900 7,900 13,100 | 32,800 0 0 0 5,410 26.4 23.9
9+9+12+12
63,600 +36 7,300 7,300 9,800 9,800 29,400 0 0 0 4,690 22.8 20.6
5 78
9+9+12+12
69,600 +36 7,900 7,900 10,500 | 10,500 | 32,800 0 0 0 5,410 26.4 23.9
9+9+12+18
63,600 +30 7,300 7,300 9,800 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+9+12+18
69,600 +30 8,000 8,000 10,600 | 15,900 | 27,200 0 0 0 5,410 26.4 23.9
9+9+12+24
63,600 +24 7,300 7,300 9,800 19,600 | 19,600 0 0 0 4,690 22.8 20.6
5 78
9+9+12+24
69,600 +o4 8,000 8,000 10,700 | 21,400 | 21,400 0 0 0 5,410 26.4 23.9
9+9+15+15
63,600 +30 7,300 7,300 12,200 | 12,200 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+9+15+15
69,600 +30 8,000 8,000 13,300 | 13,300 | 27,200 0 0 0 5,410 26.4 23.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTU/H] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
e300 |°* 9: ;f *18| 7300 | 7300 | 14,700 | 14700 | 19,600 0 0 0 4,690 228 206
5 78
69600 |°F 9:21‘? *18) 5000 | 8000 | 16100 | 16,100 | 21,400 0 0 0 5,410 26.4 239
63600 | ° +1152++3102 "1 7300 | 9800 | 980 | 12,200 | 24,500 0 0 0 4,690 228 206
5 78
69600 | ° +1152++3102 * | 8000 | 10,600 | 10,600 | 133300 | 27,200 0 0 0 5,410 26.4 239
63600 | ° +1155++215 "1 7300 | 12,200 | 12,200 | 12,200 | 19,600 0 0 0 4,690 228 206
5 78
69600 | ° +1155++2115 "] 8000 | 13400 | 13,400 | 13.400 | 21,400 0 0 0 5,410 26.4 239
63600 | ° +1185++1188 "1 7300 | 12,200 | 14,700 | 14,700 | 14,700 0 0 0 4,690 228 206
5 78
69600 | ° +1;5++1138 "] 8000 | 13400 | 16,100 | 16,100 | 16,100 0 0 0 5,410 26.4 239
63600 | 12 :212+ ;32 *| o800 | 9800 | 9800 | 9,800 | 24,500 0 0 0 4,690 228 206
5 78
69600 | 2 ’;212+ ;32 “| 10,600 | 10,600 | 10,600 | 10,600 | 27,200 0 0 0 5,410 26.4 239
63600 | 12 : ;2+ "2:2 *| 9800 | 9,800 | 9,800 | 14700 | 19,600 0 0 0 4,690 228 206
5 78
69600 | 2 +1 ;2+ ;‘:2 “| 10,700 | 10,700 | 10,700 | 16,100 | 21,400 0 0 0 5,410 26.4 239
63600 | 2 : ;i ;‘:5 *| 9800 | 9,800 | 12,200 | 12,200 | 19,600 0 0 0 4,690 228 206
5 78
69600 | 12 : ;i ;‘:5 “| 10,700 | 10,700 | 13.400 | 13.400 | 21,400 0 0 0 5,410 26.4 239
63600 | 2 : ;i 7 ;8 *| 9800 | 9,800 | 14,700 | 14,700 | 14,700 0 0 0 4,690 228 206
5 78
69,600 | 12 :;i:;s *| 10,700 | 10,700 | 16,100 | 16,100 | 16,100 0 0 0 5,410 26.4 23.9
s4000 |°F 99++99+ 9*1 9000 | 9000 | 9000 | 9000 | 9000 | 9000 0 0 4,580 223 20.1
6 54
so700 | °* 99++99+ 9*1 10,000 | 10,000 | 10,000 | 10,000 | 10,000 | 10,000 0 0 4,962 24.2 21.9
57000 |°F %ji ; 9*1 9000 | 9000 | 9000 | 9000 | 9,000 | 12,000 0 0 4,630 25 20.4
6 57
63000 |°F %:i 2+ 9*1 9900 | 9900 | 9900 | 9900 | 9,900 | 13300 0 0 5206 25.4 23.0
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | (BTUM] | (BTUM] | (BTUMH] | (BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
0000 |°* 99:3 ; 9*1 9000 | 9000 | 9000 | 9000 | 9000 | 15000 0 0 4,680 228 206
6 60
66000 |°F %:i ; 9*1 9900 | 9900 | 9900 | 9900 | 9900 | 16500 0 0 5,450 26.6 24.1
60000 |°F ?2++91;9 "] 9000 | 9000 | 9000 | 9000 | 12,000 | 12,000 0 0 4,680 228 206
6 60
66000 |°F $2++91; 9*1 9900 | 9900 | 9900 | 9900 | 13200 | 13,200 0 0 5,450 26.6 24.1
60600 |°F %ii ; 9*1 8700 | 8700 | 8700 | 8700 | 8700 | 17,300 0 0 4,690 228 206
6 63
66600 |°F 2191 g 9*1 9500 | 9500 | 9500 | 9500 | 9500 | 19,000 0 0 5,430 265 24.0
60600 |°F f2++91;9 "] 8700 | 8700 | 8700 | 8700 | 11,500 | 14400 0 0 4,690 228 206
6 63
66600 |°F 192++g1+59 “| 9500 | 9500 | 9500 | 9500 | 12,700 | 15900 0 0 5,430 265 24.0
60600 |27 91 2+ f’ 1"212 *| 8700 | 8700 | 8700 | 11,500 | 11,500 | 11,500 0 0 4,690 228 206
6 63
66600 |°F S: ; f 1"212 *| 9500 | 9500 | 9,500 | 12,700 | 12,700 | 12,700 0 0 5,430 265 24.0
61200 |°F f2++91;9 "] 8300 | 8300 | 8300 | 8300 | 11,100 | 16,700 0 0 4,700 228 20.7
6 66
67200 |°% 192++g1:39 “| 9200 | 9200 | 9200 | 9200 | 12200 | 18300 0 0 5,410 26.4 239
61200 |°F f5++91;9 *| 8300 | 8300 | 8300 | 8300 | 13,900 | 13,900 0 0 4,700 228 20.7
6 66
67200 |°* f5++91+59 “| 9200 | 9200 | 9200 | 9200 | 15300 | 15300 0 0 5,410 26.4 23.9
61200 |°F 2 ; f 1"512 *| 8300 | 8300 | 8300 | 11,100 | 11,100 | 13,900 0 0 4,700 228 20.7
6 66
67200 |°F 3 ; f 1"512 *| 9200 | 9200 | 9,200 | 12,200 | 12,200 | 15,300 0 0 5,410 26.4 23.9
61,200 |° ++91; 121; 21 g300 | 8300 | 11,100 | 11,100 | 11,100 | 11,100 0 0 4,700 228 20.7
6 66
67200 |° ++91; 121; 121 9200 | 9200 | 12,200 | 12,200 | 12,200 | 12,200 0 0 5,410 26.4 23.9
61800 |°F %12: 9*1 g100 | 8100 | 8100 | 8100 | 8100 | 215500 0 0 4,700 228 207
6 69
67800 |°F %:2: 9*| g800 | 8800 | 8800 | 8800 | 8800 | 23600 0 0 5410 26.4 23.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+9+9+
61,800 15+ 18 8,100 8,100 8,100 8,100 13,400 | 16,100 0 0 4,700 22.8 20.7
6 69
9+9+9+9+
67,800 15+ 18 8,800 8,800 8,800 8,800 14,700 | 17,700 0 0 5,410 26.4 23.9
9+9+9+12+
61,800 12 + 18 8,100 8,100 8,100 10,700 | 10,700 | 16,100 0 0 4,700 22.8 20.7
6 69
9+9+9+12+
67,800 12+18 8,800 8,800 8,800 11,800 | 11,800 | 17,700 0 0 5,410 26.4 23.9
9+9+12+12
61,800 +12+15 8,100 8,100 10,700 | 10,700 | 10,700 | 13,400 0 0 4,700 22.8 20.7
6 69
9+9+12+12
67,800 12415 8,800 8,800 11,800 | 11,800 | 11,800 | 14,700 0 0 5,410 26.4 23.9
9+12+12+
61,800 8,100 10,700 | 10,700 | 10,700 | 10,700 | 10,700 0 0 4,700 22.8 20.7
12+12+12
6 69
9+12+12+
67,800 8,800 11,800 | 11,800 | 11,800 | 11,800 | 11,800 0 0 5,410 26.4 23.9
12+12+12
9+9+9+9+
62,400 12 + 24 7,800 7,800 7,800 7,800 10,400 | 20,800 0 0 4,700 22.8 20.7
6 72
9+9+9+9+
68,400 12+ 24 8,600 8,600 8,600 8,600 11,400 | 22,800 0 0 5,410 26.4 23.9
9+9+9+9+
62,400 18 + 18 7,800 7,800 7,800 7,800 15,600 | 15,600 0 0 4,700 22.8 20.7
6 72
9+9+9+9+
68,400 18 + 18 8,600 8,600 8,600 8,600 17,100 | 17,100 0 0 5,410 26.4 23.9
9+9+9+15+
62,400 15+ 15 7,800 7,800 7,800 13,000 | 13,000 | 13,000 0 0 4,700 22.8 20.7
6 72
9+9+9+15+
68,400 15+ 15 8,600 8,600 8,600 14,300 | 14,300 | 14,300 0 0 5,410 26.4 23.9
9+9+12+12
62,400 +12+18 7,800 7,800 10,400 | 10,400 | 10,400 | 15,600 0 0 4,700 22.8 20.7
6 72
9+9+12+12
68,400 12+ 18 8,600 8,600 11,400 | 11,400 | 11,400 | 17,100 0 0 5,410 26.4 23.9
9+9+12+12
62,400 +15+15 7,800 7,800 10,400 | 10,400 | 13,000 | 13,000 0 0 4,700 22.8 20.7
6 72
9+9+12+12
68,400 +15+ 15 8,600 8,600 11,400 | 11,400 | 14,300 | 14,300 0 0 5,410 26.4 23.9
9+12+12+
62,400 7,800 10,400 | 10,400 | 10,400 | 10,400 | 13,000 0 0 4,700 22.8 20.7
12+12+15
6 72
9+12+12+
68,400 8,600 11,400 | 11,400 | 11,400 | 11,400 | 14,300 0 0 5,410 26.4 23.9
12+12+15
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+9+9+
63,000 9+30 7,600 7,600 7,600 7,600 7,600 25,200 0 0 4,700 22.8 20.7
6 75
9+9+9+9+
69,000 9+30 8,200 8,200 8,200 8,200 8,200 28,000 0 0 5,410 26.4 23.9
9+9+9+9+
63,000 15+ 24 7,600 7,600 7,600 7,600 12,600 | 20,200 0 0 4,700 22.8 20.7
6 75
9+9+9+9+
69,000 15+ 24 8,300 8,300 8,300 8,300 13,800 | 22,100 0 0 5,410 26.4 23.9
9+9+9+12+
63,000 12 + 24 7,600 7,600 7,600 10,100 | 10,100 | 20,200 0 0 4,700 22.8 20.7
6 75
9+9+9+12+
69,000 12+24 8,300 8,300 8,300 11,000 | 11,000 | 22,100 0 0 5,410 26.4 23.9
9+9+9+15+
63,000 15+ 18 7,600 7,600 7,600 12,600 | 12,600 | 15,100 0 0 4,700 22.8 20.7
6 75
9+9+9+15+
69,000 15+ 18 8,300 8,300 8,300 13,800 | 13,800 | 16,600 0 0 5,410 26.4 23.9
9+9+12+12
63,000 +15+ 18 7,600 7,600 10,100 | 10,100 | 12,600 | 15,100 0 0 4,700 22.8 20.7
6 75
9+9+12+12
69,000 +15+ 18 8,300 8,300 11,000 | 11,000 | 13,800 | 16,600 0 0 5,410 26.4 23.9
9+9+12+15
63,000 +15+ 15 7,600 7,600 10,100 | 12,600 | 12,600 | 12,600 0 0 4,700 22.8 20.7
6 75
9+9+12+15
69,000 +15+ 15 8,300 8,300 11,000 | 13,800 | 13,800 | 13,800 0 0 5,410 26.4 23.9
9+12+12+
63,000 7,600 10,100 | 10,100 | 10,100 | 10,100 | 15,100 0 0 4,700 22.8 20.7
12+12+18
6 75
9+12+12+
69,000 8,300 11,000 | 11,000 | 11,000 | 11,000 | 16,600 0 0 5,410 26.4 23.9
12+12+18
9+9+9+9+
63,600 12 + 130 7,300 7,300 7,300 7,300 9,800 24,500 0 0 4,690 22.8 20.6
6 78
9+9+9+9+
69,600 12 +30 8,000 8,000 8,000 8,000 10,600 | 27,200 0 0 5,410 26.4 23.9
9+9+9+9+
63,600 18 + 24 7,300 7,300 7,300 7,300 14,700 | 19,600 0 0 4,690 22.8 20.6
6 78
9+9+9+9+
69,600 18 + 24 8,000 8,000 8,000 8,000 16,100 | 21,400 0 0 5,410 26.4 23.9
9+9+12+12
63,600 +12+24 7,300 7,300 9,800 9,800 9,800 19,600 0 0 4,690 22.8 20.6
6 78
9+9+12+12
69,600 12+ 24 8,000 8,000 10,700 | 10,700 | 10,700 | 21,400 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+12+15
63,600 +15+18 7,300 7,300 9,800 12,200 | 12,200 | 14,700 0 0 4,690 22.8 20.6
6 78
9+9+12+15
69,600 +15+18 8,000 8,000 10,700 | 13,400 | 13,400 | 16,100 0 0 5,410 26.4 23.9
9+9+15+15
63,600 +15+15 7,300 7,300 12,200 | 12,200 | 12,200 | 12,200 0 0 4,690 22.8 20.6
6 78
9+9+15+15
69,600 +154 15 8,000 8,000 13,400 | 13,400 | 13,400 | 13,400 0 0 5,410 26.4 23.9
9+9+9+9+
60,600 9+9+9 8,700 8,700 8,700 8,700 8,700 8,700 8,700 0 4,690 22.8 20.6
7 63
9+9+9+9+
66,600 9+949 9,500 9,500 9,500 9,500 9,500 9,500 9,500 0 5,430 26.5 24.0
9+9+9+9+
61,200 9+9+12 8,300 8,300 8,300 8,300 8,300 8,300 11,100 0 4,700 22.8 20.7
7 66
9+9+9+9+
67,200 9+9+12 9,200 9,200 9,200 9,200 9,200 9,200 12,200 0 5,410 26.4 23.9
9+9+9+9+
61,800 9+9+15 8,100 8,100 8,100 8,100 8,100 8,100 13,400 0 4,700 22.8 20.7
7 69
9+9+9+9+
67,800 9+9+15 8,800 8,800 8,800 8,800 8,800 8,800 14,700 0 5,410 26.4 23.9
9+9+9+9+
61,800 9+ 12412 8,100 8,100 8,100 8,100 8,100 10,700 | 10,700 0 4,700 22.8 20.7
7 69
9+9+9+9+
67,800 9+12+12 8,800 8,800 8,800 8,800 8,800 11,800 | 11,800 0 5,410 26.4 23.9
9+9+9+9+
62,400 0+9+18 7,800 7,800 7,800 7,800 7,800 7,800 15,600 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 0+9+18 8,600 8,600 8,600 8,600 8,600 8,600 17,100 0 5,410 26.4 23.9
9+9+9+9+
62,400 9+12+15 7,800 7,800 7,800 7,800 7,800 10,400 | 13,000 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 9+12+15 8,600 8,600 8,600 8,600 8,600 11,400 | 14,300 0 5,410 26.4 23.9
9+9+9+9+
62,400 12412 +12 7,800 7,800 7,800 7,800 10,400 | 10,400 | 10,400 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 8,600 8,600 8,600 8,600 11,400 | 11,400 | 11,400 0 5,410 26.4 23.9
12+12+12
9+9+9+9+
63,000 9+12+18 7,600 7,600 7,600 7,600 7,600 10,100 | 15,100 0 4,700 22.8 20.7
7 75
9+9+9+9+
69,000 9+12 418 8,300 8,300 8,300 8,300 8,300 11,000 | 16,600 0 5,410 26.4 23.9
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED - 202011 MXZ-BB-54

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | (BTUM] | (BTUM] | (BTUMH] | (BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
63,000 9;’3:59:19; 7,600 | 7.600 | 7,600 | 7,600 | 7,600 | 12,600 | 12,600 0 4700 228 20.7
7 75
69,000 9;3:59:1? 8300 | 8300 | 8300 | 8300 | 8300 | 13,800 | 13,800 0 5410 26.4 23.9
63000 |2F9*9*9*tL Seh0 | 7600 | 7.600 | 7.600 | 10,100 | 10,100 | 12,600 0 4700 228 20.7
12412+ 15
7 75
69,000 |2F9*9*9* 1 gan0 | 8300 | 8300 | 8300 | 11,000 | 11,000 | 13,800 0 5410 26.4 23.9
12412+ 15
63,000 9:29:12:112; 7600 | 7.600 | 7,600 | 10,100 | 10,100 | 10,100 | 10,100 0 4700 228 20.7
7 75
69,000 |0F9*F9* 2% gan0 | 8300 | 8300 | 11,000 | 11,000 | 11,000 | 11,000 0 5410 26.4 239
12412412
63,000 9:29:192:112; 7600 | 7.600 | 7,600 | 10,100 | 10,100 | 10,100 | 10,100 0 4700 228 20.7
7 75
69,000 |0F9*9* 2% gan0 | 8300 | 8300 | 11,000 | 11,000 | 11,000 | 11,000 0 5,410 26.4 239
12412412
63,600 9;%;3;?" 7300 | 7300 | 7300 | 7300 | 7,300 | 7,300 | 19,600 0 4,690 228 206
7 78
69,600 9;%;%;? 8000 | 8000 | 8000 | 8000 | 8000 | 8000 | 21400 0 5,410 26.4 239
63,600 9;31"59:1%" 7300 | 7300 | 7,300 | 7300 | 7,300 | 12,200 | 14,700 0 4,690 228 20.6
7 78
69,600 9;3:59:19; 8,000 | 8000 | 8000 | 8000 | 8000 | 13,400 | 16,100 0 5,410 26.4 23.9
63,600 91’;%:;:198* 7,300 | 7,300 | 7,300 | 7,300 | 9,800 | 9,800 | 14,700 0 4,690 228 20,6
7 78
69,600 | °F9*9*9* ! 5000 | 8000 | 8000 | 8000 | 10700 | 10,700 | 16,100 0 5,410 26.4 23.9
12+412+18
63,600 91’;%:59:?5" 7,300 | 7,300 | 7,300 | 7,300 | 9,800 | 12,200 | 12,200 0 4,690 228 206
7 78
69,600 | °2F9*9*9* I 5000 | 8000 | 8000 | 8000 | 10700 | 13400 | 13,400 0 5,410 26.4 23.9
12+15+15
63600 |0F9*O*12+ 400 | 7300 | 7300 | 9800 | 9,800 | 9800 | 12,200 0 4,690 228 206
12+412+15
7 78
60600 |0F8*O9* 12+ 5000 | 8000 | 8000 | 10,700 | 10,700 | 10,700 | 13,400 0 5,410 26.4 23.9
12+412+15
9+9+12+12
63600 |07 o7 5| 7300 | 7300 | 9800 | 9,800 | 9,800 | 9,800 | 9,800 0 4,690 28 206
7 78
69600 |29 T12+120 g000 | 8000 | 10700 | 10,700 | 10,700 | 10,700 | 10,700 0 5,410 26.4 239
+12+12+12
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTU/H] Unit [BTUH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
62400 | 219799l se00 | 7,800 | 7800 | 7.800 | 7,800 | 7800 | 7,800 | 7,800 | 4,700 228 20.7
9+9+9+9
8 72
68400 |9FO*9*O*tl geh0 | 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 5410 26.4 23.9
9+9+9+9
63000 |2F9*9+O*tL Sen0 | 7600 | 7600 | 7600 | 7.600 | 7.600 | 7,600 | 10,100 | 4700 228 20.7
9+9+9+12
8 75
69,000 |2F979+9*t 1 gan0 | 8300 | 8300 | 8300 | 8300 | 8300 | 8300 | 11,000 | 5410 26.4 23.9
9+9+9+12
63600 |2F979*O*tL San0 | 7300 | 7300 | 7300 | 7.300 | 7,300 | 7,300 | 12,200 | 4,690 228 206
9+9+9+15
8 78
69600 |2F979*9*H g000 | 8000 | 8000 | 8000 | 8000 | 8000 | 8000 | 13400 | 5410 26.4 23.9
9+9+9+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED

Operational
. [KBTU/H]
# of T°g‘; Na‘::i':'"a' TTLu':i‘:°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDUS | IDU7 | IDUS | L | Operating  Operating
Indoor (x1pOOO)y Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] I
Combination
(x1000)

6,000 6 6,000 0 0 0 0 0 0 0 790 3.8 3.5

1 6
7,000 6 7,000 0 0 0 0 0 0 0 1,060 52 4.7
9,000 9 9,000 0 0 0 0 0 0 0 1,110 5.4 4.9

1 9
10,300 9 10,300 0 0 0 0 0 0 0 1,304 6.4 5.8
12,000 12 12,000 0 0 0 0 0 0 0 1,410 6.9 6.2

1 12
13,600 12 13,600 0 0 0 0 0 0 0 1,548 7.6 6.8
15,000 15 15,000 0 0 0 0 0 0 0 1,700 8.3 75

1 15
16,900 15 16,900 0 0 0 0 0 0 0 1,792 8.7 7.9
18,000 6 18,000 0 0 0 0 0 0 0 1,980 9.6 8.7

1 18
20,200 6 20,200 0 0 0 0 0 0 0 2,036 9.9 9.0
24,000 6 24,000 0 0 0 0 0 0 0 2,530 123 111

1 24
26,800 6 26,800 0 0 0 0 0 0 0 2,523 123 111
30,000 6 30,000 0 0 0 0 0 0 0 3,060 14.9 13.5

1 30
33,400 6 33,400 0 0 0 0 0 0 0 3,011 14.7 13.3
36,000 9 36,000 0 0 0 0 0 0 0 3,560 17.3 15.7

1 36
40,000 9 40,000 0 0 0 0 0 0 0 3,499 171 15.4
12,000 6+6 6,000 6,000 0 0 0 0 0 0 1,410 6.9 6.2

2 12
13,600 6+6 6,800 6,800 0 0 0 0 0 0 1,548 7.6 6.8
15,000 6+9 6,000 9,000 0 0 0 0 0 0 1,700 8.3 7.5

2 15
16,900 6+9 6,800 10,100 0 0 0 0 0 0 1,792 8.7 7.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
18,000 6+12 6,000 12,000 0 0 0 0 0 0 1,980 9.6 8.7
2 18
20,200 6+12 6,700 13,500 0 0 0 0 0 0 2,036 9.9 9.0
18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,980 9.6 8.7
2 18
20,200 9+9 10,100 10,100 0 0 0 0 0 0 2,036 9.9 9.0
21,000 6+15 6,000 15,000 0 0 0 0 0 0 2,260 11.0 9.9
2 21
23,500 6+15 6,700 16,800 0 0 0 0 0 0 2,279 1.1 10.1
21,000 9+ 12 9,000 12,000 0 0 0 0 0 0 2,260 11.0 9.9
2 21
23,500 9+12 10,100 13,400 0 0 0 0 0 0 2,279 1.1 101
24,000 6+18 6,000 18,000 0 0 0 0 0 0 2,530 12.3 111
2 24
26,800 6+18 6,700 20,100 0 0 0 0 0 0 2,523 12.3 111
24,000 9+ 15 9,000 15,000 0 0 0 0 0 0 2,530 123 111
2 24
26,800 9+15 10,100 | 16,800 0 0 0 0 0 0 2,523 12.3 111
24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 2,530 123 1.1
2 24
26,800 12+12 13,400 | 13,400 0 0 0 0 0 0 2,523 12.3 111
27,000 9+18 9,000 18,000 0 0 0 0 0 0 2,800 13.6 12.3
2 27
30,100 9+18 10,000 | 20,100 0 0 0 0 0 0 2,767 135 12.2
27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,800 13.6 12.3
2 27
30,100 12+15 13,400 | 16,700 0 0 0 0 0 0 2,767 135 12.2
30,000 6+24 6,000 24,000 0 0 0 0 0 0 3,060 14.9 13.5
2 30
33,400 6+ 24 6,700 26,700 0 0 0 0 0 0 3,011 14.7 13.3
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 3,060 14.9 13.5
2 30
33,400 12+ 18 13,400 20,000 0 0 0 0 0 0 3,011 14.7 13.3
30,000 15+ 15 15,000 15,000 0 0 0 0 0 0 3,060 14.9 13.5
2 30
33,400 15+ 15 16,700 16,700 0 0 0 0 0 0 3,011 14.7 13.3
33,000 9+24 9,000 24,000 0 0 0 0 0 0 3,320 16.1 14.6
2 33
36,700 9+24 10,000 26,700 0 0 0 0 0 0 3,255 15.9 14.4
33,000 15+ 18 15,000 | 18,000 0 0 0 0 0 0 3,320 16.1 14.6
2 33
36,700 15+18 16,700 20,000 0 0 0 0 0 0 3,255 15.9 14.4
36,000 6+ 30 6,000 30,000 0 0 0 0 0 0 3,560 17.3 15.7
2 36
40,000 6+ 30 6,500 33,500 0 0 0 0 0 0 3,499 171 15.4
36,000 12+24 12,000 | 24,000 0 0 0 0 0 0 3,560 17.3 15.7
2 36
40,000 12+24 13,300 | 26,700 0 0 0 0 0 0 3,499 171 15.4
36,000 18 +18 18,000 | 18,000 0 0 0 0 0 0 3,560 17.3 15.7
2 36
40,000 18+18 20,000 | 20,000 0 0 0 0 0 0 3,499 171 15.4
39,000 9+ 30 9,000 30,000 0 0 0 0 0 0 3,790 18.4 16.7
2 39
43,200 9+ 30 9,800 33,400 0 0 0 0 0 0 3,743 18.3 16.5
39,000 15+24 15,000 | 24,000 0 0 0 0 0 0 3,790 18.4 16.7
2 39
43,200 15+24 16,600 | 26,600 0 0 0 0 0 0 3,743 18.3 16.5
42,000 6 + 36 6,000 36,000 0 0 0 0 0 0 4,000 194 17.6
2 42
46,500 6+ 36 6,400 40,100 0 0 0 0 0 0 3,987 19.5 17.6
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
42,000 12+30 12,000 | 30,000 0 0 0 0 0 0 4,000 194 17.6
2 42
46,500 12+ 30 13,100 33,400 0 0 0 0 0 0 3,987 19.5 17.6
42,000 18 + 24 18,000 24,000 0 0 0 0 0 0 4,000 19.4 17.6
2 42
46,500 18 + 24 19,900 26,600 0 0 0 0 0 0 3,987 19.5 17.6
45,000 9+ 36 9,000 36,000 0 0 0 0 0 0 4,180 20.3 18.4
2 45
49,800 9+ 36 9,600 40,200 0 0 0 0 0 0 4,231 20.6 18.7
45,000 15+ 30 15,000 | 30,000 0 0 0 0 0 0 4,180 20.3 18.4
2 45
49,800 15+ 30 16,300 33,500 0 0 0 0 0 0 4,231 20.6 18.7
48,000 12+ 36 12,000 | 36,000 0 0 0 0 0 0 4,340 211 19.1
2 48
53,100 12+ 36 12,900 | 40,200 0 0 0 0 0 0 4,474 21.8 19.8
48,000 18 + 30 18,000 | 30,000 0 0 0 0 0 0 4,340 211 19.1
2 48
53,100 18 + 30 19,600 | 33,500 0 0 0 0 0 0 4,474 21.8 19.8
48,000 24 +24 24,000 | 24,000 0 0 0 0 0 0 4,340 21.1 19.1
2 48
53,100 24 +24 26,600 | 26,600 0 0 0 0 0 0 4,474 21.8 19.8
51,000 15+ 36 15,000 | 36,000 0 0 0 0 0 0 4,480 21.8 19.7
2 51
56,400 15+ 36 16,100 | 40,300 0 0 0 0 0 0 4,718 23.0 20.8
54,000 18 + 36 18,000 | 36,000 0 0 0 0 0 0 4,580 223 20.1
2 54
59,700 18 + 36 19,400 | 40,300 0 0 0 0 0 0 4,962 24.2 219
54,000 24 +30 24,000 | 30,000 0 0 0 0 0 0 4,580 22.3 20.1
2 54
59,700 24 + 30 26,200 33,500 0 0 0 0 0 0 4,962 24.2 21.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
60,000 24 + 36 24,000 | 36,000 0 0 0 0 0 0 4,680 22.8 20.6
2 60
66,000 24 + 36 25,800 | 40,200 0 0 0 0 0 0 5,450 26.6 241
60,000 30 + 30 30,000 30,000 0 0 0 0 0 0 4,680 22.8 20.6
2 60
66,000 30 + 30 33,000 33,000 0 0 0 0 0 0 5,450 26.6 241
61,200 30 + 36 27,800 | 33,400 0 0 0 0 0 0 4,700 22.8 20.7
2 66
67,200 30 + 36 30,300 36,900 0 0 0 0 0 0 5,410 26.4 23.9
62,400 36 + 36 31,200 | 31,200 0 0 0 0 0 0 4,700 22.8 20.7
2 72
68,400 36 + 36 34,200 34,200 0 0 0 0 0 0 5,410 26.4 23.9
18,000 6+6+6 6,000 6,000 6,000 0 0 0 0 0 1,980 9.6 8.7
3 18
20,200 6+6+6 6,700 6,700 6,700 0 0 0 0 0 2,036 9.9 9.0
21,000 6+6+9 6,000 6,000 9,000 0 0 0 0 0 2,260 11.0 9.9
3 21
23,500 6+6+9 6,700 6,700 10,100 0 0 0 0 0 2,279 11.1 10.1
24,000 6+6+12 6,000 6,000 12,000 0 0 0 0 0 2,530 12.3 1.1
3 24
26,800 6+6+12 6,700 6,700 13,400 0 0 0 0 0 2,523 12.3 111
24,000 6+9+9 6,000 9,000 9,000 0 0 0 0 0 2,530 12.3 1.1
3 24
26,800 6+9+9 6,700 10,100 | 10,100 0 0 0 0 0 2,523 12.3 111
27,000 6+6+15 6,000 6,000 15,000 0 0 0 0 0 2,800 13.6 12.3
3 27
30,100 6+6+15 6,700 6,700 16,700 0 0 0 0 0 2,767 135 12.2
27,000 6+9+12 6,000 9,000 12,000 0 0 0 0 0 2,800 13.6 12.3
3 27
30,100 6+9+12 6,700 10,000 13,400 0 0 0 0 0 2,767 135 12.2
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,800 13.6 12.3
3 27
30,100 9+9+9 10,000 10,000 10,000 0 0 0 0 0 2,767 135 12.2
30,000 6+6+18 6,000 6,000 18,000 0 0 0 0 0 3,060 14.9 13.5
3 30
33,400 6+6+18 6,700 6,700 20,000 0 0 0 0 0 3,011 14.7 13.3
30,000 6+9+15 6,000 9,000 15,000 0 0 0 0 0 3,060 14.9 135
3 30
33,400 6+9+15 6,700 10,000 16,700 0 0 0 0 0 3,011 14.7 13.3
30,000 6+12+12 6,000 12,000 | 12,000 0 0 0 0 0 3,060 14.9 135
3 30
33,400 6+12+12 6,700 13,400 13,400 0 0 0 0 0 3,011 14.7 13.3
30,000 9+9+12 9,000 9,000 12,000 0 0 0 0 0 3,060 14.9 135
3 30
33,400 9+9+12 10,000 | 10,000 | 13,400 0 0 0 0 0 3,011 14.7 13.3
33,000 6+9+18 6,000 9,000 18,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 6+9+18 6,700 10,000 | 20,000 0 0 0 0 0 3,255 15.9 14.4
33,000 6+12+15 6,000 12,000 | 15,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 6+12+15 6,700 13,300 | 16,700 0 0 0 0 0 3,255 15.9 14.4
33,000 9+9+15 9,000 9,000 15,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 9+9+15 10,000 | 10,000 | 16,700 0 0 0 0 0 3,255 15.9 14.4
33,000 9+12+12 9,000 12,000 | 12,000 0 0 0 0 0 3,320 16.1 14.6
3 33
36,700 9+12+12 10,000 | 13,300 | 13,300 0 0 0 0 0 3,255 15.9 14.4
36,000 6+6+24 6,000 6,000 24,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 6+6+24 6,700 6,700 26,700 0 0 0 0 0 3,499 171 15.4
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
36,000 9+9+18 9,000 9,000 18,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 9+9+18 10,000 10,000 | 20,000 0 0 0 0 0 3,499 171 15.4
36,000 6+12+18 6,000 12,000 18,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 6+12+18 6,700 13,300 20,000 0 0 0 0 0 3,499 171 15.4
36,000 6+15+15 6,000 15,000 | 15,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 6+15+15 6,700 16,700 16,700 0 0 0 0 0 3,499 171 15.4
36,000 9+9+18 9,000 9,000 18,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 9+9+18 10,000 10,000 20,000 0 0 0 0 0 3,499 171 15.4
36,000 9+12+15 9,000 12,000 | 15,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 9+12+15 10,000 | 13,300 | 16,700 0 0 0 0 0 3,499 171 15.4
36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,560 17.3 15.7
3 36
40,000 12+12+12 | 13,300 | 13,300 | 13,300 0 0 0 0 0 3,499 171 15.4
39,000 6+9+24 6,000 9,000 24,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 6+9+24 6,600 10,000 | 26,600 0 0 0 0 0 3,743 18.3 16.5
39,000 6+15+18 6,000 15,000 | 18,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 6+15+18 6,600 16,600 | 19,900 0 0 0 0 0 3,743 18.3 16.5
39,000 9+12+18 9,000 12,000 | 18,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 9+12+18 10,000 | 13,300 | 19,900 0 0 0 0 0 3,743 18.3 16.5
39,000 9+15+15 9,000 15,000 | 15,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 9+15+15 10,000 16,600 16,600 0 0 0 0 0 3,743 18.3 16.5
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
39,000 12+12+15 | 12,000 | 12,000 | 15,000 0 0 0 0 0 3,790 18.4 16.7
3 39
43,200 12+12+15 13,300 13,300 16,600 0 0 0 0 0 3,743 18.3 16.5
42,000 6+6+30 6,000 6,000 30,000 0 0 0 0 0 4,000 19.4 17.6
3 42
46,500 6+6+30 6,500 6,500 33,400 0 0 0 0 0 3,987 19.5 17.6
42,000 6+12+24 6,000 12,000 | 24,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 6+12+24 6,600 13,300 [ 26,600 0 0 0 0 0 3,987 19.5 17.6
42,000 6+18+18 6,000 18,000 | 18,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 6+18+18 6,600 19,900 19,900 0 0 0 0 0 3,987 19.5 17.6
42,000 9+9+24 9,000 9,000 24,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 9+9+24 10,000 | 10,000 | 26,600 0 0 0 0 0 3,987 19.5 17.6
42,000 9+15+18 9,000 15,000 | 18,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 9+15+18 10,000 | 16,600 | 19,900 0 0 0 0 0 3,987 19.5 17.6
42,000 12+12+18 | 12,000 | 12,000 | 18,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 12+12+18 | 13,300 | 13,300 | 19,900 0 0 0 0 0 3,987 19.5 17.6
42,000 12+15+15 | 12,000 | 15,000 | 15,000 0 0 0 0 0 4,000 194 17.6
3 42
46,500 12+15+15 | 13,300 | 16,600 | 16,600 0 0 0 0 0 3,987 19.5 17.6
45,000 6+9+30 6,000 9,000 30,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 6+9+30 6,500 9,800 33,500 0 0 0 0 0 4,231 20.6 18.7
45,000 6+15+24 6,000 15,000 | 24,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 6+15+24 6,600 16,600 [ 26,600 0 0 0 0 0 4,231 20.6 18.7
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
45,000 9+12+24 9,000 12,000 | 24,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 9+12+24 10,000 13,300 | 26,600 0 0 0 0 0 4,231 20.6 18.7
45,000 9+18+18 9,000 18,000 18,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 9+18+18 10,000 19,900 19,900 0 0 0 0 0 4,231 20.6 18.7
45,000 12+15+18 | 12,000 | 15,000 | 18,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 12+15+18 13,300 16,600 19,900 0 0 0 0 0 4,231 20.6 18.7
45,000 15+15+15 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,180 20.3 18.4
3 45
49,800 15+15+15 16,600 16,600 16,600 0 0 0 0 0 4,231 20.6 18.7
48,000 6+6+36 6,000 6,000 36,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 6+6+36 6,400 6,400 40,200 0 0 0 0 0 4,474 21.8 19.8
48,000 6+12+ 30 6,000 12,000 | 30,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 6+12 + 30 6,500 13,100 | 33,500 0 0 0 0 0 4,474 21.8 19.8
48,000 6+18+24 6,000 18,000 | 24,000 0 0 0 0 0 4,340 21.1 19.1
3 48
53,100 6+18+24 6,600 19,900 | 26,600 0 0 0 0 0 4,474 21.8 19.8
48,000 9+9+30 9,000 9,000 30,000 0 0 0 0 0 4,340 21.1 19.1
3 48
53,100 9+9+30 9,800 9,800 33,500 0 0 0 0 0 4,474 21.8 19.8
48,000 9+15+24 9,000 15,000 | 24,000 0 0 0 0 0 4,340 21.1 19.1
3 48
53,100 9+15+24 10,000 | 16,600 | 26,600 0 0 0 0 0 4,474 21.8 19.8
48,000 12+12+24 | 12,000 | 12,000 | 24,000 0 0 0 0 0 4,340 211 19.1
3 48
53,100 12+12+24 13,300 13,300 [ 26,600 0 0 0 0 0 4,474 21.8 19.8
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
48,000 12+18+18 | 12,000 | 18,000 | 18,000 0 0 0 0 0 4,340 21.1 19.1
3 48
53,100 12+18+18 13,300 19,900 19,900 0 0 0 0 0 4,474 21.8 19.8
48,000 15+15+18 15,000 15,000 18,000 0 0 0 0 0 4,340 211 191
3 48
53,100 15+15+18 16,600 16,600 19,900 0 0 0 0 0 4,474 21.8 19.8
51,000 6+9+36 6,000 9,000 36,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 6+9+36 6,400 9,700 40,300 0 0 0 0 0 4,718 23.0 20.8
51,000 6+ 15+ 30 6,000 15,000 | 30,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 6+15+30 6,500 16,300 33,500 0 0 0 0 0 4,718 23.0 20.8
51,000 9+12+30 9,000 12,000 | 30,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 9+12+30 9,800 13,100 | 33,500 0 0 0 0 0 4,718 23.0 20.8
51,000 9+18+24 9,000 18,000 | 24,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 9+18+24 10,000 | 19,900 | 26,500 0 0 0 0 0 4,718 23.0 20.8
51,000 12+15+24 | 12,000 | 15,000 | 24,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 12+15+24 | 13,300 | 16,600 | 26,500 0 0 0 0 0 4,718 23.0 20.8
51,000 15+18+18 | 15,000 | 18,000 | 18,000 0 0 0 0 0 4,480 21.8 19.7
3 51
56,400 15+18+18 | 16,600 | 19,900 | 19,900 0 0 0 0 0 4,718 23.0 20.8
54,000 6+12+36 6,000 12,000 | 36,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 6+12+36 6,500 12,900 | 40,300 0 0 0 0 0 4,962 24.2 21.9
54,000 6+ 18+ 30 6,000 18,000 | 30,000 0 0 0 0 0 4,580 22.3 20.1
3 54
59,700 6+18+ 30 6,500 19,600 33,500 0 0 0 0 0 4,962 24.2 21.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
54,000 6+24+24 6,000 24,000 | 24,000 0 0 0 0 0 4,580 22.3 20.1
3 54
59,700 6+24+24 6,600 26,500 | 26,500 0 0 0 0 0 4,962 242 219
54,000 9+9+36 9,000 9,000 36,000 0 0 0 0 0 4,580 22.3 201
3 54
59,700 9+9+36 9,700 9,700 40,300 0 0 0 0 0 4,962 242 219
54,000 9+15+ 30 9,000 15,000 | 30,000 0 0 0 0 0 4,580 22.3 20.1
3 54
59,700 9+15+30 9,800 16,400 33,500 0 0 0 0 0 4,962 242 219
54,000 12+12+30 | 12,000 | 12,000 | 30,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 12+12+30 13,100 13,100 33,500 0 0 0 0 0 4,962 242 219
54,000 12+18+24 | 12,000 | 18,000 | 24,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 12+18+24 | 13,300 | 19,900 | 26,500 0 0 0 0 0 4,962 24.2 21.9
54,000 15+15+24 | 15,000 | 15,000 | 24,000 0 0 0 0 0 4,580 22.3 20.1
3 54
59,700 15+15+24 | 16,600 | 16,600 | 26,500 0 0 0 0 0 4,962 24.2 21.9
54,000 18+18+18 | 18,000 | 18,000 | 18,000 0 0 0 0 0 4,580 223 20.1
3 54
59,700 18+18+18 | 19,900 | 19,900 | 19,900 0 0 0 0 0 4,962 24.2 21.9
57,000 6+ 15+ 36 6,000 15,000 | 36,000 0 0 0 0 0 4,630 225 204
3 57
63,000 6+ 15+ 36 6,500 16,200 | 40,400 0 0 0 0 0 5,206 25.4 23.0
57,000 9+12+36 9,000 12,000 | 36,000 0 0 0 0 0 4,630 225 204
3 57
63,000 9+12+36 9,700 12,900 | 40,400 0 0 0 0 0 5,206 25.4 23.0
57,000 9+ 18+ 30 9,000 18,000 | 30,000 0 0 0 0 0 4,630 225 20.4
3 57
63,000 9+18+ 30 9,800 19,600 33,500 0 0 0 0 0 5,206 254 23.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
57,000 9+24+24 9,000 24,000 | 24,000 0 0 0 0 0 4,630 225 204
3 57
63,000 9+24+24 9,900 26,500 | 26,500 0 0 0 0 0 5,206 254 23.0
57,000 12+15+30 12,000 15,000 30,000 0 0 0 0 0 4,630 225 20.4
3 57
63,000 12+15+30 13,100 16,400 33,500 0 0 0 0 0 5,206 254 23.0
60,000 6+18 + 36 6,000 18,000 | 36,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 6+ 18 + 36 6,400 19,300 | 40,200 0 0 0 0 0 5,450 26.6 241
60,000 6 +24 + 30 6,000 24,000 | 30,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 6+ 24+ 30 6,500 26,100 33,400 0 0 0 0 0 5,450 26.6 241
60,000 9+15+ 36 9,000 15,000 | 36,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 9+15+36 9,700 16,100 | 40,200 0 0 0 0 0 5,450 26.6 241
60,000 12+12+36 | 12,000 | 12,000 | 36,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+12+36 | 12,900 | 12,900 | 40,200 0 0 0 0 0 5,450 26.6 241
60,000 12+18+30 | 12,000 | 18,000 | 30,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+18+30 | 13,000 | 19,600 | 33,400 0 0 0 0 0 5,450 26.6 241
60,000 12+24+24 | 12,000 | 24,000 | 24,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 12+24+24 | 13,200 | 26,400 | 26,400 0 0 0 0 0 5,450 26.6 24.1
60,000 15+15+30 | 15,000 | 15,000 | 30,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 15+15+30 | 16,300 | 16,300 | 33,400 0 0 0 0 0 5,450 26.6 241
60,000 18+18+24 | 18,000 | 18,000 | 24,000 0 0 0 0 0 4,680 22.8 20.6
3 60
66,000 18+ 18 +24 19,800 19,800 26,400 0 0 0 0 0 5,450 26.6 241
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
60,600 9+18 + 36 8,700 17,300 | 34,600 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 9+18+ 36 9,300 18,600 38,700 0 0 0 0 0 5,430 26.5 24.0
60,600 9+24+30 8,700 23,100 | 28,900 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 9+24+30 9,400 25,100 32,100 0 0 0 0 0 5,430 26.5 24.0
60,600 12+15+36 | 11,500 | 14,400 | 34,600 0 0 0 0 0 4,690 22.8 20.6
3 63
66,600 12+ 15+ 36 12,400 15,500 38,700 0 0 0 0 0 5,430 26.5 24.0
61,200 6 +24 + 36 5,600 22,300 | 33,400 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 6+ 24 + 36 6,000 23,900 37,300 0 0 0 0 0 5,410 26.4 239
61,200 6 + 30 + 30 5,600 27,800 | 27,800 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 6+ 30 + 30 6,000 30,600 | 30,600 0 0 0 0 0 5,410 26.4 23.9
61,200 12+18+36 | 11,100 | 16,700 | 33,400 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 12+18+36 | 11,900 | 17,900 | 37,300 0 0 0 0 0 5,410 26.4 23.9
61,200 12+24+30 | 11,100 | 22,300 | 27,800 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 12+24+30 | 12,100 | 24,200 | 31,000 0 0 0 0 0 5,410 26.4 23.9
61,200 15+15+36 | 13,900 | 13,900 | 33,400 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 15+15+36 | 14,900 | 14,900 | 37,300 0 0 0 0 0 5,410 26.4 23.9
61,200 18+18+30 | 16,700 | 16,700 | 27,800 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 18+18+30 | 18,100 | 18,100 | 31,000 0 0 0 0 0 5,410 26.4 23.9
61,200 18+24+24 | 16,700 | 22,300 | 22,300 0 0 0 0 0 4,700 22.8 20.7
3 66
67,200 18+24 +24 18,300 24,400 24,400 0 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
61,800 9+24 +36 8,100 21,500 | 32,200 0 0 0 0 0 4,700 22.8 20.7
3 69
67,800 9+24+36 8,700 23,100 36,100 0 0 0 0 0 5,410 26.4 239
61,800 9+ 30+ 30 8,100 26,900 | 26,900 0 0 0 0 0 4,700 22.8 20.7
3 69
67,800 9+30+30 8,700 29,600 29,600 0 0 0 0 0 5,410 26.4 239
62,400 6+ 30 + 36 5,200 26,000 | 31,200 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 6+ 30 + 36 5,500 28,300 34,500 0 0 0 0 0 5,410 26.4 239
62,400 12+24+36 | 10,400 | 20,800 | 31,200 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 12+ 24 + 36 11,200 22,300 34,900 0 0 0 0 0 5,410 26.4 239
62,400 12+30+30 | 10,400 | 26,000 | 26,000 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 12+30+30 | 11,200 | 28,600 | 28,600 0 0 0 0 0 5,410 26.4 23.9
62,400 18+18+36 | 15,600 | 15,600 | 31,200 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 18+18+36 | 16,800 | 16,800 | 34,900 0 0 0 0 0 5,410 26.4 23.9
62,400 18+24+30 | 15,600 | 20,800 | 26,000 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 18+24+30 | 16,900 | 22,600 | 28,900 0 0 0 0 0 5,410 26.4 23.9
62,400 24 +24+24 | 20,800 | 20,800 | 20,800 0 0 0 0 0 4,700 22.8 20.7
3 72
68,400 24 +24 +24 | 22,800 | 22,800 | 22,800 0 0 0 0 0 5,410 26.4 23.9
63,000 9+30+36 7,600 25,200 | 30,200 0 0 0 0 0 4,700 22.8 20.7
3 75
69,000 9+30+36 8,000 27,500 | 33,500 0 0 0 0 0 5,410 26.4 23.9
63,600 6 + 36 + 36 4,900 29,400 | 29,400 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 6+ 36 + 36 5,200 32,200 32,200 0 0 0 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
63,600 12+ 30 + 36 9,800 24,500 | 29,400 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 12+ 30 + 36 10,400 26,700 32,500 0 0 0 0 0 5,410 26.4 239
63,600 18 +24 + 36 14,700 19,600 | 29,400 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 18 +24 + 36 15,800 21,000 32,800 0 0 0 0 0 5,410 26.4 239
63,600 24+24+30 | 19,600 | 19,600 | 24,500 0 0 0 0 0 4,690 22.8 20.6
3 78
69,600 24 +24 +30 21,200 21,200 27,200 0 0 0 0 0 5,410 26.4 23.9
24,000 6+6+6+6 6,000 6,000 6,000 6,000 0 0 0 0 2,530 12.3 11.1
4 24
26,800 6+6+6+6 6,700 6,700 6,700 6,700 0 0 0 0 2,523 123 111
27,000 6+6+6+9 6,000 6,000 6,000 9,000 0 0 0 0 2,800 13.6 123
4 27
30,100 6+6+6+9 6,700 6,700 6,700 10,000 0 0 0 0 2,767 135 12.2
30,000 6+6+6+12 | 6,000 6,000 6,000 12,000 0 0 0 0 3,060 14.9 135
4 30
33,400 6+6+6+12 | 6,700 6,700 6,700 13,400 0 0 0 0 3,011 14.7 13.3
30,000 6+6+9+9 6,000 6,000 9,000 9,000 0 0 0 0 3,060 14.9 135
4 30
33,400 6+6+9+9 6,700 6,700 10,000 | 10,000 0 0 0 0 3,011 14.7 13.3
33,000 6+6+6+15 | 6,000 6,000 6,000 15,000 0 0 0 0 3,320 16.1 14.6
4 33
36,700 6+6+6+15 | 6,700 6,700 6,700 16,700 0 0 0 0 3,255 15.9 14.4
33,000 6+6+9+12 | 6,000 6,000 9,000 12,000 0 0 0 0 3,320 16.1 14.6
4 33
36,700 6+6+9+12 | 6,700 6,700 10,000 | 13,300 0 0 0 0 3,255 15.9 14.4
33,000 6+9+9+9 6,000 9,000 9,000 9,000 0 0 0 0 3,320 16.1 14.6
4 33
36,700 6+9+9+9 6,700 10,000 10,000 10,000 0 0 0 0 3,255 15.9 14.4
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
36,000 6+6+6+18 | 6,000 6,000 6,000 18,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 6+6+6+18 6,700 6,700 6,700 20,000 0 0 0 0 3,499 171 15.4
36,000 6+6+9+15 6,000 6,000 9,000 15,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 6+6+9+15 6,700 6,700 10,000 16,700 0 0 0 0 3,499 171 15.4
36,000 6+6+12+12| 6,000 6,000 12,000 | 12,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 6+6+12+12| 6,700 6,700 13,300 13,300 0 0 0 0 3,499 171 15.4
36,000 6+9+9+12 | 6,000 9,000 9,000 12,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 6+9+9+12 6,700 10,000 10,000 13,300 0 0 0 0 3,499 171 15.4
36,000 9+9+9+9 9,000 9,000 9,000 9,000 0 0 0 0 3,560 17.3 15.7
4 36
40,000 9+9+9+9 | 10,000 | 10,000 | 10,000 | 10,000 0 0 0 0 3,499 171 15.4
39,000 6+6+9+18 | 6,000 6,000 9,000 18,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 6+6+9+18 | 6,600 6,600 10,000 | 19,900 0 0 0 0 3,743 18.3 16.5
39,000 6+6+12+15| 6,000 6,000 12,000 | 15,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 6+6+12+15| 6,600 6,600 13,300 | 16,600 0 0 0 0 3,743 18.3 16.5
39,000 6+9+9+15 | 6,000 9,000 9,000 15,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 6+9+9+15 | 6,600 10,000 | 10,000 | 16,600 0 0 0 0 3,743 18.3 16.5
39,000 6+9+12+12| 6,000 9,000 12,000 | 12,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 6+9+12+12| 6,600 10,000 | 13,300 | 13,300 0 0 0 0 3,743 18.3 16.5
39,000 9+9+9+12 | 9,000 9,000 9,000 12,000 0 0 0 0 3,790 18.4 16.7
4 39
43,200 9+9+9+12 [ 10,000 10,000 10,000 13,300 0 0 0 0 3,743 18.3 16.5
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
42,000 6+6+6+24 | 6,000 6,000 6,000 24,000 0 0 0 0 4,000 194 17.6
4 42
46,500 6+6+6+24 6,600 6,600 6,600 26,600 0 0 0 0 3,987 19.5 17.6
42,000 6+6+12+18| 6,000 6,000 12,000 18,000 0 0 0 0 4,000 19.4 17.6
4 42
46,500 6+6+12+18| 6,600 6,600 13,300 19,900 0 0 0 0 3,987 19.5 17.6
42,000 6+6+15+15| 6,000 6,000 15,000 | 15,000 0 0 0 0 4,000 194 17.6
4 42
46,500 6+6+15+15| 6,600 6,600 16,600 16,600 0 0 0 0 3,987 19.5 17.6
42,000 6+9+9+18 | 6,000 9,000 9,000 18,000 0 0 0 0 4,000 194 17.6
4 42
46,500 6+9+9+18 6,600 10,000 10,000 19,900 0 0 0 0 3,987 19.5 17.6
42,000 6+9+12+15| 6,000 9,000 12,000 | 15,000 0 0 0 0 4,000 194 17.6
4 42
46,500 6+9+12+15| 6,600 10,000 | 13,300 | 16,600 0 0 0 0 3,987 19.5 17.6
6+12+12+
42,000 12 6,000 12,000 | 12,000 | 12,000 0 0 0 0 4,000 194 17.6
4 42
6+12+12+
46,500 12 6,600 13,300 | 13,300 | 13,300 0 0 0 0 3,987 19.5 17.6
42,000 9+9+9+15 | 9,000 9,000 9,000 15,000 0 0 0 0 4,000 194 17.6
4 42
46,500 9+9+9+15 | 10,000 | 10,000 | 10,000 | 16,600 0 0 0 0 3,987 19.5 17.6
42,000 9+9+12+12| 9,000 9,000 12,000 | 12,000 0 0 0 0 4,000 194 17.6
4 42
46,500 9+9+12+12| 10,000 | 10,000 | 13,300 | 13,300 0 0 0 0 3,987 19.5 17.6
45,000 6+6+9+24 | 6,000 6,000 9,000 24,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 6+6+9+24 | 6,600 6,600 10,000 | 26,600 0 0 0 0 4,231 20.6 18.7
45,000 6+6+15+18| 6,000 6,000 15,000 | 18,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 6+6+15+18| 6,600 6,600 16,600 19,900 0 0 0 0 4,231 20.6 18.7
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
45,000 6+9+12+18| 6,000 9,000 12,000 | 18,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 6+9+12+18| 6,600 10,000 13,300 19,900 0 0 0 0 4,231 20.6 18.7
45,000 6+9+15+15| 6,000 9,000 15,000 15,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 6+9+15+15| 6,600 10,000 16,600 16,600 0 0 0 0 4,231 20.6 18.7
6+12+12+
45,000 15 6,000 12,000 | 12,000 | 15,000 0 0 0 0 4,180 20.3 18.4
4 45
6+12+12+
49,800 15 6,600 13,300 13,300 16,600 0 0 0 0 4,231 20.6 18.7
45,000 9+9+9+18 | 9,000 9,000 9,000 18,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 9+9+9+18 [ 10,000 10,000 10,000 19,900 0 0 0 0 4,231 20.6 18.7
45,000 9+9+12+15| 9,000 9,000 12,000 | 15,000 0 0 0 0 4,180 20.3 18.4
4 45
49,800 9+9+12+15| 10,000 | 10,000 | 13,300 | 16,600 0 0 0 0 4,231 20.6 18.7
9+12+12+
48,000 12 9,600 12,800 | 12,800 | 12,800 0 0 0 0 4,180 20.3 18.4
4 45
9+12+12+
49,800 12 10,000 | 13,300 | 13,300 | 13,300 0 0 0 0 4,231 20.6 18.7
48,000 6+6+6+30 | 6,000 6,000 6,000 30,000 0 0 0 0 4,340 21.1 19.1
4 48
53,100 6+6+6+30 | 6,500 6,500 6,500 33,500 0 0 0 0 4,474 21.8 19.8
48,000 6+6+12+24| 6,000 6,000 12,000 | 24,000 0 0 0 0 4,340 211 19.1
4 48
53,100 6+6+12+24| 6,600 6,600 13,300 | 26,600 0 0 0 0 4,474 21.8 19.8
48,000 6+6+18+ 18| 6,000 6,000 18,000 | 18,000 0 0 0 0 4,340 211 19.1
4 48
53,100 6+6+18+ 18| 6,600 6,600 19,900 | 19,900 0 0 0 0 4,474 21.8 19.8
48,000 6+9+9+24 | 6,000 9,000 9,000 24,000 0 0 0 0 4,340 211 19.1
4 48
53,100 6+9+9+24 6,600 10,000 10,000 26,600 0 0 0 0 4,474 21.8 19.8
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
48,000 6+9+15+18| 6,000 9,000 15,000 | 18,000 0 0 0 0 4,340 21.1 19.1
4 48
53,100 6+9+15+18| 6,600 10,000 16,600 19,900 0 0 0 0 4,474 21.8 19.8
6+12+12+
48,000 18 6,000 12,000 12,000 18,000 0 0 0 0 4,340 211 191
4 48
6+12+12+
53,100 18 6,600 13,300 13,300 19,900 0 0 0 0 4,474 21.8 19.8
6+12+15+
48,000 15 6,000 12,000 | 15,000 | 15,000 0 0 0 0 4,340 211 19.1
4 48
6+12+15+
53,100 15 6,600 13,300 16,600 16,600 0 0 0 0 4,474 21.8 19.8
48,000 9+9+12+18| 9,000 9,000 12,000 | 18,000 0 0 0 0 4,340 211 19.1
4 48
53,100 9+9+12+18| 10,000 10,000 13,300 19,900 0 0 0 0 4,474 21.8 19.8
45,000 9+9+15+15| 8,400 8,400 14,100 | 14,100 0 0 0 0 4,340 211 19.1
4 48
53,100 9+9+15+15| 10,000 | 10,000 | 16,600 | 16,600 0 0 0 0 4,474 21.8 19.8
9+12+12+
48,000 15 9,000 12,000 | 12,000 | 15,000 0 0 0 0 4,340 211 19.1
4 48
9+12+12+
53,100 15 10,000 | 13,300 | 13,300 | 16,600 0 0 0 0 4,474 21.8 19.8
12+12+12+
48,000 12 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,340 211 19.1
4 48
12+12+12+
53,100 12 13,300 | 13,300 | 13,300 | 13,300 0 0 0 0 4,474 21.8 19.8
51,000 6+6+9+30 | 6,000 6,000 9,000 30,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 6+6+9+30 | 6,500 6,500 9,800 33,500 0 0 0 0 4,718 23.0 20.8
51,000 6+6+15+24| 6,000 6,000 15,000 | 24,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 6+6+15+24| 6,600 6,600 16,600 | 26,500 0 0 0 0 4,718 23.0 20.8
51,000 6+9+12+24| 6,000 9,000 12,000 | 24,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 6+9+12+24| 6,600 10,000 13,300 26,500 0 0 0 0 4,718 23.0 20.8
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
51,000 6+9+18+ 18| 6,000 9,000 18,000 | 18,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 6+9+18+18| 6,600 10,000 19,900 19,900 0 0 0 0 4,718 23.0 20.8
6+12+15+
51,000 18 6,000 12,000 15,000 18,000 0 0 0 0 4,480 21.8 19.7
4 51
6+12+15+
56,400 18 6,600 13,300 16,600 19,900 0 0 0 0 4,718 23.0 20.8
6+15+ 15+
51,000 15 6,000 15,000 | 15,000 | 15,000 0 0 0 0 4,480 21.8 19.7
4 51
6+15+15+
56,400 15 6,600 16,600 16,600 16,600 0 0 0 0 4,718 23.0 20.8
51,000 9+9+9+24 | 9,000 9,000 9,000 24,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 9+9+9+24 [ 10,000 10,000 10,000 26,500 0 0 0 0 4,718 23.0 20.8
51,000 9+9+15+18| 9,000 9,000 15,000 | 18,000 0 0 0 0 4,480 21.8 19.7
4 51
56,400 9+9+15+18| 10,000 | 10,000 | 16,600 | 19,900 0 0 0 0 4,718 23.0 20.8
9+12+12+
51,000 18 9,000 12,000 | 12,000 | 18,000 0 0 0 0 4,480 21.8 19.7
4 51
9+12+12+
56,400 18 10,000 | 13,300 | 13,300 | 19,900 0 0 0 0 4,718 23.0 20.8
9+12+15+
51,000 15 9,000 12,000 | 15,000 | 15,000 0 0 0 0 4,480 21.8 19.7
4 51
9+12+15+
56,400 15 10,000 | 13,300 | 16,600 | 16,600 0 0 0 0 4,718 23.0 20.8
12+12+12+
51,000 15 12,000 | 12,000 | 12,000 | 15,000 0 0 0 0 4,480 21.8 19.7
4 51
12+12+12+
56,400 15 13,300 | 13,300 | 13,300 | 16,600 0 0 0 0 4,718 23.0 20.8
54,000 6+6+6+36 | 6,000 6,000 6,000 36,000 0 0 0 0 4,580 223 20.1
4 54
59,700 6+6+6+36 | 6,500 6,500 6,500 40,300 0 0 0 0 4,962 24.2 21.9
54,000 6+6+12+30| 6,000 6,000 12,000 | 30,000 0 0 0 0 4,580 22.3 20.1
4 54
59,700 6+6+12+30| 6,500 6,500 13,100 33,500 0 0 0 0 4,962 24.2 219
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
54,000 6+6+18+24| 6,000 6,000 18,000 | 24,000 0 0 0 0 4,580 22.3 20.1
4 54
59,700 6+6+18+24| 6,600 6,600 19,900 26,500 0 0 0 0 4,962 242 219
54,000 6+9+9+30 6,000 9,000 9,000 30,000 0 0 0 0 4,580 22.3 201
4 54
59,700 6+9+9+30 6,500 9,800 9,800 33,500 0 0 0 0 4,962 242 219
54,000 6+9+15+24| 6,000 9,000 15,000 | 24,000 0 0 0 0 4,580 22.3 20.1
4 54
59,700 6+9+15+24| 6,600 10,000 16,600 26,500 0 0 0 0 4,962 242 21.9
6+12+12+
54,000 24 6,000 12,000 | 12,000 | 24,000 0 0 0 0 4,580 223 20.1
4 54
6+12+12+
59,700 24 6,600 13,300 13,300 26,500 0 0 0 0 4,962 242 21.9
6+15+15+
54,000 18 6,000 15,000 | 15,000 | 18,000 0 0 0 0 4,580 223 20.1
4 54
6+15+15+
59,700 18 6,600 16,600 | 16,600 | 19,900 0 0 0 0 4,962 24.2 21.9
54,000 9+9+12+24| 9,000 9,000 12,000 | 24,000 0 0 0 0 4,580 223 20.1
4 54
59,700 9+9+12+24| 10,000 | 10,000 | 13,300 | 26,500 0 0 0 0 4,962 24.2 21.9
54,000 9+9+18+18| 9,000 9,000 18,000 | 18,000 0 0 0 0 4,580 223 20.1
4 54
59,700 9+9+18+18| 10,000 | 10,000 | 19,900 | 19,900 0 0 0 0 4,962 24.2 21.9
9+12+15+
54,000 18 9,000 12,000 | 15,000 | 18,000 0 0 0 0 4,580 223 20.1
4 54
9+12+15+
59,700 18 10,000 | 13,300 | 16,600 | 19,900 0 0 0 0 4,962 24.2 21.9
9+15+15+
54,000 15 9,000 15,000 | 15,000 | 15,000 0 0 0 0 4,580 223 20.1
4 54
9+15+ 15+
59,700 15 10,000 | 16,600 | 16,600 | 16,600 0 0 0 0 4,962 24.2 21.9
12+12+12+
54,000 18 12,000 | 12,000 | 12,000 | 18,000 0 0 0 0 4,580 22.3 20.1
4 54
12+12+12 +
59,700 18 13,300 13,300 13,300 19,900 0 0 0 0 4,962 24.2 219
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-77

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
12+12+15+
54,000 15 12,000 | 12,000 | 15,000 | 15,000 0 0 0 0 4,580 22.3 20.1
4 54
12+12+15+
59,700 15 13,300 13,300 16,600 16,600 0 0 0 0 4,962 242 219
57,000 6+6+9+36 6,000 6,000 9,000 36,000 0 0 0 0 4,630 225 20.4
4 57
63,000 6+6+9+36 6,500 6,500 9,700 40,400 0 0 0 0 5,206 254 23.0
57,000 6+6+15+30| 6,000 6,000 15,000 | 30,000 0 0 0 0 4,630 225 20.4
4 57
63,000 6+6+15+30| 6,500 6,500 16,400 33,500 0 0 0 0 5,206 254 23.0
57,000 6+9+12+30| 6,000 9,000 12,000 | 30,000 0 0 0 0 4,630 225 20.4
4 57
63,000 6+9+12+30| 6,500 9,800 13,100 33,500 0 0 0 0 5,206 254 23.0
57,000 6+9+18+24| 6,000 9,000 18,000 | 24,000 0 0 0 0 4,630 225 20.4
4 57
63,000 6+9+18+24| 6,600 9,900 19,900 | 26,500 0 0 0 0 5,206 25.4 23.0
6+12+15+
57,000 2 6,000 12,000 | 15,000 | 24,000 0 0 0 0 4,630 225 20.4
4 57
6+12+15+
63,000 o4 6,600 13,300 | 16,600 | 26,500 0 0 0 0 5,206 25.4 23.0
57,000 9+9+9+30 | 9,000 9,000 9,000 30,000 0 0 0 0 4,630 225 204
4 57
63,000 9+9+9+30 | 9,800 9,800 9,800 33,500 0 0 0 0 5,206 25.4 23.0
57,000 9+9+15+24| 9,000 9,000 15,000 | 24,000 0 0 0 0 4,630 225 204
4 57
63,000 9+9+15+24| 9,900 9,900 16,600 | 26,500 0 0 0 0 5,206 25.4 23.0
9+12+12+
57,000 o4 9,000 12,000 | 12,000 | 24,000 0 0 0 0 4,630 225 204
4 57
9+12+12+
63,000 o4 9,900 13,300 | 13,300 | 26,500 0 0 0 0 5,206 25.4 23.0
9+12+18+
57,000 18 9,000 12,000 | 18,000 | 18,000 0 0 0 0 4,630 225 20.4
4 57
9+12+18 +
63,000 18 9,900 13,300 19,900 19,900 0 0 0 0 5,206 254 23.0
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+15+15+
57,000 18 9,000 15,000 | 15,000 | 18,000 0 0 0 0 4,630 225 204
4 57
9+15+15+
63,000 18 9,900 16,600 16,600 19,900 0 0 0 0 5,206 254 23.0
12+12+15+
57,000 18 12,000 12,000 15,000 18,000 0 0 0 0 4,630 225 20.4
4 57
12+12+15+
63,000 18 13,300 13,300 16,600 19,900 0 0 0 0 5,206 254 23.0
12+15+15+
57,000 15 12,000 | 15,000 | 15,000 | 15,000 0 0 0 0 4,630 225 204
4 57
12+15+15+
63,000 15 13,300 16,600 16,600 16,600 0 0 0 0 5,206 254 23.0
60,000 6+6+12+36| 6,000 6,000 12,000 | 36,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 6+6+12+36| 6,400 6,400 12,900 | 40,200 0 0 0 0 5,450 26.6 241
60,000 6+6+18+30| 6,000 6,000 18,000 | 30,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 6+6+18+30| 6,500 6,500 19,600 | 33,400 0 0 0 0 5,450 26.6 241
60,000 6+6+24+24| 6,000 6,000 24,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 6+6+24+24| 6,600 6,600 26,400 | 26,400 0 0 0 0 5,450 26.6 241
60,000 6+9+9+36 | 6,000 9,000 9,000 36,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 6+9+9+36 | 6,400 9,700 9,700 40,200 0 0 0 0 5,450 26.6 241
60,000 6+9+15+30| 6,000 9,000 15,000 | 30,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 6+9+15+30| 6,500 9,800 16,300 | 33,400 0 0 0 0 5,450 26.6 241
6+12+12+
60,000 20 6,000 12,000 | 12,000 | 30,000 0 0 0 0 4,680 22.8 20.6
4 60
6+12+12+
66,000 30 6,500 13,000 | 13,000 | 33,400 0 0 0 0 5,450 26.6 241
6+15+ 15+
60,000 o4 6,000 15,000 | 15,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
6+15+ 15+
66,000 24 6,600 16,500 16,500 26,400 0 0 0 0 5,450 26.6 241
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-79

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+18+18 +
60,000 18 6,000 18,000 | 18,000 | 18,000 0 0 0 0 4,680 22.8 20.6
4 60
6+18+18 +
66,000 18 6,600 19,800 19,800 19,800 0 0 0 0 5,450 26.6 241
60,000 9+9+12+30| 9,000 9,000 12,000 30,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 9+9+12+30| 9,800 9,800 13,000 33,400 0 0 0 0 5,450 26.6 241
60,000 9+9+18+24| 9,000 9,000 18,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
66,000 9+9+18+24| 9,900 9,900 19,800 26,400 0 0 0 0 5,450 26.6 241
9+12+15+
60,000 24 9,000 12,000 | 15,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
9+12+15+
66,000 24 9,900 13,200 16,500 26,400 0 0 0 0 5,450 26.6 241
9+15+18 +
60,000 18 9,000 15,000 | 18,000 | 18,000 0 0 0 0 4,680 22.8 20.6
4 60
9+15+18 +
66,000 18 9,900 16,500 | 19,800 | 19,800 0 0 0 0 5,450 26.6 241
12+12+12+
60,000 24 12,000 | 12,000 | 12,000 | 24,000 0 0 0 0 4,680 22.8 20.6
4 60
12+12+12+
66,000 o4 13,200 | 13,200 | 13,200 | 26,400 0 0 0 0 5,450 26.6 241
12+12+18+
60,000 18 12,000 | 12,000 | 18,000 | 18,000 0 0 0 0 4,680 22.8 20.6
4 60
12+12+18+
66,000 18 13,200 | 13,200 | 19,800 | 19,800 0 0 0 0 5,450 26.6 241
12+15+15+
60,000 18 12,000 | 15,000 | 15,000 | 18,000 0 0 0 0 4,680 22.8 20.6
4 60
12+15+15+
66,000 18 13,200 | 16,500 | 16,500 | 19,800 0 0 0 0 5,450 26.6 241
15+15+15 +
60,000 15 15,000 | 15,000 | 15,000 | 15,000 0 0 0 0 4,680 22.8 20.6
4 60
15+15+15+
66,000 15 16,500 | 16,500 | 16,500 | 16,500 0 0 0 0 5,450 26.6 241
60,600 6+6+15+36| 5,800 5,800 14,400 | 34,600 0 0 0 0 4,690 22.8 20.6
4 63
66,600 6+6+15+36| 6,200 6,200 15,500 38,700 0 0 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
60,600 6+9+12+36| 5,800 8,700 11,500 | 34,600 0 0 0 0 4,690 22.8 20.6
4 63
66,600 6+9+12+36| 6,200 9,300 12,400 38,700 0 0 0 0 5,430 26.5 24.0
60,600 6+9+18+30| 5,800 8,700 17,300 28,900 0 0 0 0 4,690 22.8 20.6
4 63
66,600 6+9+18+30| 6,300 9,400 18,800 32,100 0 0 0 0 5,430 26.5 24.0
60,600 6+9+24+24| 5800 8,700 23,100 | 23,100 0 0 0 0 4,690 22.8 20.6
4 63
66,600 6+9+24+24| 6,300 9,500 25,400 25,400 0 0 0 0 5,430 26.5 24.0
6+12+15+
60,600 20 5,800 11,500 | 14,400 | 28,900 0 0 0 0 4,690 22.8 20.6
4 63
6+12+15+
66,600 30 6,300 12,500 15,700 32,100 0 0 0 0 5,430 26.5 24.0
60,600 9+9+9+36 | 8,700 8,700 8,700 34,600 0 0 0 0 4,690 22.8 20.6
4 63
66,600 9+9+9+36 | 9,300 9,300 9,300 38,700 0 0 0 0 5,430 26.5 24.0
60,600 9+9+15+30| 8,700 8,700 14,400 | 28,900 0 0 0 0 4,690 22.8 20.6
4 63
66,600 9+9+15+30| 9,400 9,400 15,700 | 32,100 0 0 0 0 5,430 26.5 24.0
9+12+12+
60,600 20 8,700 11,500 | 11,500 | 28,900 0 0 0 0 4,690 22.8 20.6
4 63
9+12+12+
66,600 30 9,400 12,500 | 12,500 | 32,100 0 0 0 0 5,430 26.5 24.0
9+12+18+
60,600 24 8,700 11,500 | 17,300 | 23,100 0 0 0 0 4,690 22.8 20.6
4 63
9+12+18 +
66,600 o4 9,500 12,700 | 19,000 | 25,400 0 0 0 0 5,430 26.5 24.0
9+15+15+
60,600 o4 8,700 14,400 | 14,400 | 23,100 0 0 0 0 4,690 22.8 20.6
4 63
9+15+15 +
66,600 o4 9,500 15,900 | 15,900 | 25,400 0 0 0 0 5,430 26.5 24.0
9+18+18+
60,600 18 8,700 17,300 | 17,300 | 17,300 0 0 0 0 4,690 22.8 20.6
4 63
9+18+18 +
66,600 18 9,500 19,000 19,000 19,000 0 0 0 0 5,430 26.5 24.0
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
12+12+15+
60,600 24 11,500 | 11,500 | 14,400 | 23,100 0 0 0 0 4,690 22.8 20.6
4 63
12+12+15+
66,600 24 12,700 12,700 15,900 25,400 0 0 0 0 5,430 26.5 24.0
12+15+18 +
60,600 18 11,500 14,400 17,300 17,300 0 0 0 0 4,690 22.8 20.6
4 63
12+15+18 +
66,600 18 12,700 15,900 19,000 19,000 0 0 0 0 5,430 26.5 24.0
15+15+15+
60,600 18 14,400 | 14,400 | 14,400 | 17,300 0 0 0 0 4,690 22.8 20.6
4 63
15+15+15+
66,600 18 15,900 15,900 15,900 19,000 0 0 0 0 5,430 26.5 24.0
61,200 6+6+18+36| 5,600 5,600 16,700 | 33,400 0 0 0 0 4,700 22.8 20.7
4 66
67,200 6+6+18+36| 6,000 6,000 17,900 37,300 0 0 0 0 5,410 26.4 23.9
61,200 6+6+24+30| 5,600 5,600 22,300 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
67,200 6+6+24+30| 6,000 6,000 24,200 | 31,000 0 0 0 0 5,410 26.4 23.9
61,200 6+9+15+36| 5,600 8,300 13,900 | 33,400 0 0 0 0 4,700 22.8 20.7
4 66
67,200 6+9+15+36| 6,000 9,000 14,900 | 37,300 0 0 0 0 5,410 26.4 23.9
6+12+12+
61,200 26 5,600 11,100 | 11,100 | 33,400 0 0 0 0 4,700 22.8 20.7
4 66
6+12+12+
67,200 26 6,000 11,900 | 11,900 | 37,300 0 0 0 0 5,410 26.4 23.9
6+15+15+
61,200 30 5,600 13,900 | 13,900 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
6+15+ 15+
67,200 30 6,000 15,100 | 15,100 | 31,000 0 0 0 0 5,410 26.4 23.9
6+18+18+
61,200 o4 5,600 16,700 | 16,700 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
6+18+ 18 +
67,200 o4 6,100 18,300 | 18,300 | 24,400 0 0 0 0 5,410 26.4 23.9
61,200 9+9+12+36| 8,300 8,300 11,100 | 33,400 0 0 0 0 4,700 22.8 20.7
4 66
67,200 9+9+12+36| 9,000 9,000 11,900 37,300 0 0 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-82

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
61,200 9+9+18+30| 8,300 8,300 16,700 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
67,200 9+9+18+30| 9,100 9,100 18,100 31,000 0 0 0 0 5,410 26.4 239
61,200 9+9+24+24| 8,300 8,300 22,300 22,300 0 0 0 0 4,700 22.8 20.7
4 66
67,200 9+9+24+24| 9,200 9,200 24,400 24,400 0 0 0 0 5,410 26.4 239
9+12+15+
61,200 30 8,300 11,100 | 13,900 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
9+12+15+
67,200 30 9,100 12,100 15,100 31,000 0 0 0 0 5,410 26.4 239
9+15+18 +
61,200 24 8,300 13,900 | 16,700 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
9+15+18 +
67,200 24 9,200 15,300 18,300 24,400 0 0 0 0 5,410 26.4 239
12+12+12+
61,200 30 11,100 | 11,100 | 11,100 | 27,800 0 0 0 0 4,700 22.8 20.7
4 66
12+12+12+
67,200 30 12,100 | 12,100 | 12,100 | 31,000 0 0 0 0 5,410 26.4 23.9
12+12+18 +
61,200 24 11,100 | 11,100 | 16,700 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
12+12+18 +
67,200 o4 12,200 | 12,200 | 18,300 | 24,400 0 0 0 0 5,410 26.4 23.9
12+15+15+
61,200 24 11,100 | 13,900 | 13,900 | 22,300 0 0 0 0 4,700 22.8 20.7
4 66
12+15+15+
67,200 o4 12,200 | 15,300 | 15,300 | 24,400 0 0 0 0 5,410 26.4 23.9
12+18+18 +
61,200 18 11,100 | 16,700 | 16,700 | 16,700 0 0 0 0 4,700 22.8 20.7
4 66
12+18+18 +
67,200 18 12,200 | 18,300 | 18,300 | 18,300 0 0 0 0 5,410 26.4 23.9
15+15+18 +
61,200 18 13,900 | 13,900 | 16,700 | 16,700 0 0 0 0 4,700 22.8 20.7
4 66
15+15+18 +
67,200 18 15,300 | 15,300 | 18,300 | 18,300 0 0 0 0 5,410 26.4 23.9
61,800 6+9+18+36| 5,400 8,100 16,100 | 32,200 0 0 0 0 4,700 22.8 20.7
4 69
67,800 6+9+18+36| 5,800 8,700 17,300 36,100 0 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
61,800 6+9+24+30| 5,400 8,100 21,500 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
67,800 6+9+24+30| 5,800 8,700 23,300 29,900 0 0 0 0 5,410 26.4 239
6+12+15+
61,800 36 5,400 10,700 13,400 32,200 0 0 0 0 4,700 22.8 20.7
4 69
6+12+15+
67,800 35 5,800 11,500 14,400 36,100 0 0 0 0 5,410 26.4 239
61,800 9+9+15+36| 8,100 8,100 13,400 | 32,200 0 0 0 0 4,700 22.8 20.7
4 69
67,800 9+9+15+36| 8,700 8,700 14,400 36,100 0 0 0 0 5,410 26.4 239
9+12+12+
61,800 26 8,100 10,700 | 10,700 | 32,200 0 0 0 0 4,700 22.8 20.7
4 69
9+12+12+
67,800 36 8,700 11,500 11,500 36,100 0 0 0 0 5,410 26.4 239
9+12+18+
61,800 20 8,100 10,700 | 16,100 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
9+12+18 +
67,800 30 8,700 11,700 | 17,500 | 29,900 0 0 0 0 5,410 26.4 23.9
9+15+15+
61,800 20 8,100 13,400 | 13,400 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
9+15+ 15+
67,800 30 8,700 14,600 | 14,600 | 29,900 0 0 0 0 5,410 26.4 23.9
9+18+18+
61,800 24 8,100 16,100 | 16,100 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
9+18+ 18 +
67,800 o4 8,800 17,700 | 17,700 | 23,600 0 0 0 0 5,410 26.4 23.9
12+12+15+
61,800 30 10,700 | 10,700 | 13,400 | 26,900 0 0 0 0 4,700 22.8 20.7
4 69
12+12+15+
67,800 30 11,700 | 11,700 | 14,600 | 29,900 0 0 0 0 5,410 26.4 23.9
12+15+18 +
61,800 o4 10,700 | 13,400 | 16,100 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
12+15+18 +
67,800 o4 11,800 | 14,700 | 17,700 | 23,600 0 0 0 0 5,410 26.4 23.9
15+15+15+
61,800 o4 13,400 | 13,400 | 13,400 | 21,500 0 0 0 0 4,700 22.8 20.7
4 69
15+15+15+
67,800 24 14,700 14,700 14,700 23,600 0 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
15+ 18+ 18 +
61,800 18 13,400 | 16,100 | 16,100 | 16,100 0 0 0 0 4,700 22.8 20.7
4 69
15+18+18 +
67,800 18 14,700 17,700 17,700 17,700 0 0 0 0 5,410 26.4 239
62,400 6+6+24+36| 5,200 5,200 20,800 31,200 0 0 0 0 4,700 22.8 20.7
4 72
68,400 6+6+24+36| 5,600 5,600 22,300 34,900 0 0 0 0 5,410 26.4 239
62,400 6+6+30+30| 5,200 5,200 26,000 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
68,400 6+6+30+30| 5,600 5,600 28,600 28,600 0 0 0 0 5,410 26.4 23.9
6+15+15+
62,400 36 5,200 13,000 | 13,000 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
6+15+15+
68,400 36 5,600 14,000 14,000 34,900 0 0 0 0 5,410 26.4 23.9
6+18+ 18+
62,400 30 5,200 15,600 | 15,600 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
6+18+18 +
68,400 30 5,600 16,900 | 16,900 | 28,900 0 0 0 0 5,410 26.4 23.9
62,400 9+9+18+36/| 7,800 7,800 15,600 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
68,400 9+9+18+36| 8,400 8,400 16,800 | 34,900 0 0 0 0 5,410 26.4 23.9
62,400 9+9+24+30| 7,800 7,800 20,800 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
68,400 9+9+24+30| 8,500 8,500 22,600 | 28,900 0 0 0 0 5,410 26.4 23.9
9+12+15+
62,400 26 7,800 10,400 | 13,000 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
9+12+15+
68,400 6 8,400 11,200 | 14,000 | 34,900 0 0 0 0 5,410 26.4 23.9
9+15+18+
62,400 30 7,800 13,000 | 15,600 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
9+15+18 +
68,400 30 8,500 14,100 | 16,900 | 28,900 0 0 0 0 5,410 26.4 23.9
9+15+24 +
62,400 o4 7,800 13,000 | 20,800 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
9+15+24 +
68,400 24 8,600 14,300 [ 22,800 22,800 0 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
12+12+12 +
62,400 6 10,400 | 10,400 | 10,400 | 31,200 0 0 0 0 4,700 22.8 20.7
4 72
12+12+12 +
68,400 36 11,200 11,200 11,200 34,900 0 0 0 0 5,410 26.4 239
12+12+18 +
62,400 30 10,400 10,400 15,600 26,000 0 0 0 0 4,700 22.8 20.7
4 72
12+12+18 +
68,400 30 11,300 11,300 16,900 28,900 0 0 0 0 5,410 26.4 239
12+12+24 +
62,400 24 10,400 | 10,400 | 20,800 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
12+12+24 +
68,400 24 11,400 11,400 22,800 22,800 0 0 0 0 5,410 26.4 23.9
12+15+15+
62,400 30 10,400 | 13,000 | 13,000 | 26,000 0 0 0 0 4,700 22.8 20.7
4 72
12+15+15+
68,400 30 11,300 14,100 14,100 28,900 0 0 0 0 5,410 26.4 23.9
12+18+18 +
62,400 24 10,400 | 15,600 | 15,600 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
12+18+18 +
68,400 24 11,400 | 17,100 | 17,100 | 22,800 0 0 0 0 5,410 26.4 23.9
15+15+18 +
62,400 24 13,000 | 13,000 | 15,600 | 20,800 0 0 0 0 4,700 22.8 20.7
4 72
15+15+18 +
68,400 o4 14,300 | 14,300 | 17,100 | 22,800 0 0 0 0 5,410 26.4 23.9
18+18+18 +
62,400 18 15,600 | 15,600 | 15,600 | 15,600 0 0 0 0 4,700 22.8 20.7
4 72
18+18+18 +
68,400 18 17,100 | 17,100 | 17,100 | 17,100 0 0 0 0 5,410 26.4 23.9
63,000 6+9+24+36| 5,000 7,600 20,200 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
69,000 6+9+24+36| 5400 8,100 21,600 | 33,800 0 0 0 0 5,410 26.4 23.9
63,000 6+9+30+30| 5,000 7,600 25,200 | 25,200 0 0 0 0 4,700 22.8 20.7
4 75
69,000 6+9+30+30| 5,400 8,100 27,700 | 27,700 0 0 0 0 5,410 26.4 23.9
9+12+18+
63,000 36 7,600 10,100 | 15,100 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
9+12+18 +
69,000 36 8,100 10,800 16,200 33,800 0 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+15+15+
63,000 26 7,600 12,600 | 12,600 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
9+15+15+
69,000 36 8,100 13,500 13,500 33,800 0 0 0 0 5,410 26.4 239
9+18+ 18+
63,000 30 7,600 15,100 15,100 25,200 0 0 0 0 4,700 22.8 20.7
4 75
9+18+18 +
69,000 30 8,200 16,400 16,400 28,000 0 0 0 0 5,410 26.4 239
12+12+15+
63,000 6 10,100 | 10,100 | 12,600 | 30,200 0 0 0 0 4,700 22.8 20.7
4 75
12+12+15+
69,000 36 10,800 10,800 13,500 33,800 0 0 0 0 5,410 26.4 239
12+15+18 +
63,000 30 10,100 | 12,600 | 15,100 | 25,200 0 0 0 0 4,700 22.8 20.7
4 75
12+15+18 +
69,000 30 10,900 13,700 16,400 28,000 0 0 0 0 5,410 26.4 239
15+15+15+
63,000 30 12,600 | 12,600 | 12,600 | 25,200 0 0 0 0 4,700 22.8 20.7
4 75
15+15+15+
69,000 30 13,700 | 13,700 | 13,700 | 28,000 0 0 0 0 5,410 26.4 23.9
15+18+18 +
63,000 24 12,600 | 15,100 | 15,100 | 20,200 0 0 0 0 4,700 22.8 20.7
4 75
15+18+18 +
69,000 o4 13,800 | 16,600 | 16,600 | 22,100 0 0 0 0 5,410 26.4 23.9
63,600 6+6+30+36| 4,900 4,900 24,500 | 29,400 0 0 0 0 4,690 22.8 20.6
4 78
69,600 6+6+30+36| 5,200 5,200 26,700 | 32,500 0 0 0 0 5,410 26.4 23.9
6+18+ 18+
63,600 36 4,900 14,700 | 14,700 | 29,400 0 0 0 0 4,690 22.8 20.6
4 78
6+18+ 18 +
69,600 6 5,300 15,800 | 15,800 | 32,800 0 0 0 0 5,410 26.4 23.9
6+24+24+
63,600 o4 4,900 19,600 | 19,600 | 19,600 0 0 0 0 4,690 22.8 20.6
4 78
6+24+24+
69,600 o4 5,400 21,400 | 21,400 | 21,400 0 0 0 0 5,410 26.4 23.9
63,600 9+9+24+36| 7,300 7,300 19,600 | 29,400 0 0 0 0 4,690 22.8 20.6
4 78
69,600 9+9+24+36| 7,900 7,900 21,000 32,800 0 0 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-87

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
63,600 9+9+30+30| 7,300 7,300 24,500 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
69,600 9+9+30+30| 7,900 7,900 26,900 26,900 0 0 0 0 5,410 26.4 239
9+15+18 +
63,600 36 7,300 12,200 14,700 29,400 0 0 0 0 4,690 22.8 20.6
4 78
9+15+18 +
69,600 36 7,900 13,100 15,800 32,800 0 0 0 0 5,410 26.4 239
9+15+24 +
63,600 30 7,300 12,200 | 19,600 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
9+156+24 +
69,600 30 8,000 13,300 | 21,200 27,200 0 0 0 0 5,410 26.4 239
12+12+18+
63,600 6 9,800 9,800 14,700 | 29,400 0 0 0 0 4,690 22.8 20.6
4 78
12+12+18 +
69,600 36 10,500 10,500 15,800 32,800 0 0 0 0 5,410 26.4 239
12+12+24 +
63,600 30 9,800 9,800 19,600 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
12+12+24 +
69,600 30 10,600 | 10,600 | 21,200 | 27,200 0 0 0 0 5,410 26.4 23.9
12+15+15+
63,600 26 9,800 12,200 | 12,200 | 29,400 0 0 0 0 4,690 22.8 20.6
4 78
12+15+15+
69,600 26 10,500 | 13,100 | 13,100 | 32,800 0 0 0 0 5,410 26.4 23.9
12+18+18 +
63,600 30 9,800 14,700 | 14,700 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
12+18+18 +
69,600 30 10,600 | 15,900 | 15,900 | 27,200 0 0 0 0 5,410 26.4 23.9
15+15+18 +
63,600 30 12,200 | 12,200 | 14,700 | 24,500 0 0 0 0 4,690 22.8 20.6
4 78
15+15+18 +
69,600 30 13,300 | 13,300 | 15,900 | 27,200 0 0 0 0 5,410 26.4 23.9
18+18+18 +
63,600 o4 14,700 | 14,700 | 14,700 | 19,600 0 0 0 0 4,690 22.8 20.6
4 78
18+ 18 +18 +
69,600 o4 16,100 | 16,100 | 16,100 | 21,400 0 0 0 0 5,410 26.4 239
6+6+6+6+
30,000 6 6,000 6,000 6,000 6,000 6,000 0 0 0 3,060 14.9 13.5
5 30
6+6+6+6+
33,400 6 6,700 6,700 6,700 6,700 6,700 0 0 0 3,011 14.7 13.3
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+6+
33,000 9 6,000 6,000 6,000 6,000 9,000 0 0 0 3,320 16.1 14.6
5 33
6+6+6+6+
36,700 9 6,700 6,700 6,700 6,700 10,000 0 0 0 3,255 15.9 14.4
6+6+6+6+
36,000 12 6,000 6,000 6,000 6,000 12,000 0 0 0 3,560 17.3 15.7
5 36
6+6+6+6+
40,000 12 6,700 6,700 6,700 6,700 13,300 0 0 0 3,499 171 15.4
6+6+6+9+
36,000 9 6,000 6,000 6,000 9,000 9,000 0 0 0 3,560 17.3 15.7
5 36
6+6+6+9+
40,000 9 6,700 6,700 6,700 10,000 10,000 0 0 0 3,499 171 154
6+6+6+6+
39,000 15 6,000 6,000 6,000 6,000 15,000 0 0 0 3,790 18.4 16.7
5 39
6+6+6+6+
43,200 15 6,600 6,600 6,600 6,600 16,600 0 0 0 3,743 18.3 16.5
6+6+6+9+
39,000 12 6,000 6,000 6,000 9,000 12,000 0 0 0 3,790 18.4 16.7
5 39
6+6+6+9+
43,200 12 6,600 6,600 6,600 10,000 | 13,300 0 0 0 3,743 18.3 16.5
6+6+9+9+
39,000 9 6,000 6,000 9,000 9,000 9,000 0 0 0 3,790 18.4 16.7
5 39
6+6+9+9+
43,200 9 6,600 6,600 10,000 | 10,000 | 10,000 0 0 0 3,743 18.3 16.5
6+6+6+6+
42,000 18 6,000 6,000 6,000 6,000 18,000 0 0 0 4,000 194 17.6
5 42
6+6+6+6+
46,500 18 6,600 6,600 6,600 6,600 19,900 0 0 0 3,987 19.5 17.6
6+6+6+9+
42,000 15 6,000 6,000 6,000 9,000 15,000 0 0 0 4,000 194 17.6
5 42
6+6+6+9+
46,500 15 6,600 6,600 6,600 10,000 | 16,600 0 0 0 3,987 19.5 17.6
6+6+6+12+
42,000 12 6,000 6,000 6,000 12,000 | 12,000 0 0 0 4,000 194 17.6
5 42
6+6+6+12+
46,500 12 6,600 6,600 6,600 13,300 | 13,300 0 0 0 3,987 19.5 17.6
6+6+9+9+
42,000 12 6,000 6,000 9,000 9,000 12,000 0 0 0 4,000 194 17.6
5 42
6+6+9+9+
46,500 12 6,600 6,600 10,000 10,000 13,300 0 0 0 3,987 19.5 17.6
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+6+
33,000 9 6,000 6,000 6,000 6,000 9,000 0 0 0 3,320 16.1 14.6
5 33
6+6+6+6+
36,700 9 6,700 6,700 6,700 6,700 10,000 0 0 0 3,255 15.9 14.4
6+6+6+6+
36,000 12 6,000 6,000 6,000 6,000 12,000 0 0 0 3,560 17.3 15.7
5 36
6+6+6+6+
40,000 12 6,700 6,700 6,700 6,700 13,300 0 0 0 3,499 171 15.4
6+6+6+9+
36,000 9 6,000 6,000 6,000 9,000 9,000 0 0 0 3,560 17.3 15.7
5 36
6+6+6+9+
40,000 9 6,700 6,700 6,700 10,000 10,000 0 0 0 3,499 171 154
6+6+6+6+
39,000 15 6,000 6,000 6,000 6,000 15,000 0 0 0 3,790 18.4 16.7
5 39
6+6+6+6+
43,200 15 6,600 6,600 6,600 6,600 16,600 0 0 0 3,743 18.3 16.5
6+6+6+9+
39,000 12 6,000 6,000 6,000 9,000 12,000 0 0 0 3,790 18.4 16.7
5 39
6+6+6+9+
43,200 12 6,600 6,600 6,600 10,000 | 13,300 0 0 0 3,743 18.3 16.5
6+6+9+9+
39,000 9 6,000 6,000 9,000 9,000 9,000 0 0 0 3,790 18.4 16.7
5 39
6+6+9+9+
43,200 9 6,600 6,600 10,000 | 10,000 | 10,000 0 0 0 3,743 18.3 16.5
6+6+6+6+
42,000 18 6,000 6,000 6,000 6,000 18,000 0 0 0 4,000 194 17.6
5 42
6+6+6+6+
46,500 18 6,600 6,600 6,600 6,600 19,900 0 0 0 3,987 19.5 17.6
6+6+6+9+
42,000 15 6,000 6,000 6,000 9,000 15,000 0 0 0 4,000 194 17.6
5 42
6+6+6+9+
46,500 15 6,600 6,600 6,600 10,000 | 16,600 0 0 0 3,987 19.5 17.6
6+6+6+12+
42,000 12 6,000 6,000 6,000 12,000 | 12,000 0 0 0 4,000 194 17.6
5 42
6+6+6+12+
46,500 12 6,600 6,600 6,600 13,300 | 13,300 0 0 0 3,987 19.5 17.6
6+6+9+9+
42,000 12 6,000 6,000 9,000 9,000 12,000 0 0 0 4,000 194 17.6
5 42
6+6+9+9+
46,500 12 6,600 6,600 10,000 10,000 13,300 0 0 0 3,987 19.5 17.6
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+9+9+9+
42,000 9 6,000 9,000 9,000 9,000 9,000 0 0 0 4,000 19.4 17.6
5 42
6+9+9+9+
46,500 9 6,600 10,000 10,000 10,000 10,000 0 0 0 3,987 19.5 17.6
6+6+6+9+
45,000 18 6,000 6,000 6,000 9,000 18,000 0 0 0 4,180 20.3 18.4
5 45
6+6+6+9+
49,800 18 6,600 6,600 6,600 10,000 19,900 0 0 0 4,231 20.6 18.7
6+6+6+12+
45,000 15 6,000 6,000 6,000 12,000 | 15,000 0 0 0 4,180 20.3 18.4
5 45
6+6+6+12+
49,800 15 6,600 6,600 6,600 13,300 16,600 0 0 0 4,231 20.6 18.7
6+6+9+9+
45,000 15 6,000 6,000 9,000 9,000 15,000 0 0 0 4,180 20.3 18.4
5 45
6+6+9+9+
49,800 15 6,600 6,600 10,000 10,000 16,600 0 0 0 4,231 20.6 18.7
6+6+9+12+
45,000 12 6,000 6,000 9,000 12,000 | 12,000 0 0 0 4,180 20.3 18.4
5 45
6+6+9+12+
49,800 12 6,600 6,600 10,000 | 13,300 | 13,300 0 0 0 4,231 20.6 18.7
6+9+9+9+
45,000 12 6,000 9,000 9,000 9,000 12,000 0 0 0 4,180 20.3 18.4
5 45
6+9+9+9+
49,800 12 6,600 10,000 | 10,000 | 10,000 | 13,300 0 0 0 4,231 20.6 18.7
9+9+9+9+
45,000 9 9,000 9,000 9,000 9,000 9,000 0 0 0 4,180 20.3 18.4
5 45
9+9+9+9+
49,800 9 10,000 | 10,000 | 10,000 | 10,000 | 10,000 0 0 0 4,231 20.6 18.7
6+6+6+6+
48,000 24 6,000 6,000 6,000 6,000 24,000 0 0 0 4,340 21.1 19.1
5 48
6+6+6+6+
53,100 o4 6,600 6,600 6,600 6,600 26,600 0 0 0 4,474 21.8 19.8
6+6+6+12+
48,000 18 6,000 6,000 6,000 12,000 | 18,000 0 0 0 4,340 21.1 19.1
5 48
6+6+6+12+
53,100 18 6,600 6,600 6,600 13,300 | 19,900 0 0 0 4,474 21.8 19.8
6+6+6+15+
48,000 15 6,000 6,000 6,000 15,000 | 15,000 0 0 0 4,340 21.1 19.1
5 48
6+6+6+15+
53,100 15 6,600 6,600 6,600 16,600 16,600 0 0 0 4,474 21.8 19.8
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+9+
48,000 18 6,000 6,000 9,000 9,000 18,000 0 0 0 4,340 21.1 19.1
5 48
6+6+9+9+
53,100 18 6,600 6,600 10,000 10,000 19,900 0 0 0 4,474 21.8 19.8
6+6+9+12+
48,000 15 6,000 6,000 9,000 12,000 15,000 0 0 0 4,340 211 191
5 48
6+6+9+12+
53,100 15 6,600 6,600 10,000 13,300 16,600 0 0 0 4,474 21.8 19.8
6+6+12+12
48,000 12 6,000 6,000 12,000 | 12,000 | 12,000 0 0 0 4,340 211 19.1
5 48
6+6+12+12
53,100 +12 6,600 6,600 13,300 13,300 13,300 0 0 0 4,474 21.8 19.8
6+9+9+9+
48,000 15 6,000 9,000 9,000 9,000 15,000 0 0 0 4,340 211 19.1
5 48
6+9+9+9+
53,100 15 6,600 10,000 10,000 10,000 16,600 0 0 0 4,474 21.8 19.8
6+9+9+12+
48,000 12 6,000 9,000 9,000 12,000 | 12,000 0 0 0 4,340 211 19.1
5 48
6+9+9+12+
53,100 12 6,600 10,000 | 10,000 | 13,300 | 13,300 0 0 0 4,474 21.8 19.8
9+9+9+9+
48,000 12 9,000 9,000 9,000 9,000 12,000 0 0 0 4,340 211 19.1
5 48
9+9+9+9+
53,100 12 10,000 | 10,000 | 10,000 | 10,000 | 13,300 0 0 0 4,474 21.8 19.8
6+6+6+9+
51,000 24 6,000 6,000 6,000 9,000 24,000 0 0 0 4,480 21.8 19.7
5 51
6+6+6+9+
56,400 o4 6,600 6,600 6,600 10,000 | 26,500 0 0 0 4,718 23.0 20.8
6+6+6+15+
51,000 18 6,000 6,000 6,000 15,000 | 18,000 0 0 0 4,480 21.8 19.7
5 51
6+6+6+15+
56,400 18 6,600 6,600 6,600 16,600 | 19,900 0 0 0 4,718 23.0 20.8
6+6+9+12+
51,000 18 6,000 6,000 9,000 12,000 | 18,000 0 0 0 4,480 21.8 19.7
5 51
6+6+9+12+
56,400 18 6,600 6,600 10,000 | 13,300 | 19,900 0 0 0 4,718 23.0 20.8
6+6+9+15+
51,000 15 6,000 6,000 9,000 15,000 | 15,000 0 0 0 4,480 21.8 19.7
5 51
6+6+9+15+
56,400 15 6,600 6,600 10,000 16,600 16,600 0 0 0 4,718 23.0 20.8
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+12+12
51,000 +15 6,000 6,000 12,000 | 12,000 | 15,000 0 0 0 4,480 21.8 19.7
5 51
6+6+12+12
56,400 +15 6,600 6,600 13,300 13,300 16,600 0 0 0 4,718 23.0 20.8
6+9+9+9+
51,000 18 6,000 9,000 9,000 9,000 18,000 0 0 0 4,480 21.8 19.7
5 51
6+9+9+9+
56,400 18 6,600 10,000 10,000 10,000 19,900 0 0 0 4,718 23.0 20.8
6+9+9+12+
51,000 15 6,000 9,000 9,000 12,000 | 15,000 0 0 0 4,480 21.8 19.7
5 51
6+9+9+12+
56,400 15 6,600 10,000 10,000 13,300 16,600 0 0 0 4,718 23.0 20.8
6+9+12+12
51,000 12 6,000 9,000 12,000 | 12,000 | 12,000 0 0 0 4,480 21.8 19.7
5 51
6+9+12+12
56,400 +12 6,600 10,000 13,300 13,300 13,300 0 0 0 4,718 23.0 20.8
9+9+9+9+
51,000 15 9,000 9,000 9,000 9,000 15,000 0 0 0 4,480 21.8 19.7
5 51
9+9+9+9+
56,400 15 10,000 | 10,000 | 10,000 | 10,000 | 16,600 0 0 0 4,718 23.0 20.8
9+9+9+12+
51,000 12 9,000 9,000 9,000 12,000 | 12,000 0 0 0 4,480 21.8 19.7
5 51
9+9+9+12+
56,400 12 10,000 | 10,000 | 10,000 | 13,300 | 13,300 0 0 0 4,718 23.0 20.8
6+6+6+6+
54,000 30 6,000 6,000 6,000 6,000 30,000 0 0 0 4,580 223 20.1
5 54
6+6+6+6+
59,700 30 6,500 6,500 6,500 6,500 33,500 0 0 0 4,962 24.2 21.9
6+6+6+12+
54,000 2 6,000 6,000 6,000 12,000 | 24,000 0 0 0 4,580 223 20.1
5 54
6+6+6+12+
59,700 o4 6,600 6,600 6,600 13,300 | 26,500 0 0 0 4,962 24.2 21.9
6+6+6+18+
54,000 18 6,000 6,000 6,000 18,000 | 18,000 0 0 0 4,580 22.3 20.1
5 54
6+6+6+18+
59,700 18 6,600 6,600 6,600 19,900 | 19,900 0 0 0 4,962 24.2 21.9
6+6+9+9+
54,000 o4 6,000 6,000 9,000 9,000 24,000 0 0 0 4,580 22.3 20.1
5 54
6+6+9+9+
59,700 24 6,600 6,600 10,000 10,000 | 26,500 0 0 0 4,962 24.2 219
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+9+15+
54,000 18 6,000 6,000 9,000 15,000 | 18,000 0 0 0 4,580 22.3 20.1
5 54
6+6+9+15+
59,700 18 6,600 6,600 10,000 16,600 19,900 0 0 0 4,962 242 219
6+6+12+12
54,000 +18 6,000 6,000 12,000 12,000 18,000 0 0 0 4,580 22.3 201
5 54
6+6+12+12
59,700 +18 6,600 6,600 13,300 13,300 19,900 0 0 0 4,962 242 219
6+6+12+15
54,000 +15 6,000 6,000 12,000 | 15,000 | 15,000 0 0 0 4,580 22.3 20.1
5 54
6+6+12+15
59,700 +15 6,600 6,600 13,300 16,600 16,600 0 0 0 4,962 242 219
6+9+9+12+
54,000 18 6,000 9,000 9,000 12,000 | 18,000 0 0 0 4,580 223 20.1
5 54
6+9+9+12+
59,700 18 6,600 10,000 10,000 13,300 19,900 0 0 0 4,962 242 21.9
6+9+9+15+
54,000 15 6,000 9,000 9,000 15,000 | 15,000 0 0 0 4,580 223 20.1
5 54
6+9+9+15+
59,700 15 6,600 10,000 | 10,000 | 16,600 | 16,600 0 0 0 4,962 24.2 21.9
6+9+12+12
54,000 +15 6,000 9,000 12,000 | 12,000 | 15,000 0 0 0 4,580 223 20.1
5 54
6+9+12+12
59,700 +15 6,600 10,000 | 13,300 | 13,300 | 16,600 0 0 0 4,962 24.2 21.9
6+12+12+
54,000 12 + 12 6,000 12,000 | 12,000 | 12,000 | 12,000 0 0 0 4,580 22.3 20.1
5 54
6+12+12+
59,700 12 412 6,600 13,300 | 13,300 | 13,300 | 13,300 0 0 0 4,962 24.2 21.9
9+9+9+9+
54,000 18 9,000 9,000 9,000 9,000 18,000 0 0 0 4,580 223 20.1
5 54
9+9+9+9+
59,700 18 10,000 | 10,000 | 10,000 | 10,000 | 19,900 0 0 0 4,962 24.2 21.9
9+9+9+12+
54,000 15 9,000 9,000 9,000 12,000 | 15,000 0 0 0 4,580 22.3 20.1
5 54
9+9+9+12+
59,700 15 10,000 | 10,000 | 10,000 | 13,300 | 16,600 0 0 0 4,962 24.2 21.9
9+9+12+12
54,000 +12 9,000 9,000 12,000 | 12,000 | 12,000 0 0 0 4,580 22.3 20.1
5 54
9+9+12+12
59,700 +12 10,000 10,000 13,300 13,300 13,300 0 0 0 4,962 24.2 219
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+9+
57,000 30 6,000 6,000 6,000 9,000 30,000 0 0 0 4,630 225 204
5 57
6+6+6+9+
63,000 30 6,500 6,500 6,500 9,800 33,500 0 0 0 5,206 254 23.0
6+6+6+15+
57,000 24 6,000 6,000 6,000 15,000 | 24,000 0 0 0 4,630 225 20.4
5 57
6+6+6+15+
63,000 24 6,600 6,600 6,600 16,600 [ 26,500 0 0 0 5,206 254 23.0
6+6+9+12+
57,000 24 6,000 6,000 9,000 12,000 | 24,000 0 0 0 4,630 225 20.4
5 57
6+6+9+12+
63,000 24 6,600 6,600 9,900 13,300 | 26,500 0 0 0 5,206 254 23.0
6+6+9+18+
57,000 18 6,000 6,000 9,000 18,000 | 18,000 0 0 0 4,630 225 20.4
5 57
6+6+9+18+
63,000 18 6,600 6,600 9,900 19,900 19,900 0 0 0 5,206 254 23.0
6+6+12+15
57,000 +18 6,000 6,000 12,000 | 15,000 | 18,000 0 0 0 4,630 225 20.4
5 57
6+6+12+15
63,000 +18 6,600 6,600 13,300 | 16,600 | 19,900 0 0 0 5,206 25.4 23.0
6+6+15+15
57,000 +15 6,000 6,000 15,000 | 15,000 | 15,000 0 0 0 4,630 225 20.4
5 57
6+6+15+15
63,000 +15 6,600 6,600 16,600 | 16,600 | 16,600 0 0 0 5,206 25.4 23.0
6+9+9+9+
57,000 24 6,000 9,000 9,000 9,000 24,000 0 0 0 4,630 225 204
5 57
6+9+9+9+
63,000 o4 6,600 9,900 9,900 9,900 26,500 0 0 0 5,206 25.4 23.0
6+9+9+15+
57,000 18 6,000 9,000 9,000 15,000 | 18,000 0 0 0 4,630 225 204
5 57
6+9+9+15+
63,000 18 6,600 9,900 9,900 16,600 | 19,900 0 0 0 5,206 25.4 23.0
6+9+12+12
57,000 +18 6,000 9,000 12,000 | 12,000 | 18,000 0 0 0 4,630 225 204
5 57
6+9+12+12
63,000 +18 6,600 9,900 13,300 | 13,300 | 19,900 0 0 0 5,206 25.4 23.0
6+9+12+15
57,000 +15 6,000 9,000 12,000 | 15,000 | 15,000 0 0 0 4,630 225 204
5 57
6+9+12+15
63,000 +15 6,600 9,900 13,300 16,600 16,600 0 0 0 5,206 254 23.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+9+12+15
57,000 +15 6,000 9,000 12,000 | 15,000 | 15,000 0 0 0 4,630 225 204
5 57
6+9+12+15
63,000 +15 6,600 9,900 13,300 16,600 16,600 0 0 0 5,206 254 23.0
6+12+12+
57,000 12+15 6,000 12,000 12,000 12,000 15,000 0 0 0 4,630 225 20.4
5 57
6+12+12+
63,000 12+15 6,600 13,300 13,300 13,300 16,600 0 0 0 5,206 254 23.0
9+9+9+12+
57,000 18 9,000 9,000 9,000 12,000 | 18,000 0 0 0 4,630 225 20.4
5 57
9+9+9+12+
63,000 18 9,900 9,900 9,900 13,300 19,900 0 0 0 5,206 254 23.0
9+9+9+15+
57,000 15 9,000 9,000 9,000 15,000 | 15,000 0 0 0 4,630 225 20.4
5 57
9+9+9+15+
63,000 15 9,900 9,900 9,900 16,600 16,600 0 0 0 5,206 254 23.0
9+9+12+12
57,000 +15 9,000 9,000 12,000 | 12,000 | 15,000 0 0 0 4,630 225 20.4
5 57
9+9+12+12
63,000 +15 9,900 9,900 13,300 | 13,300 | 16,600 0 0 0 5,206 25.4 23.0
9+12+12+
57,000 12 + 12 9,000 12,000 | 12,000 | 12,000 | 12,000 0 0 0 4,630 225 20.4
5 57
9+12+12+
63,000 12 412 9,900 13,300 | 13,300 | 13,300 | 13,300 0 0 0 5,206 25.4 23.0
6+6+6+6+
60,000 26 6,000 6,000 6,000 6,000 36,000 0 0 0 4,680 22.8 20.6
5 60
6+6+6+6+
66,000 6 6,400 6,400 6,400 6,400 40,200 0 0 0 5,450 26.6 241
6+6+6+12+
60,000 30 6,000 6,000 6,000 12,000 | 30,000 0 0 0 4,680 22.8 20.6
5 60
6+6+6+12+
66,000 30 6,500 6,500 6,500 13,000 | 33,400 0 0 0 5,450 26.6 241
6+6+6+18+
60,000 24 6,000 6,000 6,000 18,000 | 24,000 0 0 0 4,680 22.8 20.6
5 60
6+6+6+18+
66,000 24 6,600 6,600 6,600 19,800 | 26,400 0 0 0 5,450 26.6 241
6+6+9+9+
60,000 30 6,000 6,000 9,000 9,000 30,000 0 0 0 4,680 22.8 20.6
5 60
6+6+9+9+
66,000 30 6,500 6,500 9,800 9,800 33,400 0 0 0 5,450 26.6 241
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+9+15+
60,000 24 6,000 6,000 9,000 15,000 | 24,000 0 0 0 4,680 22.8 20.6
5 60
6+6+9+15+
66,000 24 6,600 6,600 9,900 16,500 | 26,400 0 0 0 5,450 26.6 241
6+6+12+12
60,000 +04 6,000 6,000 12,000 12,000 | 24,000 0 0 0 4,680 22.8 20.6
5 60
6+6+12+12
66,000 +24 6,600 6,600 13,200 13,200 | 26,400 0 0 0 5,450 26.6 241
6+6+12+18
60,000 +18 6,000 6,000 12,000 | 18,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+6+12+18
66,000 +18 6,600 6,600 13,200 19,800 19,800 0 0 0 5,450 26.6 241
6+6+15+15
60,000 +18 6,000 6,000 15,000 | 15,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+6+15+15
66,000 +18 6,600 6,600 16,500 16,500 19,800 0 0 0 5,450 26.6 241
6+9+9+12+
60,000 24 6,000 9,000 9,000 12,000 | 24,000 0 0 0 4,680 22.8 20.6
5 60
6+9+9+12+
66,000 24 6,600 9,900 9,900 13,200 | 26,400 0 0 0 5,450 26.6 241
6+9+9+18+
60,000 18 6,000 9,000 9,000 18,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+9+9+18+
66,000 18 6,600 9,900 9,900 19,800 | 19,800 0 0 0 5,450 26.6 241
6+9+12+15
60,000 +18 6,000 9,000 12,000 | 15,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+9+12+15
66,000 +18 6,600 9,900 13,200 | 16,500 | 19,800 0 0 0 5,450 26.6 241
6+9+12+15
60,000 +18 6,000 9,000 12,000 | 15,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+9+12+15
66,000 +18 6,600 9,900 13,200 | 16,500 | 19,800 0 0 0 5,450 26.6 241
6+9+15+15
60,000 +15 6,000 9,000 15,000 | 15,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
6+9+15+15
66,000 +15 6,600 9,900 16,500 | 16,500 | 16,500 0 0 0 5,450 26.6 241
6+12+12+
60,000 12+ 18 6,000 12,000 | 12,000 | 12,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
6+12+12+
66,000 12+18 6,600 13,200 13,200 13,200 19,800 0 0 0 5,450 26.6 241
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+12+12+
60,000 15+ 15 6,000 12,000 | 12,000 | 15,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
6+12+12+
66,000 15+ 15 6,600 13,200 13,200 16,500 16,500 0 0 0 5,450 26.6 241
9+9+9+9+
60,000 24 9,000 9,000 9,000 9,000 24,000 0 0 0 4,680 22.8 20.6
5 60
9+9+9+9+
66,000 24 9,900 9,900 9,900 9,900 26,400 0 0 0 5,450 26.6 241
9+9+9+15+
60,000 18 9,000 9,000 9,000 15,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
9+9+9+15+
66,000 18 9,900 9,900 9,900 16,500 19,800 0 0 0 5,450 26.6 241
9+9+12+12
60,000 +18 9,000 9,000 12,000 | 12,000 | 18,000 0 0 0 4,680 22.8 20.6
5 60
9+9+12+12
66,000 +18 9,900 9,900 13,200 13,200 19,800 0 0 0 5,450 26.6 241
9+9+12+15
60,000 +15 9,000 9,000 12,000 | 15,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
9+9+12+15
66,000 +15 9,900 9,900 13,200 | 16,500 | 16,500 0 0 0 5,450 26.6 241
9+12+12+
60,000 12 + 15 9,000 12,000 | 12,000 | 12,000 | 15,000 0 0 0 4,680 22.8 20.6
5 60
9+12+12+
66,000 12+ 15 9,900 13,200 | 13,200 | 13,200 | 16,500 0 0 0 5,450 26.6 241
12+12+12+
60,000 12 +12 12,000 | 12,000 | 12,000 | 12,000 | 12,000 0 0 0 4,680 22.8 20.6
5 60
12+12+12+
66,000 12 412 13,200 | 13,200 | 13,200 | 13,200 | 13,200 0 0 0 5,450 26.6 241
6+6+6+9+
60,600 %6 5,800 5,800 5,800 8,700 34,600 0 0 0 4,690 22.8 20.6
5 63
6+6+6+9+
66,600 36 6,200 6,200 6,200 9,300 38,700 0 0 0 5,430 26.5 24.0
6+6+6+15+
60,600 30 5,800 5,800 5,800 14,400 | 28,900 0 0 0 4,690 22.8 20.6
5 63
6+6+6+15+
66,600 30 6,300 6,300 6,300 15,700 | 32,100 0 0 0 5,430 26.5 24.0
6+6+9+12+
60,600 30 5,800 5,800 8,700 11,500 | 28,900 0 0 0 4,690 22.8 20.6
5 63
6+6+9+12+
66,600 30 6,300 6,300 9,400 12,500 32,100 0 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+18+
60,600 24 5,800 5,800 8,700 17,300 | 23,100 0 0 0 4,690 22.8 20.6
5 63
6+6+9+18+
66,600 24 6,300 6,300 9,500 19,000 | 25,400 0 0 0 5,430 26.5 24.0
6+6+12+15
60,600 +04 5,800 5,800 11,500 14,400 | 23,100 0 0 0 4,690 22.8 20.6
5 63
6+6+12+15
66,600 +24 6,300 6,300 12,700 15,900 [ 25,400 0 0 0 5,430 26.5 24.0
6+9+9+9+
60,600 30 5,800 8,700 8,700 8,700 28,900 0 0 0 4,690 22.8 20.6
5 63
6+9+9+9+
66,600 30 6,300 9,400 9,400 9,400 32,100 0 0 0 5,430 26.5 24.0
6+9+9+15+
60,600 24 5,800 8,700 8,700 14,400 | 23,100 0 0 0 4,690 22.8 20.6
5 63
6+9+9+15+
66,600 24 6,300 9,500 9,500 15,900 25,400 0 0 0 5,430 26.5 24.0
6+9+12+12
60,600 +24 5,800 8,700 11,500 | 11,500 | 23,100 0 0 0 4,690 22.8 20.6
5 63
6+9+12+12
66,600 +24 6,300 9,500 12,700 | 12,700 | 25,400 0 0 0 5,430 26.5 24.0
6+9+12+18
60,600 +18 5,800 8,700 11,500 | 17,300 | 17,300 0 0 0 4,690 22.8 20.6
5 63
6+9+12+18
66,600 +18 6,300 9,500 12,700 | 19,000 | 19,000 0 0 0 5,430 26.5 24.0
6+9+15+15
60,600 +18 5,800 8,700 14,400 | 14,400 | 17,300 0 0 0 4,690 22.8 20.6
5 63
6+9+15+15
66,600 +18 6,300 9,500 15,900 | 15,900 | 19,000 0 0 0 5,430 26.5 24.0
6+12+12+
60,600 15+ 18 5,800 11,500 | 11,500 | 14,400 | 17,300 0 0 0 4,690 22.8 20.6
5 63
6+12+12+
66,600 15+ 18 6,300 12,700 | 12,700 | 15,900 | 19,000 0 0 0 5,430 26.5 24.0
6+12+15+
60,600 15+ 15 5,800 11,500 | 14,400 | 14,400 | 14,400 0 0 0 4,690 22.8 20.6
5 63
6+12+15+
66,600 15+ 15 6,300 12,700 | 15,900 | 15,900 | 15,900 0 0 0 5,430 26.5 24.0
9+9+9+12+
60,600 24 8,700 8,700 8,700 11,500 | 23,100 0 0 0 4,690 22.8 20.6
5 63
9+9+9+12+
66,600 24 9,500 9,500 9,500 12,700 | 25,400 0 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+9+9+18+
60,600 18 8,700 8,700 8,700 17,300 | 17,300 0 0 0 4,690 22.8 20.6
5 63
9+9+9+18+
66,600 18 9,500 9,500 9,500 19,000 19,000 0 0 0 5,430 26.5 24.0
9+9+12+15
60,600 +18 8,700 8,700 11,500 14,400 17,300 0 0 0 4,690 22.8 20.6
5 63
9+9+12+15
66,600 +18 9,500 9,500 12,700 15,900 19,000 0 0 0 5,430 26.5 24.0
9+9+15+15
60,600 +15 8,700 8,700 14,400 | 14,400 | 14,400 0 0 0 4,690 22.8 20.6
5 63
9+9+15+15
66,600 +15 9,500 9,500 15,900 15,900 15,900 0 0 0 5,430 26.5 24.0
9+12+12+
60,600 12+ 18 8,700 11,500 | 11,500 | 11,500 | 17,300 0 0 0 4,690 22.8 20.6
5 63
9+12+12+
66,600 12+18 9,500 12,700 12,700 12,700 19,000 0 0 0 5,430 26.5 24.0
9+12+12+
60,600 15 + 15 8,700 11,500 | 11,500 | 14,400 | 14,400 0 0 0 4,690 22.8 20.6
5 63
9+12+12+
66,600 15+ 15 9,500 12,700 | 12,700 | 15,900 | 15,900 0 0 0 5,430 26.5 24.0
12+12+12+
60,600 12 + 15 11,500 | 11,500 | 11,500 | 11,500 | 14,400 0 0 0 4,690 22.8 20.6
5 63
12+12+12+
66,600 12 + 15 12,700 | 12,700 | 12,700 | 12,700 | 15,900 0 0 0 5,430 26.5 24.0
6+6+6+12+
61,200 36 5,600 5,600 5,600 11,100 | 33,400 0 0 0 4,700 22.8 20.7
5 66
6+6+6+12+
67,200 6 6,000 6,000 6,000 11,900 | 37,300 0 0 0 5,410 26.4 23.9
6+6+6+18+
61,200 30 5,600 5,600 5,600 16,700 | 27,800 0 0 0 4,700 22.8 20.7
5 66
6+6+6+18+
67,200 30 6,000 6,000 6,000 18,100 | 31,000 0 0 0 5,410 26.4 23.9
6+6+6+24+
61,200 24 5,600 5,600 5,600 22,300 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+6+6+24+
67,200 24 6,100 6,100 6,100 24,400 | 24,400 0 0 0 5,410 26.4 23.9
6+6+9+9+
61,200 36 5,600 5,600 8,300 8,300 33,400 0 0 0 4,700 22.8 20.7
5 66
6+6+9+9+
67,200 35 6,000 6,000 9,000 9,000 37,300 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+15+
61,200 30 5,600 5,600 8,300 13,900 | 27,800 0 0 0 4,700 22.8 20.7
5 66
6+6+9+15+
67,200 30 6,000 6,000 9,100 15,100 31,000 0 0 0 5,410 26.4 239
6+6+12+12
61,200 +30 5,600 5,600 11,100 11,100 | 27,800 0 0 0 4,700 22.8 20.7
5 66
6+6+12+12
67,200 +30 6,000 6,000 12,100 12,100 31,000 0 0 0 5,410 26.4 239
6+6+12+18
61,200 +24 5,600 5,600 11,100 | 16,700 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+6+12+18
67,200 +24 6,100 6,100 12,200 18,300 | 24,400 0 0 0 5,410 26.4 239
6+6+15+15
61,200 +24 5,600 5,600 13,900 | 13,900 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+6+15+15
67,200 +24 6,100 6,100 15,300 15,300 24,400 0 0 0 5,410 26.4 239
6+6+18+18
61,200 +18 5,600 5,600 16,700 | 16,700 | 16,700 0 0 0 4,700 22.8 20.7
5 66
6+6+18+18
67,200 +18 6,100 6,100 18,300 | 18,300 | 18,300 0 0 0 5,410 26.4 23.9
6+9+9+12+
61,200 30 5,600 8,300 8,300 11,100 | 27,800 0 0 0 4,700 22.8 20.7
5 66
6+9+9+12+
67,200 30 6,000 9,100 9,100 12,100 | 31,000 0 0 0 5,410 26.4 23.9
6+9+9+18+
61,200 24 5,600 8,300 8,300 16,700 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+9+9+18+
67,200 o4 6,100 9,200 9,200 18,300 | 24,400 0 0 0 5,410 26.4 23.9
6+9+12+15
61,200 +94 5,600 8,300 11,100 | 13,900 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+9+12+15
67,200 +24 6,100 9,200 12,200 | 15,300 | 24,400 0 0 0 5,410 26.4 23.9
6+9+12+15
61,200 +24 5,600 8,300 11,100 | 13,900 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+9+12+15
67,200 +24 6,100 9,200 12,200 | 15,300 | 24,400 0 0 0 5,410 26.4 23.9
6+9+15+18
61,200 +18 5,600 8,300 13,900 | 16,700 | 16,700 0 0 0 4,700 22.8 20.7
5 66
6+9+15+18
67,200 +18 6,100 9,200 15,300 18,300 18,300 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+12+12+
61,200 12 424 5,600 11,100 | 11,100 | 11,100 | 22,300 0 0 0 4,700 22.8 20.7
5 66
6+12+12+
67,200 12+ 24 6,100 12,200 12,200 12,200 | 24,400 0 0 0 5,410 26.4 239
6+12+12+
61,200 18+18 5,600 11,100 11,100 16,700 16,700 0 0 0 4,700 22.8 20.7
5 66
6+12+12+
67,200 18+18 6,100 12,200 12,200 18,300 18,300 0 0 0 5,410 26.4 239
6+12+15+
61,200 15+ 18 5,600 11,100 | 13,900 | 13,900 | 16,700 0 0 0 4,700 22.8 20.7
5 66
6+12+15+
67,200 15+ 18 6,100 12,200 15,300 15,300 18,300 0 0 0 5,410 26.4 239
6+15+15+
61,200 15+ 15 5,600 13,900 | 13,900 | 13,900 | 13,900 0 0 0 4,700 22.8 20.7
5 66
6+15+15+
67,200 15+ 15 6,100 15,300 15,300 15,300 15,300 0 0 0 5,410 26.4 239
9+9+9+9+
61,200 30 8,300 8,300 8,300 8,300 27,800 0 0 0 4,700 22.8 20.7
5 66
9+9+9+9+
67,200 30 9,100 9,100 9,100 9,100 31,000 0 0 0 5,410 26.4 23.9
9+9+9+15+
61,200 24 8,300 8,300 8,300 13,900 | 22,300 0 0 0 4,700 22.8 20.7
5 66
9+9+9+15+
67,200 o4 9,200 9,200 9,200 15,300 | 24,400 0 0 0 5,410 26.4 23.9
9+9+12+12
61,200 +24 8,300 8,300 11,100 | 11,100 | 22,300 0 0 0 4,700 22.8 20.7
5 66
9+9+12+12
67,200 +24 9,200 9,200 12,200 12,200 | 24,400 0 0 0 5,410 26.4 239
9+9+12+18
61,200 +18 8,300 8,300 11,100 | 16,700 | 16,700 0 0 0 4,700 22.8 20.7
5 66
9+9+12+18
67,200 +18 9,200 9,200 12,200 | 18,300 | 18,300 0 0 0 5,410 26.4 23.9
9+9+15+15
61,200 +18 8,300 8,300 13,900 | 13,900 | 16,700 0 0 0 4,700 22.8 20.7
5 66
9+9+15+15
67,200 +18 9,200 9,200 15,300 | 15,300 | 18,300 0 0 0 5,410 26.4 23.9
9+12+12+
61,200 15+ 18 8,300 11,100 | 11,100 | 13,900 | 16,700 0 0 0 4,700 22.8 20.7
5 66
9+12+12+
67,200 15+ 18 9,200 12,200 12,200 15,300 18,300 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+12+15+
61,200 15+ 15 8,300 11,100 | 13,900 | 13,900 | 13,900 0 0 0 4,700 22.8 20.7
5 66
9+12+15+
67,200 15+ 15 9,200 12,200 15,300 15,300 15,300 0 0 0 5,410 26.4 239
12+12+12 +
61,200 12+18 11,100 11,100 11,100 11,100 16,700 0 0 0 4,700 22.8 20.7
5 66
12+12+12 +
67,200 12+18 12,200 12,200 12,200 12,200 18,300 0 0 0 5,410 26.4 239
12+12+12 +
61,200 15+ 15 11,100 | 11,100 | 11,100 | 13,900 | 13,900 0 0 0 4,700 22.8 20.7
5 66
12+12+12+
67,200 15+ 15 12,200 12,200 12,200 15,300 15,300 0 0 0 5,410 26.4 23.9
6+6+6+15+
61,800 26 5,400 5,400 5,400 13,400 | 32,200 0 0 0 4,700 22.8 20.7
5 69
6+6+6+15+
67,800 36 5,800 5,800 5,800 14,400 36,100 0 0 0 5,410 26.4 239
6+6+9+12+
61,800 6 5,400 5,400 8,100 10,700 | 32,200 0 0 0 4,700 22.8 20.7
5 69
6+6+9+12+
67,800 36 5,800 5,800 8,700 11,500 | 36,100 0 0 0 5,410 26.4 23.9
6+6+9+18+
61,800 30 5,400 5,400 8,100 16,100 | 26,900 0 0 0 4,700 22.8 20.7
5 69
6+6+9+18+
67,800 30 5,800 5,800 8,700 17,500 | 29,900 0 0 0 5,410 26.4 23.9
6+6+9+24+
61,800 24 5,400 5,400 8,100 21,500 | 21,500 0 0 0 4,700 22.8 20.7
5 69
6+6+9+24+
67,800 o4 5,900 5,900 8,800 23,600 | 23,600 0 0 0 5,410 26.4 23.9
6+6+12+15
61,800 +30 5,400 5,400 10,700 | 13,400 | 26,900 0 0 0 4,700 22.8 20.7
5 69
6+6+12+15
67,800 +30 5,800 5,800 11,700 | 14,600 | 29,900 0 0 0 5,410 26.4 23.9
6+9+9+9+
61,800 36 5,400 8,100 8,100 8,100 32,200 0 0 0 4,700 22.8 20.7
5 69
6+9+9+9+
67,800 36 5,800 8,700 8,700 8,700 36,100 0 0 0 5,410 26.4 23.9
6+9+9+15+
61,800 30 5,400 8,100 8,100 13,400 | 26,900 0 0 0 4,700 22.8 20.7
5 69
6+9+9+15+
67,800 30 5,800 8,700 8,700 14,600 [ 29,900 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+9+12+12
61,800 +30 5,400 8,100 10,700 | 10,700 | 26,900 0 0 0 4,700 22.8 20.7
5 69
6+9+12+12
67,800 +130 5,800 8,700 11,700 11,700 [ 29,900 0 0 0 5,410 26.4 239
6+9+12+18
61,800 +04 5,400 8,100 10,700 16,100 | 21,500 0 0 0 4,700 22.8 20.7
5 69
6+9+12+18
67,800 +24 5,900 8,800 11,800 17,700 | 23,600 0 0 0 5,410 26.4 239
6+9+15+15
61,800 +24 5,400 8,100 13,400 | 13,400 | 21,500 0 0 0 4,700 22.8 20.7
5 69
6+9+15+15
67,800 +24 5,900 8,800 14,700 14,700 | 23,600 0 0 0 5,410 26.4 239
6+9+18+18
61,800 +18 5,400 8,100 16,100 | 16,100 | 16,100 0 0 0 4,700 22.8 20.7
5 69
6+9+18+18
67,800 +18 5,900 8,800 17,700 17,700 17,700 0 0 0 5,410 26.4 239
6+12+12+
61,800 15 + 24 5,400 10,700 | 10,700 | 13,400 | 21,500 0 0 0 4,700 22.8 20.7
5 69
6+12+12+
67,800 15 + 24 5,900 11,800 | 11,800 | 14,700 | 23,600 0 0 0 5,410 26.4 23.9
6+15+15+
61,800 15+ 18 5,400 13,400 | 13,400 | 13,400 | 16,100 0 0 0 4,700 22.8 20.7
5 69
6+15+15+
67,800 15+ 18 5,900 14,700 | 14,700 | 14,700 | 17,700 0 0 0 5,410 26.4 23.9
9+9+9+12+
61,800 30 8,100 8,100 8,100 10,700 | 26,900 0 0 0 4,700 22.8 20.7
5 69
9+9+9+12+
67,800 30 8,700 8,700 8,700 11,700 | 29,900 0 0 0 5,410 26.4 23.9
9+9+9+18+
61,800 24 8,100 8,100 8,100 16,100 | 21,500 0 0 0 4,700 22.8 20.7
5 69
9+9+9+18+
67,800 o4 8,800 8,800 8,800 17,700 | 23,600 0 0 0 5,410 26.4 23.9
9+9+12+15
61,800 +24 8,100 8,100 10,700 | 13,400 | 21,500 0 0 0 4,700 22.8 20.7
5 69
9+9+12+15
67,800 + o4 8,800 8,800 11,800 | 14,700 | 23,600 0 0 0 5,410 26.4 23.9
9+12+12+
61,800 12424 8,100 10,700 | 10,700 | 10,700 | 21,500 0 0 0 4,700 22.8 20.7
5 69
9+12+12+
67,800 12+ 24 8,800 11,800 11,800 11,800 [ 23,600 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+12+15+
61,800 15+ 18 8,100 10,700 | 13,400 | 13,400 | 16,100 0 0 0 4,700 22.8 20.7
5 69
9+12+15+
67,800 15+ 18 8,800 11,800 14,700 14,700 17,700 0 0 0 5,410 26.4 239
9+15+15+
61,800 15+ 15 8,100 13,400 13,400 13,400 13,400 0 0 0 4,700 22.8 20.7
5 69
9+15+15+
67,800 15+ 15 8,800 14,700 14,700 14,700 14,700 0 0 0 5,410 26.4 239
12+12+12+
61,800 15+ 18 10,700 | 10,700 | 10,700 | 13,400 | 16,100 0 0 0 4,700 22.8 20.7
5 69
12+12+12 +
67,800 15+ 18 11,800 11,800 11,800 14,700 17,700 0 0 0 5,410 26.4 239
12+12+15+
61,800 15+ 15 10,700 | 10,700 | 13,400 | 13,400 | 13,400 0 0 0 4,700 22.8 20.7
5 69
12+12+15+
67,800 15+ 15 11,800 11,800 14,700 14,700 14,700 0 0 0 5,410 26.4 23.9
6+6+6+18+
62,400 26 5,200 5,200 5,200 15,600 | 31,200 0 0 0 4,700 22.8 20.7
5 72
6+6+6+18+
68,400 36 5,600 5,600 5,600 16,800 | 34,900 0 0 0 5,410 26.4 23.9
6+6+6+24+
62,400 30 5,200 5,200 5,200 20,800 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+6+6+24+
68,400 30 5,600 5,600 5,600 22,600 | 28,900 0 0 0 5,410 26.4 23.9
6+6+9+15+
62,400 26 5,200 5,200 7,800 13,000 | 31,200 0 0 0 4,700 22.8 20.7
5 72
6+6+9+15+
68,400 26 5,600 5,600 8,400 14,000 | 34,900 0 0 0 5,410 26.4 23.9
6+6+12+12
62,400 +36 5,200 5,200 10,400 | 10,400 | 31,200 0 0 0 4,700 22.8 20.7
5 72
6+6+12+12
68,400 +36 5,600 5,600 11,200 | 11,200 | 34,900 0 0 0 5,410 26.4 23.9
6+6+12+18
62,400 +30 5,200 5,200 10,400 | 15,600 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+6+12+18
68,400 +30 5,600 5,600 11,300 | 16,900 | 28,900 0 0 0 5,410 26.4 23.9
6+6+12+24
62,400 +o4 5,200 5,200 10,400 | 20,800 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+6+12+24
68,400 +04 5,700 5,700 11,400 22,800 | 22,800 0 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-105

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+15+15
62,400 +30 5,200 5,200 13,000 | 13,000 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+6+15+15
68,400 +130 5,600 5,600 14,100 14,100 | 28,900 0 0 0 5,410 26.4 239
6+6+18+18
62,400 +04 5,200 5,200 15,600 15,600 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+6+18+18
68,400 +24 5,700 5,700 17,100 17,100 | 22,800 0 0 0 5,410 26.4 239
6+9+9+12+
62,400 26 5,200 7,800 7,800 10,400 | 31,200 0 0 0 4,700 22.8 20.7
5 72
6+9+9+12+
68,400 36 5,600 8,400 8,400 11,200 34,900 0 0 0 5,410 26.4 239
6+9+9+18+
62,400 30 5,200 7,800 7,800 15,600 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+9+9+18+
68,400 30 5,600 8,500 8,500 16,900 28,900 0 0 0 5,410 26.4 239
6+9+12+15
62,400 +30 5,200 7,800 10,400 | 13,000 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+9+12+15
68,400 +30 5,600 8,500 11,300 | 14,100 | 28,900 0 0 0 5,410 26.4 239
6+9+12+15
62,400 +30 5,200 7,800 10,400 | 13,000 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+9+12+15
68,400 +30 5,600 8,500 11,300 | 14,100 | 28,900 0 0 0 5,410 26.4 23.9
6+9+15+18
62,400 +24 5,200 7,800 13,000 | 15,600 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+9+15+18
68,400 +04 5,700 8,600 14,300 | 17,100 | 22,800 0 0 0 5,410 26.4 23.9
6+12+12+
62,400 12 + 30 5,200 10,400 | 10,400 | 10,400 | 26,000 0 0 0 4,700 22.8 20.7
5 72
6+12+12+
68,400 12 +30 5,600 11,300 | 11,300 | 11,300 | 28,900 0 0 0 5,410 26.4 23.9
6+12+12+
62,400 18 + 24 5,200 10,400 | 10,400 | 15,600 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+12+12+
68,400 18 + 24 5,700 11,400 | 11,400 | 17,100 | 22,800 0 0 0 5,410 26.4 23.9
6+12+15+
62,400 15 + 24 5,200 10,400 | 13,000 | 13,000 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+12+15+
68,400 15+ 24 5,700 11,400 14,300 14,300 [ 22,800 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+12+18 +
62,400 18 + 18 5,200 10,400 | 15,600 | 15,600 | 15,600 0 0 0 4,700 22.8 20.7
5 72
6+12+18 +
68,400 18+18 5,700 11,400 17,100 17,100 17,100 0 0 0 5,410 26.4 239
9+9+9+9+
62,400 35 7,800 7,800 7,800 7,800 31,200 0 0 0 4,700 22.8 20.7
5 72
9+9+9+9+
68,400 36 8,400 8,400 8,400 8,400 34,900 0 0 0 5,410 26.4 239
9+9+9+15+
62,400 30 7,800 7,800 7,800 13,000 | 26,000 0 0 0 4,700 22.8 20.7
5 72
9+9+9+15+
68,400 30 8,500 8,500 8,500 14,100 | 28,900 0 0 0 5,410 26.4 239
9+9+12+12
62,400 +30 7,800 7,800 10,400 | 10,400 | 26,000 0 0 0 4,700 22.8 20.7
5 72
9+9+12+12
68,400 +30 8,500 8,500 11,300 11,300 28,900 0 0 0 5,410 26.4 239
9+9+12+18
62,400 +24 7,800 7,800 10,400 | 15,600 | 20,800 0 0 0 4,700 22.8 20.7
5 72
9+9+12+18
68,400 +24 8,600 8,600 11,400 | 17,100 | 22,800 0 0 0 5,410 26.4 239
9+9+15+15
62,400 +24 7,800 7,800 13,000 | 13,000 | 20,800 0 0 0 4,700 22.8 20.7
5 72
9+9+15+15
68,400 +04 8,600 8,600 14,300 | 14,300 | 22,800 0 0 0 5,410 26.4 23.9
9+9+18+18
62,400 +18 7,800 7,800 15,600 | 15,600 | 15,600 0 0 0 4,700 22.8 20.7
5 72
9+9+18+18
68,400 +18 8,600 8,600 17,100 | 17,100 | 17,100 0 0 0 5,410 26.4 23.9
9+12+12+
62,400 15 + 24 7,800 10,400 | 10,400 | 13,000 | 20,800 0 0 0 4,700 22.8 20.7
5 72
9+12+12+
68,400 15 + 24 8,600 11,400 | 11,400 | 14,300 | 22,800 0 0 0 5,410 26.4 23.9
9+15+15+
62,400 15+ 18 7,800 13,000 | 13,000 | 13,000 | 15,600 0 0 0 4,700 22.8 20.7
5 72
9+15+ 15+
68,400 15 + 18 8,600 14,300 | 14,300 | 14,300 | 17,100 0 0 0 5,410 26.4 23.9
12+12+12+
62,400 12424 10,400 | 10,400 | 10,400 | 10,400 | 20,800 0 0 0 4,700 22.8 20.7
5 72
12+12+12 +
68,400 12+ 24 11,400 11,400 11,400 11,400 22,800 0 0 0 5,410 26.4 23.9
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-107

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
12+12+12 +
62,400 18 + 18 10,400 | 10,400 | 10,400 | 15,600 | 15,600 0 0 0 4,700 22.8 20.7
5 72
12+12+12 +
68,400 18+18 11,400 11,400 11,400 17,100 17,100 0 0 0 5,410 26.4 239
12+12+15+
62,400 15+ 18 10,400 10,400 13,000 13,000 15,600 0 0 0 4,700 22.8 20.7
5 72
12+12+15+
68,400 15+ 18 11,400 11,400 14,300 14,300 17,100 0 0 0 5,410 26.4 23.9
6+9+9+24+
62,400 24 5,200 7,800 7,800 20,800 | 20,800 0 0 0 4,700 22.8 20.7
5 72
6+9+9+24+
68,400 24 5,700 8,600 8,600 22,800 | 22,800 0 0 0 5,410 26.4 239
6+6+9+18+
63,000 26 5,000 5,000 7,600 15,100 | 30,200 0 0 0 4,700 22.8 20.7
5 75
6+6+9+18+
69,000 36 5,400 5,400 8,100 16,200 33,800 0 0 0 5,410 26.4 239
6+6+9+24+
63,000 30 5,000 5,000 7,600 20,200 | 25,200 0 0 0 4,700 22.8 20.7
5 75
6+6+9+24+
69,000 30 5,500 5,500 8,200 21,900 | 28,000 0 0 0 5,410 26.4 23.9
6+6+12+15
63,000 +36 5,000 5,000 10,100 | 12,600 | 30,200 0 0 0 4,700 22.8 20.7
5 75
6+6+12+15
69,000 +36 5,400 5,400 10,800 | 13,500 | 33,800 0 0 0 5,410 26.4 23.9
6+9+9+15+
63,000 26 5,000 7,600 7,600 12,600 | 30,200 0 0 0 4,700 22.8 20.7
5 75
6+9+9+15+
69,000 26 5,400 8,100 8,100 13,500 | 33,800 0 0 0 5,410 26.4 23.9
6+9+12+12
63,000 +36 5,000 7,600 10,100 | 10,100 | 30,200 0 0 0 4,700 22.8 20.7
5 75
6+9+12+12
69,000 +36 5,400 8,100 10,800 | 10,800 | 33,800 0 0 0 5,410 26.4 23.9
6+9+15+15
63,000 +30 5,000 7,600 12,600 | 12,600 | 25,200 0 0 0 4,700 22.8 20.7
5 75
6+9+15+15
69,000 +30 5,500 8,200 13,700 | 13,700 | 28,000 0 0 0 5,410 26.4 23.9
6+9+18+18
63,000 +04 5,000 7,600 15,100 | 15,100 | 20,200 0 0 0 4,700 22.8 20.7
5 75
6+9+18+18
69,000 +4 5,500 8,300 16,600 16,600 [ 22,100 0 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+12+12+
63,000 15+ 30 5,000 10,100 | 10,100 | 12,600 | 25,200 0 0 0 4,700 22.8 20.7
5 75
6+12+12+
69,000 15+ 30 5,500 10,900 10,900 13,700 | 28,000 0 0 0 5,410 26.4 239
6+15+ 15+
63,000 15+ 24 5,000 12,600 12,600 12,600 | 20,200 0 0 0 4,700 22.8 20.7
5 75
6+15+15+
69,000 15+ 24 5,500 13,800 13,800 13,800 | 22,100 0 0 0 5,410 26.4 239
6+15+18 +
63,000 18 + 18 5,000 12,600 | 15,100 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
6+15+18 +
69,000 18+18 5,500 13,800 16,600 16,600 16,600 0 0 0 5,410 26.4 239
9+9+9+12+
63,000 26 7,600 7,600 7,600 10,100 | 30,200 0 0 0 4,700 22.8 20.7
5 75
9+9+9+12+
69,000 36 8,100 8,100 8,100 10,800 33,800 0 0 0 5,410 26.4 239
9+9+9+18+
63,000 30 7,600 7,600 7,600 15,100 | 25,200 0 0 0 4,700 22.8 20.7
5 75
9+9+9+18+
69,000 30 8,200 8,200 8,200 16,400 | 28,000 0 0 0 5,410 26.4 23.9
9+9+9+24 +
63,000 24 7,600 7,600 7,600 20,200 | 20,200 0 0 0 4,700 22.8 20.7
5 75
9+9+9+24 +
69,000 o4 8,300 8,300 8,300 22,100 | 22,100 0 0 0 5,410 26.4 23.9
9+9+12+15
63,000 +30 7,600 7,600 10,100 | 12,600 | 25,200 0 0 0 4,700 22.8 20.7
5 75
9+9+12+15
69,000 +30 8,200 8,200 10,900 | 13,700 | 28,000 0 0 0 5,410 26.4 23.9
9+12+12+
63,000 12 + 30 7,600 10,100 | 10,100 | 10,100 | 25,200 0 0 0 4,700 22.8 20.7
5 75
9+12+12+
69,000 12 +30 8,200 10,900 | 10,900 | 10,900 | 28,000 0 0 0 5,410 26.4 23.9
9+12+15+
63,000 15 + 24 7,600 10,100 | 12,600 | 12,600 | 20,200 0 0 0 4,700 22.8 20.7
5 75
9+12+15+
69,000 15 + 24 8,300 11,000 | 13,800 | 13,800 | 22,100 0 0 0 5,410 26.4 23.9
9+12+18+
63,000 18 + 18 7,600 10,100 | 15,100 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
9+12+18 +
69,000 18+18 8,300 11,000 16,600 16,600 16,600 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+15+15+
63,000 18 + 18 7,600 12,600 | 12,600 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
9+15+15+
69,000 18+ 18 8,300 13,800 13,800 16,600 16,600 0 0 0 5,410 26.4 239
12+12+12 +
63,000 15+ 24 10,100 10,100 10,100 12,600 | 20,200 0 0 0 4,700 22.8 20.7
5 75
12+12+12 +
69,000 15+ 24 11,000 11,000 11,000 13,800 22,100 0 0 0 5,410 26.4 239
12+12+15+
63,000 18 + 18 10,100 | 10,100 | 12,600 | 15,100 | 15,100 0 0 0 4,700 22.8 20.7
5 75
12+12+15+
69,000 18+ 18 11,000 11,000 13,800 16,600 16,600 0 0 0 5,410 26.4 23.9
6+6+6+24+
63,600 26 4,900 4,900 4,900 19,600 | 29,400 0 0 0 4,690 22.8 20.6
5 78
6+6+6+24+
69,600 36 5,300 5,300 5,300 21,000 32,800 0 0 0 5,410 26.4 239
6+6+6+30+
63,600 30 4,900 4,900 4,900 24,500 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+6+6+30+
69,600 30 5,300 5,300 5,300 26,900 | 26,900 0 0 0 5,410 26.4 23.9
6+6+12+18
63,600 +36 4,900 4,900 9,800 14,700 | 29,400 0 0 0 4,690 22.8 20.6
5 78
6+6+12+18
69,600 +36 5,300 5,300 10,500 | 15,800 | 32,800 0 0 0 5,410 26.4 23.9
6+6+12+24
63,600 +30 4,900 4,900 9,800 19,600 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+6+12+24
69,600 +30 5,300 5,300 10,600 | 21,200 | 27,200 0 0 0 5,410 26.4 23.9
6+6+15+15
63,600 +36 4,900 4,900 12,200 | 12,200 | 29,400 0 0 0 4,690 22.8 20.6
5 78
6+6+15+15
69,600 +36 5,300 5,300 13,100 | 13,100 | 32,800 0 0 0 5,410 26.4 23.9
6+6+18+18
63,600 +30 4,900 4,900 14,700 | 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+6+18+18
69,600 +30 5,300 5,300 15,900 | 15,900 | 27,200 0 0 0 5,410 26.4 23.9
6+9+9+18+
63,600 36 4,900 7,300 7,300 14,700 | 29,400 0 0 0 4,690 22.8 20.6
5 78
6+9+9+18+
69,600 35 5,300 7,900 7,900 15,800 32,800 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+9+12+15
63,600 +36 4,900 7,300 9,800 12,200 | 29,400 0 0 0 4,690 22.8 20.6
5 78
6+9+12+15
69,600 +136 5,300 7,900 10,500 13,100 32,800 0 0 0 5,410 26.4 239
9+9+12+18
63,600 +30 7,300 7,300 9,800 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+9+12+18
69,600 +30 8,000 8,000 10,600 15,900 [ 27,200 0 0 0 5,410 26.4 239
6+9+15+18
63,600 +30 4,900 7,300 12,200 | 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+9+15+18
69,600 +30 5,300 8,000 13,300 15,900 [ 27,200 0 0 0 5,410 26.4 239
6+9+15+24
63,600 +24 4,900 7,300 12,200 | 19,600 | 19,600 0 0 0 4,690 22.8 20.6
5 78
6+9+15+24
69,600 +24 5,400 8,000 13,400 21,400 21,400 0 0 0 5,410 26.4 239
6+12+12+
63,600 12 + 36 4,900 9,800 9,800 9,800 29,400 0 0 0 4,690 22.8 20.6
5 78
6+12+12+
69,600 12 + 36 5,300 10,500 | 10,500 | 10,500 | 32,800 0 0 0 5,410 26.4 23.9
6+12+12+
63,600 18 + 30 4,900 9,800 9,800 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+12+12+
69,600 18 + 30 5,300 10,600 | 10,600 | 15,900 | 27,200 0 0 0 5,410 26.4 23.9
6+12+15+
63,600 15 + 30 4,900 9,800 12,200 | 12,200 | 24,500 0 0 0 4,690 22.8 20.6
5 78
6+12+15+
69,600 15 + 30 5,300 10,600 | 13,300 | 13,300 | 27,200 0 0 0 5,410 26.4 23.9
6+12+18+
63,600 18 + 24 4,900 9,800 14,700 | 14,700 | 19,600 0 0 0 4,690 22.8 20.6
5 78
6+12+18+
69,600 18 + 24 5,400 10,700 | 16,100 | 16,100 | 21,400 0 0 0 5,410 26.4 23.9
6+18+ 18+
63,600 18 + 18 4,900 14,700 | 14,700 | 14,700 | 14,700 0 0 0 4,690 22.8 20.6
5 78
6+18+ 18+
69,600 18 + 18 5,400 16,100 | 16,100 | 16,100 | 16,100 0 0 0 5,410 26.4 23.9
9+9+9+15+
63,600 36 7,300 7,300 7,300 12,200 | 29,400 0 0 0 4,690 22.8 20.6
5 78
9+9+9+15+
69,600 35 7,900 7,900 7,900 13,100 32,800 0 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-111

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+9+12+12
63,600 +36 7,300 7,300 9,800 9,800 29,400 0 0 0 4,690 22.8 20.6
5 78
9+9+12+12
69,600 +136 7,900 7,900 10,500 10,500 32,800 0 0 0 5,410 26.4 239
9+9+12+18
63,600 +30 7,300 7,300 9,800 14,700 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+9+12+18
69,600 +30 8,000 8,000 10,600 15,900 [ 27,200 0 0 0 5,410 26.4 239
9+9+12+24
63,600 +24 7,300 7,300 9,800 19,600 | 19,600 0 0 0 4,690 22.8 20.6
5 78
9+9+12+24
69,600 +24 8,000 8,000 10,700 21,400 | 21,400 0 0 0 5,410 26.4 239
9+9+15+15
63,600 +30 7,300 7,300 12,200 | 12,200 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+9+15+15
69,600 +30 8,000 8,000 13,300 13,300 27,200 0 0 0 5,410 26.4 239
9+9+18+18
63,600 +24 7,300 7,300 14,700 | 14,700 | 19,600 0 0 0 4,690 22.8 20.6
5 78
9+9+18+18
69,600 +24 8,000 8,000 16,100 | 16,100 | 21,400 0 0 0 5,410 26.4 23.9
9+12+12+
63,600 15 + 30 7,300 9,800 9,800 12,200 | 24,500 0 0 0 4,690 22.8 20.6
5 78
9+12+12+
69,600 15 + 30 8,000 10,600 | 10,600 | 13,300 | 27,200 0 0 0 5,410 26.4 23.9
9+15+15+
63,600 15 + 24 7,300 12,200 | 12,200 | 12,200 | 19,600 0 0 0 4,690 22.8 20.6
5 78
9+15+ 15+
69,600 15 + 24 8,000 13,400 | 13,400 | 13,400 | 21,400 0 0 0 5,410 26.4 23.9
9+15+18 +
63,600 18 + 18 7,300 12,200 | 14,700 | 14,700 | 14,700 0 0 0 4,690 22.8 20.6
5 78
9+15+18 +
69,600 18 + 18 8,000 13,400 | 16,100 | 16,100 | 16,100 0 0 0 5,410 26.4 23.9
12+12+12+
63,600 12 + 30 9,800 9,800 9,800 9,800 24,500 0 0 0 4,690 22.8 20.6
5 78
12+12+12 +
69,600 12 +30 10,600 | 10,600 | 10,600 | 10,600 | 27,200 0 0 0 5,410 26.4 23.9
12+12+12+
63,600 18 + 24 9,800 9,800 9,800 14,700 | 19,600 0 0 0 4,690 22.8 20.6
5 78
12+12+12 +
69,600 18+ 24 10,700 10,700 10,700 16,100 [ 21,400 0 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
12+12+15+
63,600 15+ 24 9,800 9,800 12,200 | 12,200 | 19,600 0 0 0 4,690 22.8 20.6
5 78
12+12+15+
69,600 15+ 24 10,700 10,700 13,400 13,400 | 21,400 0 0 0 5,410 26.4 239
12+12+18 +
63,600 18+18 9,800 9,800 14,700 14,700 14,700 0 0 0 4,690 22.8 20.6
5 78
12+12+18 +
69,600 18+ 18 10,700 10,700 16,100 16,100 16,100 0 0 0 5,410 26.4 23.9
6+6+6+6+
36,000 6+6 6,000 6,000 6,000 6,000 6,000 6,000 0 0 3,560 17.3 15.7
6 36
6+6+6+6+
40,000 6+6 6,700 6,700 6,700 6,700 6,700 6,700 0 0 3,499 171 15.4
6+6+6+6+
39,000 6+9 6,000 6,000 6,000 6,000 6,000 9,000 0 0 3,790 18.4 16.7
6 39
6+6+6+6+
43,200 6+9 6,600 6,600 6,600 6,600 6,600 10,000 0 0 3,743 18.3 16.5
6+6+6+6+
42,000 6+ 12 6,000 6,000 6,000 6,000 6,000 12,000 0 0 4,000 194 17.6
6 42
6+6+6+6+
46,500 6+ 12 6,600 6,600 6,600 6,600 6,600 13,300 0 0 3,987 19.5 17.6
6+6+6+6+
42,000 9+9 6,000 6,000 6,000 6,000 9,000 9,000 0 0 4,000 194 17.6
6 42
6+6+6+6+
46,500 9+9 6,600 6,600 6,600 6,600 10,000 | 10,000 0 0 3,987 19.5 17.6
6+6+6+6+
45,000 6+ 15 6,000 6,000 6,000 6,000 6,000 15,000 0 0 4,180 20.3 18.4
6 45
6+6+6+6+
49,800 6+ 15 6,600 6,600 6,600 6,600 6,600 16,600 0 0 4,231 20.6 18.7
6+6+6+6+
45,000 9+ 12 6,000 6,000 6,000 6,000 9,000 12,000 0 0 4,180 20.3 18.4
6 45
6+6+6+6+
49,800 9+12 6,600 6,600 6,600 6,600 10,000 | 13,300 0 0 4,231 20.6 18.7
6+6+6+9+
45,000 9+9 6,000 6,000 6,000 9,000 9,000 9,000 0 0 4,180 20.3 18.4
6 45
6+6+6+9+
49,800 9+9 6,600 6,600 6,600 10,000 | 10,000 | 10,000 0 0 4,231 20.6 18.7
6+6+6+6+
48,000 6+18 6,000 6,000 6,000 6,000 6,000 18,000 0 0 4,340 211 19.1
6 48
6+6+6+6+
53,100 6+18 6,600 6,600 6,600 6,600 6,600 19,900 0 0 4,474 21.8 19.8
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
48,000 9+15 6,000 6,000 6,000 6,000 9,000 15,000 0 0 4,340 21.1 19.1
6 48
6+6+6+6+
53,100 9+ 15 6,600 6,600 6,600 6,600 10,000 16,600 0 0 4,474 21.8 19.8
6+6+6+6+
48,000 12+ 12 6,000 6,000 6,000 6,000 12,000 12,000 0 0 4,340 211 191
6 48
6+6+6+6+
53,100 12+ 12 6,600 6,600 6,600 6,600 13,300 13,300 0 0 4,474 21.8 19.8
6+6+6+9+
48,000 9+ 12 6,000 6,000 6,000 9,000 9,000 12,000 0 0 4,340 211 19.1
6 48
6+6+6+9+
53,100 9+12 6,600 6,600 6,600 10,000 10,000 13,300 0 0 4,474 21.8 19.8
6+6+9+9+
48,000 9+9 6,000 6,000 9,000 9,000 9,000 9,000 0 0 4,340 211 19.1
6 48
6+6+9+9+
53,100 9+9 6,600 6,600 10,000 10,000 10,000 10,000 0 0 4,474 21.8 19.8
6+6+6+6+
51,000 9+18 6,000 6,000 6,000 6,000 9,000 18,000 0 0 4,480 21.8 19.7
6 51
6+6+6+6+
56,400 9+18 6,600 6,600 6,600 6,600 10,000 | 19,900 0 0 4,718 23.0 20.8
6+6+6+6+
51,000 12 + 15 6,000 6,000 6,000 6,000 12,000 | 15,000 0 0 4,480 21.8 19.7
6 51
6+6+6+6+
56,400 12+15 6,600 6,600 6,600 6,600 13,300 | 16,600 0 0 4,718 23.0 20.8
6+6+6+9+
51,000 9+ 15 6,000 6,000 6,000 9,000 9,000 15,000 0 0 4,480 21.8 19.7
6 51
6+6+6+9+
56,400 9+ 15 6,600 6,600 6,600 10,000 | 10,000 | 16,600 0 0 4,718 23.0 20.8
6+6+6+9+
51,000 12 + 12 6,000 6,000 6,000 9,000 12,000 | 12,000 0 0 4,480 21.8 19.7
6 51
6+6+6+9+
56,400 12 + 12 6,600 6,600 6,600 10,000 | 13,300 | 13,300 0 0 4,718 23.0 20.8
6+6+9+9+
51,000 9+12 6,000 6,000 9,000 9,000 9,000 12,000 0 0 4,480 21.8 19.7
6 51
6+6+9+9+
56,400 9+12 6,600 6,600 10,000 | 10,000 | 10,000 | 13,300 0 0 4,718 23.0 20.8
6+9+9+9+
51,000 9+9 6,000 9,000 9,000 9,000 9,000 9,000 0 0 4,480 21.8 19.7
6 51
6+9+9+9+
56,400 9+9 6,600 10,000 10,000 10,000 10,000 10,000 0 0 4,718 23.0 20.8
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
54,000 6+ 24 6,000 6,000 6,000 6,000 6,000 24,000 0 0 4,580 22.3 20.1
6 54
6+6+6+6+
59,700 6+ 24 6,600 6,600 6,600 6,600 6,600 26,500 0 0 4,962 242 219
6+6+6+6+
54,000 12+18 6,000 6,000 6,000 6,000 12,000 18,000 0 0 4,580 22.3 201
6 54
6+6+6+6+
59,700 12+ 18 6,600 6,600 6,600 6,600 13,300 19,900 0 0 4,962 242 219
6+6+6+6+
54,000 15+ 15 6,000 6,000 6,000 6,000 15,000 | 15,000 0 0 4,580 22.3 20.1
6 54
6+6+6+6+
59,700 15+ 15 6,600 6,600 6,600 6,600 16,600 16,600 0 0 4,962 242 219
6+6+6+9+
54,000 9+18 6,000 6,000 6,000 9,000 9,000 18,000 0 0 4,580 223 20.1
6 54
6+6+6+9+
59,700 9+18 6,600 6,600 6,600 10,000 10,000 19,900 0 0 4,962 242 219
6+6+6+9+
54,000 12 + 15 6,000 6,000 6,000 9,000 12,000 | 15,000 0 0 4,580 223 20.1
6 54
6+6+6+9+
59,700 12 + 15 6,600 6,600 6,600 10,000 | 13,300 | 16,600 0 0 4,962 24.2 21.9
6+6+6+12+
54,000 12 + 12 6,000 6,000 6,000 12,000 | 12,000 | 12,000 0 0 4,580 223 20.1
6 54
6+6+6+12+
59,700 12 +12 6,600 6,600 6,600 13,300 | 13,300 | 13,300 0 0 4,962 24.2 21.9
6+6+9+9+
54,000 9+15 6,000 6,000 9,000 9,000 9,000 15,000 0 0 4,580 223 20.1
6 54
6+6+9+9+
59,700 9+ 15 6,600 6,600 10,000 | 10,000 | 10,000 | 16,600 0 0 4,962 24.2 21.9
6+6+9+9+
54,000 12 + 12 6,000 6,000 9,000 9,000 12,000 | 12,000 0 0 4,580 223 20.1
6 54
6+6+9+9+
59,700 12 + 12 6,600 6,600 10,000 | 10,000 | 13,300 | 13,300 0 0 4,962 24.2 21.9
6+9+9+9+
54,000 9+ 12 6,000 9,000 9,000 9,000 9,000 12,000 0 0 4,580 223 20.1
6 54
6+9+9+9+
59,700 9+12 6,600 10,000 | 10,000 | 10,000 | 10,000 | 13,300 0 0 4,962 24.2 21.9
9+9+9+9+
54,000 9+9 9,000 9,000 9,000 9,000 9,000 9,000 0 0 4,580 22.3 20.1
6 54
9+9+9+9+
59,700 9+9 10,000 10,000 10,000 10,000 10,000 10,000 0 0 4,962 24.2 21.9
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+6+
57,000 9+24 6,000 6,000 6,000 6,000 9,000 24,000 0 0 4,630 225 204
6 57
6+6+6+6+
63,000 0+24 6,600 6,600 6,600 6,600 9,900 26,500 0 0 5,206 254 23.0
6+6+6+6+
57,000 15+ 18 6,000 6,000 6,000 6,000 15,000 18,000 0 0 4,630 225 20.4
6 57
6+6+6+6+
63,000 15+ 18 6,600 6,600 6,600 6,600 16,600 19,900 0 0 5,206 254 23.0
6+6+6+9+
57,000 12 + 18 6,000 6,000 6,000 9,000 12,000 | 18,000 0 0 4,630 225 204
6 57
6+6+6+9+
63,000 12+18 6,600 6,600 6,600 9,900 13,300 19,900 0 0 5,206 254 23.0
6+6+6+9+
57,000 15+ 15 6,000 6,000 6,000 9,000 15,000 | 15,000 0 0 4,630 225 204
6 57
6+6+6+9+
63,000 15+ 15 6,600 6,600 6,600 9,900 16,600 16,600 0 0 5,206 254 23.0
6+6+6+12+
57,000 12 + 15 6,000 6,000 6,000 12,000 | 12,000 | 15,000 0 0 4,630 225 20.4
6 57
6+6+6+12+
63,000 12+15 6,600 6,600 6,600 13,300 | 13,300 | 16,600 0 0 5,206 25.4 23.0
6+6+9+9+
57,000 9+18 6,000 6,000 9,000 9,000 9,000 18,000 0 0 4,630 225 20.4
6 57
6+6+9+9+
63,000 9+18 6,600 6,600 9,900 9,900 9,900 19,900 0 0 5,206 25.4 23.0
6+6+9+9+
57,000 12 + 15 6,000 6,000 9,000 9,000 12,000 | 15,000 0 0 4,630 225 204
6 57
6+6+9+9+
63,000 12+15 6,600 6,600 9,900 9,900 13,300 | 16,600 0 0 5,206 25.4 23.0
6+6+9+12+
57,000 12+ 12 6,000 6,000 9,000 12,000 | 12,000 | 12,000 0 0 4,630 225 204
6 57
6+6+9+12+
63,000 12+ 12 6,600 6,600 9,900 13,300 | 13,300 | 13,300 0 0 5,206 25.4 23.0
6+9+9+9+
57,000 9+15 6,000 9,000 9,000 9,000 9,000 15,000 0 0 4,630 225 204
6 57
6+9+9+9+
63,000 9+ 15 6,600 9,900 9,900 9,900 9,900 16,600 0 0 5,206 25.4 23.0
6+9+9+9+
57,000 12412 6,000 9,000 9,000 9,000 12,000 | 12,000 0 0 4,630 225 204
6 57
6+9+9+9+
63,000 12+ 12 6,600 9,900 9,900 9,900 13,300 13,300 0 0 5,206 254 23.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+9+9+9+
57,000 9+12 9,000 9,000 9,000 9,000 9,000 12,000 0 0 4,630 225 204
6 57
9+9+9+9+
63,000 9+12 9,900 9,900 9,900 9,900 9,900 13,300 0 0 5,206 254 23.0
6+6+6+6+
60,000 6+ 130 6,000 6,000 6,000 6,000 6,000 30,000 0 0 4,680 22.8 20.6
6 60
6+6+6+6+
66,000 6+ 130 6,500 6,500 6,500 6,500 6,500 33,400 0 0 5,450 26.6 241
6+6+6+6+
60,000 12 424 6,000 6,000 6,000 6,000 12,000 | 24,000 0 0 4,680 22.8 20.6
6 60
6+6+6+6+
66,000 12+ 24 6,600 6,600 6,600 6,600 13,200 26,400 0 0 5,450 26.6 241
6+6+6+6+
60,000 18 + 18 6,000 6,000 6,000 6,000 18,000 | 18,000 0 0 4,680 22.8 20.6
6 60
6+6+6+6+
66,000 18+18 6,600 6,600 6,600 6,600 19,800 19,800 0 0 5,450 26.6 241
6+6+6+9+
60,000 0+24 6,000 6,000 6,000 9,000 9,000 24,000 0 0 4,680 22.8 20.6
6 60
6+6+6+9+
66,000 0+24 6,600 6,600 6,600 9,900 9,900 26,400 0 0 5,450 26.6 241
6+6+6+9+
60,000 15+ 18 6,000 6,000 6,000 9,000 15,000 | 18,000 0 0 4,680 22.8 20.6
6 60
6+6+6+9+
66,000 15+ 18 6,600 6,600 6,600 9,900 16,500 | 19,800 0 0 5,450 26.6 241
6+6+6+12+
60,000 12 + 18 6,000 6,000 6,000 12,000 | 12,000 | 18,000 0 0 4,680 22.8 20.6
6 60
6+6+6+12+
66,000 12+18 6,600 6,600 6,600 13,200 | 13,200 | 19,800 0 0 5,450 26.6 241
6+6+6+12+
60,000 15+ 15 6,000 6,000 6,000 12,000 | 15,000 | 15,000 0 0 4,680 22.8 20.6
6 60
6+6+6+12+
66,000 15+ 15 6,600 6,600 6,600 13,200 | 16,500 | 16,500 0 0 5,450 26.6 241
6+6+9+9+
60,000 12 + 18 6,000 6,000 9,000 9,000 12,000 | 18,000 0 0 4,680 22.8 20.6
6 60
6+6+9+9+
66,000 12+18 6,600 6,600 9,900 9,900 13,200 | 19,800 0 0 5,450 26.6 241
6+6+9+9+
60,000 15+ 15 6,000 6,000 9,000 9,000 15,000 | 15,000 0 0 4,680 22.8 20.6
6 60
6+6+9+9+
66,000 15+ 15 6,600 6,600 9,900 9,900 16,500 16,500 0 0 5,450 26.6 241
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+9+12+
60,000 12+ 15 6,000 6,000 9,000 12,000 | 12,000 | 15,000 0 0 4,680 22.8 20.6
6 60
6+6+9+12+
66,000 12+ 15 6,600 6,600 9,900 13,200 13,200 16,500 0 0 5,450 26.6 241
6+6+12+12
60,000 +12+12 6,000 6,000 12,000 12,000 12,000 12,000 0 0 4,680 22.8 20.6
6 60
6+6+12+12
66,000 +12+12 6,600 6,600 13,200 13,200 13,200 13,200 0 0 5,450 26.6 241
6+9+9+9+
60,000 9+ 18 6,000 9,000 9,000 9,000 9,000 18,000 0 0 4,680 22.8 20.6
6 60
6+9+9+9+
66,000 9+18 6,600 9,900 9,900 9,900 9,900 19,800 0 0 5,450 26.6 241
6+9+9+9+
60,000 12+ 15 6,000 9,000 9,000 9,000 12,000 | 15,000 0 0 4,680 22.8 20.6
6 60
6+9+9+9+
66,000 12+ 15 6,600 9,900 9,900 9,900 13,200 16,500 0 0 5,450 26.6 241
6+9+9+12+
60,000 12 + 12 6,000 9,000 9,000 12,000 | 12,000 | 12,000 0 0 4,680 228 20.6
6 60
6+9+9+12+
66,000 12+12 6,600 9,900 9,900 13,200 | 13,200 | 13,200 0 0 5,450 26.6 241
9+9+9+9+
60,000 9+ 15 9,000 9,000 9,000 9,000 9,000 15,000 0 0 4,680 22.8 20.6
6 60
9+9+9+9+
66,000 9+ 15 9,900 9,900 9,900 9,900 9,900 16,500 0 0 5,450 26.6 241
9+9+9+9+
60,000 12 + 12 9,000 9,000 9,000 9,000 12,000 | 12,000 0 0 4,680 22.8 20.6
6 60
9+9+9+9+
66,000 12 + 12 9,900 9,900 9,900 9,900 13,200 | 13,200 0 0 5,450 26.6 241
6+6+6+6+
60,600 9+30 5,800 5,800 5,800 5,800 8,700 28,900 0 0 4,690 22.8 20.6
6 63
6+6+6+6+
66,600 9+30 6,300 6,300 6,300 6,300 9,400 32,100 0 0 5,430 26.5 24.0
6+6+6+6+
60,600 15 + 24 5,800 5,800 5,800 5,800 14,400 | 23,100 0 0 4,690 22.8 20.6
6 63
6+6+6+6+
66,600 15 + 24 6,300 6,300 6,300 6,300 15,900 | 25,400 0 0 5,430 26.5 24.0
6+6+6+9+
60,600 12424 5,800 5,800 5,800 8,700 11,500 | 23,100 0 0 4,690 22.8 20.6
6 63
6+6+6+9+
66,600 12+ 24 6,300 6,300 6,300 9,500 12,700 25,400 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+9+
60,600 18 + 18 5,800 5,800 5,800 8,700 17,300 | 17,300 0 0 4,690 22.8 20.6
6 63
6+6+6+9+
66,600 18+ 18 6,300 6,300 6,300 9,500 19,000 19,000 0 0 5,430 26.5 24.0
6+6+6+12+
60,600 15+ 18 5,800 5,800 5,800 11,500 14,400 17,300 0 0 4,690 22.8 20.6
6 63
6+6+6+12+
66,600 15+ 18 6,300 6,300 6,300 12,700 15,900 19,000 0 0 5,430 26.5 24.0
6+6+6+15+
60,600 15+ 15 5,800 5,800 5,800 14,400 | 14,400 | 14,400 0 0 4,690 22.8 20.6
6 63
6+6+6+15+
66,600 15+ 15 6,300 6,300 6,300 15,900 15,900 15,900 0 0 5,430 26.5 24.0
6+6+9+9+
60,600 9+24 5,800 5,800 8,700 8,700 8,700 23,100 0 0 4,690 22.8 20.6
6 63
6+6+9+9+
66,600 9+04 6,300 6,300 9,500 9,500 9,500 25,400 0 0 5,430 26.5 24.0
6+6+9+9+
60,600 15+ 18 5,800 5,800 8,700 8,700 14,400 | 17,300 0 0 4,690 22.8 20.6
6 63
6+6+9+9+
66,600 15+ 18 6,300 6,300 9,500 9,500 15,900 | 19,000 0 0 5,430 26.5 24.0
6+6+9+12+
60,600 12 + 18 5,800 5,800 8,700 11,500 | 11,500 | 17,300 0 0 4,690 22.8 20.6
6 63
6+6+9+12+
66,600 12+18 6,300 6,300 9,500 12,700 | 12,700 | 19,000 0 0 5,430 26.5 24.0
6+6+12+12
60,600 +12+ 15 5,800 5,800 11,500 | 11,500 | 11,500 | 14,400 0 0 4,690 22.8 20.6
6 63
6+6+12+12
66,600 +12+ 15 6,300 6,300 12,700 | 12,700 | 12,700 | 15,900 0 0 5,430 26.5 24.0
6+9+9+9+
60,600 12 + 18 5,800 8,700 8,700 8,700 11,500 | 17,300 0 0 4,690 22.8 20.6
6 63
6+9+9+9+
66,600 12+18 6,300 9,500 9,500 9,500 12,700 | 19,000 0 0 5,430 26.5 24.0
6+9+9+9+
60,600 15+ 15 5,800 8,700 8,700 8,700 14,400 | 14,400 0 0 4,690 22.8 20.6
6 63
6+9+9+9+
66,600 15+ 15 6,300 9,500 9,500 9,500 15,900 | 15,900 0 0 5,430 26.5 24.0
6+9+9+12+
60,600 12 + 15 5,800 8,700 8,700 11,500 | 11,500 | 14,400 0 0 4,690 22.8 20.6
6 63
6+9+9+12+
66,600 12+ 15 6,300 9,500 9,500 12,700 12,700 15,900 0 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+9+9+9+
60,600 9+18 8,700 8,700 8,700 8,700 8,700 17,300 0 0 4,690 22.8 20.6
6 63
9+9+9+9+
66,600 9+18 9,500 9,500 9,500 9,500 9,500 19,000 0 0 5,430 26.5 240
9+9+9+9+
60,600 12+15 8,700 8,700 8,700 8,700 11,500 14,400 0 0 4,690 22.8 20.6
6 63
9+9+9+9+
66,600 12+ 15 9,500 9,500 9,500 9,500 12,700 15,900 0 0 5,430 26.5 24.0
9+9+9+12+
60,600 12+ 12 8,700 8,700 8,700 11,500 | 11,500 | 11,500 0 0 4,690 22.8 20.6
6 63
9+9+9+12+
66,600 12412 9,500 9,500 9,500 12,700 12,700 12,700 0 0 5,430 26.5 24.0
6+6+9+12+
60,600 15+ 15 5,800 5,800 8,700 11,500 | 14,400 | 14,400 0 0 4,690 22.8 20.6
6 63
6+6+9+12+
66,600 15+ 15 6,300 6,300 9,500 12,700 15,900 15,900 0 0 5,430 26.5 24.0
6+6+6+6+
61,200 6+36 5,600 5,600 5,600 5,600 5,600 33,400 0 0 4,700 22.8 20.7
6 66
6+6+6+6+
67,200 6+36 6,000 6,000 6,000 6,000 6,000 37,300 0 0 5,410 26.4 239
6+6+6+6+
61,200 12 + 30 5,600 5,600 5,600 5,600 11,100 | 27,800 0 0 4,700 22.8 20.7
6 66
6+6+6+6+
67,200 12 + 30 6,000 6,000 6,000 6,000 12,100 | 31,000 0 0 5,410 26.4 23.9
6+6+6+6+
61,200 18 + 24 5,600 5,600 5,600 5,600 16,700 | 22,300 0 0 4,700 22.8 20.7
6 66
6+6+6+6+
67,200 18 + 24 6,100 6,100 6,100 6,100 18,300 | 24,400 0 0 5,410 26.4 23.9
6+6+6+9+
61,200 9+30 5,600 5,600 5,600 8,300 8,300 27,800 0 0 4,700 22.8 20.7
6 66
6+6+6+9+
67,200 9+30 6,000 6,000 6,000 9,100 9,100 31,000 0 0 5,410 26.4 23.9
6+6+6+9+
61,200 15 + 24 5,600 5,600 5,600 8,300 13,900 | 22,300 0 0 4,700 22.8 20.7
6 66
6+6+6+9+
67,200 15 + 24 6,100 6,100 6,100 9,200 15,300 | 24,400 0 0 5,410 26.4 23.9
6+6+6+12+
61,200 12424 5,600 5,600 5,600 11,100 | 11,100 | 22,300 0 0 4,700 22.8 20.7
6 66
6+6+6+12+
67,200 12+ 24 6,100 6,100 6,100 12,200 12,200 24,400 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-120

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+15+
61,200 15+ 18 5,600 5,600 5,600 13,900 | 13,900 | 16,700 0 0 4,700 22.8 20.7
6 66
6+6+6+15+
67,200 15+ 18 6,100 6,100 6,100 15,300 15,300 18,300 0 0 5,410 26.4 239
6+6+9+9+
61,200 12+ 24 5,600 5,600 8,300 8,300 11,100 22,300 0 0 4,700 22.8 20.7
6 66
6+6+9+9+
67,200 12+ 94 6,100 6,100 9,200 9,200 12,200 24,400 0 0 5,410 26.4 239
6+6+9+15+
61,200 15+ 15 5,600 5,600 8,300 13,900 | 13,900 | 13,900 0 0 4,700 22.8 20.7
6 66
6+6+9+15+
67,200 15+ 15 6,100 6,100 9,200 15,300 15,300 15,300 0 0 5,410 26.4 239
6+6+12+12
61,200 12418 5,600 5,600 11,100 | 11,100 | 11,100 | 16,700 0 0 4,700 22.8 20.7
6 66
6+6+12+12
67,200 +12+18 6,100 6,100 12,200 12,200 12,200 18,300 0 0 5,410 26.4 239
6+6+12+12
61,200 +15+ 15 5,600 5,600 11,100 | 11,100 | 13,900 | 13,900 0 0 4,700 22.8 20.7
6 66
6+6+12+12
67,200 +154 15 6,100 6,100 12,200 | 12,200 | 15,300 | 15,300 0 0 5,410 26.4 23.9
6+9+9+9+
61,200 0+24 5,600 8,300 8,300 8,300 8,300 22,300 0 0 4,700 22.8 20.7
6 66
6+9+9+9+
67,200 0+24 6,100 9,200 9,200 9,200 9,200 24,400 0 0 5,410 26.4 23.9
6+9+9+9+
61,200 15+ 18 5,600 8,300 8,300 8,300 13,900 | 16,700 0 0 4,700 22.8 20.7
6 66
6+9+9+9+
67,200 15+ 18 6,100 9,200 9,200 9,200 15,300 | 18,300 0 0 5,410 26.4 23.9
6+9+9+12+
61,200 12 + 18 5,600 8,300 8,300 11,100 | 11,100 | 16,700 0 0 4,700 22.8 20.7
6 66
6+9+9+12+
67,200 12+18 6,100 9,200 9,200 12,200 | 12,200 | 18,300 0 0 5,410 26.4 23.9
6+9+9+12+
61,200 15+ 15 5,600 8,300 8,300 11,100 | 13,900 | 13,900 0 0 4,700 22.8 20.7
6 66
6+9+9+12+
67,200 15+ 15 6,100 9,200 9,200 12,200 | 15,300 | 15,300 0 0 5,410 26.4 23.9
9+9+9+9+
61,200 12 + 18 8,300 8,300 8,300 8,300 11,100 | 16,700 0 0 4,700 22.8 20.7
6 66
9+9+9+9+
67,200 12+18 9,200 9,200 9,200 9,200 12,200 18,300 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
9+9+9+9+
61,200 15+ 15 8,300 8,300 8,300 8,300 13,900 | 13,900 0 0 4,700 22.8 20.7
6 66
9+9+9+9+
67,200 15+ 15 9,200 9,200 9,200 9,200 15,300 15,300 0 0 5,410 26.4 239
9+9+9+12+
61,200 12+15 8,300 8,300 8,300 11,100 11,100 13,900 0 0 4,700 22.8 20.7
6 66
9+9+9+12+
67,200 12+ 15 9,200 9,200 9,200 12,200 12,200 15,300 0 0 5,410 26.4 239
9+9+12+12
61,200 12412 8,300 8,300 11,100 | 11,100 | 11,100 | 11,100 0 0 4,700 22.8 20.7
6 66
9+9+12+12
67,200 +12+12 9,200 9,200 12,200 12,200 12,200 12,200 0 0 5,410 26.4 239
6+6+6+6+
61,800 9+36 5,400 5,400 5,400 5,400 8,100 32,200 0 0 4,700 22.8 20.7
6 69
6+6+6+6+
67,800 9+136 5,800 5,800 5,800 5,800 8,700 36,100 0 0 5,410 26.4 239
6+6+6+6+
61,800 15 + 30 5,400 5,400 5,400 5,400 13,400 | 26,900 0 0 4,700 22.8 20.7
6 69
6+6+6+6+
67,800 15 + 30 5,800 5,800 5,800 5,800 14,600 | 29,900 0 0 5,410 26.4 23.9
6+6+6+9+
61,800 12 + 30 5,400 5,400 5,400 8,100 10,700 | 26,900 0 0 4,700 22.8 20.7
6 69
6+6+6+9+
67,800 12 + 30 5,800 5,800 5,800 8,700 11,700 | 29,900 0 0 5,410 26.4 23.9
6+6+6+9+
61,800 18 + 24 5,400 5,400 5,400 8,100 16,100 | 21,500 0 0 4,700 22.8 20.7
6 69
6+6+6+9+
67,800 18 + 24 5,900 5,900 5,900 8,800 17,700 | 23,600 0 0 5,410 26.4 23.9
6+6+6+12+
61,800 15 + 24 5,400 5,400 5,400 10,700 | 13,400 | 21,500 0 0 4,700 22.8 20.7
6 69
6+6+6+12+
67,800 15+ 24 5,900 5,900 5,900 11,800 | 14,700 | 23,600 0 0 5,410 26.4 23.9
6+6+9+9+
61,800 9+30 5,400 5,400 8,100 8,100 8,100 26,900 0 0 4,700 22.8 20.7
6 69
6+6+9+9+
67,800 9+30 5,800 5,800 8,700 8,700 8,700 29,900 0 0 5,410 26.4 23.9
6+6+9+9+
61,800 15 + 24 5,400 5,400 8,100 8,100 13,400 | 21,500 0 0 4,700 22.8 20.7
6 69
6+6+9+9+
67,800 15+ 24 5,900 5,900 8,800 8,800 14,700 23,600 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+9+12+
61,800 12424 5,400 5,400 8,100 10,700 | 10,700 | 21,500 0 0 4,700 22.8 20.7
6 69
6+6+9+12+
67,800 12+ 24 5,900 5,900 8,800 11,800 11,800 23,600 0 0 5,410 26.4 239
6+6+9+15+
61,800 15+ 18 5,400 5,400 8,100 13,400 13,400 16,100 0 0 4,700 22.8 20.7
6 69
6+6+9+15+
67,800 15+ 18 5,900 5,900 8,800 14,700 14,700 17,700 0 0 5,410 26.4 239
6+6+12+12
61,800 +154 18 5,400 5,400 10,700 | 10,700 | 13,400 | 16,100 0 0 4,700 22.8 20.7
6 69
6+6+12+12
67,800 +15+ 18 5,900 5,900 11,800 11,800 14,700 17,700 0 0 5,410 26.4 239
6+6+12+15
61,800 +154 15 5,400 5,400 10,700 | 13,400 | 13,400 | 13,400 0 0 4,700 22.8 20.7
6 69
6+6+12+15
67,800 +15+ 15 5,900 5,900 11,800 14,700 14,700 14,700 0 0 5,410 26.4 239
6+9+9+9+
61,800 12 + 24 5,400 8,100 8,100 8,100 10,700 | 21,500 0 0 4,700 22.8 20.7
6 69
6+9+9+9+
67,800 12 + 24 5,900 8,800 8,800 8,800 11,800 | 23,600 0 0 5,410 26.4 23.9
6+9+9+9+
61,800 18 + 18 5,400 8,100 8,100 8,100 16,100 | 16,100 0 0 4,700 22.8 20.7
6 69
6+9+9+9+
67,800 18 + 18 5,900 8,800 8,800 8,800 17,700 | 17,700 0 0 5,410 26.4 23.9
6+9+9+12+
61,800 15+ 18 5,400 8,100 8,100 10,700 | 13,400 | 16,100 0 0 4,700 22.8 20.7
6 69
6+9+9+12+
67,800 15+ 18 5,900 8,800 8,800 11,800 | 14,700 | 17,700 0 0 5,410 26.4 23.9
6+9+9+15+
61,800 15+ 15 5,400 8,100 8,100 13,400 | 13,400 | 13,400 0 0 4,700 22.8 20.7
6 69
6+9+9+15+
67,800 15+ 15 5,900 8,800 8,800 14,700 | 14,700 | 14,700 0 0 5,410 26.4 23.9
9+9+9+9+
61,800 0+24 8,100 8,100 8,100 8,100 8,100 21,500 0 0 4,700 22.8 20.7
6 69
9+9+9+9+
67,800 0+24 8,800 8,800 8,800 8,800 8,800 23,600 0 0 5,410 26.4 23.9
9+9+9+9+
61,800 15+ 18 8,100 8,100 8,100 8,100 13,400 | 16,100 0 0 4,700 22.8 20.7
6 69
9+9+9+9+
67,800 15+ 18 8,800 8,800 8,800 8,800 14,700 17,700 0 0 5,410 26.4 239
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-123

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+9+9+12+
61,800 12+ 18 8,100 8,100 8,100 10,700 | 10,700 | 16,100 0 0 4,700 22.8 20.7
6 69
9+9+9+12+
67,800 12+ 18 8,800 8,800 8,800 11,800 11,800 17,700 0 0 5,410 26.4 239
9+9+12+12
61,800 +12+15 8,100 8,100 10,700 10,700 10,700 13,400 0 0 4,700 22.8 20.7
6 69
9+9+12+12
67,800 +12+15 8,800 8,800 11,800 11,800 11,800 14,700 0 0 5,410 26.4 239
9+12+12+
61,800 8,100 10,700 | 10,700 | 10,700 | 10,700 | 10,700 0 0 4,700 22.8 20.7
12+12+12
6 69
9+12+12+
67,800 8,800 11,800 11,800 11,800 11,800 11,800 0 0 5,410 26.4 239
12+12+12
6+6+6+6+
62,400 12 + 36 5,200 5,200 5,200 5,200 10,400 | 31,200 0 0 4,700 22.8 20.7
6 72
6+6+6+6+
68,400 12 + 36 5,600 5,600 5,600 5,600 11,200 34,900 0 0 5,410 26.4 239
6+6+6+6+
62,400 18 + 30 5,200 5,200 5,200 5,200 15,600 | 26,000 0 0 4,700 22.8 20.7
6 72
6+6+6+6+
68,400 18 + 30 5,600 5,600 5,600 5,600 16,900 | 28,900 0 0 5,410 26.4 239
6+6+6+6+
62,400 24+ 94 5,200 5,200 5,200 5,200 20,800 | 20,800 0 0 4,700 22.8 20.7
6 72
6+6+6+6+
68,400 24+ 24 5,700 5,700 5,700 5,700 22,800 | 22,800 0 0 5,410 26.4 23.9
6+6+6+9+
62,400 0+36 5,200 5,200 5,200 7,800 7,800 31,200 0 0 4,700 228 20.7
6 72
6+6+6+9+
68,400 0+36 5,600 5,600 5,600 8,400 8,400 34,900 0 0 5,410 26.4 23.9
6+6+6+9+
62,400 15 + 30 5,200 5,200 5,200 7,800 13,000 | 26,000 0 0 4,700 22.8 20.7
6 72
6+6+6+9+
68,400 15+ 30 5,600 5,600 5,600 8,500 14,100 | 28,900 0 0 5,410 26.4 23.9
6+6+6+12+
62,400 12 + 30 5,200 5,200 5,200 10,400 | 10,400 | 26,000 0 0 4,700 22.8 20.7
6 72
6+6+6+12+
68,400 12 +30 5,600 5,600 5,600 11,300 | 11,300 | 28,900 0 0 5,410 26.4 23.9
6+6+6+15+
62,400 15 + 24 5,200 5,200 5,200 13,000 | 13,000 | 20,800 0 0 4,700 22.8 20.7
6 72
6+6+6+15+
68,400 15+ 24 5,700 5,700 5,700 14,300 14,300 22,800 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+18+
62,400 18 + 18 5,200 5,200 5,200 15,600 | 15,600 | 15,600 0 0 4,700 22.8 20.7
6 72
6+6+6+18+
68,400 18+ 18 5,700 5,700 5,700 17,100 17,100 17,100 0 0 5,410 26.4 239
6+6+9+9+
62,400 12+ 30 5,200 5,200 7,800 7,800 10,400 26,000 0 0 4,700 22.8 20.7
6 72
6+6+9+9+
68,400 12 +30 5,600 5,600 8,500 8,500 11,300 28,900 0 0 5,410 26.4 239
6+6+12+12
62,400 12424 5,200 5,200 10,400 | 10,400 | 10,400 | 20,800 0 0 4,700 22.8 20.7
6 72
6+6+12+12
68,400 +12+04 5,700 5,700 11,400 11,400 11,400 22,800 0 0 5,410 26.4 239
6+6+12+15
62,400 + 15+ 18 5,200 5,200 10,400 | 13,000 | 13,000 | 15,600 0 0 4,700 22.8 20.7
6 72
6+6+12+15
68,400 +15+ 18 5,700 5,700 11,400 14,300 14,300 17,100 0 0 5,410 26.4 239
6+6+15+15
62,400 +15+ 15 5,200 5,200 13,000 | 13,000 | 13,000 | 13,000 0 0 4,700 22.8 20.7
6 72
6+6+15+15
68,400 +154 15 5,700 5,700 14,300 | 14,300 | 14,300 | 14,300 0 0 5,410 26.4 23.9
6+9+9+9+
62,400 9+30 5,200 7,800 7,800 7,800 7,800 26,000 0 0 4,700 22.8 20.7
6 72
6+9+9+9+
68,400 9+30 5,600 8,500 8,500 8,500 8,500 28,900 0 0 5,410 26.4 23.9
6+9+9+9+
62,400 15 + 24 5,200 7,800 7,800 7,800 13,000 | 20,800 0 0 4,700 22.8 20.7
6 72
6+9+9+9+
68,400 15+ 24 5,700 8,600 8,600 8,600 14,300 | 22,800 0 0 5,410 26.4 23.9
6+9+9+12+
62,400 12 + 24 5,200 7,800 7,800 10,400 | 10,400 | 20,800 0 0 4,700 22.8 20.7
6 72
6+9+9+12+
68,400 12 + 24 5,700 8,600 8,600 11,400 | 11,400 | 22,800 0 0 5,410 26.4 23.9
6+9+9+12+
62,400 18 + 18 5,200 7,800 7,800 10,400 | 15,600 | 15,600 0 0 4,700 22.8 20.7
6 72
6+9+9+12+
68,400 18 + 18 5,700 8,600 8,600 11,400 | 17,100 | 17,100 0 0 5,410 26.4 23.9
6+9+9+15+
62,400 15+ 18 5,200 7,800 7,800 13,000 | 13,000 | 15,600 0 0 4,700 22.8 20.7
6 72
6+9+9+15+
68,400 15+ 18 5,700 8,600 8,600 14,300 14,300 17,100 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
9+9+9+9+
62,400 12424 7,800 7,800 7,800 7,800 10,400 | 20,800 0 0 4,700 22.8 20.7
6 72
9+9+9+9+
68,400 12+ 24 8,600 8,600 8,600 8,600 11,400 22,800 0 0 5,410 26.4 239
9+9+9+9+
62,400 18+18 7,800 7,800 7,800 7,800 15,600 15,600 0 0 4,700 22.8 20.7
6 72
9+9+9+9+
68,400 18+18 8,600 8,600 8,600 8,600 17,100 17,100 0 0 5,410 26.4 239
9+9+9+15+
62,400 15+ 15 7,800 7,800 7,800 13,000 | 13,000 | 13,000 0 0 4,700 22.8 20.7
6 72
9+9+9+15+
68,400 15+ 15 8,600 8,600 8,600 14,300 14,300 14,300 0 0 5,410 26.4 239
9+9+12+12
62,400 12418 7,800 7,800 10,400 | 10,400 | 10,400 | 15,600 0 0 4,700 22.8 20.7
6 72
9+9+12+12
68,400 +12+18 8,600 8,600 11,400 11,400 11,400 17,100 0 0 5,410 26.4 239
9+9+12+12
62,400 +15+ 15 7,800 7,800 10,400 | 10,400 | 13,000 | 13,000 0 0 4,700 22.8 20.7
6 72
9+9+12+12
68,400 +154 15 8,600 8,600 11,400 | 11,400 | 14,300 | 14,300 0 0 5,410 26.4 23.9
9+12+12+
62,400 7,800 10,400 | 10,400 | 10,400 | 10,400 | 13,000 0 0 4,700 22.8 20.7
12+12+15
6 72
9+12+12+
68,400 8,600 11,400 | 11,400 | 11,400 | 11,400 | 14,300 0 0 5,410 26.4 23.9
12+12+15
6+6+6+6+
63,000 15 + 36 5,000 5,000 5,000 5,000 12,600 | 30,200 0 0 4,700 22.8 20.7
6 75
6+6+6+6+
69,000 15+ 36 5,400 5,400 5,400 5,400 13,500 | 33,800 0 0 5,410 26.4 23.9
6+6+6+9+
63,000 12 + 36 5,000 5,000 5,000 7,600 10,100 | 30,200 0 0 4,700 22.8 20.7
6 75
6+6+6+9+
69,000 12 + 36 5,400 5,400 5,400 8,100 10,800 | 33,800 0 0 5,410 26.4 23.9
6+6+6+9+
63,000 18 + 30 5,000 5,000 5,000 7,600 15,100 | 25,200 0 0 4,700 22.8 20.7
6 75
6+6+6+9+
69,000 18 + 30 5,500 5,500 5,500 8,200 16,400 | 28,000 0 0 5,410 26.4 23.9
6+6+6+9+
63,000 24 + 24 5,000 5,000 5,000 7,600 20,200 | 20,200 0 0 4,700 22.8 20.7
6 75
6+6+6+9+
69,000 24 + 24 5,500 5,500 5,500 8,300 22,100 22,100 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+12+
63,000 15 + 30 5,000 5,000 5,000 10,100 | 12,600 | 25,200 0 0 4,700 22.8 20.7
6 75
6+6+6+12+
69,000 15+ 30 5,500 5,500 5,500 10,900 13,700 28,000 0 0 5,410 26.4 239
6+6+9+9+
63,000 9+36 5,000 5,000 7,600 7,600 7,600 30,200 0 0 4,700 22.8 20.7
6 75
6+6+9+9+
69,000 9+136 5,400 5,400 8,100 8,100 8,100 33,800 0 0 5,410 26.4 239
6+6+9+9+
63,000 15 + 30 5,000 5,000 7,600 7,600 12,600 | 25,200 0 0 4,700 22.8 20.7
6 75
6+6+9+9+
69,000 15+ 30 5,500 5,500 8,200 8,200 13,700 28,000 0 0 5,410 26.4 239
6+6+9+12+
63,000 12 + 30 5,000 5,000 7,600 10,100 | 10,100 | 25,200 0 0 4,700 22.8 20.7
6 75
6+6+9+12+
69,000 12+ 30 5,500 5,500 8,200 10,900 10,900 28,000 0 0 5,410 26.4 239
6+6+9+15+
63,000 15 + 24 5,000 5,000 7,600 12,600 | 12,600 | 20,200 0 0 4,700 228 20.7
6 75
6+6+9+15+
69,000 15+ 24 5,500 5,500 8,300 13,800 | 13,800 | 22,100 0 0 5,410 26.4 23.9
6+6+9+18+
63,000 18 + 18 5,000 5,000 7,600 15,100 | 15,100 | 15,100 0 0 4,700 22.8 20.7
6 75
6+6+9+18+
69,000 18+18 5,500 5,500 8,300 16,600 | 16,600 | 16,600 0 0 5,410 26.4 23.9
6+6+12+12
63,000 + 15+ 24 5,000 5,000 10,100 | 10,100 | 12,600 | 20,200 0 0 4,700 22.8 20.7
6 75
6+6+12+12
69,000 + 15+ 24 5,500 5,500 11,000 | 11,000 | 13,800 | 22,100 0 0 5,410 26.4 23.9
6+6+15+15
63,000 +15+ 18 5,000 5,000 12,600 | 12,600 | 12,600 | 15,100 0 0 4,700 22.8 20.7
6 75
6+6+15+15
69,000 +15+ 18 5,500 5,500 13,800 | 13,800 | 13,800 | 16,600 0 0 5,410 26.4 23.9
6+9+9+9+
63,000 12 + 30 5,000 7,600 7,600 7,600 10,100 | 25,200 0 0 4,700 22.8 20.7
6 75
6+9+9+9+
69,000 12 +30 5,500 8,200 8,200 8,200 10,900 | 28,000 0 0 5,410 26.4 23.9
6+9+9+9+
63,000 18 + 24 5,000 7,600 7,600 7,600 15,100 | 20,200 0 0 4,700 22.8 20.7
6 75
6+9+9+9+
69,000 18 + 24 5,500 8,300 8,300 8,300 16,600 22,100 0 0 5,410 26.4 23.9
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+9+9+12+
63,000 15+ 24 5,000 7,600 7,600 10,100 | 12,600 | 20,200 0 0 4,700 22.8 20.7
6 75
6+9+9+12+
69,000 15+ 24 5,500 8,300 8,300 11,000 13,800 22,100 0 0 5,410 26.4 239
6+9+9+15+
63,000 18+18 5,000 7,600 7,600 12,600 15,100 15,100 0 0 4,700 22.8 20.7
6 75
6+9+9+15+
69,000 18+ 18 5,500 8,300 8,300 13,800 16,600 16,600 0 0 5,410 26.4 239
9+9+9+9+
63,000 9+30 7,600 7,600 7,600 7,600 7,600 25,200 0 0 4,700 22.8 20.7
6 75
9+9+9+9+
69,000 9+130 8,200 8,200 8,200 8,200 8,200 28,000 0 0 5,410 26.4 239
9+9+9+9+
63,000 15+ 24 7,600 7,600 7,600 7,600 12,600 | 20,200 0 0 4,700 22.8 20.7
6 75
9+9+9+9+
69,000 15+ 24 8,300 8,300 8,300 8,300 13,800 22,100 0 0 5,410 26.4 239
9+9+9+12+
63,000 12 + 24 7,600 7,600 7,600 10,100 | 10,100 | 20,200 0 0 4,700 228 20.7
6 75
9+9+9+12+
69,000 12 +24 8,300 8,300 8,300 11,000 | 11,000 | 22,100 0 0 5,410 26.4 23.9
9+9+9+15+
63,000 15+ 18 7,600 7,600 7,600 12,600 | 12,600 | 15,100 0 0 4,700 22.8 20.7
6 75
9+9+9+15+
69,000 15+ 18 8,300 8,300 8,300 13,800 | 13,800 | 16,600 0 0 5,410 26.4 23.9
9+9+12+12
63,000 +15+ 18 7,600 7,600 10,100 | 10,100 | 12,600 | 15,100 0 0 4,700 22.8 20.7
6 75
9+9+12+12
69,000 +15+ 18 8,300 8,300 11,000 | 11,000 | 13,800 | 16,600 0 0 5,410 26.4 23.9
9+9+12+15
63,000 +15+ 15 7,600 7,600 10,100 | 12,600 | 12,600 | 12,600 0 0 4,700 22.8 20.7
6 75
9+9+12+15
69,000 +15+ 15 8,300 8,300 11,000 | 13,800 | 13,800 | 13,800 0 0 5,410 26.4 23.9
63,000 ori2+12+ 7,600 10,100 | 10,100 | 10,100 | 10,100 | 15,100 0 0 4,700 22.8 20.7
) 12+12+18 ) , ) \ ) ) ) g .
6 75
9+12+12+
69,000 8,300 11,000 | 11,000 | 11,000 | 11,000 | 16,600 0 0 5,410 26.4 23.9
12+12+18
6+6+6+6+
63,600 18 + 36 4,900 4,900 4,900 4,900 14,700 | 29,400 0 0 4,690 22.8 20.6
6 78
6+6+6+6+
69,600 18 + 36 5,300 5,300 5,300 5,300 15,800 32,800 0 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
63,600 24 +30 4,900 4,900 4,900 4,900 19,600 | 24,500 0 0 4,690 22.8 20.6
6 78
6+6+6+6+
69,600 24 + 30 5,300 5,300 5,300 5,300 21,200 27,200 0 0 5,410 26.4 239
6+6+6+9+
63,600 15+ 36 4,900 4,900 4,900 7,300 12,200 29,400 0 0 4,690 22.8 20.6
6 78
6+6+6+9+
69,600 15+ 36 5,300 5,300 5,300 7,900 13,100 32,800 0 0 5,410 26.4 239
6+6+6+12+
63,600 12 + 36 4,900 4,900 4,900 9,800 9,800 29,400 0 0 4,690 22.8 20.6
6 78
6+6+6+12+
69,600 12+ 36 5,300 5,300 5,300 10,500 10,500 32,800 0 0 5,410 26.4 239
6+6+6+15+
63,600 15 + 30 4,900 4,900 4,900 12,200 | 12,200 | 24,500 0 0 4,690 22.8 20.6
6 78
6+6+6+15+
69,600 15+ 30 5,300 5,300 5,300 13,300 13,300 27,200 0 0 5,410 26.4 239
6+6+6+18+
63,600 18 + 24 4,900 4,900 4,900 14,700 | 14,700 | 19,600 0 0 4,690 228 20.6
6 78
6+6+6+18+
69,600 18 +24 5,400 5,400 5,400 16,100 | 16,100 | 21,400 0 0 5,410 26.4 23.9
6+6+9+9+
63,600 12 + 36 4,900 4,900 7,300 7,300 9,800 29,400 0 0 4,690 22.8 20.6
6 78
6+6+9+9+
69,600 12+ 36 5,300 5,300 7,900 7,900 10,500 | 32,800 0 0 5,410 26.4 23.9
6+6+12+12
63,600 +12 4130 4,900 4,900 9,800 9,800 9,800 24,500 0 0 4,690 22.8 20.6
6 78
6+6+12+12
69,600 +12+130 5,300 5,300 10,600 | 10,600 | 10,600 | 27,200 0 0 5,410 26.4 23.9
6+6+12+15
63,600 + 15+ 24 4,900 4,900 9,800 12,200 | 12,200 | 19,600 0 0 4,690 22.8 20.6
6 78
6+6+12+15
69,600 + 15+ 24 5,400 5,400 10,700 | 13,400 | 13,400 | 21,400 0 0 5,410 26.4 23.9
6+6+12+18
63,600 +18+18 4,900 4,900 9,800 14,700 | 14,700 | 14,700 0 0 4,690 22.8 20.6
6 78
6+6+12+18
69,600 +18+18 5,400 5,400 10,700 | 16,100 | 16,100 | 16,100 0 0 5,410 26.4 23.9
6+9+9+9+
63,600 9+36 4,900 7,300 7,300 7,300 7,300 29,400 0 0 4,690 22.8 20.6
6 78
6+9+9+9+
69,600 9+136 5,300 7,900 7,900 7,900 7,900 32,800 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+9+9+9+
63,600 15+ 30 4,900 7,300 7,300 7,300 12,200 | 24,500 0 0 4,690 22.8 20.6
6 78
6+9+9+9+
69,600 15+ 30 5,300 8,000 8,000 8,000 13,300 27,200 0 0 5,410 26.4 239
6+9+9+12+
63,600 12+ 30 4,900 7,300 7,300 9,800 9,800 24,500 0 0 4,690 22.8 20.6
6 78
6+9+9+12+
69,600 12+ 30 5,300 8,000 8,000 10,600 10,600 27,200 0 0 5,410 26.4 239
6+9+9+12+
63,600 18 + 24 4,900 7,300 7,300 9,800 14,700 | 19,600 0 0 4,690 22.8 20.6
6 78
6+9+9+12+
69,600 18 + 24 5,400 8,000 8,000 10,700 16,100 21,400 0 0 5,410 26.4 239
6+9+9+15+
63,600 15 + 24 4,900 7,300 7,300 12,200 | 12,200 | 19,600 0 0 4,690 22.8 20.6
6 78
6+9+9+15+
69,600 15+ 24 5,400 8,000 8,000 13,400 13,400 21,400 0 0 5,410 26.4 239
6+9+9+18+
63,600 18 + 18 4,900 7,300 7,300 14,700 | 14,700 | 14,700 0 0 4,690 228 20.6
6 78
6+9+9+18+
69,600 18+18 5,400 8,000 8,000 16,100 | 16,100 | 16,100 0 0 5,410 26.4 23.9
9+9+9+9+
63,600 12 + 30 7,300 7,300 7,300 7,300 9,800 24,500 0 0 4,690 22.8 20.6
6 78
9+9+9+9+
69,600 12 +30 8,000 8,000 8,000 8,000 10,600 | 27,200 0 0 5,410 26.4 23.9
9+9+9+9+
63,600 18 + 24 7,300 7,300 7,300 7,300 14,700 | 19,600 0 0 4,690 22.8 20.6
6 78
9+9+9+9+
69,600 18 + 24 8,000 8,000 8,000 8,000 16,100 | 21,400 0 0 5,410 26.4 23.9
9+9+12+12
63,600 +12 44 7,300 7,300 9,800 9,800 9,800 19,600 0 0 4,690 22.8 20.6
6 78
9+9+12+12
69,600 12424 8,000 8,000 10,700 | 10,700 | 10,700 | 21,400 0 0 5,410 26.4 23.9
9+9+12+15
63,600 +15+18 7,300 7,300 9,800 12,200 | 12,200 | 14,700 0 0 4,690 22.8 20.6
6 78
9+9+12+15
69,600 +15+ 18 8,000 8,000 10,700 | 13,400 | 13,400 | 16,100 0 0 5,410 26.4 23.9
9+9+15+15
63,600 +15+ 15 7,300 7,300 12,200 | 12,200 | 12,200 | 12,200 0 0 4,690 22.8 20.6
6 78
9+9+15+15
69,600 +15+15 8,000 8,000 13,400 13,400 13,400 13,400 0 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
48,000 6+6+6 6,900 6,900 6,900 6,900 6,900 6,900 6,900 0 4,000 19.4 17.6
7 42
6+6+6+6+
46,500 6+6+6 6,600 6,600 6,600 6,600 6,600 6,600 6,600 0 3,987 19.5 17.6
6+6+6+6+
48,000 6+6+9 6,400 6,400 6,400 6,400 6,400 6,400 9,600 0 4,180 20.3 18.4
7 45
6+6+6+6+
49,800 6+6+9 6,600 6,600 6,600 6,600 6,600 6,600 10,000 0 4,231 20.6 18.7
6+6+6+6+
48,000 6+6+12 6,000 6,000 6,000 6,000 6,000 6,000 12,000 0 4,340 211 19.1
7 48
6+6+6+6+
53,100 6+6+12 6,600 6,600 6,600 6,600 6,600 6,600 13,300 0 4,474 21.8 19.8
6+6+6+6+
48,000 6+9+9 6,000 6,000 6,000 6,000 6,000 9,000 9,000 0 4,340 211 19.1
7 48
6+6+6+6+
53,100 6+9+9 6,600 6,600 6,600 6,600 6,600 10,000 10,000 0 4,474 21.8 19.8
6+6+6+6+
51,000 6+6+15 6,000 6,000 6,000 6,000 6,000 6,000 15,000 0 4,480 21.8 19.7
7 51
6+6+6+6+
56,400 6+6+15 6,600 6,600 6,600 6,600 6,600 6,600 16,600 0 4,718 23.0 20.8
6+6+6+6+
51,000 6+9+12 6,000 6,000 6,000 6,000 6,000 9,000 12,000 0 4,480 21.8 19.7
7 51
6+6+6+6+
56,400 6+9+12 6,600 6,600 6,600 6,600 6,600 10,000 | 13,300 0 4,718 23.0 20.8
6+6+6+6+
51,000 0+9+9 6,000 6,000 6,000 6,000 9,000 9,000 9,000 0 4,480 21.8 19.7
7 51
6+6+6+6+
56,400 0+9+9 6,600 6,600 6,600 6,600 10,000 | 10,000 | 10,000 0 4,718 23.0 20.8
6+6+6+6+
54,000 6+6+18 6,000 6,000 6,000 6,000 6,000 6,000 18,000 0 4,580 223 20.1
7 54
6+6+6+6+
59,700 6+6+18 6,600 6,600 6,600 6,600 6,600 6,600 19,900 0 4,962 24.2 21.9
6+6+6+6+
54,000 6+9+15 6,000 6,000 6,000 6,000 6,000 9,000 15,000 0 4,580 223 20.1
7 54
6+6+6+6+
59,700 6+9+15 6,600 6,600 6,600 6,600 6,600 10,000 | 16,600 0 4,962 24.2 21.9
6+6+6+6+
54,000 6+ 12 +12 6,000 6,000 6,000 6,000 6,000 12,000 | 12,000 0 4,580 22.3 20.1
7 54
6+6+6+6+
59,700 6+12+12 6,600 6,600 6,600 6,600 6,600 13,300 13,300 0 4,962 24.2 219
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
54,000 9+9+12 6,000 6,000 6,000 6,000 9,000 9,000 12,000 0 4,580 22.3 20.1
7 54
6+6+6+6+
59,700 9+9+12 6,600 6,600 6,600 6,600 10,000 10,000 13,300 0 4,962 242 219
6+6+6+9+
54,000 9+9+9 6,000 6,000 6,000 9,000 9,000 9,000 9,000 0 4,580 22.3 201
7 54
6+6+6+9+
59,700 9+9+9 6,600 6,600 6,600 10,000 10,000 10,000 10,000 0 4,962 242 219
6+6+6+6+
57,000 6+9+18 6,000 6,000 6,000 6,000 6,000 9,000 18,000 0 4,630 225 204
7 57
6+6+6+6+
63,000 6+9+18 6,600 6,600 6,600 6,600 6,600 9,900 19,900 0 5,206 254 23.0
6+6+6+6+
57,000 6+12+ 15 6,000 6,000 6,000 6,000 6,000 12,000 | 15,000 0 4,630 225 20.4
7 57
6+6+6+6+
63,000 6+12+15 6,600 6,600 6,600 6,600 6,600 13,300 16,600 0 5,206 254 23.0
6+6+6+6+
57,000 9+9+15 6,000 6,000 6,000 6,000 9,000 9,000 15,000 0 4,630 225 20.4
7 57
6+6+6+6+
63,000 9+9+15 6,600 6,600 6,600 6,600 9,900 9,900 16,600 0 5,206 25.4 23.0
6+6+6+6+
57,000 9+ 12412 6,000 6,000 6,000 6,000 9,000 12,000 | 12,000 0 4,630 225 20.4
7 57
6+6+6+6+
63,000 9+12+12 6,600 6,600 6,600 6,600 9,900 13,300 | 13,300 0 5,206 25.4 23.0
6+6+6+9+
57,000 9+9+12 6,000 6,000 6,000 9,000 9,000 9,000 12,000 0 4,630 225 204
7 57
6+6+6+9+
63,000 9+9+12 6,600 6,600 6,600 9,900 9,900 9,900 13,300 0 5,206 25.4 23.0
6+6+9+9+
57,000 0+9+9 6,000 6,000 9,000 9,000 9,000 9,000 9,000 0 4,630 225 204
7 57
6+6+9+9+
63,000 9+9+9 6,600 6,600 9,900 9,900 9,900 9,900 9,900 0 5,206 254 23.0
6+6+6+6+
60,000 6+6+24 6,000 6,000 6,000 6,000 6,000 6,000 24,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 6+6+24 6,600 6,600 6,600 6,600 6,600 6,600 26,400 0 5,450 26.6 241
6+6+6+6+
60,000 6+12+18 6,000 6,000 6,000 6,000 6,000 12,000 | 18,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 6,600 6,600 6,600 6,600 6,600 13,200 19,800 0 5,450 26.6 241
6+12+18
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
60,000 6+15+15 6,000 6,000 6,000 6,000 6,000 15,000 | 15,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 6+15+ 15 6,600 6,600 6,600 6,600 6,600 16,500 16,500 0 5,450 26.6 241
6+6+6+6+
60,000 9+9+18 6,000 6,000 6,000 6,000 9,000 9,000 18,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 9+9+18 6,600 6,600 6,600 6,600 9,900 9,900 19,800 0 5,450 26.6 241
6+6+6+6+
60,000 9+12 415 6,000 6,000 6,000 6,000 9,000 12,000 | 15,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 9+12+15 6,600 6,600 6,600 6,600 9,900 13,200 16,500 0 5,450 26.6 241
6+6+6+6+
60,000 12 +12 412 6,000 6,000 6,000 6,000 12,000 | 12,000 | 12,000 0 4,680 22.8 20.6
7 60
6+6+6+6+
66,000 6,600 6,600 6,600 6,600 13,200 13,200 13,200 0 5,450 26.6 241
12+12+12
6+6+6+9+
60,000 9+9+15 6,000 6,000 6,000 9,000 9,000 9,000 15,000 0 4,680 22.8 20.6
7 60
6+6+6+9+
66,000 9+9+15 6,600 6,600 6,600 9,900 9,900 9,900 16,500 0 5,450 26.6 241
6+6+6+9+
60,000 9+ 12 412 6,000 6,000 6,000 9,000 9,000 12,000 | 12,000 0 4,680 22.8 20.6
7 60
6+6+6+9+
66,000 9+12+12 6,600 6,600 6,600 9,900 9,900 13,200 | 13,200 0 5,450 26.6 241
6+6+9+9+
60,000 9+9+12 6,000 6,000 9,000 9,000 9,000 9,000 12,000 0 4,680 22.8 20.6
7 60
6+6+9+9+
66,000 9+9+12 6,600 6,600 9,900 9,900 9,900 9,900 13,200 0 5,450 26.6 241
6+9+9+9+
60,000 0+9+9 6,000 9,000 9,000 9,000 9,000 9,000 9,000 0 4,680 22.8 20.6
7 60
6+9+9+9+
66,000 9+9+9 6,600 9,900 9,900 9,900 9,900 9,900 9,900 0 5,450 26.6 241
6+6+6+6+
60,600 6+9+24 5,800 5,800 5,800 5,800 5,800 8,700 23,100 0 4,690 22.8 20.6
7 63
6+6+6+6+
66,600 6+9+24 6,300 6,300 6,300 6,300 6,300 9,500 25,400 0 5,430 26.5 24.0
6+6+6+6+
60,600 6+ 15+ 18 5,800 5,800 5,800 5,800 5,800 14,400 | 17,300 0 4,690 22.8 20.6
7 63
6+6+6+6+
66,600 6,300 6,300 6,300 6,300 6,300 15,900 19,000 0 5,430 26.5 24.0
6+15+18
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
60,600 9+12+18 5,800 5,800 5,800 5,800 8,700 11,500 | 17,300 0 4,690 22.8 20.6
7 63
6+6+6+6+
66,600 9+12+18 6,300 6,300 6,300 6,300 9,500 12,700 19,000 0 5,430 26.5 240
6+6+6+6+
60,600 9+15+15 5,800 5,800 5,800 5,800 8,700 14,400 14,400 0 4,690 22.8 20.6
7 63
6+6+6+6+
66,600 9+15+ 15 6,300 6,300 6,300 6,300 9,500 15,900 15,900 0 5,430 26.5 240
6+6+6+6+
60,600 12 +12+ 15 5,800 5,800 5,800 5,800 11,500 | 11,500 | 14,400 0 4,690 22.8 20.6
7 63
6+6+6+6+
66,600 6,300 6,300 6,300 6,300 12,700 12,700 15,900 0 5,430 26.5 240
12+12+15
6+6+6+9+
60,600 9+9+18 5,800 5,800 5,800 8,700 8,700 8,700 17,300 0 4,690 22.8 20.6
7 63
6+6+6+9+
66,600 9+9+18 6,300 6,300 6,300 9,500 9,500 9,500 19,000 0 5,430 26.5 240
6+6+6+9+
60,600 9+12+15 5,800 5,800 5,800 8,700 8,700 11,500 | 14,400 0 4,690 22.8 20.6
7 63
6+6+6+9+
66,600 9+12+15 6,300 6,300 6,300 9,500 9,500 12,700 | 15,900 0 5,430 26.5 24.0
6+6+6+9+
60,600 12 +12+ 12 5,800 5,800 5,800 8,700 11,500 | 11,500 | 11,500 0 4,690 22.8 20.6
7 63
6+6+6+9+
66,600 6,300 6,300 6,300 9,500 12,700 | 12,700 | 12,700 0 5,430 26.5 24.0
12+12+12
6+6+9+9+
60,600 9+9+15 5,800 5,800 8,700 8,700 8,700 8,700 14,400 0 4,690 22.8 20.6
7 63
6+6+9+9+
66,600 9+9+15 6,300 6,300 9,500 9,500 9,500 9,500 15,900 0 5,430 26.5 24.0
6+6+9+9+
60,600 9+12+12 5,800 5,800 8,700 8,700 8,700 11,500 | 11,500 0 4,690 22.8 20.6
7 63
6+6+9+9+
66,600 9+12+12 6,300 6,300 9,500 9,500 9,500 12,700 | 12,700 0 5,430 26.5 24.0
6+9+9+9+
60,600 9+9+12 5,800 8,700 8,700 8,700 8,700 8,700 11,500 0 4,690 22.8 20.6
7 63
6+9+9+9+
66,600 9+9+12 6,300 9,500 9,500 9,500 9,500 9,500 12,700 0 5,430 26.5 24.0
9+9+9+9+
60,600 0+9+9 8,700 8,700 8,700 8,700 8,700 8,700 8,700 0 4,690 22.8 20.6
7 63
9+9+9+9+
66,600 9+9+9 9,500 9,500 9,500 9,500 9,500 9,500 9,500 0 5,430 26.5 24.0
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+6+
61,200 6+6+30 5,600 5,600 5,600 5,600 5,600 5,600 27,800 0 4,700 22.8 20.7
7 66
6+6+6+6+
67,200 6+6+30 6,000 6,000 6,000 6,000 6,000 6,000 31,000 0 5,410 26.4 239
6+6+6+6+
61,200 5,600 5,600 5,600 5,600 5,600 11,100 | 22,300 0 4,700 22.8 20.7
6+12+24
7 66
6+6+6+6+
67,200 6,100 6,100 6,100 6,100 6,100 12,200 | 24,400 0 5,410 26.4 239
6+12+24
6+6+6+6+
61,200 6+18 + 18 5,600 5,600 5,600 5,600 5,600 16,700 | 16,700 0 4,700 22.8 20.7
7 66
6+6+6+6+
67,200 6,100 6,100 6,100 6,100 6,100 18,300 18,300 0 5,410 26.4 239
6+18+18
6+6+6+6+
61,200 9+9+24 5,600 5,600 5,600 5,600 8,300 8,300 22,300 0 4,700 22.8 20.7
7 66
6+6+6+6+
67,200 6,100 6,100 6,100 6,100 9,200 9,200 24,400 0 5,410 26.4 239
9+9+24
6+6+6+6+
61,200 9+ 15+ 18 5,600 5,600 5,600 5,600 8,300 13,900 | 16,700 0 4,700 22.8 20.7
7 66
6+6+6+6+
67,200 9+15+ 18 6,100 6,100 6,100 6,100 9,200 15,300 | 18,300 0 5,410 26.4 23.9
6+6+6+6+
61,200 5,600 5,600 5,600 5,600 11,100 | 11,100 | 16,700 0 4,700 22.8 20.7
12+12+18
7 66
6+6+6+6+
67,200 6,100 6,100 6,100 6,100 12,200 | 12,200 | 18,300 0 5,410 26.4 23.9
12+12+18
6+6+6+6+
61,200 12+ 15+ 15 5,600 5,600 5,600 5,600 11,100 | 13,900 | 13,900 0 4,700 22.8 20.7
7 66
6+6+6+6+
67,200 6,100 6,100 6,100 6,100 12,200 | 15,300 | 15,300 0 5,410 26.4 23.9
12+15+15
6+6+6+9+
61,200 9+12+18 5,600 5,600 5,600 8,300 8,300 11,100 | 16,700 0 4,700 22.8 20.7
7 66
6+6+6+9+
67,200 9+12+18 6,100 6,100 6,100 9,200 9,200 12,200 | 18,300 0 5,410 26.4 23.9
6+6+6+9+
61,200 9+ 15+ 15 5,600 5,600 5,600 8,300 8,300 13,900 | 13,900 0 4,700 22.8 20.7
7 66
6+6+6+9+
67,200 9+15+ 15 6,100 6,100 6,100 9,200 9,200 15,300 | 15,300 0 5,410 26.4 23.9
6+6+6+9+
61,200 5,600 5,600 5,600 8,300 11,100 | 11,100 | 13,900 0 4,700 22.8 20.7
12+12+15
7 66
6+6+6+9+
67,200 6,100 6,100 6,100 9,200 12,200 12,200 15,300 0 5,410 26.4 239
12+12+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+6+12+
61,200 5,600 5,600 5,600 11,100 11,100 11,100 11,100 0 4,700 22.8 20.7
12+12+12
7 66
6+6+6+12+
67,200 6,100 6,100 6,100 12,200 12,200 12,200 12,200 0 5,410 26.4 239
12+12+12
6+6+9+9+
61,200 9+9+18 5,600 5,600 8,300 8,300 8,300 8,300 16,700 0 4,700 22.8 20.7
7 66
6+6+9+9+
67,200 9+9+18 6,100 6,100 9,200 9,200 9,200 9,200 18,300 0 5,410 26.4 239
6+6+9+9+
61,200 9+12415 5,600 5,600 8,300 8,300 8,300 11,100 | 13,900 0 4,700 22.8 20.7
7 66
6+6+9+9+
67,200 9+12+15 6,100 6,100 9,200 9,200 9,200 12,200 15,300 0 5,410 26.4 239
6+6+9+9+
61,200 5,600 5,600 8,300 8,300 11,100 | 11,100 | 11,100 0 4,700 22.8 20.7
12+12+12
7 66
6+6+9+9+
67,200 6,100 6,100 9,200 9,200 12,200 12,200 12,200 0 5,410 26.4 239
12+12+12
6+9+9+9+
61,200 9+9+15 5,600 8,300 8,300 8,300 8,300 8,300 13,900 0 4,700 22.8 20.7
7 66
6+9+9+9+
67,200 9+9+15 6,100 9,200 9,200 9,200 9,200 9,200 15,300 0 5,410 26.4 23.9
6+9+9+9+
61,200 9+ 12412 5,600 8,300 8,300 8,300 8,300 11,100 | 11,100 0 4,700 22.8 20.7
7 66
6+9+9+9+
67,200 9+12+12 6,100 9,200 9,200 9,200 9,200 12,200 | 12,200 0 5,410 26.4 23.9
9+9+9+9+
61,200 0+9+12 8,300 8,300 8,300 8,300 8,300 8,300 11,100 0 4,700 22.8 20.7
7 66
9+9+9+9+
67,200 9+9+12 9,200 9,200 9,200 9,200 9,200 9,200 12,200 0 5,410 26.4 23.9
6+6+6+6+
61,800 6+9+30 5,400 5,400 5,400 5,400 5,400 8,100 26,900 0 4,700 22.8 20.7
7 69
6+6+6+6+
67,800 6+9+30 5,800 5,800 5,800 5,800 5,800 8,700 29,900 0 5,410 26.4 23.9
6+6+6+6+
61,800 6+ 15 + 24 5,400 5,400 5,400 5,400 5,400 13,400 | 21,500 0 4,700 22.8 20.7
7 69
6+6+6+6+
67,800 5,900 5,900 5,900 5,900 5,900 14,700 | 23,600 0 5,410 26.4 23.9
6+15+24
6+6+6+6+
61,800 5,400 5,400 5,400 5,400 8,100 10,700 | 21,500 0 4,700 22.8 20.7
9+12+24
7 69
6+6+6+6+
67,800 5,900 5,900 5,900 5,900 8,800 11,800 23,600 0 5,410 26.4 239
9+12+24
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+6+
61,800 0+18+18 5,400 5,400 5,400 5,400 8,100 16,100 | 16,100 0 4,700 22.8 20.7
7 69
6+6+6+6+
67,800 9+18 +18 5,900 5,900 5,900 5,900 8,800 17,700 17,700 0 5,410 26.4 239
6+6+6+6+
61,800 5,400 5,400 5,400 5,400 10,700 13,400 16,100 0 4,700 22.8 20.7
12+15+18
7 69
6+6+6+6+
67,800 5,900 5,900 5,900 5,900 11,800 14,700 17,700 0 5,410 26.4 239
12+15+18
6+6+6+6+
61,800 15+ 15+ 15 5,400 5,400 5,400 5,400 13,400 | 13,400 | 13,400 0 4,700 22.8 20.7
7 69
6+6+6+6+
67,800 5,900 5,900 5,900 5,900 14,700 14,700 14,700 0 5,410 26.4 239
15+15+15
6+6+6+9+
61,800 9+9+24 5,400 5,400 5,400 8,100 8,100 8,100 21,500 0 4,700 22.8 20.7
7 69
6+6+6+9+
67,800 0+9+24 5,900 5,900 5,900 8,800 8,800 8,800 23,600 0 5,410 26.4 239
6+6+6+9+
61,800 9+15+ 18 5,400 5,400 5,400 8,100 8,100 13,400 | 16,100 0 4,700 22.8 20.7
7 69
6+6+6+9+
67,800 9+15+ 18 5,900 5,900 5,900 8,800 8,800 14,700 | 17,700 0 5,410 26.4 23.9
6+6+6+9+
61,800 5,400 5,400 5,400 8,100 10,700 | 10,700 | 16,100 0 4,700 22.8 20.7
12+12+18
7 69
6+6+6+9+
67,800 5,900 5,900 5,900 8,800 11,800 | 11,800 | 17,700 0 5,410 26.4 23.9
12+12+18
6+6+6+12+
61,800 12 +12+15 5,400 5,400 5,400 10,700 | 10,700 | 10,700 | 13,400 0 4,700 22.8 20.7
7 69
6+6+6+12+
67,800 5,900 5,900 5,900 11,800 | 11,800 | 11,800 | 14,700 0 5,410 26.4 23.9
12+12+15
6+6+9+9+
61,800 9+12+18 5,400 5,400 8,100 8,100 8,100 10,700 | 16,100 0 4,700 22.8 20.7
7 69
6+6+9+9+
67,800 9+12+18 5,900 5,900 8,800 8,800 8,800 11,800 | 17,700 0 5,410 26.4 23.9
6+6+9+9+
61,800 9+15+15 5,400 5,400 8,100 8,100 8,100 13,400 | 13,400 0 4,700 22.8 20.7
7 69
6+6+9+9+
67,800 9+15+ 15 5,900 5,900 8,800 8,800 8,800 14,700 | 14,700 0 5,410 26.4 23.9
6+6+9+9+
61,800 5,400 5,400 8,100 8,100 10,700 | 10,700 | 13,400 0 4,700 22.8 20.7
12+12+15
7 69
6+6+9+9+
67,800 5,900 5,900 8,800 8,800 11,800 11,800 14,700 0 5,410 26.4 239
12+12+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+9+9+9+
61,800 9+9+18 5,400 8,100 8,100 8,100 8,100 8,100 16,100 0 4,700 22.8 20.7
7 69
6+9+9+9+
67,800 9+9+18 5,900 8,800 8,800 8,800 8,800 8,800 17,700 0 5,410 26.4 239
6+9+9+9+
61,800 5,400 8,100 8,100 8,100 8,100 10,700 13,400 0 4,700 22.8 20.7
9+12+15
7 69
6+9+9+9+
67,800 9+12+15 5,900 8,800 8,800 8,800 8,800 11,800 14,700 0 5,410 26.4 239
6+9+9+9+
61,800 5,400 8,100 8,100 8,100 10,700 | 10,700 | 10,700 0 4,700 22.8 20.7
12+12+12
7 69
6+9+9+9+
67,800 5,900 8,800 8,800 8,800 11,800 11,800 11,800 0 5,410 26.4 239
12+12+12
9+9+9+9+
61,800 9+9+15 8,100 8,100 8,100 8,100 8,100 8,100 13,400 0 4,700 22.8 20.7
7 69
9+9+9+9+
67,800 9+9+15 8,800 8,800 8,800 8,800 8,800 8,800 14,700 0 5,410 26.4 239
9+9+9+9+
61,800 9+ 12412 8,100 8,100 8,100 8,100 8,100 10,700 | 10,700 0 4,700 22.8 20.7
7 69
9+9+9+9+
67,800 9+12+12 8,800 8,800 8,800 8,800 8,800 11,800 | 11,800 0 5,410 26.4 23.9
6+6+6+6+
62,400 6+6+36 5,200 5,200 5,200 5,200 5,200 5,200 31,200 0 4,700 22.8 20.7
7 72
6+6+6+6+
68,400 6+6+36 5,600 5,600 5,600 5,600 5,600 5,600 34,900 0 5,410 26.4 23.9
6+6+6+6+
62,400 6+ 12 +30 5,200 5,200 5,200 5,200 5,200 10,400 | 26,000 0 4,700 22.8 20.7
7 72
6+6+6+6+
68,400 5,600 5,600 5,600 5,600 5,600 11,300 | 28,900 0 5,410 26.4 23.9
6+ 12+ 30
6+6+6+6+
62,400 6+ 18 + 24 5,200 5,200 5,200 5,200 5,200 15,600 | 20,800 0 4,700 22.8 20.7
7 72
6+6+6+6+
68,400 5,700 5,700 5,700 5,700 5,700 17,100 | 22,800 0 5,410 26.4 23.9
6+18+24
6+6+6+6+
62,400 9+9+30 5,200 5,200 5,200 5,200 7,800 7,800 26,000 0 4,700 22.8 20.7
7 72
6+6+6+6+
68,400 9+9+30 5,600 5,600 5,600 5,600 8,500 8,500 28,900 0 5,410 26.4 23.9
6+6+6+6+
62,400 5,200 5,200 5,200 5,200 7,800 13,000 | 20,800 0 4,700 22.8 20.7
9+15+24
7 72
6+6+6+6+
68,400 5,700 5,700 5,700 5,700 8,600 14,300 | 22,800 0 5,410 26.4 239
9+15+24
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUMH] o
Combination
(x1000)
62400 |°016*8*6* 1 5000 | 5200 | 5200 | 5200 | 10400 | 10400 | 20,800 0 4700 228 20.7
, roe12+04 | B , , , , , , , : .
7 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 11,400 | 11,400 | 22,800 0 5410 26.4 23.9
12+12+24
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 10,400 | 15,600 | 15,600 0 4,700 228 207
12+18+18
7 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 11,400 | 17,100 | 17,100 0 5410 26.4 23.9
12+18+ 18
6+6+6+6+
62400 |70 U | 5200 | 5200 | 5200 | 5200 | 13,000 | 13,000 | 15,600 0 4,700 228 20.7
7 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 14,300 | 14,300 | 17,100 0 5410 26.4 239
15+ 15+ 18
6+6+6+0+
62,400 os1240a | 5200 | 5200 | 5200 | 7800 | 7,800 | 10,400 | 20,800 0 4,700 228 20.7
7 72
6+6+6+9+
68,400 5700 | 5700 | 5700 | 8600 | 8600 | 11,400 | 22,800 0 5,410 26.4 239
9+12+24
6+6+6+9+
62,400 os184+1g | 5200 | 5200 | 5200 | 7800 | 7,800 | 15600 | 15,600 0 4,700 228 20.7
7 72
6+6+6+9+
68,400 or18+1s | 5700 | 5700 | 5700 | 8600 | 8600 | 17,100 | 17,100 0 5,410 26.4 239
6+6+6+9+
62400 | ° 07 7 7| 5200 | 5200 | 5200 | 7,800 | 13,000 | 13,000 | 13,000 0 4,700 228 207
7 72
6+6+6+9+
68,400 5700 | 5700 | 5700 | 8600 | 14,300 | 14,300 | 14,300 0 5,410 26.4 239
15+ 15+ 15
6+6+6+12+
62400 |7 ) 0 45 | 5200 | 5200 | 5200 | 10400 | 10,400 | 10,400 | 15600 0 4,700 228 207
7 72
6+6+6+12+
68,400 5700 | 5700 | 5700 | 11,400 | 11,400 | 11,400 | 17,100 0 5410 26.4 23.9
12+12+18
6+6+6+12+
62400 |72 12| 5200 | 5200 | 5200 | 10400 | 10,400 | 13,000 | 13,000 0 4,700 228 207
7 72
6+6+6+12+
68,400 5700 | 5700 | 5700 | 11,400 | 11,400 | 14,300 | 14,300 0 5410 26.4 23.9
12+15+15
6+6+9+0+
62,400 or0so4 | 5200 | 5200 | 7,800 | 7800 | 7,800 | 7,800 | 20,800 0 4,700 228 207
7 72
6+6+9+9+
68,400 0r0so4 | 5700 | 5700 | 8600 | 8600 | 8600 | 8600 | 22,800 0 5410 26.4 239
6+6+9+0+
62,400 o+154+1g | 5200 | 5200 | 7800 | 7800 | 7,800 | 13,000 | 15600 0 4,700 228 207
7 72
6+6+9+9+
68,400 5700 | 5700 | 8600 | 8600 | 8600 | 14,300 | 17,100 0 5410 26.4 23.9
9+15+18
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+9+
62,400 12 +12 + 18 5,200 5,200 7,800 7,800 10,400 | 10,400 | 15,600 0 4,700 22.8 20.7
7 72
6+6+9+9+
68,400 5,700 5,700 8,600 8,600 11,400 11,400 17,100 0 5,410 26.4 239
12+12+18
6+6+9+9+
62,400 5,200 5,200 7,800 7,800 10,400 13,000 13,000 0 4,700 22.8 20.7
12+15+15
7 72
6+6+9+9+
68,400 5,700 5,700 8,600 8,600 11,400 14,300 14,300 0 5,410 26.4 239
12+15+15
6+9+9+9+
62,400 9+12+18 5,200 7,800 7,800 7,800 7,800 10,400 | 15,600 0 4,700 22.8 20.7
7 72
6+9+9+9+
68,400 9+12+18 5,700 8,600 8,600 8,600 8,600 11,400 17,100 0 5,410 26.4 239
6+9+9+9+
62,400 9+15+ 15 5,200 7,800 7,800 7,800 7,800 13,000 | 13,000 0 4,700 22.8 20.7
7 72
6+9+9+9+
68,400 9+15+ 15 5,700 8,600 8,600 8,600 8,600 14,300 14,300 0 5,410 26.4 239
6+9+9+9+
62,400 12 +12+15 5,200 7,800 7,800 7,800 10,400 | 10,400 | 13,000 0 4,700 22.8 20.7
7 72
6+9+9+9+
68,400 5,700 8,600 8,600 8,600 11,400 | 11,400 | 14,300 0 5,410 26.4 23.9
12+12+15
9+9+9+9+
62,400 9+9+18 7,800 7,800 7,800 7,800 7,800 7,800 15,600 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 9+9+18 8,600 8,600 8,600 8,600 8,600 8,600 17,100 0 5,410 26.4 23.9
9+9+9+9+
62,400 9+12+15 7,800 7,800 7,800 7,800 7,800 10,400 | 13,000 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 9+12+15 8,600 8,600 8,600 8,600 8,600 11,400 | 14,300 0 5,410 26.4 23.9
9+9+9+9+
62,400 12 +12+12 7,800 7,800 7,800 7,800 10,400 | 10,400 | 10,400 0 4,700 22.8 20.7
7 72
9+9+9+9+
68,400 8,600 8,600 8,600 8,600 11,400 | 11,400 | 11,400 0 5,410 26.4 23.9
12+12+12
6+6+6+6+
63,000 6+9+36 5,000 5,000 5,000 5,000 5,000 7,600 30,200 0 4,700 22.8 20.7
7 75
6+6+6+6+
69,000 6+9+36 5,400 5,400 5,400 5,400 5,400 8,100 33,800 0 5,410 26.4 23.9
6+6+6+6+
63,000 6+ 15+ 30 5,000 5,000 5,000 5,000 5,000 12,600 | 25,200 0 4,700 22.8 20.7
7 75
6+6+6+6+
69,000 5,500 5,500 5,500 5,500 5,500 13,700 | 28,000 0 5,410 26.4 239
6+ 15+ 30
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-140

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+6+6+
63,000 9+12+30 5,000 5,000 5,000 5,000 7,600 10,100 | 25,200 0 4,700 22.8 20.7
7 75
6+6+6+6+
69,000 5,500 5,500 5,500 5,500 8,200 10,900 | 28,000 0 5,410 26.4 239
9+12+30
6+6+6+6+
63,000 5,000 5,000 5,000 5,000 7,600 15,100 | 20,200 0 4,700 22.8 20.7
9+18+24
7 75
6+6+6+6+
69,000 5,500 5,500 5,500 5,500 8,300 16,600 [ 22,100 0 5,410 26.4 239
9+18+24
6+6+6+6+
63,000 5,000 5,000 5,000 5,000 10,100 | 12,600 | 20,200 0 4,700 22.8 20.7
12+15+24
7 75
6+6+6+6+
69,000 5,500 5,500 5,500 5,500 11,000 13,800 | 22,100 0 5,410 26.4 239
12+15+24
6+6+6+6+
63,000 5,000 5,000 5,000 5,000 12,600 | 15,100 | 15,100 0 4,700 22.8 20.7
15+ 18+ 18
7 75
6+6+6+6+
69,000 5,500 5,500 5,500 5,500 13,800 16,600 16,600 0 5,410 26.4 239
15+ 18+ 18
6+6+6+9+
63,000 9+9+30 5,000 5,000 5,000 7,600 7,600 7,600 25,200 0 4,700 22.8 20.7
7 75
6+6+6+9+
69,000 9+9+30 5,500 5,500 5,500 8,200 8,200 8,200 28,000 0 5,410 26.4 23.9
6+6+6+9+
63,000 0+ 15+ 24 5,000 5,000 5,000 7,600 7,600 12,600 | 20,200 0 4,700 22.8 20.7
7 75
6+6+6+9+
69,000 5,500 5,500 5,500 8,300 8,300 13,800 | 22,100 0 5,410 26.4 23.9
9+15+24
6+6+6+9+
63,000 5,000 5,000 5,000 7,600 10,100 | 10,100 | 20,200 0 4,700 22.8 20.7
12+12+24
7 75
6+6+6+9+
69,000 5,500 5,500 5,500 8,300 11,000 | 11,000 | 22,100 0 5,410 26.4 23.9
12+12+24
6+6+6+9+
63,000 15+ 15+ 18 5,000 5,000 5,000 7,600 12,600 | 12,600 | 15,100 0 4,700 22.8 20.7
7 75
6+6+6+9+
69,000 5,500 5,500 5,500 8,300 13,800 | 13,800 | 16,600 0 5,410 26.4 23.9
15+15+18
6+6+6+12+
63,000 12+ 15+ 18 5,000 5,000 5,000 10,100 | 10,100 | 12,600 | 15,100 0 4,700 22.8 20.7
7 75
6+6+6+12+
69,000 5,500 5,500 5,500 11,000 | 11,000 | 13,800 | 16,600 0 5,410 26.4 23.9
12+15+18
6+6+6+12+
63,000 15+ 15+ 15 5,000 5,000 5,000 10,100 | 12,600 | 12,600 | 12,600 0 4,700 22.8 20.7
7 75
6+6+6+12+
69,000 5,500 5,500 5,500 11,000 13,800 13,800 13,800 0 5,410 26.4 239
15+15+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+9+
63,000 5,000 5,000 7,600 7,600 7,600 10,100 | 20,200 0 4,700 22.8 20.7
9+12+24
7 75
6+6+9+9+
69,000 5,500 5,500 8,300 8,300 8,300 11,000 | 22,100 0 5,410 26.4 239
9+12+24
6+6+9+9+
63,000 9+18+18 5,000 5,000 7,600 7,600 7,600 15,100 15,100 0 4,700 22.8 20.7
7 75
6+6+9+9+
69,000 9+18 +18 5,500 5,500 8,300 8,300 8,300 16,600 16,600 0 5,410 26.4 239
6+6+9+9+
63,000 12+ 15+ 18 5,000 5,000 7,600 7,600 10,100 | 12,600 | 15,100 0 4,700 22.8 20.7
7 75
6+6+9+9+
69,000 5,500 5,500 8,300 8,300 11,000 13,800 16,600 0 5,410 26.4 239
12+15+18
6+6+9+9+
63,000 15+ 15+ 15 5,000 5,000 7,600 7,600 12,600 | 12,600 | 12,600 0 4,700 22.8 20.7
7 75
6+6+9+9+
69,000 5,500 5,500 8,300 8,300 13,800 13,800 13,800 0 5,410 26.4 239
15+15+15
6+9+9+9+
63,000 9+9+24 5,000 7,600 7,600 7,600 7,600 7,600 20,200 0 4,700 22.8 20.7
7 75
6+9+9+9+
69,000 9+9+24 5,500 8,300 8,300 8,300 8,300 8,300 22,100 0 5,410 26.4 23.9
6+9+9+9+
63,000 9+ 15+ 18 5,000 7,600 7,600 7,600 7,600 12,600 | 15,100 0 4,700 22.8 20.7
7 75
6+9+9+9+
69,000 0+15+ 18 5,500 8,300 8,300 8,300 8,300 13,800 | 16,600 0 5,410 26.4 23.9
6+9+9+9+
63,000 12+12+18 5,000 7,600 7,600 7,600 10,100 | 10,100 | 15,100 0 4,700 22.8 20.7
7 75
6+9+9+9+
69,000 5,500 8,300 8,300 8,300 11,000 | 11,000 | 16,600 0 5,410 26.4 23.9
12+12+18
6+9+9+9+
63,000 12+ 15+ 15 5,000 7,600 7,600 7,600 10,100 | 12,600 | 12,600 0 4,700 22.8 20.7
7 75
6+9+9+9+
69,000 5,500 8,300 8,300 8,300 11,000 | 13,800 | 13,800 0 5,410 26.4 23.9
12+15+15
9+9+9+9+
63,000 0+12+18 7,600 7,600 7,600 7,600 7,600 10,100 | 15,100 0 4,700 22.8 20.7
7 75
9+9+9+9+
69,000 9+12+18 8,300 8,300 8,300 8,300 8,300 11,000 | 16,600 0 5,410 26.4 23.9
9+9+9+9+
63,000 9+15+15 7,600 7,600 7,600 7,600 7,600 12,600 | 12,600 0 4,700 22.8 20.7
7 75
9+9+9+9+
69,000 9+15+ 15 8,300 8,300 8,300 8,300 8,300 13,800 13,800 0 5,410 26.4 239
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°§;Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUMH] o
Combination
(x1000)
9+9+9+9+
63,000 7,600 | 7,600 | 7,600 | 7,600 | 10,100 | 10,100 | 12,600 0 4,700 228 207
12 +12+15
7 75
9+9+9+9+
69,000 8300 | 8300 | 8300 | 8300 | 11,000 | 11,000 | 13,800 0 5410 26.4 23.9
12 +12+15
9+9+9+12+
63,000 7600 | 7,600 | 7,600 | 10,100 | 10,100 | 10,100 | 10,100 0 4,700 2238 207
12 +12+ 12
7 75
9+9+9+12+
69,000 8300 | 8300 | 8300 | 11,000 | 11,000 | 11,000 | 11,000 0 5410 26.4 239
12 +12+ 12
9+9+9+12+
63000 |° 7707 05" 7.600 | 7,600 | 7,600 | 10,100 | 10,100 | 10,100 | 10,100 0 4,700 228 20.7
7 75
9+9+9+12+
69,000 8300 | 8300 | 8300 | 11,000 | 11,000 | 11,000 | 11,000 0 5410 26.4 23.9
12 +12+ 12
6+6+6+6+
63,600 6i12436 | 4900 | 4900 | 4900 | 4900 | 4900 | 9800 | 29,400 0 4,690 228 206
7 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 5300 | 10,500 | 32,800 0 5,410 26.4 239
6+12+36
6+6+6+6+
63,600 6i18430 | 4900 | 4900 | 4900 | 4900 | 4,900 | 14700 | 24,500 0 4,690 228 206
7 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 5300 | 15900 | 27,200 0 5410 26.4 239
6+18+30
6+6+6+6+
63,600 4,900 | 4,900 | 4900 | 4,900 | 4,900 | 19,600 | 19,600 0 4,690 228 206
6+ 24 + 24
7 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 5400 | 21,400 | 21,400 0 5410 26.4 239
6+24+24
6+6+6+6+
63,600 0r 0436 | 4900 | 4900 | 4900 | 4900 | 7300 | 7,300 | 29,400 0 4,690 228 206
7 78
6+6+6+6+
69,600 or043s | 5300 | 5300 | 5300 | 5300 | 7900 | 7,900 | 32,800 0 5410 26.4 239
6+6+6+6+
63,600 os15430 | 4900 | 4900 | 4800 | 4900 | 7,300 | 12,200 | 24,500 0 4,690 228 206
7 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 8000 | 13,300 | 27,200 0 5410 26.4 239
9+15+30
6+6+6+6+
63,600 4900 | 4900 | 4900 | 4,900 | 9800 | 9,800 | 24,500 0 4,690 228 206
12+ 12+ 30
7 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 10,600 | 10,600 | 27,200 0 5410 26.4 239
12 +12+ 30
63600 |°016*6%6* 1 4000 | 4900 | 4900 | 4000 | 9,800 | 14,700 | 19,600 0 4,690 228 206
, 12e18400 | & , , : , , , , : .
7 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 10,700 | 16,100 | 21,400 0 5410 26.4 23.9
12 +18 + 24
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°::a; Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] "
Combination
(x1000)
6+6+9+9+
63,600 4,900 4,900 7,300 7,300 7,300 12,200 | 19,600 0 4,690 22.8 20.6
9+15+24
7 78
6+6+9+9+
69,600 5,400 5,400 8,000 8,000 8,000 13,400 | 21,400 0 5,410 26.4 239
9+15+24
6+6+9+9+
63,600 4,900 4,900 7,300 7,300 9,800 9,800 19,600 0 4,690 22.8 20.6
12+12+24
7 78
6+6+9+9+
69,600 5,400 5,400 8,000 8,000 10,700 10,700 | 21,400 0 5,410 26.4 239
12+12+24
6+6+9+9+
63,600 12 +18+ 18 4,900 4,900 7,300 7,300 9,800 14,700 | 14,700 0 4,690 22.8 20.6
7 78
6+6+9+9+
69,600 5,400 5,400 8,000 8,000 10,700 16,100 16,100 0 5,410 26.4 239
12+18+18
6+6+9+9+
63,600 15+ 15+ 18 4,900 4,900 7,300 7,300 12,200 | 12,200 | 14,700 0 4,690 22.8 20.6
7 78
6+6+9+9+
69,600 5,400 5,400 8,000 8,000 13,400 13,400 16,100 0 5,410 26.4 239
15+ 15+ 18
6+9+9+9+
63,600 4,900 7,300 7,300 7,300 7,300 9,800 19,600 0 4,690 22.8 20.6
9+12+24
7 78
6+9+9+9+
69,600 5,400 8,000 8,000 8,000 8,000 10,700 | 21,400 0 5,410 26.4 23.9
9+12+24
6+9+9+9+
63,600 0+18+18 4,900 7,300 7,300 7,300 7,300 14,700 | 14,700 0 4,690 22.8 20.6
7 78
6+9+9+9+
69,600 0+18 + 18 5,400 8,000 8,000 8,000 8,000 16,100 | 16,100 0 5,410 26.4 23.9
6+9+9+9+
63,600 12 +15+18 4,900 7,300 7,300 7,300 9,800 12,200 | 14,700 0 4,690 22.8 20.6
7 78
6+9+9+9+
69,600 5,400 8,000 8,000 8,000 10,700 | 13,400 | 16,100 0 5,410 26.4 23.9
12+15+18
6+9+9+9+
63,600 15 + 15+ 15 4,900 7,300 7,300 7,300 12,200 | 12,200 | 12,200 0 4,690 22.8 20.6
7 78
6+9+9+9+
69,600 5,400 8,000 8,000 8,000 13,400 | 13,400 | 13,400 0 5,410 26.4 23.9
15+ 15+ 15
9+9+9+9+
63,600 0+9+24 7,300 7,300 7,300 7,300 7,300 7,300 19,600 0 4,690 22.8 20.6
7 78
9+9+9+9+
69,600 9+9+24 8,000 8,000 8,000 8,000 8,000 8,000 21,400 0 5,410 26.4 23.9
9+9+9+9+
63,600 0+15+18 7,300 7,300 7,300 7,300 7,300 12,200 | 14,700 0 4,690 22.8 20.6
7 78
9+9+9+9+
69,600 9+15+ 18 8,000 8,000 8,000 8,000 8,000 13,400 16,100 0 5,410 26.4 239
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
9+9+9+9+
63,600 7,300 | 7,300 | 7,300 | 7,300 | 9,800 | 9,800 | 14,700 0 4,690 228 206
12+12+18
7 78
9+9+9+9+
69,600 8,000 | 8000 | 8000 | 8000 | 10,700 | 10,700 | 16,100 0 5410 26.4 23.9
12412 +18
9+9+9+9+
63,600 7,300 | 7,300 | 7,300 | 7,300 | 9,800 | 12,200 | 12,200 0 4,690 228 206
12+15+15
7 78
9+9+9+9+
69,600 8,000 | 8000 | 8000 | 8000 | 10,700 | 13,400 | 13,400 0 5410 26.4 23.9
12+15 + 15
9+9+9+12+
63,600 7300 | 7,300 | 7,300 | 9,800 | 9,800 | 9,800 | 12,200 0 4,690 228 20.6
12+12+15
7 78
9+9+9+12+
69,600 8,000 | 8000 | 8000 | 10,700 | 10,700 | 10,700 | 13,400 0 5410 26.4 23.9
12412 +15
9+9+12+12
63,600 7,300 | 7,300 | 9,800 | 9,800 | 9,800 | 9,800 | 9,800 0 4,690 228 20.6
12412412
7 78
9+9+12+12
69,600 8,000 | 8000 | 10,700 | 10,700 | 10,700 | 10,700 | 10,700 0 5,410 26.4 23.9
12412412
6+6+6+6+
48,000 6,000 | 6,000 | 6000 | 6000 | 6000 | 6000 | 6000 | 6000 | 4,340 21.1 19.1
6+6+6+6
8 48
6+6+6+6+
53,100 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 6600 | 6600 | 4474 21.8 19.8
6+6+6+6
6+6+6+6+
51,000 6,000 | 6000 | 6000 | 6,000 | 6000 | 6000 | 6000 | 9,000 | 4480 21.8 19.7
6+6+6+9
8 51
6+6+6+6+
56,400 6,600 | 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 10,000 | 4,718 23.0 20.8
6+6+6+9
6+6+6+6+
54,000 6,000 | 6000 | 6000 | 6000 | 6000 | 6000 | 6000 | 12,000 | 4,580 223 20.1
6+6+6+12
8 54
6+6+6+6+
59,700 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 6600 | 13300 | 4,962 24.2 21.9
6+6+6+12
6+6+6+6+
54,000 6,000 | 6000 | 6000 | 6,000 | 6000 | 6000 | 9,000 | 9,000 | 4580 223 20.1
6+6+9+9
8 54
6+6+6+6+
59,700 6,600 | 6600 | 6600 | 6,600 | 6600 | 6600 | 10,000 | 10,000 | 4,962 24.2 21.9
6+6+9+9
57000 |8*6*6*6*1 o000 | 6000 | 6000 | 6000 | 6000 | 6000 | 6000 | 15000 | 4630 25 20.4
: +0s6415 | & , , , , , , , , : .
8 57
6+6+6+6+
63,000 6,600 | 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 16,600 | 5206 25.4 23.0
6+6+6+15
57000 |8*6*6*6*) o000 | 6000 | 6000 | 6000 | 6000 | 6000 | 9,000 | 12,000 | 4630 225 20.4
, 6+6s9+12 | & , , : , : , : , : .
8 57
6+6+6+6+
63,000 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 9900 | 13300 | 5206 25.4 23.0
6+6+9+12
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
6+6+6+6+
57,000 6,000 | 6,000 | 6000 | 6,000 | 6000 | 9,000 | 9,000 | 9,000 | 4630 225 204
6+9+9+9
8 57
6+6+6+6+
63,000 6,600 | 6600 | 6600 | 6600 | 6600 | 9,900 | 9,900 | 9,900 | 5206 25.4 23.0
6+9+9+9
6+6+6+6+
60,000 6,000 | 6000 | 6000 | 6,000 | 6000 | 6000 | 6000 | 18,000 | 4,680 228 206
6+6+6+18
8 60
6+6+6+6+
66,000 6,600 | 6600 | 6600 | 6,600 | 6600 | 6600 | 6600 | 19,800 | 5450 26.6 24.1
6+6+6+18
6+6+6+6+
60,000 6,000 | 6000 | 6000 | 6000 | 6000 | 6000 | 9,000 | 15000 | 4,680 228 206
6+6+9+15
8 60
6+6+6+6+
66,000 6,600 | 6600 | 6600 | 6600 | 6600 | 6600 | 9,900 | 16,500 | 5,450 26.6 24.1
6+6+9+15
6+6+6+6+
60,000 6,000 | 6000 | 6000 | 6,000 | 6000 | 6000 | 12,000 | 12,000 | 4,680 228 206
6+6+12+12
8 60
6+6+6+6+
66,000 6,600 | 6,600 | 6600 | 6600 | 6600 | 6600 | 13,200 | 13,200 | 5450 26.6 24.1
6+6+12+12
6+6+6+6+
60,000 6,000 | 6000 | 6000 | 6,000 | 6000 | 9,000 | 9,000 | 12,000 | 4,680 228 206
6+9+9+12
8 60
6+6+6+6+
66,000 6,600 | 6,600 | 6600 | 6,600 | 6600 | 9,900 | 9,900 | 13,200 | 5450 266 24.1
6+9+9+12
6+6+6+6+
60,000 6,000 | 6000 | 6000 | 6000 | 9,000 | 9,000 | 9,000 | 9000 | 4680 228 20.6
9+9+9+9
8 60
6+6+6+6+
66,000 6,600 | 6,600 | 6600 | 6600 | 9,900 | 9,900 | 9,900 | 9,900 | 5450 26.6 24.1
9+9+9+9
6+6+6+6+
60,600 5800 | 5800 | 5800 | 5800 | 5800 | 5800 | 8700 | 17,300 | 4,690 228 206
6+6+9+18
8 63
6+6+6+6+
66,600 6,300 | 6300 | 6300 | 6300 | 6300 | 6300 | 9,500 | 19,000 | 5430 26.5 24.0
6+6+9+18
6+6+6+6+
60,600 5800 | 5800 | 5800 | 5800 | 5800 | 5800 | 11,500 | 14,400 | 4,690 22.8 206
6+6+12+15
8 63
6+6+6+6+
66,600 6,300 | 6300 | 6300 | 6,300 | 6300 | 6300 | 12,700 | 15900 | 5430 26.5 24.0
6+6+12+15
60600 |0*E*6*E* I om0 | 5800 | 5800 | 5800 | 580 | 8700 | 8700 | 14400 | 4,690 28 206
, 6s0s0415 | 5 , , , , , , , , : :
8 63
6+6+6+6+
66,600 6,300 | 6300 | 6,300 | 6,300 | 6300 | 9,500 | 9,500 | 15900 | 5430 26.5 24.0
6+9+9+15
60600 |0*6*6*6* 1 se00 | 5800 | 5800 | 580 | 580 | 8700 | 11,500 | 11,500 | 4,690 228 20.6
, POPSDARNA , , , , , , , , : :
8 63
6+6+6+6+
66,600 6300 | 6300 | 6300 | 6300 | 6300 | 9500 | 12,700 | 12,700 | 5430 26.5 24.0
6+9+12+12
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUM] ne
Combination
(x1000)
60600 |°2*6*E6*6* I se00 | 5800 | 5800 | 5800 | 8700 | 8700 | 8700 | 11,500 | 4,690 228 206
, 9s0+0+12 | 5 , , : , : , , , : .
8 63
6+6+6+6+
66,600 6300 | 6300 | 6300 | 6300 | 9500 | 9500 | 9500 | 12,700 | 5430 265 24.0
9+9+9+12
6+6+6+9+
60,600 5800 | 5800 | 580 | 8700 | 8700 | 8700 | 8700 | 8700 | 4,690 228 206
9+9+9+9
8 63
6+6+6+9+
66,600 6300 | 6300 | 6300 | 9500 | 9500 | 9500 | 9500 | 9500 | 5430 265 24.0
9+9+9+9
6+6+6+6+
61,200 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 22,300 | 4700 228 20.7
6+6+6+24
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 6100 | 6100 | 6100 | 24400 | 5410 26.4 23.9
6+6+6+24
6+6+6+6+
61,200 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 11,100 | 16,700 | 4700 228 20.7
6+6+12+18
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 6100 | 6100 | 12,200 | 18300 | 5410 26.4 23.9
6+6+12+18
6+6+6+6+
61,200 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 13,900 | 13,900 | 4,700 228 20.7
6+6+15+15
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 6100 | 6,100 | 15300 | 15300 | 5410 26.4 239
6+6+15+15
6+6+6+6+
61,200 5600 | 5600 | 5600 | 5600 | 5600 | 8300 | 8300 | 16,700 | 4,700 228 20.7
6+9+0+18
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 6100 | 9,200 | 9200 | 18300 | 5410 26.4 23.9
6+9+0+18
6+6+6+6+
61,200 5600 | 5600 | 5600 | 5600 | 5600 | 8300 | 11,100 | 13,900 | 4,700 228 20.7
6+9+12+15
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6,100 | 6100 | 9,200 | 12,200 | 15300 | 5410 26.4 23.9
6+9+12+15
6+6+6+6+
61,200 | 6+12+12+ | 5600 | 5600 | 5600 | 5600 | 5600 | 11,100 | 11,100 | 11,00 | 4,700 228 20.7
12
8 66 6+6+6+6+
67,200 | 6+12+12+ | 6100 | 6100 | 6,100 | 6,100 | 6,100 | 12,200 | 12,200 | 12,200 | 5410 26.4 23.9
12
61200 |8*E*E+E*I Sem0 | 5600 | 5600 | 5600 | 8300 | 8300 | 8300 | 13900 | 4,700 228 20.7
, 9+0+9+15 | 5 : , ' , : , , , : .
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 9200 | 9,200 | 9200 | 15300 | 5410 26.4 23.9
9+9+9+15
61200 |8*6*6*6* 1 600 | 5600 | 5600 | 5600 | 8300 | 8300 | 11,100 | 11,100 | 4,700 228 20.7
, 0e9+12412| 5 ! , , , , , , , : .
8 66
6+6+6+6+
67,200 6100 | 6100 | 6100 | 6100 | 9200 | 9200 | 12200 | 12,200 | 5410 26.4 23.9
9+9+12+ 12
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUM] ne
Combination
(x1000)
61200 |8*6*E*O*I sem0 | 5600 | 5600 | 8300 | 8300 | 8300 | 8300 | 11,100 | 4,700 228 20.7
, 9s0+0+12 | 5 , , : , : , , , : .
8 66
6+6+6+9+
67,200 6100 | 6100 | 6100 | 9200 | 9200 | 9200 | 9200 | 12,200 | 5410 26.4 23.9
9+9+9+12
6+6+9+9+
61,200 5600 | 5600 | 8300 | 8300 | 8300 | 8300 | 8300 | 8300 | 4700 228 20.7
9+9+9+9
8 66
6+6+9+9+
67,200 6100 | 6100 | 9200 | 9200 | 9200 | 9200 | 9200 | 9200 | 5410 26.4 239
9+9+9+9
6+6+6+6+
61,800 5400 | 5400 | 5400 | 5400 | 5400 | 5400 | 8100 | 21,500 | 4,700 228 20.7
6+6+0+24
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 5900 | 5900 | 8800 | 23600 | 5410 26.4 23.9
6+6+09+24
6+6+6+6+
61,800 5400 | 5400 | 5400 | 5400 | 5400 | 5400 | 13.400 | 16100 | 4700 228 20.7
6+6+15+18
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 5900 | 5900 | 14700 | 17,700 | 5410 26.4 23.9
6+6+15+18
6+6+6+6+
61,800 5400 | 5400 | 5400 | 5400 | 5400 | 8100 | 10,700 | 16,100 | 4,700 228 20.7
6+9+12+18
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 5900 | 8800 | 11,800 | 17,700 | 5410 26.4 239
6+9+12+18
6+6+6+6+
61,800 5400 | 5400 | 5400 | 5400 | 5400 | 8100 | 13,400 | 13,400 | 4,700 228 20.7
6+9+15+15
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 5900 | 8800 | 14,700 | 14,700 | 5410 26.4 23.9
6+9+15+15
6+6+6+6+
61,800 | 6+12+12+ | 5400 | 5400 | 5400 | 5400 | 5400 | 10,700 | 10,700 | 13400 | 4,700 228 20.7
15
8 69 6+6+6+6+
67,800 | 6+12+12+ | 5900 | 5900 | 5900 | 5900 | 5900 | 11,800 | 11,800 | 14,700 | 5410 26.4 23.9
15
6+6+6+6+
61,800 5400 | 5400 | 5400 | 5400 | 8100 | 8100 | 8100 | 16,100 | 4,700 228 20.7
9+9+9+18
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 8800 | 8800 | 8800 | 17,700 | 5410 26.4 23.9
9+9+9+18
61800 |0F6*6 6 1 5400 | 5400 | 5400 | 5400 | 8100 | 8100 | 10700 | 13400 | 4,700 28 20.7
: 019+12415| 5 ! , , , , , , , : .
8 69
6+6+6+6+
67,800 5900 | 5900 | 5900 | 5900 | 8800 | 8800 | 11,800 | 14700 | 5410 26.4 23.9
9+9+12+15
61,800 |0*6*E*Ol 500 | 5400 | 5400 | 8100 | 8100 | 8100 | 8100 | 13400 | 4,700 228 20.7
, 9+0+94+15 | 5 , , , , , , , , : :
8 69
6+6+6+9+
67,800 5900 | 5900 | 5900 | 8800 | 8800 | 8800 | 8800 | 14700 | 5410 264 23.9
9+9+9+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
61,800 | 01669l 5400 | 5400 | 5400 | 8100 | 8100 | 8100 | 10,700 | 10,700 | 4,700 228 20.7
, 019+12+12| B , , ' , \ , , , : .
8 69
6+6+6+9+
67,800 5900 | 5900 | 5900 | 8800 | 8800 | 8800 | 11,800 | 11,800 | 5410 26.4 23.9
9+9+12+12
6+6+9+9+
61,800 5400 | 5400 | 8100 | 8100 | 87100 | 8100 | 87100 | 10,700 | 4,700 228 207
9+9+09+12
8 69
6+6+9+9+
67,800 5900 | 5900 | 8800 | 8800 | 8800 | 8800 | 8800 | 11,800 | 5410 26.4 23.9
9+9+9+12
6+9+9+0+
61,800 5400 | 87100 | 8100 | 8100 | 87100 | 8100 | 8100 | 8¢100 | 4700 228 207
9+9+9+9
8 69
6+9+9+9+
67,800 5900 | 8800 | 8800 | 8800 | 8800 | 8800 | 8800 | 8800 | 5410 26.4 23.9
9+9+9+9
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 5200 | 5200 | 5200 | 26,000 | 4,700 22.8 207
6+6+6+30
8 72
6+6+6+6+
68,400 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 28900 | 5410 26.4 239
6+6+6+30
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 5200 | 5200 | 10,400 | 20,800 | 4,700 228 207
6+6+12+24
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 5700 | 5700 | 11,400 | 22,800 | 5410 26.4 239
6+6+12+ 24
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 5200 | 5200 | 15600 | 15,600 | 4,700 228 20.7
6+6+18+18
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 5700 | 5700 | 17,100 | 17,100 | 5410 26.4 23.9
6+6+18+18
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 5200 | 7,800 | 7,800 | 20,800 | 4,700 22.8 207
6+9+9+24
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 5700 | 8600 | 8600 | 22,800 | 5410 26.4 23.9
6+9+9+24
6+6+6+6+
62,400 5200 | 5200 | 5200 | 5200 | 5200 | 7,800 | 13,000 | 15600 | 4,700 228 20.7
6+9+15+18
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 5700 | 8600 | 14,300 | 17,100 | 5410 26.4 23.9
6+9+15+18
6+6+6+6+
62,400 | 6+12+12+ | 5200 | 5200 | 5200 | 5200 | 5200 | 10,400 | 10,400 | 15,600 | 4,700 228 207
18
8 2 6+6+6+6+
68,400 | 6+12+12+ | 5700 | 5700 | 5700 | 5700 | 5700 | 11,400 | 11,400 | 17,100 | 5,410 26.4 23.9
18
62400 |8*6*6*6* 1 5000 | 5200 | 5200 | 5200 | 7,800 | 7,800 | 10,400 | 15600 | 4,700 228 20.7
: 049+12418| : , : , : , , , : :
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 8600 | 8600 | 11,400 | 17,100 | 5410 26.4 23.9
9+9+12+18
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
) [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTUM] | [BTUM] | [BTUMH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUM] ne
Combination
(x1000)
62400 |0F6*6*6* 1 5000 | 5200 | 5200 | 5200 | 7,800 | 7,800 | 13,000 | 13,000 | 4,700 228 20.7
, 0+0+15+15 , , : : : , , , : .
8 72
6+6+6+6+
68,400 5700 | 5700 | 5700 | 5700 | 8600 | 8600 | 14,300 | 14,300 | 5410 26.4 23.0
9+9+15+15
6+6+6+9+
62,400 5200 | 5200 | 5200 | 7,800 | 7,800 | 7,800 | 7,800 | 15600 | 4,700 228 20.7
9+9+9+18
8 72
6+6+6+9+
68,400 5700 | 5700 | 5700 | 8600 | 8600 | 8600 | 8600 | 17,100 | 5410 26.4 23.9
9+9+9+18
6+6+6+9+
62,400 5200 | 5200 | 5200 | 7,800 | 7,800 | 7,800 | 10,400 | 13,000 | 4700 228 20.7
9+9+12+15
8 72
6+6+6+9+
68,400 5700 | 5700 | 5700 | 8600 | 8600 | 8600 | 11400 | 14300 | 5410 26.4 239
9+9+12+15
6+6+6+9+
62400 | 9+12+12+ | 5200 | 5200 | 5200 | 7,800 | 7,800 | 10,400 | 10,400 | 10,400 | 4,700 228 20.7
12
8 & 6+6+6+9+
68,400 | 9+12+12+ | 5700 | 5700 | 5700 | 8600 | 8600 | 11400 | 11400 | 11,400 | 5410 26.4 239
12
6+6+9+0+
62,400 5200 | 5200 | 7,800 | 7,800 | 7,800 | 7,800 | 7,800 | 13,000 | 4,700 228 20.7
9+9+9+15
8 72
6+6+9+9+
68,400 5700 | 5700 | 8600 | 8600 | 8600 | 8600 | 8600 | 14300 | 5410 26.4 23.9
9+9+9+15
6+6+0+0+
62,400 5200 | 5200 | 7,800 | 7,800 | 7,800 | 7,800 | 10,400 | 10,400 | 4,700 28 20.7
9+9+12+12
8 72
6+6+9+9+
68,400 5700 | 5700 | 8600 | 8600 | 8600 | 8600 | 11400 | 11400 | 5410 26.4 23.9
9+9+12+12
6+9+9+9+
62,400 5200 | 7,800 | 7,800 | 7,800 | 7,800 | 7,800 | 7,800 | 10,400 | 4,700 28 20.7
9+9+9+12
8 72
6+9+9+9+
68,400 5700 | 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 11,400 | 5410 26.4 23.9
9+9+9+12
9+9+9+9+
62400 | oo | 7800 | 7800 | 7800 | 7.800 | 7.800 | 7,800 | 7,800 | 7.800 | 4700 28 20.7
8 72
9+9+9+9+
68,400 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 8600 | 5410 26.4 23.9
9+9+9+9
63000 |2*6*6*6* 1 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 7,600 | 25200 | 4,700 28 20.7
, 64649430 | 5 , , , , , , , , : .
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 5500 | 5500 | 8200 | 28,000 | 5410 26.4 23.9
6+6+9+30
63000 |0*6*6*6* 1 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 12,600 | 20200 | 4,700 228 20.7
: 6+6+1540a| 5 , , ' , , , , , : .
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 5500 | 5500 | 13,800 | 22,100 | 5410 26.4 23.0
6+6+15+ 24
FORM# MXZ-8C60NA2_MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED - 202011 MXZ-BB-150

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.



STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
63000 |0F6*6*6* 1 5000 | 5000 | 5000 | 5000 | 5000 | 7600 | 10,100 | 20200 | 4,700 228 20.7
, 619+12+0a| B , , X , : , , , : .
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 5500 | 8300 | 11,000 | 22,100 | 5410 26.4 23.9
6+9+12+24
6+6+6+6+
63,000 5000 | 5000 | 5000 | 5000 | 5000 | 7,600 | 15100 | 15100 | 4,700 228 20.7
6+9+18+18
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 5500 | 8300 | 16,600 | 16,600 | 5410 26.4 23.9
6+9+18+18
6+6+6+6+
63,000 | 6+15+15+ | 5000 | 5000 | 5000 | 5000 | 5000 | 12,600 | 12,600 | 12,600 | 4,700 228 207
15
8 s 6+6+6+6+
69,000 | 6+15+15+ | 5500 | 5500 | 5500 | 5500 | 5500 | 13,800 | 13,800 | 13,800 | 5410 26.4 239
15
6+6+6+6+
63,000 5000 | 5000 | 5000 | 5000 | 7,600 | 7,600 | 7,600 | 20,200 | 4,700 228 20.7
9+9+9+24
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 8300 | 8300 | 8300 | 22,100 | 5410 26.4 23.9
9+9+9+24
6+6+6+6+
63,000 5000 | 5000 | 5000 | 5000 | 7,600 | 7,600 | 12,600 | 15,100 | 4,700 22.8 207
9+9+15+18
8 75
6+6+6+6+
69,000 5500 | 5500 | 5500 | 5500 | 8300 | 8300 | 13,800 | 16,600 | 5410 26.4 23.9
9+9+15+18
6+6+6+9+
63,000 5000 | 5000 | 5000 | 7,600 | 7,600 | 7,600 | 10,100 | 15,100 | 4,700 22.8 207
9+9+12+18
8 75
6+6+6+9+
69,000 5500 | 5500 | 5500 | 8300 | 8300 | 8300 | 11,000 | 16,600 | 5410 26.4 23.9
9+9+12+18
6+6+6+9+
63,000 5000 | 5000 | 5000 | 7,600 | 7,600 | 7,600 | 12,600 | 12,600 | 4,700 228 207
9+9+15+15
8 75
6+6+6+9+
69,000 5500 | 5500 | 5500 | 8300 | 8300 | 8300 | 13,800 | 13,800 | 5410 26.4 23.9
9+9+15+15
6+6+6+9+
63,000 | 9+12+12+ | 5000 | 5000 | 5000 | 7,600 | 7,600 | 10,100 | 10,100 | 12,600 | 4,700 228 207
15
8 g 6+6+6+9+
69,000 | 9+12+12+ | 5500 | 5500 | 5500 | 8300 | 8300 | 11,000 | 11,000 | 13,800 | 5410 26.4 23.9
15
6+6+6+9+
63,000 |12+12+12+| 5000 | 5000 | 5000 | 7,600 | 10,100 | 10,100 | 10,100 | 10,100 | 4,700 228 207
12
8 8 6+6+6+9+
69,000 |12+12+12+| 5500 | 5500 | 5500 | 8300 | 11,000 | 11,000 | 11,000 | 11,000 | 5410 26.4 23.9
12
63000 |2*6*O*O*l 5000 | 5000 | 7600 | 7.600 | 7,600 | 7.600 | 7,600 | 15100 | 4,700 228 20.7
: 94949418 | 5 : , : , , , , , : :
8 75
6+6+9+9+
69,000 5500 | 5500 | 8300 | 8300 | 8300 | 8300 | 8300 | 16,600 | 5410 26.4 23.9
9+9+9+18
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°ggf§:g?” TTLJ:§°°' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
63000 |2F6*9*O* I 5000 | 5000 | 7600 | 7.600 | 7,600 | 7,600 | 10,100 | 12,600 | 4,700 228 20.7
, 019+12+15| B , : : : : , , , : .
8 75
6+6+9+0+
69,000 5500 | 5500 | 8300 | 8300 | 8300 | 8300 | 11,000 | 13,800 | 5410 26.4 23.9
9+9+12+15
6+6+9+9+
63,000 | 9+12+12+ | 5000 | 5000 | 7,600 | 7,600 | 7,600 | 10,100 | 10,100 | 10,100 | 4,700 228 207
12
8 s 6+6+9+9+
69,000 | 9+12+12+ | 5500 | 5500 | 8300 | 8300 | 8300 | 11,000 | 11,000 | 11,000 | 5410 26.4 239
12
6+9+9+9+
63,000 5000 | 7,600 | 7,600 | 7,600 | 7,600 | 7,600 | 7,600 | 12,600 | 4,700 228 207
9+9+9+15
8 75
6+9+9+0+
69,000 5500 | 8300 | 8300 | 8300 | 8300 | 8300 | 8300 | 13,800 | 5410 26.4 23.9
9+9+9+15
9+9+9+9+
63,000 7600 | 7,600 | 7,600 | 7,600 | 7,600 | 7.600 | 7,600 | 10,100 | 4,700 22.8 207
9+9+9+12
8 75
9+9+9+9+
69,000 8300 | 8300 | 8300 | 8300 | 8300 | 8300 | 8300 | 11,000 | 5410 26.4 23.9
9+9+9+12
6+6+6+6+
63,600 4,900 | 4,900 | 4900 | 4,900 | 4,900 | 4900 | 4,900 | 29,400 | 4,690 22.8 206
6+6+6+36
8 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 5300 | 5300 | 5300 | 32,800 | 5410 26.4 23.9
6+6+6+36
6+6+6+6+
63,600 4,900 | 4,900 | 4,900 | 4,900 | 4,900 | 4,900 | 9,800 | 24,500 | 4,690 22.8 206
6+6+12+30
8 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 5300 | 5300 | 10,600 | 27,200 | 5410 26.4 23.9
6+6+12+30
6+6+6+6+
63,600 4,900 | 4,900 | 4,900 | 4,900 | 4,900 | 4,900 | 14,700 | 19,600 | 4,690 228 206
6+6+18 + 24
8 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 5400 | 5400 | 16,100 | 21,400 | 5410 26.4 23.9
6+6+18+24
6+6+6+6+
63,600 4,900 | 4900 | 4900 | 4900 | 4900 | 7,300 | 7,300 | 24,500 | 4,690 228 206
6+9+9+30
8 78
6+6+6+6+
69,600 5300 | 5300 | 5300 | 5300 | 5300 | 8000 | 8000 | 27,200 | 5410 26.4 23.9
6+9+9+30
63600 |0FE*6 6l 1000 | 4900 | 4900 | 4900 | 4900 | 7300 | 12200 | 19,600 | 4,690 228 206
: 649415424| & : , : , : , , , : :
8 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 5400 | 8000 | 13,400 | 21,400 | 5410 26.4 23.9
6+9+15+24
6+6+6+6+
63,600 | 6+12+12+ | 4900 | 4900 | 4900 | 4,900 | 4,900 | 9,800 | 9,800 | 19,600 | 4,690 228 206
24
8 8 6+6+6+6+
69,600 | 6+12+12+ | 5400 | 5400 | 5400 | 5400 | 5400 | 10,700 | 10,700 | 21,400 | 5410 26.4 239
24
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STANDARD MODELS

MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°§;Na‘:i“t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x‘FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTU/H] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTUH] | [BTUH] o
Combination
(x1000)
6+6+6+6+
63,600 | 6+15+15+ | 4900 | 4,900 | 4,900 | 4,900 | 4,900 | 12,200 | 12,200 | 14,700 | 4,690 228 206
18
8 8 6+6+6+6+
69,600 | 6+15+15+ | 5400 | 5400 | 5400 | 5400 | 5400 | 13,400 | 13,400 | 16,100 | 5410 26.4 23.9
18
6+6+6+6+
63,600 4900 | 4900 | 4900 | 4900 | 7,300 | 7,300 | 9,800 | 19,600 | 4,690 228 206
9+9+12+24
8 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 8000 | 8000 | 10,700 | 21,400 | 5410 26.4 23.9
9+9+12+24
6+6+6+6+
63,600 4900 | 4900 | 4900 | 4900 | 7,300 | 7,300 | 14,700 | 14,700 | 4,690 228 206
9+9+18+18
8 78
6+6+6+6+
69,600 5400 | 5400 | 5400 | 5400 | 8000 | 8000 | 16,100 | 16,100 | 5410 26.4 23.9
9+9+18+18
6+6+6+9+
63,600 4900 | 4900 | 4900 | 7,300 | 7,300 | 7,300 | 7,300 | 19,600 | 4,690 228 206
9+9+9+24
8 78
6+6+6+9+
69,600 5400 | 5400 | 5400 | 8000 | 8000 | 8000 | 8000 | 21,400 | 5410 26.4 23.9
9+9+9+24
6+6+6+9+
63,600 4900 | 4900 | 4900 | 7,300 | 7,300 | 7,300 | 12,200 | 14,700 | 4,690 228 206
9+9+15+18
8 78
6+6+6+9+
69,600 5400 | 5400 | 5400 | 8000 | 8000 | 8000 | 13,400 | 16,100 | 5410 26.4 23.9
9+9+15+18
6r6+6+9+
63,600 | 9+12+12+ | 4900 | 4900 | 4900 | 7,300 | 7,300 | 9,800 | 9,800 | 14,700 | 4,690 228 20.6
18
8 8 6+6+6+9+
69,600 | 9+12+12+ | 5400 | 5400 | 5400 | 8000 | 8000 | 10,700 | 10,700 | 16,100 | 5,410 26.4 23.9
18
6r6+6+9+
63,600 |12+12+12+| 4900 | 4,900 | 4900 | 7,300 | 9,800 | 9,800 | 9,800 | 12,200 | 4,690 228 20.6
15
8 78 6+6+6+9+
69,600 |12+12+12+| 5400 | 5400 | 5400 | 8000 | 10,700 | 10,700 | 10,700 | 13400 | 5,410 26.4 23.9
15
6r6+6+12+
63,600 |12+12+12+| 4900 | 4,900 | 4900 | 9,800 | 9,800 | 9,800 | 9,800 | 9,800 | 4,690 228 206
12
8 78 6+6+6+12+
69,600 |12+12+12+| 5400 | 5400 | 5400 | 10,700 | 10,700 | 10,700 | 10,700 | 10,700 | 5,410 26.4 23.9
12
63600 |0FETOTOTE om0 | 4900 | 7300 | 7,300 | 7300 | 7300 | 9,800 | 14700 | 4,690 228 206
: ovo+12+18| 4 : : : : : , , , : .
8 78
6+6+9+9+
69,600 5400 | 5400 | 8000 | 8000 | 8000 | 8000 | 10,700 | 16,100 | 5,410 26.4 23.9
9+9+12+18
63600 |0FETOFOE o000 | 4900 | 7300 | 7,300 | 7300 | 7,300 | 12,200 | 12,200 | 4,690 228 206
: 9v9+15+15| 4 : : : : : , , , : .
8 78
6+6+9+9+
69,600 5400 | 5400 | 8000 | 8000 | 8000 | 8000 | 13.400 | 13,400 | 5410 26.4 23.9
9+9+15+15
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STANDARD MODELS
MXZ-8C60NA2/MXZ-8C60NA OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
. [KBTU/H]
# of T°§; Na‘:;'t;"a' TT"u':i‘:”' Performance | IDU1 | IDU2 | IDU3 | IDU4 | IDUS | IDU6 | IDU7 | IDUS | . . |Operating | Operating
Indoor (x'FI)OOO) Capacit for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit pacity Unit [BTU/H] | [BTUM] | [BTU/M] | [BTU/H] | [BTUH] | [BTUM] | [BTUMH] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] [BTU/H] L
Combination
(x1000)
6+6+9+9+
63,600 9+12+12+ 4,900 4,900 7,300 7,300 7,300 9,800 9,800 12,200 | 4,690 22.8 20.6
15
8 8 6+6+9+9+
69,600 9+12+12+ 5,400 5,400 8,000 8,000 8,000 10,700 10,700 13,400 5,410 26.4 239
15
6+6+9+9+
63,600 12+12+12+| 4,900 4,900 7,300 7,300 9,800 9,800 9,800 9,800 4,690 22.8 20.6
12
8 8 6+6+9+9+
69,600 12+12+12 + 5,400 5,400 8,000 8,000 10,700 10,700 10,700 10,700 5,410 26.4 239
12
6+9+9+9+
63,600 4,900 7,300 7,300 7,300 7,300 7,300 7,300 14,700 | 4,690 22.8 20.6
9+9+9+18
8 78
6+9+9+9+
69,600 5,400 8,000 8,000 8,000 8,000 8,000 8,000 16,100 5,410 26.4 239
9+9+9+18
9+9+9+9+
63,600 7,300 7,300 7,300 7,300 7,300 7,300 7,300 12,200 | 4,690 22.8 20.6
9+9+9+15
8 78
9+9+9+9+
69,600 8,000 8,000 8,000 8,000 8,000 8,000 8,000 13,400 5,410 26.4 23.9
9+9+9+15
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H2I®* MODELS

MXZ-4C36NAHZ2/MXZ-4C36NAHZ OPERATIONAL PERFORMANCE NON-DUCTED

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 2.9 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 2.9 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 3.4 3.1
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
1 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 54
1 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 4.3
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
1 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
1 24 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 1.9 10.8
1 30 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 156.3
1 36 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 22.0 19.9
2 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
9 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 4.3
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 7.5 6.8
9 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
9 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
2 21 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.5 9.5
2 21 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.5 9.5
9 24 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
9 o4 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
2 o4 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 11.9 10.8
2 27 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 144 13.1
9 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 13.1
9 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 | 29,500 0 0 0 0 0 0 3,470 17.0 16.3
9 30 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
2 30 30,000 15+15 15,000 | 15,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 15+15 18,500 | 18,500 0 0 0 0 0 0 3,470 17.0 156.3
9 33 33,000 9+24 9,000 | 24,000 0 0 0 0 0 0 2,900 141 12.8
40,900 9+24 11,200 | 29,700 0 0 0 0 0 0 3,990 19.5 17.6
9 33 33,000 15+18 15,000 | 18,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 15+ 18 18,600 | 22,300 0 0 0 0 0 0 3,990 19.5 17.6
9 36 36,000 6+30 6,000 | 30,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 6+30 7,300 | 37,700 0 0 0 0 0 0 4,500 22.0 19.9
2 36 36,000 12+24 12,000 | 24,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 12+24 15,000 | 30,000 0 0 0 0 0 0 4,500 22.0 19.9
2 36 36,000 18+18 18,000 | 18,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 18 +18 22,500 | 22,500 0 0 0 0 0 0 4,500 22.0 19.9
9 39 36,000 9+30 8,300 | 27,700 0 0 0 0 0 0 3,080 15.0 13.6
45,000 9+30 10,200 | 34,800 0 0 0 0 0 0 4,350 213 19.2
9 39 36,000 15+ 24 13,800 | 22,200 0 0 0 0 0 0 3,080 15.0 13.6
45,000 15+24 17,300 | 27,700 0 0 0 0 0 0 4,350 213 19.2
2 4 36,000 6+ 36 5,100 | 30,900 0 0 0 0 0 0 2,820 13.8 12.5
45,000 6 +36 6,200 | 38,800 0 0 0 0 0 0 4,200 20.5 18.6
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H2I®* MODELS

MXZ-4C36NAHZ2/MXZ-4C36NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
2 4 36,000 12+30 10,300 | 25,700 0 0 0 0 0 0 2,820 13.8 12.5
45,000 12+ 30 12,600 | 32,400 0 0 0 0 0 0 4,200 20.5 18.6
9 42 36,000 18+24 15,400 | 20,600 0 0 0 0 0 0 2,820 13.8 12.5
45,000 18+24 19,300 | 25,700 0 0 0 0 0 0 4,200 205 18.6
P 45 36,000 9+36 7,200 | 28,800 0 0 0 0 0 0 2,630 12.8 11.6
45,000 9+36 8,700 | 36,300 0 0 0 0 0 0 4,010 19.6 17.7
9 45 36,000 15+ 30 12,000 | 24,000 0 0 0 0 0 0 2,630 12.8 11.6
45,000 15+ 30 14,800 | 30,200 0 0 0 0 0 0 4,010 19.6 17.7
3 18 18,000 6+6+6 6,000 6,000 6,000 0 0 0 0 0 1,170 5.7 5.2
21,600 6+6+6 7,200 7,200 7,200 0 0 0 0 0 1,840 9.0 8.1
3 21 21,000 6+6+9 6,000 6,000 9,000 0 0 0 0 0 1,370 6.7 6.0
25,200 6+6+9 7,200 7,200 | 10,800 0 0 0 0 0 2,140 10.5 9.5
3 2% 24,000 6+6+12 6,000 6,000 | 12,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+6+12 7,200 7,200 | 14,400 0 0 0 0 0 2,440 11.9 10.8
3 o 24,000 6+9+9 6,000 9,000 9,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+9+9 7,200 | 10,800 | 10,800 0 0 0 0 0 2,440 11.9 10.8
3 27 27,000 6+6+15 6,000 6,000 | 15,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+6+15 7,300 7,300 | 18,200 0 0 0 0 0 2,960 144 13.1
3 97 27,000 6+9+12 6,000 9,000 | 12,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+9+12 7,300 | 10,900 | 14,600 0 0 0 0 0 2,960 14.4 13.1
3 27 27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,010 9.8 8.9
32,800 9+9+9 10,900 | 10,900 | 10,900 0 0 0 0 0 2,960 14.4 13.1
3 30 30,000 6+6+18 6,000 6,000 | 18,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+6+18 7,400 7,400 | 22,100 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 6+9+15 6,000 9,000 | 15,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+9+15 7,400 | 11,100 | 18,500 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 6+12+12 6,000 | 12,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+12+12 7,400 | 14,800 | 14,800 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 9+9+12 9,000 9,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 9+9+12 11,100 | 11,100 | 14,800 0 0 0 0 0 3,470 17.0 156.3
3 33 33,000 6+9+18 6,000 9,000 | 18,000 0 0 0 0 0 2,900 14.1 12.8
40,900 6+9+18 7,400 | 11,200 | 22,300 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 6+12+15 6,000 | 12,000 | 15,000 0 0 0 0 0 2,900 14.1 12.8
40,900 6+12+15 7,400 | 14,900 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+9+15 9,000 9,000 | 15,000 0 0 0 0 0 2,900 14.1 12.8
40,900 9+9+15 11,200 | 11,200 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+12+12 9,000 | 12,000 | 12,000 0 0 0 0 0 2,900 141 12.8
40,900 9+12+12 11,200 | 14,900 | 14,900 0 0 0 0 0 3,990 19.5 17.6
3 36 36,000 6+6+24 6,000 6,000 | 24,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+6+24 7,500 7,500 | 30,000 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+12+18 6,000 | 12,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+12+18 7,500 | 15,000 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+15+15 6,000 | 15,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+15+15 7,500 | 18,800 | 18,800 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+12+15 9,000 | 12,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+12+15 11,300 | 15,000 | 18,800 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,340 16.3 14.8
45,000 12+12+12 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,500 22.0 19.9
3 39 36,000 6+9+24 5,500 8,300 | 22,200 0 0 0 0 0 3,080 15.0 13.6
45,000 6+9+24 6,900 | 10,400 | 27,700 0 0 0 0 0 4,350 21.3 19.2
3 39 36,000 6+15+18 5,500 | 13,800 | 16,600 0 0 0 0 0 3,080 15.0 13.6
45,000 6+15+18 6,900 | 17,300 | 20,800 0 0 0 0 0 4,350 21.3 19.2
3 39 36,000 9+12+18 8,300 | 11,100 | 16,600 0 0 0 0 0 3,080 15.0 13.6
45,000 9+12+18 10,400 | 13,800 | 20,800 0 0 0 0 0 4,350 213 19.2
3 39 36,000 9+15+15 8,300 | 13,800 | 13,800 0 0 0 0 0 3,080 15.0 13.6
45,000 9+15+15 10,400 | 17,300 | 17,300 0 0 0 0 0 4,350 213 19.2
3 39 36,000 12+12+15 | 11,100 | 11,100 | 13,800 0 0 0 0 0 3,080 15.0 13.6
45,000 12+12+15 | 13,800 | 13,800 | 17,300 0 0 0 0 0 4,350 21.3 19.2
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H2I®* MODELS

MXZ-4C36NAHZ2/MXZ-4C36NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 4 36,000 6+6+30 5,100 5100 | 25,700 0 0 0 0 0 2,820 13.8 12.5
45,000 6+6+30 6,300 6,300 | 32,400 0 0 0 0 0 4,200 20.5 18.6
3 42 36,000 6+12+24 5100 | 10,300 | 20,600 0 0 0 0 0 2,820 13.8 12.5
45,000 6+12+24 6,400 | 12,900 | 25,700 0 0 0 0 0 4,200 205 18.6
3 42 36,000 6+18+18 5100 | 15,400 | 15,400 0 0 0 0 0 2,820 13.8 12.5
45,000 6+18+18 6,400 | 19,300 | 19,300 0 0 0 0 0 4,200 205 18.6
3 4 36,000 9+9+24 7,700 7,700 | 20,600 0 0 0 0 0 2,820 13.8 12.5
45,000 9+9+24 9,600 9,600 | 25,700 0 0 0 0 0 4,200 20.5 18.6
3 4 36,000 9+15+18 7,700 | 12,900 | 15,400 0 0 0 0 0 2,820 13.8 12.5
45,000 9+15+18 9,600 | 16,100 | 19,300 0 0 0 0 0 4,200 20.5 18.6
3 42 36,000 12+12+18 | 10,300 | 10,300 | 15,400 0 0 0 0 0 2,820 13.8 12.5
45,000 12+12+18 | 12,900 | 12,900 | 19,300 0 0 0 0 0 4,200 20.5 18.6
3 42 36,000 12+15+15 | 10,300 | 12,900 | 12,900 0 0 0 0 0 2,820 13.8 12.5
45,000 12+15+15 | 12,900 | 16,100 | 16,100 0 0 0 0 0 4,200 205 18.6
3 45 36,000 6+9+30 4,800 7,200 | 24,000 0 0 0 0 0 2,630 12.8 11.6
45,000 6+9+30 5,900 8,900 | 30,200 0 0 0 0 0 4,010 19.6 17.7
3 45 36,000 6+15+24 4,800 | 12,000 | 19,200 0 0 0 0 0 2,630 12.8 11.6
45,000 6+15+24 6,000 | 15,000 | 24,000 0 0 0 0 0 4,010 19.6 17.7
3 45 36,000 9+12+24 7,200 9,600 | 19,200 0 0 0 0 0 2,630 12.8 11.6
45,000 9+12+24 9,000 | 12,000 | 24,000 0 0 0 0 0 4,010 19.6 17.7
3 45 36,000 9+18+18 7,200 | 14,400 | 14,400 0 0 0 0 0 2,630 12.8 11.6
45,000 9+18+18 9,000 | 18,000 | 18,000 0 0 0 0 0 4,010 19.6 17.7
3 45 36,000 12+15+18 | 9,600 | 12,000 | 14,400 0 0 0 0 0 2,630 12.8 11.6
45,000 12+15+18 | 12,000 | 15,000 | 18,000 0 0 0 0 0 4,010 19.6 17.7
3 45 36,000 15+15+15 | 12,000 | 12,000 | 12,000 0 0 0 0 0 2,630 12.8 11.6
45,000 15+15+15 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,010 19.6 17.7
4 o 24,000 6+6+6+6 | 6,000 6,000 6,000 6,000 0 0 0 0 1,560 7.6 6.9
28,800 6+6+6+6 | 7,200 7,200 7,200 7,200 0 0 0 0 2,440 1.9 10.8
4 27 27,000 6+6+6+9 | 6,000 6,000 6,000 9,000 0 0 0 0 2,010 9.8 8.9
32,800 6+6+6+9 | 7,300 7,300 7,300 | 10,900 0 0 0 0 2,960 14.4 13.1
4 30 30,000 6+6+6+12| 6,000 6,000 6,000 | 12,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+6+12| 7,400 7,400 7,400 | 14,800 0 0 0 0 3,470 17.0 16.3
4 30 30,000 6+6+9+9 | 6,000 6,000 9,000 9,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+9+9 | 7,400 7,400 | 11,100 | 11,100 0 0 0 0 3,470 17.0 156.3
4 33 33,000 6+6+6+15| 6,000 6,000 6,000 | 15,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+6+15| 7,400 7,400 7,400 | 18,600 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+6+9+12| 6,000 6,000 9,000 | 12,000 0 0 0 0 2,900 141 12.8
40,900 6+6+9+12| 7,400 7,400 | 11,200 | 14,900 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+9+9+9 | 6,000 9,000 9,000 9,000 0 0 0 0 2,900 14.1 12.8
40,900 6+9+9+9 | 7400 | 11,200 | 11,200 | 11,200 0 0 0 0 3,990 19.5 17.6
4 36 36,000 6+6+6+18 | 6,000 6,000 6,000 | 18,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+6+18 | 7,500 7,500 7,500 | 22,500 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+9+15| 6,000 6,000 9,000 | 15,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+9+15| 7,500 7,500 | 11,300 | 18,800 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+12+12| 6,000 6,000 | 12,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+12+12| 7,500 7,500 | 15,000 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+9+9+12| 6,000 9,000 9,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+9+9+12| 7,500 | 11,300 | 11,300 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 9+9+9+9 | 9,000 9,000 9,000 9,000 0 0 0 0 3,340 16.3 14.8
45,000 9+9+9+9 | 11,300 | 11,300 | 11,300 | 11,300 0 0 0 0 4,500 22.0 19.9
4 39 36,000 6+6+9+18 | 5,500 5,500 8,300 | 16,600 0 0 0 0 3,080 15.0 13.6
45,000 6+6+9+18 | 6,900 6,900 | 10,400 | 20,800 0 0 0 0 4,350 21.3 19.2
4 39 36,000 6+6+12+15| 5,500 5500 | 11,100 | 13,800 0 0 0 0 3,080 15.0 13.6
45,000 6+6+12+15| 6,900 6,900 | 13,800 | 17,300 0 0 0 0 4,350 21.3 19.2
4 39 36,000 6+9+9+15| 5,500 8,300 8,300 | 13,800 0 0 0 0 3,080 15.0 13.6
45,000 6+9+9+15| 6900 | 10,400 | 10,400 | 17,300 0 0 0 0 4,350 213 19.2
4 39 36,000 6+9+12+12| 5,500 8,300 | 11,100 | 11,100 0 0 0 0 3,080 15.0 13.6
45,000 6+9+12+12| 6,900 | 10,400 | 13,800 | 13,800 0 0 0 0 4,350 213 19.2
4 39 36,000 9+9+9+12| 8,300 8,300 8,300 | 11,100 0 0 0 0 3,080 15.0 13.6
45,000 9+9+9+12| 10,400 | 10,400 | 10,400 | 13,800 0 0 0 0 4,350 21.3 19.2
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H2I®* MODELS

MXZ-4C36NAHZ2/MXZ-4C36NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
A 2 36000 | 6+6+6+24| 5100 | 5100 | 5100 | 20,600 | 0 0 0 0 2820 | 138 125
45000 | 6+6+6+24| 6400 | 6400 | 6400 | 25700 | O 0 0 0 4200 | 205 186
A o 36,000 |6+6+12+18 5100 | 5100 | 10,300 | 15400 | 0 0 0 0 2820 | 138 125
45000 |6+6+12+18] 6400 | 6400 | 12,900 | 19300 | 0 0 0 0 4200 | 205 186
. " 36,000 |6+6+15+15| 5100 | 5100 | 12,900 | 12,900 | 0 0 0 0 2820 | 138 125
45000 |6+6+15+15| 6400 | 6400 | 16,100 | 16,100 | 0 0 0 0 4200 | 205 186
A 2 36,000 | 6+9+9+18| 5100 | 7,700 | 7,700 | 15400 | 0 0 0 0 2820 | 138 125
45000 | 6+9+9+18| 6400 | 9600 | 9600 | 19300 | 0 0 0 0 4200 | 205 186
A 2 36,000 |6+9+12+15| 5100 | 7,700 | 10,300 | 12,900 | 0 0 0 0 2820 | 138 125
45000 |6+9+12+15| 6400 | 9,600 | 12,900 | 16,100 | 0 0 0 0 4200 | 205 186
36000 | °F 121 ; 2+ 1 5100 | 10300 | 10300 | 10300 | o0 0 0 0 2820 | 138 125
4 42 6+12+12+
45,000 - 6400 | 12,900 | 12,900 | 12900 | © 0 0 0 4200 | 205 186
A i 36,000 | 9+9+9+15| 7,700 | 7,700 | 7,700 | 12,000 | 0 0 0 0 2820 | 138 125
45000 | 9+9+9+15| 9,600 | 9,600 | 9,600 | 16100 | 0 0 0 0 4200 | 205 186
36000 |9+9+12+12| 7,700 | 7,700 | 10,300 | 10300 | 0 0 0 0 2820 | 138 125
4 4
45000 |9+9+12+12| 9,600 | 9,600 | 12900 | 12900 | © 0 0 0 4200 | 205 186
A 45 36,000 | 6+6+9+24 | 4800 | 4800 | 7,200 | 19,200 | 0 0 0 0 2630 | 128 116
45000 | 6+6+9+24 | 6000 | 6,000 | 9,000 | 24000 | 0 0 0 0 4010 | 196 177
36000 |6+6+15+18| 4,800 | 4,800 | 12,000 | 14400 | 0 0 0 0 2630 | 128 116
4 45
45000 |6+6+15+18| 6,000 | 6,000 | 15000 | 18,000 | O 0 0 0 4010 | 196 17.7
36,000 |6+9+12+18| 4,800 | 7,200 | 9,600 | 14400 | 0 0 0 0 2630 | 128 116
4 45
45000 |6+9+12+18| 6,000 | 9,000 | 12,000 | 18,000 | © 0 0 0 4010 | 196 177
36000 | °F 121 ;’ 12+ 1 4800 | 9600 | 9600 | 12000 | 0 0 0 0 2630 | 128 116
4 45 6+12+12+
45,000 . 6,000 | 12,000 | 12,000 | 15000 | © 0 0 0 4010 | 196 177
. 5 36,000 | 9+9+9+18 | 7,200 | 7,200 | 7,200 | 14400 | 0 0 0 0 2630 | 128 116
45000 | 9+9+9+18 | 9,000 | 9,000 | 9,000 | 18,000 | 0 0 0 0 4010 | 196 177
36,000 |9+9+12+15| 7,200 | 7,200 | 9,600 | 12,000 | 0 0 0 0 2630 | 128 116
4 45
45000 |9+9+12+15| 9,000 | 9,000 | 12,000 | 15000 | O 0 0 0 4010 | 196 17.7
36000 |6+9+15+15| 4,800 | 7,200 | 12,000 | 12,000 | 0 0 0 0 2630 | 128 116
4 45
45000 |6+9+15+15| 6,000 | 9,000 | 15000 | 15000 | O 0 0 0 4010 | 196 17.7
36000 | °F 121 ; 1241 7200 | 9600 | 9600 | 9,600 0 0 0 0 2630 | 128 116
4 45 9+12+12+
45,000 - 9,000 | 12,000 | 12,000 | 12,000 | 0 0 0 0 4010 | 196 17.7
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 2.9 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 2.9 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 3.4 3.1
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
1 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 54
1 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 4.3
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
1 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
1 24 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 1.9 10.8
1 30 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 156.3
1 36 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 22.0 19.9
2 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
9 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 4.3
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 7.5 6.8
9 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
9 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
2 21 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.5 9.5
2 21 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.5 9.5
9 24 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
9 o4 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
2 o4 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 11.9 10.8
2 27 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 144 13.1
9 97 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 14.4 13.1
9 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 | 29,500 0 0 0 0 0 0 3,470 17.0 16.3
2 30 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
2 30 30,000 15+15 15,000 | 15,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 15+15 18,500 | 18,500 0 0 0 0 0 0 3,470 17.0 156.3
9 33 33,000 9+24 9,000 | 24,000 0 0 0 0 0 0 2,900 141 12.8
40,900 9+24 11,200 | 29,700 0 0 0 0 0 0 3,990 19.5 17.6
P 33 33,000 15+18 15,000 | 18,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 15+ 18 18,600 | 22,300 0 0 0 0 0 0 3,990 19.5 17.6
9 36 36,000 6+30 6,000 | 30,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 6+30 7,300 | 37,700 0 0 0 0 0 0 4,500 22.0 19.9
2 36 36,000 12+24 12,000 | 24,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 12+24 15,000 | 30,000 0 0 0 0 0 0 4,500 22.0 19.9
9 36 36,000 18+18 18,000 | 18,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 18 +18 22,500 | 22,500 0 0 0 0 0 0 4,500 22.0 19.9
9 39 39,000 9+30 9,000 | 30,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 9+30 10,500 | 36,000 0 0 0 0 0 0 4,740 231 209
9 39 39,000 15+ 24 15,000 | 24,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 15+24 17,900 | 28,600 0 0 0 0 0 0 4,740 231 20.9
2 4 42,000 6+ 36 6,000 | 36,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 6 +36 6,600 | 41,400 0 0 0 0 0 0 4,980 24.3 22.0
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
2 4 42,000 12+30 12,000 | 30,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 12+ 30 13,500 | 34,500 0 0 0 0 0 0 4,980 24.3 22.0
9 42 42,000 18 +24 18,000 | 24,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 18+24 20,600 | 27,400 0 0 0 0 0 0 4,980 243 22.0
9 45 42,000 9+36 8,400 | 33,600 0 0 0 0 0 0 3,740 18.3 16.5
48,000 9+36 9,300 | 38,700 0 0 0 0 0 0 4,670 22.8 20.6
9 45 42,000 15+ 30 14,000 | 28,000 0 0 0 0 0 0 3,740 18.3 16.5
48,000 15+ 30 15,700 | 32,300 0 0 0 0 0 0 4,670 22.8 20.6
2 48 42,000 12+ 36 10,500 | 31,500 0 0 0 0 0 0 3,460 16.9 15.3
48,000 12 + 36 11,600 | 36,400 0 0 0 0 0 0 4,370 21.4 19.3
9 48 42,000 18 + 30 15,800 | 26,300 0 0 0 0 0 0 3,460 16.9 15.3
48,000 18 + 30 17,700 | 30,300 0 0 0 0 0 0 4,370 21.4 19.3
9 48 42,000 24 +24 21,000 | 21,000 0 0 0 0 0 0 3,460 16.9 15.3
48,000 24+24 24,000 | 24,000 0 0 0 0 0 0 4,370 214 19.3
9 51 42,000 15+ 36 12,400 | 29,600 0 0 0 0 0 0 3,430 16.7 15.1
48,000 15 + 36 13,700 | 34,300 0 0 0 0 0 0 4,320 211 19.1
2 54 42,000 18 + 36 14,000 | 28,000 0 0 0 0 0 0 3,400 16.6 15.0
48,000 18 + 36 15,600 | 32,400 0 0 0 0 0 0 4,270 20.9 18.9
9 54 42,000 24 +30 18,700 | 23,300 0 0 0 0 0 0 3,400 16.6 15.0
48,000 24 +30 21,000 | 27,000 0 0 0 0 0 0 4,270 20.9 18.9
3 18 18,000 6+6+6 6,000 6,000 6,000 0 0 0 0 0 1,170 5.7 5.2
21,600 6+6+6 7,200 7,200 7,200 0 0 0 0 0 1,840 9.0 8.1
3 21 21,000 6+6+9 6,000 6,000 9,000 0 0 0 0 0 1,370 6.7 6.0
25,200 6+6+9 7,200 7,200 | 10,800 0 0 0 0 0 2,140 10.5 9.5
3 o4 24,000 6+6+12 6,000 6,000 | 12,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+6+12 7,200 7,200 | 14,400 0 0 0 0 0 2,440 11.9 10.8
3 o 24,000 6+9+9 6,000 9,000 9,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+9+9 7,200 | 10,800 | 10,800 0 0 0 0 0 2,440 1.9 10.8
3 27 27,000 6+6+15 6,000 6,000 | 15,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+6+15 7,300 7,300 | 18,200 0 0 0 0 0 2,960 14.4 13.1
3 27 27,000 6+9+12 6,000 9,000 | 12,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+9+12 7,300 | 10,900 | 14,600 0 0 0 0 0 2,960 14.4 13.1
3 27 27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,010 9.8 8.9
32,800 9+9+9 10,900 | 10,900 | 10,900 0 0 0 0 0 2,960 14.4 13.1
3 30 30,000 6+6+18 6,000 6,000 | 18,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+6+18 7,400 7,400 | 22,100 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 6+9+15 6,000 9,000 | 15,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+9+15 7,400 | 11,100 | 18,500 0 0 0 0 0 3,470 17.0 15.3
3 30 30,000 6+12+12 6,000 | 12,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+12+12 7,400 | 14,800 | 14,800 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 9+9+12 9,000 9,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 9+9+12 11,100 | 11,100 | 14,800 0 0 0 0 0 3,470 17.0 156.3
3 33 33,000 6+9+18 6,000 9,000 | 18,000 0 0 0 0 0 2,900 14.1 12.8
40,900 6+9+18 7,400 | 11,200 | 22,300 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 6+12+15 6,000 | 12,000 | 15,000 0 0 0 0 0 2,900 141 12.8
40,900 6+12+15 7,400 | 14,900 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+9+15 9,000 9,000 | 15,000 0 0 0 0 0 2,900 14.1 12.8
40,900 9+9+15 11,200 | 11,200 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+12+12 9,000 | 12,000 | 12,000 0 0 0 0 0 2,900 14.1 12.8
40,900 9+12+12 11,200 | 14,900 | 14,900 0 0 0 0 0 3,990 19.5 17.6
3 36 36,000 6+6+24 6,000 6,000 | 24,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+6+24 7,500 7,500 | 30,000 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+12+18 6,000 | 12,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+12+18 7,500 | 15,000 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+15+15 6,000 | 15,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+15+15 7,500 | 18,800 | 18,800 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+12+15 9,000 | 12,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+12+15 11,300 | 15,000 | 18,800 0 0 0 0 0 4,500 22.0 19.9
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 36 36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,340 16.3 14.8
45,000 12+12+12 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,500 22.0 19.9
3 39 39,000 6+9+24 6,000 9,000 | 24,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+9+24 7,200 | 10,700 | 28,600 0 0 0 0 0 4,740 231 209
3 39 39,000 6+15+18 6,000 | 15,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+15+18 7,200 | 17,900 | 21,500 0 0 0 0 0 4,740 231 209
3 39 39,000 9+12+18 9,000 | 12,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+12+18 10,700 | 14,300 | 21,500 0 0 0 0 0 4,740 231 20.9
3 39 39,000 9+15+15 9,000 | 15,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+15+15 10,700 | 17,900 | 17,900 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 12+12+15 | 12,000 | 12,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 12+12+15 | 14,300 | 14,300 | 17,900 0 0 0 0 0 4,740 23.1 20.9
3 42 42,000 6+6+30 6,000 6,000 | 30,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+6+30 6,700 6,700 | 34,500 0 0 0 0 0 4,980 243 22.0
3 4 42,000 6+12+24 6,000 | 12,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+12+24 6,900 | 13,700 | 27,400 0 0 0 0 0 4,980 243 22.0
3 4 42,000 6+18+18 6,000 | 18,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+18+18 6,900 | 20,600 | 20,600 0 0 0 0 0 4,980 24.3 22.0
3 42 42,000 9+9+24 9,000 9,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+9+24 10,300 | 10,300 | 27,400 0 0 0 0 0 4,980 24.3 22.0
3 42 42,000 9+15+18 9,000 | 15,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+15+18 10,300 | 17,100 | 20,600 0 0 0 0 0 4,980 243 220
3 42 42,000 12+12+18 | 12,000 | 12,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+12+18 | 13,700 | 13,700 | 20,600 0 0 0 0 0 4,980 243 22.0
3 4 42,000 12+15+15 | 12,000 | 15,000 | 15,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+15+15 | 13,700 | 17,100 | 17,100 0 0 0 0 0 4,980 243 22.0
3 45 42,000 6+9+30 5,600 8,400 | 28,000 0 0 0 0 0 3,740 18.3 16.5
48,000 6+9+30 6,300 9,400 | 32,300 0 0 0 0 0 4,670 22.8 20.6
3 45 42,000 6+15+24 5,600 | 14,000 | 22,400 0 0 0 0 0 3,740 18.3 16.5
48,000 6+15+24 6,400 | 16,000 | 25,600 0 0 0 0 0 4,670 22.8 20.6
3 45 42,000 9+12+24 8,400 | 11,200 | 22,400 0 0 0 0 0 3,740 18.3 16.5
48,000 9+12+24 9,600 | 12,800 | 25,600 0 0 0 0 0 4,670 22.8 20.6
3 45 42,000 9+18+18 8,400 | 16,800 | 16,800 0 0 0 0 0 3,740 18.3 16.5
48,000 9+18+18 9,600 | 19,200 | 19,200 0 0 0 0 0 4,670 22.8 20.6
3 45 42,000 12+15+18 | 11,200 | 14,000 | 16,800 0 0 0 0 0 3,740 18.3 16.5
48,000 12+15+18 | 12,800 | 16,000 | 19,200 0 0 0 0 0 4,670 22.8 20.6
3 45 42,000 15+15+15 | 14,000 | 14,000 | 14,000 0 0 0 0 0 3,740 18.3 16.5
48,000 15+15+15 | 16,000 | 16,000 | 16,000 0 0 0 0 0 4,670 22.8 20.6
3 48 42,000 6+6+36 5,300 5,300 | 31,500 0 0 0 0 0 3,460 16.9 156.3
48,000 6+6+36 5,800 5,800 | 36,400 0 0 0 0 0 4,370 214 19.3
3 48 42,000 6+12+30 5,300 | 10,500 | 26,300 0 0 0 0 0 3,460 16.9 156.3
48,000 6+12+30 5900 | 11,800 | 30,300 0 0 0 0 0 4,370 214 19.3
3 48 42,000 6+18+24 5,300 | 15,800 | 21,000 0 0 0 0 0 3,460 16.9 15.3
48,000 6+18+24 6,000 | 18,000 | 24,000 0 0 0 0 0 4,370 21.4 19.3
3 48 42,000 9+9+30 7,900 7,900 | 26,300 0 0 0 0 0 3,460 16.9 156.3
48,000 9+9+30 8,900 8,900 | 30,300 0 0 0 0 0 4,370 21.4 19.3
3 48 42,000 9+15+24 7,900 | 13,100 | 21,000 0 0 0 0 0 3,460 16.9 15.3
48,000 9+15+24 9,000 | 15,000 | 24,000 0 0 0 0 0 4,370 214 19.3
3 48 42,000 12+12+24 | 10,500 | 10,500 | 21,000 0 0 0 0 0 3,460 16.9 156.3
48,000 12+12+24 | 12,000 | 12,000 | 24,000 0 0 0 0 0 4,370 214 19.3
3 48 42,000 12+18+18 | 10,500 | 15,800 | 15,800 0 0 0 0 0 3,460 16.9 156.3
48,000 12+18+18 | 12,000 | 18,000 | 18,000 0 0 0 0 0 4,370 21.4 19.3
3 48 42,000 15+15+18 | 13,100 | 13,100 | 15,800 0 0 0 0 0 3,460 16.9 15.3
48,000 15+15+18 | 15,000 | 15,000 | 18,000 0 0 0 0 0 4,370 21.4 19.3
3 51 42,000 6+9+36 4,900 7,400 | 29,600 0 0 0 0 0 3,430 16.7 15.1
48,000 6+9+36 5,500 8,200 | 34,300 0 0 0 0 0 4,320 2141 19.1
3 51 42,000 6+15+30 4,900 | 12,400 | 24,700 0 0 0 0 0 3,430 16.7 15.1
48,000 6+15+30 5,600 | 13,900 | 28,500 0 0 0 0 0 4,320 2141 19.1
3 51 42,000 9+12+30 7,400 9,900 | 24,700 0 0 0 0 0 3,430 16.7 15.1
48,000 9+12+30 8,300 | 11,100 | 28,500 0 0 0 0 0 4,320 211 19.1
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 51 42,000 9+18+24 7,400 | 14,800 | 19,800 0 0 0 0 0 3,430 16.7 15.1
48,000 9+18+24 8,500 | 16,900 | 22,600 0 0 0 0 0 4,320 211 19.1
3 51 42,000 12+15+24 | 9,900 | 12,400 | 19,800 0 0 0 0 0 3,430 16.7 15.1
48,000 12+15+24 | 11,300 | 14,100 | 22,600 0 0 0 0 0 4,320 2141 19.1
3 51 42,000 15+18+18 | 12,400 | 14,800 | 14,800 0 0 0 0 0 3,430 16.7 15.1
48,000 15+18+18 | 14,100 | 16,900 | 16,900 0 0 0 0 0 4,320 2141 19.1
3 54 42,000 6+12+36 4,700 9,300 | 28,000 0 0 0 0 0 3,400 16.6 15.0
48,000 6+12+36 5200 | 10,400 | 32,400 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 6+18+30 4,700 | 14,000 | 23,300 0 0 0 0 0 3,400 16.6 15.0
48,000 6+18+30 5300 | 15,800 | 27,000 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 6+24+24 4,700 | 18,700 | 18,700 0 0 0 0 0 3,400 16.6 15.0
48,000 6+24+24 5300 | 21,300 | 21,300 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 9+9+36 7,000 7,000 | 28,000 0 0 0 0 0 3,400 16.6 15.0
48,000 9+9+36 7,800 7,800 | 32,400 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 9+15+30 7,000 | 11,700 | 23,300 0 0 0 0 0 3,400 16.6 15.0
48,000 9+15+30 7,900 | 13,200 | 27,000 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 12+12+30 | 9,300 9,300 | 23,300 0 0 0 0 0 3,400 16.6 15.0
48,000 12+12+30 | 10,500 | 10,500 | 27,000 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 12+18+24 | 9,300 | 14,000 | 18,700 0 0 0 0 0 3,400 16.6 15.0
48,000 12+18+24 | 10,700 | 16,000 | 21,300 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 15+15+24 | 11,700 | 11,700 | 18,700 0 0 0 0 0 3,400 16.6 15.0
48,000 15+15+24 | 13,300 | 13,300 | 21,300 0 0 0 0 0 4,270 20.9 18.9
3 54 42,000 18+18+18 | 14,000 | 14,000 | 14,000 0 0 0 0 0 3,400 16.6 15.0
48,000 18+18+18 | 16,000 | 16,000 | 16,000 0 0 0 0 0 4,270 20.9 18.9
4 o4 24,000 6+6+6+6 | 6,000 6,000 6,000 6,000 0 0 0 0 1,560 7.6 6.9
28,800 6+6+6+6 | 7,200 7,200 7,200 7,200 0 0 0 0 2,440 11.9 10.8
4 27 27,000 6+6+6+9 | 6,000 6,000 6,000 9,000 0 0 0 0 2,010 9.8 8.9
32,800 6+6+6+9 | 7,300 7,300 7,300 | 10,900 0 0 0 0 2,960 144 13.1
4 30 30,000 6+6+6+12| 6,000 6,000 6,000 | 12,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+6+12| 7,400 7,400 7,400 | 14,800 0 0 0 0 3,470 17.0 15.3
4 30 30,000 6+6+9+9 | 6,000 6,000 9,000 9,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+9+9 | 7,400 7,400 | 11,100 | 11,100 0 0 0 0 3,470 17.0 16.3
4 33 33,000 6+6+6+15| 6,000 6,000 6,000 | 15,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+6+15| 7,400 7,400 7,400 | 18,600 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+6+9+12| 6,000 6,000 9,000 | 12,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+9+12| 7,400 7,400 | 11,200 | 14,900 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+9+9+9 | 6,000 9,000 9,000 9,000 0 0 0 0 2,900 141 12.8
40,900 6+9+9+9 | 7400 | 11,200 | 11,200 | 11,200 0 0 0 0 3,990 19.5 17.6
4 36 36,000 6+6+6+18 | 6,000 6,000 6,000 | 18,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+6+18 | 7,500 7,500 7,500 | 22,500 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+9+15| 6,000 6,000 9,000 | 15,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+9+15| 7,500 7,500 | 11,300 | 18,800 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+12+12| 6,000 6,000 | 12,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+12+12| 7,500 7,500 | 15,000 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+9+9+12| 6,000 9,000 9,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+9+9+12| 7,500 | 11,300 | 11,300 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 9+9+9+9 | 9,000 9,000 9,000 9,000 0 0 0 0 3,340 16.3 14.8
45,000 9+9+9+9 | 11,300 | 11,300 | 11,300 | 11,300 0 0 0 0 4,500 22.0 19.9
4 39 39,000 6+6+9+18 | 6,000 6,000 9,000 | 18,000 0 0 0 0 3,680 18.0 16.3
46,500 6+6+9+18 | 7,200 7,200 | 10,700 | 21,500 0 0 0 0 4,740 231 20.9
39,000 6+6+12+15| 6,000 6,000 | 12,000 | 15,000 0 0 0 0 3,680 18.0 16.3
4 39
46,500 6+6+12+15| 7,200 7,200 | 14,300 | 17,900 0 0 0 0 4,740 231 20.9
4 39 39,000 6+9+9+15 | 6,000 9,000 9,000 | 15,000 0 0 0 0 3,680 18.0 16.3
46,500 6+9+9+15| 7,200 | 10,700 | 10,700 | 17,900 0 0 0 0 4,740 231 209
39,000 6+9+12+12| 6,000 9,000 | 12,000 | 12,000 0 0 0 0 3,680 18.0 16.3
4 39
46,500 6+9+12+12( 7,200 | 10,700 | 14,300 | 14,300 0 0 0 0 4,740 23.1 20.9
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
4 39 39,000 9+9+9+12 | 9,000 9,000 9,000 | 12,000 0 0 0 0 3,680 18.0 16.3
46,500 9+9+9+12 | 10,700 | 10,700 | 10,700 | 14,300 0 0 0 0 4,740 231 209
4 42 42,000 6+6+6+24 | 6,000 6,000 6,000 | 24,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+6+24 | 6,900 6,900 6,900 | 27,400 0 0 0 0 4,980 243 22.0
4 42 42,000 6+6+12+18| 6,000 6,000 | 12,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+12+18| 6,900 6,900 | 13,700 | 20,600 0 0 0 0 4,980 243 22.0
4 4 42,000 6+6+15+15| 6,000 6,000 | 15,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+15+15| 6,900 6,900 | 17,100 | 17,100 0 0 0 0 4,980 243 22.0
4 4 42,000 6+9+9+18 | 6,000 9,000 9,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+9+18 | 6900 | 10,300 | 10,300 | 20,600 0 0 0 0 4,980 243 22.0
4 42 42,000 6+9+12+15| 6,000 9,000 | 12,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+12+15| 6,900 | 10,300 | 13,700 | 17,100 0 0 0 0 4,980 243 22.0
200 | 8% 121 ) 12* | 6000 | 12000 | 12,000 | 12000 | 0 0 0 0 | 4020 | 196 1738
4 42 6+12+12+
48,000 12 6,900 | 13,700 | 13,700 | 13,700 0 0 0 0 4,980 243 22.0
4 4 42,000 9+9+9+15| 9,000 9,000 9,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 9+9+9+15 | 10,300 | 10,300 | 10,300 | 17,100 0 0 0 0 4,980 243 22.0
42,000 9+9+12+12| 9,000 9,000 | 12,000 | 12,000 0 0 0 0 4,020 19.6 17.8
4 42
48,000 9+9+12+12| 10,300 | 10,300 | 13,700 | 13,700 0 0 0 0 4,980 243 220
4 45 42,000 6+6+9+24 | 5600 5,600 8,400 | 22,400 0 0 0 0 3,740 18.3 16.5
48,000 6+6+9+24 | 6,400 6,400 9,600 | 25,600 0 0 0 0 4,670 22.8 20.6
4 45 42,000 6+6+15+18| 5,600 5,600 | 14,000 | 16,800 0 0 0 0 3,740 18.3 16.5
48,000 6+6+15+18| 6,400 6,400 | 16,000 | 19,200 0 0 0 0 4,670 22.8 20.6
4 45 42,000 6+9+12+18| 5,600 8,400 | 11,200 | 16,800 0 0 0 0 3,740 18.3 16.5
48,000 6+9+12+18| 6,400 9,600 | 12,800 | 19,200 0 0 0 0 4,670 22.8 20.6
4 45 42,000 6+9+15+15| 5,600 8,400 | 14,000 | 14,000 0 0 0 0 3,740 18.3 16.5
48,000 6+9+15+15| 6,400 9,600 | 16,000 | 16,000 0 0 0 0 4,670 22.8 20.6
6+12+12+
42,000 15 5,600 | 11,200 | 11,200 | 14,000 0 0 0 0 3,740 18.3 16.5
4 “° 6+12+12+
48,000 15 6,400 | 12,800 | 12,800 | 16,000 0 0 0 0 4,670 228 20.6
4 45 42,000 9+9+9+18 | 8,400 8,400 8,400 | 16,800 0 0 0 0 3,740 18.3 16.5
48,000 9+9+9+18 | 9,600 9,600 9,600 | 19,200 0 0 0 0 4,670 22.8 20.6
4 45 42,000 9+9+12+15| 8,400 8,400 | 11,200 | 14,000 0 0 0 0 3,740 18.3 16.5
48,000 9+9+12+15| 9,600 9,600 | 12,800 | 16,000 0 0 0 0 4,670 22.8 20.6
9+12+12+
42,000 12 8,400 | 11,200 | 11,200 | 11,200 0 0 0 0 3,740 18.3 16.5
4 “ 9+12+12+
48,000 12 9,600 | 12,800 | 12,800 | 12,800 0 0 0 0 4,670 228 206
4 48 42,000 6+6+6+30 | 5,300 5,300 5,300 | 26,300 0 0 0 0 3,460 16.9 15.3
48,000 6+6+6+30 | 5900 5,900 5,900 | 30,300 0 0 0 0 4,370 214 19.3
4 48 42,000 6+6+12+24| 5300 5,300 | 10,500 | 21,000 0 0 0 0 3,460 16.9 156.3
48,000 6+6+12+24| 6,000 6,000 | 12,000 | 24,000 0 0 0 0 4,370 214 19.3
4 48 42,000 6+6+18+18| 5,300 5300 | 15,800 | 15,800 0 0 0 0 3,460 16.9 15.3
48,000 6+6+18+18| 6,000 6,000 | 18,000 | 18,000 0 0 0 0 4,370 214 19.3
4 48 42,000 6+9+9+24 | 5300 7,900 7,900 | 21,000 0 0 0 0 3,460 16.9 156.3
48,000 6+9+9+24 | 6,000 9,000 9,000 | 24,000 0 0 0 0 4,370 214 19.3
4 48 42,000 6+9+15+18| 5,300 7,900 | 13,100 | 15,800 0 0 0 0 3,460 16.9 15.3
48,000 6+9+15+18| 6,000 9,000 | 15,000 | 18,000 0 0 0 0 4,370 214 19.3
6+12+12+
42,000 18 5,300 | 10,500 | 10,500 | 15,800 0 0 0 0 3,460 16.9 16.3
4 48 6+12+12+
48,000 18 6,000 | 12,000 | 12,000 | 18,000 0 0 0 0 4,370 214 19.3
4 48 42,000 9+9+12+18| 7,900 7,900 | 10,500 | 15,800 0 0 0 0 3,460 16.9 15.3
48,000 9+9+12+18| 9,000 9,000 | 12,000 | 18,000 0 0 0 0 4,370 214 19.3
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+12+12+
42,000 15 7,900 | 10,500 | 10,500 | 13,100 0 0 0 0 3,460 16.9 156.3
4 4
8 9+12+12+
48,000 15 9,000 | 12,000 | 12,000 | 15,000 0 0 0 0 4,370 214 19.3
12+12+12+
42,000 12 10,500 | 10,500 | 10,500 | 10,500 0 0 0 0 3,460 16.9 156.3
4 48 12+12+12+
48,000 1 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,370 214 19.3
4 51 42,000 6+6+9+30 | 4,900 4,900 7,400 | 24,700 0 0 0 0 3,430 16.7 15.1
48,000 6+6+9+30 | 5,600 5,600 8,300 | 28,500 0 0 0 0 4,320 2141 19.1
4 51 42,000 6+6+15+24| 4,900 4,900 | 12,400 | 19,800 0 0 0 0 3,430 16.7 15.1
48,000 6+6+15+24| 5,600 5,600 | 14,100 | 22,600 0 0 0 0 4,320 2141 19.1
4 51 42,000 6+9+12+24| 4,900 7,400 9,900 | 19,800 0 0 0 0 3,430 16.7 15.1
48,000 6+9+12+24| 5,600 8,500 | 11,300 | 22,600 0 0 0 0 4,320 211 19.1
4 51 42,000 6+9+18+18| 4,900 7,400 | 14,800 | 14,800 0 0 0 0 3,430 16.7 15.1
48,000 6+9+18+18| 5,600 8,500 | 16,900 | 16,900 0 0 0 0 4,320 2141 19.1
6+15+15+
42,000 15 4900 | 12,400 | 12,400 | 12,400 0 0 0 0 3,430 16.7 15.1
4 1
5 6+15+15+
48,000 15 5,600 | 14,100 | 14,100 | 14,100 0 0 0 0 4,320 211 19.1
4 51 42,000 9+9+9+24 | 7400 7,400 7,400 | 19,800 0 0 0 0 3,430 16.7 15.1
48,000 9+9+9+24 | 8500 8,500 8,500 | 22,600 0 0 0 0 4,320 211 19.1
9+12+12+
42,000 18 7,400 9,900 9,900 | 14,800 0 0 0 0 3,430 16.7 15.1
4 o 9+12+12+
48,000 18 8,500 | 11,300 | 11,300 | 16,900 0 0 0 0 4,320 211 19.1
12+12+12+
42,000 15 9,900 9,900 9,900 | 12,400 0 0 0 0 3,430 16.7 15.1
4 51 12+12+12+
48,000 15 11,300 | 11,300 | 11,300 | 14,100 0 0 0 0 4,320 211 19.1
4 51 42,000 9+9+15+18| 7,400 7,400 | 12,400 | 14,800 0 0 0 0 3,430 16.7 15.1
48,000 9+9+15+18| 8,500 8,500 | 14,100 | 16,900 0 0 0 0 4,320 2141 19.1
4 54 42,000 6+6+6+36 | 4,700 4,700 4,700 | 28,000 0 0 0 0 3,400 16.6 15.0
48,000 6+6+6+36 | 5200 5,200 5200 | 32,400 0 0 0 0 4,270 209 18.9
4 54 42,000 6+6+12+30| 4,700 4,700 9,300 | 23,300 0 0 0 0 3,400 16.6 15.0
4 48,000 6+6+12+30| 5,300 5300 | 10,500 | 27,000 0 0 0 0 4,270 20.9 18.9
4 54 42,000 6+6+18+24| 4,700 4,700 | 14,000 | 18,700 0 0 0 0 3,400 16.6 15.0
48,000 6+6+18+24| 5300 5300 | 16,000 | 21,300 0 0 0 0 4,270 20.9 18.9
4 54 42,000 6+9+9+30| 4,700 7,000 7,000 | 23,300 0 0 0 0 3,400 16.6 15.0
48,000 6+9+9+30| 5,300 7,900 7,900 | 27,000 0 0 0 0 4,270 20.9 18.9
4 54 42,000 6+9+15+24| 4,700 7,000 | 11,700 | 18,700 0 0 0 0 3,400 16.6 15.0
48,000 6+9+15+24| 5300 8,000 | 13,300 | 21,300 0 0 0 0 4,270 20.9 18.9
6+12+12+
42,000 2 4,700 9,300 9,300 | 18,700 0 0 0 0 3,400 16.6 15.0
4 54 6+12+12+
48,000 o4 5300 | 10,700 | 10,700 | 21,300 0 0 0 0 4,270 20.9 18.9
6+15+15+
42,000 18 4,700 | 11,700 | 11,700 | 14,000 0 0 0 0 3,400 16.6 15.0
4 4
5 6+15+15+
48,000 18 5300 | 13,300 | 13,300 | 16,000 0 0 0 0 4,270 20.9 18.9
4 54 42,000 9+9+12+24| 7,000 7,000 9,300 | 18,700 0 0 0 0 3,400 16.6 15.0
48,000 9+9+12+24| 8,000 8,000 | 10,700 | 21,300 0 0 0 0 4,270 20.9 18.9
12+12+15+
42,000 15 9,300 9,300 | 11,700 | 11,700 0 0 0 0 3,400 16.6 15.0
4 54 12+12+15+
48,000 15 10,700 | 10,700 | 13,300 | 13,300 0 0 0 0 4,270 20.9 18.9
30000 |8*8 +66 *6*1 6000 | 6000 | 6000 | 6000 | 6000 | 0 0 0 | 2450 | 120 108
> 30 6+6+6+6+
36,900 6 7,400 7,400 7,400 7,400 7,400 0 0 0 3,470 17.0 16.3
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
a3000 |°*6 +96 *6+1 6000 | 6000 | 6000 | 6000 | 9000 0 0 0 2000 | 14.1 12.8
S 33 6+6+6+6+
40,900 ) 7400 | 7400 | 7400 | 7.400 | 11200 | 0 0 0 3990 | 195 176
000 |°*6 : 2 *6+1 6000 | 6000 | 6000 | 6000 | 12000 | 0 0 0 3340 | 163 14.8
S % 6+6+6+6+
45,000 I 7500 | 7,500 | 7,500 | 7,500 | 15000 | 0 0 0 4500 | 220 19.9
000 |0 +96 *9+1 6000 | 6000 | 6000 | 9000 | 9000 0 0 0 3340 | 163 14.8
5 36 6+6+6+9+
45,000 ) 7500 | 7,500 | 7,500 | 11,300 | 11300 | 0 0 0 4500 | 220 19.9
39000 |°*6 : 56 *6+1 6000 | 6000 | 6000 | 6000 | 15000 | 0 0 0 3680 | 180 16.3
5 % 6+6+6+6+
46,500 e 7200 | 7200 | 7200 | 7,200 | 17,900 | 0 0 0 4740 | 231 209
39000 |°*© : g *9+1 6000 | 6000 | 6000 | 9000 | 12000 | o 0 0 3680 | 180 16.3
5 39 6+6+6+9+
46,500 " 7200 | 7200 | 7200 | 10,700 | 14300 | 0 0 0 4740 | 231 209
9000 |°*6 +99 *9+1 6000 | 6000 | 9000 | 9000 | 9000 0 0 0 3680 | 180 16.3
5 39 6+6+9+9+
46,500 ) 7200 | 7,200 | 10,700 | 10,700 | 10,700 | 0 0 0 4740 | 231 209
a2000 |8*8 : : *6+1 6000 | 6000 | 6000 | 6000 | 18000 | O 0 0 4,020 19.6 17.8
S 42 6+6+6+6+
48,000 I 6,000 | 6900 | 6900 | 6900 | 20600 | 0 0 0 4980 | 243 220
a2000 |8*8 : 56 *9+1 6000 | 6000 | 6000 | 9000 | 15000 | o 0 0 4020 | 196 17.8
5 42 6+6+6+9+
48,000 e 6,000 | 6900 | 6900 | 10300 | 17100 | 0 0 0 4980 | 243 220
42000 |8%6 +1Z+ 12+ 6000 | 6000 | 6000 | 12000 | 12000 | 0 0 0 4020 | 196 17.8
S 42 6+6+6+12+
48,000 s 6,000 | 6900 | 6900 | 13700 | 13700 | 0 0 0 4980 | 243 220
42000 |878 : 29 *9+1 6000 | 6000 | 9000 | 9000 | 12000 | o 0 0 4020 | 196 17.8
S 42 6+6+9+9+
48,000 - 6,000 | 6900 | 10,300 | 10,300 | 13700 | 0 0 0 4980 | 243 220
a2000 |8*° +99 *9+1 6000 | 9000 | 9000 | 9000 | 9000 0 0 0 4020 | 196 17.8
5 42 6+9+9+9+
48,000 \ 6,900 | 10,300 | 10,300 | 10,300 | 10,300 | 0 0 0 4980 | 243 220
42000 |878 : g *9*! 5600 | 5600 | 5600 | 8400 | 16800 | 0 0 0 3,740 | 183 16.5
° 45 6+6+6+9+
48,000 P 6400 | 6400 | 6400 | 9600 | 19200 | 0 0 0 4670 | 228 206
42000 [8%6 +f;+ 12+ 5600 | 5600 | 5600 | 11200 | 14000 | 0 0 0 3,740 | 183 16.5
S 45 6+6+6+12+
48,000 e 6400 | 6400 | 6400 | 12,800 | 16,000 | 0 0 0 4670 | 228 206
42000 |8*8 : 59 *9*| 5600 | 5600 | 8400 | 8400 | 14000 | 0 0 0 3,740 18.3 16.5
5 45 6+6+9+9+
48,000 e 6400 | 6400 | 9600 | 9,600 | 16000 | 0 0 0 4670 | 228 206
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+9+12+
42,000 12 5,600 5,600 8,400 | 11,200 | 11,200 0 0 0 3,740 18.3 16.5
4
s ° 6+6+9+12+
48,000 12 6,400 6,400 9,600 12,800 | 12,800 0 0 0 4,670 228 206
6+9+9+90+
42,000 12 5,600 8,400 8,400 8,400 | 11,200 0 0 0 3,740 18.3 16.5
> 4 6+9+9+90+
48,000 12 6,400 9,600 9,600 9,600 12,800 0 0 0 4,670 22.8 20.6
9+9+9+0+
42,000 9 8,400 8,400 8,400 8,400 8,400 0 0 0 3,740 18.3 16.5
s 4 9+9+9+90+
48,000 9 9,600 9,600 9,600 9,600 9,600 0 0 0 4,670 22.8 206
6+6+6+6+
42,000 o4 5,300 5,300 5,300 5,300 | 21,000 0 0 0 3,460 16.9 16.3
> 48 6+6+6+6+
48,000 o 6,000 6,000 6,000 6,000 | 24,000 0 0 0 4,370 21.4 19.3
6+6+6+12+
42,000 18 5,300 5,300 5,300 | 10,500 | 15,800 0 0 0 3,460 16.9 15.3
5 48
6+6+6+12+
48,000 18 6,000 6,000 6,000 12,000 | 18,000 0 0 0 4,370 214 19.3
6+6+6+15+
42,000 15 5,300 5,300 5,300 | 13,100 | 13,100 0 0 0 3,460 16.9 156.3
° 8 6+6+6+15+
48,000 15 6,000 6,000 6,000 15,000 | 15,000 0 0 0 4,370 21.4 19.3
6+6+9+9+
42,000 18 5,300 5,300 7,900 7,900 | 15,800 0 0 0 3,460 16.9 156.3
> 48 6+6+9+9+
48,000 18 6,000 6,000 9,000 9,000 18,000 0 0 0 4,370 214 19.3
6+6+9+12+
42,000 15 5,300 5,300 7,900 | 10,500 | 13,100 0 0 0 3,460 16.9 156.3
5 48 6+6+9+12+
48,000 15 6,000 6,000 9,000 12,000 | 15,000 0 0 0 4,370 214 19.3
6+6+12+12
42,000 +12 5,300 5,300 10,500 | 10,500 | 10,500 0 0 0 3,460 16.9 156.3
5 48
6+6+12+12
48,000 12 6,000 6,000 12,000 | 12,000 | 12,000 0 0 0 4,370 21.4 19.3
6+9+9+0+
42,000 15 5,300 7,900 7,900 7,900 | 13,100 0 0 0 3,460 16.9 156.3
s 48 6+9+9+9+
48,000 15 6,000 9,000 9,000 9,000 15,000 0 0 0 4,370 214 19.3
6+9+9+12+
42,000 12 5,300 7,900 7,900 | 10,500 | 10,500 0 0 0 3,460 16.9 156.3
> 48 6+9+9+12+
48,000 12 6,000 9,000 9,000 12,000 | 12,000 0 0 0 4,370 21.4 19.3
9+9+9+0+
42,000 12 7,900 7,900 7,900 7,900 | 10,500 0 0 0 3,460 16.9 15.3
s 48 9+9+9+0+
48,000 12 9,000 9,000 9,000 9,000 12,000 0 0 0 4,370 214 19.3
6+6+6+9+
42,000 o4 4,900 4,900 4,900 7,400 | 19,800 0 0 0 3,430 16.7 15.1
® o 6+6+6+9+
48,000 o 5,600 5,600 5,600 8,500 | 22,600 0 0 0 4,320 211 19.1
6+6+6+15+
42,000 18 4,900 4,900 4,900 | 12,400 | 14,800 0 0 0 3,430 16.7 15.1
5 51
6+6+6+15+
48,000 18 5,600 5,600 5,600 14,100 | 16,900 0 0 0 4,320 211 19.1
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
42000 [8767 1“;" 124 4900 | 4900 | 7400 | 9900 | 14800 | 0 0 0 3430 | 167 15.1
S o 6+6+9+12+
48,000 e 5600 | 5600 | 8500 | 11,300 | 16900 | 0 0 0 4320 | 214 19.1
42000 |8%6 +1%+ 15+ 4000 | 4900 | 7400 | 12400 | 12400 | o0 0 0 3430 | 167 15.1
S 51 6+6+9+15+
48,000 e 5600 | 5600 | 8500 | 14,100 | 14100 | 0 0 0 4320 | 214 19.1
42000 |8%6 N 1152 *121 4900 | 4900 | 9900 | 9,900 | 12400 | o0 0 0 3430 | 167 15.1
S o 6+6+12+12
48,000 i 5600 | 5600 | 11,300 | 11,300 | 14100 | 0 0 0 4320 | 211 19.1
a2000 |8*° : : *9+| 4900 | 7400 | 7400 | 7400 | 14800 | o 0 0 3430 | 167 15.1
S 51 6+9+9+9+
48,000 s 5600 | 8500 | 8500 | 8500 | 16900 | 0 0 0 4320 | 214 19.1
42000 [8797 195+ 124 4000 | 7400 | 7.400 | 9900 | 12400 | o0 0 0 3430 | 167 15.1
° o 6+9+9+12+
48,000 e 5600 | 8500 | 8500 | 11,300 | 14100 | 0 0 0 4320 | 211 19.1
42000 |8%9 N 1122 *121 4000 | 7400 | 9900 | 9,900 | 9,900 0 0 0 3430 | 167 15.1
° 51 6+9+12+12
48,000 T 5600 | 8500 | 11,300 | 11,300 | 11300 | 0 0 0 4320 | 214 19.1
a2000 |°*° : 59 *9+| 7400 | 7400 | 7400 | 7400 | 12400 | 0 0 0 3,430 16.7 15.1
5 51 0+9+9+90+
48,000 e 8500 | 8500 | 8500 | 8500 | 14100 | 0 0 0 4320 | 211 19.1
42000 2797 192+ 124 7400 | 7400 | 7400 | 9900 | 9,900 0 0 0 3430 | 167 15.1
S o 9+9+9+12+
48,000 s 8,500 | 8500 | 8500 | 11,300 | 11300 | 0 0 0 4320 | 214 19.1
a2000 |8*8 ;g *6+1 4700 | 4700 | 4700 | 4700 | 23300 | 0 0 0 3400 | 166 15.0
S 5 6+6+6+6+
48,000 0 5300 | 5300 | 5300 | 5300 | 27,000 | 0 0 0 4270 | 209 18.9
42000 [6%6 +2i+ 124 4700 | 4700 | 4700 | 9300 | 18700 | 0 0 0 3400 | 166 15.0
S 5 6+6+6+12+
48,000 iy 5300 | 5300 | 5300 | 10,700 | 21300 | 0 0 0 4270 | 209 18.9
42000 [8%6 +168+ 18+ 4700 | 4700 | 4700 | 14000 | 14000 | 0 0 0 3400 | 166 15.0
S 5 6+6+6+18+
48,000 18 5300 | 5300 | 5300 | 16,000 | 16,000 | 0 0 0 4270 | 209 18.9
42000 |°*8 ;f ¥+ 4700 | 4700 | 7000 | 7000 | 18700 | 0 0 0 3400 | 166 15.0
5 54 6+6+9+9+
48,000 9 5300 | 5300 | 8000 | 8000 | 21300 | © 0 0 4270 | 209 18.9
42000 [8%6 +1%+ 1B+ 4700 | 4700 | 7,000 | 11,700 | 14000 | 0 0 0 3400 | 166 15.0
S 5 6+6+9+15+
48,000 e 5300 | 5300 | 8000 | 13300 | 16000 | 0 0 0 4270 | 209 18.9
42000 |8%6 : 115 *120 4700 | 4700 | 9300 | 9300 | 14000 | 0 0 0 3,400 16.6 15.0
S 5 6+6+12+12
48,000 i 5300 | 5300 | 10,700 | 10,700 | 16,000 | 0 0 0 4270 | 209 18.9
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H2I®* MODELS

MXZ-5C42NAHZ2/MXZ-5C42NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUMH]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTU] Unit [BTUH] | [BTUMH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
42000 |876 N 1152 *150 4700 | 4700 | 9300 | 11,700 | 11700 | 0 0 0 3400 | 166 15.0
S 5 6+6+12+15
48,000 g 5300 | 5300 | 10,700 | 13,300 | 13300 | 0 0 0 4270 | 209 18.9
42000 |8%9 +1%+ 12+ 4700 | 7000 | 7000 | 9300 | 14000 | o0 0 0 3400 | 166 15.0
S 5 6+9+9+12+
48,000 5 5300 | 8000 | 8000 | 10,700 | 16,000 | 0 0 0 4270 | 209 18.9
42000 |9*9F 1%" 1B+ 4700 | 7000 | 7,000 | 11,700 | 11700 | 0 0 0 3400 | 166 15.0
S 5 6+9+9+15+
48,000 e 5300 | 8000 | 8000 | 13300 | 13300 | 0 0 0 4270 | 209 18.9
42000 |8%9 N 1152 *120 4700 | 7,000 | 9300 | 9300 | 11700 | 0 0 0 3400 | 166 15.0
S 5 6+9+12+12
48,000 s 5300 | 8000 | 10,700 | 10,700 | 13300 | 0 0 0 4270 | 209 18.9
w200 |8 +1122++1122 *1 4700 | 9300 | 9300 | 9300 | 9300 | o 0 0 | 3400 | 166 150
5 54
4000 |°F 1122:1122 "1 5300 | 10,700 | 10,700 | 10,700 | 10700 | 0 0 0 4270 | 209 18.9
a2000 |°F° : 3 *9%| 7000 | 7000 | 7000 | 7000 | 14000 | o 0 0 3400 | 166 15.0
° 5 9+9+9+9+
48,000 s 8,000 | 8000 | 8000 | 8000 | 16000 | © 0 0 4270 | 209 18.9
42000 |2%9 +195+ 12+ 7000 | 7000 | 7000 | 9300 | 11700 | o0 0 0 3400 | 166 15.0
S 5 9+9+9+12+
48,000 e 8,000 | 8000 | 8000 | 10,700 | 13300 | 0 0 0 4270 | 209 18.9
42000 |979 N 1122 *121 7000 | 7,000 | 9300 | 9300 | 9,300 0 0 0 3400 | 166 15.0
S 5 9+9+12+12
48,000 s 8,000 | 8000 | 10,700 | 10,700 | 10700 | 0 0 0 4270 | 209 18.9
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
1 6 6,000 6 6,000 0 0 0 0 0 0 0 600 2.9 2.7
7,200 6 7,200 0 0 0 0 0 0 0 600 2.9 2.7
1 9 9,000 9 9,000 0 0 0 0 0 0 0 690 3.4 3.1
10,800 9 10,800 0 0 0 0 0 0 0 910 4.5 4.0
1 12 12,000 12 12,000 0 0 0 0 0 0 0 780 3.8 35
14,400 12 14,400 0 0 0 0 0 0 0 1,230 6.0 54
9 12 12,000 6+6 6,000 6,000 0 0 0 0 0 0 780 3.8 35
14,400 6+6 7,200 7,200 0 0 0 0 0 0 1,230 6.0 54
1 15 15,000 15 15,000 0 0 0 0 0 0 0 980 4.8 4.3
18,000 15 18,000 0 0 0 0 0 0 0 1,530 7.5 6.8
9 15 15,000 6+9 6,000 9,000 0 0 0 0 0 0 980 4.8 4.3
18,000 6+9 7,200 | 10,800 0 0 0 0 0 0 1,530 7.5 6.8
1 18 18,000 18 18,000 0 0 0 0 0 0 0 1,170 5.7 5.2
21,600 18 21,600 0 0 0 0 0 0 0 1,840 9.0 8.1
9 18 18,000 6+12 6,000 | 12,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 6+12 7,200 | 14,400 0 0 0 0 0 0 1,840 9.0 8.1
2 18 18,000 9+9 9,000 9,000 0 0 0 0 0 0 1,170 5.7 5.2
21,600 9+9 10,800 | 10,800 0 0 0 0 0 0 1,840 9.0 8.1
3 18 18,000 6+6+6 6,000 6,000 6,000 0 0 0 0 0 1,170 5.7 5.2
21,600 6+6+6 7,200 7,200 7,200 0 0 0 0 0 1,840 9.0 8.1
9 21 21,000 6+15 6,000 | 15,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 6+15 7,200 | 18,000 0 0 0 0 0 0 2,140 10.4 9.5
9 21 21,000 9+12 9,000 | 12,000 0 0 0 0 0 0 1,370 6.7 6.0
25,200 9+12 10,800 | 14,400 0 0 0 0 0 0 2,140 10.4 9.5
3 21 21,000 6+6+9 6,000 6,000 9,000 0 0 0 0 0 1,370 6.7 6.0
25,200 6+6+9 7,200 7,200 | 10,800 0 0 0 0 0 2,140 10.4 9.5
1 o 24,000 24 24,000 0 0 0 0 0 0 0 1,560 7.6 6.9
28,800 24 28,800 0 0 0 0 0 0 0 2,440 1.9 10.8
9 24 24,000 6+18 6,000 | 18,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 6+18 7,200 | 21,600 0 0 0 0 0 0 2,440 11.9 10.8
9 o 24,000 9+15 9,000 | 15,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 9+15 10,800 | 18,000 0 0 0 0 0 0 2,440 11.9 10.8
2 o4 24,000 12+12 12,000 | 12,000 0 0 0 0 0 0 1,560 7.6 6.9
28,800 12+12 14,400 | 14,400 0 0 0 0 0 0 2,440 11.9 10.8
3 o 24,000 6+6+12 6,000 6,000 | 12,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+6+12 7,200 7,200 | 14,400 0 0 0 0 0 2,440 11.9 10.8
3 24 24,000 6+9+9 6,000 9,000 9,000 0 0 0 0 0 1,560 7.6 6.9
28,800 6+9+9 7,200 | 10,800 | 10,800 0 0 0 0 0 2,440 11.9 10.8
4 o 24,000 6+6+6+6 | 6,000 6,000 6,000 6,000 0 0 0 0 1,560 7.6 6.9
28,800 6+6+6+6 | 7,200 7,200 7,200 7,200 0 0 0 0 2,440 11.9 10.8
2 27 27,000 9+18 9,000 | 18,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 9+18 10,900 | 21,900 0 0 0 0 0 0 2,960 14.4 13.1
2 27 27,000 12+15 12,000 | 15,000 0 0 0 0 0 0 2,010 9.8 8.9
32,800 12+15 14,600 | 18,200 0 0 0 0 0 0 2,960 144 13.1
3 27 27,000 6+6+15 6,000 6,000 | 15,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+6+15 7,300 7,300 | 18,200 0 0 0 0 0 2,960 14.4 13.1
3 27 27,000 6+9+12 6,000 9,000 | 12,000 0 0 0 0 0 2,010 9.8 8.9
32,800 6+9+12 7,300 | 10,900 | 14,600 0 0 0 0 0 2,960 14.4 13.1
3 27 27,000 9+9+9 9,000 9,000 9,000 0 0 0 0 0 2,010 9.8 8.9
32,800 9+9+9 10,900 | 10,900 | 10,900 0 0 0 0 0 2,960 14.4 13.1
4 27 27,000 6+6+6+9 | 6,000 6,000 6,000 9,000 0 0 0 0 2,010 9.8 8.9
32,800 6+6+6+9 | 7,300 7,300 7,300 | 10,900 0 0 0 0 2,960 144 13.1
1 30 30,000 30 30,000 0 0 0 0 0 0 0 2,450 12.0 10.8
36,900 30 36,900 0 0 0 0 0 0 0 3,470 17.0 156.3
9 30 30,000 6+24 6,000 | 24,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 6+24 7,400 | 29,500 0 0 0 0 0 0 3,470 17.0 156.3
9 30 30,000 12+18 12,000 | 18,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 12+18 14,800 | 22,100 0 0 0 0 0 0 3,470 17.0 156.3
2 30 30,000 15+15 15,000 | 15,000 0 0 0 0 0 0 2,450 12.0 10.8
36,900 15+15 18,500 | 18,500 0 0 0 0 0 0 3,470 17.0 15.3
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 30 30,000 6+6+18 6,000 6,000 | 18,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+6+18 7,400 7,400 | 22,100 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 6+9+15 6,000 9,000 | 15,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+9+15 7,400 | 11,100 | 18,500 0 0 0 0 0 3,470 17.0 15.3
3 30 30,000 6+12+12 6,000 | 12,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 6+12+12 7,400 | 14,800 | 14,800 0 0 0 0 0 3,470 17.0 156.3
3 30 30,000 9+9+12 9,000 9,000 | 12,000 0 0 0 0 0 2,450 12.0 10.8
36,900 9+9+12 11,100 | 11,100 | 14,800 0 0 0 0 0 3,470 17.0 156.3
4 30 30,000 6+6+6+12| 6,000 6,000 6,000 | 12,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+6+12| 7,400 7,400 7,400 | 14,800 0 0 0 0 3,470 17.0 156.3
4 30 30,000 6+6+9+9 | 6,000 6,000 9,000 9,000 0 0 0 0 2,450 12.0 10.8
36,900 6+6+9+9 | 7,400 7,400 | 11,100 | 11,100 0 0 0 0 3,470 17.0 156.3
5 30 30,000 6+6+6+6+6 6,000 6,000 6,000 6,000 6,000 0 0 0 2,450 12.0 10.8
36,900 6+6+6+6+6 7,400 7,400 7,400 7,400 7,400 0 0 0 3,470 17.0 156.3
9 33 33,000 9+24 9,000 | 24,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 9+24 11,200 | 29,700 0 0 0 0 0 0 3,990 19.5 17.6
2 33 33,000 15+18 15,000 | 18,000 0 0 0 0 0 0 2,900 14.1 12.8
40,900 15+ 18 18,600 | 22,300 0 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 6+9+18 6,000 9,000 | 18,000 0 0 0 0 0 2,900 141 12.8
40,900 6+9+18 7,400 | 11,200 | 22,300 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 6+12+15 6,000 | 12,000 | 15,000 0 0 0 0 0 2,900 14.1 12.8
40,900 6+12+15 7,400 | 14,900 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+9+15 9,000 9,000 | 15,000 0 0 0 0 0 2,900 14.1 12.8
40,900 9+9+15 11,200 | 11,200 | 18,600 0 0 0 0 0 3,990 19.5 17.6
3 33 33,000 9+12+12 9,000 | 12,000 | 12,000 0 0 0 0 0 2,900 14.1 12.8
40,900 9+12+12 11,200 | 14,900 | 14,900 0 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+6+6+15| 6,000 6,000 6,000 | 15,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+6+15| 7,400 7,400 7,400 | 18,600 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+6+9+12| 6,000 6,000 9,000 | 12,000 0 0 0 0 2,900 14.1 12.8
40,900 6+6+9+12| 7400 7,400 | 11,200 | 14,900 0 0 0 0 3,990 19.5 17.6
4 33 33,000 6+9+9+9 | 6,000 9,000 9,000 9,000 0 0 0 0 2,900 14.1 12.8
40,900 6+9+9+9 | 7400 | 11,200 | 11,200 | 11,200 0 0 0 0 3,990 19.5 17.6
5 33 33,000 6+6+6+6+9 6,000 6,000 6,000 6,000 9,000 0 0 0 2,900 14.1 12.8
40,900 6+6+6+6+9 7400 7,400 7,400 7,400 | 11,200 0 0 0 3,990 19.5 17.6
1 36 36,000 36 36,000 0 0 0 0 0 0 0 3,340 16.3 14.8
45,000 36 45,000 0 0 0 0 0 0 0 4,500 22.0 19.9
9 36 36,000 6+30 6,000 | 30,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 6+30 7,300 | 37,700 0 0 0 0 0 0 4,500 22.0 19.9
9 36 36,000 12+ 24 12,000 | 24,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 12+ 24 15,000 | 30,000 0 0 0 0 0 0 4,500 22.0 19.9
2 36 36,000 18+18 18,000 | 18,000 0 0 0 0 0 0 3,340 16.3 14.8
45,000 18+ 18 22,500 | 22,500 0 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+6+24 6,000 6,000 | 24,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+6+24 7,500 7,500 | 30,000 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+12+18 6,000 | 12,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+12+18 7,500 | 15,000 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 6+15+15 6,000 | 15,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 6+15+15 7,500 | 18,800 | 18,800 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+9+18 9,000 9,000 | 18,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+9+18 11,300 | 11,300 | 22,500 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 9+12+15 9,000 | 12,000 | 15,000 0 0 0 0 0 3,340 16.3 14.8
45,000 9+12+15 11,300 | 15,000 | 18,800 0 0 0 0 0 4,500 22.0 19.9
3 36 36,000 12+12+12 | 12,000 | 12,000 | 12,000 0 0 0 0 0 3,340 16.3 14.8
45,000 12+12+12 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+6+18 | 6,000 6,000 6,000 | 18,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+6+18 | 7,500 7,500 7,500 | 22,500 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+6+9+15| 6,000 6,000 9,000 | 15,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+9+15]| 7,500 7,500 | 11,300 | 18,800 0 0 0 0 4,500 22.0 19.9
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)

4 36 36,000 6+6+12+12| 6,000 6,000 | 12,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+6+12+12| 7,500 7,500 | 15,000 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 6+9+9+12| 6,000 9,000 9,000 | 12,000 0 0 0 0 3,340 16.3 14.8
45,000 6+9+9+12| 7,500 | 11,300 | 11,300 | 15,000 0 0 0 0 4,500 22.0 19.9
4 36 36,000 9+9+9+9 | 9,000 9,000 9,000 9,000 0 0 0 0 3,340 16.3 14.8
45,000 9+9+9+9 | 11,300 | 11,300 | 11,300 | 11,300 0 0 0 0 4,500 22.0 19.9
5 36 36,000 p+6+6+6+1] 6,000 6,000 6,000 6,000 | 12,000 0 0 0 3,340 16.3 14.8
45000 p+6+6+6+17 7,500 7,500 7,500 7,500 | 15,000 0 0 0 4,500 22.0 19.9
5 36 36,000 6+6+6+9+9 6,000 6,000 6,000 9,000 9,000 0 0 0 3,340 16.3 14.8
45,000 6+6+6+9+9 7,500 7,500 7,500 | 11,300 | 11,300 0 0 0 4,500 22.0 19.9

6+6+6+6+
36,000 6+6 6,000 6,000 6,000 6,000 6,000 6,000 0 0 3,340 16.3 14.8

6 % 6+6+6+6+
45,000 646 7,500 7,500 7,500 7,500 7,500 7,500 0 0 4,500 220 19.9
2 39 39,000 9+30 9,000 | 30,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 9+30 10,500 | 36,000 0 0 0 0 0 0 4,740 231 20.9
2 39 39,000 15+24 15,000 | 24,000 0 0 0 0 0 0 3,680 18.0 16.3
46,500 15+24 17,900 | 28,600 0 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 6+9+24 6,000 9,000 | 24,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+9+24 7,200 | 10,700 | 28,600 0 0 0 0 0 4,740 231 209
3 39 39,000 6+15+18 6,000 | 15,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 6+15+18 7,200 | 17,900 | 21,500 0 0 0 0 0 4,740 231 209
3 39 39,000 9+12+18 9,000 | 12,000 | 18,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+12+18 10,700 | 14,300 | 21,500 0 0 0 0 0 4,740 231 20.9
3 39 39,000 9+15+15 9,000 | 15,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 9+15+15 10,700 | 17,900 | 17,900 0 0 0 0 0 4,740 23.1 20.9
3 39 39,000 12+12+15 | 12,000 | 12,000 | 15,000 0 0 0 0 0 3,680 18.0 16.3
46,500 12+12+15 | 14,300 | 14,300 | 17,900 0 0 0 0 0 4,740 23.1 20.9
4 39 39,000 6+6+9+18 | 6,000 6,000 9,000 | 18,000 0 0 0 0 3,680 18.0 16.3
46,500 6+6+9+18 | 7,200 7,200 | 10,700 | 21,500 0 0 0 0 4,740 231 209
4 39 39,000 6+6+12+15| 6,000 6,000 | 12,000 | 15,000 0 0 0 0 3,680 18.0 16.3
46,500 6+6+12+15| 7,200 7,200 | 14,300 | 17,900 0 0 0 0 4,740 231 20.9
4 39 39,000 6+9+9+15| 6,000 9,000 9,000 | 15,000 0 0 0 0 3,680 18.0 16.3
46,500 6+9+9+15| 7,200 | 10,700 | 10,700 | 17,900 0 0 0 0 4,740 23.1 20.9
4 39 39,000 6+9+12+12| 6,000 9,000 | 12,000 | 12,000 0 0 0 0 3,680 18.0 16.3
46,500 6+9+12+12| 7,200 | 10,700 | 14,300 | 14,300 0 0 0 0 4,740 23.1 20.9
4 39 39,000 9+9+9+12| 9,000 9,000 9,000 | 12,000 0 0 0 0 3,680 18.0 16.3
46,500 9+9+9+12| 10,700 | 10,700 | 10,700 | 14,300 0 0 0 0 4,740 231 209
5 39 39,000 p+6+6+6+14 6,000 6,000 6,000 6,000 | 15,000 0 0 0 3,680 18.0 16.3
46,500 p+6+6+6+14 7,200 7,200 7,200 7,200 | 17,900 0 0 0 4,740 231 209
5 39 39,000 p+6+6+9+1] 6,000 6,000 6,000 9,000 | 12,000 0 0 0 3,680 18.0 16.3
46,500 p+6+6+9+17 7,200 7,200 7,200 | 10,700 | 14,300 0 0 0 4,740 231 20.9
5 39 39,000 6+6+9+9+9 6,000 6,000 9,000 9,000 9,000 0 0 0 3,680 18.0 16.3
46,500 6+6+9+9+9 7,200 7,200 | 10,700 | 10,700 | 10,700 0 0 0 4,740 23.1 20.9

6+6+6+6+
39,000 649 6,000 6,000 6,000 6,000 6,000 9,000 0 0 3,680 18.0 16.3

6 % 6+6+6+6+
46,500 6+9 7,200 7,200 7,200 7,200 7,200 | 10,700 0 0 4,740 231 209
2 4 42,000 6+ 36 6,000 | 36,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 6 +36 6,600 | 41,400 0 0 0 0 0 0 4,980 24.3 22.0
9 42 42,000 12+30 12,000 | 30,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 12+ 30 13,500 | 34,500 0 0 0 0 0 0 4,980 24.3 22.0
9 42 42,000 18 +24 18,000 | 24,000 0 0 0 0 0 0 4,020 19.6 17.8
48,000 18+24 20,600 | 27,400 0 0 0 0 0 0 4,980 243 220
3 4 42,000 6+6+30 6,000 6,000 | 30,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+6+30 6,700 6,700 | 34,500 0 0 0 0 0 4,980 243 22.0
3 4 42,000 6+12+24 6,000 | 12,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+12+24 6,900 | 13,700 | 27,400 0 0 0 0 0 4,980 243 22.0
3 4 42,000 6+18+18 6,000 | 18,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 6+18+18 6,900 | 20,600 | 20,600 0 0 0 0 0 4,980 24.3 22.0
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
3 4 42,000 9+9+24 9,000 9,000 | 24,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+9+24 10,300 | 10,300 | 27,400 0 0 0 0 0 4,980 24.3 22.0
3 42 42,000 9+15+18 9,000 | 15,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 9+15+18 10,300 | 17,100 | 20,600 0 0 0 0 0 4,980 243 22.0
3 42 42,000 12+12+18 | 12,000 | 12,000 | 18,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+12+18 | 13,700 | 13,700 | 20,600 0 0 0 0 0 4,980 243 22.0
3 4 42,000 12+15+15 | 12,000 | 15,000 | 15,000 0 0 0 0 0 4,020 19.6 17.8
48,000 12+15+15 | 13,700 | 17,100 | 17,100 0 0 0 0 0 4,980 243 22.0
4 4 42,000 6+6+6+24 | 6,000 6,000 6,000 | 24,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+6+24 | 6,900 6,900 6,900 | 27,400 0 0 0 0 4,980 24.3 22.0
4 42 42,000 6+6+12+18| 6,000 6,000 | 12,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+12+18| 6,900 6,900 | 13,700 | 20,600 0 0 0 0 4,980 243 22.0
4 42 42,000 6+6+15+15| 6,000 6,000 | 15,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+6+15+15| 6,900 6,900 | 17,100 | 17,100 0 0 0 0 4,980 243 22.0
4 4 42,000 6+9+9+18 | 6,000 9,000 9,000 | 18,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+9+18| 6900 | 10,300 | 10,300 | 20,600 0 0 0 0 4,980 243 22.0
4 4 42,000 6+9+12+15| 6,000 9,000 | 12,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 6+9+12+15| 6,900 | 10,300 | 13,700 | 17,100 0 0 0 0 4,980 24.3 22.0
4 42 42,000 6+12+12+12] 6,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,020 19.6 17.8
48,000 6+12+12+12 6900 | 13,700 | 13,700 | 13,700 0 0 0 0 4,980 243 22.0
4 42 42,000 9+9+9+15| 9,000 9,000 9,000 | 15,000 0 0 0 0 4,020 19.6 17.8
48,000 9+9+9+15| 10,300 | 10,300 | 10,300 | 17,100 0 0 0 0 4,980 243 220
4 4 42,000 9+9+12+12| 9,000 9,000 | 12,000 | 12,000 0 0 0 0 4,020 19.6 17.8
48,000 9+9+12+12| 10,300 | 10,300 | 13,700 | 13,700 0 0 0 0 4,980 243 22.0
5 4 42,000 p+6+6+6+14 6,000 6,000 6,000 6,000 | 18,000 0 0 0 4,020 19.6 17.8
48,000 p+6+6+6+14 6,900 6,900 6,900 6,900 | 20,600 0 0 0 4,980 243 22.0
5 4 42,000 p5+6+6+9+14 6,000 6,000 6,000 9,000 | 15,000 0 0 0 4,020 19.6 17.8
48,000 p+6+6+9+14 6,900 6,900 6,900 | 10,300 | 17,100 0 0 0 4,980 24.3 22.0
6+6+6+12+
42,000 12 6,000 6,000 6,000 | 12,000 | 12,000 0 0 0 4,020 19.6 17.8
> 42 6+6+6+12+
48,000 12 6,900 6,900 6,900 | 13,700 | 13,700 0 0 0 4,980 243 220
6+6+9+9+
42,000 12 6,000 6,000 9,000 9,000 | 12,000 0 0 0 4,020 19.6 17.8
° 4 6+6+9+9+
48,000 12 6,900 6,900 | 10,300 | 10,300 | 13,700 0 0 0 4,980 243 22.0
6+9+9+90+
42,000 9 6,000 9,000 9,000 9,000 9,000 0 0 0 4,020 19.6 17.8
> 42 6+9+9+90+
48,000 9 6,900 | 10,300 | 10,300 | 10,300 | 10,300 0 0 0 4,980 243 22.0
6+6+6+6+
42,000 6+12 6,000 6,000 6,000 6,000 6,000 | 12,000 0 0 4,020 19.6 17.8
6 42 6+6+6+6+
48,000 6412 6,900 6,900 6,900 6,900 6,900 | 13,700 0 0 4,980 243 220
6+6+6+6+
42,000 9+9 6,000 6,000 6,000 6,000 9,000 9,000 0 0 4,020 19.6 17.8
6 42 6+6+6+6+
48,000 9+9 6,900 6,900 6,900 6,900 | 10,300 | 10,300 0 0 4,980 243 22.0
6+6+6+6+
48,000 6,900 6,900 6,900 6,900 6,900 6,900 6,900 0 4,020 19.6 17.8
7 42 6+6+6
6+6+6+6+
54,000 6+64+6 7,700 7,700 7,700 7,700 7,700 7,700 7,700 0 4,980 243 220
2 45 45,000 9+36 9,000 | 36,000 0 0 0 0 0 0 4,550 222 201
51,000 9+36 9,900 | 41,100 0 0 0 0 0 0 5,290 259 234
2 45 45,000 15+ 30 15,000 | 30,000 0 0 0 0 0 0 4,550 222 201
51,000 15+ 30 16,700 | 34,300 0 0 0 0 0 0 5,290 25.9 234
3 45 45,000 6+9+30 6,000 9,000 | 30,000 0 0 0 0 0 4,550 22.2 201
51,000 6+9+30 6,700 | 10,000 | 34,300 0 0 0 0 0 5,290 25.9 234
3 45 45,000 6+15+24 6,000 | 15,000 | 24,000 0 0 0 0 0 4,550 22.2 20.1
51,000 6+15+24 6,800 | 17,000 | 27,200 0 0 0 0 0 5,290 25.9 234
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
# of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTUH] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)

3 45 45,000 9+12+24 9,000 | 12,000 | 24,000 0 0 0 0 0 4,550 222 201
51,000 9+12+24 10,200 | 13,600 | 27,200 0 0 0 0 0 5,290 25.9 234
3 45 45,000 9+18+18 9,000 | 18,000 | 18,000 0 0 0 0 0 4,550 222 20.1
51,000 9+18+18 10,200 | 20,400 | 20,400 0 0 0 0 0 5,290 25.9 23.4
3 45 45,000 12+15+18 | 12,000 | 15,000 | 18,000 0 0 0 0 0 4,550 222 20.1
51,000 12+15+18 | 13,600 | 17,000 | 20,400 0 0 0 0 0 5,290 25.9 234
3 45 45,000 15+15+15 | 15,000 | 15,000 | 15,000 0 0 0 0 0 4,550 222 20.1
51,000 15+15+15 | 17,000 | 17,000 | 17,000 0 0 0 0 0 5,290 25.9 234
4 45 45,000 6+6+9+24 | 6,000 6,000 9,000 | 24,000 0 0 0 0 4,550 222 201
51,000 6+6+9+24 | 6,800 6,800 | 10,200 | 27,200 0 0 0 0 5,290 25.9 234
4 45 45,000 6+6+15+18| 6,000 6,000 | 15,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 6+6+15+18| 6,800 6,800 | 17,000 | 20,400 0 0 0 0 5,290 25.9 234
4 45 45,000 6+9+12+18| 6,000 9,000 | 12,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 6+9+12+18| 6,800 10,200 | 13,600 | 20,400 0 0 0 0 5,290 25.9 23.4
4 45 45,000 6+9+15+15| 6,000 9,000 | 15,000 | 15,000 0 0 0 0 4,550 222 20.1
51,000 6+9+15+15| 6,800 | 10,200 | 17,000 | 17,000 0 0 0 0 5,290 25.9 234
4 45 45000 |6+12+12+15 6,000 | 12,000 | 12,000 | 15,000 0 0 0 0 4,550 222 201
51,000 |6+12+12+15 6,800 | 13,600 | 13,600 | 17,000 0 0 0 0 5,290 25.9 234
4 45 45,000 9+9+9+18| 9,000 9,000 9,000 | 18,000 0 0 0 0 4,550 222 20.1
51,000 9+9+9+18 | 10,200 | 10,200 | 10,200 | 20,400 0 0 0 0 5,290 25.9 234
4 45 45,000 9+9+12+15| 9,000 9,000 | 12,000 | 15,000 0 0 0 0 4,550 222 20.1
51,000 9+9+12+15| 10,200 | 10,200 | 13,600 | 17,000 0 0 0 0 5,290 25.9 23.4
4 45 48,000 |9+12+12+12 9,600 | 12,800 | 12,800 | 12,800 0 0 0 0 4,550 222 20.1
54,000 |9+12+12+12] 10,800 | 14,400 | 14,400 | 14,400 0 0 0 0 5,290 25.9 234
5 45 45000 p+6+6+9+1¢ 6,000 6,000 6,000 9,000 | 18,000 0 0 0 4,550 222 20.1
51,000 p+6+6+9+1{ 6,800 6,800 6,800 | 10,200 | 20,400 0 0 0 5,290 25.9 234

6+6+6+12+
45,000 15 6,000 6,000 6,000 | 12,000 | 15,000 0 0 0 4,550 222 20.1

S 4 6+6+6+12+
51,000 15 6,800 6,800 6,800 13,600 | 17,000 0 0 0 5,290 259 23.4

6+6+9+9+
45,000 15 6,000 6,000 9,000 9,000 | 15,000 0 0 0 4,550 222 20.1

> 45 6+6+9+9+
51,000 15 6,800 6,800 | 10,200 | 10,200 | 17,000 0 0 0 5,290 25.9 234

6+6+9+12+
45,000 12 6,000 6,000 9,000 | 12,000 | 12,000 0 0 0 4,550 222 20.1

S 4 6+6+9+12+
51,000 12 6,800 6,800 | 10,200 | 13,600 | 13,600 0 0 0 5,290 259 234

6+9+9+90+
45,000 12 6,000 9,000 9,000 9,000 | 12,000 0 0 0 4,550 222 201

5 4 6+9+9+9+
51,000 12 6,800 | 10,200 | 10,200 | 10,200 | 13,600 0 0 0 5,290 25.9 234
as000 |75 9000 | 9000 | 9000 | 9000 | 9000 | 0 0 0 | 4550 | 222 20.1

S 45 9+9+9+9+
51,000 9 10,200 | 10,200 | 10,200 | 10,200 | 10,200 0 0 0 5,290 259 234

6+6+6+6+
45,000 6+15 6,000 6,000 6,000 6,000 6,000 | 15,000 0 0 4,550 222 201

6 4 6+6+6+6+
51,000 6+15 6,800 6,800 6,800 6,800 6,800 | 17,000 0 0 5,290 25.9 234

6+6+6+6+
5 .5 45,000 9412 6,000 6,000 6,000 6,000 9,000 | 12,000 0 0 4,550 222 201
51000 |®F g:ﬁ; *| 6800 | 6800 | 6800 | 6800 | 10200 | 13600 | 0 0 | 5290 | 259 234

6+6+6+9+
45,000 9+9 6,000 6,000 6,000 9,000 9,000 9,000 0 0 4,550 222 20.1

6 4 6+6+6+9+
51,000 9+9 6,800 6,800 6,800 10,200 | 10,200 | 10,200 0 0 5,290 259 23.4
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
48,000 6,400 6,400 6,400 6,400 6,400 6,400 9,600 0 4,550 22.2 20.1
7 45 6+6+9
6+6+6+6+
54,000 64649 7,200 7,200 7,200 7,200 7,200 7,200 | 10,800 0 5,290 259 234
9 48 48,000 12+ 36 12,000 | 36,000 0 0 0 0 0 0 5,070 24.8 224
54,000 12 + 36 13,100 | 40,900 0 0 0 0 0 0 5,610 274 248
2 48 48,000 18 + 30 18,000 | 30,000 0 0 0 0 0 0 5,070 24.8 224
54,000 18 +30 19,900 | 34,100 0 0 0 0 0 0 5,610 274 248
2 48 48,000 24+24 24,000 | 24,000 0 0 0 0 0 0 5,070 24.8 224
54,000 24 +24 27,000 | 27,000 0 0 0 0 0 0 5,610 27.4 24.8
3 48 48,000 6+6+36 6,000 6,000 | 36,000 0 0 0 0 0 5,070 24.8 224
54,000 6+6+36 6,500 6,500 | 40,900 0 0 0 0 0 5,610 274 248
3 48 48,000 6+12+30 6,000 | 12,000 | 30,000 0 0 0 0 0 5,070 24.8 224
54,000 6+12+30 6,600 | 13,300 | 34,100 0 0 0 0 0 5,610 274 248
3 48 48,000 6+18+24 6,000 | 18,000 | 24,000 0 0 0 0 0 5,070 24.8 224
54,000 6+18+24 6,800 | 20,300 | 27,000 0 0 0 0 0 5,610 274 248
3 48 48,000 9+9+30 9,000 9,000 | 30,000 0 0 0 0 0 5,070 24.8 224
54,000 9+9+30 10,000 | 10,000 | 34,100 0 0 0 0 0 5,610 27.4 24.8
3 48 48,000 9+15+24 9,000 | 15,000 | 24,000 0 0 0 0 0 5,070 24.8 224
54,000 9+15+24 10,100 | 16,900 | 27,000 0 0 0 0 0 5,610 274 248
3 48 48,000 12+12+24 | 12,000 | 12,000 | 24,000 0 0 0 0 0 5,070 24.8 224
54,000 12+12+24 | 13,500 | 13,500 | 27,000 0 0 0 0 0 5,610 274 248
3 48 48,000 12+18+18 | 12,000 | 18,000 | 18,000 0 0 0 0 0 5,070 24.8 224
54,000 12+18+18 | 13,500 | 20,300 | 20,300 0 0 0 0 0 5,610 274 248
3 48 48,000 15+15+18 | 15,000 | 15,000 | 18,000 0 0 0 0 0 5,070 24.8 224
54,000 15+15+18 | 16,900 | 16,900 | 20,300 0 0 0 0 0 5,610 27.4 24.8
4 48 48,000 6+6+6+30| 6,000 6,000 6,000 | 30,000 0 0 0 0 5,070 24.8 22.4
54,000 6+6+6+30| 6,600 6,600 6,600 | 34,100 0 0 0 0 5,610 274 24.8
4 48 48,000 6+6+12+24| 6,000 6,000 | 12,000 | 24,000 0 0 0 0 5,070 24.8 224
54,000 6+6+12+24| 6,800 6,800 | 13,500 | 27,000 0 0 0 0 5,610 274 248
4 48 48,000 6+6+18+18| 6,000 6,000 | 18,000 | 18,000 0 0 0 0 5,070 24.8 224
54,000 6+6+18+18| 6,800 6,800 | 20,300 | 20,300 0 0 0 0 5,610 274 248
4 48 48,000 6+9+9+24 | 6,000 9,000 9,000 | 24,000 0 0 0 0 5,070 24.8 224
54,000 6+9+9+24| 6,800 | 10,100 | 10,100 | 27,000 0 0 0 0 5,610 27.4 24.8
4 48 48,000 6+9+15+18| 6,000 9,000 | 15,000 | 18,000 0 0 0 0 5,070 24.8 22.4
54,000 6+9+15+18| 6,800 | 10,100 | 16,900 | 20,300 0 0 0 0 5,610 274 24.8
4 48 48,000 6+12+12+18 6,000 | 12,000 | 12,000 | 18,000 0 0 0 0 5,070 24.8 224
54,000 6+12+12+18 6,800 | 13,500 | 13,500 | 20,300 0 0 0 0 5,610 274 248
4 48 48,000 6+12+15+15 6,000 | 12,000 | 15,000 | 15,000 0 0 0 0 5,070 24.8 224
54,000 6+12+15+15 6,800 | 13,500 | 16,900 | 16,900 0 0 0 0 5,610 274 248
4 48 48,000 9+9+12+18| 9,000 9,000 | 12,000 | 18,000 0 0 0 0 5,070 248 224
54,000 9+9+12+18| 10,100 | 10,100 | 13,500 | 20,300 0 0 0 0 5,610 274 248
4 48 45,000 9+9+15+15| 8,400 8,400 | 14,100 | 14,100 0 0 0 0 5,070 24.8 224
51,000 9+9+15+15| 9,600 9,600 | 15,900 | 15,900 0 0 0 0 5,610 27.4 24.8
4 48 48,000 9+12+12+15 9,000 | 12,000 | 12,000 | 15,000 0 0 0 0 5,070 24.8 224
54,000 9+12+12+15 10,100 | 13,500 | 13,500 | 16,900 0 0 0 0 5,610 274 248
4 48 48,000 12+12+12+13 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 5,070 24.8 224
54,000 fA2+12+12+14 13,500 | 13,500 | 13,500 | 13,500 0 0 0 0 5,610 274 248
6+6+6+6+
48,000 o4 6,000 6,000 6,000 6,000 | 24,000 0 0 0 5,070 248 224
° “8 6+6+6+6+
54,000 o 6,800 6,800 6,800 6,800 | 27,000 0 0 0 5,610 27.4 248
6+6+6+12+
48,000 18 6,000 6,000 6,000 | 12,000 | 18,000 0 0 0 5,070 248 224
> 48 6+6+6+12+
54,000 18 6,800 6,800 6,800 | 13,500 | 20,300 0 0 0 5,610 274 248
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+15+
48,000 e 6,000 | 6,000 | 6000 | 15000 | 15000 | 0 0 0 5070 | 248 224
4
S 8 6+6+6+15+
54,000 e 6,800 | 6,800 | 6800 | 16900 | 16900 | 0 0 0 5610 | 274 2.8
6+6+9+9+
48,000 s 6,000 | 6,000 | 9000 | 9,000 | 18000 | 0 0 0 5070 | 248 224
S 48 6+6+9+9+
54,000 s 6,800 | 6,800 | 10,100 | 10,100 | 20300 | 0 0 0 5610 | 274 2.8
6+6+9+12+
48,000 e 6,000 | 6,000 | 9,000 | 12,000 | 15000 | 0 0 0 5070 | 248 24
4
S 8 6+6+9+12+
54,000 e 6,800 | 6,800 | 10,100 | 13,500 | 16900 | 0 0 0 5610 | 274 2.8
6+6+12+12
48,000 T 6,000 | 6,000 | 12,000 | 12,000 | 12,000 | 0 0 0 5070 | 248 224
5 48
6+6+12+12
54,000 T 6,800 | 6,800 | 13,500 | 13,500 | 13500 | 0 0 0 5610 | 274 2.8
6+9+9+9+
48,000 s 6,000 | 9,000 | 9,000 | 9,000 | 15000 | 0 0 0 5070 | 248 224
° 48 6+9+9+9+
54,000 e 6,800 | 10,100 | 10,00 | 10,100 | 16,900 | 0 0 0 5610 | 274 2.8
6+9+9+12+
48,000 > 6,000 | 9,000 | 9,000 | 12,000 | 12,000 | 0 0 0 5070 | 248 224
S 48 6+9+9+12+
54,000 > 6,800 | 10,100 | 10,100 | 13,500 | 13500 | 0 0 0 5610 | 274 2.8
9+9+9+9+
48,000 - 9,000 | 9,000 | 9000 | 9,000 | 12000 | 0 0 0 5070 | 248 204
S 48 9+9+9+9+
54,000 I 10,100 | 10,100 | 10,100 | 10,100 | 13500 | 0 0 0 5610 | 274 2.8
6+6+6+6+
48,000 5o 18 6,000 | 6,000 | 6000 | 6000 | 6000 | 18000 | 0 0 5070 | 248 224
6 48 6+6+6+6+
54,000 S 6,800 | 6,800 | 6800 | 6800 | 6800 | 20300 | 0 0 5610 | 274 2.8
6+6+6+6+
48,000 " 6,000 | 6,000 | 6000 | 6000 | 9,000 | 15000 | 0 0 5070 | 248 224
6 48 6+6+6+6+
54,000 o e 6,800 | 6,800 | 6800 | 6800 | 10,100 | 16900 | 0 0 5610 | 274 2.8
6+6+6+6+
48,000 AR 6,000 | 6,000 | 6000 | 6000 | 12,000 | 12,000 | 0 0 5070 | 248 24
6 48 6+6+6+6+
54,000 A 6,800 | 6,800 | 6800 | 6800 | 13500 | 13500 | 0 0 5610 | 274 2.8
6+6+6+9+
48,000 o1 6,000 | 6,000 | 6000 | 9,000 | 9,000 | 12000 | 0 0 5070 | 248 224
6 48
54,000 6+69:61; 9*| 6800 | 6800 | 6800 | 10,00 | 10,100 | 13500 | 0 0 5610 | 274 2.8
6+6+9+9+
48,000 5+ 6,000 | 6000 | 9,000 | 9,000 | 9,000 | 9,000 0 0 5070 | 248 224
6 48 6+6+9+9+
54,000 oo 6,800 | 6,800 | 10,100 | 10,100 | 10,100 | 10,100 | 0 0 5610 | 274 2.8
6+6+6+6+
48,000 CiGaro | 6000 | 6000 | 6000 | 6000 | 6000 | 6000 | 12000 | O 5070 | 248 224
7 48
54,000 Ggigi:? 6,800 | 6,800 | 6800 | 6800 | 6800 | 6800 | 13500 | 0 5610 | 274 2.8
6+6+6+6+
48,000 sroso | 6000 | 6000 | 6000 | 6000 | 6000 | 9000 | 9000 0 5070 | 248 204
7 48
54,000 6+66++96++96+ 6,800 | 6,800 | 6800 | 6800 | 6800 | 10,100 | 10,100 | 0 5610 | 274 2.8
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
48,000 6,000 6,000 6,000 6,000 6,000 6,000 6,000 6,000 5,070 248 224
8 48 6+6+6+6
54,000 66++66++66++66+ 6,800 | 6800 | 6800 | 6,800 | 6,800 | 6,800 | 680 | 680 | 5610 | 274 24.8
9 51 48,000 15+ 36 14,100 | 33,900 0 0 0 0 0 0 5,010 244 221
54,000 15+ 36 15,400 | 38,600 0 0 0 0 0 0 5,500 26.9 243
3 51 48,000 6+9+36 5,600 8,500 | 33,900 0 0 0 0 0 5,010 244 221
54,000 6+9+36 6,200 9,300 | 38,600 0 0 0 0 0 5,500 26.9 243
3 51 48,000 6+15+30 5,600 | 14,100 | 28,200 0 0 0 0 0 5,010 244 221
54,000 6+15+30 6,300 | 15,700 | 32,100 0 0 0 0 0 5,500 26.9 243
3 51 48,000 9+12+30 8,500 | 11,300 | 28,200 0 0 0 0 0 5,010 244 221
54,000 9+12+30 9,400 | 12,500 | 32,100 0 0 0 0 0 5,500 26.9 243
3 51 48,000 9+18+24 8,500 | 16,900 | 22,600 0 0 0 0 0 5,010 244 221
54,000 9+18+24 9,500 | 19,100 | 25,400 0 0 0 0 0 5,500 26.9 243
3 51 48,000 12+15+24 | 11,300 | 14,100 | 22,600 0 0 0 0 0 5,010 244 221
54,000 12+15+24 | 12,700 | 15,900 | 25,400 0 0 0 0 0 5,500 26.9 243
3 51 48,000 15+18+18 | 14,100 | 16,900 | 16,900 0 0 0 0 0 5,010 244 221
54,000 15+18+18 | 15900 | 19,100 | 19,100 0 0 0 0 0 5,500 26.9 243
4 51 48,000 6+6+9+30 | 5,600 5,600 8,500 | 28,200 0 0 0 0 5,010 244 221
54,000 6+6+9+30| 6,300 6,300 9,400 | 32,100 0 0 0 0 5,500 26.9 243
4 51 48,000 6+6+15+24| 5,600 5,600 | 14,100 | 22,600 0 0 0 0 5,010 244 221
54,000 6+6+15+24| 6,400 6,400 | 15,900 | 25,400 0 0 0 0 5,500 26.9 243
4 51 48,000 6+9+12+24| 5,600 8,500 | 11,300 | 22,600 0 0 0 0 5,010 244 221
54,000 6+9+12+24| 6,400 9,500 | 12,700 | 25,400 0 0 0 0 5,500 26.9 243
4 51 48,000 6+9+18+18| 5,600 8,500 | 16,900 | 16,900 0 0 0 0 5,010 244 221
54,000 6+9+18+18| 6,400 9,500 | 19,100 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 |6+12+15+18 5600 | 11,300 | 14,100 | 16,900 0 0 0 0 5,010 244 221
54,000 6+12+15+18 6,400 | 12,700 | 15,900 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 |6+15+15+15 5600 | 14,100 | 14,100 | 14,100 0 0 0 0 5,010 244 221
54,000 6+15+15+15 6,400 | 15,900 | 15,900 | 15,900 0 0 0 0 5,500 26.9 243
4 51 48,000 9+9+9+24 | 8500 8,500 8,500 | 22,600 0 0 0 0 5,010 244 221
54,000 9+9+9+24 | 9500 9,500 9,500 | 25,400 0 0 0 0 5,500 26.9 243
4 51 48,000 9+9+15+18| 8,500 8,500 | 14,100 | 16,900 0 0 0 0 5,010 244 221
54,000 9+9+15+18| 9,500 9,500 | 15,900 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 |9+12+12+18 8500 | 11,300 | 11,300 | 16,900 0 0 0 0 5,010 244 221
54,000 9+12+12+18 9,500 | 12,700 | 12,700 | 19,100 0 0 0 0 5,500 26.9 243
4 51 48,000 |9+12+15+15 8500 | 11,300 | 14,100 | 14,100 0 0 0 0 5,010 244 221
54,000 9+12+15+15 9500 | 12,700 | 15,900 | 15,900 0 0 0 0 5,500 26.9 243
4 51 48,000 f12+12+12+1% 11,300 | 11,300 | 11,300 | 14,100 0 0 0 0 5,010 244 221
54,000 fA2+12+12+14 12,700 | 12,700 | 12,700 | 15,900 0 0 0 0 5,500 26.9 243
5 51 48,000 p+6+6+9+24 5,600 5,600 5,600 8,500 | 22,600 0 0 0 5,010 244 221
54,000 p+6+6+9+24 6,400 6,400 6,400 9,500 | 25,400 0 0 0 5,500 26.9 243
6+6+6+15+
48,000 18 5,600 5,600 5,600 | 14,100 | 16,900 0 0 0 5,010 244 221
s o 6+6+6+15+
54,000 18 6,400 6,400 6,400 | 15,900 | 19,100 0 0 0 5,500 26.9 243
6+6+9+12+
48,000 18 5,600 5,600 8,500 | 11,300 | 16,900 0 0 0 5,010 244 221
> o 6+6+9+12+
54,000 18 6,400 6,400 9,500 | 12,700 | 19,100 0 0 0 5,500 26.9 243
6+6+9+15+
48,000 15 5,600 5,600 8,500 | 14,100 | 14,100 0 0 0 5,010 244 221
> o 6+6+9+15+
54,000 15 6,400 6,400 9,500 | 15,900 | 15,900 0 0 0 5,500 26.9 243
6+6+12+12
48,000 +15 5,600 5,600 | 11,300 | 11,300 | 14,100 0 0 0 5,010 244 221
5 51
6+6+12+12
54,000 +15 6,400 6,400 | 12,700 | 12,700 | 15,900 0 0 0 5,500 26.9 243
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | ° (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+9+9+
48,000 s 5600 | 8500 | 8500 | 8500 | 16,900 | 0 0 0 5010 | 244 221
S o 6+9+9+9+
54,000 s 6,400 | 95500 | 9500 | 9500 | 19,100 | 0 0 0 5500 | 269 23
6+9+9+12+
48,000 e 5600 | 8500 | 8500 | 11,300 | 14,100 | 0 0 0 5010 | 244 221
5 51
6+9+9+12+
54,000 e 6,400 | 9,500 | 9,500 | 12,700 | 15900 | 0 0 0 5500 | 26.9 243
6+9+12+12
48,000 i 5600 | 8500 | 11,300 | 11,300 | 11,300 | 0 0 0 5010 | 244 221
1
S S 6+9+12+12
54,000 s 6,400 | 9,500 | 12,700 | 12,700 | 12700 | 0 0 0 5500 | 269 243
9+9+9+9+
48,000 s 8500 | 8500 | 8500 | 8500 | 14,100 | 0 0 0 5010 | 244 221
S 51 9+9+9+9+
54,000 s 9,500 | 9,500 | 9500 | 9,500 | 15900 | © 0 0 5500 | 26.9 2.3
9+9+9+12+
48,000 0 8500 | 8500 | 8500 | 11,300 | 11,300 | 0 0 0 5010 | 244 221
5 51
9+9+9+12+
54,000 > 9,500 | 9,500 | 9500 | 12,700 | 12700 | 0 0 0 5500 | 269 23
6+6+6+6+
48,000 oe 18 5600 | 5600 | 5600 | 5600 | 8500 | 16,900 | O 0 5010 | 244 221
6 51 6+6+6+6+
54,000 o et 6,400 | 6400 | 6400 | 6400 | 9500 | 19,100 | © 0 5500 | 26.9 243
6+6+6+6+
48,000 AR 5600 | 5600 | 5600 | 5600 | 11,300 | 14100 | 0 0 5010 | 244 221
6 51 6+6+6+6+
54,000 A 6,400 | 6400 | 6400 | 6400 | 12,700 | 15900 | © 0 5500 | 26.9 2.3
6+6+6+9+
48,000 oe s 5600 | 5600 | 5600 | 8500 | 8500 | 14100 | O 0 5010 | 244 221
6 o 6+6+6+9+
54,000 et 6400 | 6400 | 6400 | 9500 | 95500 | 15900 | O 0 5500 | 269 243
6+6+6+9+
48,000 AR 5600 | 5600 | 5600 | 8500 | 11,300 | 11,300 | 0 0 5010 | 244 221
6 51 6+6+6+9+
54,000 PR 6,400 | 6400 | 6400 | 9500 | 12,700 | 12,700 | © 0 5500 | 26.9 2.3
6+6+9+9+
48,000 o e 12 5600 | 5600 | 8500 | 8500 | 8500 | 11,300 | O 0 5010 | 244 221
6 o 6+6+9+9+
54,000 ot 6,400 | 6400 | 9500 | 9500 | 95500 | 12700 | 0 0 5500 | 269 243
6+9+9+9+
48,000 oso 5600 | 8500 | 8500 | 8500 | 8500 | 8500 0 0 5010 | 244 221
6 51 6+9+9+9+
54,000 0+ 0 6,400 | 9,500 | 9,500 | 9,500 | 9,500 | 9,500 0 0 5500 | 26.9 2.3
6+6+6+6+
48,000 Gegeis | 5600 | 5600 | 5600 | 5600 | 5600 | 5600 | 14100 | 0 5010 | 244 221
7 51
54,000 6;i;i:§+ 6,400 | 6400 | 6400 | 6400 | 6400 | 6400 | 15900 | 0 5500 | 269 243
6+6+6+6+
48,000 6i011y | 5600 | 5600 | 5600 | 5600 | 5600 | 8500 | 11300 | 0 5010 | 244 221
7 51
54,000 62%?:26 *1 6400 | 6400 | 6400 | 6400 | 6400 | 9500 | 12,700 | 0 5500 | 26.9 243
6+6+6+6+
48,000 ororo | 5600 | 5800 | 5600 | 5600 | 8500 | 8500 | 8500 0 5010 | 244 221
7 51
54,000 6+96++96++96+ 6400 | 6400 | 6400 | 6400 | 9,500 | 9,500 | 9,500 0 5500 | 269 23
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
48,000 5,600 5,600 5,600 5,600 5,600 5,600 5,600 8,500 5,010 244 221
8 51 6+6+6+9
54,000 66++66++66++69+ 6400 | 6400 | 6400 | 6400 | 6400 | 6400 | 6400 | 9500 | 5500 | 269 24.3
9 54 48,000 18 + 36 16,000 | 32,000 0 0 0 0 0 0 4,940 241 21.8
54,000 18 + 36 17,500 | 36,500 0 0 0 0 0 0 5,390 26.3 238
2 54 48,000 24 +30 21,300 | 26,700 0 0 0 0 0 0 4,940 241 218
54,000 24 +30 23,700 | 30,300 0 0 0 0 0 0 5,390 26.3 23.8
3 54 48,000 6+12+36 5,300 | 10,700 | 32,000 0 0 0 0 0 4,940 241 218
54,000 6+12+36 5800 | 11,700 | 36,500 0 0 0 0 0 5,390 26.3 238
3 54 48,000 6+18+30 5300 | 16,000 | 26,700 0 0 0 0 0 4,940 241 21.8
54,000 6+18+30 5900 | 17,800 | 30,300 0 0 0 0 0 5,390 26.3 238
3 54 48,000 6+24+24 5,300 | 21,300 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 6+24+24 6,000 | 24,000 | 24,000 0 0 0 0 0 5,390 26.3 238
3 54 48,000 9+9+36 8,000 8,000 | 32,000 0 0 0 0 0 4,940 241 218
54,000 9+9+36 8,800 8,800 | 36,500 0 0 0 0 0 5,390 26.3 23.8
3 54 48,000 9+15+30 8,000 | 13,300 | 26,700 0 0 0 0 0 4,940 241 218
54,000 9+15+30 8,900 | 14,800 | 30,300 0 0 0 0 0 5,390 26.3 238
3 54 48,000 12+12+30 | 10,700 | 10,700 | 26,700 0 0 0 0 0 4,940 241 21.8
54,000 12+12+30 | 11,800 | 11,800 | 30,300 0 0 0 0 0 5,390 26.3 238
3 54 48,000 12+18+24 | 10,700 | 16,000 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 12+18+24 | 12,000 | 18,000 | 24,000 0 0 0 0 0 5,390 26.3 238
3 54 48,000 15+15+24 | 13,300 | 13,300 | 21,300 0 0 0 0 0 4,940 241 21.8
54,000 15+15+24 | 15,000 | 15,000 | 24,000 0 0 0 0 0 5,390 26.3 238
3 54 48,000 18+18+18 | 16,000 | 16,000 | 16,000 0 0 0 0 0 4,940 241 218
54,000 18+18+18 | 18,000 | 18,000 | 18,000 0 0 0 0 0 5,390 26.3 238
4 54 48,000 6+6+6+36 | 5300 5,300 5,300 | 32,000 0 0 0 0 4,940 241 218
54,000 6+6+6+36 | 5800 5,800 5,800 | 36,500 0 0 0 0 5,390 26.3 238
4 54 48,000 6+6+12+30| 5,300 5,300 | 10,700 | 26,700 0 0 0 0 4,940 241 21.8
54,000 6+6+12+30| 5,900 5900 | 11,800 | 30,300 0 0 0 0 5,390 26.3 238
4 54 48,000 6+6+18+24| 5300 5,300 | 16,000 | 21,300 0 0 0 0 4,940 241 218
54,000 6+6+18+24| 6,000 6,000 | 18,000 | 24,000 0 0 0 0 5,390 26.3 23.8
4 54 48,000 6+9+9+30| 5,300 8,000 8,000 | 26,700 0 0 0 0 4,940 241 218
54,000 6+9+9+30 | 5900 8,900 8,900 | 30,300 0 0 0 0 5,390 26.3 238
4 54 48,000 6+9+15+24| 5300 8,000 | 13,300 | 21,300 0 0 0 0 4,940 241 218
54,000 6+9+15+24| 6,000 9,000 | 15,000 | 24,000 0 0 0 0 5,390 26.3 238
4 54 48,000 |6+12+12+24 5300 | 10,700 | 10,700 | 21,300 0 0 0 0 4,940 241 21.8
54,000 6+12+12+24 6,000 | 12,000 | 12,000 | 24,000 0 0 0 0 5,390 26.3 238
4 54 48,000 |6+15+15+18 5300 | 13,300 | 13,300 | 16,000 0 0 0 0 4,940 241 21.8
54,000 6+15+15+18 6,000 | 15,000 | 15,000 | 18,000 0 0 0 0 5,390 26.3 238
4 54 48,000 9+9+12+24| 8,000 8,000 | 10,700 | 21,300 0 0 0 0 4,940 241 218
54,000 9+9+12+24| 9,000 9,000 | 12,000 | 24,000 0 0 0 0 5,390 26.3 23.8
4 54 48,000 9+9+18+18| 8,000 8,000 | 16,000 | 16,000 0 0 0 0 4,940 241 218
54,000 9+9+18+18| 9,000 9,000 | 18,000 | 18,000 0 0 0 0 5,390 26.3 238
4 54 48,000 |9+12+15+18 8,000 | 10,700 | 13,300 | 16,000 0 0 0 0 4,940 241 21.8
54,000 9+12+15+18 9,000 | 12,000 | 15,000 | 18,000 0 0 0 0 5,390 26.3 238
4 54 48,000 9+15+15+15 8,000 | 13,300 | 13,300 | 13,300 0 0 0 0 4,940 241 21.8
54,000 9+15+15+15 9,000 | 15,000 | 15,000 | 15,000 0 0 0 0 5,390 26.3 238
4 54 48,000 f12+12+12+1¢ 10,700 | 10,700 | 10,700 | 16,000 0 0 0 0 4,940 241 218
54,000 fA2+12+12+1¢ 12,000 | 12,000 | 12,000 | 18,000 0 0 0 0 5,390 26.3 23.8
4 54 48,000 f12+12+15+1% 10,700 | 10,700 | 13,300 | 13,300 0 0 0 0 4,940 241 218
54,000 f2+12+15+14 12,000 | 12,000 | 15,000 | 15,000 0 0 0 0 5,390 26.3 238
5 54 48,000 p5+6+6+6+3( 5,300 5,300 5,300 5,300 | 26,700 0 0 0 4,940 241 21.8
54,000 p+6+6+6+3( 5900 5,900 5,900 5,900 | 30,300 0 0 0 5,390 26.3 238
6+6+6+12+
48,000 2 5,300 5,300 5,300 | 10,700 | 21,300 0 0 0 4,940 241 21.8
> 54 6+6+6+12+
54,000 o1 6,000 6,000 6,000 | 12,000 | 24,000 0 0 0 5,390 26.3 238
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+18+
48,000 18 5,300 5,300 5,300 | 16,000 | 16,000 0 0 0 4,940 24.1 21.8
> > 6+6+6+18+
54,000 18 6,000 6,000 6,000 18,000 | 18,000 0 0 0 5,390 26.3 23.8
6+6+9+9+
48,000 o4 5,300 5,300 8,000 8,000 | 21,300 0 0 0 4,940 24.1 21.8
S 5 6+6+9+9+
54,000 o4 6,000 6,000 9,000 9,000 | 24,000 0 0 0 5,390 26.3 23.8
6+6+9+15+
48,000 18 5,300 5,300 8,000 | 13,300 | 16,000 0 0 0 4,940 24.1 21.8
S 5 6+6+9+15+
54,000 18 6,000 6,000 9,000 15,000 | 18,000 0 0 0 5,390 26.3 23.8
6+6+12+12
48,000 18 5,300 5300 | 10,700 | 10,700 | 16,000 0 0 0 4,940 24.1 21.8
S 5 6+6+12+12
54,000 18 6,000 6,000 | 12,000 | 12,000 | 18,000 0 0 0 5,390 26.3 23.8
6+6+12+15
48,000 15 5,300 5,300 | 10,700 | 13,300 | 13,300 0 0 0 4,940 241 21.8
S 5 6+6+12+15
54,000 15 6,000 6,000 | 12,000 | 15,000 | 15,000 0 0 0 5,390 26.3 23.8
6+9+9+12+
48,000 18 5,300 8,000 8,000 | 10,700 | 16,000 0 0 0 4,940 24.1 21.8
5 54 6+9+9+12+
54,000 18 6,000 9,000 9,000 | 12,000 | 18,000 0 0 0 5,390 26.3 238
6+9+9+15+
48,000 15 5,300 8,000 8,000 | 13,300 | 13,300 0 0 0 4,940 24.1 21.8
S 5 6+9+9+15+
54,000 15 6,000 9,000 9,000 | 15,000 | 15,000 0 0 0 5,390 26.3 23.8
6+9+12+12
48,000 15 5,300 8,000 | 10,700 | 10,700 | 13,300 0 0 0 4,940 24.1 21.8
S 5 6+9+12+12
54,000 +15 6,000 9,000 12,000 | 12,000 | 15,000 0 0 0 5,390 26.3 23.8
6+12+12+
48,000 12412 5,300 | 10,700 | 10,700 | 10,700 | 10,700 0 0 0 4,940 24.1 21.8
5 54
54,000 6 +1122++1122 * 6,000 | 12,000 | 12,000 | 12,000 | 12,000 0 0 0 5,390 26.3 23.8
9+9+9+9+
48,000 18 8,000 8,000 8,000 8,000 | 16,000 0 0 0 4,940 24.1 21.8
S 5 9+9+9+9+
54,000 18 9,000 9,000 9,000 9,000 18,000 0 0 0 5,390 26.3 23.8
9+9+9+12+
48,000 15 8,000 8,000 8,000 | 10,700 | 13,300 0 0 0 4,940 24.1 21.8
> 54 9+9+9+12+
54,000 15 9,000 9,000 9,000 | 12,000 | 15,000 0 0 0 5,390 26.3 23.8
9+9+12+12
48,000 12 8,000 8,000 | 10,700 | 10,700 | 10,700 0 0 0 4,940 241 21.8
S 5 9+9+12+12
54,000 12 9,000 9,000 | 12,000 | 12,000 | 12,000 0 0 0 5,390 26.3 23.8
6+6+6+6+
48,000 6+ 24 5,300 5,300 5,300 5,300 5,300 | 21,300 0 0 4,940 24.1 21.8
6 54
54000 |87 %ig: 6+ 6000 | 6000 | 6000 | 6000 | 6000 | 24000 | 0 0 5390 | 263 238
6+6+6+6+
48,000 12+18 5,300 5,300 5,300 5,300 | 10,700 | 16,000 0 0 4,940 24.1 21.8
6 54
54000 |87 $2++61;6 *| 6000 | 6000 | 6000 | 6000 | 12,000 | 18000 | 0 0 | 530 | 263 23.8
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MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
48,000 AR 5300 | 5300 | 5300 | 5300 | 13,300 | 13300 | 0 0 4940 | 241 218
6 5 6+6+6+6+
54,000 o 6,000 | 6,000 | 6000 | 6000 | 15000 | 15000 | 0 0 5300 | 263 238
6+6+6+9+
48,000 " 5300 | 5300 | 5300 | 8000 | 8000 | 16000 | 0 0 4940 | 241 2138
6 5 6+6+6+9+
54,000 o s 6,000 | 6,000 | 6000 | 9,000 | 9,000 | 18000 | 0 0 5390 | 263 238
6+6+6+9+
48,000 AR 5300 | 5300 | 5300 | 8000 | 10700 | 13,300 | 0 0 4940 | 241 2138
6 5 6+6+6+9+
54,000 A 6,000 | 6,000 | 6000 | 9,000 | 12,000 | 15000 | 0 0 5390 | 263 238
6+6+6+12+
48,000 PO 5300 | 5300 | 5300 | 10,700 | 10,700 | 10,700 | 0 0 4940 | 241 2138
6 5 6+6+6+12+
54,000 PO 6,000 | 6,000 | 6000 | 12,000 | 12,000 | 12,000 | 0 0 5390 | 263 238
6+6+9+9+
48,000 oo 1t 5300 | 5300 | 8000 | 8000 | 8000 | 13300 | 0 0 4940 | 241 2138
6 54
54,000 6+%:35+ 9*1 6000 | 6000 | 9000 | 9000 | 9000 | 15000 | 0 0 5390 | 263 238
6+6+9+9+
48,000 AR 5300 | 5300 | 8000 | 8000 | 10700 | 10,700 | 0 0 4940 | 241 2138
6 54
54,000 6+162++91+29+ 6,000 | 6,000 | 9,000 | 9,000 | 12,000 | 12,000 | 0 0 5300 | 263 238
6+9+9+9+
48,000 o 12 5300 | 8000 | 8000 | 8000 | 8000 | 10700 | 0 0 4940 | 241 2138
6 54
54,000 6+%:i; 9*1 6000 | 9000 | 9000 | 9000 | 9000 | 12000 | o 0 5390 | 263 238
9+9+9+9+
48,000 o+ o 8,000 | 8000 | 8000 | 8000 | 8000 | 8000 0 0 4940 | 241 2138
6 5 9+9+9+9+
54,000 oo 9,000 | 9,000 | 9000 | 9000 | 9,000 | 9,000 0 0 5300 | 263 238
6+6+6+6+
48,000 CoGara | 530 | 5300 | 5300 | 5300 | 5300 | 5300 | 16000 | O 4940 | 241 2138
7 54
54,000 6;%?{::" 6,000 | 6,000 | 6000 | 6000 | 6000 | 6,000 | 18,000 | O 5390 | 263 238
6+6+6+6+
48,000 5300 | 5300 | 5300 | 5300 | 5300 | 8000 | 13300 | 0 4940 | 241 2138
; 54 6+9+15
6+6+6+6+
54,000 tioaqs | 6000 | 6000 | 6000 | 6000 | 6000 | 9000 | 15000 | O 5390 | 263 238
6+6+6+6+
48,000 Getosrs | 5300 | 5300 | 5300 | 5300 | 5300 | 10700 | 10700 | O 4940 | 241 2138
7 54
54,000 6g+6:26++1g+ 6,000 | 6,000 | 6000 | 6000 | 6000 | 12,000 | 12,000 | 0 5390 | 263 238
6+6+6+6+
48,000 ba0s1p | 5300 | 5300 | 5300 | 5300 | 8000 | 8000 | 10700 | 0 4940 | 241 2138
7 54
54,000 6;i;i:§+ 6,000 | 6000 | 6000 | 6000 | 9,000 | 9000 | 12000 | 0 5390 | 263 238
6+6+6+9+
48,000 oroso | 5300 | 5300 | 5300 | 8000 | 8000 | 8000 | 8000 0 4940 | 241 2138
7 54
54,000 6+96++96++99+ 6,000 | 6,000 | 6000 | 9,000 | 9,000 | 9,000 | 9,000 0 5390 | 263 238
6+6+6+6+
48,000 5300 | 5300 | 5300 | 5300 | 5300 | 5300 | 5300 | 10,700 | 4,940 | 241 2138
o 54 6+6+6+12
sa000 |8*6*8¥6* ) 5000 | 6000 | 6000 | 6000 | 6000 | 6000 | 6000 | 12,000 | 5390 | 263 238
6+6+6+12

FORM# MXZ-8C48NAHZ2_MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED - 202011

Specifications are subject to change without notice. © 2020 Mitsubishi Electric Trane HVAC US LLC. Al rightS‘fe8BrAY.



H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+6+6+
48,000 5,300 5,300 5,300 5,300 5,300 5,300 8,000 8,000 4,940 241 21.8
8 54 6+6+9+9
54,000 66++66++69++69+ 6,000 | 6000 | 6000 | 6000 | 6,000 | 6000 | 9000 | 9000 | 53% | 263 238
3 57 48,000 6+15+ 36 5100 | 12,600 | 30,300 0 0 0 0 0 4,870 23.8 215
54,000 6+15+36 5,500 | 13,800 | 34,600 0 0 0 0 0 5,330 26.0 235
3 57 48,000 9+12+36 7,600 | 10,100 | 30,300 0 0 0 0 0 4,870 23.8 215
54,000 9+12+36 8,300 | 11,100 | 34,600 0 0 0 0 0 5,330 26.0 235
3 57 48,000 9+18+30 7,600 | 15,200 | 25,300 0 0 0 0 0 4,870 23.8 215
54,000 9+18+30 8,400 | 16,800 | 28,800 0 0 0 0 0 5,330 26.0 235
3 57 48,000 9+24+24 7,600 | 20,200 | 20,200 0 0 0 0 0 4,870 23.8 215
54,000 9+24+24 8,500 22,700 | 22,700 0 0 0 0 0 5,330 26.0 235
3 57 48,000 12+15+30 | 10,100 | 12,600 | 25,300 0 0 0 0 0 4,870 23.8 215
54,000 12+15+30 | 11,200 | 14,000 | 28,800 0 0 0 0 0 5,330 26.0 235
4 57 48,000 6+6+9+36| 5,100 5,100 7,600 | 30,300 0 0 0 0 4,870 23.8 215
54,000 6+6+9+36 | 5500 5,500 8,300 | 34,600 0 0 0 0 5,330 26.0 235
4 57 48,000 6+6+15+30| 5,100 5100 | 12,600 | 25,300 0 0 0 0 4,870 23.8 215
54,000 6+6+15+30| 5,600 5600 | 14,000 | 28,800 0 0 0 0 5,330 26.0 235
4 57 48,000 6+9+12+30| 5,100 7,600 | 10,100 | 25,300 0 0 0 0 4,870 23.8 215
54,000 6+9+12+30| 5,600 8,400 11,200 | 28,800 0 0 0 0 5,330 26.0 23.5
4 57 48,000 6+9+18+24| 5100 7,600 | 15,200 | 20,200 0 0 0 0 4,870 23.8 215
54,000 6+9+18+24| 5700 8,500 | 17,100 | 22,700 0 0 0 0 5,330 26.0 235
4 57 48,000 [6+12+15+24] 5100 | 10,100 | 12,600 | 20,200 0 0 0 0 4,870 23.8 215
54,000 |6+12+15+24] 5700 | 11,400 | 14,200 | 22,700 0 0 0 0 5,330 26.0 235
4 57 48,000 9+9+9+30| 7,600 7,600 7,600 | 25,300 0 0 0 0 4,870 23.8 215
54,000 9+9+9+30 | 8400 8,400 8,400 | 28,800 0 0 0 0 5,330 26.0 235
4 57 48,000 9+9+15+24| 7,600 7,600 | 12,600 | 20,200 0 0 0 0 4,870 23.8 215
54,000 9+9+15+24| 8,500 8,500 | 14,200 | 22,700 0 0 0 0 5,330 26.0 235
4 57 48,000 [9+12+12+24] 7,600 | 10,100 | 10,100 | 20,200 0 0 0 0 4,870 23.8 215
54,000 9+12+12+24] 8,500 11,400 | 11,400 | 22,700 0 0 0 0 5,330 26.0 235
4 57 48,000 [9+12+18+18 7,600 | 10,100 | 15,200 | 15,200 0 0 0 0 4,870 23.8 215
54,000 |9+12+18+18 8500 | 11,400 | 17,100 | 17,100 0 0 0 0 5,330 26.0 235
4 57 48,000 [9+15+15+18 7,600 | 12,600 | 12,600 | 15,200 0 0 0 0 4,870 23.8 21.5
54,000 |9+15+15+18 8,500 | 14,200 | 14,200 | 17,100 0 0 0 0 5,330 26.0 235
4 57 48,000 f2+12+15+14 10,100 | 10,100 | 12,600 | 15,200 0 0 0 0 4,870 23.8 215
54,000 2+12+15+1¢ 11,400 | 11,400 | 14,200 | 17,100 0 0 0 0 5,330 26.0 235
4 57 48,000 f2+15+15+14 10,100 | 12,600 | 12,600 | 12,600 0 0 0 0 4,870 23.8 215
54,000 12+15+15+14 11,400 | 14,200 | 14,200 | 14,200 0 0 0 0 5,330 26.0 235
5 57 48,000 5+6+6+9+3( 5,100 5,100 5,100 7,600 | 25,300 0 0 0 4,870 23.8 215
54,000 PpB+6+6+9+3( 5600 5,600 5,600 8,400 | 28,800 0 0 0 5,330 26.0 235
6+6+6+15+
48,000 2 5,100 5,100 5100 | 12,600 | 20,200 0 0 0 4,870 23.8 215
5 57 6+6+6+15+
54,000 o4 5,700 5,700 5,700 | 14,200 | 22,700 0 0 0 5,330 26.0 235
ao0 [+ +2i+ 124 5100 | 5100 | 7,600 | 10100 | 20200 | 0 0 0 | 4870 | 238 215
S > 6+6+9+12+
54,000 o4 5,700 5,700 8,500 | 11,400 | 22,700 0 0 0 5,330 26.0 235
6+6+9+18+
48,000 18 5,100 5,100 7,600 | 15,200 | 15,200 0 0 0 4,870 23.8 215
s 57 6+6+9+18+
54,000 18 5,700 5,700 8,500 17,100 | 17,100 0 0 0 5,330 26.0 235
6+6+12+15
48,000 18 5,100 5,100 | 10,100 | 12,600 | 15,200 0 0 0 4,870 23.8 215
5 57
6+6+12+15
54,000 18 5,700 5700 | 11,400 | 14,200 | 17,100 0 0 0 5,330 26.0 235
6+6+15+15
48,000 +15 5,100 5100 | 12,600 | 12,600 | 12,600 0 0 0 4,870 23.8 215
S 5 6+6+15+15
54,000 +15 5,700 5,700 14,200 | 14,200 | 14,200 0 0 0 5,330 26.0 235
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | ° (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+9+9+9+
48,000 o4 5100 | 7,600 | 7,600 | 7,600 | 20200 | 0 0 0 4870 | 238 215
S 5 6+9+9+9+
54,000 o 5700 | 8500 | 8500 | 8500 | 22700 | 0 0 0 5330 | 260 235
6+9+9+15+
48,000 5 5100 | 7,600 | 7,600 | 12,600 | 15200 | 0 0 0 4870 | 238 215
5 57
6+9+9+15+
54,000 s 5700 | 8500 | 8500 | 14,200 | 17,100 | 0 0 0 5330 | 260 235
6+9+12+12
48,000 s 5100 | 7,600 | 10,100 | 10,00 | 15200 | 0 0 0 4870 | 238 215
7
S S 6+9+12+12
54,000 s 5700 | 8500 | 11,400 | 11400 | 1700 | 0 0 0 5330 | 260 235
6+9+12+15
48,000 15 5100 | 7,600 | 10,100 | 12,600 | 12,600 | 0 0 0 4870 | 238 215
5 57
6+9+12+15
54,000 15 5700 | 8500 | 11,400 | 14,200 | 14200 | 0 0 0 5330 | 260 235
6+12+12+
48,000 s 5100 | 10,100 | 10,100 | 10,100 | 12,600 | 0 0 0 4870 | 238 215
5 57
54,000 6+1122++1152+ 5700 | 11,400 | 11,400 | 11,400 | 14200 | © 0 0 5330 | 260 235
9+9+9+12+
48,000 s 7600 | 7,600 | 7,600 | 10,100 | 15200 | 0 0 0 4870 | 238 215
S 5 9+9+9+12+
54,000 e 8500 | 8500 | 8500 | 11,400 | 17,900 | 0 0 0 5330 | 26.0 235
9+9+9+15+
48,000 e 7600 | 7,600 | 7,600 | 12,600 | 12600 | 0 0 0 4870 | 238 215
S 5 9+9+9+15+
54,000 e 8,500 | 8500 | 8500 | 14200 | 14200 | 0 0 0 5330 | 260 235
9+9+12+12
48,000 15 7600 | 7,600 | 10,100 | 10,100 | 12,600 | 0 0 0 4870 | 238 215
5 57
9+9+12+12
54,000 i 8,500 | 8500 | 11400 | 11,400 | 14200 | 0 0 0 5330 | 260 235
9+12+12+
48,000 o1 7600 | 10,100 | 10,100 | 10,100 | 10,100 | 0 0 0 4870 | 238 215
5 57
54,000 9+1122++1122+ 8,500 | 11,400 | 11,400 | 11,400 | 11400 | © 0 0 5330 | 260 235
6+6+6+6+
48,000 os 91 5100 | 5100 | 5100 | 5100 | 7,600 | 20,200 | © 0 4870 | 238 215
6 5 6+6+6+6+
54,000 oen 5700 | 5700 | 5700 | 5700 | 8500 | 22700 | O 0 5330 | 260 235
6+6+6+6+
48,000 o8 5100 | 5100 | 5100 | 5100 | 12,600 | 15200 | 0 0 4870 | 238 215
6 57
54,000 6+165++61;6+ 5700 | 5700 | 5700 | 5700 | 14200 | 17,900 | 0 0 5330 | 260 235
6+6+6+9+
48,000 18 5100 | 5100 | 5100 | 7,600 | 10,100 | 15200 | © 0 4870 | 238 215
6 57
54,000 6+162++61;9+ 5700 | 5700 | 5700 | 8500 | 11400 | 17,100 | 0 0 5330 | 260 235
6+6+6+9+
48,000 e 15 5100 | 5100 | 5100 | 7,600 | 12,600 | 12,600 | 0 0 4870 | 238 215
6 57
54,000 6+$5++61;9+ 5700 | 5700 | 5700 | 8500 | 14200 | 14200 | 0 0 5330 | 260 235
6+6+6+12+
48,000 115 5100 | 5100 | 5100 | 10,100 | 10,100 | 12,600 | 0 0 4870 | 238 215
6 5 6+6+6+12+
54,000 i1 5700 | 5700 | 5700 | 11400 | 11,400 | 14200 | © 0 5330 | 260 235
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+9+9+
48,000 o 18 5100 | 5100 | 7,600 | 7,600 | 7,600 | 15200 | 0 0 4870 | 238 215
6 5 6+6+9+9+
54,000 s 5700 | 5700 | 8500 | 8500 | 8500 | 17,100 | 0 0 5330 | 260 235
6+6+9+9+
48,000 AR 5100 | 5100 | 7,600 | 7,600 | 10,100 | 12,600 | 0 0 4870 | 238 215
6 57
54,000 6+f2++91;9+ 5700 | 5700 | 8500 | 8500 | 11,400 | 14200 | 0 0 5330 | 260 235
6+6+9+12+
48,000 12 5100 | 5100 | 7,600 | 10,100 | 10,100 | 10,100 | 0 0 4870 | 238 215
7
6 S 6+6+9+12+
54,000 i 5700 | 5700 | 8500 | 11,400 | 11400 | 11400 | 0 0 5330 | 260 235
6+9+9+9+
48,000 o 1t 5100 | 7,600 | 7,600 | 7,600 | 7,600 | 12,600 | 0 0 4870 | 238 215
6 5 6+9+9+9+
54,000 o 1e 5700 | 8500 | 8500 | 8500 | 8500 | 14200 | 0 0 5330 | 260 235
6+9+9+9+
48,000 o1 5100 | 7,600 | 7,600 | 7,600 | 10,100 | 10,100 | 0 0 4870 | 238 215
6 57
54,000 6+$2++91+29+ 5700 | 8500 | 8500 | 8500 | 11400 | 11,400 | © 0 5330 | 260 235
9+9+9+9+
48,000 o 12 7600 | 7,600 | 7,600 | 7,600 | 7,600 | 10,100 | 0 0 4870 | 238 215
6 57
54,000 g+%:912+ 9*| 8500 | 8500 | 8500 | 8500 | 8500 | 11400 | 0 0 5330 | 260 235
6+6+6+6+
48,000 Cioara | 5100 | 5100 | 5100 | 5100 | 5100 | 7,600 | 15200 | 0 4870 | 238 215
7 57
54,000 6%?;?:2" 5700 | 5700 | 5700 | 5700 | 5700 | 8500 | 1700 | 0 5330 | 260 235
6+6+6+6+
48,000 Getoeqe | 5100 | 5100 | 5100 | 5100 | 5100 | 10,100 | 12600 | 0 4870 | 238 215
7 57
54,000 ﬁgf;ﬁ:f; 5700 | 5700 | 5700 | 5700 | 5700 | 11,400 | 14200 | 0 5330 | 260 235
6+6+6+6+
48,000 Gaoars | 5100 | 5100 | 5100 | 5100 | 7600 | 7,600 | 12600 | 0 4870 | 238 215
7 57
54,000 6&;22" 5700 | 5700 | 5700 | 5700 | 8500 | 8500 | 14200 | 0 5330 | 260 235
6+6+6+6+
48,000 5100 | 5100 | 5100 | 5100 | 7,600 | 10,100 | 10,100 | 0 4870 | 238 215
7 57 9+12+12
6+6+6+6+
54,000 oitpety | 5700 | 5700 | 5700 | 5700 | 8500 | 11400 | 11400 | 0 5330 | 260 235
6+6+6+9+
48,000 beorrp | 5100 | 5100 | 5100 | 7600 | 7600 | 7,600 | 10,100 | O 4870 | 238 215
7 57
54,000 6;?;?:? 5700 | 5700 | 5700 | 8500 | 8500 | 8500 | 11400 | 0 5330 | 260 235
6+6+9+9+
48,000 ororg | 5100 | 5100 | 7600 | 7600 | 7.600 | 7,600 | 7,600 0 4870 | 238 215
7 57
54,000 6+96++99++99+ 5700 | 5700 | 8500 | 8500 | 8500 | 8500 | 8500 0 5330 | 260 235
6+6+6+6+
48,000 5100 | 5100 | 5100 | 5100 | 5100 | 5100 | 5100 | 12,600 | 4,870 | 238 215
8 57 6+6+6+15
54000 |8F8F6F6 5o00 | 5700 | 5700 | 5700 | 5700 | 5700 | 5700 | 14200 | 5330 | 260 235
6+6+6+15
6+6+6+6+
48,000 5100 | 5100 | 5100 | 5100 | 5100 | 5100 | 7,600 | 10,100 | 4870 | 238 215
o 57 6+6+9+12
sa000 |8F6*8*6*\ so00 | 5700 | 5700 | 5700 | 5700 | 5700 | 8500 | 11400 | 5330 | 260 235
6+6+9+12
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTU/H]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit (x1000) [BTU/H] Unit [BTUH] | [BTUH] | [BTU/H] | [BTUH] | [BTU/H] | [BTU/H] | [BTU/H] | [BTU/H] (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)

6+6+6+6+
48,000 5,100 5,100 5,100 5,100 5,100 7,600 7,600 7,600 4,870 23.8 215

6+9+9+9

8 57 6+6+6+6+
54,000 6+9+9+9 5,700 5,700 5,700 5,700 5,700 8,500 8,500 8,500 5,330 26.0 235
9 60 48,000 24+ 36 19,200 | 28,800 0 0 0 0 0 0 4,800 234 21.2
54,000 24 +36 21,100 | 32,900 0 0 0 0 0 0 5,270 25.7 232
2 60 48,000 30+30 24,000 | 24,000 0 0 0 0 0 0 4,800 234 212
54,000 30 +30 27,000 | 27,000 0 0 0 0 0 0 5,270 25.7 232
3 60 48,000 6+18+36 4,800 | 14,400 | 28,800 0 0 0 0 0 4,800 234 212
54,000 6+18 + 36 5300 | 15,800 | 32,900 0 0 0 0 0 5,270 25.7 23.2
3 60 48,000 6+24+30 4,800 | 19,200 | 24,000 0 0 0 0 0 4,800 23.4 21.2
54,000 6+24+30 5300 | 21,300 | 27,300 0 0 0 0 0 5,270 25.7 232
3 60 48,000 9+15+36 7,200 | 12,000 | 28,800 0 0 0 0 0 4,800 234 21.2
54,000 9+15+36 7,900 | 13,200 | 32,900 0 0 0 0 0 5,270 25.7 232
3 60 48,000 12+12+36 | 9,600 9,600 | 28,800 0 0 0 0 0 4,800 234 212
54,000 12+12+36 | 10,500 | 10,500 | 32,900 0 0 0 0 0 5,270 25.7 232
3 60 48,000 12+18+30 | 9,600 | 14,400 | 24,000 0 0 0 0 0 4,800 234 212
54,000 12+18+30 | 10,700 | 16,000 | 27,300 0 0 0 0 0 5,270 25.7 23.2
3 60 48,000 12+24+24 | 9,600 | 19,200 | 19,200 0 0 0 0 0 4,800 23.4 21.2
54,000 12+24+24 | 10,800 | 21,600 | 21,600 0 0 0 0 0 5,270 25.7 232
3 60 48,000 15+15+30 | 12,000 | 12,000 | 24,000 0 0 0 0 0 4,800 234 21.2
54,000 15+15+30 | 13,300 | 13,300 | 27,300 0 0 0 0 0 5,270 25.7 232
3 60 48,000 18+18+24 | 14,400 | 14,400 | 19,200 0 0 0 0 0 4,800 234 21.2
54,000 18+18+24 | 16,200 | 16,200 | 21,600 0 0 0 0 0 5,270 25.7 232
4 60 48,000 6+6+12+36| 4,800 4,800 9,600 | 28,800 0 0 0 0 4,800 234 212
54,000 6+6+12+36| 5,300 5300 | 10,500 | 32,900 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+6+18+30| 4,800 4,800 | 14,400 | 24,000 0 0 0 0 4,800 23.4 21.2
54,000 6+6+18+30| 5,300 5300 | 16,000 | 27,300 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+6+24+24| 4,800 4,800 | 19,200 | 19,200 0 0 0 0 4,800 23.4 21.2
54,000 6+6+24+24| 5400 5400 | 21,600 | 21,600 0 0 0 0 5,270 25.7 232
4 60 48,000 6+9+9+36 | 45800 7,200 7,200 | 28,800 0 0 0 0 4,800 234 212
54,000 6+9+9+36| 5300 7,900 7,900 | 32,900 0 0 0 0 5,270 25.7 232
4 60 48,000 6+9+15+30| 4,800 7,200 | 12,000 | 24,000 0 0 0 0 4,800 234 212
54,000 6+9+15+30| 5,300 8,000 | 13,300 | 27,300 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+12+12+30 4,800 9,600 9,600 | 24,000 0 0 0 0 4,800 23.4 21.2
54,000 6+12+12+30 5,300 | 10,700 | 10,700 | 27,300 0 0 0 0 5,270 25.7 23.2
4 60 48,000 6+15+15+24 4800 | 12,000 | 12,000 | 19,200 0 0 0 0 4,800 23.4 21.2
54,000 6+15+15+24 5400 | 13,500 | 13,500 | 21,600 0 0 0 0 5,270 25.7 232
4 60 48,000 6+18+18+18 4,800 | 14,400 | 14,400 | 14,400 0 0 0 0 4,800 234 21.2
54,000 6+18+18+18 5400 | 16,200 | 16,200 | 16,200 0 0 0 0 5,270 25.7 232
4 60 48,000 9+9+12+30| 7,200 7,200 9,600 | 24,000 0 0 0 0 4,800 234 212
54,000 9+9+12+30| 8,000 8,000 | 10,700 | 27,300 0 0 0 0 5,270 25.7 232
4 60 48,000 9+9+18+24| 7,200 7,200 | 14,400 | 19,200 0 0 0 0 4,800 234 212
54,000 9+9+18+24| 8,100 8,100 | 16,200 | 21,600 0 0 0 0 5,270 25.7 23.2
4 60 48,000 9+12+15+24 7,200 9,600 | 12,000 | 19,200 0 0 0 0 4,800 23.4 21.2
54,000 9+12+15+24/ 8100 | 10,800 | 13,500 | 21,600 0 0 0 0 5,270 25.7 232
4 60 48,000 9+15+18+18 7,200 | 12,000 | 14,400 | 14,400 0 0 0 0 4,800 234 21.2
54,000 9+15+18+18 8,100 | 13,500 | 16,200 | 16,200 0 0 0 0 5,270 25.7 232
4 60 48,000 12+12+12+24 9,600 9,600 9,600 | 19,200 0 0 0 0 4,800 234 212
54,000 fA2+12+12+24 10,800 | 10,800 | 10,800 | 21,600 0 0 0 0 5,270 25.7 232
4 60 48,000 12+12+18+1§ 9,600 9,600 | 14,400 | 14,400 0 0 0 0 4,800 234 212
54,000 fA2+12+18+1¢ 10,800 | 10,800 | 16,200 | 16,200 0 0 0 0 5,270 25.7 23.2
4 60 48,000 12+15+15+1§ 9,600 | 12,000 | 12,000 | 14,400 0 0 0 0 4,800 23.4 21.2
54,000 fA2+15+15+1¢ 10,800 | 13,500 | 13,500 | 16,200 0 0 0 0 5,270 25.7 232
4 60 48,000 15+15+15+14 12,000 | 12,000 | 12,000 | 12,000 0 0 0 0 4,800 234 21.2
54,000 fA5+15+15+14 13,500 | 13,500 | 13,500 | 13,500 0 0 0 0 5,270 25.7 232
5 60 48,000 p+6+6+6+3¢ 4,800 4,800 4,800 4,800 | 28,800 0 0 0 4,800 234 212
54,000 p+6+6+6+3( 5300 5,300 5,300 5,300 | 32,900 0 0 0 5,270 25.7 23.2
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
9+9+12+12
48,000 s 7200 | 7200 | 9600 | 9600 | 14400 | 0 0 0 4800 | 234 212
5 60
9+9+12+12
54,000 i 8100 | 8100 | 10,800 | 10,800 | 16200 | 0 0 0 5270 | 257 232
9+9+12+15
48,000 i 7200 | 7200 | 9600 | 12,000 | 12,000 | 0 0 0 4800 | 234 212
5 60
9+9+12+15
54,000 i 8100 | 8100 | 10,800 | 13,500 | 13500 | 0 0 0 5270 | 257 232
9+12+12+
48,000 s 7200 | 9600 | 9600 | 9600 | 12,000 | 0 0 0 4800 | 234 212
5 60
54,000 9+1122++1152+ 800 | 10,800 | 10,800 | 10,800 | 13500 | 0 0 0 5270 | 257 232
2+12+12+
48,000 1o 9,600 | 9600 | 9600 | 9,600 | 9,600 0 0 0 4800 | 234 212
5 60
54,000 12:212;;21“ 10,800 | 10,800 | 10,800 | 10,800 | 10,800 | 0 0 0 5270 | 257 232
6+6+6+6+
48,000 b 4800 | 4800 | 4800 | 4800 | 4,800 | 24000 | 0 0 4800 | 234 212
6 60
54,000 6+%:gg 6+ 5300 | 5300 | 5300 | 5300 | 5300 | 27300 | 0 0 5270 | 257 232
6+6+6+6+
48,000 AR 4800 | 4800 | 4800 | 4800 | 9,600 | 19200 | 0 0 4800 | 234 212
6 60
54,000 6+$2++62:6+ 5400 | 5400 | 5400 | 5400 | 10,800 | 21,600 | 0 0 5270 | 257 232
6+6+6+6+
48,000 AR 4800 | 4800 | 4800 | 4800 | 14400 | 14400 | 0 0 4800 | 234 212
6 60
54,000 6+$8++61;6+ 5400 | 5400 | 5400 | 5400 | 16200 | 16200 | 0 0 5270 | 257 232
6+6+6+9+
48,000 " 4800 | 4800 | 4800 | 7,200 | 7,200 | 19200 | 0 0 4800 | 234 212
6 60
54,000 6+g:g;9+ 5400 | 5400 | 5400 | 8100 | 8100 | 21,600 | O 0 5270 | 257 232
6+6+6+9+
48,000 AR 4800 | 4800 | 4800 | 7,200 | 12,000 | 14400 | 0 0 4800 | 234 212
6 60
54,000 6+f5++61;9+ 5400 | 5400 | 5400 | 8100 | 13500 | 16200 | 0 0 5270 | 257 232
6+6+6+12+
48,000 113 4800 | 4800 | 4800 | 9,600 | 9,600 | 14,400 | 0 0 4800 | 234 212
6 €0 6+6+6+12+
54,000 et 5400 | 5400 | 5400 | 10,800 | 10,800 | 16200 | 0 0 5270 | 257 232
6+6+6+12+
48,000 ot 4800 | 4800 | 4800 | 9,600 | 12,000 | 12,000 | 0 0 4800 | 234 212
6 €0 6+6+6+12+
54,000 et 5400 | 5400 | 5400 | 10,800 | 13500 | 13500 | 0 0 5270 | 257 232
6+6+9+9+
48,000 AR 4800 | 4800 | 7,200 | 7,200 | 9,600 | 14,400 | 0 0 4800 | 234 212
6 60
54,000 6+162++91;9+ 5400 | 5400 | 8100 | 8100 | 10,800 | 16200 | O 0 5270 | 257 232
6+6+9+9+
48,000 AR 4800 | 4800 | 7,200 | 7,200 | 12,000 | 12,000 | 0 0 4800 | 234 212
6 60
54,000 6+$5++91;9+ 5400 | 5400 | 8100 | 8100 | 13500 | 13500 | 0 0 5270 | 257 232
6+6+9+12+
48,000 it 4800 | 4800 | 7200 | 9600 | 9,600 | 12000 | 0 0 4800 | 234 212
6 60 6+6+9+12+
54,000 et 5400 | 5400 | 8100 | 10,800 | 10,800 | 13500 | 0 0 5270 | 257 232
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
# of Nominal TTL Indoor | Performance IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor Capacity | unit Capacity | for Indoor | capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
6+6+12+12
48,000 1pa1g | 4800 | 4800 | 9600 | 9600 | 9600 | 9,600 0 0 4800 | 234 212
6 60
54,000 6++61+21+21+212 5400 | 5400 | 10,800 | 10,800 | 10,800 | 10,800 | 0 0 5270 | 257 232
6+9+9+9+
48,000 o 18 4800 | 7200 | 7200 | 7.200 | 7200 | 14400 | 0 0 4800 | 234 212
6 60 6+9+9+9+
54,000 o 18 5400 | 8100 | 8100 | 8100 | 8100 | 16200 | 0 0 5270 | 257 232
6+9+9+9+
48,000 AR 4800 | 7,200 | 7,200 | 7,200 | 9,600 | 12,000 | 0 0 4800 | 234 212
6 60
54,000 6+192++91;9+ 5400 | 8100 | 8100 | 8100 | 10,800 | 13500 | O 0 5270 | 257 232
6+9+9+12+
48,000 11 4800 | 7,200 | 7,200 | 9,600 | 9,600 | 9,600 0 0 4800 | 234 212
6 €0 6+9+9+12+
54,000 PO 5400 | 8100 | 8100 | 10,800 | 10,800 | 10,800 | 0 0 5270 | 257 232
9+9+9+9+
48,000 o1t 7200 | 7200 | 7200 | 7200 | 7,200 | 12,000 | 0 0 4800 | 234 212
6 €0 9+9+9+9+
54,000 o ie 8100 | 8100 | 8100 | 8100 | 8100 | 13500 | 0 0 5270 | 257 232
9+9+9+9+
48,000 AR 7200 | 7200 | 7,200 | 7,200 | 9,600 | 9,600 0 0 4800 | 234 212
6 60
54,000 9+?2++91+29+ 8100 | 8100 | 8100 | 8100 | 10,800 | 10,800 | 0 0 5270 | 257 232
6+6+6+6+
48,000 CGaos | 4800 | 4800 | 4800 | 4800 | 4800 | 4800 | 18200 | 0 4800 | 234 212
7 60
54,000 6%?;?;?" 5400 | 5400 | 5400 | 5400 | 5400 | 5400 | 21,600 | 0 5270 | 257 232
6+6+6+6+
48,000 4800 | 4800 | 4800 | 4,800 | 4800 | 9,600 | 14400 | O 4800 | 234 212
6+12+18
7 €0 6+6+6+6+
54,000 Getoers | 5400 | 5400 | 5400 | 5400 | 5400 | 10,800 | 16200 | O 5270 | 257 232
6+6+6+6+
48,000 Gatsern | 4800 | 4800 | 4800 | 4800 | 4800 | 12000 | 12000 | 0 4800 | 234 212
7 60
54,000 6(;'5%6:165" 5400 | 5400 | 5400 | 5400 | 5400 | 13500 | 13500 | 0 5270 | 257 232
6+6+6+6+
48,000 0e0rrg | 4800 | 4800 | 4800 | 4800 | 7200 | 7.200 | 14400 | 0 4800 | 234 212
7 €0 6+6+6+6+
54,000 baorra | 5400 | 5400 | 5400 | 5400 | 8100 | 8100 | 16200 | O 5270 | 257 232
6+6+6+6+
48,000 ostoete | 4800 | 4800 | 4800 | 4800 | 7200 | 9600 | 12000 | 0 4800 | 234 212
7 60
54,000 6;?:26:1? 5400 | 5400 | 5400 | 5400 | 8100 | 10,800 | 13500 | 0 5270 | 257 232
6+6+6+6+
48000 | 77707 "] 4800 | 4800 | 4800 | 4800 | 9600 | 9600 | 9,600 0 4800 | 234 212
7 60
54,000 61;i:§:$2+ 5400 | 5400 | 5400 | 5400 | 10,800 | 10,800 | 10,800 | 0 5270 | 257 232
6+6+6+9+
48,000 Georrs | 4800 | 4800 | 4800 | 7200 | 7200 | 7,200 | 12000 | 0 4800 | 234 212
7 60
54,000 Ggi;i:? 5400 | 5400 | 5400 | 8100 | 8100 | 8100 | 13500 | 0 5270 | 257 232
6+6+6+9+
48,000 oetosts | 4800 | 4800 | 4800 | 7200 | 7200 | 9600 | 9,600 0 4800 | 234 212
7 60
54,000 6;?:26:12" 5400 | 5400 | 5400 | 8100 | 8100 | 10,800 | 10,800 | 0 5270 | 257 232
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H2I®* MODELS

MXZ-8C48NAHZ2/MXZ-8C48NAHZ OPERATIONAL PERFORMANCE NON-DUCTED, cont.

Operational
Total [KBTUH]
#of Nominal TTL Indoor | Performance | IDU1 IDU2 IDU3 IDU4 IDUS IDU6 IDU7 IDU8 Total Operating | Operating
Indoor | Capacity |unit Capacity | forIndoor |capacity | capacity | capacity | capacity | capacity | capacity | capacity | capacity Input [W] current current
Unit | (x1000) [BTUH] Unit [BTUH] | [BTUMH] | [BTUMH] | [BTUM] | [BTUM] | [BTUM] | [BTUM] | [BTUH] | P (208V) [A] | (230V) [A]
[KBTU/H] Combination
(x1000)
48,000 6;i;i:§ *1 4800 | 480 | 7,200 | 7,200 | 7,200 | 7,200 | 9,600 0 4800 | 234 212
7 60
54,000 6;‘1;‘3:? 5400 | 5400 | 8100 | 8100 | 8100 | 8100 | 10800 | 0 5270 | 257 232
48,000 6+99++99++99+ 4800 | 7200 | 7200 | 7,200 | 7200 | 7.200 | 7,200 0 4800 | 234 212
7 60
54,000 6+99++99++99+ 5400 | 84100 | 8100 | 8100 | 8100 | 8100 | 8100 0 5270 | 257 232
agoo0 | 8tErOTETI a0 | 4800 | 4800 | 4800 | 4800 | 4800 | 4800 | 14400 | 4800 | 234 212
8 60 6+6+6+18
54000 |876*6*6* 1 5u00 | 5400 | 5400 | 5400 | 5400 | 5400 | 5400 | 16200 | 5270 | 257 232
6+6+6+18
agoo0 | 8*6*6+8+ 1 a0 | 4800 | 4800 | 4800 | 4800 | 4800 | 7200 | 12000 | 4800 | 234 212
o 60 6+6+9+15
sa000 |8F6FB¥6) 500 | 5400 | 5400 | 5400 | 5400 | 5400 | 8100 | 13500 | 5270 | 257 232
6+6+9+15
6+6+6+6+
48000 | ST 0T | 4800 | 4800 | 4800 | 4800 | 4800 | 4800 | 9600 | 9600 | 4800 | 234 212
8 60
54000 |S*6*6*6*1 5a00 | 5400 | 5400 | 5400 | 5400 | 5400 | 10800 | 10,800 | 5270 | 257 232
6+6+12+12
agoo0 | 8tErOTETI a0 | 4800 | 4800 | 4800 | 4800 | 7200 | 7200 | 9600 | 4800 | 234 21.2
8 60 6+9+9+12
54000 |876*6*6* 1 5400 | 5400 | 5400 | 5400 | 5400 | 8100 | 8100 | 10800 | 5270 | 257 232
6+9+9+12
48,000 69++69++69++69+ 4800 | 4800 | 4800 | 4800 | 7200 | 7,200 | 7,200 | 7.200 | 4800 | 234 212
8 60
54,000 69++69++69++69+ 5400 | 5400 | 5400 | 5400 | 8100 | 8100 | 8100 | 8100 | 5270 | 257 232
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