Model: PAC-SE41TS-E w MITSUBISHI

Remote Temperature Sensor ELECTRIC
Job Name:
System Reference: Date:
REMOTE SENSOR (PAC-SE41TS-E)
Capabilities
* Allows for remote temperature monitoring within an area for the indoor
unit.
» Wires back to the indoor unit at CN20 to replace the return air
temperature sensor.
General Specifications
» Power supply: Through the indoor unit
» Dimensions: 2-3/4 W x 4-3/4 Hx 5/8" D (70 x 120 x 15 mm)
« Exterior: ABS resin (Munsell No. 4.48Y 7.92/ 0.66)
» Environment Conditions
» Operating temperature range: -4° to +149° F (-20° to +65° C)
* Relative humidity: 30 to 90% (no condensation)
« Install in a single-type switch box or directly on a wall
* Maximum wiring length: 39' (12 m)
* If combined with environmental measurement controller:
- Temperature measurement range: -4° to +149° F (-20° to +65° C)
- Measurement resolution: 0.2° F (0.1° C) for 50° to 95° F (10° to 35° C);
0.9° F (0.5° C) for temperatures outside specified range
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Specifications are subject to change without notice. © 2021 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.
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