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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP72TNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 72,000
(Nominal) kW 211
Power input kW 4.44
(208-230) | Current input A 13.6-12.3
(Rated) BTU/h 69,000
kW 20.2
Power input kW 5.40 5.45
(208-230) | Current input A 16.6-15.0 16.8-15.2
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 80,000
(Nominal) kW 234
Power input kW 5.43
(208-230) | Current input A 16.7-15.1
(Rated) BTU/h 76,000
kW 223
Power input kW 4.77 5.28
(208-230) | Current input A 14.7-13.3 16.2-14.7
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~18
Sound power level (measured in anechoic room) *3| dB <A> 75.5/77.0
Refrigerant High pressure in. (mm) 5/8 (15.88) Brazed
piping diameter Low pressure in. (mm) 3/4 (19.05) Brazed
Minimum Circuit Ampacity A 33-30
Maximum Overcurrent Protection A 50-50
FAN Type x Quantity Propeller fan x 1
Airflow rate cfm 6,000
m3/min 170
Lis 2,830
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 38
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 36-1/4 x 29-3/16
mm 1,818 x 920 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 11 Ibs + 7 0z (5.2 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (k) 519 (235)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75H
Wiring KE94L241
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102S8S-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,301,306S-G,CMY-R302,303,304,305S-G1
BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m3/min x 35.31
Ibs =kg/0.4536

*Above specification data is
subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP96TNU-A1 (-BS)

Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 96,000
(Nominal) kW 28.1
Power input kW 6.11
(208-230) | Current input A 18.8-17.0
(Rated) BTU/h 92,000
kW 27.0
Power input kW 7.36 7.40
(208-230) | Current input A 22.6-20.5 22.8-20.6
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 108,000
(Nominal) kW 31.7
Power input kW 7.40
(208-230) | Current input A 22.8-20.6
(Rated) BTU/h 103,000
kW 30.2
Power input kW 6.72 6.90
(208-230) | Current input A 20.7-18.7 21.2-19.2
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~24
Sound power level (measured in anechoic room) *3| dB <A> 77.5/79.0
Refrigerant High pressure in. (mm) 3/4 (19.05) Brazed
piping diameter Low pressure in. (mm) 7/8 (22.2) Brazed
Minimum Circuit Ampacity A 44-40
Maximum Overcurrent Protection A 70-60
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 7,400
m%min 210
Us 3,500
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 5.5
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 613 (278)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75J
Wiring KE94L242
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,301,306S-G,CMY-R302,303,304,305S-G 1

BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.
Notes: Unit converter
1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.) ofm =m3/min x 35.31
2.Nominal heating conditions (Test conditions are based on AHRI 1230) ’
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

*Above specification data is
subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP120TNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 120,000
(Nominal) kW 35.2
Power input kW 8.43
(208-230) | Current input A 25.9-23.5
(Rated) BTU/h 115,000
kW 337
Power input kW 10.55 10.45
(208-230) | Current input A 32.5-29.4 32.2-29.1
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 135,000
(Nominal) kW 39.6
Power input kW 9.89
(208-230) | Current input A 30.5-27.5
(Rated) BTU/h 129,000
kW 37.8
Power input kW 8.95 9.22
(208-230) | Current input A 27.6-24.9 28.4-25.7
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~30
Sound power level (measured in anechoic room) *3| dB <A> 80.5/80.5
Refrigerant High pressure in. (mm) 3/4 (19.05) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 56-55
Maximum Overcurrent Protection A 90-90
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 8,300
m3/min 235
Lis 3,920
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 76
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 622 (282)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75J
Wiring KE94L242
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102S8S-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,301,306S-G,CMY-R302,303,304,305S-G1
BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®3/min x 35.31
Ibs =kg/0.4536

*Above specification data is
subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

Outdoor Model PURY-EP144TNU-A1 (-BS)
Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 144,000
(Nominal) kW 422
Power input kW 11.03
(208-230) | Current input A 34.0-30.7
(Rated) BTU/h 138,000
kw 40.4
Power input kW 13.30 13.10
(208-230) | Current input A 41.0-37.0 40.4-36.5
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 160,000
(Nominal) kW 46.9
Power input kW 12.34
(208-230) | Current input A 38.0-34.4
(Rated) BTU/h 152,000
kW 445
Power input kW 11.08 11.60
(208-230) | Current input A 34.1-30.9 35.7-32.3
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~36
Sound power level (measured in anechoic room) *3| dB <A> 85.5/85.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 60-60
Maximum Overcurrent Protection A 100-100
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 9,550
m%min 270
Us 4,500
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 9.8
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 680 (308)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75J
Wiring KE94L242
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,306S-G,
CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes: Unit converter

1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

cfm =m®3/min x 35.31

*Above specification data is

Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP168TNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 168,000
(Nominal) kW 49.2
Power input kW 13.99
(208-230) | Current input A 43.1-39.0
(Rated) BTU/h 160,000
kW 46.9
Power input kW 15.40 15.30
(208-230) | Current input A 47.4-42.9 47.1-42.6
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 188,000
(Nominal) kW 55.1
Power input kW 15.17
(208-230) | Current input A 46.7-42.3
(Rated) BTU/h 178,000
kW 52.2
Power input kW 13.23 14.42
(208-230) | Current input A 40.8-36.9 44.4-40.2
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~42
Sound power level (measured in anechoic room) *3| dB <A> 81.5/85.5
Refrigerant High pressure in. (mm) 718 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 70-70
Maximum Overcurrent Protection A 110-110
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,850
m3/min 420
Lis 7,000
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 12.2
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (k) 777 (352)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75K
Wiring KE94L244
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m3/min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

Outdoor Model PURY-EP192TNU-A1 (-BS)
Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 192,000
(Nominal) kW 56.3
Power input kW 15.65
(208-230) | Current input A 48.2-43.6
(Rated) BTU/h 184,000
kW 53.9
Power input kW 17.55 17.25
(208-230) | Current input A 54.1-48.9 53.2-48.1
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 215,000
(Nominal) kW 63.0
Power input kW 17.54
(208-230) | Current input A 54.0-48.9
(Rated) BTU/h 204,000
kW 59.8
Power input kW 15.37 16.34
(208-230) | Current input A 47.4-42.8 50.3-45.5
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~48
Sound power level (measured in anechoic room) *3| dB <A> 83.5/85.0
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 80-75
Maximum Overcurrent Protection A 125-125
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 13,050
m%min 370
Us 6,170
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 13.2
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 887 (402)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75P
Wiring KE94L245
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes: Unit converter

1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

cfm =m®3/min x 35.31

*Above specification data is

Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP216TNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 216,000
(Nominal) kW 63.3
Power input kW 18.66
(208-230) | Current input A 57.5-52.0
(Rated) BTU/h 206,000
kW 60.4
Power input kW 20.50 20.35
(208-230) | Current input A 63.2-57.1 62.7-56.7
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 243,000
(Nominal) kW 71.2
Power input kW 20.43
(208-230) | Current input A 63.0-56.9
(Rated) BTU/h 232,000
kW 68.0
Power input kW 18.22 19.25
(208-230) | Current input A 56.1-50.8 59.3-53.6
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3| dB <A> 86.0/86.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed (1-1/8 (28.58) Brazed for the part that exceeds 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Minimum Circuit Ampacity A 88-85
Maximum Overcurrent Protection A 150-150
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,100
m3/min 400
Lis 6,670
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 15.8
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (k) 887 (402)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75P
Wiring KE94L245
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m3/min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

Outdoor Model PURY-EP240TNU-A1 (-BS)
Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 240,000
(Nominal) kW 70.3
Power input kW 21.39
(208-230) | Current input A 65.9-59.6
(Rated) BTU/h 214,000
kW 62.7
Power input kW 21.60 21.00
(208-230) | Current input A 66.6-60.2 64.7-58.5
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 250,000
(Nominal) kW 73.3
Power input kW 21.79
(208-230) | Current input A 67.2-60.7
(Rated) BTU/h 240,000
kW 70.3
Power input kW 19.96 20.20
(208-230) | Current input A 61.5-55.6 62.2-56.3
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3| dB <A> 88.0/87.0
Refrigerant High pressure in. (mm) 718 (22.2) Brazed (1-1/8 (28.58) Brazed for the part that exceeds 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Minimum Circuit Ampacity A 88-88
Maximum Overcurrent Protection A 150-150
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,500
m%min 410
Us 6,830
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 17.0
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 887 (402)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75P
Wiring KE94L245
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes: Unit converter

1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

cfm =m®3/min x 35.31

*Above specification data is

Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP192TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1 [ BTU/h 192,000
(Nominal) kW 56.3
[ Power input kw 13.60
(208-230) | Current input A 41.9-37.9
(Rated) BTU/h 184,000
kW 53.9
Power input kW 15.80 [ 15.90
(208-230) | Current input A 48.7-44.0 | 49.0-44.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling QOutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 215,000
(Nominal) kW 63.0
[Power input kW 16.02
(208-230) | Current input A 49.4-44.6
(Rated) BTU/h 204,000
kW 59.8
Power input kW 14.46 [ 14.75
(208-230) | Current input A 44.5-40.3 | 45.4-41.1
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating QOutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~48
Sound power level (measured in anechoic room) *3| dB <A> 80.5/82.0
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Set Model
Model PURY-EP96TNU-A1 (-BS) PURY-EP96TNU-A1 (-BS)
Minimum Circuit Ampacity I A 44-40 44-40
Maximum Overcurrent Protection I A 70-60 70-60
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 7400 7400
m3/min 210 210
Lis 3500 3500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output | kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output I kW 55 5.5
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type) type)
<MUNSELL 5Y 8/1> <MUNSELL 5Y 8/1>
External dimension H x W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 613 (278) 613 (278)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 718 (22.2) Brazed 7/8 (22.2) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L242 I KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®/min x 35.31
Ibs =kg/0.4536

*Above specification data is
subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP216TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 216,000
(Nominal) kW 63.3
|Power input kW 16.06
(208-230)| Current input A 49.5-44.7
(Rated) BTU/h 206,000
kW 60.4
Power input kW 19.00 [ 19.10
(208-230) | Current input A 58.5-52.9 | 58.9-53.2
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 243,000
(Nominal) kW 71.2
IPower input kW 18.67
(208-230)| Current input A 57.5-52.0
(Rated) BTU/h 232,000
kW 68.0
Power input kW 16.91 17.32
(208-230) | Current input A 52.1-47.1 53.4-48.3
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 82.0/83.0
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed (1-1/8 (28.58) Brazed in pipe length over 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP120TNU-A1 (-BS) PURY-EP96TNU-A1 (-BS)
Minimum Circuit Ampacity I A 56-55 44-40
Maximum Overcurrent Protection I A 90-90 70-60
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 8300 7400
m3/min 235 210
L/s 3920 3500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 7.6 5.5
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSéEL)5Y 8/1> <MUNSI)E/EL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 622 (282) 613 (278)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 7/8 (22.2) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L242 | KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y102S8S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating

mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP240TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 240,000
(Nominal) kW 70.3
|Powerinput kW 19.17
(208-230) I Current input A 59.1-53.4
(Rated) BTU/h 230,000
kW 67.4
Power input kw 22.35 [ 22.60
(208-230) | Current input A 68.9-62.3 I 69.7-63.0
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Qutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 270,000
(Nominal) kW 79.1
[Power input KW 22.03
(208-230) I Current input A 67.9-61.4
(Rated) BTU/h 258,000
kW 75.6
Power input kW 20.52 [ 19.90
(208-230) | Current input A 63.2-57.2 I 61.3-55.5
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 83.0/83.5
Refrigerant I High pressure in. (mm) 718 (22.2) Brazed (1-1/8 (28.58) Brazed in pipe length over 65 m)
piping diameter I Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP120TNU-A1 (-BS) PURY-EP120TNU-A1 (-BS)
Minimum Circuit Ampacity I A 56-55 56-55
Maximum Overcurrent Protection I A 90-90 90-90
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 8300 8300
m3/min 235 235
Lis 3920 3920
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 7.6 7.6
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type e
<MUNSI¥EL)5Y 8/1> <MUNS%EL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 622 (282) 622 (282)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L242 I KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m®min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP264TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 264,000
(Nominal) kW 77.4
[ Power input KW 21.86
(208-230)| Current input A 67.4-60.9
(Rated) BTU/h 252,000
kW 73.9
Power input kW 25.30 [ 25.43
(208-230) | Current input A 78.0-70.5 | 78.4-70.9
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 295,000
(Nominal) kW 86.5
I Power input kW 24.56
(208-230)| Current input A 75.7-68.5
(Rated) BTU/h 280,000
kW 82.1
Power input kW 22.65 22.30
(208-230) | Current input A 69.8-63.1 68.7-62.1
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 87.0/87.0
Refrigerant High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP144TNU-A1 (-BS) PURY-EP120TNU-A1 (-BS)
Minimum Circuit Ampacity I A 60-60 56-55
Maximum Overcurrent Protection I A 100-100 90-90
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 9,550 8,300
m3/min 270 235
L/s 4,500 3,920
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 9.8 7.6
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSEEL)5Y 8/1> <MUNSI¥EL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 680 (308) 622 (282)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L242 | KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP288TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 288,000
(Nominal) kW 844
[ Power input KW 24.83
(208-230) I Current input A 76.5-69.2
(Rated) BTU/h 276,000
kW 80.9
Power input kw 28.60 [ 28.45
(208-230) | Current input A 88.2-79.7 | 87.7-79.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Qutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 323,000
(Nominal) kW 94.7
I Power input kW 27.30
(208-230) I Current input A 84.1-76.1
(Rated) BTU/h 304,000
kW 89.1
Power input kW 25.15 [ 25.05
(208-230) | Current input A 77.5-70.1 | 77.2-69.8
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 88.5/88.5
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP144TNU-A1 (-BS) PURY-EP144TNU-A1 (-BS)
Minimum Circuit Ampacity I A 60-60 60-60
Maximum Overcurrent Protection I A 100-100 100-100
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 9550 9550
m3/min 270 270
Lis 4500 4500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 9.8 9.8
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIEL)5Y 8/1> <MUNSéEL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 680 (308) 680 (308)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L242 I KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller:-
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m3min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.

MEES23K007A

MITSUBISHI ELECTRIC CORPORATION

14



1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP312TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 312,000
(Nominal) kW 91.4
| Power input kW 27.98
(208-230)| Current input A 86.2-78.0
(Rated) BTU/h 298,000
kW 87.3
Power input kW 30.80 [ 30.68
(208-230) | Current input A 94.9-85.9 | 94.6-85.5
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 350,000
(Nominal) kW 102.6
I Power input kW 30.53
(208-230) I Current input A 94.1-85.1
(Rated) BTU/h 334,000
kW 97.9
Power input kW 28.35 [ 27.78
(208-230) | Current input A 87.4-79.0 | 85.6-77.4
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 87.0/88.5
Refrigerant High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP168TNU-A1 (-BS) PURY-EP144TNU-A1 (-BS)
Minimum Circuit Ampacity I A 70-70 60-60
Maximum Overcurrent Protection I A 110-110 100-100
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14850 9550
m3/min 420 270
L/s 7000 4500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 122 9.8
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type, type
<MUNSI¥EL)5Y 8/1> <MUNSI¥EL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 777 (352) 680 (308)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75M

Wiring KE94L244 | KE94L242
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating

mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP336TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 336,000
(Nominal) kW 98.5
[ Power input KW 3143
(208-230) I Current input A 96.9-87.6
(Rated) BTU/h 320,000
kW 93.8
Power input kw 33.45 [ 33.32
(208-230) [ Current input A 103.1-93.2 I 102.7-92.9
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Qutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 378,000
(Nominal) kW 110.8
I Power input kW 33.55
(208-230) I Current input A 103.4-93.5
(Rated) BTU/h 360,000
kW 105.5
Power input kW 31.30 30.20
(208-230) | Current input A 96.5-87.2 I 93.1-84.2
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 84.5/88.5
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP168TNU-A1 (-BS) PURY-EP168TNU-A1 (-BS)
Minimum Circuit Ampacity I A 70-70 70-70
Maximum Overcurrent Protection I A 110-110 110-110
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14850 14850
m3/min 420 420
Lis 7000 7000
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 12.2 122
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIIF_)L)5Y 8/1> <MUNSI)E,EL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 777 (352) 777 (352)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75N

Wiring KE94L244 I KE94L244
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4. External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP384TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 384,000
(Nominal) kW 112.5
| Power input kW 36.62
(208-230)| Current input A 112.9-102.1
(Rated) BTU/h 364,000
kW 106.7
Power input kW 39.05 38.27
(208-230) | Current input A 120.4-108.9 | 118.0-106.7
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 430,000
(Nominal) kW 126.0
I Power input kW 38.66
(208-230)| Current input A 119.2-107.8
(Rated) BTU/h 410,000
kW 120.2
Power input kW 36.47 34.75
(208-230) | Current input A 112.4-101.7 | 107.1-96.9
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 86.5/89.0
Refrigerant High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP192TNU-A1 (-BS) PURY-EP192TNU-A1 (-BS)
Minimum Circuit Ampacity I A 80-75 80-75
Maximum Overcurrent Protection I A 125-125 125-125
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 13050 13050
m3/min 370 370
L/s 6170 6170
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 13.2 13.2
Case heater [ kw 0.048 0.048
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSéEL)5Y 8/1> <MUNSI)E/EL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg) R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 887 (402) 887 (402)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75Q

Wiring KE94L245 | KE94L245
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102S8S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating

mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP432TSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 208-230V+10% 60Hz
Cooling capacity *1| BTU/h 432,000
(Nominal) kW 126.6
[ Power input KW 42.36
(208-230)|Current input A 130.6-118.1
(Rated) BTU/h 410,000
kW 120.2
Power input kW 44.40 43.98
(208-230) | Current input A 136.9-123.8 I 135.6-122.6
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling QOutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 480,000
(Nominal) kW 140.7
[ Power input KW 43.14
(208-230) I Current input A 133.0-120.3
(Rated) BTU/h 455,000
kW 133.4
Power input kW 40.70 38.90
(208-230) | Current input A 125.5-113.5 | 119.9-108.4
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 89.0/89.0
Refrigerant High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP216TNU-A1 (-BS) PURY-EP216TNU-A1 (-BS)
Minimum Circuit Ampacity I A 88-85 88-85
Maximum Overcurrent Protection I A 150-150 150-150
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14100 14100
m3/min 400 400
Lis 6670 6670
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 15.8 15.8
Case heater [ kw 0.048 0.048
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type,
<MUNSI:E/EL)5Y 8/1> <MUNSI¥EL)SY 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg) R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 887 (402) 887 (402)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75Q

Wiring KE94L245 I KE94L245
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)
3.Cooling mode/Heating mode
4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

Outdoor Model PURY-EP72YNU-A1 (-BS)
Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 72,000
(Nominal) kw 211
Power input kW 4.44
(460) | Current input A 6.1
(Rated) BTU/h 69,000
kW 20.2
Power input kW 5.40 5.45
(460) | Current input A 7.5 76
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 80,000
(Nominal) kW 23.4
Power input kW 5.43
(460) | Current input A 7.5
(Rated) BTU/h 76,000
kw 22.3
Power input kW 4.77 5.28
(460) | Current input A 6.6 7.3
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~18
Sound power level (measured in anechoic room) *3| dB <A> 75.5/77.0
Refrigerant High pressure in. (mm) 5/8 (15.88) Brazed
piping diameter Low pressure in. (mm) 3/4 (19.05) Brazed
Minimum Circuit Ampacity A 14
Maximum Overcurrent Protection A 20
FAN Type x Quantity Propeller fan x 1
Airflow rate cfm 6,000
m3/min 170
Us 2,830
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 3.8
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 36-1/4 x 29-3/16
mm 1,818 x 920 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 11 Ibs + 7 oz (5.2 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (kg) 552 (250)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75H
Wiring KE94L246
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,301,306S-G,
CMY-R302,303,304,305S-G1
BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.
Notes: Unit converter
1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.) ofm =m3/min x 35.31
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4. External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).
*Above specification data is
Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP96YNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 96,000
(Nominal) kW 28.1
Power input kW 6.11
(460) | Current input A 8.5
(Rated) BTU/h 92,000
kW 27.0
Power input kW 7.36 7.40
(460) | Current input A 10.2 10.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 108,000
(Nominal) kW 31.7
Power input kW 7.40
(460) | Current input A 10.3
(Rated) BTU/h 103,000
kW 30.2
Power input kW 6.72 6.90
(460) | Current input A 9.3 9.6
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~24
Sound power level (measured in anechoic room) *3| dB <A> 77.5/79.0
Refrigerant High pressure in. (mm) 3/4 (19.05) Brazed
piping diameter Low pressure in. (mm) 7/8 (22.2) Brazed
Minimum Circuit Ampacity A 20
Maximum Overcurrent Protection A 30
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 7,400
m3/min 210
Lis 3,500
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 55
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight [ ibs (k) 649 (294)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75J
Wiring KE94L247
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,301,306S-G,
CMY-R302,303,304,305S5-G1

BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m3/min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP120YNU-A1 (-BS)

Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 120,000
(Nominal) kW 35.2
Power input kW 8.43
(460) | Current input A 11.7
(Rated) BTU/h 115,000
kW 33.7
Power input kW 10.55 10.45
(460) | Current input A 14.7 14.5
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 135,000
(Nominal) kW 39.6
Power input kW 9.89
(460) | Current input A 13.7
(Rated) BTU/h 129,000
kW 37.8
Power input kW 8.95 9.22
(460) | Current input A 12.4 12.8
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~30
Sound power level (measured in anechoic room) *3| dB <A> 80.5/80.5
Refrigerant High pressure in. (mm) 3/4 (19.05) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 26
Maximum Overcurrent Protection A 40
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 8,300
m%min 235
Us 3,920
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 7.6
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 657 (298)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75J
Wiring KE94L247
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,301,306S-G,

CMY-R302,303,304,305S-G1
BC controller: CMB-P104,106,108,1012,1016NU-J2
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.
Notes: Unit converter
1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.) ofm =m3/min x 35.31
2.Nominal heating conditions (Test conditions are based on AHRI 1230) ’
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Outdoor Model PURY-EP144YNU-A1 (-BS)
Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 144,000
(Nominal) kW 42.2
Power input kW 11.03
(460) | Current input A 15.3
(Rated) BTU/h 138,000
kW 40.4
Power input kW 13.30 13.10
(460) | Current input A 18.5 18.2
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 160,000
(Nominal) kW 46.9
Power input kW 12.34
(460) | Current input A 17.2
(Rated) BTU/h 152,000
kW 445
Power input kW 11.08 11.60
(460) | Current input A 15.4 16.1
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~36
Sound power level (measured in anechoic room) *3| dB <A> 85.5/85.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 34
Maximum Overcurrent Protection A 50
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 9,550
m3/min 270
Lis 4,500
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 9.8
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 715 (324)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75J
Wiring KE94L247
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,306S-G,
CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes: Unit converter

1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

cfm =m3/min x 35.31

*Above specification data is

Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP168YNU-A1 (-BS)

Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 168,000
(Nominal) kW 49.2
Power input kW 13.99
(460) | Current input A 19.5
(Rated) BTU/h 160,000
kW 46.9
Power input kW 15.40 15.30
(460) | Current input A 214 213
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 188,000
(Nominal) kW 55.1
Power input kW 15.17
(460) | Current input A 211
(Rated) BTU/h 178,000
kW 52.2
Power input kW 13.23 14.42
(460) | Current input A 18.4 201
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~42
Sound power level (measured in anechoic room) *3| dB <A> 81.5/85.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 35
Maximum Overcurrent Protection A 50
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,850
m%min 420
Us 7,000
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 12.2
Case heater kW 0.045
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 807 (366)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75K
Wiring KE94L249
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,306S-G,

CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.
Notes: Unit converter
1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.) ofm =m3/min x 35.31
2.Nominal heating conditions (Test conditions are based on AHRI 1230) ’
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

*Above specification data is
subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP192YNU-A1 (-BS)

Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 192,000
(Nominal) kW 56.3
Power input kW 15.65
(460) | Current input A 21.8
(Rated) BTU/h 184,000
kW 53.9
Power input kW 17.55 17.25
(460) | Current input A 24.4 24.0
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 215,000
(Nominal) kW 63.0
Power input kW 17.54
(460) | Current input A 24.4
(Rated) BTU/h 204,000
kW 59.8
Power input kW 15.37 16.34
(460) | Current input A 214 22.7
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~48
Sound power level (measured in anechoic room) *3| dB <A> 83.5/85.0
Refrigerant High pressure in. (mm) 718 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Minimum Circuit Ampacity A 38
Maximum Overcurrent Protection A 60
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 13,050
m3/min 370
Lis 6,170
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 13.2
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (k) 918 (416)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75P
Wiring KE94L250
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be

referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m3/min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP216YNU-A1 (-BS)

Indoor Model Non-Ducted | Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 216,000
(Nominal) kW 63.3
Power input kW 18.66
(460) | Current input A 26.0
(Rated) BTU/h 206,000
kW 60.4
Power input kw 20.50 20.35
(460) | Current input A 28.5 28.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 243,000
(Nominal) kW 71.2
Power input kW 20.43
(460) | Current input A 28.4
(Rated) BTU/h 232,000
kW 68.0
Power input kW 18.22 19.25
(460) | Current input A 254 26.8
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3| dB <A> 86.0/86.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed (1-1/8 (28.58) Brazed for the part that exceeds 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Minimum Circuit Ampacity A 41
Maximum Overcurrent Protection A 70
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,100
m%min 400
Us 6,670
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 15.8
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ 1bs (ko) 918 (416)

Heat exchanger

Salt-resistant cross fin & aluminium tube

HIC circuit (HIC: Heat Inter-Changer)

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75P
Wiring KE94L250
Standard attachment Document Installation Manual
Accessory Details refer to External Drw

Optional parts

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

3.Cooling mode/Heating mode

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®3/min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS R2-Series (High efficiency)

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Outdoor Model PURY-EP240YNU-A1 (-BS)
Indoor Model Non-Ducted I Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 240,000
(Nominal) kW 70.3
Power input kW 21.39
(460) | Current input A 29.8
(Rated) BTU/h 214,000
kW 62.7
Power input kW 21.60 21.00
(460) | Current input A 30.1 29.2
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 250,000
(Nominal) kW 73.3
Power input kW 21.79
(460) | Current input A 30.3
(Rated) BTU/h 240,000
kW 70.3
Power input kW 19.96 20.20
(460) | Current input A 27.8 28.1
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3| dB <A> 88.0/87.0
Refrigerant High pressure in. (mm) 718 (22.2) Brazed (1-1/8 (28.58) Brazed for the part that exceeds 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Minimum Circuit Ampacity A 41
Maximum Overcurrent Protection A 70
FAN Type x Quantity Propeller fan x 2
Airflow rate cfm 14,500
m3/min 410
Lis 6,830
Control, Driving mechanism Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92
*4 | External static press. 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1
Starting method Inverter
Motor output kW 17.0
Case heater kW 0.048
Lubricant MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS type)
<MUNSELL 5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection
Compressor -
Fan motor -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight [ ibs (k) 918 (416)
Heat exchanger Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) -
Defrosting method Auto-defrost mode (Reversed refrigerant cycle)
Drawing External KB94C75P
Wiring KE94L250
Standard attachment Document Installation Manual
Accessory Details refer to External Drw
Optional parts joint: CMY-Y102SS-G2,CMY-Y 102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1
BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2
Remarks Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be
referred to the Installation Manual.

Notes: Unit converter

1.Nominal cooling conditions (Test conditions are based on AHRI 1230) BTU/h =kW x 3,412
Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)
Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.) Ibs =kg/0.4536
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

cfm =m3/min x 35.31

*Above specification data is

Due to continuing improvement, above specifications may be subject to change without notice. subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP192YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1 | BTU/h 192,000
(Nominal) kW 56.3
[ Power input kW 13.60
(460) | Current input A 18.9
(Rated) BTU/h 184,000
kW 53.9
Power input KW 15.80 [ 15.90
(460) [ Current input A 22.0 | 221
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 215,000
(Nominal) kW 63.0
[Power input kW 16.02
(460)| Current input A 22.3
(Rated) BTU/h 204,000
kW 59.8
Power input kW 14.46 [ 14.75
(460) | Current input A 20.1 | 20.5
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/1~48
Sound power level (measured in anechoic room) *3| dB <A> 80.5/82.0
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter Low pressure in. (mm) 1-1/8 (28.58) Brazed
Set Model
Model PURY-EP96YNU-A1 (-BS) PURY-EP96YNU-A1 (-BS)
Minimum Circuit Ampacity I A 20 20
Maximum Overcurrent Protection I A 30 30
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 7400 7400
m%min 210 210
L/s 3500 3500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output | kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output I kW 55 5.5
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type) type)
<MUNSELL 5Y 8/1> <MUNSELL 5Y 8/1>
External dimension H x W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 649 (294) 649 (294)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 718 (22.2) Brazed 7/8 (22.2) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L247 | KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®3/min x 35.31
Ibs =kg/0.4536

*Above specification data is
subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP216YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 216,000
(Nominal) kW 63.3
| Power input kW 16.06
(460) | Current input A 22.3
(Rated) BTU/h 206,000
kW 60.4
Power input kw 19.00 [ 19.10
(460) | Current input A 26.4 | 26.6
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling QOutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 243,000
(Nominal) kW 71.2
I Power input kW 18.67
(460) | Current input A 26.0
(Rated) BTU/h 232,000
kW 68.0
Power input kW 16.91 [ 17.32
(460) | Current input A 23.5 I 241
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating QOutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 82.0/83.0
Refrigerant I High pressure in. (mm) 7/8 (22.2) Brazed
piping diameter I Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP120YNU-A1 (-BS) PURY-EP96YNU-A1 (-BS)
Minimum Circuit Ampacity I A 26 20
Maximum Overcurrent Protection I A 40 30
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 8300 7400
m3/min 235 210
Lis 3920 3500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 7.6 5.5
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type e
<MUNSI¥EL)5Y 8/1> <MUNS%EL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 657 (298) 649 (294)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 7/8 (22.2) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L247 I KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter
BTU/h =kW x 3,412
cfm  =m%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.

MEES23K007A

MITSUBISHI ELECTRIC CORPORATION

28



1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP240YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 240,000
(Nominal) kW 70.3
|Powerinput kW 19.17
(460) | Current input A 26.7
(Rated) BTU/h 230,000
kW 67.4
Power input kW 22.35 [ 22.60
(460) | Current input A 311 | 315
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 270,000
(Nominal) kW 79.1
[ Power input KW 22.03
(460) | Current input A 30.7
(Rated) BTU/h 258,000
kW 75.6
Power input kW 20.52 19.90
(460) | Current input A 28.6 27.7
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 83.0/83.5
Refrigerant High pressure in. (mm) 7/8 (22.2) Brazed (1-1/8 (28.58) Brazed in pipe length over 65 m)
piping diameter Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP120YNU-A1 (-BS) PURY-EP120YNU-A1 (-BS)
Minimum Circuit Ampacity I A 26 26
Maximum Overcurrent Protection I A 40 40
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 8300 8300
m3/min 235 235
L/s 3920 3920
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 7.6 7.6
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)E/EL)5Y 8/1> <MUNSI)E/EL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 17 Ibs + 10 oz (8.0 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 657 (298) 657 (298)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 3/4 (19.05) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L247 | KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R200NCBK

joint: CMY-Y102S8S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP264YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 264,000
(Nominal) kW 774
[ Power input KW 21.86
(460) | Current input A 30.4
(Rated) BTU/h 252,000
kW 739
Power input kw 25.30 [ 25.43
(460) | Current input A 35.2 | 35.4
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Qutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 295,000
(Nominal) kW 86.5
I Power input kW 24.56
(460) | Current input A 34.2
(Rated) BTU/h 280,000
kW 82.1
Power input kW 22.65 [ 22.30
(460) | Current input A 31.5 I 31.0
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 87.0/87.0
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP144YNU-A1 (-BS) PURY-EP120YNU-A1 (-BS)
Minimum Circuit Ampacity I A 34 26
Maximum Overcurrent Protection I A 50 40
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 9550 8300
m3/min 270 235
Lis 4500 3920
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 9.8 7.6
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIEL)5Y 8/1> <MUNSéEL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 17 Ibs + 10 oz (8.0 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 715 (324) 657 (298)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 3/4 (19.05) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L247 I KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m®min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model PURY-EP288YSNU-A1 (-BS)
Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 288,000
(Nominal) kW 84.4
[ Power input KW 24.83
(460) | Current input A 34.6
(Rated) BTU/h 276,000
kW 80.9
Power input kW 28.60 [ 28.45
(460) | Current input A 39.8 I 39.6
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 323,000
(Nominal) kW 94.7
I Power input kW 27.30
(460) | Current input A 38.0
(Rated) BTU/h 304,000
kW 89.1
Power input KW 25.15 [ 25.05
(460) | Current input A 35.0 I 34.9
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 88.5/88.5
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-3/8 (34.93) Brazed
Set Model
Model PURY-EP144YNU-A1 (-BS) PURY-EP144YNU-A1 (-BS)
Minimum Circuit Ampacity I A 34 34
Maximum Overcurrent Protection I A 50 50
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 9550 9550
m3/min 270 270
L/s 4500 4500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.46+0.46 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 9.8 9.8
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIEL)5Y 8/1> <MUNSéEL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 48-7/8 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,240 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 715 (324) 715 (324)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75L

Wiring KE94L247 I KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m®min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP312YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 312,000
(Nominal) kW 914
| Power input kW 27.98
(460) | Current input A 39.0
(Rated) BTU/h 298,000
kW 87.3
Power input kw 30.80 [ 30.68
(460) | Current input A 42.9 I 42.7
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Qutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 350,000
(Nominal) kW 102.6
I Power input kW 30.53
(460) | Current input A 425
(Rated) BTU/h 334,000
kW 97.9
Power input kW 28.35 [ 27.78
(460) | Current input A 39.5 | 38.7
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 87.0/88.5
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP168YNU-A1 (-BS) PURY-EP144YNU-A1 (-BS)
Minimum Circuit Ampacity I A 35 34
Maximum Overcurrent Protection I A 50 50
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14850 9550
m3/min 420 270
Lis 7000 4500
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.46+0.46
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 12.2 9.8
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIEL)5Y 8/1> <MUNSéEL)5Y 8/1>
External dimension Hx W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 48-7/8 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,240 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 807 (366) 715 (324)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75M

Wiring KE94L249 I KE94L247
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m3min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP336YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 336,000
(Nominal) kW 98.5
[ Power input KW 31.43
(460) | Current input A 43.8
(Rated) BTU/h 320,000
kW 93.8
Power input kW 33.45 [ 33.32
(460) | Current input A 46.6 I 46.4
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 378,000
(Nominal) kW 110.8
I Power input kW 33.55
(460) | Current input A 46.7
(Rated) BTU/h 360,000
kW 105.5
Power input kW 31.30 30.20
(460) | Current input A 43.6 I 421
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Outdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 84.5/88.5
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP168YNU-A1 (-BS) PURY-EP168YNU-A1 (-BS)
Minimum Circuit Ampacity I A 35 35
Maximum Overcurrent Protection I A 50 50
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14850 14850
m3/min 420 420
L/s 7000 7000
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 12.2 12.2
Case heater [ kw 0.045 0.045
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type e
<MUNSEEL)5Y 8/1> <MUNS%EL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 23 Ibs + 12 0z (10.8 kg) R410A x 23 Ibs + 12 0z (10.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 807 (366) 807 (366)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75N

Wiring KE94L249 I KE94L249
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y102SS-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S8-G1

BC controller: -
Main BC controller: CMB-P108,1012,1016NU-JA2,CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
cfm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model

PURY-EP384YSNU-A1 (-BS)

Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 384,000
(Nominal) kW 112.5
| Power input kW 36.62
(460) | Current input A 51.0
(Rated) BTU/h 364,000
kW 106.7
Power input kW 39.05 38.27
(460) | Current input A 54.4 | 53.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling QOutdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 430,000
(Nominal) kW 126.0
I Power input kW 38.66
(460) | Current input A 53.9
(Rated) BTU/h 410,000
kW 120.2
Power input kW 36.47 34.75
(460) | Current input A 50.8 I 48.4
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 86.5/89.0
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP192YNU-A1 (-BS) PURY-EP192YNU-A1 (-BS)
Minimum Circuit Ampacity I A 38 38
Maximum Overcurrent Protection I A 60 60
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 13050 13050
m3/min 370 370
Lis 6170 6170
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 13.2 13.2
Case heater [ kw 0.048 0.048
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSéEL)5Y 8/1> <MUNSI¥EL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg) R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 918 (416) 918 (416)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75Q

Wiring KE94L250 I KE94L250
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

BC controller: -
Main BC controller: CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)
3.Cooling mode/Heating mode
4.External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32 in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m3%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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1. SPECIFICATIONS

R2-Series (High efficiency)

Outdoor Model PURY-EP432YSNU-A1 (-BS)
Indoor Model Non-Ducted Ducted
Power source 3-phase 3-wire 460V+10% 60Hz
Cooling capacity *1| BTU/h 432,000
(Nominal) kW 126.6
[ Power input KW 42.36
(460) | Current input A 59.0
(Rated) BTU/h 410,000
kW 120.2
Power input kW 44.40 43.98
(460) | Current input A 61.9 I 61.3
Temp. range of Indoor W.B. 59~75°F (15~24°C)
cooling Outdoor D.B. 23~126°F (-5~52°C)
Heating capacity *2| BTU/h 480,000
(Nominal) kW 140.7
I Power input kW 43.14
(460) | Current input A 60.1
(Rated) BTU/h 455,000
kW 133.4
Power input kW 40.70 38.90
(460) | Current input A 56.7 I 54.2
Temp. range of Indoor D.B. 59~81°F (15~27°C)
heating Qutdoor W.B. -13~60°F (-25~15.5°C)
Indoor unit Total capacity 50~150% of outdoor unit capacity
connectable Model/Quantity P04~P96/2~50
Sound power level (measured in anechoic room) *3] dB <A> 89.0/89.0
Refrigerant I High pressure in. (mm) 1-1/8 (28.58) Brazed
piping diameter I Low pressure in. (mm) 1-5/8 (41.28) Brazed
Set Model
Model PURY-EP216YNU-A1 (-BS) PURY-EP216YNU-A1 (-BS)
Minimum Circuit Ampacity I A 41 41
Maximum Overcurrent Protection I A 70 70
FAN Type x Quantity Propeller fan x 2 Propeller fan x 2
Airflow rate cfm 14100 14100
m3/min 400 400
L/s 6670 6670
Control, Driving mechanism Inverter-control, Brushless DC motor Inverter-control, Brushless DC motor
Motor output kW 0.92+0.92 0.92+0.92
*4 | External static press. 0in.WG (0 Pa) 0in.WG (0 Pa)
Compressor Type x Quantity Inverter scroll hermetic compressor x 1 Inverter scroll hermetic compressor x 1
Starting method Inverter Inverter
Motor output [ kw 15.8 15.8
Case heater [ kw 0.048 0.048
Lubricant MEL32 MEL32
External finish Pre-coated galvanized steel sheet (+powder coating for -BS | Pre-coated galvanized steel sheet (+powder coating for -BS
type type
<MUNSI)EIEL)5Y 8/1> <MUNSéEL)5Y 8/1>
External dimension H x W x D in. 71-5/8 x 68-15/16 x 29-3/16 71-5/8 x 68-15/16 x 29-3/16
mm 1,818 x 1,750 x 740 1,818 x 1,750 x 740
Protection High pressure protection High pressure sensor, High pressure switch at 4.15 MPa High pressure sensor, High pressure switch at 4.15 MPa
(601 psi) (601 psi)
devices Inverter circuit (COMP./FAN) Over-current protection Over-current protection
Compressor - -
Fan motor - -
Refrigerant Type x original charge R410A x 26 Ibs + 1 0z (11.8 kg) R410A x 26 Ibs + 1 0z (11.8 kg)
Control Indoor LEV and BC controller
Net weight I Ibs (kg) 918 (416) 918 (416)
Heat exchanger Salt-resistant cross fin & aluminium tube Salt-resistant cross fin & aluminium tube
HIC circuit (HIC: Heat Inter-Changer) - -
Pipe between unit and | High pressure in. (mm) 7/8 (22.2) Brazed 7/8 (22.2) Brazed
distributor Low pressure in. (mm) 1-1/8 (28.58) Brazed 1-1/8 (28.58) Brazed

Defrosting method

Auto-defrost mode (Reversed refrigerant cycle)

Drawing External KB94C75Q

Wiring KE94L250 I KE94L250
Standard attachment Document Installation Manual

Accessory Details refer to External Drw

Optional parts

Outdoor Twinning kit: CMY-R300NCBK

joint: CMY-Y1028S-G2,CMY-Y102LS-G2,CMY-R160-J1,CMY-R201,202,203,204,205,306S-G,
CMY-R302,303,304,305S-G1

Main BC controller: CMB-P1016NU-KA2
Sub BC controller: CMB-P104,108NU-KB2

BC controller: -

Remarks

Details on foundation work, duct work, insulation work, electrical wiring, power source switch, and other items shall be re-

ferred to the Installation Manual.

Notes:

3.Cooling mode/Heating mode

1.Nominal cooling conditions (Test conditions are based on AHRI 1230)

Indoor: 80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2.Nominal heating conditions (Test conditions are based on AHRI 1230)

Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)

4 External static pressure option is available (0.12 in.WG, 0.24 in.WG, 0.32in.WG/30 Pa, 60 Pa, 80 Pa).

Due to continuing improvement, above specifications may be subject to change without notice.

Unit converter

BTU/h =kW x 3,412
ofm =m®%min x 35.31
Ibs =kg/0.4536

*Above specification data is

subject to rounding variation.
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

Unit: mm(in)

PURY-EP72T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

> mm(in)

Unit

PURY-EP72T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

Unit: mm(in)

PURY-EP96, 120, 144T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Unit: mm(in)

PURY-EP96, 120, 144T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

Unit: mm(in)

PURY-EP168T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Unit: mm(in)

PURY-EP168T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

Unit: mm(in)

PURY-EP192, 216, 240T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Unit: mm(in)

PURY-EP192, 216, 240T/YNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

> mm(in)

Unit

PURY-EP192, 216, 240, 264, 288T/YSNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

> mm(in)

Unit

PURY-EP312T/YSNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

Unit: mm(in)

PURY-EP336T/YSNU-A1 (-BS)
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R2-Series (High efficiency)

2. EXTERNAL DIMENSIONS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

Unit: mm(in)

PURY-EP384, 432T/YSNU-A1 (-BS)
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

3. CENTER OF GRAVITY

R2-Series (High efficiency)

PURY-EP72TNU-A1 (-BS)
PURY-EP72YNU-A1 (-BS)

920 [36-1/4]

740 [29-3/16]

PO
HEEE

S

1818 [71-5/8]
1515 [59-11/16]

R
T

760 [29-15/16] | |80 [3-3/16]

PURY-EP96, 120, 144TNU-A1 (-BS)
PURY-EP96, 120, 144YNU-A1 (-BS)

Unit: mm [in.]

Model

X

Y

Z

PURY-EP72TNU-A1(-BS)

355 [14]

347 [13-11/16]

709 [27-15/16]

PURY-EP72YNU-A1(-BS)

343 [13-9/16]

337 [13-5/16]

709 [27-15/16]

Y
681[26-13/16]

740 [29-3/16]

1240 [48-7/8]

Unit: mm [in.]

Model

X

Y

z

PURY-EP96TNU-A1(-BS

)

499 [19-11/16]

346 [13-5/8]

696 [27-1/16]

PURY-EP120TNU-A1(-BS)

500 [19-11/16]

347 [13-11/16]

691 [27-1/4]

PURY-EP144TNU-A1(-BS)

503 [19-13/16]

349 [13-3/4]

714 [28-1/8]

PURY-EP96YNU-A1(-BS)

480 [18-15/16]

335 [13-1/4]

693 [27-5/16]

PURY-EP120YNU-A1(-BS)

481 [18-15/16]

336 [13-1/4]

688 [27-1/8]

PURY-EP144YNU-A1(-BS)

484 [19-1/16]

338 [13-5/16]

711 [28]

(T I
ma mun|
U ﬂ = I
x_ [ Y . :
1060 [41-3/4] 80 [3-3/16] 681 26-13/16]
PURY-EP168TNU-A1 (-BS)
PURY-EP168YNU-A1 (-BS)
1750 [68-15/16] 740 [29-3/16]
o L
LD, U
(LML o) U
L
i .|. | g g U
| ' X | Y i
! 795 [31-5/16] | 795 [31-5/16] | | 80 [3-3/16] 681 [26-13/16]

Unit: mm [in.]

Model

X

Y

Z

PURY-EP168TNU-A1(-BS)

866 [34-1/8]

322 [12-11/16]

774 [30-1/2]

PURY-EP168YNU-A1(-BS)

839 [33-1/16]

315 [12-7/16]

771 [30-3/8]
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3. CENTER OF GRAVITY

R2-Series (High efficiency)

PURY-EP192, 216, 240TNU-A1 (-BS)
PURY-EP192, 216, 240YNU-A1 (-BS)

1750 [68-15/16]

:f“' - .:n:." - :
NN AEEEE
L
LTIy

Unit: mm [in.]

1818 [71-5/8]

nEan EEnas

1515 [59-11/16]

TS
T
!

795 [31-5/16] | 795 [31-5/16] | | 80 [3-3/16]

|

U Model X Y Z

U PURY-EP192TNU-A1 914 [36] 314 [12-6/16] |701 [27-5/8]

U PURY-EP216TNU-A1 914 [36] 314 [12-6/16] |701 [27-5/8]
PURY-EP240TNU-A1 914 [36] 314 [12-6/16] |701 [27-5/8]

PURY-EP192YNU-A1

887 [34-15/16]

309 [12-3/16] [702[27-11/16]

PURY-EP216YNU-A1

887 [34-15/16]

309 [12-3/16] [702[27-11/16]

Y
681 [26-13/16]

PURY-EP240YNU-A1

887 [34-15/16]

309 [12-3/16] [702[27-11/16]
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R2-Series (High efficiency)

PURY-EP72TNU-A1 (-BS)

4. ELECTRICAL WIRING DIAGRAMS

10}08uU00 Bupyes uooung Stveeez
(nou1o utew Japanur)Aejes onaubeyy | 206X 106X
Wdl SHHL
wopoq |jays Jossaidwog GIHL
EEETERe) LHL
[Isxe10u0PZ), [ dAYNLIDAHNLG-AYNd-AHNd | uesabujal pinby| pejooogng 8, 9HL
[ 1SIX8 Z}, | IAYNLIAHNLIIAINddIAHN | adid Joul DIV GHL
[ ooueiddy | aweu [apoly | adid ableyosig YHL
“aouel|dde Jo aouaIafiq -zl . adid EHL
B ainjesadway ja)ino ssedAq jooogng Joysiwsay | 8x CHL
[r— SUI| UOISSILUSUEJ] [0JU0D [BJJUBD JET
B a|qed a|qeo anano [ o
AOEZIZ0Z & UOISSIWSUB)}  UOISS|ISUE. _F U] UOISSIWSUE]] J81E3H o0 ZaL
i A 10U0D [BAUBD  I0OPINO/IOOPU| HHNO WJ Tiddns Jamod Jeuis] TaL
Q01n0g Jemod min P TS Lo m (Buneay/Buiood)
= )= ) 562 =2 5] THANO [2' Ieay/bu
punoio €1 21 11 F———— - (RS PYSLRE B ) = = R e mojj JuesaBuyas Buibueyo Jo4 L1, SLPLAS
i Buneay 3U0D 104 8. 0IAS
7 210 ssedAq ayy I 104 8« BAS
! ssedAq uonons
dA
] abieyosip ay) Buisojo/Buiuado 104 )
7 NEND S/0 8y} Japun N1 ENEN
ﬁ u " ssedAq ay) Buisojo/Buiuado 104 ploudjog BIAS
va U01}08}8p JUALIND 104 £0/20/L0HSY
008X =T fodere uonuaAaid JuaLInd ysniul 04 Jojsisay 1y
] Japanul Joj JaBueyoxa jeay 01'6: 6A31
206X 1InoJ10 uonoalur ay) Buisojo/Buiuado Jo4 Cls VAT
106X ) |04)u0d el
=y oaip Mo JueJeBUIOY '[01U0D BINSSAld 6. PZATT
£10ND 104100 djel
Moy} Juesablyey'01)uod ainssald anen q'eZAT1
L 5 ynoso o:uh u Moy uoisuedxa
h , o Juesebujal sjonuo) ‘ssedAq J|H Jeaur] 0b. LAFT
21080 M A ;mxcum“MmWJuu vaIan 7 Hmﬁn:ﬁ _o_mw._ Namw._ {uononpal esiou Kouanbaly ybiy 10}) 1100 850D i
irjuopeiado [ew.oN:1 a3 [ i0yeal 9a 10a
v
7 ﬂ [emoson | pop— M | I raasno pieog [ohuo) €a31 (10s531dW00 aU) Bulieay 10J) Jojeay 9SEoyUeI) TWHD
LT+ Jamod| | o7 usalb (1IN0 ulew Japeaul) Joyoede) 12~10
°’ A5 i S T— o | s oo g LTIV 1108
7 2004°1004 ainsseld mo Iosuas S7€9
i ! 7 S @ ey D ainssaid abieyosiq inssald 1SHEY
L il | I Jlun Joopjno oyms
7 Jaqiosge abing K ﬁg 7 s vadpLESS B} Joy uogosjoud ainssaid YbIH ainssald LHE9
| 1 91408 ¥oelg Buiyoyms BunespBuijoo:
7 i I H 4D Buies 4o .%u%p >r:w
7 9 Bumes Ayoedeo Jabueyoxs jesH qySie
! 19}|14 8SION pieog ANI 14-08[108]~ N-0§| LN . uonoung Buyoums Bunesp/Buoo | oAeA Aem-y eysic
7 ! oe| oot Zsms NS 2. ——— L0ea3al uoneueidxg JoquiAs
2 3N
! 7 s U <uoljeue(dxs [OqWAS>
I I F
7 7 aznn - [ 1S ULy | IAHNLd3AHNd |
i | onms ) [ 1S3 10U 0p |1, | AYNLAHNLASNd dAHNd |
7 ! N [ soueyddy | sWeu [apojy |
9 ndino uoosjep Jou3 = R .
! e i 1110 340N Jossalduiod fr- aouel|dde Jo aouaIayIq L Ly
| “0 [ - R H i , el AdNLAENd |
i 8 | % | oo no 0 | I e AHNLAHNG |
7 i T =] syod signeduwion 2 e i soueyddy SWeU [9poly |
o ! [37] S . dd .
7 enandi M " o o B s e 7 aoueljdde Jo aoualayiq 0}«
VAIND VANNO  MdNOD VEND PNO [T oeno cosna 009ND Y Y
I hiNC NO N0 £09N 009ND | [ PZAST [ AYNLASNd | [ ISXe10UOP 8, [ AYNLAENd |
7 L G Ggp LRl G 2 (.23 W58, | AHNLAHND
T T 7 7 aoueyddy | aweu [apopy BWEU [3pOjy
i a ﬁ -aouel|dde jo aoualayiq'6, "ooueldde Jo aouaiaylq g,
T U
o o3 . (H1unJ10113 |/(yT)ucnesado [ewioN [F0ra3T
7 (pieog ANI uo) @ Xy a2 il
et Jlun)aigesip/ (i
PEOG dYD "o oo s 7 el KOS 0L-ams
7 340 aie 0L ~-yMS
(mun)doss uyGr)uonessdo uf | pue’44010L-9MS| €Q31
7 (qung)iouz/(ijuonesedo lewioN [ 2031
7 ey Cedr e “Aejdsip g3 pJeoq oAU L,
| G T s (] i '$$9] 10 A\0ZOQ 0} paddoup sey
7 E 40ahd | ] : 7 @ ! NdAY 1009UU0D 8Y} JO 86E}|OA BU} Jey) WD
[Eer o i ynouo Addns wnouo Aiddns | Jreons e ‘somn seal 18 101 110 1un su deayyemod o
! o pieog Nv4 [ { somod 13NN Jomod N3 pue Jomod Wdl e pu JNUIW 0| 1SES| Je 104 JJO Jlun 8y} N JeM w
| o | o)y HO uIN¥x0q [03U0d BY} JO BpISUI BY} Bunoedsul Biojeg
I SHaL = 7 | B [ ‘sued abeyjon-ybiy sesnoy xoq [013u0d 9,
| I B i | ‘wiay) paAowal
I woresdo 140031 @ ¥ H ! e I 0} S|eUIWIS) BY} UO e} 8y} SSaid "Uoiuasu| Jaye
g
i e w0 @ i mﬂu i 2oe|d Ul payoo| AjaIndas ale sjeulwla) ay) ains el
i RS —— o | ‘uopouny Buiyo0| e 8ABY S|eulwla) uojse'g,
i d i ° oo ] i 1ayjaboy} waysAs juesablyal swes
, | v | U Ul SJUN JOOPINO Y} UO (€g1) S[BUILIS) UlBYD-ASIEq b,
i | i '$10}08UU00 [eubis
| <XOg ANI> | <XOg NIVIA> | ndino/ndur BuioBUUOD 10} 300q BIEQ BU} O} 41840y 'E,
Lo\ . - U ) *S8lIEPUNOQ X0q |0J)U0D 8y} 8)e2Ipul Saul| Ysep-10Q°Z,
1un ay} yum paijddns jou Buuim ayeolpul saul| panop-a|bulS |,

LV-NN(S)A ‘LV-NN(S)1-d3-AdNd

50

MITSUBISHI ELECTRIC CORPORATION

MEES23K007A




PURY-EP-T(S)NU-A1, Y(S)NU-A1

R2-Series (High efficiency)

PURY-EP96, 120, 144TNU-A1 (-BS)

4. ELECTRICAL WIRING DIAGRAMS
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R2-Series (High efficiency)

4. ELECTRICAL WIRING DIAGRAMS
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

R2-Series (High efficiency)

4. ELECTRICAL WIRING DIAGRAMS
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R2-Series (High efficiency)

4. ELECTRICAL WIRING DIAGRAMS
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

R2-Series (High efficiency)

PURY-EP96, 120, 144YNU-A1 (-BS)

4. ELECTRICAL WIRING DIAGRAMS
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R2-Series (High efficiency)

PURY-EP168YNU-A1 (-BS)

4. ELECTRICAL WIRING DIAGRAMS
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R2-Series (High efficiency)

4. ELECTRICAL WIRING DIAGRAMS

PURY-EP-T(S)NU-A1, Y(S)NU-A1

PURY-EP192, 216, 240YNU-A1 (-BS)
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

5. SOUND LEVELS

R2-Series (High efficiency)

5-1. Sound levels in cooling mode

Sound level of PURY-EP72T(Y)NU-A1(-BS)

Sound level of PURY-EP96T(Y)NU-A1(-BS)

110 110
Standard 60Hz Standard 60Hz
400 e T Low  60Hz - 100 e T Low  60Hz N
g 90 % 90
© ©
> >
o 80 2@ 80
e} e}
c c ~.
3 3 5
o 70 [*~==< o 70 g
el ~ ° L
c S~ c ~
3 S em— R =
o 60 = > 60 =~
> s > ~.
e ~ & <
154 ~\ O b S
O 50 < ————r O 50
40 40
30 30
63 125 250 500 1k 2k 4k 8k 63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz) Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A) 63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard Cooling \SOHZ 81.0|74.0|73.0|725|715)|68.0 | 62.0 | 56.0 | 75.5 Standard Cooling \60Hz 82.5|755|74.0 735|740 70.0|65.0|57.0 | 77.5
Low noise mode \GOHZ 71.0 | 66.5|61.5|61.0 | 56.0 | 48.5 | 47.0 | 49.5 | 62.0 Low noise mode \60Hz 77.0|168.5|63.5|62.5|59.5|525|51.5|51.0 | 64.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation

from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP120T(Y)NU-A1(-BS)

Sound level of PURY-EP144T(Y)NU-A1(-BS)

110 110
Standard 60Hz Standard 60Hz

400 e T Low  60Hz - 100 e T Low  60Hz N
i% 90 g 90
© ©
> > I
K] 80 2@ 80
° Ens o = -
c Ss. - c ~ -—="N,
=3 S - \\ g ~,
& 70 S % 70 >
© °
c I~ c F~
g e 5 B S
o 60 === © 60
> ~. >
pul L) Bul
53 b 5} Mo
O 50 S O 50 -

40 40

30 30

63 125 250 500 1k 2k 4k 8k 63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz) Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A) 63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)

Standard Cooling \SOHZ 79.5|77.0|77.0|755|755|75.5 | 655 | 57.5 | 80.5 Standard Cooling \60Hz 86.5|81.5|81.081.081.0)|80.0| 705|620 | 85.5
Low noise mode \GOHZ 77.072.0)|75.5|65.0|60.0|57.5|50.0 | 42.5 | 69.5 Low noise mode \60Hz 78.5|73.5)|76.0 655|615 61.5|52.0 | 45.0 | 70.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation

from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP168T(Y)NU-A1(-BS)

Sound level of PURY-EP192T(Y)NU-A1(-BS)

from Low noise mode automatically in the case that the operation condition is severe.

110 110
Standard 60Hz Standard 60Hz
400 e T Low  60Hz - 100 e T Low  60Hz N
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° N °
> >
2 80 Y 2@ 80
° k °
c =~ c
3 b | 3
& 70 — ® 70 fm=mm——g=eas
hel h © L LTSS ——
= Y I IO ottt <= Y MOt el TP
s - 5 .
© 60 <= © 60 <,
> - >
jul -} ol
O . . O
O 50 S O 50
40 40
30 30
63 125 250 500 1k 2k 4k 8k 63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz) Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k 2k 4k 8k [dB(A) 63 | 125 | 250 | 500 | 1k 2k 4k 8k [dB(A)
Standard Cooling \ 60Hz |89.5|79.5|79.0|77.0|76.5)|75.0 695|620 81.5 Standard Cooling \ 60Hz 85.5|84.0182.0|80.5|79.0|75.0 | 725|620 | 83.5
Low noise mode \ 60Hz | 86.0 | 77.0 | 73.0 | 65.5 | 64.5| 59.5 | 55.0 | 47.5 | 70.5 Low noise mode \ 60Hz 71.069.5|68.0 | 66.5|65.5| 64.0 | 63.0 | 51.5 | 71.0
When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation

from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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5. SOUND LEVELS

R2-Series (High efficiency)

Sound level of PURY-EP216T(Y)NU-A1(-BS)

Sound level of PURY-EP240T(Y)NU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)

Standard Cooling [60Hz | 87.0 | 85.5 | 84.0 [ 82.5 | 81.0 | 78.0 | 74.5 | 71.5 | 86.0
Low noise mode \GOHZ 71.0 1 69.5 | 68.0 | 66.5| 65.0 | 64.0 | 63.5 | 51.5 | 71.0

110
— Standard 60Hz
Do e Low  60Hz 1
g 90
©
>
2 80
el
=
3 E
2 70 Foemm=g==aas
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e s I O A whete ]
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63 125 250 500 1k 2k 4k 8k
Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)
Standard Cooling [60Hz | 88.5 | 87.0 | 85.5 | 84.0 | 83.0 | 79.5 | 75.5 | 80.5 | 88.0
Low noise mode \BOHZ 71.0 1 69.5|68.0 | 67.0 | 65.5|64.0 | 645 |51.0 | 71.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP192T(Y)SNU-A1(-BS)
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Octave band sound level (dB)
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Octave band central frequency (Hz)

Sound level of PURY-EP216T(Y)SNU-A1(-BS)
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Octave band sound level (dB)

50
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63 125 250 500 1k 2k 4k 8k

Octave band central frequency (Hz)

63 | 125 | 250 | 500 | 1k 2k 4k 8k |dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Cooling \BOHZ 85.5|78.5|77.0|76.5|77.0|73.0 | 68.0 | 60.0 | 80.5

Low noise mode \GOHZ 80.0 | 71.5|66.5|655|62.5| 555 | 54.5 | 54.0 | 67.5

Standard Cooling \BOHZ 84.079.0|785|77.0|77.5|76.5|68.0|60.0 | 82.0

Low noise mode \BOHZ 80.0 | 73.5|75.5|67.0|62.5| 58.5|54.0 | 51.5 | 70.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP240T(Y)SNU-A1(-BS)
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Sound level of PURY-EP264T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Cooling [60Hz | 82.0 [ 79.5 [ 79.5 [ 78.0 | 78.0 | 78.0 | 68.0 | 60.0 | 83.0
Low noise mode \SOHZ 80.0 | 75.0 | 78.5 | 68.0 | 63.0 | 60.5 | 53.0 | 45.5 | 72.5

Standard Cooling ‘BOHZ 87.5|83.5|83.082.0|825|81.5|72.0 |63.5| 87.0

Lownoisemode |60Hz | 81.0 [ 76.0 | 78.5 [ 68.0 | 64.0 [ 63.0 | 54.0 | 47.0 | 73.0

When Low noise mode is set,the A/C s%slem's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

5. SOUND LEVELS

R2-Series (High efficiency)

Sound level of PURY-EP288T(Y)SNU-A1(-BS)

Sound level of PURY-EP312T(Y)SNU-A1(-BS)
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k 8k | dB(A)

Standard Cooling | 60Hz | 89.5 | 84.5 | 84.0 | 84.0 | 84.0 | 83.0 | 73.5 | 65.0 | 88.5
Low noise mode \GOHZ 81.5]176.5|79.0 | 68.5|64.5|64.5|55.0 |48.0 | 73.5
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard Cooling [60Hz | 91.5 | 84.0 [ 83.5 [ 82.5 | 82.5 | 81.0 | 73.0 | 65.0 | 87.0
Low noise mode \BOHZ 87.0 785 |77.5|68.5|66.5]|63.5|56.5|49.5| 73.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP336T(Y)SNU-A1(-BS)
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Sound level of PURY-EP384T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Cooling \60Hz 92.5|82.5|82.0|80.0|79.5|78.0|725|65.0| 84.5

Low noise mode \GOHZ 89.0 | 80.0 | 76.0 | 68.5 | 67.5 | 62.5 | 58.0 | 50.5 | 73.5

Standard Cooling \60Hz 88.5|87.0 | 85.0|83.5|82.0|78.0| 755|650 86.5

Low noise mode ‘SOHZ 74.0 1725 |71.0]69.5|68.5|67.0 | 66.0 | 54.5 | 74.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP432T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)
Standard Cooling | 60Hz | 90.0 | 88.5 | 87.0 | 85.5 | 84.0 | 81.0 | 77.5 | 74.5 | 89.0
Low noise mode \GOHZ 74.01725|71.0]69.5|68.0| 67.0 | 66.5 | 54.5 | 74.0

When Low noise mode is set,the A/C s%slem's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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5. SOUND LEVELS

R2-Series (High efficiency)

5-2. Sound levels in heating mode

Sound level of PURY-EP72T(Y)NU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)

Standard Heating ‘GOHZ 81.0]78.0|74.0|735|720)|69.0|66.5|63.5| 77.0

Standard Heating ‘SOHZ 82.5|80.5|75.0|745|745|71.0|69.5|65.0 | 79.0

Low noise mode ‘GOHZ 70.0 | 65.5|60.5 | 58.5 | 55.5| 51.0 | 50.0 | 56.0 | 62.0

Low noise mode ‘BOHZ 73.5|70.064.0|62.0]60.0|56.0|55.0|59.0 | 66.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP120T(Y)NU-A1(-BS)
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Sound level of PURY-EP144T(Y)NU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)

Standard Heating ‘GOHZ 81.0180.5|79.0|77.5|76.0|72.0 | 66.5 | 57.5 | 80.5

Standard Heating ‘SOHZ 86.5|85.0 | 83.5|82.0 805|785 |720|625 | 855

Low noise mode ‘GOHZ 77.0]173.5)|67.069.5|63.0| 580|540 |48.0 | 69.5

Low noise mode ‘BOHZ 79.0|75.0)685|715|645)|620|575|51.0| 715

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP168T(Y)NU-A1(-BS)

Sound level of PURY-EP192T(Y)NU-A1(-BS)
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)
Standard Heating [60Hz | 89.5 | 85.0 | 83.5 [ 82.0 | 80.5 | 77.5 | 74.5 | 69.0 | 85.5
Lownoise mode | 60Hz | 79.5 | 78.5 | 69.0 | 67.5 | 67.5 | 59.5 | 63.0 | 59.0 | 72.0
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)

Standard Heating |[60Hz | 86.0 | 84.5 | 83.0 [ 82.0 | 80.5 | 76.5 | 74.0 | 65.5 | 85.0
Lownoisemode | 60Hz | 73.0 | 71.5 [ 70.0 | 68.5 | 67.0 | 64.0 | 64.5 | 54.0 | 72.5

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

5. SOUND LEVELS

R2-Series (High efficiency)

Sound level of PURY-EP216T(Y)NU-A1(-BS)

Sound level of PURY-EP240T(Y)NU-A1(-BS)
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k 8k | dB(A)
Standard Heating | 60Hz | 89.0 | 87.0 | 85.0 | 83.5 | 81.5 | 78.5 | 75.0 | 68.0 | 86.5
Low noise mode \GOHZ 73.0171.5|70.0|68.5|67.0| 64.5 | 64.0 | 54.0 | 72.5
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k 8k | dB(A)

Standard Heating |[60Hz | 89.0 | 87.5 | 85.5 | 84.0 | 82.0 | 79.0 | 75.0 | 69.0 | 87.0
Lownoisemode | 60Hz | 73.5 | 72.0 | 70.5 | 69.0 | 67.5 | 65.0 | 65.0 | 54.5 | 73.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP192T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Heating \GOHZ 85.5|83.5|78.0|77.5|77.5|74.0 |725 |68.0 | 82.0

Low noise mode \GOHZ 76.5|73.0 | 67.0|65.063.0| 59.0 | 58.0 | 62.0 | 69.0

Standard Heating \60Hz 85.0182.5|81.0]79.5|78.5|75.0|71.0 | 655 | 83.0

Low noise mode \BOHZ 78.5]75.069.0]70.0|65.0]60.0|57.0]585]| 71.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP240T(Y)SNU-A1(-BS)
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Sound level of PURY-EP264T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Heating | 60Hz | 84.0 | 83.5 | 82.0 [ 80.5 | 79.0 | 75.0 | 69.5 | 60.5 | 83.5
Low noise mode \GOHZ 80.0 | 76.5|70.0 725 |66.0|61.0 | 57.0 | 51.0 | 72.5

Standard Heating ‘SOHZ 88.0 | 86.5 | 85.0 | 84.0 | 82.5 | 80.0 | 73.5 | 64.0 | 87.0

Low noise mode ‘BOHZ 81.0]77.0|71.0]735|67.0|63.5|59.0 525 | 73.5

When Low noise mode is set,the A/C s%slem's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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5. SOUND LEVELS

R2-Series (High efficiency)

Sound level of PURY-EP288T(Y)SNU-A1(-BS)

Sound level of PURY-EP312T(Y)SNU-A1(-BS)
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)

Standard Heating [60Hz | 89.5 | 88.0 | 86.5 | 85.0 | 83.5 | 81.5 | 75.0 | 65.5 | 88.5
Low noise mode \GOHZ 82.078.0|71.5|745|67.5|65.0 | 60.5|54.0 | 745
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Octave band central frequency (Hz)
63 | 125 | 250 | 500 | 1k | 2k 4k 8k | dB(A)
Standard Heating |[60Hz | 91.0 | 88.0 | 86.5 | 85.0 | 83.5 | 81.0 | 76.5 | 69.5 | 88.5
Lownoise mode | 60Hz | 82.5 | 80.0 | 72.0 | 73.0 | 69.5 | 64.0 | 64.5 | 60.0 | 75.0

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.
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Sound level of PURY-EP384T(Y)SNU-A1(-BS)
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63 | 125 | 250 | 500 | 1k 2k 4k 8k |dB(A)

63 | 125 | 250 | 500 | 1k | 2k 4k 8k |dB(A)

Standard Heating \60Hz 92.5|88.0 | 86.5|85.0|83.5|80.5|77.5|72.0| 88.5

Low noise mode \GOHZ 82.5181.5|72.0]70.5|70.5]| 625 | 66.0 | 62.0 | 75.0

Standard Heating \BOHZ 90.0 | 88.5 | 87.0 | 86.0 | 84.5 | 80.5 | 78.0 | 69.5 | 89.0

Low noise mode \BOHZ 76.0|745|73.0]715|70.0 | 67.0 | 675 |57.0 | 755

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

When Low noise mode is set,the A/C system's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

Sound level of PURY-EP432T(Y)SNU-A1(-BS)
110

— Standard 60Hz

100 e T Low  60Hz -

920

80

[Vl s ——— ==

60 <

Octave band sound level (dB)

50

40

30

63 125 250 500 1k 2k 4k 8k

Octave band central frequency (Hz)

63 | 125 | 250 | 500 | 1k | 2k | 4k | 8k |dB(A)
Standard Heating [60Hz | 91.5 | 89.5 | 87.5 | 86.0 | 84.0 | 81.0 | 77.5 | 70.5 | 89.0
Low noise mode \SOHZ 76.0|745|73.0|715|70.0| 67.5|67.0 | 57.0 | 755

When Low noise mode is set,the A/C s%slem's capacity is limited. The system could return to normal operation
from Low noise mode automatically in the case that the operation condition is severe.

+Depending on the operation conditions, the unit generates noise caused by valve actuation, refrigerant flow, and pressure changes
when operating normally. Please consider to avoid location where quietness is required.

For BC controller, it is recommended to be installed in places such as ceilings of corridor, rest rooms and plant rooms.
*The sound values are sound power level (PWL) based on ISO 3744:2010 (r = 3.5 m).
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

6. VIBRATION LEVEL

R2-Series (High efficiency)

Measurement condition

[PURY-EP72-240T/YNU, PURY-EP192-432T/YSNU]

Measurement frequency: 1 Hz-80 Hz

Measurement point: Ground surface 20 cm away from the unit leg

Installation condition: Direct installation on the concrete floor
Power source: 3-phase 3-wire 208 V-230 V 60 Hz: For TNU-Series
3-phase 3-wire 460 V 60 Hz: For YNU-Series

Operation condition: JIS condition (cooling, heating)

Measurement device: Vibration level meter for vibration pollution VM-1220C (JIS-compliant product)

Concrete

Measurement point

Service panel side

—————t—

\

Vibration level

Model Vibration level (dB)
PURY-EP72T(Y)NU-A1 (-BS) 45
PURY-EP96T(Y)NU-A1 (-BS) 46
PURY-EP120T(Y)NU-A1 (-BS) 47
PURY-EP144T(Y)NU-A1 (-BS) 47
PURY-EP168T(Y)NU-A1 (-BS) 48
PURY-EP192T(Y)NU-A1 (-BS) 48
PURY-EP216T(Y)NU-A1 (-BS) 48.5
PURY-EP240T(Y)NU-A1 (-BS) 49
PURY-EP192T(Y)SNU-A1 (-BS) 49
PURY-EP216T(Y)SNU-A1 (-BS) 49.5
PURY-EP240T(Y)SNU-A1 (-BS) 50
PURY-EP264T(Y)SNU-A1 (-BS) 50
PURY-EP288T(Y)SNU-A1 (-BS) 50
PURY-EP312T(Y)SNU-A1 (-BS) 50.5
PURY-EP336T(Y)SNU-A1 (-BS) 51
PURY-EP384T(Y)SNU-A1 (-BS) 51
PURY-EP432T(Y)SNU-A1 (-BS) 51.5

* Vibration level varies depending on the conditions of actual installation site.
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7. OPERATION TEMPERATURE RANGE

R2-Series (High efficiency)

* Cooling
°FWB°CWB
86 30
© 77 25
=]
g 2
g 68 20 Range for continuous operation
5
T 59 15
o
o]
2
= 5010 Continuous operation not recommended
41 5
32 0
20 15 -10 -5 0 5 10 15 20 25 30 35 40 45 50 60 °CDB
-4 5 14 23 32 41 50 59 68 77 86 95 104 113 122 140 °FDB
QOutdoor temperature
* The operation temperature of outdoor unit is limited into 32~109°FDB (0~43°CDB) when the
outdoor unit is installed in a location that is positioned lower than the indoor units.
* Heating
°FDB °CDB
104 40
95 35
86 30 Continuous operation not recommended
IS
=}
5 77 25
()]
Q . .
g 68 20 Range for continuous operation
g
S 59 15
£
50 10 Continuous operation not recommended
41 5
32 0
25 -20 -15 -10 -5 0 5 10 15 20 25 30 35 40 45 50 °CWB
13 4 5 14 23 32 41 50 59 68 77 8 95 104 113 122 °FWB
Qutdoor temperature
* Combination of cooling/heating operation (Cooling main or Heating main)
Indoor temperature
Outdoor temperature
Cooling Heating

14 to 70°FDB (-10 to 21°CDB)

59 to 81°FDB (15 to 27°CDB)

12 to 60°FWB (-11 to 15.5CWB) | 59 to 75°FWB (15 to 24°CWB)

Installation of the low ambient kit is recommended to operate in cooling and cooling main mode in conditions
under 50°F [10°C].
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

8-1. Selection of Cooling/Heating Units

How to determine the capacity when less than or equal 100% indoor model size units are connected in total:
The purpose of this flow chart is to select the indoor and outdoor units. For other purposes, this flow chart is intended only for reference.

Determine the load (L) and
the Indoor/Outdoor Temperature

(

| Temporarily select the Indoor/Outdoor Units |

—DI Reselect the indoor units I

v
Y

I Reselect the indoor units I{*

—’I Reselect the outdoor unitsI

v
-~

I Reselect the outdoor units I‘—

Indoor Unit n
Total Indoor Units Capacity (CT;) = ¥ (Individual Nominal Indoor Unit Capacity CTj x
k=1

Individual Indoor Temperature Correction Coef. Q) (Fig.1)

n: Total Number of Indoor Units
k: Indoor Unit Number

!

Outdoor Unit
Outdoor Unit Capacity (CTo) = Nominal Outdoor Unit Capacity x Outdoor

Temperature Correction Coef. (Fig.2-1) x Piping Lengtl

Correction Coef. (Fig.4) x Defrost Correction Coef. (in heating operation)

h

(If indoor to outdoor connectable
capacity ratio is less than 100%, the
capacity correction is set as 100% )

Capacity <
Determination

Yes

No

Maximum Capacity(CTy) = CT;

Maximum Capacity(CTy) = CT,

No

Yes

Want to change to smaller
indoor units?

Need to select smaller
outdoor unit?

Does it fulfill the load of
each room?

Individual Indoor Unit Capacity: CT'= CTx x

CTx O

K

n
> (CTim x Q)
m=1

No Does it fulfill the load of

each room?

Completed Selecting Units

*C: Outdoor unit power input coefficient of k indoor unit room temp. (Fig.2-2)
*M: Number part of the k indoor unit model (e.g. P36 — 36)

y

Completed Selecting Units

v

Average Indoor temp. power input Coef. (Caye)
n n
Cave = ¥ {ok * (Mi/ ¥ Mi)}
k=1 k=1

Average Indoor temp. power input Coef. (Caye)
n n

Cave = 3 {ck x (M/ ¥ M)}
k=1 k=1

Input -
Calculation ¢ ¢
i
. . . Outdoor Unit Input = Nominal Outdoor Unit Input x C,
Outdoor Unit Input = Nominal Outdoor Unit Input x C,e ) ave
x f(CT;/CT,) (Fig.3)
- f(x) is the approximate correction function when less than or equal
100% model size units are input as connected.
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Indoor Temperature Outdoor Temperature Outdoor Temperature

Fig.1 Indoor unit temperature correction

Fig.2-1 Outdoor unit temperature correction (capacity)

Fig.2-2 Outdoor unit temperature correction (power input)
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8. CAPACITY TABLES

R2-Series (High efficiency)

How to determine the capacity when greater than 100% indoor model size units are connected in total:
The purpose of this flow chart is to select the indoor and outdoor units. For other purposes, this flow chart is intended only for reference.

Determine the load (L) and
the Indoor/Outdoor Temperature

| Temporarily select the indoor/outdoor units |

I Reselect the indoor units ki

—}I Reselect the indoor units I »|¢
—}l Reselect the outdoor units I D
h 4
Indoor Unit

n
Total Indoor Units Capacity (CT;) = ¥ (Individual Nominal Indoor Unit Capacity CTj x
k=1

Individual Indoor Temperature Correction Coef. Q) (Fig.1)

! Reselect the outdoor units I{—

n: Total Number of Indoor Units

k: Indoor Unit Number

v

Outdoor Unit

x Qutdoor Temperature Correction Coef. (Fig.2-1)

Outdoor Unit Capacity (CT,) = Nominal Outdoor Unit Capacity x G (Model Size Ratio)

x Piping Length Correction Coef. (Fig.4) x Defrost Correction Coef. (in heating)

G (x) is the approximate correction function when greater
than 100% model size units are connected (Fig.3)

No
Yes
Maximum Capacity(CTyx) = CT, I
Want to change to smaller
indoor units?
CTi x Qg

Individual Indoor Unit Capacity: CT'j= CTx x

n
> (CTim x Qm)
m=1

No

Does it fulfill the load of
each room?

Completed Selecting Units

v

Average Indoor temp. power input Coef. (Caye)
n n
Cave = ¥ {ok x (Mi/ ¥ M)}
k=1 k=1

v

Outdoor Unit Input =Nominal Outdoor Unit Input x C,ye
x F (Model Size Ratio) (Fig.3)

*C: Outdoor unit power input coefficient of k indoor unit room temp. (Fig.2-2)
*My: Number part of the k indoor unit model (e.g. P36 — 36)

| Maximum Capacity(CTy) = CT;

No

WV

Need to select smaller Yes

outdoor unit?

No

Does it fulfill the load of
each room?

Yes

Completed Selecting Units

!

Nominal Outdoor Unit Capacity
< Total Indoor Units Capacity

Outdoor Unit Input
= Nominal Outdoor Unit Input x
Outdoor Temperature
Correction Coef. (Fig.2-2)
x f(CT;i/ Nominal Outdoor Capacity)
(Fig.3)

f(x) is the approximate correction function when less than or equal
100% model size units are input as connected.

Average Indoor temp. power input Coef. (Caye)
n n
=3 {ox (M 3 M)}
k=1 k=1

v

Outdoor Unit Input = Nominal Outdoor Unit Input x Cyye
x F (CT;/Nominal Outdoor Capacity) (Fig.3)

F(x) is the approximate correction function when greater than 100%

model size units are input as connected.

12 -

L= G(x)

Ratio of capacity

Ratio of input

20 30 a0 80 %0 100

0 70
Total capacity of indoor units

Fig.3 Correction by total indoor

Total capacity of indoor unit

36

Cooling capacity correction factor
=
&

0.70 72
94

0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m

Piping equivalent length

Fig.4 Correction of refrigerant piping length
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

<Cooling>
Design Condition
Outdoor Design Dry Bulb Temperature 37°C
Total Cooling Load 18.5 kW
Room1

Indoor Design Dry Bulb Temperature 27 °C

Indoor Design Wet Bulb Temperature 20°C

Cooling Load 9.0 kW

Room2

Indoor Design Dry Bulb Temperature 24 °C

Indoor Design Wet Bulb Temperature 17.8°C

Cooling Load 9.5 kW

<Other>
Indoor/Outdoor Equivalent Piping Length 30 m
1. Cooling Calculation z -
(1) Temporary Selection of Indoor Units § _—
Room1 - pome—]
PEFY-P36 10.6 kW (Nominal) |5 | |~
Room2 :
PEFY-P36 10.6 kW (Nominal) - -
(2) Total Indoor Units Capacity indoor Temperature (W21
P36 + P36 = P72 Fig.1 Indoor unit temperature correction
To be used to correct indoor unit only
(3) Selection of Outdoor Unit
The P72 outdoor unit is selected as total indoor units capacity is P72 g
PUHY-P72 21.1 kW s —~
% 0.99 \
(4) Total Indoor Units Capacity Correction Calculation 8 \
Room1 é
Indoor Design Wet Bulb Temperature Correction (20°C) 1.02 (Refer to Fig.1) * cutioor Tomperatre (008]
Room2 —
Indoor Design Wet Bulb Temperature Correction (18°C) 0.96 (Referto Fig.1)  Fig.2 Outdoor unit temperature correction
To be used to correct outdoor unit only
Total Indoor Units Capacity (CTi)

CTi = Z (Indoor Unit Rating x Indoor Design Temperature Correction) V2O aber onscapacry
=10.6 x 1.02 + 10.6 x 0.96 5 N N 08
=20.9 kW S0 ~

g N
(5) Outdoor Unit Correction Calculation 8 N
Outdoor Design Dry Bulb Temperature Correction (37°C) 0.99 (Refer to Fig.2) > \\ N
Piping Length Correction (30 m) 0.95 (Refer to Fig.3) § ‘\§ N
. . 2 T
Total Outdoor Unit Capacity (CTo) S \\WO
o x

CTo = Outdoor Rating x Outdoor Design Temperature Correction x Piping Length Correction 30 "

=21.1x0.99 x 0.95 Piping equivalent length (m)

=198kW Fig.3 Correction of refrigerant piping length

(6) Determination of Maximum System Capacity (CTx)
Comparison of Capacity between Total Indoor Units Capacity (CTi) and Total Outdoor Unit Capacity (CTo)
CTi=20.9 > CTo = 19.8, thus, select CTo.
CTx =CTo = 19.8 kW

(7) Comparison with Essential Load
Against the essential load 18.5kW, the maximum system capacity is 19.8kW: Proper outdoor units have been selected.

(8) Calculation of Maximum Indoor Unit Capacity of Each Room
CTx = CTo, thus, calculate by the calculation below
Room1
Maximum Capacity x Room1 Capacity after the Temperature Correction/(Room1,2 Total Capacity after the Temperature Correction)
=19.8 x (10.6 x 1.02)/(10.6 x 1.02 + 10.6 x 0.96)
=10.2 kW OK: fulfills the load 9.0kW
Room2
Maximum Capacity x Room2 Capacity after the Temperature Correction/(Room1,2Total Capacity after the Temperature Correction)
=19.8 x (10.6 x 0.96)/(10.6 x 1.02 + 10.6 x 0.96)
=9.6 kW OK: fulfills the load 9.5kW

Go on to the heating trial calculation since the selected units fulfill the cooling loads of Room 1, 2.
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8. CAPACITY TABLES

R2-Series (High efficiency)

<Heating>
Design Condition

Outdoor Design Wet Bulb Temperature 2°C
Total Heating Load 18.2 kW
Room1

Indoor Design Dry Bulb Temperature 25°C

Heating Load 9.2 kW
Room2

Indoor Design Dry Bulb Temperature 25°C

Heating Load 9.0 kW
<Other>

Indoor/Outdoor Equivalent Piping Length 30 m

2. Heating Calculation
(1) Temporary Selection of Indoor Units

Room1

PEFY-P36 11.7 kW (Nominal)
Room2

PEFY-P36 11.7 kW (Nominal)

(2) Total Indoor Units Capacity
P36 + P36 = P72

(3) Selection of Outdoor Unit
The P72 outdoor unit is selected as total indoor units capacity is P72

PUHY-P72 23.4 kW
(4) Total Indoor Units Capacity Correction Calculation
Room1
Indoor Design Dry Bulb Temperature Correction (25°C) 0.80 (Refer to Fig.4)
Room2
Indoor Design Dry Bulb Temperature Correction (25°C) 0.80 (Refer to Fig.4)

Total Indoor Units Capacity (CTi)

CTi = X (Indoor Unit Rating % Indoor Design Temperature Correction)
=11.7 x 0.80 + 11.7 x 0.80

=18.7 kW
(5) Outdoor Unit Correction Calculation
Outdoor Design Wet Bulb Temperature Correction (2°C) 0.98 (Refer to Fig.5)
Piping Length Correction (30 m) 0.98 (Refer to Fig.6)
Defrost Correction 0.84 (Refer to Thl.1)

Total Outdoor Unit Capacity (CTo)

CTo = Outdoor Unit Rating x Outdoor Design Temperature Correction x Piping Length

Correction x Defrost Correction
=23.4x0.98 x 0.98 x 0.84
=18.8 kW

(6) Determination of Maximum System Capacity (CTx)

o
™

Ratio of heating capacity

25
Indoor Temperature [°CD.B.]

Fig.4 Indoor unit temperature correction
To be used to correct indoor unit only

54
©
-3

-

Ratio of heating capacity

2
Outdoor Temperature ["CW.B.]

Fig.5 Outdoor unit temperature correction
To be used to correct outdoor unit only

N
2098
8
S N
8 N
8 \\\
>
E N
8 ™~
8 \\
g T~
©
©
T
30
Piping equivalent length (m)

Fig.6 Correction of refrigerant piping length

Comparison of Capacity between Total Indoor Units Capacity (CTi) and Total Outdoor Unit Capacity (CTo)

CTi=18.7 < CTo = 18.8, thus, select CTi.
CTx =CTi=18.7 kW

(7) Comparison with Essential Load

Against the essential load 18.2kW, the maximum system capacity is 18.7kW: Proper outdoor units have been selected.

(8) Calculation of Maximum Indoor Unit Capacity of Each Room
CTx = CTi, thus, calculate by the calculation below

Room1 )
. . . ) Tbl.1 Table of correction factor at frost and defrost
Indoor Unit Rating x Indoor Design Temperature Correction
_ Outdoor inlet air temp. °CWB 6 4 2 1 0 -2 -4 -6 -8 -10 -20
- 11 7 X 080 Outdoor inlet air temp. *FWB 43 39 36 34 32 28 25 21 18 14 -4
= 9 4 kW OK: fulfi"s the Ioad 92kW PUHY-P72 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
! PUHY-P96 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
R00m2 PUHY-P120 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PUHY-P144 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
Indoor Unit Rating x Indoor Design Temperature Correction
=11.7 x 0.80
=9.4 kw OK: fulfills the load 9.0kW

Completed selecting units since the selected units fulfill the heating loads of Room 1, 2.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

3. Power input of outdoor unit

<Cooling>

(1) Nominal power input of outdoor unit 4.55 kW (Nominal)

(2) Calculation of the average indoor temperature power input coefficient

Coefficient of the outdoor unit for indoor unit 1 (Outdoor temp. 37 °CD.B., Indoor temp. 20 °CW.B.)
1.09

Coefficient of the outdoor unit for indoor unit 2 (Outdoor temp. 37 °CD.B., Indoor temp. 17.8 °CW.B.)
1.03

n n
Average indoor temp. power input coefficient (Cae) = ¥ {ck X (Mi/ ¥ M)}
k=1 k=1

n: Total number of the indoor units

k: Number of the indoor unit

ck: Outdoor unit power input coefficient of k indoor unit room temp.
My: Number part of the k indoor unit model (e.g. P36 — 36)

09 x 36/(36 + 36) + 1.03 x 36/(36 + 36)

=1,
=1.06

(3) No need to consider Coefficient of the partial load f(CTi/CTo) -

(4) Outdoor power input (Plo)

Maximum System Capacity (CTx) = Total Outdoor unit Capacity (CTo), so use the following formula
Plo = Outdoor unit Cooling Nominal Power Input x Correction Coefficient of Indoor temperature
=4.55 x 1.06
=4.82 kW

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 70



8. CAPACITY TABLES

R2-Series (High efficiency)

<Heating>

(1) Nominal power input of outdoor unit 5.48 kW (Nominal)

(2) Calculation of the average indoor temperature power input coefficient

Coefficient of the outdoor unit for indoor unit 1 (Outdoor temp. 2 °CW.B., Indoor temp. 25 °CD.B.)
0.80

Coefficient of the outdoor unit for indoor unit 2 (Outdoor temp. 2 °CW.B., Indoor temp. 25 °CD.B.)
0.80

n n
Average indoor temp. power input coefficient (Cae) = 3 {ck X (Mi/ ¥ M)}
k=1 k=1

n: Total number of the indoor units

k: Number of the indoor unit

cx: Outdoor unit power input coefficient of k indoor unit room temp.
Mg: Number part of the k indoor unit model (e.g. P36 — 36)

= 0.8 x 36/(36 + 36) + 0.8 x 36/(36 + 36)
=0.80

(3) Coefficient of the partial load f(CTi/CTo) 0.94

(4) Outdoor power input (Plo)

Maximum System Capacity (CTx) = Total Indoor unit Capacity (CTi), so use the following formula

Plo = Outdoor unit Heating Nominal Power Input x Correction Coefficient of Indoor temperature x f (CTi/CTo)
=548x0.8x0.94
=412 kW
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

<Cooling>
Design Condition

Qutdoor Design Dry Bulb Temperature 99 °F

Total Cooling Load 63,000 BTU/h

Room1
Indoor Design Dry Bulb Temperature 81°F
Indoor Design Wet Bulb Temperature 68 °F
Cooling Load 31,000 BTU/h

Room2
Indoor Design Dry Bulb Temperature 75 °F
Indoor Design Wet Bulb Temperature 64 °F
Cooling Load 32,000 BTU/h

<Other>
Indoor/Outdoor Equivalent Piping Length 100 ft.

1. Cooling Calculation =
(1) Temporary Selection of Indoor Units % ~]

Room1 £ - ]
PEFY-P36 36,000 BTU/h (Nominal) ‘g 096

Room2 3 //
PEFY-P36 36,000 BTU/h (Nominal)

64 68
(2) Total Indoor Units capacity Indoor Temperature [*FW.B.]

P36 + P36 = P72 Fig.1 Indoor unit temperature correction

(3) Selection of Outdoor Unit To be used to correct indoor unit only
The P72 outdoor unit is selected as total indoor units capacity is P72 N
PUHY-P72 72,000 BTU/h H |
E’ 0.99 —
(4) Total Indoor Units Capacity Correction Calculation g \\
Room1 E
Indoor Design Wet Bulb Temperature Correction (68°F) 1.02 (Refer to Fig.1) ® <
Room?2 Outdoor Temperature [*FD.B.]
Indoor Design Wet Bulb Temperature Correction (64°F) 0.96 (Refer to Fig.1) Fig.2 Outdoor unit temperature correction

Total Indoor Units Capacity (CTi) To be used to correct outdoor unit only

CTi = Z (Indoor Unit Rating x Indoor Design Temperature Correction) Total capacity of indoor unit
- 36,000 x 1.02 + 36,000 x 0.96 V=Outdoor unit capacity

<] N N 05
= 71,200 BTU/h Boss A
(5) Outdoor Unit Correction Calculation § \\
Outdoor Design Dry Bulb Temperature Correction (99°F) 0.99 (Refer to Fig.2) § \\ o
Piping Length Correction (100 ft.) 0.95 (Refer to Fig.3) § N ~....
Total Outdoor Unit Capacity (CTo) 2 Ay
Q Vx 1.0
CTo = Outdoor Rating x Outdoor Design Temperature Correction x Piping Length Correction ° [Sees
= 72,000 x 0.9 x 0.95 S

=67,700 BTU/h
(6) Determination of Maximum System Capacity (CTx)
Comparison of Capacity between Total Indoor Units Capacity (CTi) and Total Outdoor Unit Capacity (CTo)
CTi=71,200 > CTo = 67,700, thus, select CTo.
CTx =CTo = 67,700 BTU/h

Fig.3 Correction of refrigerant piping length

(7) Comparison with Essential Load
Against the essential load 63,000BTU/h, the maximum system capacity is 67,700BTU/h: Proper outdoor units have been selected.

(8) Calculation of Maximum Indoor Unit Capacity of Each Room
CTx = CTo, thus, calculate by the calculation below
Room1
Maximum Capacity x Room1 Capacity after the Temperature Correction/(Room1,2 Total Capacity after the Temperature Correction
=67,700 x (36,000 x 1.02)/(36,000 x 1.02 + 36,000 x 0.96)
=34,800 BTU/h OK: fulfills the load 31,000BTU/h
Room2
Maximum Capacity x Room2 Capacity after the Temperature Correction/(Room1,2Total Capacity after the Temperature Correction)
=67,700 x (36,000 x 0.96)/(36,000 x 1.02 + 36,000 x 0.96)
=32,800 BTU/h OK: fulfills the load 32,000BTU/h

Go on to the heating trial calculation since the selected units fulfill the cooling loads of Room 1, 2.
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8. CAPACITY TABLES

R2-Series (High efficiency)

<Heating>

Design Condition

37 °F
62,000 BTU/h

Outdoor Design Wet Bulb Temperature
Total Heating Load

Room1
Indoor Design Dry Bulb Temperature
Heating Load

77 °F
31,000 BTU/h
Room2
Indoor Design Dry Bulb Temperature
Heating Load

77 °F
31,000 BTU/h

<Other>

Indoor/Outdoor Equivalent Piping Length 100 ft.

2. Heating Calculation
(1) Temporary Selection of Indoor Units

Room1

PEFY-P36 40,000 BTU/h (Nominal)
Room2

PEFY-P36 40,000 BTU/h (Nominal)

(2) Total Indoor Units Capacity
P36 + P36 = P72

(3) Selection of Outdoor Unit
The P72 outdoor unit is selected as total indoor units capacity is P72

PUHY-P72 80,000 BTU/h
(4) Total Indoor Units Capacity Correction Calculation
Room1
Indoor Design Dry Bulb Temperature Correction (77°F) 0.80 (Refer to Fig.4)
Room2

Indoor Design Dry Bulb Temperature Correction (77°F)

Total Indoor Units Capacity (CTi)
CTi = X (Indoor Unit Rating % Indoor Design Temperature Correction)
= 40,000 x 0.80 + 40,000 x 0.80
=64,000 BTU/h
(5) Outdoor Unit Correction Calculation
Outdoor Design Wet Bulb Temperature Correction (37°F)
Piping Length Correction (100 ft.)
Defrost Correction

Total Outdoor Unit Capacity (CTo)

0.80 (Refer to Fig.4)

0.99 (Refer to Fig.5)
0.98 (Refer to Fig.6)
0.87 (Referto Thl.1)

o
Y

Ratio of heating capacity

7
Indoor Temperature [°FD.B.]

Fig.4 Indoor unit temperature correction
To be used to correct indoor unit only

o
©
©

-

Ratio of heating capacity

37

Outdoor Temperature [°FW.B.]

Fig.5 Outdoor unit temperature correction
To be used to correct outdoor unit only

CTo = Outdoor Unit Rating x Outdoor Design Temperature Correction x Piping Length

Correction x Defrost Correction
=80,000 x 0.99 x 0.98 x 0.87
=67,000 BTU/h

(6) Determination of Maximum System Capacity (CTx)

N
2098
8
5 N
8 N
8 \\\
>
E N
8 ™~
8 \\
g T~
©
©
T

100
Piping equivalent length (ft.)

Fig.6 Correction of refrigerant piping length

Comparison of Capacity between Total Indoor Units Capacity (CTi) and Total Outdoor Unit Capacity (CTo)

CTi = 64,000 < CTo = 67,000, thus, select CTi.
CTx = CTi = 64,000 BTU/h

(7) Comparison with Essential Load

Against the essential load 62,000BTU/h, the maximum system capacity is 64,000BTU/h: Proper outdoor units have been selected.

(8) Calculation of Maximum Indoor Unit Capacity of Each Room
CTx = CTi, thus, calculate by the calculation below
Room1

Tbl.1 Table of correction factor at frost and defrost

Indoor Unit Rating x Indoor Design Temperature Correction

Outdoor inlet air temp. °CWB 6

4

2 1 0 2 4 -6 -8 -10 -20

=40,000 x 0.80

‘Outdoor inlet air temp. °FWB 43

39

36 34 32 28 25 21 18 14 -4

PUHY-P72 1.00

=32,000 BTU/h  OK: fulfills the load 31,000BTU/h

0.95

0.84 0.83 0.83 0.87 0.90

PUHY-P96 1.00

0.95

0.84 0.83 0.83 0.87 0.90

PUHY-P120 1.00

0.93

0.82 0.80 0.82 0.86 0.90

Room2 PUHY-P144. 1.00

0.93

0.82 0.80 0.82 0.86 0.90

Indoor Unit Rating x Indoor Design Temperature Correction
=40,000 x 0.80
=32,000 BTU/h  OK: fulfills the load 31,000BTU/h

Completed selecting units since the selected units fulfill the heating loads of Room 1, 2.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

3. Power input of outdoor unit

<Cooling>

(1) Nominal power input of outdoor unit 4.55 kW (Nominal)

(2) Calculation of the average indoor temperature power input coefficient

Coefficient of the outdoor unit for indoor unit 1 (Outdoor temp. 99 °FD.B., Indoor temp. 68 °FW.B.)
1.09

Coefficient of the outdoor unit for indoor unit 2 (Outdoor temp. 99 °FD.B., Indoor temp. 64 °FW.B.)
1.03

n n
Average indoor temp. power input coefficient (Cae) = ¥ {ck X (Mi/ ¥ M)}
k=1 k=1

n: Total number of the indoor units

k: Number of the indoor unit

ck: Outdoor unit power input coefficient of k indoor unit room temp.
My: Number part of the k indoor unit model (e.g. P36 — 36)

09 x 36/(36 + 36) + 1.03 x 36/(36 + 36)

=1,
=1.06

(3) No need to consider Coefficient of the partial load f(CTi/CTo) -

(4) Outdoor power input (Plo)

Maximum System Capacity (CTx) = Total Outdoor unit Capacity (CTo), so use the following formula
Plo = Outdoor unit Cooling Nominal Power Input x Correction Coefficient of Indoor temperature
=4.55 x 1.06
=4.82 kW
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8. CAPACITY TABLES

R2-Series (High efficiency)

<Heating>

(1) Nominal power input of outdoor unit 5.48 kW (Nominal)

(2) Calculation of the average indoor temperature power input coefficient

Coefficient of the outdoor unit for indoor unit 1 (Outdoor temp. 35.6 °FW.B., Indoor temp. 77 °FD.B.)
0.80

Coefficient of the outdoor unit for indoor unit 2 (Outdoor temp. 35.6 °FW.B., Indoor temp. 77 °FD.B.)
0.80

n n
Average indoor temp. power input coefficient (Cae) = 3 {ck X (Mi/ ¥ M)}
k=1 k=1

n: Total number of the indoor units

k: Number of the indoor unit

cx: Outdoor unit power input coefficient of k indoor unit room temp.
Mg: Number part of the k indoor unit model (e.g. P36 — 36)

= 0.8 x 36/(36 + 36) + 0.8 x 36/(36 + 36)
=0.80

(3) Coefficient of the partial load f(CTi/CTo) 0.92

(4) Outdoor power input (Plo)

Maximum System Capacity (CTx) = Total Indoor unit Capacity (CTi), so use the following formula

Plo = Outdoor unit Heating Nominal Power Input x Correction Coefficient of Indoor temperature x f (CTi/CTo)
=548 x 0.8 x 0.92
=4.03 kW
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

8-2. Correction by temperature

CITY MULTI could have varied capacity at different designing temperature. Using the nominal cooling/heating capacity value and
the ratio below, the capacity can be observed at various temperature.

EP72TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only

Nominal BTU/h 72,000

coolingt kw 211 12

AP ot | kw 4.44
2 11 //
e 7
g

L
2 10 "
° T
Q o
o
5
2 09 —
©
14
08
15 16 17 18 19 20 21 22 23 24 [*CWB]
59 61 63 64 66 68 70 72 73  75[FWB]
Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP72TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 80,000
Heatintg kw 23.4 11
AP out| kw 5.43
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Outdoor unit temperature correction
To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP96TNU/YNU
PURY- Non-Ducted | Ducted
Nominal BTU/h 96,000
cooling kW 28.1
capacityl | kw 6.1

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only
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Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP96TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 108,000
Heatintg kw 31.7 11
AP out| kw 7.40
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Outdoor unit temperature correction
To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficien

cy)

EP120TNU/YNU
PURY- Non-Ducted | Ducted
Nominal BTU/h 120,000
cooling kW 35.2
capacityl | kw 8.43

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only
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Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP120TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 135,000
Heatintg kw 39.6 11
AP out| kw 9.89
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Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficien

cy)

EP144TNU/YNU

PURY- Non-Ducted | Ducted
Nominal BTU/h 144,000
cooling kw 42.2
capacityl | kw 11.03

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only
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Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP144TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTUh 160,000
Heatintg kw 46.9 11
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Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

EP168TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTUh 168,000
COOIin,gt kW 49.2 12
AP out | kw 13.99
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Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP168TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 188,000
Heatintg kw 55.1 11
AP out| kw 1517
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Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP192TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 192,000
coolin% kW 56.3 1.2
capACY ut| kw 15.65
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP192TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 215,000
Heatintg kW 63.0 11
AP out| kw 17.54
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Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP216TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 216,000
coolin% kW 63.3 1.2
capACY ut| kw 18.66
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP216TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 243,000
Heatintg kw 71.2 1.1
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59 61 63 64 66 68 70 72 73 75 77 79 81[FD.B]
Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficien

cy)

EP240TNU/YNU
PURY- Non-Ducted | Ducted
Nominal BTU/h 240,000
cooling kW 70.3
capacityl | kw 21.39

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

1.2
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5 11
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Q
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14
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15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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‘g- 07 — —— — &5 » \\\ 67°FW.B.
S Cm—— P \\ 17.8°CW.B.
= - = 64°FW.B.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP240TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 250,000
Heatintg kw 73.3 1.1
capaci )
P yInput kW 21.79
> 10
2 N
Q.
8 09 ™
2 N
© N
2 08 AN
k] N
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K] 0.7
0.6
15 16 17 18 19 20 21 22 23 24 25 26 27 ([°CD.B]
59 61 63 64 66 68 70 72 73 75 77 79 81[FD.B]
Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP192TSNU/YSNU
PURY-
Non-Ducted | Ducted
Nominal BTU/h 192,000
cooling kW 56.3
capacit
PO T out | kW 13.60

Indoor unit temperature correction
To be used to correct indoor unit capacity only

N
N

\
\

Ratio of cooling capacity
o

0.8

15 16 17 18
59 61 63 64

19 20 21
66 68 70

Indoor Temperature

22 23 24 [PCWB]
72 73 75 [FW.B]

Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

EP192TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 215,000
Heatintg kw 63.0 11
AP out| kw 16.02
> 10
g ~
Q.
8 09
2 Ny
T N
2 o8
2 N~
8 o7 N
0.6
15 16 17 18 19 20 21 24 25 26 27 [°CD.B]
59 61 63 64 66 68 70 75 77 79 81 [°FD.B]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.1
1.0 4'
7~
>
£ 09
g /'/
© )y
o 08 ~
£
©
Q
£ 07 —
° —
fe)
8 o6
'/
4,/
05 L~
0.4
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2
AN
1.1 - — S = N
o N
> L " N o N 15.0°CD.B.
1.0 < - 59°FD.B.
» 7 7 N N \\ -
= o AN B>
2 09 L~ - N >,
— P N
o) r N
g 08 - 21.1°CD.B.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP216TSNU/YSNU | EP240TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted | Ducted |Non-Ducted| Ducted | TO be used to correctindoor unit capacity only
Nominal BTU/h 216,000 240,000
cooIin% kW 63.3 70.3 12
AP input | kw 16.06 19.17 S
P
Z 11 g
2
8 e
jo2}
£ 10
o
3
kS e
g 09 I
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [FFW.B.]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

EP216TSNU/YSNU | EP240TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted | TO be used to correctindoor unit capacity only
Nominal BTU/h 243,000 270,000
Heatin? kW 71.2 791 11
AP ot kw 18.67 2203
> 10
2 ~
Q.
8 09 N\
jo2}
N
_q:> 0.8 ‘\\
‘G N
E N
S 0.7
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N
0.6
15 16 17 18 19 20 21 22 23 24 25 26 27[CDB]
59 61 63 64 66 68 70 72 73 75 77 79 81[FD.B]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP264TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal  [BTUh 264,000
coolin‘gt kW 77.4 1.2
CAPACY | out| kw 21.86 >
/'/
e P
8 A
§ /l,/
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

EP264TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 295,000
Heatintg kw 86.5 11
AP out| kw 24.56
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP288TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal  [BTUh 288,000
coolin‘gt kW 84.4 1.2
CAPACY | out| kw 24.83 >
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

EP288TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal  [BTUh 323,000
Heatintg kw 94.7 11
AP out| kw 27.30
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Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

EP312TSNU/YSNU | EP336TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted | TO be used to correct indoor unit capacity only
Nominal BTU/h 312,000 336,000
coolin‘gt kW 91.4 98.5 12
AP ot | kw 27.98 31.43

N
N

\8

Ratio of cooling capacity
o

0.8

Indoor Temperature

15 16 17 18 19 20 21 22 23 24 [FCWB]
59 61 63 64 66 68 70 72 73  75[°FWB]

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES R2-Series (High efficiency)

EP312TSNU/YSNU | EP336TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 350,000 378,000
Heatin{,; kW 102.6 110.8 11
AP ot | kw 30.53 33.55
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Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

EP384TSNU/YSNU | EP432TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 384,000 432,000
cooling kW 112.5 126.6
capacityl ot kw 36.62 4236

PURY-EP-T(S)NU-A1, Y(S)NU-A1

N
[N

o
©

Ratio of cooling capacity
o

0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]

Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.3
1.2
1.1
2
G 1.0
[
Qo
8 09 \
D
< 08 A
8 \
o
5 0.7 \
Re] \
§ 0.6 \
N\
0.5
\
0.4 \,
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2
11 o= 23.9°CW.B.
o” A . 75°FW.B.
iz A\ s
1.0 > — 22.2°CW.B.
~ A\, 72°FW.B.
5 09 ~ i i \ 20.0°CW.B.
Q . Z A \
£ ~ 7 \’ 68°FW.B.
s 08 = ~ \
z — - \\ 19.4°CW.B.
s = = - \\ 67°FW.B.
5 0.7 = = \\
o = - — > \Q 17.8°CW.B.
T — W\ 64°FW.B.
X 06 = - A
T \ 16.1°CW.B.
\ o
0.5 \\ 61°FW.B.
\\Y 15.0°CW.B.
0.4 \ 59°FW.B.
\\
\
0.3 \
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

EP384TSNU/YSNU | EP432TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted | TO be used to correct indoor unit capacity only
Nominal BTU/h 430,000 480,000
Heatintg kW 126.0 140.7 11
AP out| kw 38.66 43.14
> 10
2 N
Q.
8 09 ™
2 N
©
2 o8 NS
k] N
2 NG
8 o7
0.6
15 16 17 18 19 20 21 22 23 24 25 26 27 [CDB]
59 61 63 64 66 68 70 72 73 75 77 79 81[FD.B]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
11
1.0
/
7
>
£ 09
© A
Q. 7
8
o 0.8
£
g ~
£ 07 —
o .
2 T
S 06 —
-
]
0.5 >
’4,
0.4
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
13 Indoor Temperature
1.2
1.1 — —\\ —
N\ AN - \
\ \|l "\
1.0 — — N — \\
N\ \
— — \ AN
2 — - N\ N\
g‘ 0.9 N \\ AN
8 ™ N 15.0°CD.B.
g 08 N ~ \\ 59°FD.B.
Y N S~
g N 21.1°CD.B.
T 07 70°FD.B.
o NG ™~
. ~—
25.0°CD.B.
06 = 77°FD.B.
0.5 27.2°CD.B.
81°FD.B.
0.4
0.3 °
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

Correction by temperature (High Heating Performance Mode)
CITY MULTI could have various capacities at different designing temperatures. Using the nominal cooling/heating capacity
values and the ratios below, the capacity can be found for various temperatures.To select high heating performance mode,
SW4 (935) must be set to ON.

EP72TNU/YNU Indoor unit temperature correction
PURY- Non_Ducted‘ Ducted To be used to correct indoor unit capacity only
Nominal BTU/h 72,000
coolin% kW 211 12
capACY out| kw 4.44
2 11 //
8 ~
Q.
8 L
2 10 —
g ,/
o -
k]
S 09 —
@
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B.]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.3
1.2
1.1
>
B T I O e e e e e e e e e S e s S S St S R e
[
g —
8 09 \
o \
£ \
5 08 \
[e]
o \
5 0.7 \
2 \
5 0.6 \
\
0.5
\
0.4
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
Ppr
1.2 = !
= _\

11 > \ | 23.9°CW.B.
B A\ 75°FW.B.
~ - ) \\R

1.0 = -~ ~ W% 22.2°CW.B.

1 P W\ 72°FW.B.
5 09 = Z = “\ 20.0°CW.B
=1 . - rd \ 1 °
a /' ! " \\\ o e
£ b = / P g W 68°FW.B.
o 08 = ey A S
2 08— 7 \W | | 194°cws.
g ~ \‘\ A\ | 67°FW.B.
5 07 7 W
2 - A \WR - 17.8°CW.B.
3] \\% - 64°FW.B.
€ 06 \W\ ¢
\‘ “‘, 16.1°CW.B.
05 \ 81°FW.B.
\\} [ 15.0cw.
0.4 W\ 59°FW.B.
\
\
0.3 \
\
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 7 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

PURY- EP72TNU/YNU To be used to correct indoor unit capacity only
Non—Ducted‘ Ducted
Nominal BTU/h 80,000
Heating KW 23.4 1.1
it
AP out | kw 5.43
> 10
i L
o
8 09 ™~
o
N
2 o8
5 S,
2 ™~
Lsc\! 0.7
0.6

Indoor Temperature

15 16 17 18 19 20 21 22 23 24 25 26 27 [°CDB]
50 61 63 64 66 68 70 72 73 75 77 79 81[FDB]

Outdoor unit temperature correction
To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1
1.0
> L
£ 09 —~
® e
g —~
"
o 0.8 ——
£
©
Q
£ 07
S)
ie)
& 06
0.5
0.4 o
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22
2.0
—\ L — \
18 r—== N
AN \\ — \
ot N
=] — N N
2 16 _— NCTN
= N AN
[} N\ \(
: N NN\
g 14 NG N N
G h N
kel N e N
§ 1.2 T~ - ‘\\‘ - 15.0°CD.B.
& S 59°FD.B.
- \\ —~
10 —_ —— 21.1°CD.B.
- ™~ ™~ 70°FD.B.
— \ T
08 ~ T~ 25.0°CD.B.
— 77°FD.B.
06 —1 | 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP96TNU/YNU
PURY- Non-Ducted | Ducted
Nominal BTU/h 96,000
cooling kW 28.1
capacityl | kw 6.1

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

1.2
]
Z 11 L~
@© ]
Q
8 -
2 10 i
o ]
Q e
o
ksl
S 09 —
I
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°PFW.B.]
Indoor Temperature

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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1.1
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Outdoor Temperature
1.3 Indoor Temperature
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1.2 —
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—— 7’
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% AW\ 75°FW.B.
r 4, /' \
1.0 = ~ g 22.2°CW.B.
= - \ 72°FW.B.
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- — =
5 09 = - 20.0°CW.B.
c A 1'4' i 68°FW.B.
p P i
Al : - 19.4°CW.B.
8 = 67°FW.B.
5 07 —
ie) - e 17.8°CW.B.
T 64°FW.B.
X 06
\ 16.1°CW.B.
05 \ 61°FW.B.
\W} [ 15.0°cwaB.
0.4 W\ 59°FW.B.
\
\
0.3 \
\
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

Outdoor unit temperature correction

PURY- EP96TNU/YNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted
Nominal BTU/h 108,000
Heating kW 31.7 11
it
AP out | kw 7.40
> 10
‘S N
g
8 09
© g
2 o8
5 S,
g N
&B 0.7
0.6

%5 16 17 18 19
59 61 63 64 66

20 21
68 70

Indoor Temperature

23 24 25 26 27 [°CD.B]
73 75 77 79 81 [°FD.B]

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1

1.0
/’/'
Z 09 L~
®
Q.
8
> 0.8
=
©
Q
£ 07
s}
ie)
& 06
0.5
0.4 N
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22 —
\
\
\
2.0 c A =
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\ \ \
— \ N\
1.8 N \
\ \ \
- A \ \
5 \ \
g- 1.6 \\ \\ \\\
- N\ \. N\
7] N\ AN
: N
g 14 N N
o N N
o NS ‘\‘
§ 1.2 i~ - ‘\\‘ - 15.0°CD.B.
- ™~ N 59°FD.B.
NG ~ B S
1.0 ~_ - ~— 21.1°CD.B.
L S~ L N 70°FD.B.
L ~
0.8 ~ T~ 25.0°CD.B.
— 77°FD.B.
06 —1 | 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
MEES23K007A MITSUBISHI ELECTRIC CORPORATION 107

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP120TNU/YNU

PURY- Non-Ducted | Ducted
Nominal BTU/h 120,000
cooling kW 35.2
capacityl | kw 8.43

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

1.2
>
5 11
@©
Q
@
o
210 -
o ]
8 /,
S P
o
2 0.9 o
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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1.1
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Q.
8 09
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1.2
1.1 23.9°CW.B.
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15.0°CW.B.
0.4 ! 59°FW.B.
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

EP120TNU/YNU
PURY-
Non-Ducted ‘ Ducted
Nominal BTU/h 135,000
Heating kw 39.6
capacityl | kw 9.89

Qutdoor unit temperature correction

To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

> 10

k5 N\

g N

8 09 AN

o

£ N\

g N

< 08 \\

5 S

2 ~

&3 0.7 —
0.6

%5 16 17 18 19
59 61 63 64 66

20 21
68 70

22 23 24 25 26
72 73 75 77 79

Indoor Temperature

27 [°CD.B)]
81 [°FD.B)]

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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24 Indoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP144TNU/YNU

PURY- Non-Ducted | Ducted
Nominal BTU/h 144,000
cooling kW 42.2
capacityl | kw 11.03

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

1.2
>
5 11
@©
Q
@
o
210 -
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o
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14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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S 0.7 = =
° > 17.8°CW.B.
5 o
€ o6 - 64°FW.B.
T 16.1°CW.B.
05 61°FW.B.
15.0°CW.B.
0.4 ! 59°FW.B.
0.3 N
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

Outdoor unit temperature correction

PURY- EP144TNU/YNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted
Nominal BTU/h 160,000
Heating kw 46.9 11
capacit:
PECY [ nput| kW 12.34
> 10
g N
o
8 09 ™
2 N
5 N
2 o8 N
5 X
o ™
5o
0.6

%5 16 17 18 19
59 61 63 64 66

20 21 22 23 24 25 26 27 [°CDB]
68 70 72 73 75 77 79 81[°FDB]

Indoor Temperature

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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1.0 7
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©
Q
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2
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24 Indoor Temperature
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1.8 > \C
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§_ 1.4 \\ NG A
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5 12 NS NRC 15.0°CD.B.
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-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
MEES23K007A MITSUBISHI ELECTRIC CORPORATION 111

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

EP168TNU/YNU Indoor unit temperature correction
PURY- Non-Ducted | Ducted To be used to correct indoor unit capacity only
Nominal BTUh 168,000
COOIin,gt kW 49.2 12
AP out | kw 13.99

N
N

\8

Ratio of cooling capacity
o

0.8

Indoor Temperature

15 16 17 18 19 20 21 22 23 24 [FCWB]
59 61 63 64 66 68 70 72 73  75[°FWB]

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

EP168TNU/YNU
PURY-
Non—Ducted‘ Ducted
Nominal BTU/h 188,000
Heating KW 55.1
capacity ot kw 1517

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

> 10
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S 0.9
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2 08 NS
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%5 16 17 18 19
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20 21
68 70

Indoor Temperature

23 24 25 26 27 [°CD.B]
73 75 77 79 81 [°FD.B]

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

Indoor unit temperature correction
To be used to correct indoor unit capacity only

PURY. EP192TNU/YNU EP216TNU/YNU
) Non-Ducted | Ducted |Non-Ducted| Ducted
Nominal BTU/h 192,000 216,000
coolin% kW 56.3 63.3 12
CAPACY T out| kw 15.65 18.66

Outdoor unit temperature correction

N
N

2
‘c
@©
Q
@
o
£ 1o |
g 4
kS A
o
= 0.9 o
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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o g - — > \ 17.8°CW.B.
C 06 — = = \Y 64°FW.B.
T \ 16.1°CW.B.
05 61°FW.B.
W\ [ 15.0°cwae.
0.4 \\ 59°FW.B.
\ \
\
0.3 \
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction
PURY- EP192TNU/YNU EP216TNU/YNU To be used to correct indoor unit capacity only
Non—Ducted‘ Ducted |Non-Ducted| Ducted
Nominal BTU/h 215,000 243,000
Heatin? KW 63.0 71.2 11
AP ot | kw 17.54 2043
> 10
S L
§ 0.9 N
g: N
= N
2 o038
s X
i) \\
&Ts 0.7
0.6

15 16 17 18 19 20 21 22 23 24 25 26 27 [°CDB]
50 61 63 64 66 68 70 72 73 75 77 79 81[FDB]

Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1

1.0 7

0.9 -

0.8

0.7 ——

0.6 ~

Ratio of heating capacity

05 [———

0.4

-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.

24 Indoor Temperature

22

2.0

Ratio of power input
N

N\ ~ ™\ et
N
1.2 — ~ e~ —— 15.0°CD.B.
- - = SN < \ 59°FD.B.
— — N N N
1.0 \ i~ 21.1°CD.B.
N ~ 70°FD.B.
e N SN —
0.8 ‘\‘ N I —
™~ 25.0°CD.B.
~ ~ 77°FD.B.
0.6 | | 27.2°CD.B.
81°FD.B.
0.4 55 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 115

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP240TNU/YNU
PURY- Non-Ducted | Ducted
Nominal BTU/h 240,000
cooling kW 70.3
capacityl | kw 21.39

Outdoor unit temperature correction
To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

1.2
>
5 11
@
Q
8 4/
> ,/
£ 1.0
[°] 1
8 //
G _~
o
= 0.9 o—o—
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.3
1.2
1.1
2
S 1.0
[
Q.
8 o9
o N\
£ \
5 08
3 AN
5 07 \C
9 \
3 0.6 N
0.5 N\
AN
0.4 \C
N\
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2
A
1.1 ~ 23.9°CW.B.
" B 75°FW.B.
p’ o
1.0 — - 22.2°CW.B.
~ \ 72°FW.B.
- 09 ~ - > \
3 =% i \\ 20.0°CW.B.
15 ~ Z / \ 68°FW.B.
P =z . \
g 08 B e \ 19.4°CW.B.
e —— P o
‘g- 07 — —— — &5 » \\\ 67°FW.B.
S Cm—— P \\ 17.8°CW.B.
T — — 64°FW.B.
e 06 — = N\
T \ 16.1°CW.B.
0.5 A\ 61°FW.B.
N\ 15.0°CW.B.
0.4 \\ | 59°FW.B.
\
\
0.3 \
\
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

PURY- EP240TNU/YNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted
Nominal BTU/h 250,000
Heating kw 73.3 11
it
CaPACYT, ot kw 21.79
> 10
2 NC
Q.
8 09 ™
.
2 o038
° N
g o7
0.6
15 16 17 18 19 20 21 22 23 24 25 26 27[CDB]
59 61 63 64 66 68 70 72 73 75 77 79 81[FD.B]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.1
1.0
I'
Z 09 A
®
Q.
8 ”
> 0.8 s
£
B
£ 07 —~
) 7
2 _—
@
S 06 >
.~
,‘,
0.5 -
0.4
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22
2.0
1.8
=
2 16
9]
g
g 14
G
S —N\ —
5 12 — < 15.0°CD.B.
= L — —X N\ 59°FD.B.
S I i —_— N N
1.0 = — = — < i~ 21.1°CD.B.
= NG NSO 70°FD.B.
~N ——
0.8 T 25.0°CD.B.
TN ~ 77°FD.B.
0.6 — 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP192TSNU/YSNU
PURY-
Non-Ducted | Ducted
Nominal BTU/h 192,000
cooling kW 56.3
capacit
PO T out | kW 13.60

Indoor unit temperature correction
To be used to correct indoor unit capacity only

N
N

\
\

Ratio of cooling capacity
o

0.8

15 16 17 18
59 61 63 64

19 20 21
66 68 70

Indoor Temperature

22 23 24 [PCWB]
72 73 75 [FW.B]

Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.3
1.2
1.1
=S e B s e o S S s S T e e
s 1.0
@
Q.
8 09 \.
D
£ \
s 0.8
8 \
5 0.7
2 \
g 0.6 \
\
0.5 \
\
0.4
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
13 Indoor Temperature
1.2 ~
1.1 — — —T | 23.9°CW.B.
~= Z 75°FW.B.
1.0 — > \
~ - 0 22.2°CW.B.
09 : - 72°FW.B.
§_ = = 8 ~ 20.0°CW.B.
IS = — > P~ 68°FW.B.
g ' = - 19.4°CW.B.
a - L~ 67°FW.B.
o o
o > 17.8°CW.B.
§ 64°FW.B.
0.5 \ 16.1°CW.B.
\\ 61°FW.B.
04 \\ 15.0°CW.B.
\\ 59°FW.B.
0.3
\
\
0.2 \
0.1
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

Outdoor unit temperature correction

PURY- EP192TSNU/YSNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted
Nominal BTU/h 215,000
Heating kw 63.0 1
capacit:
PECY [ nput| kW 16.02
> 10
i L
o
8 09 ™
2 N
B N
2 o8
5 .
g N
Lsc\’ 0.7
0.6

%5 16 17 18 19
59 61 63 64 66

20 21 22 23 24 25 26
68 70 72 73 75 77 79

27 [°CD.B]
81 [°FD.B]

Indoor Temperature

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1
1.0
/’/'
Z 09 L~
®
Q.
8
> 0.8
£
©
Q
£ 07
s}
ie)
& 06
0.5
0.4 N
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22 —
\
,,,,,,, 3\ \
,,,,,,,,, \
2.0 \ \
\ h VA
\ \
— \ N\
1.8 \ \
\ \ N\
- \ \ \
5 \
g- 1.6 \\ \\ \\\
- N\ \. N\
7] N\ AN
H NN
g 14 ~ N
o N N
o SN \\\
g 1.2 T~ - ‘\\‘ - 15.0°CD.B.
L N 59°FD.B.
T~ ~ i~
1.0 ~— - - 21.1°CD.B.
L ~ - ~ 70°FD.B.
L ~
0.8 L 25.0°CD.B.
~ — 77°FD.B.
06 —1 | 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP216TSNU/YSNU | EP240TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted | Ducted |Non-Ducted| Ducted | TO be used to correctindoor unit capacity only
Nominal BTU/h 216,000 240,000
cooIin% kW 63.3 70.3 12
AP input | kw 16.06 19.17 S
P
Z 11 g
2
8 e
jo2}
£ 10
o
3
kS e
g 09 I
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [FFW.B.]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.2
1.1
1.0 =
2
g 09 \
v
o \
2 0.8 \
o) \
8 07 A
‘.6 \
2 06 3
© \
[hd \
0.5 \
\
0.4
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
13 Indoor Temperature
1.2 -
11 — — —— | 23.9°Cw.B.
- Z 75°FW.B.
1.0 = =1\
—— B T\ 22.2°CW.B.
—~ g ~ 72°FW.B.
0.9 = — WA |
§_ > —~ - ~ \ 20.0°CW.B.
£ 08 e — - N4 | 68°FW.B.
5 ' ' _— ‘\\“‘ 19.4°CW.B
g 07 ——= = = \\ | | 67°FWB.
SR —— = \\\
L2 06 — = —~ \ \“7 17.8°CW.B.
5 \\ 64°FW.B.
0.5 W\ 16.1°CW.B.
\\| | 61°FW.B.
0.4 \ o
\\ 15.0°CW.B.
0.3 \\| | 59°FW.B.
\
\
0.2 \
0.1
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

PURY- EP216TSNU/YSNU | EP240TSNUIYSNU | 1 1o 564 to correct indoor unit capacity only
Non-Ducted‘ Ducted |Non-Ducted| Ducted
Nominal BTU/h 243,000 270,000
Heatin? kW 71.2 791 11
AP ot | kw 18.67 22.03
> 10
i ~
o
8 09 N
o
N
2 o8 ‘\\
H S
3] .
© N
N
0.6

15 16 17 18 19 20 21 22 23 24 25 26 27 [°CDB]
50 61 63 64 66 68 70 72 73 75 77 79 81[FDB]

Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1
1.0
/’/'
Z 09 L~
®
Q.
8
o 0.8
=
©
Q
£ 07
S)
ie)
& 06
0.5
0.4 °
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22
2.0
1.8 NS ™
~. pm—— N
SN
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g 16 N~ —
— N N
[ SN N
2 N
o N
2 4 N NG N
o
k) N
® 12 NG "G S 15.0°CD.B.
& - N NS 59°FD.B.
1.0 N ~ 21.1°CD.B.
N ~ ~ N 70°FD.B.
s N e N
0.8 ‘\‘\ S~
~ 25.0°CD.B.
- 77°FD.B.
0.6 T~ — — 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP264TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal  [BTUh 264,000
coolin‘gt kW 77.4 1.2
CAPACY | out| kw 21.86 >
/'/
e P
8 A
§ /l,/
210
g //
o =~
o P
2 09 ~
3 T
o: p—"
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [*FW.B.]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.2
1.1
1.0
>
G
< 0.9
§ \
'g 0.8 \
IS)
8 07 \
G
2 06 \
©
x \
0.5
\
0.4
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2 L
s B
1.1 ’ Z - | 23.9°CW.B.
= \ 75°FW.B.
10 — = = 22.2°CW.B.
' - \\ 72°FW.B.
. - A \\\‘
§_ 0.9 — — - \\ 20.0°CW.B.
= Z ~ \ 68°FW.B.
5 0.8 - g \
% . ~ e = \ 19.4°CW.B.
s \\ 67°FW.B.
5 07 = = - - W
o= = W 17.8°CW.B.
© > \ °
g 6 \\ B84°FW.B.
\“\: 16.1°CW.B.
0.5 \ § 61°FW.B.
W [ 15.0cwaB.
04 \\{ | 59°FwB.
\
0.3 \
\
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

Outdoor unit temperature correction

PURY- EP264TSNU/YSNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted
Nominal BTU/h 295,000
Heating kw 86.5 1
capacit:
PECY [ nput| kW 24.56
> 10
i ~_
o
8 09 ™
2 X
5 N
2 o8 N
5 -
o ™
5o
0.6

%5 16 17 18 19
59 61 63 64 66

20 21 22 23 24 25 26 27 [°CDB]
68 70 72 73 75 77 79 81[°FDB]

Indoor Temperature

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1
1.0
/’/'
Z 09 L~
®
Q.
8
o 0.8
£
©
Q
£ 07
S)
ie)
& 06
0.5
0.4 o
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22 —
\
,,,,,,, 3\ \
,,,,,,,,, \
2.0 \ \
\ N\ T\
\ \
— \ N\
1.8 \ \
\ \ N\
- \ \ \
5 \
2 16 N\ AN NN\
- N\ \. N\
7] N\ AN
H NN
g 14 ~ N
o N N
o SN \\\
§ 1.2 T~ - ‘\\‘ - 15.0°CD.B.
L N 59°FD.B.
T~ ~ i~
1.0 ~— - - 21.1°CD.B.
L ~ - ~ 70°FD.B.
L ~
08 L 25.0°CD.B.
~ — 77°FD.B.
06 —1 | 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

EP288TSNU/YSNU Indoor unit temperature correction
PURY- Non-Ducted| Ducted To be used to correct indoor unit capacity only
Nominal  [BTUh 288,000
coolin‘gt kW 84.4 1.2
CAPACY | out| kw 24.83 >
/'/
e P
8 A
§ /l,/
210
g //
o =~
o P
2 09 ~
3 T
o: p—"
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [*FW.B.]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
1.2
1.1
1.0
>
G
< 0.9
§ \
'g 0.8 \
IS)
8 07 \
G
2 06 \
©
x \
0.5
\
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-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2 L
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1.1 ’ Z - | 23.9°CW.B.
= \ 75°FW.B.
10 — = = 22.2°CW.B.
' - \\ 72°FW.B.
. - A \\\‘
§_ 0.9 — — - \\ 20.0°CW.B.
= Z ~ \ 68°FW.B.
5 0.8 - g \
% . ~ e = \ 19.4°CW.B.
s \\ 67°FW.B.
5 0.7 = = ~ ~ W
o= = W 17.8°CW.B.
© > \ °
g 6 \\ B84°FW.B.
\“\: 16.1°CW.B.
0.5 \ § 61°FW.B.
W [ 15.0cwaB.
04 \\{ | 59°FwB.
\
0.3 \
\
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
MEES23K007A MITSUBISHI ELECTRIC CORPORATION

124



8. CAPACITY TABLES

R2-Series (High efficiency)

High Heating Performance Mode

EP288TSNU/YSNU
PURY- Non-Ducted ‘ Ducted
Nominal BTU/h 323,000
Heating kw 94.7
capacity, out| kw 27.30

Outdoor unit temperature correction

To be used to correct outdoor unit only

Indoor unit temperature correction
To be used to correct indoor unit capacity only

> 10
£ ~
N

Q N
8 09
2 X
© NS
2 08 NS
5 TN
i) N
&Ts 0.7

0.6

%5 16 17 18 19
59 61 63 64 66

20 21
68 70

22 23 24 25 26
72 73 75 77 79

Indoor Temperature

27 [°CD.B)]
81 [°FD.B)]

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1

1.0
Z 09 ,/’,
®
Q.
8
> 0.8
£
©
Q
£ 07
s}
2
& 06
0.5
0.4 N
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22
2.0
1.8 N ™
~. pm—— N
SN
El = -
g 16 N~ —
— N N
[ SN N
2 N
o N
2 4 N NG N
o
k) N
® 12 "G S 15.0°CD.B.
@ Y NG 59°FD.B.
1.0 N ~ 21.1°CD.B.
TN < ~ T 70°FD.B.
e N e N
0.8 ‘\‘ B
) N ~ 25.0°CD.B.
- 77°FD.B.
0.6 ~— — 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

EP312TSNU/YSNU | EP336TSNU/YSNU | Indoor unit temperature correction
PURY- Non-Ducted| Ducted |Non-Ducted| Ducted | TO be used to correct indoor unit capacity only
Nominal BTU/h 312,000 336,000
coolin‘gt kW 91.4 98.5 12
AP ot | kw 27.98 31.43

N
N

\8

Ratio of cooling capacity
o

0.8

Indoor Temperature

15 16 17 18 19 20 21 22 23 24 [FCWB]
59 61 63 64 66 68 70 72 73  75[°FWB]

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
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1.3 Indoor Temperature
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= 09 ~ i i \ 20.0°CW.B.
[} . Z A \
£ ~ \ 68°FW.B.
P > P \
% 0.8 7 7 > A\ 19.4°CW.B.
a e —— ~ \\ 67°FW.B.
S 0.7 jfm——rt \\
2 > \ 17.8°CW.B.
8 06 - \““ 64°FW.B.
— \\'® 16.1°CW.B.
\ o
0.5 61°FW.B.
\ 15.0°CW.B.
0.4 \ 59°FW.B.
\\
\
0.3 \
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
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Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction

PURY- EP312TSNU/YSNU | EP336TSNUIYSNU | 1 1o 56 to correct indoor unit capacity only
Non-Ducted‘ Ducted |Non-Ducted| Ducted
Nominal BTU/h 350,000 378,000
Heating kW 102.6 110.8 1
AP ot | kw 30.53 3355
> 10
g N
o
8 09 ™
2 N
© NS
2 08 NS
5 TN
o ™
5o
0.6

15 16 17 18 19 20 21 22 23 24 25 26 27 [°CDB]
50 61 63 64 66 68 70 72 73 75 77 79 81[FDB]

Indoor Temperature

Outdoor unit temperature correction

To be used to correct outdoor unit only

Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.1
1.0 7
P
>
5 09 P
®
Q.
8
o 0.8 —
£ o
© '/'
2 o7 —
2 —
& 06 — —
0.5
0.4_25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
22
2.0
1.8
=
2 16
£ — \C
[ — N\ —
2 — — A AN
3 — — — - AN
8 14 — — — \ N\ N\
— — — AN N\ AN
o — A \,
el = = A\ N
T 12 = AN NN 15.0°CD.B.
& N\ NN 59°FD.B.
\\ N
1.0 N N T~ 21.1°CD.B.
N NG T 70°FD.B.
\\ — —
— i—
08 NG 25.0°CD.B.
N — 77°FD.B.
0.6 — - —
— 27.2°CD.B.
81°FD.B.
0'4—25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

Indoor unit temperature correction
To be used to correct indoor unit capacity only

PURY. EP384TSNU/YSNU | EP432TSNU/YSNU
) Non-Ducted | Ducted |Non-Ducted| Ducted
Nominal BTU/h 384,000 432,000
coolin% kW 112.5 126.6 12
capACY ut| kw 36.62 4236

Outdoor unit temperature correction

N
N

2
‘c
@©
Q
@
o
£ 1o |
g 4
kS A
o
= 0.9 o
14
0.8
15 16 17 18 19 20 21 22 23 24 [°CW.B]
59 61 63 64 66 68 70 72 73 75 [°FW.B.]
Indoor Temperature

To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.

1.3
1.2
11
>
S 1.0
[
Q.
8 o9 5
(o))
£ 08 A
8 \
(]
5 0.7 \
ie] \
5 06 \
N\
0.5 N\
\\
0.4 \(
0.3
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
1.3 Indoor Temperature
1.2
1.1 o 23.9°CW.B.
== 75°FW.B.
= L \
1.0 > = A\ 22.2°CW.B.
= \\ 72°FW.B.
= 0. — 7 - \ 20.0°CW.B.
g — g A\ 68°FW.B.
P 7~ o \
g 08 —_ — \\ 19.4°CW.B.
o —— — -~ \\ 67°FW.B.
S 0.7 = — \ \
o g - — > \ 17.8°CW.B.
C 06 — = = \Y 64°FW.B.
T \ 16.1°CW.B.
05 61°FW.B.
W\ [ 15.0°cwae.
0.4 \\ 59°FW.B.
\ \
\
0.3 \
0.2
-5 0 5 10 15 20 25 30 35 40 45 50 °CD.B.
23 32 41 50 59 68 77 86 95 104 113 122 °FD.B.
Outdoor Temperature
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8. CAPACITY TABLES R2-Series (High efficiency)

High Heating Performance Mode

Indoor unit temperature correction
PURY- EP384TSNU/YSNU | EP432TSNU/YSNU To be used to correct indoor unit capacity only
Non-Ducted‘ Ducted |Non-Ducted| Ducted
Nominal BTU/h 430,000 480,000
Heatin? kw 126.0 140.7 1
AP ot | kw 38.66 43.14
> 10
2 ~L
Q.
8 09 B
g \‘\\
@
2 08
k] N
2 N
8 o7
0.6
15 16 17 18 19 20 21 22 23 24 25 26 27 [CDB]
59 61 63 64 66 68 70 72 73 75 77 79 81[FDB]
Indoor Temperature
Outdoor unit temperature correction
To be used to correct outdoor unit only
Outdoor unit capacity is NOT affected by the indoor temperature.
Outdoor unit power input is affected by the indoor and outdoor temperatures. Please consult the sales office for details.
11
1.0 7
> it
£ 09
©
% //'
> 0.8
£
[
2 o7 e o
) -
£ ,/"'
S 06 —
A~
0.5 —
0.4
-25 -20 -15 -10 -5 0 5 10 15 °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
24 Indoor Temperature
2.2
2.0
1.8
=]
g' 1.6
9]
& 14
o \, N\
o N
fe) —
T 12 N NG - 15.0°CD.B.
® — ] DN N 59°FD.B.
— — — N N N\
1.0 ~ _— 21.1°CD.B.
L ~_ 70°FD.B.
SN N SN —
0.8 ‘\‘ ™ B Y —
: ~~ ™ 25.0°CD.B.
~ ™~ 77°FD.B.
0-6 — | [27.2°CDB.
81°FD.B.
04 25 20 15 0 5 0 5 10 15  °CW.B.
-13 -4 5 14 23 32 41 50 59 °FW.B.
Outdoor Temperature
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

8-3. Correction by total indoor

CITY MULTI system has different capacities and inputs when many combinations of indoor units with different total capacities are
connected. Using following tables, the maximum capacity can be found to ensure the system is installed with enough capacity for
a particular application.

PURY. EP72TNU/YNU PURY-EP72TNU/YNU-A1
Non-Ducted ‘ Ducted
1.2
Nominal BTU/h 72,000
cooling kW 211
it L
capacty Input | kW 4.44 10 ey NS i S g iy
-~
EP72TNU/YNU >
PURY- Non-Ducted | Ducted g ~
on-Ducte ucte % 0.8
Nominal BTU/h 80,000 8 o
Heating KW 23.4 ° A
capacity 543 2 e
Input | kW - S 06 —~
0.4
1.2
5
210 S
. ) =l
g . ==
g_ ~
5 0.8
2 z
‘6 ‘d
4 7
0.6 =z
- - — Cooling
— = Heating
0.4
30 50 70 90 110
Total capacity of indoor units
PURY. EP96TNU/YNU PURY-EP96TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 96,000 1.2
cooling kW 28.1 o
it -
AP input | kw 6.11 10 e e it s o s
EP96TNU/YNU >
PURY- ©
Non-Ducted | Ducted < A
= 0.8 —
Nominal BTU/h 108,000 8 e
Heating kW 31.7 ° <
capacity 2 /,/
Input | kW 7.40 & 0.6 —
//
7~
0.4
1.2
H
£ 10 ===
5 4 Bt
3
2
) 0.8 . d
2 p i
e S
06 z
o~ — Cooling
Z —— Heating
0.4
40 60 80 100 120 140 160
Total capacity of indoor units
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8. CAPACITY TABLES R2-Series (High efficiency)

PURY. EP120TNU/YNU PURY-EP120TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 120,000 1.2
cooling kw 35.2 —]
it —
capaclty Input | kW 8.43 —— =
1.0 == m==e——o
pd
EP120TNU/YNU > prd
PURY- Non-Ducted | Ducted g -
on-Ducte ucte § 0.8
Nominal BTU/h 135,000 8 P
Heating kW 39.6 ° e
capacity 2 Pe
Input | kW 9.89 < 0.6
4
»
0.4
1.2
H
£ 1.0 =
. ™ ——
[ =
3 k]
2 Z
5 0.8 /,//
2 A
e 7
0.6 4
Z
— Cooling
. — = Heating
0.4 I
40 60 80 100 120 140 160 180 200
Total capacity of indoor units
PURY EP144TNU/YNU PURY-EP144TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 144,000 1.2
cooling kW 42.2 I
it i ——
AP put | kw 11.03 i
1.0 B Ll e
P
EP144TNU/YNU > P
PURY- S
Non-Ducted | Ducted 8 os Pr
© L
Nominal BTU/h 160,000 S >
Heating kw 46.9 e
capacit 2 _
PACY Mnput | kw 12.34 5 06 o
7
g
0.4
1.2
H
£ 1.0 A==
o yd L
0;9 // et L
g /
5 0.8 /,’
2
2 7
0.6 e
7 -
> - —_ Cooll-ng
~ — = Heating
0.4
70 90 110 130 150 170 190 210 230
Total capacity of indoor units

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 131

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

PURY. EP168TNU/YNU PURY-EP168TNU/YNU-A1
Non-Ducted | Ducted
1.2
Nominal BTU/h 168,000
cooling kW 49.2 L
it
CaPACY ot | kw 13.99 = —
1.0
EP168TNU/YNU 2 pd
PURY- ©
Non-Ducted | Ducted S 08 W
c© P
Nominal BTU/h 188,000 S
Heating KW 55.1 °
it ) )
capACY ot kw 1517 5 06
/I/
0.4
1.2
H E
10 =
- pd —~i—
: v =T
3 /
s 0.8
2
2 v
0.6 2
v .
Z7 — Cooling
3 — = Heating
0.4
50 100 150 200 250 300
Total capacity of indoor units
PURY EP192TNU/YNU PURY-EP192TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 192,000 1.2
coolin_gt KW 56.3 ot
capACY ot kw 15.65 0 e =T
///
PURY. EP192TNU/YNU 2 A
) Non-Ducted | Ducted § 0.8 P
« A
Nominal BTU/h 215,000 S S
Heating kw 63.0 S
capacity = A
Input | kW 17.54 g o6 —~
0.4
1.2
5
g10 A=
= 7/ =Ll
s J -
o 4.
208 4
o 4
2 pyd
£ P74
.4 P
0.6 Pag
» < — Cooling
» ——Heating
0.4
50 100 150 200 250 300
Total capacity of indoor units
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8. CAPACITY TABLES R2-Series (High efficiency)
PURY EP216TNU/YNU PURY-EP216 TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 216,000 12
coolingt kw 63.3 —
AP out | kw 18.66 o = o
) P
EP216TNU/YNU >
PURY- S
Non-Ducted | Ducted S 08 P
Nominal BTU/h 243,000 8 -
Heating kW 71.2 5 A
capacity ] <
Input | kW 20.43 g 0.6
7
0.4
1.2
H
g 10 ===
s 7 = )
H P
o 7/
5 0.8 /"
2 A
] -
0.6 L
S — Cooling
b —— Heating
0.4
100 150 200 250 300 350
Total capacity of indoor units
PURY EP240TNU/YNU PURY-EP240TNU/YNU-A1
Non-Ducted | Ducted
Nominal BTU/h 240,000 1.2
coolingt kw 70.3 =
CAPEY i out | kw 21.39 - —
1.0
EP240TNU/YNU >
PURY- S
Non-Ducted | Ducted g 08 A
Nominal BTU/ 250,000 3 -~
— 7
Heating kW 733 ° e
capacity 2 e
Input | kW 21.79 & 0.6 /,/
//
7~
0.4
1.2
H
g10 o
= / et
(3 C
3 7
) 0.8 7
2 i/
S P/
g
4 27
0.6 5
> < — Cooling
— = Heating
0.4
100 150 200 250 300 350 400
Total capacity of indoor units
MEES23K007A MITSUBISHI ELECTRIC CORPORATION 133

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

PURY. EP192TSNU/YSNU PURY-EP192TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 192,000 1.2
cooling kW 56.3 —
it
capACY ot | kw 13.60 o s e
’ P
7
PURY. EP192TSNU/YSNU 2 A
) Non-Ducted | Ducted § 0.8 A
c pd
Nominal BTU/h 215,000 S S
Heating kw 63.0 S
capacity B 7
Input | kW 16.02 & 0.6 l//
0.4
1.2
H
€ 1.0 y, F—— —
: e
8 d
w 0.8 —
ke /-
e .
06 ad
> z — Cooling
Z —=—Heating
0.4
50 100 150 200 250 300
Total capacity of indoor units
PURY. EP216TSNU/YSNU PURY-EP216TSNU/YSNU-A1
Non-Ducted | Ducted
1.2
Nominal BTU/h 216,000
cooling kW 63.3 ——
it
AP [1nput | kw 16.06 o = e
EP216TSNU/YSNU 2
PURY- ©
Non-Ducted | Ducted <
% 0.8 /r
Nominal BTU/h 243,000 S "
Heating KW 71.2 ° A
capacity 2 -
Input | kW 18.67 5 0.6 e
”
0.4
1.2
5
210 -
e A et
3 /I e
g
s 0.8 .4
) pd
T
4
0.6 —
~ — Cooling
>
,/ —— Heating
04
100 150 200 250 300 350
Total capacity of indoor units
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8. CAPACITY TABLES R2-Series (High efficiency)
PURY. EP240TSNU/YSNU PURY-EP240TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 240,000 1.2
cooling kW 70.3 —T
i Lo
CaPEEY [1nput | kw 19.17 o i g s e g o
PURY. EP240TSNU/YSNU 2
= %]
Non-Ducted | Ducted g 08
Nominal BTU/h 270,000 8 >
-
Heating KW 79.1 °
capacityr ot KW 22.03 2 P, o
pu . g o6 >
j’
' d
0.4
1.2
H
210 ===
= prd T=~d
H / ot T
g- y 2
"5 0.8 ///
o 4
3 Z.
o Z
06 L2
/,;"7 — Cooling
~ — = Heating
0.4
100 150 200 250 300 350 400
Total capacity of indoor units
PURY EP264TSNU/YSNU PURY-EP264TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 264,000 1.2
cooling kW 774 ———
it —
AP 1nout | kw 21.86 ‘o = e T o e
. >
A
EP264TSNU/YSNU > et
PURY- Non-Ducted | Ducted g
on-Ducte ucte S o8
Nominal BTU/h 295,000 8
Heating KW 86.5 s
capacity 2
Input| kW 24.56 5 0.6 -
/’/
0.4
1.2
H
£ 1.0 Pl
- S ———
[ ™= e
; ———
g
« 0.8 7
2 pd
s ¥
© r'
0.6 7
L — Cooling
~ — = Heating
0.4
100 150 200 250 300 350 400
Total capacity of indoor units
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

PURY. EP288TSNU/YSNU PURY-EP288TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 288,000 1.2
cooling kW 84.4 i ——
APEY input | kw 24.83 o — e e
//l
EP288TSNU/YSNU > pd
PURY- S A
Non-Ducted | Ducted % 0.8
Nominal BTU/h 323,000 S -
Heating KW 94.7 S A
capacity 2 A
Input | kW 27.30 & 0.6 e
0.4
1.2
H
g 10 ==
3 7 - —_—i—
/ e T
w 0.8 «
L
g
0.6 » 7 .
A — Cooling
— = Heating
0.4
100 150 200 250 300 350 400 450
Total capacity of indoor units
PURY. EP312TSNU/YSNU PURY-EP312TSNU/YSNU-A1
Non-Ducted | Ducted
1.2
Nominal BTU/h 312,000
cooling kW 914 L
it ——
CaPEY fout | kw 27.98 =
1.0 =
EP312TSNU/YSNU 2 '
PURY- Non-Ducted | Ducted g -
on-Ducte ucte % 08
Nominal BTU/h 350,000 S //
Heating kW 102.6 ° A~
capacity 2
Input | kW 30.53 § 0.6 //‘
//
7
0.4
1.2
H
g10 A==
— / —_——
g _;, ———
g /
s 0.8
2
e y
0.6 //l
— Cooling
A — = Heating
0.4 I
100 150 200 250 300 350 400 450 500
Total capacity of indoor units
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8. CAPACITY TABLES R2-Series (High efficiency)
PURY. EP336TSNU/YSNU PURY-EP336TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 336,000 1.2
coolingt kW 98.5 =T
AP nput | kw 3143 o = .
P
EP336TSNU/YSNU > prd
PURY- S yd
Non-Ducted | Ducted g 08 /
Nominal BTU/ 378,000 3 -
-
Heating kw 110.8 ° e
capacity 2 y,
Input | kKW 33.55 5 06 pyd
/I/
0.4
1.2
H
210 == i
= / ==
: / S==-
o
o
) 0.8
2 /
3 /
0.6 -
pd — "
> Cool!ng
) — = Heating
0.4 i
100 200 300 400 500 600
Total capacity of indoor units
PURY. EP384TSNU/YSNU PURY-EP384TSNU/YSNU-A1
Non-Ducted | Ducted
Nominal BTU/h 384,000 1.2
coolingt kw 112.5 —
CAPEY i out | kw 36.62 10 = -
EP384TSNU/YSNU > A
PURY- G 08
Non-Ducted | Ducted g
Nominal BTU/ 430,000 3 =
-
Heating KW 126.0 o 06
capacityr ool kw 38.66 g
0.4
0.2
1.2
g_ 1.0 / T == ko
= i i
[ /V
8 08 7
o d
5 e
L 06 -
= 0
m -
0.4 — -
— Cooling
— = Heating
0.2 I
150 200 250 300 350 400 450 500 550 600
Total capacity of indoor units
MEES23K007A MITSUBISHI ELECTRIC CORPORATION 137

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

PURY EP432TSNU/YSNU PURY-EP432TSNU/YSNU-A1
Non-Ducted | Ducted
1.2
Nominal BTU/h 432,000
coolin.gt kW 126.6 i S -
CaPEY fput | kw 4236 10 =
PURY EP432TSNU/YSNU 2 08
i Non-Ducted | Ducted g T
© e
Nominal BTU/h 480,000 S
Heating KW 140.7 g 0.6
it o
CaPAY fout | kw 4314 5 2
0.4
0.2
1.2
310 —_— =
£ TEEm= <
g
3 08 &
Qo
o
o
2 06 Z
©
m -
0.4
— Cooling
— = Heating
0.2
200 300 400 500 600 700
Total capacity of indoor units
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8. CAPACITY TABLES R2-Series (High efficiency)

8-4. Correction by refrigerant piping length

CITY MULTI system can extend the piping flexibly within its limitation for the actual situation. However, a decrease of cooling/
heating capacity could happen correspondently. Using following correction factor according to the equivalent length of the piping
shown at 8-4-1 and 8-4-2, the capacity can be observed. 8-4-3 shows how to obtain the equivalent length of piping.

8-4-1. Cooling capacity correction

PURY1'EP72TNU,YNU Total capacity of indoor unit PURY1'EP168TNU/YNU Total capacity of indoor unit
36 N ~<
50.95 3 50.95 B
E . ST :_“JJ .
§0.90 u 50.90
8 N 8
£0.85 £0.85 -
o N Q =
o J o \:‘\ 126
£0.80 NS ™ £0.80 N
3 X 54 3
£ £ 252
=0.7 =0.7
S 0.70 ~7> S 0.70
o o
0.65 108 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
PURY1'EP96TNU/YNU Total capacity of indoor unit PURY1'EP1 92T(S)NU/Y(S)NU Total capacity of indoor unit
N N . N
£0.95 £0.95
8 ™ 8 ™
§0.90 50.90
3 ™~ 3 N
£0.85 - £0.85 - ™~
8 NN 8 R
20.80 NI 72 20.80 NS 144
@ &
8075 96 8075 192
2 144 2
c c
£0.70 £0.70 288
3 3
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
PURY1'EP12°TNUIYNU Total capacity of indoor unit PURY1'EP216T(S)NU/Y(S)NU Total capacity of indoor unit 108
_ 60 . i T
£0.95 > 2095 ‘ N
8 ™ 8
§0.90 N §0.90
5 < g T~
£0.85 £0.85 ~
8 N < 8 = 162
£0.80 N £0.80 R
@ @ N
N 216
§0.75 ™ N 90 §0.75 324
2 2
'§ 0.70 ~< 120 Té 0.70
©0.65 180 ©o65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
PURY-EP144TNU/YNU Total capacity of indoor unit PURY-EP240T(S)NU/Y(S)NU Total capacity of indoor unit
1 ‘ 72 1 ~ 120
| I
o } ‘\‘ o :
£0.95 ™~ £0.95
8 8 ™
50.90 50.90
‘é B — . N § “‘
— ., — T~
§ 0.85 ~ 108 é 0.85 ‘::: =
20.80 e 20.80 NI 180
§ N 144 §
(o)) (o))
c c 360
50.70 50.70
S S
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

PURY-EP264TSNU/YSNU Total capacity of indoor unit PURY-EP336TSNU/YSNU Total capacity of indoor unit
T ~ 132 1 T
—_ i — \‘
£0.95 N £0.95
8 ™ 8
§0.90 50.90
8 ™~ 8
= 0.85 - ™~ = 0.85 ~
o N o NN 252
20.80 N 198 20.80 e
G S G
3 3
©0. 264 0.
; 0.75 ; 0.75 336
& 396 c 504
50.70 50.70
S S
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
PURY1'EP288TSNUIYSNU Total capacity of indoor unit PURY1'EP384TSNUIYSNU Total capacity of indoor unit
= 1 C 192
S ] ™N
£0.95 b 5 0.95
8 ™ 8
§0.90 §0.90
8 NS 8
£ 0.85 - ™~ £ 0.85 S
o NG o TN 288
20.80 NS 72 20.80 N
£ ~ Z0.
2 2
§0.75 288 30.75 384
c 432 c 576
=0.70 =0.70
3 3
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
PURY1'EP312TSNUIYSNU Total capacity of indoor unit PURY1'EP432TSNUIYSNU Total capacity of indoor unit 216
156
S = 1 ‘\\ s ™ ™N
% 0.95 % 0.95
& 8
§0.90 §0.90
E T~ 5
g 0.85 ~ 234 g 0.85 L
o ~ o RN 324
20.80 S 20.80 N
S TN 5]
3 Ny 312 3
80.75 468 §0.75 432
(o)) jo)]
c c 648
=0.70 50.70
S S
0.65 0.65
0 100 200 300 400 500 600 ft. 0 100 200 300 400 500 600 ft.
0 31 61 92 122 153 183 m 0 31 61 92 122 153 183 m
Piping equivalent length Piping equivalent length
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8. CAPACITY TABLES

R2-Series (High efficiency)

8-4-2. Heating capacity correction

PURY-EP72TNU/YNU
.00

N

N

o
©
a1
I
/

o
o)
)

Heating capacity correction factor
o
©
o

o
©
o

0 50 100 150 200 250 300 350 400 450 500 550 600 ft.
0 15 31 46 61 76 92 107 122 137 153 168 183 m
Piping equivalent length

PURY-EP216, 240T(S)NU/Y(S)NU
1.00

154
©
5

o
o)
)

Heating capacity correction factor
o
©
o

o
®
S

~
\,~~~
P

0
0

50 100 150 200 250 300 350 400 450 500 550 600 ft.
15 31 46 61 76 92 107 122 137 153 168 183m
Piping equivalent length

PURY-EP96, 120TNU/YNU
.0

N

T~
"~
T~

~

o
[<e}
5
7

o
1)
3

Heating capacity correction factor
o
©
o

0.80

0 50 100 150 200 250 300 350 400 450 500 550 600 ft.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES R2-Series (High efficiency)

8-4-3. How to obtain the equivalent piping length

1. PURY-EP72TNU/YNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.15 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.35 x number of bent on the piping) [m]
2. PURY-EP96TNU/YNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.38 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.42 x number of bent on the piping) [m]
3. PURY-EP120TNU/YNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.64 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.50 x number of bent on the piping) [m]
4. PURY-EP144TNU/YNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.64 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.50 x number of bent on the piping) [m]
5. PURY-EP168TNU/YNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.64 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.50 x number of bent on the piping) [m]
6. PURY-EP192T(S)NU/Y(S)NU

Equivalent length = (Actual piping length to the farthest indoor unit) + (1.64 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.50 x number of bent on the piping) [m]
7. PURY-EP216T(S)NU/Y(S)NU

Equivalent length = (Actual piping length to the farthest indoor unit) + (2.30 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.70 x number of bent on the piping) [m]
8. PURY-EP240T(S)NU/Y(S)NU

Equivalent length = (Actual piping length to the farthest indoor unit) + (2.30 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.70 x number of bent on the piping) [m]
9. PURY-EP264TSNU/YSNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (2.30 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.70 x number of bent on the piping) [m]
10. PURY-EP288TSNU/YSNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (2.30 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.70 x number of bent on the piping) [m]
11. PURY-EP312, 336, 384, 432TSNU/YSNU

Equivalent length = (Actual piping length to the farthest indoor unit) + (2.63 x number of bent on the piping) [ft.]

Equivalent length = (Actual piping length to the farthest indoor unit) + (0.80 x number of bent on the piping) [m]
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8. CAPACITY TABLES R2-Series (High efficiency)

8-5. Correction at frost and defrost

Due to frost at the outdoor heat exchanger and the automatic defrost operation, the heating capacity of the outdoor unit can be
calculated by multiplying the correction factor shown in the table below.

Table of correction factor at frost and defrost

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd

Outdoor inlet air temp. °CWB 6 4 2 1 0 -2 -4 -6 -8 -10 -20
Outdoor inlet air temp. °FWB 43 39 36 34 32 28 25 21 18 14 -4
PURY-EP72TNU-A1 (-BS) 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
PURY-EP96TNU-A1 (-BS) 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
PURY-EP120TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP144TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP168TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP192TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP216TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP240TNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP192TSNU-A1 (-BS) 1.00 0.98 0.89 0.86 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP216TSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP240TSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP264TSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP288TSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP312TSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP336TSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP384TSNU-A1 (-BS) 1.00 0.92 0.79 0.77 0.79 0.84 0.88 0.88 0.94 0.94 0.94
PURY-EP432TSNU-A1 (-BS) 1.00 0.92 0.79 0.77 0.79 0.84 0.88 0.88 0.94 0.94 0.94
PURY-EP72YNU-A1 (-BS) 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
PURY-EP96YNU-A1 (-BS) 1.00 0.95 0.84 0.83 0.83 0.87 0.90 0.95 0.95 0.95 0.95
PURY-EP120YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP144YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP168YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP192YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP216YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP240YNU-A1 (-BS) 1.00 0.93 0.82 0.80 0.82 0.86 0.90 0.90 0.95 0.95 0.95
PURY-EP192YSNU-A1 (-BS) 1.00 0.98 0.89 0.86 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP216YSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP240YSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP264YSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP288YSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP312YSNU-A1 (-BS) 1.00 0.98 0.89 0.88 0.89 0.90 0.92 0.95 0.95 0.95 0.95
PURY-EP336YSNU-A1 (-BS) 1.00 0.94 0.87 0.86 0.87 0.88 0.90 0.90 0.93 0.95 0.95
PURY-EP384YSNU-A1 (-BS) 1.00 0.92 0.79 0.77 0.79 0.84 0.88 0.88 0.94 0.94 0.94
PURY-EP432YSNU-A1 (-BS) 1.00 0.92 0.79 0.77 0.79 0.84 0.88 0.88 0.94 0.94 0.94

Note |

+ The high humidity condition (e.g., a foggy atmosphere) which causes frost forming on the heat exchanger will worsen the heating performance
of the unit.

* The snow blowing to the heat exchanger will worsen the heating performance of the unit. Install a snow hood as a preventive measure.

+ The correction factors in the table above are used for a full-load and above.
Use the formula below to calculate the correction factor to use for a partial load.

Correction factor for partial load: K
Correction factor for a full load and above: K,
Partial load factor: A

K=1-(1-Kg) xA
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

8. CAPACITY TABLES

R2-Series (High efficiency)

8-6. Correction at evaporation-temperature (ET) control

When the target evaporation temperature is changed, the capacity or the power input can be calculated by multiplying the
correction factor shown in the table below.

ET *1 c 5 5 v -
°F 43 48 52 57

Correction factor Capacity 0.90 0.83 0.71 0.55

Power Input 0.90 0.72 0.54 0.36

*1 The evaporation temperature in operation may be different from the preset target evaporation
temperature because it depends on such factors as the unit protection control.
The capacity and power input could also fluctuate.

*2 Use the table above which indicates the unit properties as a reference
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9. OPTIONAL PARTS

R2-Series (High efficiency)

9-1. JOINT and REDUCER

CITY MULTI units can be easily connected by using Joint sets and Reducer sets provided by Mitsubishi Electric. Refer to section
"Piping Design" or the Installation Manual that comes with the Joint set or Reducer set for how to install the Joint set or Reducer set.

CMY-Y102SS-G2

*Pipe diameter is indicated by inside diameter.

1-11/16

(2 Pcs.)

in.
For Gas pipe: <Reducer(Accessory)> For Liquid pipe:
25/8 o1/2
(Outside W <Reducer(Accessory)>
25/8 1-1/8
23/4 05/8 23/8
(Outside diameter) 23/8 o1/4
N I | I (Outside diamw
| 13716, | 13/16
(2Pes,) (2Pcs.)
. _o34 212
(Outside diameter)
*Pipe diameter is indicated by inside diameter. 112
CMY-Y102LS-G2 <Reducer(Accessory)> in.
For Gas pipe: 03/4 o112 g 2118 For Liquid pipe:
(Outside diameter) (Outside diameter
T " <Reducer(Accessory)>
ET 2:3/16
03/4 05/8 o1 2P
(Outside diameter] (Outside diameter _ 23/8 o1/4
_ (Outside d\a%
T 3/8
13716 2 TEI
03/4 o718 ._J(; 'F?C’S_) e o2
(Outside diameter; 1 EI ==
8 25/8 o112 0112 23/8
(Outside diameter) 1-11/16 (Outside diameter)
2-3/16 +-— o
o1 o7/8 E
(Outside diameter m’j (2Pcs.)
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

9. OPTIONAL PARTS

R2-Series (High efficiency)

(Outside diameter)

in.
25/8 23/4
© o1
= !
o1
(Outside diamefear/f (Outside diameter) o1/2
=I= 5/8
(2 Pcs.) (2 Pcs.)
(Outside diameter)
. 2 Pcs.)
o
(Outside diameter) \ <Accessory>
L Net-178 e Cover e 3 Pcs.
2-3/16 Note. Pipe diameter is indicated by inside diameter.
(2 Pcs.)
CMY-R202S-G in.
For High pressure For Liquid line
23/4 3/4

e

= \/

21/ | 2-5/8

o1

a1
(Outside diameter)
7 o7/8

o1
(Outside diameter)

o1

(Outside diametﬁ_ﬂ_
1 Re1-1/8
2-3/16

| [ RKet-1/8
- 2-3/16
(2 Pcs.) (2 Pcs.)
a1 21
(Outside diameter) (Outside diameter)
23/4 T 23/4
1-5/8 1-5/8
o o1 21 01/2
(Outside diameter) (Outside diameter) (Outside diameter)
4- 578 23/8
1-11/16 5%
23/4 o o34
(Outside diameter) S (Outside diameter)
=" 5/8 Ka7/8 <Accessory>
2-3/16 s Cover - 3 Pcs.
Note. Pipe diameter is indicated by inside diameter.
CMY-R203S-G in.
For High pressure For Liquid line
03/4 ol 0112
= N 2 N\ %
—l—l— 25/8
o1/ | 2518 o114/ ™ T one 1-15/16
o o1 21-1/4 25/8
(Outside dlamem_ﬂ— (Outside diam (Outside diameter) -
— N 21-1/8 H o172
2-3/16
1-13/16
(2 Pcs.) 5P
o e 12 Fcs) 0112
(Outside diameter) (Outside diameter)

(Outside diameter)
23/8
15116

<Accessory>
¢ COVEI +vrrrrrnerennnns 3 Pcs.
Note. Pipe diameter is indicated by inside diameter.
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9. OPTIONAL PARTS

R2-Series (High efficiency)

CMY-R204S-G For High pressure For Liquid line in.
3/4 o1
© 21-1/4
2 i/
21-1/4 / —l—l_
21 21-1/4 3916 314
X X 23/4 X X - . o 35/8
(Outside diameter) \ (Outside diamater) (Outside diameter) _\ (Outside diameter‘T (Outside diameter) (Outside diameter) -
T Ret-1/8 25/8 [Ket-18 1 05/8 FIR o172
il 143/16
1-1/4 1
23/4 2 L ? 23/4 25/8
(Outside diameter) 0 (Outside d'@[{ (Outside diameter) (Outside diameter) (Outside diameter)
[ _ 4 I23/8
i= o7/8 21-3/8 27/8 o172 =
23116 2-3/4 11116, - m
(2 Pcs)
21 21-1/4 o1
(Outside diameler) (Outside diwﬂ—(r (Outside diameter)?
_H—U— 2158 Eﬂs‘ 21-1/8 <Accessory>
2-3/4 = © COVEF <ovvvrnrnrennnns 3 Pcs.
(2 Pcs.) Note. Pipe diameter is indicated by inside diameter.
CMY-R205S-G "
:
1 1 23/4
quﬁ 01-1/4 © o1-1/4 © o1
@ v/ SI Nz b NZA %
91,131-1/4 / B sot6 L e o1-1/4/ B sot6 L 1 o1 258
(Outside diameter) (Outside diamet‘: (Outside dimﬂ_Ir (Outside diameter) (Outside diametgr) (Outside diang:t)
[ [ Kotas L [Netse o %@
1-1/2
2-3/4 y
) 1 1 1/4(3230/:') o1 @Fes)
- 2 21- .
(Outside d\a?neter) (Outside diameter) (Outside diameter) (Outside diameter) o1 21/2
T 8718 (Outside diameter), (Outside diameter)
"N e1-1/8 Ne1-1/8 [Reot-1/8 N B o238
113116 J;%ﬁj 1-13/16 2:3/16 113116 18
e (1 cs.) 01-1/4 o1
o1~ de di o
(Outside diameter) (Outside diameter) (Outside diameter) (Outside diameter) | (] (Outside d\amgt:;/:;
k21 [ (Kot —LM @5/8
2-3/16 1316
2-3/16 2:3/16 )
o1
(Outside diameter) <Accessory>
25/8 s Cover - 3 Pcs.
1-13/16, Note. Pipe diameter is indicated by inside diameter.
CMY-R301S-G .
21-1/8 ] . 278
(Outside diamr (Outside diameter)\
i
[ " RKea7/8 [— N T
3-3/16 3-3/16
Note. Pipe diameter is indicated by inside diameter.
CMY-R302S-G1 in.
21-3/8 21-1/2 _ _ 21-1/2
(Outside diameter) (Outside diameter) (Outside diameter) \
L I Ket-1/8 K21-5/8 21-3/8
131132 2.3/4 2-3/4
(2 Pcs.)
01-1/8 07/8 _____03/4
(Outside diameter) (Outside diameter) \ (Outside diameter)
Ko7/8 "R g3/4
3-3/16 3-3/16
(2 Pcs.) (2 Pcs.)
Note. Pipe diameter is indicated by inside diameter.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

9. OPTIONAL PARTS

R2-Series (High efficiency)

CMY-R303S-G1

21-1/8 o7/8
(Outside diameter) (Outside diameter)
K27/8 —— N7}
3-3/16 3-3/16
(2 Pcs.) (2 Pcs.)
23/4
(Outside diameter) (Outside diamgtse/:; (Outside diamgtle/rz)
— 1) F—— 21/2 E——F—= 3/8
3-3/16 3-3/16 3-3/16
(2 Pcs.)
21-3/8 21-1/2
(Outside diameter)l_‘ (Outside diameter) I
[ T Ret-1/8 ["Ne1-3/8
1-31/32 2-3/4
Note. Pipe diameter is indicated by inside diameter.
CMY-R304S-G1 o
21-3/8 21-1/2 . _o1-1/2
(Outside diameter) (Outside diameter) (Outside diameter)
I Ke1-1/8 N21-5/8 | Ne1-38
1-31/32 2-3/4 2-3/4
(2 Pcs.)
21-1/8 27/8 i __e3/4
(Outside diameter) (Outside diameter) (Outside diameter) -
N 27/8 R 23/4 F— 25/8
3-3/16 3-3/16 3-3/16
(2 Pcs.) (2 Pcs.)
Note. Pipe diameter is indicated by inside diameter.
CMY-R305S-G1 in.
21-1/8 27/8 _ _21-3/8
(Outside diameter) (Outside diameter) \ . (Outside diameter)
"R 27/8 L N @34 21-1/8
3-3/16 3-3/16 1-31/32
(2 Pcs.) (2 Pcs.) (2 Pcs.)
23/4
(Outside diameter) (Outside diamgt?e/f) (Outside diam§t1e/r2)
T —
3-3/16 3-3/16 3-3/16
(2 Pcs.)
21-1/2
(Outside diameter)™ I
[ Ne1-3/8
2-3/4
Note. Pipe diameter is indicated by inside diameter.
CMY-R306S-G n
3/4 ) ) 21-1/8
(Outside diameter)\ (Outside dlam—F
L I~ @5/8 N27/8
3-3/16 3-3/16
27/8 25/8 25/8
(Outside diameter) \ (Outside diameter) } (Outside diameter) >
K o3/4 i s N 1 ——N Kl
3-3/16 3-3/16 3-3/16
Note. Pipe diameter is indicated by inside diameter.
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9. OPTIONAL PARTS

R2-Series (High efficiency)

9-2. OUTDOOR TWINNING KIT

The following optional Outdoor Twinning Kit is needed to use to combine multiple refrigerant pipes. Refer to section "Piping Design"

for the details of selecting a proper twinning kit.

CMY-R200NCBK Unit: mm (in.)
Low-pressure twinning pipe
505(19-29/32) 925.4(01) <Deformed pipe(Accessory)>
©22.2(07/8 i i
(©7/8) | _/{Owside diameten ) 022.2(07/8) 028.58(21-3/16)
(Outside diameter)
© - |
#28.58(21-3/16) 5
(Outside diameter)\ o 62
©22.2(07/8) § @172)
il {f ,,,,,,,,,,, 1 (2 pes.)
T T I e —— ©28.58(21-3/16) 034.93(21-7/16)
228.58(01-3/16) ote 2 1 (Outside diameter)
(342)(13-1/2) (Outside diameter)
588(23-3/16) I
100(3-15/16;
High-pressure twinning pipe
o1
022.2(07/8)
(3-3/16)
CMY-R300NCBK Unit: mm (in.)
Low-pressure twinning pipe
505(19-13/16) 028.58(01-3/16)
 £28.56(p1-3/16) {Outside diameter) <Deformed pipe(Accessory)>
Pipe cover
»(Dot-da%l’;erg - ©34.93(21-7/16) 041.28(21-11/16)
Local brazing © (Outside diameter)
031.75(01-1/4) 5
(Outside diameter) S O
= 028.58(01-3/16)
t 2
A‘{*’*’*’*’*’*’%’*’ Q 69
L—L (2-3/4)
©34.93(21-7/16)
Note 2 )
(337)(13-5/16) | (Outside diameter)
585(23-1/16)
High-pressure twinning pipe
<Deformed pipe(Accessory)>
28.58(61-3/16 219.05(23/4)
028.58(01-3/16) 219.05(03/4) 022.2(07/8)
(Outside diameter)\
62
3-3/16 (2-1/2)
e (2 pes)

Note 1. Refer to the figure below for the installation position of the twinning pipe.
The Twinning pipe must be installed horizontally using a level vessel to avoid unit damage.

Level vessel

O —— T+
N
Twinning pipe

2. Use the attached pipe to braze the port-opening of the twinning pipe.
3. Pipe diameter is indicated by inside diameter.
4. Only use the twinning pipe by Mitsubishi (optional parts).
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

9. OPTIONAL PARTS

R2-Series (High efficiency)

9-3. JOINT KIT "CMY-R160-J1" FOR BC CONTROLLER

Joint kit "CMY-R160-J1" for BC controller is used to combine 2 ports of the BC controller at a PURY/PQRY system so as to
enable down-stream Indoor capacity above P54 as shown in Fig. 1.

The Joint kit include following items:

Dlnstruction | @Joint pipe(Small)| @Joint pipe(Large)| @Cover 1 | ®Cover2 | ®Cover 3 @Band | ®Reducer 1|@Reducer 2
0D19.05-1D22.2 | 0D19.05-ID15.88
ED % % M o | =" g—
This sheet  1pc 1pc 1pc 2pcs 1pc for gas side 1pc for liquid side 8pcs 1pc 1pc
Please prepare the following items in the field. (DTape for insulation material sealing (QExtension pipe for refrigerant circuit
@Joint pipe (for liquid side) (@ Joint pipe (for gas side) mm (in.)
- 09.52(3/8") T plesEE)
=t
29.52(3/8") \215.88(5/8")
226(8-29/32") 226(8-29/32") |
1. Designing CMY-R160-J1 to a PURY/PQRY system _
The maximum down-stream Indoor capacity for 1 port of BC Outdoor/Heat source unit
controller is P54. When the down-stream Indoor capacity is
above P54, Joint kit CMY-R160-J1 is needed to combined 2 Joint
ports of BC controller to enlarge the capacity, like Group 2 and CMY-Y102SS-G2
3in Fig. 1. P
Maximum 3 Indoor units are allowed to connectto 1 portofBC | - Joint kit
controller or 2 combined ports of BC controller using CMY- "ol ol Mol ! CMY-R160-J1
R160-J1. | Group :
Wheq connecting Indoor units to 1 'port of BC controller or 2 :Total Indoor Capacity !
combined ports of BC controller using CMY-R160-J1 or CMY- | <=P54 .

Y102SS-G2 is applicable, like Group 1 and 2 in Fig. 1

Caution: Mixed cooling and heating mode at the same time for "

|

L |1 |

) . . . |

Indqor units connecting to 1 port or 2 combined ports is not | Group2 "' Group3 :
available. | Total Indoor Capacity " Indoor Capacity I
\P5510P96 ___________1P721oP% _____|

Fig.1. CMY-R160-J1 applying scheme
2. Piping at the installation site
The connection of CMY-R160-J1 to BC controller and pipe leading to Indoor units is referable to Fig. 2. Non-oxidized brazing is
necessary. All piping must be careful to avoid foreign material getting inside.
After piping and air-tight testing, insulation work to the Joint and pipe should be done. Details is available at the Installation Manual.

mm (in.)

Cutting point 50 (2)

Cutting point

(2 Joint pipe (for liquid side)

Piping to indoor unit
(Non-oxidized brazing)

@ Joint pipe(for gas side)

Have pipe expansion of indoor unit connecting port by
cutting the piping at the cutting point.

Remove burr after cutting the piping to prevent entering
the piping.

Fig.2. Connecting CMY-R160-J1 Check that there is no crack at the pipe expansion part.
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9. OPTIONAL PARTS

R2-Series (High efficiency)

9-4. PANEL HEATER

If there is a risk that the drain water will freeze inside the outdoor unit, the installation of a panel heater is recommended.
For details, refer to the panel heater Installation Manual.

PAC-PHO1EHYU-E (for S module)

PANEL HEATER R

PANEL HEATERB — ([

PANEL HEATER L

Front view

PANEL HEATER R

PANEL HEATER BR — )

PANEL HEATER L

| PANEL HEATER BL

PAC-PHO3EHYU-E1 (for XL module)

% HH i = H o
A

PANEL HEATER R

PANEL HEATER BR

Rear view

PANEL HEATER L

™ PANEL HEATER BL
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

9. OPTIONAL PARTS

R2-Series (High efficiency)

PAC-PHO3FHYU-E1 (for EXL module)

Front view

PANEL HEATER R

PANEL HEATER BR |

PANEL HEATER BL

PANEL HEATER L
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10. ELECTRICAL WORK R2-Series (High efficiency)

10-1. General cautions

® Follow ordinance of your governmental organization for technical standard related to electrical equipment, wiring
regulations, and guidance of each electric power company.

@ Wiring for control (hereinafter referred to as transmission cable) shall be (50mm[1-5/8in] or more) apart from power source

wiring so that it is not influenced by electric noise from power source wiring. (Do not insert transmission cable and power
source wire in the same conduit.)

® Be sure to provide designated grounding work to outdoor unit.

@ Give some allowance to wiring for electrical part box of indoor and outdoor units, because the box is sometimes removed
at the time of service work.

® Never connect 100V, 208~230, 460V power source to terminal block of transmission cable. If connected, electrical parts will
be damaged.

® Use 2-core shield cable for transmission cable. If transmission cables of different systems are wired with the same

multiple-core cable, the resultant poor transmitting and receiving will cause erroneous operations.
@ When extending the transmission line, make sure to extend the shield cable as well.

Outdoor Indoor unit Outdoor Indoor unit
unit unit

2-core shield cable I .
Multiple-
core cable Remote
Remote A controller
controller !E

BC controller BC controller

2-core shield cable l%l Iﬁﬁ L
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

10. ELECTRICAL WORK

R2-Series (High efficiency)

10-2. Power supply for Outdoor unit

10-2-1. Electrical characteristics of Outdoor unit at cooling mode

PURY-EP-T(S)NU

Symbols: MCA: Minimum Circuit Ampacity

MOP: Maximum Overcurrent Protection

. o Outdoor units Compressor Fan
Model Unit combination
Hz Volts Voltage range | MCA (A) MOP (A) Output (kW) Output (kW)
PURY-EP72TNU-A1(-BS) - 33/30 50/50 3.8 0.92
PURY-EP96TNU-A1(-BS) - 44/40 70/60 5.5 0.46+0.46
PURY-EP120TNU-A1(-BS) - 56/55 90/90 7.6 0.46+0.46
PURY-EP144TNU-A1(-BS) - 60/60 100/100 9.8 0.46+0.46
PURY-EP168TNU-A1(-BS) - 70/70 110/110 12.2 0.92+0.92
PURY-EP192TNU-A1(-BS) - 80/75 125/125 13.2 0.92+0.92
PURY-EP216TNU-A1(-BS) - 88/85 150/150 15.8 0.92+0.92
PURY-EP240TNU-A1(-BS) - 88/88 150/150 17.0 0.92+0.92
PURY-EP192TSNU-A1(-BS) |PURY-EP96TNU-A1(-BS) 44/40 70/60 5.5 0.46+0.46
PURY-EP96TNU-A1(-BS) 44/40 70/60 55 0.46+0.46
PURY-EP216TSNU-A1(-BS) |PURY-EP120TNU-A1(-BS) 56/55 90/90 7.6 0.46+0.46
PURY-EP96TNU-A1(-BS) 44/40 70/60 5.5 0.46+0.46
PURY-EP240TSNU-A1(-BS) |PURY-EP120TNU-A1(-BS) 56/55 90/90 7.6 0.46+0.46
60Hz | 208/230V | 188 to 253V
PURY-EP120TNU-A1(-BS) 56/55 90/90 7.6 0.46+0.46
PURY-EP264TSNU-A1(-BS) |PURY-EP144TNU-A1(-BS) 60/60 100/100 9.8 0.46+0.46
PURY-EP120TNU-A1(-BS) 56/55 90/90 7.6 0.46+0.46
PURY-EP288TSNU-A1(-BS) |PURY-EP144TNU-A1(-BS) 60/60 100/100 9.8 0.46+0.46
PURY-EP144TNU-A1(-BS) 60/60 100/100 9.8 0.46+0.46
PURY-EP312TSNU-A1(-BS) |PURY-EP168TNU-A1(-BS) 70/70 110/110 12.2 0.92+0.92
PURY-EP144TNU-A1(-BS) 60/60 100/100 9.8 0.46+0.46
PURY-EP336TSNU-A1(-BS) |PURY-EP168TNU-A1(-BS) 70/70 110/110 12.2 0.92+0.92
PURY-EP168TNU-A1(-BS) 70/70 110/110 12.2 0.92+0.92
PURY-EP384TSNU-A1(-BS) |PURY-EP192TNU-A1(-BS) 80/75 125/125 13.2 0.92+0.92
PURY-EP192TNU-A1(-BS) 80/75 125/125 13.2 0.92+0.92
PURY-EP432TSNU-A1(-BS) |PURY-EP216TNU-A1(-BS) 88/85 150/150 15.8 0.92+0.92
PURY-EP216TNU-A1(-BS) 88/85 150/150 15.8 0.92+0.92
PURY-EP-Y(S)NU Symbols: MCA: Minimum Circuit Ampacity MOP: Maximum Overcurrent Protection
. L Qutdoor units Compressor Fan
Model Unit combination
Hz Volts Voltage range | MCA (A) MOP (A) Output (kW) Output (kW)
PURY-EP72YNU-A1(-BS) - 14 20 3.8 0.92
PURY-EP96YNU-A1(-BS) - 20 30 55 0.46+0.46
PURY-EP120YNU-A1(-BS) - 26 40 7.6 0.46+0.46
PURY-EP144YNU-A1(-BS) - 34 50 9.8 0.46+0.46
PURY-EP168YNU-A1(-BS) - 35 50 12.2 0.92+0.92
PURY-EP192YNU-A1(-BS) - 38 60 13.2 0.92+0.92
PURY-EP216YNU-A1(-BS) - 41 70 15.8 0.92+0.92
PURY-EP240YNU-A1(-BS) - 41 70 17.0 0.92+0.92
PURY-EP192YSNU-A1(-BS) | PURY-EP96YNU-A1(-BS) 20 30 55 0.46+0.46
PURY-EP96YNU-A1(-BS) 20 30 5.5 0.46+0.46
PURY-EP216YSNU-A1(-BS) |PURY-EP120YNU-A1(-BS) 26 40 7.6 0.46+0.46
PURY-EP96YNU-A1(-BS) 20 30 5.5 0.46+0.46
PURY-EP240YSNU-A1(-BS) | PURY-EP120YNU-A1(-BS) 26 40 7.6 0.46+0.46
60Hz 460V 414 to 506V
PURY-EP120YNU-A1(-BS) 26 40 7.6 0.46+0.46
PURY-EP264YSNU-A1(-BS) |PURY-EP144YNU-A1(-BS) 34 50 9.8 0.46+0.46
PURY-EP120YNU-A1(-BS) 26 40 7.6 0.46+0.46
PURY-EP288YSNU-A1(-BS) |PURY-EP144YNU-A1(-BS) 34 50 9.8 0.46+0.46
PURY-EP144YNU-A1(-BS) 34 50 9.8 0.46+0.46
PURY-EP312YSNU-A1(-BS) | PURY-EP168YNU-A1(-BS) 35 50 12.2 0.92+0.92
PURY-EP144YNU-A1(-BS) 34 50 9.8 0.46+0.46
PURY-EP336YSNU-A1(-BS) |PURY-EP168YNU-A1(-BS) 35 50 12.2 0.92+0.92
PURY-EP168YNU-A1(-BS) 35 50 12.2 0.92+0.92
PURY-EP384YSNU-A1(-BS) |PURY-EP192YNU-A1(-BS) 38 60 13.2 0.92+0.92
PURY-EP192YNU-A1(-BS) 38 60 13.2 0.92+0.92
PURY-EP432YSNU-A1(-BS) |PURY-EP216YNU-A1(-BS) 41 70 15.8 0.92+0.92
PURY-EP216YNU-A1(-BS) 41 70 15.8 0.92+0.92
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10. ELECTRICAL WORK

R2-Series (High efficiency)

10-3. Power cable specifications

Thickness of wire for main power supply, capacities of the switch and system impedance

Minimum cable size [mm2 (AWG)]

Breaker for current leakage

3-phase 3-wire, 208/230V, 60Hz Main cable Ground
208V 230V 208V 230V 208V 230V
EP72 8.4 (8) 5.3 (10) 8.4 (8) 5.3 (10) 35A 30mA or 100mA 0.1sec. or | 30A 30mA or 100mA 0.1sec. or
EP96 13.3 (6) 13.3 (6) 13.3 (6) 13.3 (6) 45A 100mA 0.1sec. or less 45A 100mA 0.1sec. or less
EP120 21.2(4) 21.2(4) 21.2(4) 21.2 (4) 60A 100mA 0.1sec. or less 60A 100mA 0.1sec. or less
EP144 21.2(4) 21.2(4) 21.2 (4) 21.2 (4) 60A 100mA 0.1sec. or less 60A 100mA 0.1sec. or less
PURY-EP-TNU-A1
EP168 21.2 (4) 21.2(4) 21.2 (4) 21.2 (4) 70A 100mA 0.1sec. or less 70A 100mA 0.1sec. or less
EP192 33.6(2) 33.6(2) 33.6(2) 33.6 (2) 80A 100mA 0.1sec. or less 80A 100mA 0.1sec. or less
EP216 33.6(2) 33.6(2) 33.6(2) 33.6 (2) 90A 100mA 0.1sec. or less 90A 100mA 0.1sec. or less
EP240 33.6 (2) 33.6 (2) 33.6 (2) 33.6 (2) 90A 100mA 0.1sec. or less 90A 100mA 0.1sec. or less

3-phase 3-wire, 460V, 60Hz

Minimum wire thickness [mm2 (AWG)]

Breaker for current leakage

Main cable Ground 460V
EP72 2.1 (14) 2.1 (14) 15A 30mA or 100mA 0.1sec. or less
EP96 3.3(12) 3.3(12) 20A 30mA or 100mA 0.1sec. or less
EP120 5.3(10) 5.3 (10) 30A 30mA or 100mA 0.1sec. or less
EP144 8.4 (8) 8.4 (8) 35A 30mA or 100mA 0.1sec. or less
PURY-EP-YNU-A1
EP168 8.4 (8) 8.4 (8) 40A 100mA 0.1sec. or less
EP192 8.4 (8) 8.4 (8) 40A 100mA 0.1sec. or less
EP216 13.3 (6) 13.3 (6) 50A 100mA 0.1sec. or less
EP240 13.3(6) 13.3(6) 50A 100mA 0.1sec. or less

1. Use dedicated power supplies for the outdoor unit. Ensure OC and OS are wired individually.
2. Bear in mind ambient conditions (ambient temperature, direct sunlight, rain water, etc.) when proceeding with the wiring and connections.
3. The wire size is the minimum value for metal conduit wiring. If the voltage drops, use a wire that is one rank thicker in diameter. Make sure the power-supply

voltage does not drop more than 10%. Make sure that the voltage imbalance between the phases is 2% or less.

4. Specific wiring requirements should adhere to the wiring regulations of the region.
5. Power supply cords of parts of appliances for outdoor use shall not be lighter than polychloroprene sheathed flexible cord (design 245 IEC57). For example, use

wiring such as YZW.

6. A switch with at least 3 mm [1/8 in.] contact separation in each pole shall be provided by the Air Conditioner installer.
7. For details on indoor unit wiring and breaker for current leakage, refer to the indoor unit Instruction Book and Installation Manual.

AWARNING

+ Be sure to use specified wires for connections and ensure no external force is imparted to terminal connections. If connections are not fixed firmly, heating or fire

may result.

¢ Be sure to use the appropriate type of overcurrent protection switch. Note that generated overcurrent may include some amount of direct current.

A\ CAUTION

+ The breakers for current leakage should support Inverter circuit. (e.g. Mitsubishi Electric's NV-C-Series or equivalent). If no earth leakage breaker is installed, it
may cause an electric shock.

¢ Breakers for current leakage should combine using of switch.

¢ Do not use anything other than a breaker with the correct capacity. Using a breaker of too large capacity may cause malfunction or fire.

+ If a large electric current flows due to malfunction or faulty wiring, earth-leakage breakers on the unit side and on the upstream side of the power supply system

may both operate.

Depending on the importance of the system, separate the power supply system or take protective coordination of breakers.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

10. ELECTRICAL WORK

R2-Series (High efficiency)

10-4. Power supply examples

The local standards and/or regulations is applicable at a higher priority.

10-4-1. PURY-EP72, 96, 120, 144, 168, 192, 216, 240TNU/YNU

—
1

! Note12
|

‘

|

L

<In the case a system controller is connected.>
Central control
transmission cable
>=1.25 mm2or g1.2 mm

sc Shield cable
C}_——H (CVVS, CPEVS, MVVS)
Connector
CN41- CN40 ou
Noted4 £9 ) ( Note4
,LJ To other OU
7/ E
// <
Breakers for / ’/
current leakage Switch [H LZL3) [M MZW(M ,/
Power supply  puel ™ jsse] Jpsito
prhase 3-wire j 87
208-230V 60Hz(TNU) (S)
460V 60Hz(YNU)
Note11,13
G =
To *1or*2
BC controller

1

ngmg MA remote controller)
onnecting TB5 terminal.

Note:

1 The transmission cable is not-polarity double-wire.

2 Symbol © means a screw terminal for wiring.

3 The shield wire of transmission cable should be connected to the grounding terminal at
Outdoor unit. All shield wire of M-Net transmission cable among Indoor units should be
connected to the S terminal at Indoor unit or all shield wire should be connected
together.

The broken line at the scheme means shield wire.

The connector change from CN41 to CN40 at one of the outdoor units will enable the
outdoor unit to supply power to TB7. The transmission cable (above 1.25mm?, shielded,
CVVS/CPEVS/MVVS) among Outdoor units and system controllers is called central
control transmission cable. The shield wire of the central control transmission cable must
be grounded at the Outdoor unit whose CN41 is changed to CN40. When the power
supply unit PAC-SC51KUA is used, connect the shielded cable to the ground terminal on
the PAC-SC51KUA.

MA R/C transmission cable (0.3-1.25mm?) must be less than 200m in length, while ME
R/C transmission cable (0.3-1.25mm?) must be less than 10m in length. But transmission
cable to the ME R/C can be extend using a M-NET cable (>=1.25mm?) when the length
is counted in the M-Net length.

IS

3}

o

To wire PAR-CTO1MA series, PAR-FS01MA series, PAR-4"x"MA series, PAR-3"x"MA series

("x" represents 0 or later), or Simple MA remote controller, use a cable with a size of 0.3 mm?

(AWG 22).
MA remote controller and ME remote controller should not be grouped together.

~

When the PAR-CT01MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA
series ("x" represents 0 or later) is connected to a group, no other MA remote controllers can

be connected to the same group.

©

transmission cable to connect all the TB15 terminals of the Indoor units. It is called
"Grouping".

If using 1 or 2 (main/sub) ME remote controller control more than 1 indoor unit, set
address to Indoor unit and ME remote controller. For the method, refer to 11-4. "Address
setting".

Indoor board consumes power from TB3. The power balance should be considered
according to System Design 11-3. "System configuration restrictions".

If Transmission booster is needed, be sure to connect the shield wires to the both sides
to the booster.

The critical current for choosing power source equipment is approximate

1.4 times of total rated current of the Outdoor unit(s) or Indoor unit(s).

©

If using 1 or 2 (main/sub) MA remote controller to control more than 1 Indoor unit, use MA

12 When System controller (SC) is connected to the system, turn the SW5-1 on.
13 The phases of electricity power must be confirmed to be right used. Phase-reverse, or
Breakers f Pull box phase-missing could break the controllers.
current Ieakage Switch /
POWer SUPPIY ] e 5 &
-phase
208230V 60Hz ] [ NoteB . | ciron Gatage _Suicn
ote ower supply
T85 & B2 1815 T85 & TB2 TB15 | | 83 & TB2 TBI5 X T85 0 B2 TB15
* Power supply i széﬂ Y (12 1M«M2>é N (i) 1M«M2>é1 N iz || SRR Gome wEel = L b ]
specifications vary with the 008 008 @ G @ [N
Mode! of connected indoor v A Shleld PAGEE) AECD) (5;;2' . 7 (Shield)
units or controller :E \\‘h: ’:,," é: :",4 (s) S@ MA R/C cabée
ald) % 0.3-1.25]
%/ (Shield) 3~ &1 (Shield) <=200mmm
{ndoor-outdoor b g’ranstmission Note5
ransmission cable ooster
>=1.25mm © © Note7 Note9 o
Shield cable D Note8 Note10 D
MA R/C MA R/C MA R/C
BC controller
- R ©0—
2 (M1,M?@ | &
%Jsmg ME remote controller) ’ ) ©O8 LNQ G
onnecting TB5 terminal. = (Shield)
=4
oSS, Suwiteh /Pultbox
POWET SUPPIY el ey o
-phase t reakers for
20%-230v 60Hz i o roerspy cumrent eaage  Switch
85 &TB 815 || [ 85 é 782 To5 | [ 785 OTB2 Tats || 1-phase 785 & TB2 85
* Power suppl LN LN LN; = L
speciicaions vary with the iz ‘S ) (g) e ( A (©) ‘M(JP‘M%‘S ) (2]} 208230V 60Hz Boo| o (M ( N (2
model of connected indoor A Trvo RS) E
units or BC controller 1U_Ji{/| (Shield) (5hl9|d) f\ |(Shield) TR TB3 (Shleld)
= "u: 8 = =10 oA
[j [j (Shield) NS 3 1'(Shield) [ ME R/C cable
© 0.3~1.25mm?
Indoor-outdoor Transmission / ﬂ Oén
transmnssnon cable booster ote
Shi %Sm bl [] Note7? Ng{g?o
ield cable © © ote o
Note8
ME R/C ME R/C ME R/C
Minimum_Wire thickness
Symbol Model Power wire G wire Breaker for current leakage
[mm?2 (AWG)] [mm2 (AWG)]
ou Outdoor unit 208V 230V 208V 230V 208V 230V
) PURY-EP72TNU 8.4(8) 5.3(10) 4(8) 5.3(10) 35A30mA or 100mA 0.1sec. or less 30A 30mA or 100mA 0.1sec. or less
u Indoor unit PURY-EP96TNU 13.3(6) 13.3(6) 13 3(6) 13.3(6) 45A 100mA 0.1sec. or less 45A 100mA 0.1sec. or less
SC System controller PURY-EP120TNU  21.2(4) 21.2(4) 21.2(4) 21.2(4) 60A100mA 0.1sec. or less 60A 100mA 0.1sec. or less
PURY-EP144TNU 212 (4) 21.2(4) 21.2(4) 21.2(4) 60A 100mA0.1sec. or less 60A 100mA 0.1sec. or less
MARIC  MA remote controller PURY-EP168TNU  21.2(4) 21.2(4) 212(4) 212(4) 70A100mAO.1sec. or less 70A 100mA 0.1sec. or less
MER/C  ME remote controller PURY-EP192TNU  33.6(2) 33.6(2) 33.6(2) 33.6(2) 80A100mA0.1sec. or less 80A 100mA 0.1sec. or less
PURY-EP216TNU  33.6 (2) 33.6(2) 33.6(2) 33.6(2) 90A 100mA0.1sec. or less 90A 100mA 0.1sec. or less
PURY-EP240TNU  33.6 (2) 33.6(2) 33.6(2) 33.6(2) 90A 100mA 0.1sec. or less 90A 100mA 0.1sec. or less
460V 460V
PURY-EP72YNU 2.1(14) 2.1 (14) 15A 30mA or 100mA 0.1sec. or less
PURY-EP96YNU 3.3(12) 3.3(12) 20A 30mA or 100mA 0.1sec. or less
PURY-EP120YNU 5.3 (10) 5.3 (10) 30A 30mA or 100mA 0.1sec. or less
PURY-EP144YNU 8.4 (8) 8.4 (8) 35A 30mA or 100mA 0.1sec. or less
PURY-EP168YNU 8.4 (8) 8.4 (8) 40A 100mA 0.1sec. or less
PURY-EP192YNU 8.4(8) 8.4 (8) 40A 100mA 0.1sec. or less
PURY-EP216YNU 13.3 (6) 13.3(6) 50A 100mA 0.1sec. or less
PURY-EP240YNU 13.3 (6) 13.3 (6) 50A 100mA 0.1sec. or less
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10. ELECTRICAL WORK

R2-Series (High efficiency)

The local standards and/or regulations is applicable at a higher priority.

10-4-2. PURY-EP192, 216, 240, 264, 288, 312, 336, 384, 432TSNU/YSNU

— <In the case a system controller is connected.>
Central control
transmission cable

Note12 >=1.25 mm? or 1.2 mm

|
|

SC
Shield cable
(CVVS, CPEVS, MVVS)
Connector ou ou
CN41- CN40
Noted ¢4 ( Note4
\\j ,LJ To other OU
A
TB1
Breakers fi Breakers for (L1L213) 83 TB7
current Ieakage Switch current leakage Switch ! ® (M1.M2) m(wymz)
Power supply Y 72 mer su;p\y 0006l
S-phase Suire 2087500 GH (TN I
208-230V 60HZ(TNU) - 2(TNU) I~
460V 60Hz(YNU) a%izﬁ()rsz(YNU) | )
Note11, 13 ' ! _
G= _
B /
— VA
Note3
Note3 m —

To *1 or *2

BC controller(Main) BC controller(Sub)

Note:

1 The transmission cable is not-polarity double-wire.

2 Symbol © means a screw terminal for wiring.

3 The shield wire of transmission cable should be connected to the grounding terminal at

Outdoor unit. All shield wire of M-Net transmission cable among Indoor units should be

connected to the S terminal at Indoor unit or all shield wire should be connected

together.

The broken line at the scheme means shield wire.

The connector change from CN41 to CN40 at one of the outdoor units will enable the

outdoor unit to supply power to TB7. The transmission cable (above 1.25mm?, shielded,

CVVS/CPEVS/MVVS) among Outdoor units and system controllers is called central

control transmission cable. The shield wire of the central control transmission cable must

be grounded at the Outdoor unit whose CN41 is changed to CN40. When the power
supply unit PAC-SC51KUA is used, connect the shielded cable to the ground terminal on
the PAC-SC51KUA.

5 MA R/C transmission cable (0.3-1.25mm?) must be less than 200m in length, while ME
R/C transmission cable (0.3-1.25mm?) must be less than 10m in length. But transmission
cable to the ME R/C can be extend using a M-NET cable (>=1.25mm?) when the length
is counted in the M-Net length.

~

+-TB7 6 To wire PAR-CTO1MA series, PAR-FS01MA series, PAR-4"x"MA series, PAR-3"X"MA series
()

("x" represents 0 or later), or Simple MA remote controller, use a cable with a size of 0.3 mm?
(AWG 22).

7 MA remote controller and ME remote controller should not be grouped together.

When the PAR-CT01MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA
series ("X" represents 0 or later) is connected to a group, no other MA remote controllers can
be connected to the same group.

8 If using 1 or 2 (main/sub) MA remote controller to control more than 1 Indoor unit, use MA
transmission cable to connect all the TB15 terminals of the Indoor units. It is called
"Grouping".

If using 1 or 2 (main/sub) ME remote controller control more than 1 indoor unit, set
address to Indoor unit and ME remote controller. For the method, refer to 11-4. "Address
setting".

9 Indoor board consumes power from TB3. The power balance should be considered

*1 ’H% ®0— TB[PJAZ ®0— according to System Design 11-3. "System configuration restrictions”.
( | S .@1 = ’é TE01 = 0 If Transmission booster is needed, be sure to connect the shield wires to the both sides
gUsmg MA remote controller) | LN | G G o the booster.
onnecting TBS terminal. —F e (SW = =" 1 The critical current for choosing power source equipment is approximate
"\/ 1.4 times of total rated current of the Outdoor unit(s) or Indoor unit(s).
— 12 When System controller (SC) is connected to the system, turn the SW5-1 on.
Breakers for Pull box 13 The phases of electricity power must be confirmed to be right used. Phase-reverse, or
Power supply current Ieakage Switch phase-missing could break the controllers.
1-phase - 4}
208-230V 60Hz Breakers for
Note11 é Power supply current Ieakage Switch
* Power suppl 185 & B2 TB15 T85O 182 TB15
spemflcatﬁ)pn)é vary with the 2 (LN (12) 2& 230V 60Hz el = |mn MZ) LN (12)
model of connected indoor Q05 © RS) E G @ <R @
units or BC controller U 3\ ' (Shield) TR) T83 " (Shield)
= = =8 9 RN
(Shield) N\ &1 (Shield) paciroadill
granstmission L
Indoor-outdoor ooster
issi © © Note7 Note9
Rafpitiely cable Note8 Note10
Shield cable MA R/C MA R/C MA R/C
BC controller(Main) BC controller(Sub)
. Y  ©0— 502 ©0—
2 iy T |+ B3
ngmg ME remote controller) ’ 08 LN® | G G
onnecting TB5 terminal. / (Shield) e
j’/
Breakers for PuII box
Power supply current \eakage Switch I
1-phase bl Note8 ~
ﬁ%?é?l%ov 00Kz ? ? ? Power supply CUBF;Sg{( ﬁ.{g;{g&e Switch
. 15 GTB2 1e15 || [ 785 & TB2 Tats | [ tes STB2 tees || T-ohase 185 & TB2 TBf5
spge‘f’c?fﬁga‘{m”r!g vary with the W) O 12 (1 (i N (2) | (wi) (LN) (rg) || 208-230V 60Hz e e i) (LN (12
model of connected indoor Qs O ) S‘ ° Q9 S‘ L) RS) E o8
units or BC controller U /K| (Shield) /|(Shield) \ L(Sﬂe\d) B2 TB3 /(Shield)
— Het=— = —=he  orfErd ME R/C cable
[ [j (Shield) S & 7 (Shield) [ 0. 3‘1—6] .25mm?
<=10m
Indoor-outdoor Transmission / Note5
transmlsswn cable booster
S oo Note9
leld cable Note10
) ) Note7 o
Note8
ME R/C ME R/C ME R/C
Minimum_Wire thickness
Symbol Model Power wire G wire Breaker for current leakage
[mm2 (AWG)] [mm2 (AWG)]
ou Outdoor unit 208V 230V 208V 230V 208V 230V
) PURY-EP72TNU 8.4(8) 5.3(10) 4(8) 5.3(10) 35A30mA or 100mA 0.1sec. or less 30A 30mA or 100mA 0.1sec. or less
U Indoor unit PURY-EP96TNU 13.3(6) 13.3(6) 13 3(6) 13.3(6) 45A100mA 0.1sec. or less 45A 100mA 0.1sec. or less
sSC System controller PURY-EP120TNU 212 (4) 21.2(4) 21.2(4) 21.2(4) 60A100mA 0.1sec. or less 60A 100mA 0.1sec. or less
PURY-EP144TNU 212 (4) 21.2(4) 21.2(4) 21.2(4) 60A100mA0.1sec. or less 60A 100mA 0.1sec. or less
MARIC  MAremote controller PURY-EP168TNU  21.2(4) 212(4)  21.2(4) 21.2(4) 70A100mAO0.1sec. or less 70A 100mA 0.1sec. or less
ME R/C ME remote controller PURY-EP192TNU  33.6 (2) 33.6(2) 33.6(2) 33.6(2) 80A100mAO0.1sec. or less 80A 100mA 0.1sec. or less
PURY-EP216TNU  33.6 (2) 33.6(2) 33.6(2) 33.6(2) 90A100mA 0.1sec. or less 90A 100mA 0.1sec. or less
PURY-EP240TNU  33.6 (2) 33.6(2) 33.6(2) 33.6(2) 90A 100mA 0.1sec. or less 90A 100mA 0.1sec. or less
460V 460V
PURY-EP72YNU 2.1(14) 2.1(14) 15A 30mA or 100mA 0.1sec. or less
PURY-EP96YNU 3.3(12) 3.3(12) 20A 30mA or 100mA 0.1sec. or less
PURY-EP120YNU 5.3(10) 5.3(10) 30A 30mA or 100mA 0.1sec. or less
PURY-EP144YNU 8.4 (8) 8.4 (8) 35A 30mA or 100mA 0.1sec. or less
PURY-EP168YNU 8.4 (8) 8.4 (8) 40A 100mA 0.1sec. or less
PURY-EP192YNU 8.4 (8) 8.4 (8) 40A 100mA 0.1sec. or less
PURY-EP216YNU 13.3(6) 13.3 (6) 50A 100mA 0.1sec. or less
PURY-EP240YNU 13.3 (6) 13.3 (6) 50A 100mA 0.1sec. or less
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL

R2-Series (High efficiency)

11-1. Transmission cable length limitation

11-1-1. Using MA Remote controller
MA remote controller refers to Simple MA remote controller and wireless remote controller.
Long transmission cable causes voltage down, therefore, the length limitation should be obeyed to secure proper transmission.

Max. length via Outdoor (M-NET cable) L1+L2+L3, L1+L2+L4+L5, L3+L4+L5, L6+L2+L3, L6+L2+L4+L5 <=500m[1640ft.]
Max. length to Outdoor (M-NET cable) L1+L6, L3, L2+L4+L6, L5 <=200m[656ft.]
Max. length from MA to Indoor for each group al+a2, al+a2+a3+a4 <=200m[656ft.]

1.25mm? [AWG16] or thicker
1.25mm? [AWG16] or thicker
0.3-1.25 mm? [AWG22-16]

24VDC to AG-150A-A n <=50m[164ft.] 0.75-2.0 mm? [AWG18-14]
\’: Le i L1 }
Group1 Group3 Group5
os oc F e T T e 1 e — T T T i~
|
(52) (51) (01) (04) ‘ (05) (06)
TB3. TB3 TBS TB15) TB5 TB15 ! TBS TB15) TBS TB1
'g& % MIM2S 12 MIM2S 1é ‘ MIM2S 12 MIM2S 12
|
R S 2 e <\
4 000
N — :

o 28]
a2

Shielded wire
o MA
- |
IC BC(Sub
(03) (57)
P ————— — . 185 TB15 TB02
I S— MIMIS 1 2 MIM2S
Q8K

Power Supply Unit
PAC-SC51KUA

ABS
Chp 648
T

— AG-150A-A ﬁj c

N— L J

ABS VAV-FG

AE-200A

OC, OS : Outdoor unit controller; IC: Indoor unit controller; MA: MA remote controller

11-1-2. Using ME Remote controller

ME remote controller refers to Smart ME Controller.

Long transmission cable causes voltage down, therefore, the length limitation should be obeyed to secure proper transmission.

Max. length via Outdoor (M-NET cable) L1+L2+L3+L4, L1+L2+L5+L6, L3+L4+L5+L6
L7+L2+L3+L4, L7+L2+L5+L6, L3+L5+L6
L1+L7, L3+L4, L2+L5+L7, L6

Max. length to Outdoor (M-NET cable) <=200m[656ft.]

<=500m[1640ft.] 1.25mm? [AWG16] or thicker
1.25mm? [AWG16] or thicker

Max. length from ME to Indoor el,e2,e3,e4 <=10m[32ft.]*1  0.3-1.25 mm?[AWG22-16] *1
24VDC to AG-150A-A n <=50m[164ft.] 0.75-2.0 mm?[AWG18-14]
*1. If the length from ME to Indoor exceed 10m, use 1.25 mm? [AWG16] shielded cable, but the total length should be counted into Max. length via Outdoor.
L L7 L1 |
[ \
__ Grouwps . Grows
0s "7 IC j‘ (Sub) !7 IC IC —1
(52) { (04) % (55) ! (05) (06) !
i s N I B WiEEs \
& | - —1000 |
- e |
N | | ; : |
\ \ | \
| I | [Fl) [ 00 !
! ! ! (?0?3) (1Asg) !
\ ‘ \ | ME \
i o i i
! ‘ IC ! BC(Sub) ! ‘ IC !
,,,,,,,,,, N ! (03) ! (57) ! (07) !
I wiliss Wi whiss
| B | Lggal | g5 |
| \ s \
| I I I I
I Power Supply Unit \ 3 \ \ ‘
} PA\%-SSCSMUAWWG | | i |
Rpes Ny L | | |
AE-200A i 4 AGTEAR < ! (103) 1 ‘ ‘
ME I I
| T e e I :

L

OC, OS: Outdoor unit controller; IC: Indoor unit controller; ME: ME remote controller
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11. M-NET CONTROL

R2-Series (High efficiency)

11-2. Transmission cable specifications

Transmission cables (Li)

MA Remote controller cables

ME Remote controller cables

Shielded cables (2-core)
CVVS, CPEVS, and MVVS

Type of cable

VCTF, VCTFK, CVV, VVR, VVF, VCT

Shielded cables (2-core)
CVVS, CPEVS, and MVVS

Larger than 1.25 mm? [AWG16], or
1.2 mm or above

Cable size

0.3 to 1.25 mm? [AWG22 to 16] *1 *5

0.3 to 1.25 mm? [AWG22 to 16] *1 *6

Maximum overall line length Refer to 11-1.

200 m [656 ft] *3 *4

10 m [32 fi] *2

*1 The use of cables that are smaller than 0.75 mm? (AWG18) is
recommended for easy handling.

*2 The section of the cable that exceeds 10 m [32 ft] must be included
in the maximum indoor-outdoor transmission line distance.

*3 Max. 70 m [229 ft] for PAR-CT01MA series

*4 Max. 150 m [492 ft] for PAR-FS01MA series

*5 To wire PAR-CTO1MA series, PAR-FS01MA series, PAR-4"x"MA
series, PAR-3"x"MA series ("X" represents O or later), or Simple
MA remote controller, use a cable with a size of 0.3 mm? (AWG 22).

*6 When connected to the terminal block on the Simple remote controller,
use a cable with a size of 0.75 to 1.25 mm? (AWG18 to 16).

CVVS, MVVS: PVC insulated PVC sheathed shielded control cable
CPEVS: PE insulated PVC sheathed shielded communication cable
CVV: PVC insulated PVC sheathed control cable
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL R2-Series (High efficiency)

11-3. System configuration restrictions

11-3-1. Common restrictions for the CITY MULTI system
For each Outdoor/Heat source unit, the maximum connectable quantity of Indoor unit is specified at its Specifications table.

A) 1 Group of Indoor units can have 1-16 Indoor units;

B) Maximum 2 remote controllers for 1 group;
*MA/ME remote controllers cannot be present together in 1group.
*When the PAR-CTO01MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("X" represents 0 or
later) is connected to a group, no other MA remote controllers can be connected to the same group.

C) 1 LOSSNAY unit can interlock maximum 16 Indoor units; 1 Indoor unit can interlock only 1 LOSSNAY unit.

D) Maximum 3 System controllers are connectable when connecting to TB3 of the Outdoor/Heat source unit.

E) A maximum of 6 system controller are connectable to TB3 and TB7 of Outdoor/Heat source unit.

F) 4 System controllers or more are connectable when connecting to TB7 of the Outdoor/Heat source unit, if the
transmission power is supplied by the power supply unit PAC-SC51KUA.
*System controller connected as described in D) would have a risk that the failure of connected
Outdoor/Heat source unit would stop power supply to the System controller.

11-3-2. Ensuring proper communication power and the number of connected units for M-NET

In order to ensure proper communication among Outdoor/Heat source unit, Indoor unit, LOSSNAY, and Controllers, the
transmission power situation for the M-NET should be observed. In some cases, Transmission booster should be used.
Taking the power consumption of Indoor unit as 1, the equivalent power consumption or supply of others are listed at Table
1 and Table 2.
Both the transmission line for centralized controller and indoor-outdoor transmission line must meet the conditions listed
below. (Both conditions a) and b) must be met.)

a) [Total equivalent power consumption] < [The equivalent power supply]

b) [Total equivalent number of units (Table1)] < [40]

Table 1 The equivalent power consumption and the equivalent number of units

The equivalent The equivalent
power consumption number of units

Sized P04-P96, PEFY-AF1200CFM-E 1 1

Category Model

Indoor unit

PEFY-AF1200CFMR-E 2

BC controller CMB 1

O NN

P36NMU-E-BU

PWFY *1 P36NMU-E2-AU 1 1

P72NMU-E2-AU 5 1

PAR-CTO1MAU
PAR-41MAAU
PAC-YT53CRAU
PAR-FA32MA
MA remote controller/LOSSNAY LGH-F-RX5-E1 0 0
LGH-F-RVX-E
PZ-60DR-E
PZ-61DR-E
PZ-43SMF-E

ME remote controller PAR-UOTMEDU 0.5 1

AE-200A
AE-50A
EW-50A
LM-AP
AG-150A-A
EB-50GU-A 0.5 1
PAC-IFO1AHC-J

TC-24B 1.5 5

PAC-YGG60OMCA
PAC-YG66DCA 0.25 1
PAC-YG63MCA

ON/OFF controller PAC-YT40ANRA 1 1

System controller

MN converter CMS-MNG-E

-

2
Outdoor/Heat source unit TB7 power consumption 0
0

System control interface MAC-333IF-E

N| O | o

A-M converter PAC-IFOTMNT-E 1

*1 PWFY cannot be connected to PUMY model.
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11. M-NET CONTROL

R2-Series (High efficiency)

Table 2 The equivalent power supply

Category Model The equivalent
power supply
Transmission Booster PAC-SF46EPA-G 25*1
Power supply unit PAC-SC51KUA 5
Expansion controller PAC-YG50ECA 6
BM ADAPTER BAC-HD150 6
AE-200A/AE-50A 0.75
System controller EW-50A 1.5
LM-AP 0
TB3 and TB7 total TB7 only TB3 only
Outdoor unit other than the following 32 *1 6 32*1 - equivalent power
units *2 supplied to TB7
Qutdoor/Heat source unit
S-Series outdoor unit 12 *1 0 12 *1
TLMU/TKMU outdoor unit 32*1 -*3 32*1
*1 When one or more indoor units listed below is connected, subtract 3 from the equivalent power supply.
Table 3
Category Model
Indoor unit Sized P72, P96
PEFY-AF1200CFM(R)-E

*2 If PAC-SC51KUA is used to supply power at TB7 side, no power supply need from Outdoor/Heat source unit at TB7, Connector TB3 itself will therefore
have 32.

With the equivalent power consumption values and the equivalent number of units in Table 1 and Table 2, PAC-SF46EPA-G
can be designed into the air-conditioner system to ensure proper system communication according to (A), (B), (C).

(A) Firstly, count from TB3 at TB3 side the total equivalent number of units of Indoor units, ME remote controller, and
System controllers. If the total equivalent number of units reaches 40, a PAC-SF46EPA-G should be set.

(B) Secondly, count from TB7 side to TB3 side the total transmission power consumption. If the total equivalent power
supply reaches 32, a PAC-SF46EPA-G should be set. Yet, if a PAC-SC51KUA or another controller with a built-in pow-
er supply, such as PAC-YG50ECA, is used to supply power at TB7 side, count from TB3 side only.

(C) Thirdly, count from TB7 at TB7 side the total transmission power consumption, If the total equivalent power supply for
only TB7 reaches 6, a PAC-SF46EPA-G should be set. Also, count from TB7 at TB7 side the total equivalent number

of units of System controllers, and so on. If the total equivalent number of units reaches 40, a PAC-SF46EPA-G should
be set.

* The equivalent power supply of S-Series outdoor unit is 12.
* When one or more indoor units listed in Table 3 is connected, subtract 3 from the equivalent power supply.

B System example

87 B3 ( ! (

\ .
73 72 I 72
4 = i

7 l 4
i "
.. ..
w\ = V
01 ¥ 02 [ Transmission p 2 A A
¥ A booster 1 Y 1

- o - (No.1) - \\ \‘, -
E ME remote I:I ‘: ‘: I:I E’ ME remote :' @

controller

I controller I

TB7 TB3 N1 N2

Outdoor/Heat source unit Tre_msmlssmn boo_ster (No.1) should be used, if the total equivalent number of Within N2, conditions 1,2 should be followed.
units of Indoor units and ME remote controllers reaches 40,

or if the total equivalent transmission power consumption reaches 32. 1.The total equivalent number of units of Indoor units

and ME remote controller should not exceed 40.

( 2.The total equivalent transmission power consumption
% - should not exceed 25.

(

Transmission
booster
PAC-SF46EPA-G
(No.2)

LOSSNAY
unit

Centralized controller

v
'
(AE-200A) LOSSNAY i LOSSNAY
remote controller o remote controller
N3

N4

Within N4, the total equivalent transmission
power consumption should not exceed 25.

Transmission booster (No.2) should be used,
if the total equivalent transmission power consumption reaches 5.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL R2-Series (High efficiency)

11-3-3. Ensuring proper power supply to System controller

The power to System controller (excluding AE-200A, AE-50A, EW-50A, BAC-HD150) is supplied via M-NET transmission line. M-NET transmission
line at TB7 side is called Centralized control transmission line while one at TB3 side is called Indoor-Outdoor/Heat source transmission line. There
are 3 ways to supply power to the System controller .
A) Connecting to TB3 of the Outdoor/Heat source unit and receiving power from the Outdoor/Heat source unit.
B) Connecting to TB7 of the Outdoor/Heat source unit and receiving power from the Outdoor/Heat source unit.

(Not applicable to the PUMY model)
C) Connecting to TB7 of the Outdoor/Heat source unit but receiving power from power supply unit PAC-SC51KUA.

* System controllers (AE-200A, AE-50A, EW-50A, BAC-HD150) have a built-in function to supply power to the M-NET transmission

lines, so no power needs to be supplied to the M-NET transmission lines from the Outdoor/Heat source units or from PAC-SC51KUA.

11-3-3-A. When connecting to TB3 of the Outdoor/Heat source unit and receiving power from the

Outdoor/Heat source unit. .
Fig. 11-3-3-A MNET yonsmissonlines - on nes)
. Indoor-Outdoor/Heat source transmission lines) | controller
Maximum 3 System controllers can be connected to TB3. - . T S
. Sl — — — _Grouwp — — — |- Grouw
If there is more than 1 Outdoor/Heat source unit, it is e / . o |
. T
necessary to replace power supply switch connector CN41 Replacement of U || | |: | ][] !
with CN40 on one Outdoor/Heat source unit. WET gansmissontines | " !
(ransmission s | WA remote contoler! | I
_______ - e e —— =
==
unit Group
Lo _Cow
B L H—#

Use CN41
asitis.

System
controller

11-3-3-B. When connecting to TB7 of the Outdoor/Heat source unit and receiving power from the Outdoor/Heat source unit.
(Not applicable to the PUMY model)

A maximum of 6 system'controller are connectable to TB3 and TB7 of Fig. 11-3-3-B  yineT ransmission nes
Outdoor/Heat source Unlt gu;geg;m (Indoor-Outdoor/Heat source transmission lines)
(Not applicable to the PUMY model) . / - SN SO
It is necessary to replace power supply switch connector CN41 with [ e f ;. :
CN40 on one Outdoor/Heat source unit. e LI N i' [ T
M-NET transmission lines
Soreomvetcomvoteny | émgegmegon‘r_oﬂe;" _______ b
Wﬂ _ _ _ _Grouw_ _ _ _ _Grouwp
L 83 . | 4 |
e Use CN41 ’ !
I 0] [
%+ | Iy |
'\ ME remole contrller /I o /I
Y trater
11-3-3-C. When connecting to TB7 of the Outdoor/Heat source unit but receiving power from PAC-SC51KUA.
When using PAC-SC51KUA to supply transmission power, the Fig. 11-3-3-C M-NET transmmission lines o
. (Indoor-Outdoor/Heat source transmission lines)
power supply connector CN41 on the Outdoor/Heat source units Bt orou oo
should be kept as it is. It is also a factory setting. w b, T T T A |
. TB7 2 '—//—|—\/—#—\ H
1 PAC-SC51KUA supports maximum 1 AG-150A-A or UsoGNAT L C 0T e !
1 EB-50GU-A unit due to the limited power 24VDC at its TB3. e o | h !
However, 1 PAC-SC51KUA supplies transmission power at its (fmnmissionlnes 1 gm,m.mm.e/,l. B
TB2 equal to 5 Indoor units, which is referable at Table 2. t - EE
If System controller, ON/OFF controller connected to TB7 consume unt pm— R _Cow
transmission power more than 5 (Indoor units), Transmission (D) T L o !
. . Use CN41
booster PAC-SF46EPA-G is needed. PAC-SF46EPA-G supplies : L 1] :I [ [nooorund] !
L . ] |
transmission power equal to 25 Indoor units. N e |
_______ R —4
/\ CAUTION Fig. 11-3-3-D
mHow to connect system controllers (AE-200A, AE-50A, EW-50A, BAC-HD150) to a given system Hntor-unoaniant source transmission lines)
System controllers (AE-200A, AE-50A, EW-50A, BAC-HD150) have a built-in function to supply s orou Group
power to the M-NET transmission lines, so no power needs to be supplied to the M-NET transmission . /e ST T T T
lines from the Outdoor/Heat source units or from PAC-SC51KUA. S e T T !
Leave the power supply connector on the Outdoor/Heat source unit connected to CN41 as it is. asiti r | | :' [ | [tooruni] 1
Refer to 11-3-2 for information about the power-supply capacity of each system controller BHAET tansmisson s ! g | ! \
(EW-50A, BAC-HD150) to the low-level system controllers. forcentalzed convoter) | __ [IMAremotecontoter 1 [J _
F [owdoor
m%gtsemce o GLOLIp_
BT R L H |

Use CN41
asitis.

System
controller
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11. M-NET CONTROL R2-Series (High efficiency)

11-3-4. Power supply to expansion controller
1-phase 100-240VAC power supply is needed.
The power supply unit PAC-SC51KUA is not necessary.
The expansion controller supplies power through TB3, which equals 6 indoor units. (refer to Table 2)

11-3-5. Power supply to BM ADAPTER
1-phase 100-240VAC power supply is needed.
The power supply unit PAC-SC51KUA is not necessary when only BM ADAPTER is connected.
Yet, make sure to move the power jumper from CN41 to CN40 on the BM ADAPTER.

11-3-6. Power supply to AE-200A/AE-50A/EW-50A

1-phase 100-240VAC power supply is needed.
The power supply unit PAC-SC51KUA is not necessary when connecting only the AE-200A/AE-50A/EW-50A.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL

R2-Series (High efficiency)

11-4. Address setting
11-4-1. Switch operation

In order to constitute CITY MULTI in a complete system, switch Rotary switch
operation for setting the unit address No. and connection No. is Branch . i
required. No. setting Unit address No. setting

(@ Address No. of outdoor unit, indoor unit and ME remote controller.

The address No. is set at the address setting board.

In the case of R2 system, it is necessary to set the same No. at the
branch No. switch of indoor unit as that of the BC controller

) 7 9 7
o) » © »
- w - w

QQ’Q Qg’q

connected. (When connecting two or more branches, use the lowest

branch No.)

@ Caution for switch operations

* Be sure to shut off power source before switch setting. If operated with power source on, switch can
not operate properly.

* No units with identical unit address shall exist in one whole air conditioner system. If set erroneously,
the system can not operate.

® MA remote controller

* When connecting only one remote controller to one group, it is always the main remote controller.
When connecting two remote controllers to one group, set one remote controller as the main remote controller

and the other as the sub remote controller.

* The factory setting is “Main”.

PAR-4"x"MAA ("x" represents 0 or later), PAR-CTO1MA

The MA remote controller does not have the switches listed above.
Refer to the installation manual for the function setting.

PAC-YT53CRAU

| Setting the dip switches |

There are switches on the back of the top case. Remote controller Main/Sub and other function settings are performed
using these switches. Ordinarily, only change the Main/Sub setting of SW1.
(The factory settings are ON for SW1, 3, and 4 and OFF for SW2.)

display

SW No SW contents Main ON OFF Comment

Remote controller . “« AN

1 Main/Sub setting Main Sub Set one of the two remote controllers at one group to “ON”.

2 Te.mperat.ure display Celsius Fahrenheit | When the temperature is displayed in [Fahrenheit], set to “OFF”.
units setting

3 Cooling/heating Yes No When you do not want to display “Cooling” and “Heating” in the
display in AUTO mode AUTO mode, set to “OFF”.

4 Indoor temperature Yes No When you do not want to display the indoor temperature,

set to “OFF”.
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11. M-NET CONTROL

R2-Series (High efficiency)

11-4-2. Rule of setting address

System control interface

Unit Address setting Example Note
Use the most recent address within the same group of indoor units. Make the
Indoor unit indoor units address connected to the BC controller (Sub) larger than the indoor

units address connected to the BC controller (Main).

10

(MAC-333IF-E) 01 ~ 50 CARN VAN | 1 applicable, set the sub BC controllers in an PURY system in the following order:
A-M converter Qs | Nos > (1) Indoor unit to be connected to the BC controller (Main)
(PAC-IFOTMNT-E) 10 p (2) Indoor unit to be connected to the BC controller (No.1 Sub)
(3) Indoor unit to be connected to the BC controller (No.2 Sub)
Set the address so that (1)<(2)<(3)
The smallest address of indoor unit in same refrigerant system + 50
<n 5 Assign sequential address numbers to the outdoor units in one refrigerant circuit
51 ~ 99, 100 ® . ) (e v system. OC and OS are automatically detected. (Note 2)
Outdoor unit (Note1) s\ o6
10 1 *Please reset one of them to an address between 51 and 99 when two addresses
overlap.
*The address automatically becomes "100" if it is set as "01~ 50"
o Zo The address of outdoor unit + 1
BC f:ontroller 52 ~ 99, 100 :': (92 | *Please reset one of them to an address between 51 and 99 when two addresses
(Main) JEY Js 2 overlap.
10 ! *The address automatically becomes "100" if it is set as "01~ 50"
BC controll Y e
© ™ © ~
(Sut():;)n rotler 52 ~99, 100 rw O Lowest address within the indoor units connected to the BC controller (Sub) plus 50.
10 1
=z ME, LOSSNAY o 5 $ol [ > $e| | The smallest address of indoor unit in the
= group + 100
£ | Remote controller 101 ~ 150 F@‘“ r@“’
S | (Main) Fild i 9% || *The place of "100" is fixed to "1"
10 1
& | ME, LOSSNAY ;‘(fD’p oﬁ@o"q The address of main remote controller + 50
'S | Remote controller | 151 ~ 199, 200 1 94| |T9%4” | | #The address automatically becomes "200" if it is set as "00"
S| (Sub) Fixed 0 ,
90 90, 90/
ON/OFF remote 201 ~ 250 :@: :@: (= The smallest group No. to be managed + 200
controller A 9% 5% || *The smallest group No. to be managed is changeable.
100 10 1
AE-200A/AE-50A
. | AG-150A-A
Q| EB-50GU-A 000, 201 ~ 250 0,2 0-5 0-9 * TC-24B cannot be set to "000".
Q
o
1 0,2 0-5 0-9 ) -
@ | PAC-YG50ECA 000, 201 ~ 250 ’ * Settings are made on the initial screen of AG-150A-A.
2. 100 10 1
w
BAC-HD150 000, 201 ~ 250 0,2 0-5 0-9 * Settings are made with setting tool of BM ADAPTER.
100 10 1
‘b% 2 7\4 %‘b 2 7\\)
PAC-YG60MCA 01 ~50 T‘@‘“ “@‘“
(@) 10 1
g O 3 ]l\‘l ‘bg . ,N
. | PAC-YG63MCA 01 ~50 - « “@“’
<—( 95N 95N
_— 10 1
o 9, 0 0,
of w | | of >
PAC-YGB6DCA 01~50 ke r@‘“
10 1
20 3 e 0 Z,
O 0
LOSSNAY 01 ~50 ‘"@‘“ “@‘“ After setting the addresses of all the indoor units, assign an arbitrary address.
10 1
9/ 0 0/
PAC-IFO1AHC-J 201~250 | 2 i’@i 3@:’
Fixed S S

Note1: To set the address to "100", set it to "50"
Note2: Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending
order of their address.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL R2-Series (High efficiency)

11-4-3. System examples

Factory setting
Original switch setting of the outdoors, indoors, controllers, and BM ADAPTER at shipment is as follows.
« Outdoor unit :Address: 00, CN41: ON (Jumper), DipSW5-1: OFF
* Indoor unit :Address: 00
* BC controller :Address: 00
* ME remote controller :Address: 101
* BM ADAPTER : Address: 000, CN41: ON (Jumper)

Setting at the site

* DipSW5-1(Outdoor) : When the System Controller is used, all the Dip SW5-1 at the outdoor units should be

set to "ON".
* CN40/CN41 : Change jumper from CN41 to CN 40 at outdoor control board will activate central transmission

power supply to TB7;

(Change jumper at only one outdoor unit when activating the transmission power supply without
using a power supply unit.)

Power supply unit is recommended to use for a system having more than 1 outdoor unit,
because the central transmission power supply from TB7 of one of outdoor units is risking that
the outdoor unit failure may let down the whole central control system.

11-4-3-1. MA remote controller, Single-refrigerant-system, No System Controller

- —<Two outdoor units>--—~ ,—<One outdoor unit>—~

i PURY i | PURY i
I oc os | oc |
Il o0 0 | 00 .
[|CN4D  CN41 | |CN4O  CN41 !i CN40  CN41 !
I
e N e T
i DipSW5-1 Dipsws-1 | | | DipSW5-1 |
! OFF OFF i i OFF i
| TB3 TB3 | TB3
e DI
Group 1 Group 2 Group 3 Group 4
BC controller ! Indoor unit ; : : I : I :
00 t ] o0 | [ o0 | oo | | o0 | | 00 | ;
TB02 ! TB5 TB15 1} TB5 TBI5 TB5 >{TB15 ' TBS TB15 |} TB5 TB15
L OSRU| ™| i H b E
: Lo MA R/C i MAR/C ! MAR/C MAR/C !
; oo o ¥ (Main)  (Sub)
g f : g 5

*1 For Wireless R/C and Signal receiver unit (SRU), channel 1, 2 and 3 are selectable and should be set to same channel.

NOTE:

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order
of their address.

. No address setting is needed.

. For a system having more than 32 indoor unit, confirm the need of Booster at 11-3. "System configuration restrictions".

. Indoor units should be set with a branch number.

. Address setting is required if a sub BC controller is connected.

. When the PAR-CTO1MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("x" represents 0 or later) is connected
to a group, no other MA remote controllers can be connected to the same group.

o~ wON
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11. M-NET CONTROL R2-Series (High efficiency)

11-4-3-2. MA remote controller, Single-refrigerant-system, System Controller
- — <Two outdoor units>-—~ ,—<One outdoor unit>~

/
I PURY | IPURY i
, 0oC 0s ii ocC i
Il 51 52 |1 51 .
| CN40  CN41 CN40  CN41 !i CN40  CN41 !
1
I e A N T
i DipSW5-1 DipSWS5-1 |! DipSWS5-1 |
, ON ON H ON !
| TB3 B3 ) 83| |
S P o\ =
Group 1 Group 2 Group 3 Group 4

BC controller { Indoor unit it |

ss | |01 | [o] [ i[oa] | [05] s

TB02 ! TB5 TB15 !} TB5 TB15 TB5NTB15 i TB5 T815 ! TB5 TB15

201 5 ' SRU | *1 E X i

SC ! MAR/C ! ' i MAR/C !! MAR/C MAR/C !

5 :i ' o o (Main)  (Sub) |

; I g g s

' Wireless R/IC . N K

*1 For Wireless R/C and Signal receiver unit (SRU), channel 1, 2 and 3 are selectable and should be set to same channel.

*SC can be connected to TB3 side or TB7 side;
Should SC connected to TB7 side, change Jumper from CN41 to CN40 at the Outdoor unit module so as to supply power to the SC.
Up to three System controllers can be connected to TB3 side.

NOTE:

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order of their
address.

2. Address should be set to Indoor units and central controller.

3. For a system having more than 32 indoor unit, confirm the need of Booster at 11-3. "System configuration restrictions™.

4. Indoor units should be set with a branch number.

5. When the PAR-CT01MA series, PAR-FSO01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("x" represents 0 or later) is connected
to a group, no other MA remote controllers can be connected to the same group.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL R2-Series (High efficiency)

11-4-3-3. MA remote controller, Multi-refrigerant-system, System Controller at TB7/TB3 side, Booster for long M-NET wiring

PURY PURY PURY
OoC 0OS OC 0OSs OC S
TB7 TB7 TB7 TB7 TB7\/%
51 52 91 92 97
CN40  CN41 | [ CN4O  CN41 CN40  CN41 | [ CN4O  CN41 CN40  CN41
DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1
ON ON ON ON ON
TB3 TB3 TB3 TB3 TB3JV
N
Group1 Group 2 Group 21
BC controller | Indoor unit ; ; - : '
| 53 | i ot | ¢ | 02 ] [ 03 | | 30 ;
TB02 ! TB5 TB15 EE 85 TB15 TB5 >{TB15 ETBZ((_|_| (B3| TB5 TB15 (( 5
' i \ )) DA ) |
! " ! Transmission Booster 1 !
! ¥ ' PAC-SF46EPA-G | !
PSU . SRU|[*1 | ' ! '
Power supply 202 | v MA R/C E ; MAR/C MAR/C !
unit (PSU) v Y ! : (Main)  (Sub) !
(PAC-SC51KUA) ' . ' . ' H
*2 %4 ! 1 0 :
! Wireless R/C |1 | ' |
0000r201 | | SeemmeemoermlNemeeeooococoeoococoocoeoooot e
SC
Group 31 Group 32 LOSSNAY Group 33 Group 34
BC controller ! Lo " Interlocked with  BC controller ! bt i
(Main) + Indoor unit ; ' M-NET address 42 (Sub1) ' e i
93 | [ 41 a2 [0 [<@a> | | ea | [ aa ] [ 45 ] ]
TB02 ! TB5 TB15 | 1TB5 L TBS | TB5 TB15 !t TB5 TB15 E
© SRU|*| 1 pa2l : ¥ 5
203 | » | MERC ! : MARC !!  MARC MAR(C :
! I : : H (Main)  (Sub) !
sc3 o : ; N ;

*1 For Wireless R/C and Signal receiver unit (SRU), channel 1, 2 and 3 are selectable and should be set to same channel.

*2 System controller should connect to TB7 at Outdoor and use power supply unit together in Multi-Refrigerant-System.
For AG-150A-A, 24VDC should be used with the PAC-SC51KUA.
For AE-200A, AE-50A, and EW-50A the power supply unit PAC-SC51KUA is unused.

*3 When multiple system controllers are connected in the system, set the controller with more functions than others as a "main" controller
and others as "sub".
AE-200A, AE-50A, EW-50A, and BAC-HD150 are for exclusive use as a "main" system controller and cannot be used as a "sub" system
controller. Make the setting to only one of the system controllers for "prohibition of operation from local remote controller”.

*4 The power supply unit is not necessary for AE-200A, AE-50A, EW-50A, and BAC-HD150.

NOTE:

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order of their
address.

2. Address should be set to Indoor units, LOSSNAY and system controller.
3. M-NET power is supplied by the Outdoor unit at TB3, while Indoor unit and ME remote controller consume the M-NET power for
transmission use. The power balance is needed to consider for long M-NET wiring. Details refer to 11-3. "System configuration

restrictions”.
4. Indoor units should be set with a branch number.

5. Assign an address to each of the sub BC controllers which equals the sum of the smallest address of the indoor units that are connected
to each sub BC controller and 50.

6. When the PAR-CTO1MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("x" represents 0 or later) is connected
to a group, no other MA remote controllers can be connected to the same group.
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11

. M-NET CONTROL R2-Series (High efficiency)

11-4-3-4. ME remote controller, Single-refrigerant-system, No system controller

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.

OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order of their

address.
2. Address should be set to Indoor units, system controller and ME remote controllers.

3. M-NET power is supplied by the Outdoor unit at TB3, while Indoor unit and ME R/C consume the M-NET power for transmission
use. The power balance is needed to consider for long M-NET wiring. Details refer to 11-3. "System configuration restrictions".

4. Indoor units should be set with a branch number.

(— — <Two outdoor units>- - /- -<One outdoor unit>- -
, PURY | 1 PURY |
I oc 0S I I ocC I
1
| 51 52 o 51 i
i CN40  CN41 | [CN40  CN41 ! i CN40  CN41 !
=]l il =] .
| DipSW5-1 DipSW5-1 | | 1 DipSW5-1 |
| OF OFF i I OFF i
1 1
TB3 TB3 , TB3 ,
BN o™l
Group 1 Group 2 Group 3 Group 4
BC controller | Indoor unit ¥ : : ! ;
53 o1 | [ 02 | | 03 | ¥
TB02 | TB5 ' 785 TB5
T i i
. MERC i MERC ¥ ¥
NOTE: N N M o

S

11-4-3-5. ME remote controller, Single-refrigerant-system, System controller, LOSSNAY

- — <Two outdoor units>- -, (— -<One outdoor unit>- -
PURY | 1 PURY |
ocC 0s i I ocC i

51 52 || 51 .

CN40  CN41 CN40  CN41 ! i CN40  CN41 !
g g (g
DipSW5-1 DipSW5-1 || DipSW5-1 |
ON ON U ON |
T83[\__TB3 h = |
N B VAN -

Group 1 Group 2 LOSSNAY Group 3 Group 4

Interlocked with

BC controller . Indoor unit ' \' M-NET address 02 : '-
53 | i [ o1 ] :i]o2] i [<0>] i[04 | n[ 05|
TBO2 "T85 | 78S ' TBS "T85 | Te5
201 L for] i hog T
sc ME R/C ME R/C ME R/C ME R/C ME R/C

*SC can be connected to TB3 side or TB7 side;
Should SC connected to TB7 side, change Jumper from CN41 to CN40 at the Outdoor unit module so as to supply power to the SC.
Up to three System controllers can be connected to TB3 side.

NOTE:

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order of their
address.

2. Address should be set to Indoor units, LOSSNAY, central controller, and ME remote controllers.

3. For a system having more than 32 indoor unit, confirm the need of Booster at 11-3. "System configuration restrictions".

4. Indoor units should be set with a branch number.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL R2-Series (High efficiency)

11-4-3-6. ME remote controller, Multi-refrigerant-system, System Controller at TB7 side, LOSSNAY, Booster for long M-NET wiring

PURY PURY PURY
ocC os ocC os OC\/J}S
TB7 TB7 TB7 TB7 TB7
51 52 91 92 96
CN40  CN41 CN40  CN41 CN40  CN41 CN40  CN41 CN40  CN41
DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1
ON ON ON ON ON
TB3 B3 TB3 TB3 TB3JV
N
Group 1 Group 2 Group 21
BC controller * 0 : "\ BC controller -” 0
(Main) ! Indoor unit ! : ! (Sub) . !
| 53 |i | o | ] o0 | | 03| !]| 80| [ 30 |
TBO2 | TB5 1 TB5 TB5 | TBO2 B2 ((TB3 | TB5 « !
: ¥ : )S‘D—» ! » !
i E , E Transmission Booster | E
i " ! PAC-SF46EPA-G | !
PSU : 101 x 102 ; : 130 |
© MER/C |+ MER/C | + MER/C i
Powersupply | ~  Seemmemmsmo-es e T S ‘
unit (PSU) L NAY
(PAC-SC51KUA) Group 31 Group 32 In?esri)cked with Group 33 Group 34
1 BC Controller.’”_Iﬁac_)b_t'_dﬁit_-“:.' --------------  M-NET address 42 © ‘: ST |
o3 | [ a1 ] i [a2]: |&>| 44 ¥ 45 i
000 0r201| | TB02 | TB5 1 TBS | TB5 : TB5 i TBS 5
sc : 3 : 5 ¥ :
D41 nooo 42l 5 144 ' 145/ 195
. MER/IC i MERC ME R/C o MER/C MER/C |

*1 System controller should connect to TB7 at Outdoor and use power supply unit together in Multi-Refrigerant-System.
For AG-150A-A, 24VDC should be used with the PAC-SC51KUA. For AE-200A, AE-50A, and EW-50A the power supply unit
PAC-SC51KUA is unused.

NOTE:

1. Outdoor units OC and OS in one refrigerant circuit system are automatically detected.
OC and OS are ranked in descending order of capacity. If units are the same capacity, they are ranked in ascending order of their address.

2. M-NET power is supplied by the Outdoor unit at TB3, while Indoor unit and ME R/C consume the M-NET power for transmission
use. The power balance is needed to consider for long M-NET wiring. Details refer to 11-3. "System configuration restrictions".

3. Indoor units should be set with a branch number.

4. Assign an address to each of the sub BC controllers which equals the sum of the smallest address of the indoor units that are connected
to each sub BC controller and 50.
When the address assigned to sub BC controller overlaps those of any other units including outdoor units (OC/OS) or main BC controller,
sub BC controller will be given priority to have the address.

. NOTE
11-4-3-7. Example: BC, BC sub « Indoor units should be set with a branch number.
PURY + BC (main) address = O/U address + 1
0os oc * BC (sub) address = Lowest address within the indoor units connected to the BC controller (sub) + 50
« If applicable, set the sub BC controllers in an PURY system in the following order
52 51 (1) Indoor unit to be connected to the BC controller (Main)
CN40 CN41 || CN40 CN41 (2) Indoor unit to be connected to the BC controller (No.1 Sub)
|:| |:| (3) Indoor unit to be connected to the BC controller (No.2 Sub)
@ @ Set the address so that (1)<(2)<(3)

—— M-NET wiring === : Piping

DipSW5-1 ||  DipSW5-1
OFF OFF BC controllers
TB3 TB3 TB02 CMB-P-NU-JA2 (main)

BC controllers
CMB-P-NU-KB2 (No.2 sub)

BC controllers
CMB-P-NU-KB2 (No.1 sub)
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11. M-NET CONTROL R2-Series (High efficiency)

11-4-3-8. ME remote controller, Multi-refrigerant-system, No Power supply unit

PURY PURY
oc 0s oc
TB7 TB7 TB7 ﬁs
51 52 56
CN40  CN41 CN40  CN41 CN40  CN41
e A
DipSW5-1 DipSW5-1 DipSW5-1
OFF OFF OF
TB3 TB3 TB3
Group 1 Group 2
BC controller:” T I ,
| s Ji J ot | Jo2] o3| | o4l i ] 05| |
) 1802 5 % ]
3 : ' :
- o 0 fos]
. MERC ;i MERC
Group 4 Group 3 : :
BC controller !~ . __________________________________________ Vo ;
| 57 |i ] 10 ] i ] oo | o8| | o7 |ii | 06] :
TBO2 5 i
o 7] i
. MERC ! MER/C || 5
NOTE . MERL O L MERE SN )

* It is necessary to change the connecter to CN40 on the outdoor unit control board (only one outdoor unit) when the group is set between other refrigerant systems.
* It is necessary to set on the remote controller by manual when group sets on the different refrigerant system. Please refer to remote controller installation manual.

11-4-3-9. ME remote controller, Multi-refrigerant-system, System Controller at TB7 side, No Power supply unit

ggRY o8 PURYOC
TB7 TB7 TB7 ﬁs
51 52 56
CN40  CN41 CN40  CN41 CN40  CN41
e A
DipSW5-1 DipSW5-1 DipSW5-1
ON ON ON
TB3 TB3 TB3
Group 1 Group 2
BC controller:” T I '
| s Ji J ot | Jo2] o3| | o4l i ] 05| |
) 1802 5 % ]
3 : L :
201 Y L |1os
sc .\ MERC Ji MERC
Group 4 Group 3 : :
BC controller !~ . __________________________________________ Vo .
| 57 |i ] 0] i ] oo | o8| | o7 |ii | 06 :
TBO2 5 i
o 7] i
. MERC ! MERC || ;

NOTE
« It is necessary to change the connecter to CN40 on the outdoor unit control board (only one outdoor unit) when the group is set between other refrigerant systems.
« Up to three System controllers can be connected to TB3 side.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

11. M-NET CONTROL

R2-Series (High efficiency)

11-4-3-10. AE-200A + AE-50A/EW-50A
AE-200A can control max. 200 indoor units/via AE-50A.

HUB

PC with
Browser

-— <Two outdoor units> - —~,— - <Two outdoor units> —~  -- <One outdoor unit>-~
AE-200A | PURY 1| PURY It pURY |
I I| I
1
000 I o os | oc os | oc |
CN21 1 H( 1 S( 1
m [ TB7 TB7 RACH TB7 IRENT:Y; |
I
| 51 52 i' 51 52 iI 51 i
i CN4O CN41 | |CN40 CN41 | || |CN4O CN41 | |CNdO  CN41 'i CN40  CN41 !
I
= g I e e |
! DipSWS5-1 DipSWS5-1 |i DipSWS5-1 DipSW5-1 ||, | DipSW5-1 |
| ON ON ¥ ON oN || ON |
1 TB3 TB3 | TB3 TB3 ' TB3
T _J;___RIJ: _______ _Jk___é ______ J
Group 1 Group 2 Group 40
i Indoor unit 1 | :
o1 | [ o2 ] [ 03] | 42
! TB5 TB15 1 TB5 TB15 TB5 >(TB15 B2 [ ((TB3.185/ |\ TB15
: o R s IR
E " » Transmission Booster !
'OSRU|*M| 0 I:, | PAC-SF4GEPAG !
: Lo MA R/C : 1 MAR/C MAR/C
E ! n . © (Main) (Sub)
e g s |
' Wireless R/IC it ; '
AE-50A/
EW-50A
000 PURY PURY PURY
CN21 OoC (O8] oC (O] oC
@ TB7 TB7 TB7 TB7 TB7
51 52 91 92 96
CN40 CN41 | | CN4O  CN41 CN40 CN41 | | CN4D  CN41 CN40  CN41
DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1
ON ON ON ON ON
TB3 TB3 TB3 TB3 TB%L
—~Z
M\
Group 1 Group 2 Group 21
AE-50A/ ! Indoor unit , . '
EW-50A S 2 e A | 30
000 1 TB5 ' TB5 TB5 L TB2( [ | (B3 TBS «
CN21 . i ) DI »
@ %S H EE 'Transmission Booster :
" 101 b ho2 " PAC-SFAGEPAG | 180
| MERC i MERIC E i MER/C MER/C
AE-50A/ | o G s eeniay T Greun a3 e an T
Group 31 Group 32 LOSSNAY Group 33 Group 34
EW-50A ST Y s Interlocked with =" 77T T T NIt
000 ; Indoor unit .. ! M-NET address 42! "
o | e e (@] | [a] [
@ !T85 ' TBS ' TBS5 "T85 ' TB5
Copa o hag] b haglE 195
| MERC ! MERC | | MERIC i MER/IC MER/C

*1 For Wireless R/C and Signal receiver unit (SRU), channel 1, 2 and 3 are selectable and should be set to same channel.

*2 When the PAR-CT01MA series, PAR-FS01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("x" represents 0 or later) is connected
to a group, no other MA remote controllers can be connected to the same group.

N .
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11. M-NET CONTROL R2-Series (High efficiency)

11-4-3-11. BACnet®
EW-50A (AE-200A) can control up to 50 units/groups (including LOSSNAY).
*To use the BACnet® function on EW-50A (AE-200A), BACnet® license registration is required.
EW-50A(01)
000 - <Two outdoor units> — - N {— <One outdoor unit> - N
I
HUB | cN40 CN41 | | ii i
_D 1L oc 0s . oc ,
LAN2 @ I TB7 TB7 | i 35 TB7 ™\ |
51 52 || 51 i
i CN4O  CN41 | [CN4D CN41 | 4 ! CN4O  CN41 i
f=g=ii=hmlii=)
i'| DipSWs5-1 DipSW5-1 | | DipSW5-1 |
| ON ON i | ON i
I TB3
TN L
Group 1 Group 2 Group 40
BC controller | Indoor unit -' ; / .
| 53| o1 | o | |o03] ‘! 1 42 | |
TB02 | TB5 TB151} TB5 TB15 TB5 )<TB15 1TB2(( (3 785/ \1B15 |
: o ' ) DN !
H o i Transmission Booster ! H
' osrult | ! PAC-SF46EPA-G . . !
: + ' MARIC 5 ! MAR/C MAR/C !
: o : ¢+ (Main) (Sub) |
E I E | 5
E Wireless R/C ' | : |
o EW-50A(02)
° 000
c
%) CN40 CN41 oc 0s oc oS oc
< DLANZ B I (787 TB7 TB7 TB7 B\
@ 51 52 91 92 96
CN4O  CN41 | | CN4O  CN41 CN40  CN41 | | CN4O  CN41 CN40  CN41
o o I o s s
DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1 DipSW5-1
ON ON ON ON ON
83 83 TB3 B3 Tsai/
N =
Group 1 Group 2 Group 21
BC controller ~ ,--7---------~ L TTTTTTTT T sy . pTTTTTT T .
(Main) ; Indoor unlt ¥ : ; :
53 | ] o]0 | ! [ 30 |
TB02 . TB5 :E TB5 :TBZ«J_| ((TB3 E TB5 « :
' o ' )) DI ) E
1 " \Transmission Booster ! .
' H ! PAC-SF46EPAG ! 180|
‘\___'Y'_E_R_/?___f :\__!V_'EB{(P ____________ . \__MER/C_ MERIC |
LOSSNAY
BC controller ,--95999-%-\ I,_G_[qqr_)_3‘_2_s Interlocked with ... Group -3-3--~‘ ,-----95(2[59?14- ----- R
(Main) i Indoor unit . ! M-NET address 42 | " '
93 e ] [a2 ] (@] [ 44 ] ] 45 :
TB02 !T85 i1 TB5 | TB5 | TB5 ' TBS
b et haz] L (144 i [145]  [195]
HUB \_MERC i MERC \__MER/C i MERC MER(C
'DE For other equipments (Lighting, security, elevator etc.)
*1 For Wireless R/C and Signal receiver unit (SRU), channel 1, 2 and 3 are selectable and should be set to same channel.
*2 When the PAR-CT01MA series, PAR-FSO01MA series, PAR-4"x"MA series, or PAR-3"x"MA series ("x" represents 0 or later) is connected
to a group, no other MA remote controllers can be connected to the same group.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN R2-Series (High efficiency)

12-1. R410A Piping material

Refrigerant pipe for CITY MULTI shall be made of phosphorus deoxidized copper, and has two types.
A. Type-O: Soft copper pipe (annealed copper pipe), can be easily bent with human's hand.
B. Type-1/2H pipe: Hard copper pipe (Straight pipe), being stronger than Type-O pipe of the same radical thickness.

The maximum operation pressure of R410A air conditioner is 4.30 MPa [623psi]. The refrigerant piping should ensure the safety
under the maximum operation pressure. MITSUBISHI ELECTRIC recommends pipe size as Table1, or You shall follow the local
industrial standard. Pipes of radical thickness 0.7mm or less shall not be used.

Table 1. Copper pipe size and radial thickness for R410A CITY MULTI.
Size (mm)  Size (in.)  Radial thickness (mm) Radial thickness (mil) Pipe type

26.35 21/4" 0.8 [32] Type-O
29.52 23/8" 0.8 [32] Type-O
212.7 21/2" 0.8 [32] Type-O
215.88 25/8" 1.0 [40] Type-O
219.05 23/4" 1.2 [48] Type-O
219.05 23/4" 1.0 [40] Type-1/2H or H
©22.2 27/8" 1.0 [40] Type-1/2H or H
225.4 21" 1.0 [40] Type-1/2H or H
228.58 21-1/8" 1.0 [40] Type-1/2H or H
231.75 21-1/4" 1.1 [44] Type-1/2H or H
234.93 21-3/8" 1.2 [48] Type-1/2H or H
241.28 21-5/8" 1.4 [56] Type-1/2H or H

* For pipe sized 219.05 (3/4") for R410A air conditioner, choice of pipe type is up to you.
* The figures in the radial thickness column are based on the Japanese standards and provided only as a reference. Use pipes that meet the
local standards.

Flare

Due to the relative higher operation pressure of R410A compared to R22, the flare connection should follow dimensions
mentioned below so as to achieve enough the air-tightness.

Flare pipe Pipe size A (For R410A)  (mml[in.]) Flare nut Pipe size B (For R410A)  (mml[in.])
26.35 [1/4"] 9.1 _ 26.35 [1/4"] 17.0
29.52 [3/8"] 13.2 1 \ 29.52 [3/8"] 22.0
212.70 [1/2"] 16.6 ] \ ), 212.70 [1/2"] 26.0
215.88 [5/8"] 19.7 - 215.88 [5/8"] 29.0
219.05 [3/4"] 24.0 B 219.05 [3/4"] 36.0

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 174



12. PIPING DESIGN R2-Series (High efficiency)

Procedures for installing the branched pipes

Refer to the instructions that came with the branched pipe kit (separately sold) for details.
[1] Branches on the indoor-unit side

+Restriction on installing the branch joint between Main BC and Sub BC on the high-pressure piping,
low-pressure piping, and liquid piping.

To Sub BC controller

C
A B
To Main BC controller @ O:]D To Sub BC controller

-Regarding the branch joint between Main BC and Sub BC on the high-pressure/low-pressure/liquid piping, A and B
must be installed horizontally, and C must be installed upward higher than the horizontal plane of A and B.

[2] Branches on the outdoor/heat source-unit side

Note. Refer to the figure below for the installation position of the twinning pipe.

The Twinning pipe must be installed horizontally using a level vessel to avoid unit damage.

O——— Tr
\PKTwinning pipe

+Minimum length of the straight section of the pipe before the branched pipes
Always use the pipes supplied in the branched pipe kit, and make sure the straight section of the pipe immediately
before it connects to the branched pipe is at least 500 mm (19-11/16 in.). Failure to do so may damage the unit.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

12-2. Piping Design
"BC controller," "BC controller (Main)," and "BC controller (Sub)" that appear in this section refer to the J-type, JA/KA type, and KB type.

12-2-1. IF 16 ports or less are in use, i.e., if only one BC controller is in use with no sub

BC controller.

Note1. No Header usable on PURY system.

Note2. Indoor unit sized P72-P96 should be connected to BC controller via Y shape joint CMY-R160-J1.

Note3. Indoor unit sized P72-P96 does NOT share BC controller ports with other Indoor units;
Note4. As bents cause pressure loss on transportation of refrigerant, fewer bents design is better;

Piping length needs to consider the actual length and equivalent length which bents are counted.

Equivalent piping length (m) = Actual piping length + "M" x Number of bent.

Note5. Set DIP-SW 4-6 to ON of BC controller, in case of connected Indoor unit sized P72-P96 with 2 ports.
Note6. Do not connect multiple indoor units to the same port when operating each of them in different mode
(cooling, heating, stop, and thermo-off). In case of connecting multiple indoor units to the same port,

CMY-R160-J1
(Liquid side)

M- |BC controller

Joint CMY-R160-J1 Liquid side

(M)@3/8"(Brazing y==—x
=/=§=
(M)@3/8"(Brazing)

226

|
=—=5 (N)09.52ID

Joint CMY-R160-J1 Gas side

226

PR "
connecting all indoor units to one remote controller and switching SW1-1 ON in the all connected indoor R R1601 ]| (Brmg) (T)o19.05ID
units (switch to thermostat built in the remote controller) are recommended. (Gas sige) (S)05/8"(Brazing) /=1

Note7. Indoor capactiy is described as its model size. For example, PEFY-P24NMAU-**, its capacity is P24.

Note8. Total down-stream Indoor capacity is the summary of the model size of Indoors down-stream. For example,  Fig. 12-2-1AA
PEFY-P24NMAU-** + PEFY-POBNMAU-**: Total Indoor capacity = P24 + P06 = P30.

Note9. To connect the BC controller to the main pipe, use the reducer (CMY-R301S-G, CMY-R302S-G1, or CMY-R304S-G1).

Note10. Install the pipes correctly referring to the section titled "Procedures for installing the branched pipes."

ou
Pipe (High pressure) Pipe (Low pressure)
H CMY-R160-J1 (joint)
— BC controller (Main BC)/ . (P04-P54)
Refer to the (joint_A) L
installation manual —», CMY-Y102SS-G2
for the connection CMY-Y102LS-G2 i i
] D ?—E—?—,
h1 D E I
Pipe (Liquid) 1 B c h2
] 5 C
Pipe (Gas) S e c d ¢ [ g
c d e g
[10] U A
(P04-P54) (P72-P96) Max. 3 sets for 1 port. Max. 3 sets for 2 port.

Fig. 12-2-1A Piping scheme
Piping length limitation *8

CMY-R160-J1 (joint)

Total capacity < = P54

P54 < Total capacity < = P96
IU (each) max < = P54

(m [ft.])

OU: Outdoor unit, IU: Indoor unit
Bent equivalent length

Item Piping in the figure Max. length Max. equivalent length Outdoor Model M (m/bent [ft./bent])
Total piping length (Total length of high pressure and liquid pipes) ~ A+B+C+D+E+atb+ctd+e+f+g+i ~ *1 - EP72T/YNU 0.35[1.15]
Farthest IU from OU A+D+EH+ 165 [5641] 190 [623] EP96T/YNU 0.42 [1.38]
Distance between OU and BC A 110 [360] *1 110 [360] *1 EP120T/YNU 0.50 [1.64]
Farthest IU from BC controller D+E+i 60 [197] *2*3 60 [197] *2*3 EP144T/YNU 0.50 [1.64]
Height between OU and IU (OU above IU) H 50 [164] *6 - EP168T/YNU 0.50 [1.64]
Height between OU and IU (OU under 1U) H' 40 [131]*7 - EP192T/YNU 0.50 [1.64]
Height between IU and BC h1 15 [49] (10 [32]) *4 - EP216T/YNU 0.70 [2.30]
Height between U and [U h2 30 [98] (20 [65]) *5 - EP240T/YNU 0.70 [2.30]

OU: Outdoor Unit; IU: Indoor Unit; BC: BC controller

1. Refer to the section 12-2-4.

*2. Details refer to Fig. 1.
*3. When the P72 or P96 model of indoor units are connected to the system, the maximum distance from the BC controller to the farthest indoor unit
(indicated as "D + E +i" in the figure is 40 m [131 ft].)
*4. Distance of Indoor sized P72, P96 from BC must be less than 10 m [32 ft], if any.
*5. Distance of Indoor sized P72, P96 from IU must be less than 20 m [65 ft], if any.
*6. 113 m [370 ft] is available depending on the model and installation conditions. For more detailed information, contact your local distributor.
*7.60 m [197 ft] is available depending on the model and installation conditions. For more detailed information, contact your local distributor.
*8. Total length of high-pressure pipes and liquid pipes
*9. When the high pressure piping length is 65 m [213 ft] or less, use 22.2 (27/8) pipe.
When the high pressure piping length exceeds 65 m [213 ft], use 822.2 (g7/8) pipe until 65 m [213 ft], use ©28.58 (21-1/8) pipe for the part that exceeds 65 m [213 ft].
Fig. 1 Piping length and height between IU and BC controller Piping "A"size selection rule (mm [in.])
70 Outdoor Model Pipe(High pressure) Pipe(Low pressure)
1) 60 EP72T/YNU 215.88 [5/8] 219.05 [3/4]
2 B —_— EP96T/YNU 219.05 [3/4] ©22.20 [7/8]
gz 50 —— EP120T/YNU 219.05 [3/4] ©28.58 [1-1/8]
2 g 40 EP144T/YNU ©22.20 [7/8] ©28.58 [1-1/8]
S8 30 EP168T/YNU ©22.20 [7/8] ©28.58 [1-1/8]
g 5 ) EP192T/YNU ©22.20 [7/8] ©28.58 [1-1/8]
8 § 0 EP216T/YNU ©22.20 [7/8]*9 ©34.93 [1-3/8]
%,% 10 EP240T/YNU ©22.20 [7/8]*9 ©34.93 [1-3/8]
c 9o
% < 0 0 5 10 15 Piping "B", "C", "D", "E" size seleciton rule (mm [in.])
g° Height difference between the main BC controller Total down-stream Indoor capacity _Pipe(Liquid) Pipe(Gas)
and farthest indoor unit (m) P54 or less 29.52 [3/8] 215.88 [5/8]
250 P55-P72 29.52 [3/8] 219.05 [3/4]
o P73-P96 29.52 [3/8] ©22.20 [7/8]
% g 200 — Piping "a", "b", "c", "d", "e", "", "g", "i" size selection rule _(mm [in.])
EE 150 T —— Indoor Unit size Pipe(Liquid)  Pipe(Gas)
£ g T P04-P18 26.35 [1/4] 212.70 [1/2]
§ 2 100 P24-P54 29.52 [3/8] 215.88 [5/8]
% T P72 29.52 [3/8] 219.05 [3/4]
2 g 50 P96 29.52 [3/8] ©22.20 [7/8]
5% Selection criteria for joints_A
o= 0 - -
23 0 5 10 15 20 25 30 35 40 45 Total down-stream Indoor capacity Joint
o Height difference between the main BC controller -P72 CMY-Y102SS-G2
and farthest indoor unit (ft) P73-P96 CMY-Y102LS-G2
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12. PIPING DESIGN

R2-Series (High efficiency)

12-2-2. IF more than 16 ports are in use, or if there is more than one BC controller in use for one
outdoor unit

Note1. No Header usable on PURY system.

Note2. Indoor unit sized P72-P96 should be connected to BC controller via Y shape joint CMY-R160-J1.

Note3. Indoor unit sized P72-P96 does NOT share BC controller ports with other Indoor units;

Note4. As bents cause pressure loss on transportation of refrigerant, fewer bents design is better;

Piping length needs to consider the actual length and equivalent length which bents are counted.
Equivalent piping length (m) = Actual piping length + "M" x Number of bent.

Note5. Set DIP-SW 4-6 to ON of BC controller, in case of connected Indoor unit sized P72-P96 with 2 ports.

Note6. Do not connect multiple indoor units to the same port when operating each of them in different mode
(cooling, heating, stop, and thermo-off). In case of connecting multiple indoor units to the same port,
connecting all indoor units to one remote controller and switching SW1-1 ON in the all connected indoor
units (switch to thermostat built in the remote controller) are recommended.

Note7. The maximum total capacity of indoor units that can be connected to each sub BC controller CMB-P*NU-KB2
is 126.

Note8. Indoor capactiy is described as its model size. For example, PEFY-P24NMAU-**, its capacity is P24.

Note9. Total down-stream Indoor capacity is the summary of the model size of Indoors down-stream. For example,
PEFY-P24NMAU-** + PEFY-POBNMAU-**: Total Indoor capacity = P24 + P06 = P30.

Note10. To connect the BC controller to the main pipe, use the reducer (CMY-R301S-G, CMY-R302S-G1, or CMY-R304S-G1).

Note11. To connect the sub BC controller to the main BC controller, use the reducer (CMY-R303S-G1, CMY-R305S-G1, or CMY-R306S-G).

Note12. Install the pipes correctly referring to the section titled "Procedures for installing the branched pipes."

Note13. Up to 11 sub BC controllers can be connected.

Joint CMY-R160-J1 Liquid side
226
{

R - S
(M)o3/8"(Brazing)

(N)29.52ID
(M)@3/8"(Brazing) —_—

Joint CMY-R160-J1 Gas side

CMY-R160-J1
(Liquid side)

M |BC controller

226
| —

CMY-R160-J1 (8)05/8"(Brazing)

(Gas side) === }\==\= (T)019.051D

(S)05/8"(Brazing) =1

Fig. 12-2-2AA
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ou Pipe (LP Gas)
(joint_B) Piple (Liquid)
Pipe (High pressure) CMY-R201S-G  (P04-P54) Pipe (HP Gas)
CMY-R202S-G @
by 1 e Pipe (Low pressure) CMY-R203S-G T
A _{ CMY-R2045-G 1] ht
HiH La BC controller (Sub BC)
F e G o / 7 ?—K
BC controller (Main BC) F G I J I K
T S . N L K h3
| Y — CMY-R160- J1 (joint) | h2
h @ [BC comro\ er (SubBC)]  [BC controller (Sub BC) |
1 a by 5 EE | BC controller (Sub BC) }
E'E| 'j-
Pipe m
9 g (Liquid) m “n h1
e \
e M1V IL:I Pipe (Gas) EJJ_n_‘
(P04-P54)| (P72-P96) C"’\'Af:( ?1 025562 Max. 3 sets for 1 port. Max. 3 sets for2 port. (P04-P54) (P04-P54) (P04-P54)
Total capacity < = P54 P54 < Total capacity < = P96
CMY-R160-J1 (oint) ~ CMY-Y102LS-G2 U (each) max < = P54
Fig. 12-2-2A Piping scheme OU: Outdoor unit, 1U: Indoor unit
Piping length limitation *11 (m [ft.])
ltem Piping in the figure Max. length Max. equivalent length
Total piping length (Total length of high pressure and liquid pipes) ~ A+B+C+D+E+F+G+J+K+atb+c+d+e+f+g+i+j+k+m+n  *1 -
Farthest IU from OU A+F+G+J+K+n 165 [541] 190 [623]
Distance between OU and BC A 110 [360] *1 110 [360] *1
Farthest IU from BC controller D+E+i 60 [197] *2*3 60 [197] *2*3
Farthest IU from BC controller via Sub BC controller F+G+J+K+n 90 [295] *9 90 [295] *9
Height between OU and IU (OU above IU) H 50 [164] *7 -
Height between OU and IU (OU under IU) H' 40 [131]*8 -
Height between IU and BC h1 15[49] (10 [32]) *4 -
Height between IU and U h2 30 [98] (20 [65]) *5 -
Height between BC(Main or Sub) and BC(Sub) h3 15 [49] (10 [32]) *6 -
OU: Outdoor Unit; IU: Indoor Unit; BC: BC controller Bent equivalent length
:; . gel‘erl to t?e iethi_on 212-2-4- Outdoor Model M(m/bent [ft./bent])
. Details refer to Fig. 2.

*3. When the P72 or P96 model of indoor units are connected to the system, the maximum EP72T/YNU 0.35[1.19]
distance from the BC controller to the farthest indoor unit EP96T/YNU 0.42[1.38]
(indicated as "D + E +i" in the figure is 40 m [131 ft].) EP120T/YNU 0.50 [1.64]

*4. Distance of Indoor sized P72, P96 from BC must be less than 10 m [32 ft], if any. EP144T/YNU 0.50 [1.64]

*5. Distance of Indoor sized P72, P96 from IU must be less than 20 m [65 ft], if any.

*6. When using 2 or more Sub BC controllers, max. height "h3" should be considered. EP168T/YNU 0.50 [1.64]

*7.113 m [370 ft] is available depending on the model and installation conditions. For more detailed EP192T/YNU 0.50 [1.64]
information, contact your local distributor. EP216T/YNU 0.70[2.30]

*8. 60 m [197 ft] is available depending on the model and installation conditions. For more detailed EP240T/YNU 0.70[2.30]

information, contact your local distributor.
When the piping length or the vertical separation exceeds the limit specified in Fig. 2, connect a sub BC to the system. The restriction for a system with
a sub BC connection is shown in Fig. 3. When a given system configuration falls within the shaded area in Fig. 3, increase the
size of the high-pressure pipe and the liquid pipe between the main BC and sub BC by one size. When using P12, P15, P18, P36, or P48 model of
indoor units, increase the size of the liquid branch pipe between the sub BC and indoor unit by one size.
When using indoor models P54 or larger, the restrictions shown in Fig. 2 cannot be exceeded.
*10. When the high pressure piping length is 65 m [213 ft] or less, use 822.2 (27/8) pipe.
When the high pressure piping length exceeds 65 m [213 ft], use 822.2 (g7/8) pipe until 65 m [213 ft], use 828.58 (21-1/8) pipe for the part that exceeds 65 m [213 ft].
*11. Total length of high-pressure pipes and liquid pipes

*9.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

Piping length and height between IU and BC controller

250 e 300
2€ 200 g T 20 *
é% g ] e —— g 5 200 ° \\\
= f— [——
g3 0 T E E 150 I s e \\=
3£ s <
gg 100 - 100
=N g2
25 $c o
[ 0 5 10 15 20 25 30 35 40 45 g @ 0 5 10 15 20 25 30 35 40 45
Height difference between Main BC controller é_% Height difference between Main BC controller
and farthest indoor unit (ft) o and farthest indoor unit (ft)
Fig. 2 Fig. 3
. *9. When the piping length or the vertical separation exceeds the limit specified in Fig. 2, connect
Fig. 3 a sub BC to the system.
Main The restriction for a system with a sub BC connection is shown in Fig. 3.
BC When a given system configuration falls within the shaded area in Fig. 3, increase the size of
L Fig. 3 SB%B SB%B the high-pressure pipe and the liquid pipe between the main BC and sub BC by one size.
: The maximum liquid branch pipe diameter is 19.05. If a given system already has a #19.05-pipe
between the main BC and sub BC, there is no need to increase the pipe size.
When using P12, P15, P18, P36, or P48 model of indoor units, increase the size of the liquid
Fig. 2 Fig. 2 Fig. 2 branch pipe between the sub BC and indoor unit by one size.
When using indoor models P54 or larger, the restrictions shown in Fig. 2 cannot be exceeded.
A
Lw ] Lw ] Lw ]

Piping "A"size selection rule (mm[in.]) Selection criteria for joints_A

Outdoor Model Pipe(High pressure) Pipe(Low pressure) Total down-stream Indoor capacity  Joint
EP72T/YNU 215.88 [5/8] 219.05 [3/4] -P72 CMY-Y102SS-G2
EP96T/YNU 219.05 [3/4] ©22.20 [7/8] P73-P96 CMY-Y102LS-G2
EP120T/YNU 219.05 [3/4] ©28.58 [1-1/8]
EP144T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP168T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP192T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP216T/YNU 222.20 [7/8]*10 ©34.93 [1-3/8] Selection criteria for joints_B
EP240T/YNU 222.20 [7/8]*10 34.93 [1-3/8] Total down-stream Indoor capacity Joint
-P126 CMY-R201S-G
P127-P216 CMY-R202S-G
P217-P234 CMY-R203S-G
Piping "B", "C", "D", "E" size seleciton rule (mm [in.]) P235-P360 CMY-R204S-G
Total down-stream Indoor capacity Pipe(Liquid) Pipe(Gas)
P54 or less 29.52 [3/8] ©15.88 [5/8]
P55-P72 29.52 [3/8 219.05 [3/4
P73-P96 29.52 [3/8 222.20 [7/8

Piplng ||au’ “b", ucu’ "d", " u, "f", ugn’ "i“, "j", “k", umu, unu s|ze Se|ectl0n I'u|e (mm [in])

Indoor Unit size Pipe(Liquid) Pipe(Gas)
P04-P18 26.35 [1/4] 212.70 [1/2]
P24-P54 29.52 [3/8] 215.88 [5/8]

P72 29.52 [3/8 219.05 [3/4

P96 29.52 [3/8 222.20 [7/8

Piping "F", "G", "J", "K" size selection rule (mm [in.])

Total down-stream Indoor capacity Pipe(Liquid) Pipe(HP Gas) Pipe(LP Gas)
P72 or less 29.52 [3/8] 215.88 [5/8] 219.05 [3/4]
P73 to P108 29.52 [3/8] 219.05 [3/4] ©22.20 [7/8]

P109 to P126

912.70 [1/2]

©19.05 [3/4]

©28.58 [1-1/8]

P127 to P144

212.70 [1/2]

922.20 [7/8]

228.58 [1-1/8]

P145 to P216

915.88 [5/8]

©22.20 [7/8]

©28.58 [1-1/8]

P217 to P234

915.88 [5/8]

228.58 [1-1/8]

228.58 [1-1/8]

P235 to P288

©19.05 [3/4]

928.58 [1-1/8]

234.93 [1-3/8]

P289 or above

219.05 [3/4]

228.58 [1-1/8]

241.28 [1-5/8]

HP: High pressure, LP: Low pressure

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 178



12. PIPING DESIGN R2-Series (High efficiency)

12-2-3. IF more than 16 ports are in use, or if there is more than one BC controller in use for two
outdoor units

Note1. No Header usable on PURY system.

Note2. Indoor unit sized P72-P96 should be connected to BC controller via Y shape joint CMY-R160-J1. CMY-R160-1 Joint CMY-R160-J1 Liquid side

Note3. Indoor unit sized P72-P96 does NOT share BC controller ports with other Indoor units; (Liquid side)

Note4. As bents cause pressure loss on transportation of refrigerant, fewer bents design is better; /“A" 'BC controller "
Piping length needs to consider the actual length and equivalent length which bents are counted. SS Qo J (M)e3 s
Equivalent piping length (m) = Actual piping length + "M" x Number of bent.

Note5. Set DIP-SW 4-6 to ON of BC controller, in case of connected Indoor unit sized P72-P96 with 2 ports.

(M)23/8"(Brazing
£ (N)09.52ID

Joint CMY-R160-J1 Gas side

s —N 226
Note6. Do not connect multiple indoor units to the same port when operating each of them in different mode CMY-R160- J1T ) |(S)05/8"(Brazing) E=sepy
) ) B P . Gas sid I BT (M919.051D
(cooling, heating, stop, and thermo-off). In case of connecting multiple indoor units to the same port, (Gas side) (S)05/8"(Brazing) =B
connecting all indoor units to one remote controller and switching SW1-1 ON in the all connected indoor .
units (switch to thermostat built in the remote controller) are recommended. Fig. 12-2-3AA
Note7. The maximum total capacity of indoor units that can be connected to each sub BC controller CMB-P*NU-KB2
is P126.

Note8. Indoor capactiy is described as its model size. For example, PEFY-P24NMAU-**, its capacity is P24.
Note9. Total down-stream Indoor capacity is the summary of the model size of Indoors down-stream. For example,
PEFY-P24NMAU-** + PEFY-PO6NMAU-**: Total Indoor capacity = P24 + P06 = P30.

Note10. To connect the BC controller to the main pipe, use the reducer (CMY-R301S-G, CMY-R302S-G1, or CMY-R304S-G1).
Note11. To connect the sub BC controller to the main BC controller, use the reducer (CMY-R303S-G1, CMY-R305S-G1, or CMY-R306S-G).
Note12. Install the pipes correctly referring to the section titled "Procedures for installing the branched pipes."
Note13. Up to 11 sub BC controllers can be connected.

ou ou Outdoor Twinning kit (High/Low pressure)

CMY-R200NCBK: Outdoor unit P192 to P240 Pipe (LP Gas)
CMY-R300NCBK: Outdoor unit P264 to P432 . -

The Low pressure is to be installed in the field. Pipe (Liquid)
The High is to be installed in the field. .

ey e High pressure is to be installed in the fiel (ot B) (P05 Pipe (HP Gas)
Pipe (High pressure) CMY-R201S-G u
f Pipe (Low pressure) CMY-R202S-G |
CMY-R2035-G it 1

A CMY-R204S-G .
CMY-R205S-G | BC controller (Sub BC)
A4 I ﬁ /
e R¥eat / a7«
— ,nIL — — K
S . | /.

L[I h3
h2

—1? =7 K
i ™ CMY-R160-J1 (jOIm [ |
[ BC controlier (sub BC) | [Bc comron er (Sub BC) |
/I |\ | BC controller (Sub BC) 1
h ? ? \—”—,
? k
ﬁ | i I | Pipe 5 “Pipe (Gas) 17 h1

: o) L i
(P04-P54) (PO4-P54)
- m [0 ] U
(PO4 P54) P72 P96

BC controller (Main BC) F

Max. 3 sets for 1 porl Max. 3 sets for 2 pon (P04-P54)
(joint_A) \Total capacity < = P54, P54 < Total capacity < = P96
CMY-Y102SS-G2 IU (each) max < = P54

[t bt/ S |
CMY-R160-J1 (joint) CMY-Y102L8-G2

Fig. 12-2-3A Piping scheme OU: Outdoor unit, IU: Indoor unit

Piping length limitation *11 (m [ft.])
ltem Piping in the figure Max. length Max. equivalent length
Total piping length (Total length of high pressure and liquid pipes) ~ L+M+A+B+C+D+E+F+G+J+K+athtctd+e+f+gtitjtktmtn  *1 -

Farthest IU from OU L(M)+A+F+G+J+K+n 165 [541] 190 [623]
Distance between OU and BC L(M)+A 110 [360] *1 110 [360] *1
Farthest IU from BC controller D+E+i 60 [197] *2 *3 60 [197] *2*3
Farthest IU from BC controller via Sub BC controller F+G+J+K+n 90 [295] *9 90 [295] *9
Height between OU and IU (OU above 1U) H 50 [164] *7 -
Height between OU and IU (OU under IU) H' 40[131] *8 -
Height between 1U and BC h1 15[49] (10 [32]) *4 -
Height between IU and IU h2 30 [98] (20 [65]) *5 -
Height between BC(Main or Sub) and BC(Sub) h3 15[49] (10 [32]) *6 -
Distance between Main unit and Sub unit L+M 5[16] -
Height between Main unit and Sub unit h4 0.1[0.3] -

OU: Outdoor Unit; IU: Indoor Unit; BC: BC controller .

*1. Refer to the section 12-2-4. Bent equivalent length

:g \?V?:::S”:ng;t;g%g% model of indoor units are connected to the system, the maximum distance from the Outdons Mode. e
. BC controller to the farthest indoor unit (indicated as "D + E +i" in the fig’ure is 40 m [131 ft].) EP192T/YSNU 0.50 [1.64]

*4. Distance of Indoor sized P72, P96 from BC must be less than 10 m [32 ft], if any. EP216T/YSNU 0.70[2.30]

*5. Distance of Indoor sized P72, P96 from IU must be less than 20 m [65 ft], if any. EP240T/YSNU 0.70 [2.30]

*6. When using 2 or more Sub BC controllers, max. height "h3" should be considered.

*7.113 m [370 ft] is available depending on the model and installation conditions. For more detailed information, EP264T/YSNU 0.70 [2.30]

contact your local distributor. EP288T/YSNU 0.70 [2.30]
*8. 60 m [197 ft] is available depending on the model and installation conditions. For more detailed information, EP312T/YSNU 0.80 [2.63]
contact your local distributor.
*9. When the piping length or the vertical separation exceeds the limit specified in Fig. 2, connect a sub EP336T/YSNU 0.80 [2.63]
BC to the system. EP384T/YSNU 0.80 [2.63]
The restriction for a system with a sub BC connection is shown in Fig. 3. EP432T/YSNU 0.80 [2.63]

When a given system configuration falls within the shaded area in Fig. 3, increase the size of the high-pressure
pipe and the liquid pipe between the main BC and sub BC by one size.
When using P12, P15, P18, P36, or P48 model of indoor units, increase the size of the liquid branch pipe
between the sub BC and indoor unit by one size.
When using indoor models P54 or larger, the restrictions shown in Fig. 2 cannot be exceeded.
*10. When the high pressure piping length is 65 m [213 ft] or less, use 822.2 (27/8) pipe.
When the high pressure piping length exceeds 65 m [213 ft], use 22.2 (27/8) pipe until 65 m [213 ft], use ©28.58 (21-1/8)
pipe for the part that exceeds 65 m [213 ft].
*11. Total length of high-pressure pipes and liquid pipes

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 179

LV-NN(S)A ‘LV-NN(S)L-d3-AdNd



PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

Piping length and height between IU and BC controller

250 5 300
sE
8g 200 g% 250 \*‘\L ‘
% E T ——— 832 9 \\
=2 T T—— 08 200 e ~
§§ 150 — cg e T— \\
3E £5 150 — =
Tg 10 =
=® S 5 100
_,6’ “ O =
g5 9 22 s
PR Qg
Q0 £ O
a © 0 50 0
0 5 10 15 20 25 30 35 40 45 5@ 0 5 10 15 20 25 30 35 40 45
Height difference between Main BC controller 05 Height difference between Main BC controller
and farthest indoor unit (ft) &‘ @ and farthest indoor unit (ft)
Fig. 2 Fig. 3
Fig. 3 *9. When the piping length or the vertical separation exceeds the limit specified in Fig. 2, connect
Main a sub BC to the system.
BC SUB SUB The restriction for a system with a sub BC connection is shown in Fig. 3.
Fig. 3 || BC BC When a given system configuration falls within the shaded area in Fig. 3, increase the size of
’ the high-pressure pipe and the liquid pipe between the main BC and sub BC by one size.
The maximum liquid branch pipe diameter is 219.05. If a given system already has a 19.05-pipe
between the main BC and sub BC, there is no need to increase the pipe size.
Fig. 2 Fig. 2 Fig. 2 When using P12, P15, P18, P36, or P48 model of indoor units, increase the size of the liquid
branch pipe between the sub BC and indoor unit by one size.
When using indoor models P54 or larger, the restrictions shown in Fig. 2 cannot be exceeded.
U [ ] [ ]
Piping "A"size selection rule (mm [in.]) Piping "L", "M" size selection rule (mm [in.])

Outdoor Model Pipe(High pressure) Pipe(Low pressure) QOutdoor Model Pipe(High pressure) Pipe(Low pressure)
EP192T/YSNU 222.20 [7/8] 228.58 [1-1/8] EP72T/YNU 215.88 [5/8] 219.05 [3/4]
EP216T/YSNU 222.20 [7/8] *10 234.93 [1-3/8] EP96T/YNU 219.05 [3/4] 822.20 [7/8]
EP240T/YSNU 22.20 [7/8] *10 234.93 [1-3/8] EP120T/YNU 219.05 [3/4] 228.58 [1-1/8]
EP264T/YSNU 228.58 [1-1/8] 234.93 [1-3/8] EP144T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP288T/YSNU 228.58 [1-1/8] 234.93 [1-3/8] EP168T/YNU 22.20 [7/8] ©28.58 [1-1/8]
EP312T/YSNU 228.58 [1-1/8] 241.28 [1-5/8] EP192T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP336T/YSNU 228.58 [1-1/8] 241.28 [1-5/8] EP216T/YNU 222.20 [7/8] 228.58 [1-1/8]
EP384T/YSNU 228.58 [1-1/8] 241.28 [1-5/8]

EP432T/YSNU 228.58 [1-1/8] 241.28 [1-5/8]

Piping "B", "C", "D", "E" size seleciton rule

(mm [in.]) Selection criteria for joints_A

Total down-stream Indoor capacity Pipe(Liquid) Pipe(Gas) Total down-stream Indoor capacity Joint

P54 or less 29.52 [3/8] 215.88 [5/8] -P72 CMY-Y102SS-G2
P55-P72 29.52 [3/8] 219.05 [3/4] P73-P96 CMY-Y102LS-G2
P73-P96 29.52 [3/8] 222.20 [7/8]

Selection criteria for joints_B

P109 to P126

212.70 [1/2]

219.05 [3/4]

928.58 [1-1/8]

P127 to P144

212.70 [1/2]

©22.20 [7/8]

228.58 [1-1/8]

P145 to P216

215.88 [5/8]

©22.20 [7/8]

©28.58 [1-1/8]

P217 to P234

915.88 [5/8]

228.58 [1-1/8]

228.58 [1-1/8]

P235 to P288

©19.05 [3/4]

928.58 [1-1/8]

234.93 [1-3/8]

P289 or above

219.05 [3/4]

228.58 [1-1/8]

241.28 [1-5/8]

Piping "a", "b", "c", "d", "e", ne "g", "i", "j", "K", "m", "n" size selection rule (mm [in.]) Total down-stream Indoor capacity Joint
Indoor Unit size Pipe(Liquid) Pipe(Gas) — 27:;’;?2 gmizggg
P04-P18 26.35 [1/4] 212.70 [1/2] 5217234 CMY-R2035.G
P24-P54 29.52 [3/8] 215.88 [5/8]
P72 09.52 [3/8 219.05 [3/4 P235-P360 CMY-R2045-G
P96 29.52 [3/8 222.20 [7/8 P361- CMY-R2055-G
Piping "F", "G", "J", "K" size selection rule (mm [in.])
Total down-stream Indoor capacity ~ Pipe(Liquid) Pipe(HP Gas) Pipe(LP Gas)
P72 or less 29.52 [3/8] 215.88 [5/8] 219.05 [3/4]
P73 to P108 29.52 [3/8] 219.05 [3/4] 222.20 [7/8]

HP: High pressure, LP: Low pressure

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 180



12. PIPING DESIGN

R2-Series (High efficiency)

12-2-4. Total piping length restrictions (m)

[PURY-EP72, 96 TNU, PURY-EP72, 96YNU]

[PURY-EP192TSNU, PURY-EP192YSNU]

1000

900

800

700

600

e S A A Ry A R i i A
Lo oL T —

500

e At Eitt il Sl Iy
Lo oo L T —

400
*"'

Total extended pipe length (m)

300

200

10 20 30 40 50 60 70 80 90 100 110

Distance between outdoor unit and BC controller (m)

1000

900

800

e SR A A R A R A R A
Lo ol T —

700

e At et It et ity
I DU PP DR, PN PR A b

600

500

400

Total extended pipe length (m)

300

200

10 20 30 40 50 60 70 80 90 100 110

Distance between outdoor unit and BC controller (m)

[PURY-EP120, 144, 168TNU, PURY-EP120, 144, 168YNU]

[PURY-EP216, 240TSNU, PURY-EP216, 240YSNU]

1000

900

800

700

600

____ﬁ..<________________________

Lo b o T —

500
e A i A

I U S DU P NP RN PR S ).

400

Total extended pipe length (m)

300

200
10 20 30 40 50 60 70 80 90 100 110

Distance between outdoor unit and BC controller (m)

1000

900

800

____ﬁ..<________________________

Lo b o T —

700

e Al et Rt
Lo b ol L T —

600

500

400

Total extended pipe length (m)

300

200
10 20 30 40 50 60 70 80 90 100 110

Distance between outdoor unit and BC controller (m)

[PURY-EP192, 216, 240TNU, PURY-EP192, 216, 240YNU]

[PURY-EP264, 288, 312, 336 TSNU, PURY-EP264, 288, 312, 336YSNU]

1000
900

800

700
600

500

400

Total extended pipe length (m
1
1
1
1
1
1
i
1
1
1
1
1
1
1
T
1
1
1
1
1
T
1
1
1
1
1
1

300

200
10 15 20 25 30 35 40 45 50 55 60 65 70 75

Distance between outdoor unit and BC controller (m)

1000
e A B A i A R (e i I

I PR B b

900

= it Eiits el sl iy
IS DU NP DR SR PR A .

800

700

600

500

400

Total extended pipe length (m)

300

200
10 20 30 40 50 60 70 80 90 100 110

Distance between outdoor unit and BC controller (m)

*110m is available depending on the model and installation condition.
For more detailed information, please contact your local distributor.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

[PURY-EP384, 432TSNU, PURY-EP384, 432YSNU]

1000
900

E

£ 800

()]

C

S 700

[0

2

3 600

©

[0}

T 500

I

3 400

s

£ 300
200

10 15 20 25 30 35 40 45 50 55 60 65 70 75

Distance between outdoor unit and BC controller (m)

*110m is available depending on the model and installation condition.
For more detailed information, please contact your local distributor.
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12. PIPING DESIGN R2-Series (High efficiency)

Total piping length restrictions(ft.)

[PURY-EP72, 96 TNU, PURY-EP72, 96 YNU] [PURY-EP192TSNU, PURY-EP192YSNU]
2000 3000
£ e~ — £ 2500
‘Ec: 1500 [ %’ —
5 i 5 2000 —
(0] (0]
(o8 S Q.
S 1000 B ‘S 1500
el el
(5] ]
2 2
) © 1000
x x
o 500 o
@© @©
3 3 500
L ©
0 0
30 90 150 210 270 330 30 90 150 210 270 330
Distance between outdoor unit and BC controller (ft.) Distance between outdoor unit and BC controller (ft.)
[PURY-EP120, 144, 168TNU, PURY-EP120, 144, 168YNU] [PURY-EP216, 240TSNU, PURY-EP216, 240YSNU]
2500 3000
— - i
£ 2000 € 2500
£ E= e ——
g —~ § 2000 —
Q 1500 ~— 8
a 2 1500
3 —~ 3
© 1000 °
3 g 1000
x x
() (0]
< 500 ©
3 5 500
e 2
0 0
30 90 150 210 270 330 30 90 150 210 270 330
Distance between outdoor unit and BC controller (ft.) Distance between outdoor unit and BC controller (ft.)
[PURY-EP192, 216, 240TNU, PURY-EP192, 216, 240YNU] [PURY-EP264, 288, 312, 336 TSNU, PURY-EP264, 288, 312, 336YSNU]
3000 3500 }
|
- - —
£ 2500 e 3000
< =
g 2000 E’ 2500 —
<3 2 2000
& 1500 S
3 3 1500
2 2
o 1000 2
3 X 1000
© ©
o 500 S 500
0 0
30 70 110 150 190 230 30 90 150 210 270 330
Distance between outdoor unit and BC controller (ft.) Distance between outdoor unit and BC controller (ft.)

*360 ft. is available depending on the model and installation condition.
For more detailed information, please contact your local distributor.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

[PURY-EP384, 432TSNU, PURY-EP384, 432YSNU]

3500

3000

2500

2000

1500

1000

Total extended pipe length (ft.)

500

0

30 70 110 150 190 230

Distance between outdoor unit and BC controller (ft.)

*360 ft. is available depending on the model and installation condition.
For more detailed information, please contact your local distributor.
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12. PIPING DESIGN

R2-Series (High efficiency)

12-3. Refrigerant charging calculation

Sample connection (with 5 BC controllers and 8 indoor units) (PURY-EP240YSNU)

Oou
(Main unit) ou
Sub unit .
e B N
I FHHEH  Outdoor Twinning kit H
i ¢ e Pipe (LP Gas)
e Pipe (Low pressure)

Pipe (Liquid)

I
G H
R [ BC controller (Sub BC) | Plpe (HP Gas)
A_l_l Joint Jomt Jomt
' . c D '—L ]
Pipe (High pressure)
BC controller ~ i D — F
(Main BC) — “L[l“ / J"
*Refer to the /| | ————¢C 'ﬁ D E F
installation manual L— Joint
for the connection. a Joint [ BC controller (Sub BC)| [ BC controller (Sub BC) | [BC controller (Sub BC) |
/
i d | Pipe f Pipe (Gas) g
d (Liquid) | f 9 h
[1U] [1U ] f
1 P18 2:P9%6 3 P06 4: P06 6: P36 7:P30

8:P18
Hl Amount of additional refrigerant to be charged
Refrigerant for extended pipes (field piping) is not factory-charged to the outdoor unit. Add an appropriate amount of refrigerant for each pipes on site.
Record the size of each high pressure pipe and liquid pipe, and the amout of refrigerant that was charged on the outdoor unit for future reference.

M Calculating the amount of additional refrigerant to be charged
The amount of refrigerant to be charged is calculated with the size of the on-site-installed high pressure pipes and liquid pipes, and their length.

Calculate the amount of refrigerant to be charged according to the formula below.
Round up the calculation result to the nearest 0.1kg. (i.e., 16.03 kg = 16.1 kg)

<Amount of additional refrigerant to be charged>

H Calculating the amount of additional refrigerant to be charged

Units "m" and "kg" (In an R2 system)
<Formula>
* When the piping length from the outdoor unit to the farthest indoor unit is 30.5 m (100 ft) or shorter

Amount of
additional
charge (kg)

High-pressure pipe

©28.58 total length | +

x 0.36 (kg/m)

High-pressure pipe
222.2 total length
x 0.23 (kg/m)

+

High-pressure pipe
219.05 total length
x 0.16 (kg/m)

+

High-puressure pipe
215.88 total length
x 0.11(kg/m)

Liquid pipe 819.05

Liquid pipe 215.88

Liquid pipe 812.7

Liquid pipe 29.52

Liquid pipe 26.35

total length + | total length + |total length + | total length + | total length
x 0.29 (kg/m) x 0.2 (kg/m) x 0.12 (kg/m) x 0.06 (kg/m) x 0.024 (kg/m)
) Total capacit Amount (kg) Total capacit Amount (kg) Total capacit
BM(? :ozirilllj:r ﬁgﬁ::;tt) of conngct_eg (to be added for of out_goory (to be added for of outSoory An(ws;)nt
indoor units indoor unit) units outdoor unit) units
+ J-type 1.5 27 or below 2.0 72 0 72 1.5
JA-type 3.0 28 to 54 25 96 0 96 15
KA-type 4.7 55 to 126 3.0 120 0 120 3.0
KB-type 0.4 127 to 144 35 144 0 144 25
+ 145 to 180 4.5 168 0 168 4.0
181 to 234 5.0 192 (single) 4.4 192 (single) 3.5
235 to 273 6.0 . 216 (single) 4.4 N 216 (single) 4.0
274 to 307 8.0 240 (single) 44 240 (single) 45
308 to 342 9.0 192 (combination) 0 192 (combination) 4.0
343 to 411 10.0 216 (combination) 0 216 (combination) 4.5
412 to 450 12.0 240 (combination) 0 240 (combination) 5.0
451 or above 14.0 264 0 264 25
288 0 288 1.5
312 0 312 2.0
336 0 336 2.0
384 8.8 384 0
432 8.8 432 0
Table <A>
*In the case all connected indoor unit models are Case 1 or Case 2, do NOT add the refrigerant listed in table <A>.
Instead, add the following amount of refrigerant.
Case 1: PLFY-EP06/18/24/36NEMU-E**
— Add 0.67 kg per PLFY-EP06/18/24/36NEMU-E**.
Case 2: PEFY-P06/18/24/30/36NMAU-E**
— Add 0.55 kg per PEFY-P06/18/24/30/36NMAU-E**.
* High-pressure pipe: Main high-pressure pipe between outdoor unit and BC controller
* Liquid pipe: Liquid pipe between BC controller and indoor unit or between main BC controller and sub BC controller
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

* When connecting the CMB-P**-NU-G1, CMB-P**-NU-GA1, CMB-P**-NU-HA1, CMB-P**-NU-GB1, or CMB-P**-NU-HB1 to a given system, do NOT
add the refrigerant listed in table <A>. Instead, add the amount of refrigerant as indicated in the table below.

Total capacity of outdoor units Amount (To be added for G1/GA1/HA1-type BC controller)
BC controller | Amount (kg/unit) P72 3.0 kg
G1/GA1-type 0 . P96 4.5 kg
HA1-type 2.0 P120 4.5 kg
GB1/HB1-type 1.0 P144-P432 6.0 kg

* When the piping length from the outdoor unit to the farthest indoor unit is longer than 30.5 m (100 ft)

Amount of High-pressure pipe High-pressure pipe High-pressure pipe High-puressure pipe
additional =|©28.58 total length | + | 822.2 total length + | 219.05 total length | + | 215.88 total length
charge (kg) x 0.33 (kg/m) x 0.21 (kg/m) x 0.14 (kg/m) x 0.1(kg/m)
Liquid pipe 19.05 Liquid pipe ©15.88 Liquid pipe 912.7 Liquid pipe 29.52 Liquid pipe ©6.35
+ | total length + | total length + |total length + | total length + | total length
x 0.26 (kg/m) x 0.18 (kg/m) x 0.11 (kg/m) x 0.054 (kg/m) x 0.021 (kg/m)
Main or Sub Amount Total capacity of connected Amount (kg) Total capacity t Atr)nougé (zgf)
BC controller (kg/unit) indoor units (to be added for of outdoor " | (to be added for
indoor unit) units outdoor unit)
+ J-type 1.5 27 or below 2.0 72 0
JA-type 3.0 28 to 54 25 926 0
KA-type 4.7 55 to 126 3.0 120 0
KB-type 0.4 127 to 144 3.5 144 0
+ 145 to 180 4.5 168 0
181 t0 234 50 192 (single) 44
23510 273 6.0 . | 216 (single) 44
274 to 307 8.0 240 (single) 44
308 to 342 9.0 —
192 (combination) 0
343 to 411 10.0 216 (combination 0
412 to 450 12.0 240( bf tf ) 0
451 or above 14.0 (°2°(’3“4'”a fon) .
* When connecting PEFY-PO6NMAU-E**, PEFY-P18NMAU-E**, PEFY-P24NMAU-E**, PEFY-P30NMAU-E**,
or PEFY-P36NMAU-E**, add 0.55 kg [20 0z] of refrigerant per indoor unit. 288 0
* When connecting PLFY-EPO6NEMU-E**, PLFY-EP18NEMU-E**, PLFY-EP24NEMU-E**, or PLFY-EP36NEMU-E**, 312 0
add 0.67 kg [24 oz] of refrigerant per indoor unit. 336 0
* High-pressure pipe: Main high-pressure pipe between outdoor unit and BC controller
* Liquid pipe: Liquid pipe between BC controller and indoor unit or between main BC controller and sub BC controller 384 5.0
* When connecting the CMB-P**-NU-G1, CMB-P**-NU-GA1, CMB-P**-NU-HA1, CMB-P**-NU-GB1, or CMB-P**-NU-HB1 to 432 50
a given system, add the amount of refrigerant as indicated in the table below. .
Total capacity of outdoor units Amount (To be added for G1/GA1/HA1-type BC controller)
BC controller | Amount (kg/unit) P72 3.0 kg
G1/GA1-type 0 P96 4.5 kg
HA1-type 2.0 P120 4.5 kg
GB1/HB1-type 1.0 P144-P432 6.0 kg

Units "ft" and "oz" (In an R2 system)

<Formula>
« When the piping length from the outdoor unit to the farthest indoor unit is 30.5 m (100 ft) or shorter
Amount of High-pressure pipe High-pressure pipe High-pressure pipe High-pressure pipe
additional =|@1-1/8 total length | + |27/8 total length + | @3/4 total length + | ©5/8 total length
charge (0z) x 3.88 (oz/ft) x 2.48 (oz/ft) x 1.73 (oz/ft) x 1.19 (oz/ft)
Liquid pipe 23/4 Liquid pipe @5/8 Liquid pipe @1/2 Liquid pipe 23/8 Liquid pipe @1/4
+ | total length + | total length + |total length + | total length + | total length
x 3.13 (oz/ft) x 2.16 (oz/ft) x 1.30 (oz/ft) x 0.65 (oz/ft) x 0.26 (oz/ft)

) Total capacit Amount (oz Total capacit Amount (oz) Total capacit
Igﬂc?lcr:]oﬂ;rilllj:r ﬁ)’;ﬁj‘:}?:) of connZthaci/ (to be adde(d f())r of outgoory (to be added for of outgoory ATS;)nt
indoor units indoor unit) units outdoor unit) units
+ J-type 53 27 or below 71 72 0 72 53
JA-type 106 28 to 54 89 96 0 96 53
KA-type 166 55 to 126 106 120 0 120 106
KB-type 15 127 to 144 124 144 0 144 89
+ 145 to 180 159 168 0 168 142
181 to 234 177 192 (single) 156 192 (single) 124
235 to 273 212 N 216 (single) 156 . 216 (single) 142
274 to 307 283 240 (single) 156 240 (single) 159
308 to 342 318 192 (combination) 0 192 (combination) 142
343 to 411 353 216 (combination) 0 216 (combination) 159
412 to 450 424 240 (combination) 0 240 (combination)| 177
451 or above 494 264 0 264 89
288 0 288 53
312 0 312 71
336 0 336 71
384 311 384 0
432 311 432 0
Table <B>
* In the case all connected indoor unit models are Case 1 or Case 2, do NOT add the refrigerant listed in table <B>.
Instead, add the following amount of refrigerant.
Case 1: PLFY-EP06/18/24/36NEMU-E**
— Add 24 oz per PLFY-EP06/18/24/36NEMU-E**.
Case 2: PEFY-P06/18/24/30/36NMAU-E**
— Add 20 oz per PEFY-P06/18/24/30/36NMAU-E**.
* High-pressure pipe: Main high-pressure pipe between outdoor unit and BC controller
* Liquid pipe: Liquid pipe between BC controller and indoor unit or between main BC controller and sub BC controller
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PIPING DESIGN

R2-Series (High efficiency)

* When connecting the CMB-P**-NU-G1, CMB-P**-NU-GA1, CMB-P**-NU-HA1, CMB-P**-NU-GB1, or CMB-P**-NU-HB1 to a given system, do NOT
add the refrigerant listed in table <B>. Instead, add the amount of refrigerant as indicated in the table below.

Total capacity of outdoor units Amount (To be added for G1/GA1/HA1-type BC controller)
BC controller | Amount (oz/unit) P72 106 oz
G1/GA1-type 0 . P96 159 oz
HA1-type 71 P120 159 oz
GB1/HB1-type 36 P144-P432 212 oz

» When the piping length from the outdoor unit to the farthest indoor unit is longer than 30.5 m (100 ft)

Amount of
additional
charge (0z)

High-pressure pipe
21-1/8 total length
x 3.54 (oz/ft)

High-pressure pipe
+ | 27/8 total length
x 2.26 (0z/ft)

High-pressure pipe
+| ©3/4 total length
x 1.51 (0z/ft)

High-pressure pipe
+ | #5/8 total length
x 1.08 (oz/ft)

Liquid pipe 23/4
total length

Liquid pipe 25/8
+ | total length

Liquid pipe @1/2
+ |total length

Liquid pipe 23/8
+ | total length

Liquid pipe 21/4
total length

+

x 2.81 (oz/ft) x 1.94 (oz/ft) x 1.19 (oz/ft) x 0.59 (oz/ft) x 0.23 (0z/ft)
; " Amount (oz Total capacit Amount (0z)
ot | fmont ||y ot omecies) oo | |“iouer | (o5 e
indoor unit) units outdoor unit)
J-type 53 27 or below 71 72 0
JA-type 106 28 to 54 89 96 0
KA-type 166 55 to 126 106 120 0
KB-type 15 127 to 144 124 144 0
+ 145 to 180 159 168 0
181 to 234 177 192 (single) 156
23510 273 212 + 216 (single) 156
274 to 307 283 240 (single) 156
308 to 342 318 192 (combination) 0
343 to 411 353 216 (combination) 0
412 to 450 424 240 (combination) 0
451 or above 494 264 0
288 0
312 0
336 0
384 177
432 177

* When connecting PEFY-POBNMAU-E**, PEFY-P18NMAU-E**, PEFY-P24NMAU-E**, PEFY-P30NMAU-E**, or PEFY-P36NMAU-E**,
add 0.55 kg [20 oz] of refrigerant per indoor unit.
* When connecting PLFY-EPO6NEMU-E**, PLFY-EP18NEMU-E**, PLFY-EP24NEMU-E**, or PLFY-EP36NEMU-E**, add 0.67 kg [24 oz] of refrigerant

per indoor unit.

* High-pressure pipe: Main high-pressure pipe between outdoor unit and BC controller

* Liquid pipe: Liquid pipe between BC controller and indoor unit or between main BC controller and sub BC controller

* When connecting the CMB-P**-NU-G1, CMB-P**-NU-GA1, CMB-P**-NU-HA1, CMB-P**-NU-GB1, or CMB-P**-NU-HB1 to a given system, add the
amount of refrigerant as indicated in the table below.

Total capacity of outdoor units Amount (To be added for G1/GA1/HA1-type BC controller)
BC controller | Amount (oz/unit) P72 106 oz
G1/GA1-type 0 . P96 159 oz
HA1-type 71 P120 159 oz
GB1/HB1-type 36 P144-P432 212 0z

HAmount of factory charged refrigerant

B Sample calculation

Units "m" and "kg"

Outdoor unit Indoor 1:18 A: @222 40m a:6.35 10m The total length of each liquid line as follows:
Model Charged amount 2:96 B:@9.52 10m b:g9.52 10m  222:A=40m
3:06 C:g12.7 20m c:96.35 5m 219.05:G+H=4m
EP72 5.2 kg [184 0] 4:06 D:0952 5m d:26.35 5m  12.70:C=20m
EP96 8.0 kg [283 0z] 5:48 E: 9952 5m e:99.52 5m 29.52:B+D+E+F+b+e+f+g=50m
EP120 6:36 F:9952 5m f 2952 5m 26.35:a+c+d+h=30m
EP144 7:30 G:919.05 3m g:99.52 5m <Calculation example>
EP168 10.8 kg [381 oz] 8:18 H:919.05 1m h:96.35 10m Additional refrigerant charge
EP192 Outdoor P240 =40%0.21+4x0.14 +20 % 0.11 + 50 x 0.054
EP216 11.8 kg [417 o7] Main BC controller CMB-P108NU-JA2 +30x0.021+3+0.4x4+6
EP240 Sub BC controller CMB-P104NU-KB2 x 4 =25.1(25.09)kg
Units "ft" and "oz"
Indoor 1:18 A:@7/8 131ft a:o1/4 32ft The total length of each liquid line as follows:
2:96 B:@3/8 32ft b:@3/8 32ft o7/8: A=131ft
3:06 C:og1/2 65ft c:@1/4  16ft 23/4:G+H=12ft
4:06 D:o3/8 16ft d:e1/4 16ft 21/2: C =65 ft
5:48 E: 23/8 16ft e:23/8 16ft 23/8:B+D+E+F+b+e+f+g=160ft
6:36 F:23/8 16ft f: @3/8  16ft o1/4:a+c+d+h=096ft
7:30 G:e3/4 oft g:@3/8  16ft <Calculation example>
8:18  H:03/4 sft h:el/4 32t Additional refrigerant charge
Outdoor P240 =131%2.26+12x1.51+65x1.19 + 160 x 0.59
Main BC controller CMB-P108NU-JA2 +96x0.23+106 + 15 x 4 + 212
Sub BC controller CMB-P104NU-KB2 x 4 =886.1(886.01)oz
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

12. PIPING DESIGN

R2-Series (High efficiency)

H Limitation of the amount of refrigerant to be charged

The above calculation result of the amount of refrigerant to be charged must become below the value in the table below.

Total index of the outdoor Units EP72 EP96 | EP120 | EP144 | EP168 | EP192 | EP216 | EP240 | EP192 | EP216
otalindex of ine outdoor uni T/YNU | T/YNU | TAYNU | T/YNU | TAYNU | T/YNU | T/YNU | T/YNU | T/AYSNU | T/YSNU
Factory charged | 5.2kg 8.0kg 8.0kg | 10.8kg | 10.8kg | 11.8kg | 11.8kg | 11.8kg | 16.0kg | 16.0kg
Charged on site | 28.3kg 33.5kg | 39.5kg 38.2kg 38.2kg 38.5kg 38.5kg | 38.5kg | 58.0kg 74.0kg
Total for system | 33.5kg | 41.5kg | 47.5kg | 49.0kg | 49.0kg 50.3kg | 50.3kg | 50.3kg | 74.0kg | 90.0kg
Maxi refrigerant charge
aximum retrg g Factory charaed | 11165 | 171bs | i71bs | 23lbs | 23bs | 261bs | 261bs | 260bs | 350bs | 350bs
actory charge 70z 10 oz 10 oz 12 oz 12 oz 10z 10z 10z 50z 50z
Charged on site | 621bs | 731Ibs | 871bs | 84lbs | 84lbs | 84lbs | 84lbs | 84lbs [ 127lbs | 163 Ibs
argedonsite | 745, 14 oz 20z 40z 40z 15 0z 150z 15 0z 14 oz 30z
Total t 73lbs | 911bs | 1041bs | 1081bs | 1081bs | 1101bs | 1101Ibs | 1101bs | 163 Ibs | 198 Ibs
otatiorsystem | 14 oz 80z 12 0z 10z 10z 15 oz 15 0z 15 0z 30z 70z
Total index of the outdoor units EP240 | EP264 | EP288 | EP312 | EP336 | EP384 | EP432
T/YSNU | T/YSNU | T/YSNU | T/YSNU | T/YSNU | T/YSNU | T/YSNU
Factory charged | 16.0kg | 18.8kg | 21.6kg | 21.6kg | 21.6kg | 23.6kg | 23.6kg
Charged onsite | 74.0kg | 71.2kg | 68.4kg | 68.4kg | 68.4kg | 54.4kg | 54.4kg
Total for system | 90.0kg 90.0kg 90.0kg 90.0kg 90.0kg 78.0kg 78.0kg
Maximum refrigerant charge
9 ooty charaeg | 351bs | 41bs | 470bs | 47ibs | 470bs | 521bs | 521bs
ry 9 50z 8oz 10 oz 10 oz 10 oz 10z 10z
.| 1631Ibs | 157 Ibs | 1501bs | 1501bs | 150 Ibs | 1191bs | 119 Ibs
Charged on site 30z 0oz 13 0z 13 0z 13 0z 15 0z 15 0z
1981bs | 1981bs | 1981bs | 1981bs | 1981Ibs | 1711bs | 171 Ibs
Total for system 7 oz 7 oz 7 oz 7 oz 7 oz 16 oz 16 oz
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12. PIPING DESIGN

R2-Series (High efficiency)

12-4. Compatibility

Outdoor/Heat source unit BC controller Compatibility
PURY-(E)P-T/Y(S)NU J2 type Compatible
PURY-(E)P-T/Y(S)NU G1 type Compatible
PURY-(E)P-T/Y(S)NU G type Compatible
BC controller
H . ibil
Outdoor/Heat source unit Viain Sub Compeatibility
JA2/KA2 type GB1/HB1 type | GB1/HB1 type Compatible
JA2/KA2 type KB2 type GB1/HB1 type | Not compatible
JA2/KA2 type GB1/HB1 type | GB/HB type Compatible
JA2/KA2 type GB/HB type GB/HB type Compatible
JA2/KA2 type KB2 type GB/HB type Not compatible
JA2/KA2 type GB1/HB1 type - Compatible
JA2/KA2 type GB/HB type - Compatible
PURY-(E)P-T/Y(S)NU GA1/HA1 type KB2 type KB2 type Compatible
GA1/HA1 type KB2 type GB1/HB1 type | Not compatible
GA1/HA1 type KB2 type GB/HB type Not compatible
GA1/HA1 type KB2 type - Compatible
GA/HA type KB2 type KB2 type Compatible
GA/HA type KB2 type GB1/HB1 type | Not compatible
GA/HA type KB2 type GB/HB type Not compatible
GA/HA type KB2 type - Compatible
BC controller
Outdoor/Heat source unit Compatibility
Main Sub
PURY-(E)P-T/Y(S)NU JA2/KA2 type KB2 type Compatible(*)

*Up to 11 Sub BC controllers can be connected (KB2 type only).

GA(1)/HA(1)/GB(1)/HB(1) type and JA2/KA2/KB2 type can be mixed.

The only combination that is not available is mix of GB(1)/HB(1) type and KB2 type.
When mixing GA(1)/HA(1)/GB(1)/HB(1) type and JA2/KA2/KB2 type, specifications and restrictions are according to
GA(1)/HA(1)/GB(1)/HB(1) type. (piping length, connectable number of Sub BC)
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

13. OUTDOOR INSTALLATION

R2-Series (High efficiency)

13-1.
1.
. Consider the amount of noise the unit produces when choosing an installation location.

N

oO~NO O~ W

General requirements for installation
If possible, locate the unit to reduce the direct thermal radiation to the unit.

Valves and refrigerant flow on the outdoor/heat source unit may generate noise.

. Avoid sites that may encounter strong winds.

. Ensure the installation site can bear the weight of the unit.

. Condensation should be moved away from the unit, particularly in heating mode.

. Provide enough space for installation and service as shown in section 13-2. Spacing.

. Avoid sites where acidic solutions or chemical sprays (such as sulfur sprays) are used frequently.

. The unit should be provided from combustible gas, oil, steam, chemical gas like acidic solution, sulfur gas and so on.

MEES23KO007A MITSUBISHI ELECTRIC CORPORATION
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13. OUTDOOR INSTALLATION

R2-Series (High efficiency)

13-2. Spacing

In case of single installation

(1) When all walls are within their height limits*. )
[mm (in)]

* Height limit
Front/Right/Left/Rear | Same height or lower than the overall height of the unit

< Unit height

<Unitheight /

< Unit height
£
v

Required minimum distance [mm (in)]
L1 (Front) L2 (Rear) Ls (Right/Left)
When the distance behind the unit (L2) needs to be small 450 (17-3/4) 100 (3-15/16) 50 (2)
When the distance to the right or left (Ls) needs to be small 450 (17-3/4) 300 (11-13/16) 15 (5/8)
(2) When one or more walls exceed their height limits*.
When the wall(s) at the front and/ When the wall at the rear exceeds When all walls exceed their height
or the right/left exceed(s) their its height limit limits

height limits

47;5_“4 A

va

Unit height \ 7\

/

,_
8
)((:'/

Unit height
unitheight /& /)

Unit height

Iy
[
< Unit height
Unit height
[y /{Q
N")</

If the height of the walls around the unit exceeds the height limit, add half of the height that exceeds the limit (h1/2-h3/2) to L1, Lz,
and Ls as shown in the table below.

Required minimum distance [mm (in)]

L1 (Front) L2 (Rear) L3 (Right/Left)
When the distance behind the unit (L2) needs to be small 450 (17-3/4) + h1/2 | 100 (3-15/16) + h2/2 50 (2) + hs/2
When the distance to the right or left (Ls) needs to be small | 450 (17-3/4) + h1/2 | 300 (11-13/16) + h2/2 15 (5/8) + h3/2

(3) When there are overhead obstacles

> 1000 (39-3/8)

Air outlet guide

(not supplied)

* To release heat through the air outlet guide, install the air outlet
guide to the outdoor unit without gaps between them.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

13. OUTDOOR INSTALLATION R2-Series (High efficiency)

In case of collective installation and continuous installation

» When installing multiple units, make sure to take into consideration factors such as providing enough space for people to pass through,
ample space between blocks of units, and sufficient space for airflow. (The areas marked with [A] in the figures below must be left open.)

« In the same way as with the single unit installation, if the height of the walls around the unit exceeds the height limit, add half of the height
that exceeds the limit (h1/2-hs/2) to L+, L2, and Ls as shown in the table below.

« If there are walls in the front and rear of the block of units, up to six units (three units for units EP168, EP192, EP216, and EP240) can be installed
consecutively side by side, and a space of 1000 mm (39-3/8 in) or more must be left between each block of six units
(three units for units EP168, EP192, EP216, and EP240).

(1) Side-by-side installation [mm (in)]
When the distances between the units (Ls) need to When the distance behind the block of units (L.) needs
be small to be small

h2
h2
Unit height
Unit height
Required minimum distance [mm (in)] Required minimum distance [mm (in)]
L1 (Front) L2 (Rear) L4 (Between) L+ (Front) L2 (Rear) L4 (Between)
450 (17-3/4) + h1/2 {300 (11-13/16) + h2/2 30 (1-3/16) 450 (17-3/4) + h1/2 {100 (3-15/16) + h2/2 100 (3-15/16)

(2) Face-to-face installation

When there are walls in the front and rear of the When there is a wall on either the right or left side of the
block of units block of units

hs

Unit height

Ls

Required minimum distance [mm (in)] Required minimum distance [mm (in)]
L1 (Front) L2 (Rear) L4 (Between) Ls (Right/Left) L4 (Between)
450 (17-3/4) + h1/2 | 100 (3-15/16) + h2/2 450 (17-3/4) 15 (5/8) + h3/2 450 (17-3/4)

(3) Combination of face-to-face and side-by-side installations

When there are walls in the front and rear of the When there are two walls in an L-shape
block of units

Unit height h

Unit height
Unit height

Unit height
L A
Required minimum distance [mm (in)] Required minimum distance [mm (in)]
L2 (Rear) L2' (Rear) L4 (Between) L2 (Rear) Ls (Right/Left) L4 (Between)
300 (11-13/16) + h2/2|300 (11-13/16) + h2'/2| 900 (35-7/16) 300 (11-13/16) + h2/2| 1000 (39-3/8) + ha3/2 900 (35-7/16)

[A]: Leave open in two directions.
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13. OUTDOOR INSTALLATION R2-Series (High efficiency)

13-3. Piping direction
13-3-1. Lifting method

» Always use two slings to lift up the unit. Each sling must be at least 8 m (26 ft) long and must be able to support the weight
of the unit.

* Put protective pads between slings and the unit where the slings touch the unit at the base to protect the unit from being
scratched.

» Put 50 mm (2 in) or thicker protective pads between slings and the unit where the slings touch the unit at the top of the unit
to protect the unit from being scratched and to avoid contact with the slings and the fan guard.

* Make sure that the angles between slings at the top are less than 40 degrees

EP72 EP96, 120, 144

Slings ’
(Min. 8m [26 ft.] x 2)

Slings
(Min. 8m [26 ft.] x 2)

Protective pads
(Minimum thickness:
50 mm (2 in))

(two each in the
front and back)

Protective pads
(Minimum thickness:
50 mm (2 in))

(two each in the
front and back)

Protective pads
(two each in the
front and back)

Protective pads
(two each in the
front and back)

EP168, 192, 216, 240
Slings
(Min. 8m [26 ft.] x 2)

Protective pads
(Minimum thickness:
50 mm (2 in))

(two each in the
front and back)

Sling holes
(two each in the front and back)

Protective pads
(two each in the
front and back) |

\

N

—/A\ cauTion N
Exercise caution when transporting products.

- Products weighing more than 20 kg [45 LBS] should not be carried alone.

- Do not carry the product by the PPbands.

- To avoid the risk of injury, do not touch the heat exchanger fins.

- Plastic bags may pose a risk of choking hazard to children. Tear plastic bags into pieces before disposing of them.

- When lifting and transporting outdoor units with ropes, run the ropes through lifting hole at the unit base. Securely
fix the unit so that the ropes will not slide off, and always lift the unit at four points to prevent the unit from falling.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

13. OUTDOOR INSTALLATION R2-Series (High efficiency)

13-3-2. Installation

- Secure the unit with anchor bolts as shown in the figure below so that the unit will not topple over with strong wind or
during an earthquake.

- Install the unit on a durable base made of such materials as concrete or angle steel.

- Take appropriate anti-vibration measures (e.g., vibration damper pad, vibration isolation base) to keep vibrations and
noise from being transmitted from the unit through walls and floors.
When installing a unit on a base, place an anti-vibration pad between the base and the unit.

- When using an anti-vibration rubber pad, install it so that the pad covers the entire width of the unit leg.

- All the bottom corners of the unit must still be supported by both the anti-vibration rubber pads and the base.

- Install the unit in such a way that the corner of the angle bracket at the base of the unit shown in the figure below is
securely supported.

- Install the anchor bolt in such a way that the top end of the anchor bolt do not stick out more than 30 mm [1-3/16 in.].

- This unit is not designed to be anchored with post-installation-type anchor bolts, although by adding fixing brackets
anchoring with such type of anchor bolts becomes possible.

(A M10 anchor bolt* procured at the site

*Required specification for M10 anchor bolt: Tensile load of 5.6 kN or more to withstand the short-term load caused by earthquakes or strong winds
(Incorrect installation) The corner section is

not securely received.
(©) Fixing bracket for M12 hole-in anchor bolt* AWARNING N
procured at the site (3 locations to fix with | properly install the unit on a surface that can withstand the weight of
M5 self-tapping screws) the unit. Unit installed on an unstable surface may fall and cause injury.
*Required specification for M12 hole-in anchor bolt: \_
Tensile load of 6.7 kN or more to withstand the
short-term load caused by earthquakes or strong winds ~— AWARN'NG ™
Utse thtiflxmg bracket with sufficient Take adequate measures against natural disasters including earthquakes
strength. and windstorms so that the unit will not fall or tip over. Consult your local
© Anti-vibration rubber pad specialist for safety measures to be taken.
(The pad needs to be large enough to cover \ _J
the entire width of each unit leg.) (Unit: mm [in])
©
?
=
™
Vi

Take into consideration the durability of the base, water drainage route (Drain water is discharged from outdoor units
during operation.), piping route, and wiring route when performing foundation work.

13-3-3. Anchor bolt positions

<EP72-144> « Individual installation « Collective installation (Unit: mm [in ])

T

68143 [(26-3/4~26-15/16)]
e e e
68123 [(26-3/4~26-15/16)]

(For maintenance) Leave a minimum of 30 mm [1-3/16 in.] between units.
<EP168-240> - Individual installation * Collective installation
e _______ o _______ o e o _______ o o e _______ oo e e -

8113 [(26-3/4~26-15/16)]

68143 [(26-3/4~26-15/16)]
|

|
Al
|

|
o
|
-
|
- |
i

|

1

|
!
9

8
—%
T
8

%l
|

|

|
8
|

>
i

|
4T}
6

F int (F int
(For maintenance) (For maintenance) Leave a minimum of 30 mm [1-3/16 |n.] between units.

PURY EPT72 EP96, 120, 144 EP168, 192, 216, 240
A 760+2 [29-15/16(29-7/8~30)] |106042 [41-3/4(41-11/16~41-13/16)] | 79522 [31-5/16(31-1/4~31-7/16)]
B 190 [7-1/2] 210 [8-5/16] 190 [7-1/2]
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13. OUTDOOR INSTALLATION

R2-Series (High efficiency)

13-3-4. Installation

When the pipes and/or cables are routed at the bottom of the unit, make sure that the through hole at the base of
the unit does not get blocked with the installation base.
When the pipes are routed at the bottom of the unit, the base should be at least 100 mm [3-15/16 in.] in height.

(Unit: mml[in.])

EP72 2x2-14[9/16]x31[1-1/4] Oval hole EP96, 120, 144 2x2-14[9/16]x31[1-1/4] Oval hole
[8-9/16]  2x2-14[9/16]x20[13/16] Oval hole [8-9/16] 2x2-14[9/16]x20[13/16] Oval hole
216 (without detachable leg) 216 _  (without detachable leg)
[6-13/16]| 172 | /& . 6-13/16]| 172 | / &
= [5-1/16] (5-15/16] 526/ @ © 0@ [5-1/16][5-15/16] [ ] 15006 % = =
= ol 128 150 = < 5 9l® oo 128 150 + = 9
N S N =~ S O g %)
0, | = = ny o~ -
A% — 7 IS = = ETisy) RS o
gl o 3 © i agl : 3 T
T 3k e |2 3 3k o5E §
HWolad 255 & 23 e /) 582 &
«.’m Bt? = § faeXe2) eolo g ;
— ~ (=3 & £
® I ® SB[ E T
—&=| 3 |8~
238|2 258[=
&% ©&
e T 7 — =) = S
[3-3/16]80 760 [20-15/16] | |80[3-3/16] % [3-9/16] 90 1060 [41-3/4] 90[3-9/16] g
(Mounting pitch) = (Mounting pitch) Q=
Bottom view Bottom view
2x3-14[9/16]x31[1-1/4] Oval hole
EP1 681 1927 21 6; 240 [8-9/16]  2x3-14[9/16]x20[13/16] Oval hole
216 (without detachable leg)
[5-15/16] fe-13116]] 172/ /o7 —
FO 653[25-3/4] 150 152 [6] g g B g
= S @ Q%@
: oy =
e 7 o] s ] i LAY = _ NO Usage Specifications
o8 s o © ) 150 x 94 Knockout hole
- S o= & ® For pipes |Bottom through hole| (5”1 13 3
o © 58|28 65 Knockout hole
&3 (:3 27 S % . Botom through hole{ /¢
e TNB|E R For wires 52 Knockout hole
gég g~ © Botiom trough hole| 2416y
g & @ For transmission cables|Bottom through hole ﬁ%jgn“ko”t hole
Na=a| [ ¢ ] [Te/ —t
[3-3116]80] | 795 [31-5/16] | 795[31-5/16] | [80[3-3/16] |2
(Mounting pitch) (Mounting pitch) g' 2
Bottom view

Installation base parallel to the unit's front panel

1 [

o
(

[

O

TS N © S S )
272022 T 2 )

?'_—:: - :'_—_';

) R \N

* Bottom piping
* Front piping

Example of closure materials
(field supply)

Fill the gap at the site

e
I
I
I
I
I
I
a

o

/\ CAUTION

To prevent small animals, water and snow from

entering the unit and damage its parts, close the
gap around the edges of through holes for pipes
and wires with filler plates.

7

This unit allows two types of pipe routing:

Installation base perpendicular to the unit's front panel

2\

2 R £

The gaps around the edges of through holes for pipes and
wires on the unit allow water or mice to enter the unit and
damage its parts. Close these gaps with filler plates.
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

13. OUTDOOR INSTALLATION R2-Series (High efficiency)

13-3-6. Twinning on the outdoor unit side

* The pipe from multiple outdoor units must be installed so that oil will not accumulate in the pipe under certain
conditions. Refer to the figures below for details.
* Small dots in the figures indicate branching points.
® To a BC controller
(1) The pipe from the outdoor units must be inclined downward to the indoor unit side. In the figure on the right,
because the pipe is inclined upward, the oil in the pipe accumulates when Unit 1 is in operation and Unit 2 is
stopped.

Unit 1 Unit 2 Unit 1 Unit 2

Il Il |
A
@J’_%__ -
(2) The distance between the unit bottom and the pipe (H) must be 0.2 m (7-7/8 in) or below. In the figure on the

right, because the distance is more than 0.2 m (7-7/8 in), the oil accumulates in Unit 1 when Unit 2 is in
operation and Unit 1 is stopped.

Unit 1 Unit 2
Il Il
Unit 1 Unit 2
Unit 1 Unit 2 ®H T ‘
ar |
H H > 0.2 m (7-7/8 in)

H<0.2m (7-7/8 in)

(38) The vertical separation between units (H) must be 0.1 m (3-15/16 in) or below. In the figure on the right,
because the distance is more than 0.1 m (3-15/16 in), the oil accumulates in Unit 1 when Unit 2 is in operation
and Unit 1 is stopped.

Unit 2 Unit 2

Unit1 — i @[ gnitt )

S

H<0.1m(3-15/16 in) H>0.1m (3-15/16 in)

(4) The vertical separation between units (H) must be 0.1 m (3-15/16 in) or below. In the figure on the right,
because the distance is more than 0.1 m (3-15/16 in), the oil accumulates in Unit 2 when Unit 1 is in operation
and Unit 2 is stopped.

Unit 1

Unit 1

i

Unit 2

j — Unit 2
® H | ®

H<0.1m (3-15/16 in) H > 0.1 m (3-15/16 in)

» The Twinning pipe must be installed horizontally using a level vessel to avoid unit damage.
Level vessel

Qb ——— 1
“1&

Twinning pipe
« If the length of the pipe between the branching point and the outdoor unit exceeds 2 m (6 ft), provide an expansion
loop or an offset within 2 m (6 ft) from the branching point.
The expansion loop or offset must be at least 200 mm (7-7/8 in) in height. (high-pressure pipe only) If there is no
expansion loop or offset, oil can accumulate inside the pipe, causing a shortage of oil and may damage the compressor.
* Small dots in the figures indicate branching points.

® To a BC controller
| Expansion loop or offset (high-pressure pipe only)

’ l © High-pressure pipe
lo2m @) ® Il S ®
‘ “<2m@n)

& Caution:

* Do not install expansion loops or offsets other than the ones between outdoor units described on a separate sheet to prevent oil backflow and
compressor start-up failure.

¢ Do not install solenoid valves to prevent oil backflow and compressor start-up failure.

* Do not install a sight glass because it may show improper refrigerant flow.
If a sight glass is installed, inexperienced technicians that use the glass may overcharge the refrigerant.

* Refrigerant pipes may expand or shrink due to temperature fluctuations of the refrigerant inside the pipes. When installing long straight pipes,
provide expansion loops or offsets to absorb the thermal expansions of the pipes.

MEES23K007A MITSUBISHI ELECTRIC CORPORATION 196



13. OUTDOOR INSTALLATION R2-Series (High efficiency)

Qutdoor unit 2 Outdoor unit 1

I
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Twinning pipe
____________________ I D To BC controller
200 mm [7-7/8 in.]
max [C) e -
"""""""""" [ [@DID LD -

13-3-7. Twinning on the outdoor unit side

See the following drawing for connecting the pipes between the outdoor units.

<In case of 2units combination>

On-site piping
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PURY-EP-T(S)NU-A1, Y(S)NU-A1

13. OUTDOOR INSTALLATION

R2-Series (High efficiency)

13-4. Weather countermeasure

In cold and/or snowy areas, sufficient countermeasures to wind and snow damages should be taken for operating unit in normal
and good condition in winter time. Surround the units with snow nets or fences to protect them from snow. Even in the other areas,
full consideration is required for installation of unit in order to prevent abnormal operations caused by wind or snow. When rain
and snow directly fall on unit in the case of air-conditioning operations in 10 or less degrees centigrade outdoor air
(50 or less degrees fahrenheit outdoor air), mount inlet and outlet ducts on unit for assuring stable operations.

It is recommended to install a duct to fully make use of the advantages of the panel heater.

Countermeasure to snow and wind

Prevention the Outdoor unit from wind and snow damages in cold or snowy areas, snow hood shown below is recommended

and helpful.

*Do not use a snow hood made of stainless steel, which may cause the unit to rust. If the use of a stainless snow hood is the

only option, contact the sales office before installing it.

*When installing a snow hood, take pressure loss into consideration to prevent airflow from decreasing.

* Snow hood

1 =B @

<Side view>

13-5. Countermeasure to wind

©\

@A Outlet
Inlet
OLLLO0L © Snow hood
y (D Raised base
1
N
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[
| lefanlrndont |
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o eglw
=
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I

<Front view>

Referring to the figure shown below, take appropriate measures which will suit the actual situation of the place for installation.
A unit installed alone is vulnerable to strong winds. Select the installation site carefully to minimize the effect of winds.
To install a unit in a place where the wind always blows from the same direction, install the unit so that the outlet faces away

from the direction of the wind.

Install the outdoor unit where seasonal
winds do not blow directly against the
unit, such as behind a building.

13-6. Precautions for installing a panel heater

®

Install the outdoor unit to avoid having
seasonal winds against the front of air
outlet/inlet on the unit.

If there is a risk that the drain water will freeze inside the outdoor unit, the installation of a panel heater is recommended.
When installing a panel heater, provide sufficient space for maintenance accordingly.
For details, refer to the installation manual for the panel heater.
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INSTALLATION INFORMATION

1. Installation information Installation information

* Refer to the enclosed Installation Manual for details on installation. Arrange to have an expert install the system correctly.

1-1. General precautions

1-1-1. Usage
*The air-conditioning system described in this DATA BOOK is designed for human comfort.
+This product is not designed to assist in the preservation of food, provide conditions to maintain plants or animals, or
stabilize environments for the preservation of precision equipment or art objects. To prevent loss of quality, do not use
the product for purposes other than those it is designed for.
+To reduce the risk of water leakage and electric shock, do not use the product for air-conditioning vehicles or vessels.

1-1-2. Installation environment
+Do not install any unit other than the dedicated unit in an area where the voltage changes significantly, large amounts
of mineral oil (e.g., cutting oil) are present, cooking oil may splash, or a large quantity of steam can be generated, such
as a kitchen.
*Do not install the unit in acidic or alkaline environments.
+Installation should not be performed in locations exposed to chlorine or other corrosive gases. Avoid installation near
sewers.
+To reduce the risk of fire, do not install the unit in an area where flammable gas may leak or flammable material is
present.
+This air-conditioning unit has a built-in microcomputer. The effects of noise should be taken into consideration when
deciding on the installation position. It is recommended that the air-conditioning unit be installed in a position away from
antennas or electronic devices.
+Install the unit on a solid foundation in accordance with local safety measures against typhoons, wind gusts, and
earthquakes to prevent the unit from being damaged, toppling over, or falling.

1-1-3. Backup system
+In regions in which the malfunctioning of the air conditioner may have a critical effect, it is recommended to have two or
more systems made up of single outdoor/heat source units and multiple indoor units.

1-1-4. Unit characteristics

+The heat pump efficiency of the outdoor unit depends on the outdoor temperature. In heating mode, performance drops
as the outside air temperature drops. In cold climates, performance can be poor. Warm air will continue to be trapped
near the ceiling and the floor level will remain cold. In such cases, heat pumps require a supplemental heating system
or air circulator. Before purchasing, consult your local distributor for assistance in selecting the unit and system.
+*When the outdoor temperature is low and the humidity is high, the heat exchanger on the outdoor/heat source unit side
tends to collect frost, which reduces its heating performance. The Auto-defrost function will be activated in order to
remove the frost, and the heating mode will temporarily stop for 3-10 minutes. Heating mode will automatically resume
upon completion of the defrost process.

+An air conditioner with a heat pump requires time to warm up the whole room after the heating operation begins, because
the system circulates warm air in order to warm up the whole room.

+Sound levels were obtained in an anechoic room. Sound levels during actual operation are usually higher than the
simulated values due to ambient noise and echoes. Refer to the section on "SOUND LEVELS" in the DATA BOOK for
the measurement location.

+Depending on the operating conditions, the unit generates noise caused by valve actuation, refrigerant flow, and
pressure changes even when operating normally. Try to avoid positioning the air conditioner in locations where
quietness is required. With regard to the BC/HBC controller, it is recommended that the unit be installed in areas such
as corridor ceilings, restrooms and plant rooms.

+The total capacity of the connected indoor units can be greater than the capacity of the outdoor/heat source unit.
However, when the connected indoor units operate simultaneously, each unit's capacity may become smaller than the
rated capacity.

+*When the unit is started up for the first time within 12 hours after the power comes on, i.e. after a power failure, it
performs initial startup operation (capacity control operation) to prevent damage to the compressor. The initial startup
operation requires a maximum of 90 minutes to complete, depending on the operating load.
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1-1-5. Related equipment
+Use an earth leakage breaker (ELB) with medium sensitivity, and an activation speed of 0.1 second or less.
+Consult your local distributor or a qualified technician when installing an earth leakage breaker.
+If the unit is an inverter type, select an earth leakage breaker able to respond to high harmonic waves and surges.
+Leakage current is generated not only through the air-conditioning unit but also through the power wires. The leakage
current of the main power supply is therefore greater than the total leakage current of each unit. Take the capacity of the
earth leakage breaker or leakage alarm into consideration when installing one at the main power supply. To measure
the leakage current simply on site, use a measurement tool equipped with a filter, and clamp all the four power wires
together. The leakage current measured on the ground wire may not be accurate because the leakage current from other
systems may be included in the measurement value.
+Do not install a phase-advancing capacitor on a unit connected to the same power system as an inverter-type unit and
its related equipment.
+If a large current flows due to the malfunctioning of the product or faulty wiring, both the earth leakage breaker on the
product side and the upstream overcurrent breaker may trip almost at the same time. Separate the power system or
coordinate all the breakers depending on the system's priority level.

1-1-6. Unit installation
*Your local distributor or a qualified technician must read the Installation Manual that is provided with each unit carefully
before performing installation work.
+Consult your local distributor or a qualified technician when installing the unit. Improper installation by an unqualified
person may result in water leakage, electric shock, or fire.
+Ensure that there is enough space around each unit.

1-1-7. Optional accessories
+Only use accessories recommended by Mitsubishi Electric. Consult your local distributor or a qualified technician when
installing them. Improper installation by an unqualified person may result in water leakage, power leakage, system
breakdown, or fire.
+*Some optional accessories may not be compatible for use with the air-conditioning unit or may not be suitable for the
installation conditions. Check the compatibility when considering any accessories.
+Note that some optional accessories may affect the air conditioner's external form, appearance, weight, operating
sound, and other characteristics.

1-1-8. Operation/Maintenance
+Read the Instruction Book that is provided with each unit carefully prior to use.
+Maintenance or cleaning of each unit may be risky and require expertise. Read the Instruction Book to ensure safety.
Consult your local distributor or a qualified technician when special expertise is required, such as when the indoor unit
needs to be cleaned.
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INSTALLATION INFORMATION

1. Installation information Installation information

1-2. Precautions for Indoor unit and BC controller

1-2-1. Operating environment
*The refrigerant (R410A) used in the air conditioner is non-toxic and nonflammable. However, if the refrigerant leaks, the
oxygen level may drop to harmful levels. If the air conditioner is installed in a small room, measures must be taken to
prevent the refrigerant concentration from exceeding the safety limit even if the refrigerant leaks.
+If the units operate in cooling mode at a humidity above 80%, condensation may collect and drip from the indoor units.
*Regular checking and cleaning of the drain drainage paths, such as the drain pan or the drain pump, is recommended
to prevent clogging. The neglect of a clogged drain pump may trigger the water-leakage protection function which stops
operation of the entire system.

1-2-2. Unit characteristics
*The return air temperature display on the remote controller may differ from the displays on the other thermometers.
+The clock on the remote controller may be displayed with a time lag of approximately one minute every month.
*The temperature measured by the built-in temperature sensor on the remote controller may differ from the actual room
temperature due to the effect of the wall temperature.
+Use the built-in thermostat on the remote controller or a separately-sold thermostat when indoor units installed on or in
the ceiling operate the automatic cooling/heating switchover.
*The room temperature may rise drastically due to Thermo OFF in areas where the air-conditioning load is large, such
as computer rooms.
+Be sure to use a regular filter. If an irregular filter is installed, the unit may not operate properly, and operating noise may
increase.
*The room temperature may increase above the preset temperature in environments in which the heating or
air-conditioning load is small.

1-2-3. Unit installation
+The insulation for the low-pressure pipe between the BC controller and the outdoor/heat source unit must be at least 20
mm (13/16 in.) thick. If the unit is installed on the top floor or in a high-temperature, high-humidity environment, thicker
insulation may be necessary.
+Do not have any branching points on the downstream of the refrigerant pipe header.
+When a field-supplied external thermistor is installed or when a device for demand control is used, the unit may stop
abnormally or damage may occur to the electromagnetic contactor. Consult your local distributor for details.
*When indoor units employ fresh air intake, install a filter in the duct (locally procured) to remove dust from the air.
*The 4-way Cassette Type units that have an outside air inlet can be connected to the duct, but need a booster fan to be
installed at site. Refer to the chapter "Indoor Unit" for the available range for fresh air intake volume.
*Employing fresh air intake for the indoor unit may increase the sound pressure level.
+Do not install the unit above the cooking or food processing area.

1-2-4. Noise level (Sound pressure level)
*The sound pressure level is a value measured in an anechoic room in accordance with the conventional method in JIS
standard. The sound pressure level actually measured at the installation site is usually higher than the value indicated
in this DATA BOOK due to the influence of ambient noise and echoes.

MEES20K084 MITSUBISHI ELECTRIC CORPORATION



1. Installation information Installation information

1-3. Precautions for outdoor unit/heat source unit

1-3-1. Installation environment
*The outdoor unit with the salt-resistant specification is recommended for use in an area in which it will be exposed to
salt air.
+Even when the unit with the salt-resistant specification is used, it is not completely protected against corrosion.
Be sure to follow the directions or precautions described in the Instruction Book and Installation Manual for installation
and maintenance. The salt-resistant specification is referred to in the guidelines published by JRAIA (JRA9002).
+Install the unit in an area where the flow of discharge air is not obstructed. If the flow of discharge air is obstructed,
short-cycling of discharge air may occur.
+Provide proper drainage around the base of the units; condensation may collect and drip from outdoor units.
Provide water-proofing protection to the floor when installing the unit on the rooftop.
+In regions where snowfall can be expected, install the unit so that the outlet faces away from the direction of the wind,
and install a snow guard to protect the unit from snow. Install the unit on a base approximately 50 cm (19-11/16 in.)
higher than the expected snowfall. Close the openings for pipes and wiring, because the ingress of water and small
animals may cause equipment damage. If a SUS snow guard is used, refer to the Installation Manual that comes with
the snow guard and be careful with the installation to avoid the risk of corrosion.
+*When the unit is expected to operate continuously for a long period of time at outside air temperatures of below 0°C
(32°F), take appropriate measures, such as the use of a unit base heater, to prevent ice forming on the unit base.
(Not applicable to the PUMY-Series)
+Install the snow guard so that the outlet/inlet faces away from the direction of the wind.
*When approximately 50 cm (19-11/16 in.) or more of snow accumulates on the snow guard, remove the snow from the
guard. Install a roof that is strong enough to withstand loads caused by snow in areas where snow accumulates.
+Provide proper protection around the outdoor units in places such as schools to avoid the risk of injury.
+A cooling tower and heat source water circuit should be a closed circuit so that water is not exposed to the atmosphere.
When a tank is installed to ensure that the circuit has enough water, minimize the contact with outside air to ensure that
the oxygen dissolved in the water is 1 mg/L or less.
¢Install a strainer (50 mesh or more recommended) on the water pipe inlet on the heat source unit.
+Interlock the heat source unit and water circuit pump.
*Note the following to prevent the freezing and bursting of pipes when the heat source unit is installed in an area where
the ambient temperature can be 0°C (32°F) or below.
+Keep the water circulating to prevent it from freezing when the ambient temperature is 0°C (32°F) or below.
+Before a long period of non-use, be sure to purge the water from the unit.
*The salt-resistant unit is resistant to salt corrosion, but not salt-proof.
Please note the following when installing and maintaining outdoor units in a marine environment.
1. Install the salt-resistant unit in an area in which it is not directly exposed to sea breezes, and minimize exposure to salt
water mist.
2. Avoid installing a sun shade over the outdoor unit, so that rain will wash away salt deposits off the unit.
3. Install the unit horizontally to ensure proper water drainage from the base of the unit. Accumulation of water in the base
of the outdoor unit will significantly accelerate corrosion.
4. Periodically wash salt deposits off the unit, especially when the unit is installed in a coastal area.
5. Repair all noticeable scratches after installation and during maintenance.
6. Periodically check the unit, and apply an anti-rust agent and replace corroded parts as necessary.

1-3-2. Circulating water
+Regularly check the quality of the water in the heat source unit, following the guidelines published by JRAIA
(JRA-GL02-1994).
+A cooling tower and heat source water circuit should be a closed circuit so that water is not exposed to the atmosphere.
When a tank is installed to ensure that the circuit has enough water, minimize the contact with outside air to ensure that
the oxygen dissolved in the water is 1 mg/L or less.

1-3-3. Unit characteristics
*When the Thermo ON and OFF is frequently repeated on the indoor unit, the operating status of outdoor/heat source
units may become unstable.

1-3-4. Related equipment

+Provide grounding in accordance with the local regulations.

1-3-5. Noise level (Sound pressure level)

*The sound pressure level is a value measured in an anechoic room in accordance with the conventional method in JIS
standard. The sound pressure level actually measured at the installation site is usually higher than the value indicated
in this DATA BOOK due to the influence of ambient noise and echoes.

Valve operation noise and refrigerant flow noise may occur from inside the outdoor unit/heat-source unit.
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1. Installation information Installation information

1-4. Precautions for control-related items

1-4-1. Product specification

+To introduce the MELANS system, a consultation with us is required in advance. Especially to introduce the electricity
charge-apportioning function or energy save function, further detailed consultation is required. Consult your local
distributor for details.

+Billing calculation for AE-200A/AE-50A/EW-50A, or the billing calculation unit is unique and based on our original
method. (Backup operation is included.) It is not based on the metering method, and do not use it for official business
purposes. Itis not the method that the amount of electric power consumption (input) by air conditioner is calculated. Note
that the electric power consumption by air conditioner is apportioned by using the ratio corresponding to the operation
status (output) for each air conditioner (indoor unit) in this method.

+In the apportioned billing function for AE-200A/AE-50A and EW-50A, separate watt-hour meters should be used for
A-control units, K-control units, and CITY MULTI packaged air conditioners. It is recommended that an individual
watt-hour meter should be used for large-capacity indoor units (with two or more addresses).

*When using the peak cut function on the AE-200A/AE-50A or EW-50A, note that the control is performed once every
minute and it takes time to obtain the effect of the control. Take appropriate measures such as lowering the criterion
value. Power consumption may exceed the limits if the AE-200A/AE-50A or EW-50A malfunctions or stops. Provide a
back-up remedy as necessary.

*The controllers cannot operate while the indoor unit is OFF. (No error)

Turn ON the power to the indoor unit when operating the controllers.

*When using the interlocked control function on the AE-200A/AE-50A/EW-50A/PAC-YG66DCA or PAC-YG63MCA, do
not use the control for fire prevention or security. (This function should never be used in a way that would put people's
lives at risk.) Employ any methods or circuits that allow ON/OFF operation using an external switch in case of failure.

1-4-2. Installation environment
+Surge protection may be required for the transmission line in areas where lightning strikes occur frequently.
+The receiver for a wireless remote controller may not work properly due to the effect of general lighting. Leave a space
of at least 1 m between the general lighting and the receiver.
+*When the auto-elevating panel is used and the system is operated using a wired remote controller, install the wired
remote controller in a place where all the air conditioners being controlled (at least the bottom part of them) can be seen
from the wired remote controller. If not, the descending panel may cause damage or injury; be sure to use a wireless
remote controller designed for use with the elevating panel (sold separately).
+Install the wired remote controller (switch box) in a place where the following conditions are met.
*Where the installation surface is flat
+*Where the remote controller can detect an accurate room temperature
The temperature sensors that detect the room temperature are installed both in the remote controller and in the indoor
unit.
When the room temperature is detected using the sensor in the remote controller, the main remote controller is used
to detect the room temperature. In this case, follow the instructions below.
+ Install the controller in a place where it is not affected by a heat source.
(If the remote controller faces direct sunlight or the direction of the supply air flow, the remote controller cannot detect
the accurate room temperature.)
+ Install the controller in a place where the average room temperature can be detected.
+ Install the controller in a place where no other wires are present around the temperature sensor.
(If other wires are present, the remote controller cannot detect an accurate room temperature.)
+To prevent unauthorized access, always use a security device such as a VPN router when connecting the
AE-200A/AE-50A or EW-50A to the Internet.
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CAUTION FOR REFRIGERANT LEAKAGE

1. Caution for refrigerant leakage

The installer and/or air conditioning system specialist shall secure safety against refrigerant leakage according to local regulations or standards.
The following standard may be applicable if no local regulation or standard is available.

1-1. Refrigerant property

R410A refrigerant is harmless and incombustible. The R410A is heavier than the indoor air in density. Leakage of the refrigerant in a room
has possibility to lead to a hypoxia situation. Therefore, the critical concentration specified below shall not be exceeded even if the leakage
happens.
« Critical concentration
Critical concentration hereby is the refrigerant concentration in which no human body would be hurt if immediate measures can be taken
when refrigerant leakage happens.
Critical concentration of R410A: 0.44kg/m?

(The weight of refrigeration gas per 1 m? air conditioning space.);
* The Critical concentration is subject to ISO5149, EN378-1.

For the CITY MULTI system, the concentration of refrigerant leaked should not have a chance to exceed the critical concentration in
any situation.

1-2. Confirm the Critical concentration and take countermeasure

The maximum refrigerant leakage concentration (Rmax) is defined as the result of the possible maximum refrigerant weight (Wmax) leaked
into a room divided by its room capacity (V). It is referable to Fig.1-1. The refrigerant of Outdoor/Heat source unit here includes its original
charge and additional charge at the site.

The additional charge is calculated according to the refrigerant charging calculation of each kind of Outdoor/Heat source unit, and shall not
be over charged at the site. Procedure 1-2-1~3 tells how to confirm maximum refrigerant leakage concentration (Rmax) and how to take
countermeasures against a possible leakage.

Outdoor/Heat source unit (No.1) Outdoor/Heat source unit (No.1) Outdoor/Heat source unit (No.2)

Flow of refrigerant —

Flow of refrigerant — +— Flow of refrigerant
o
F A T

| [~ I [™ I I il il Tl
Ind it § m§ Ind it §%§ §%§ Q
indoor unii indoor unii

f R

Maximum refrigerant leakage concentration (Rmax) Maximum refrigerant leakage concentration (Rmax)

Rmax=Wmax / V (kg/m?) Rmax=Wmax /V (kg/m*®) W1: Refrigerant weight of Outdoor/Heat source unit No.1
where, Wmax=W1+W2 W2: Refrigerant weight of Outdoor/Heat source unit No.2

Fig. 1-1 The maximum refrigerant leakage concentration

1-2-1.Find the room capacity (V),
If a room having total opening area more than 0.15% of the floor area at a low position with another room/space, the two rooms/space
are considered as one.The total space shall be added up.
1-2-2.Find the possible maximum leakage (Wmax) in the room.If a room has Indoor unit(s) from more than 1 Outdoor/Heat source unit, add
up the refrigerant of the Outdoor/Heat source units.
1-2-3.Divide (Wmax) by (V) to get the maximum refrigerant leakage concentration (Rmax).
1-2-4.Find if there is any room in which the maximum refrigerant leakage concentration (Rmax) is over 0.44kg/m?.
If no, then the CITY MULTI is safe against refrigerant leakage.
If yes, following countermeasure is recommended to do at site.
Countermeasure 1: Let-out (making V bigger)
Design an opening of more than 0.15% of the floor area at a low position of the wall to let out the refrigerant whenever leaked.
e.g.make the upper and lower seams of door big enough.
Countermeasure 2: Smaller total charge (making Wmax smaller)
e.g.Avoid connecting more than 1 Outdoor/Heat source unit to one room.
e.g.Using smaller model size but more Outdoor/Heat source units.
e.g.Shorten the refrigerant piping as much as possible.
Countermeasure 3: Fresh air in from the ceiling (Ventilation)
As the density of the refrigerant is bigger than that of the air. Fresh air supply from the ceiling is better than air exhausting from the ceiling.
Fresh air supply solution refers to Fig.1-2~4.

Fresh air supply fan (always ON) Fresh air supply fan Fresh air supply fan
Refrigerant pipe Refrigerant pipe

Refrigerant pipe (high pressure pipe)

Refrigerant stop valve

to Outdoor/Heat source unit to Outdoor/Heat source unit to Outdoor/Heat source unit
A AL
Indoor unit Indoor unit Indoor space Indoor unit
Indoor space Indoor space
(Floor) (Floor) (Floor)
Opening D Opening D Opening
I (’ I ( I
Sensor for refrigerant leakage (Oxygen sensor or refrigerant sensor) Sensor for refrigerant leakage (Oxygen sensor or refrigerant sensor).
[At 0.3m height from the floor] [At 0.3m height from the floor]
Fig.1-2.Fresh air supply always ON Fig.1-3.Fresh air supply upon sensor action Fig.1-4.Fresh air supply and refrigerant

shut-off upon sensor action

Note 1. Countermeasure 3 should be done in a proper way in which the fresh air supply shall be on whenever the leakage happens.

Note 2. In principle, MITSUBISHI ELECTRIC requires proper piping design, installation and air-tight testing after installation to avoid leakage happening.
In the area should earthquake happen, anti-vibration measures should be fully considered.
The piping should consider the extension due to the temperature variation.
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AWarning
W Do not use refrigerant other than the type indicated in the manuals provided with the unit and on the nameplate.
- Doing so may cause the unit or pipes to burst, or result in explosion or fire during use, repair, or at the time of disposal of the unit.
- It may also be in violation of applicable laws.
- MITSUBISHI ELECTRIC CORPORATION cannot be held responsible for malfunctions or accidents resulting from the use of the wrong
type of refrigerant.
M Our air conditioning equipment and heat pumps contain a fluorinated greenhouse gas, R410A.

MITSUBISHI ELECTRIC CORPORATION

www.MitsubishiElectric.com
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