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CNC VERTICAL
MACHINE CENTER
XTIl

Super Speed Series

Specifications:

XY.Z Travel Axis : 1000mm x 500mm x 510mm

BT40 - 12000 RPM

Diameter of Spindle : 60mm

X.Y.Z Ball Type Linear Guide Way

X.Y.Z Axis Linear Way Bearing Block : 2 Pcs
X.Y,Z Axis linear Way (Width) : 34 mm

Brand : PERFECT JET
Model : MCV - 10SS

Spindle Motor: 7.5 [ IKW

Table Size : 1120 mm x 500 mm

Ball Screw Diameter : 32 mm (Class C3)

Pitch of Ball Screw Diameter : 10 mm
Controller : Fanuc 0i-MF + AICC 2

Drive Motor : 7/7/20 Nm

Rapid Traverse (mm/Min) : 30,000

Max Cutting Feed Rate (mm/Min) :10000

Full Splash Guard + Screw Type Chip Conveyor
Weight NW./G.W.(approximate) : 4000/4250 Kg
Floor Space (L X W X H) : 2819 X 2726 X 2700mm



CNC VERTICAL
MACHINE CENTER
SEXmMIdhDH

M Series

Brand : PERFECT JET
Model : MCV - M11 (H)

Specifications:
Travel X)Y,Z Axis : 1100 x 650 x 600 mm
Spindle Nose to Table Surface :100 - 700 mm
Spindle Center to Column Surface : 675 mm
X/Y[Z Way Span: 380 [ 720 [ 440 mm
Position / Repeatability Accuracy : £0.004 mm
Ball Bar Accuracy : <0.0l mm
Spindle Taper : BT40
Spindle Transmission : Direct-coupled
Spindle Speed : 12 000 RPM
CNC Control : Fanuc 0i-MF Plus + AICC 2
Spindle Motor : 7.5/1 Kw
X/Y/Z Motor : 3.0/3.0/7.0 Kw
Table Size (W x L) :1300 x 600 mm
T-slots ( Width x No x Pitch ) :18 x 5 x 125 mm
Table Load : 1000 Kg
X.Y.Z Rapid Feed Rate : 36/36/30 M / Min

Ballscrew O/D [ picth:
@45mm x 45mm x p45mm [ 12 (op.16)

XY.Z Linear : M45 [ 45 [ 45 mm

Tool Selection : 24 [ 30 Tool ARM Type

Full Splash Guard + Screw Type Chip Conveyor
Weight NW./G.W. (approximate) : 7000/7300 Kg
Packing (L x W x H) : 3400 x 2300 x 2500 mm
Floor Space (L x W x H) : 3000 x 2900 x 3000 mm
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Featured 554

High Precision High Rigidty High-Speed Machining
BEH EL MR ERERN T

Designed for exceptionally accurate miiling,
4% drilling and rigid tapping.
RAEEE

Well suited for a wide variety of demanding

applications.
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Extraordinary stiffness of the column and
{% bed construction.
IOAE, [EREER T EHEAA ARG > BELUNERIAE AR M

Perfect combination of a full enclosure and a

4o properly shaped base provides leak-free

operation and ease of chip removall.
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BRIDGE TYPE MACHINING CENTER

(CNC Double Column)
ZMmIdd#

Brand : PERFECT JET
Model : MB-1630G

MB1630

Ly 1] L]
Specifications:
Table Size (W*L) 1600*3300mm
Table  T-Slot (W*No.*P.) 22*10%125mm
Max. Load 6000 kg.
X/Y/Z Axis Travel (mm) 3000/2000/700 mm
Position Accuracy +0.005/300 mm
i1 Repeatability Accuracy +0.005 mm
Spindle Nose to Table Surface 200-900 mm
Column Distance 2010 mm
Spindle Orientation Proximity sensor
) Spindle Driving gear
spindle .y spindle Speed (rpm) 6.000
P P P 3
Spindle Nose BT#50
B o screw Diometer (mm) 963 [p50/p45*10
Rapid Traverse Rate (X/Y/z) 16 /16 [ 16m/min.
Feed Cutting Feed Rate 1-10000 mm /min.
Miniumum Input Increment 0.001 mm
Max. Tool Diameter [ Adjacent @10 /9220 mm
Max. Tool Length 350mm
Max. Tool Eeight 18kg.
Tool Selection Automatic random
Vlelsferilal=] Tool Shank BT#50
Tool Magazine capacity 24 [32 /40
Tool Changing ARM type
Pull Stud 45°
Tool Changing Times (T.to T.) 45 (sec)
Spindle Motor a15-15 /18.5KW
Drive Servo Motors (X/Y/Z) a 30 (Z with brake)
Motors  Spindle Oil Cooler 200W
Slide Ways Lubrication Pump 25W
Coolant Pump 0.78KW
- Electric Power 45 KVA
Pneumatic Unit 7 kg/cm?
Machine Net Weight (approximate) 20000 kg.
Weight  Gross Weigh (approximate) 22500 kg.
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HIGH - PERFORMANCE Specifications:
CNC TURNING CENTERS spindle Servo Main Motor (CTB, //15kW)

a E E ﬁ Controller : Fanuc 0i-TF Plus

Spindle Unit (bore 62mm, A2-6, 4000rpm)

8" Hollow Hydraulic Chuck

Model : STL-8 _
12 -Station Turret
Servo Turret

Hydraulic Tailstock

Chip Conveyor with Cart

» Heat exchanger of electric cabinet D X/Z Axis Rapid traverse : 24/24 m/min
p Auto coolant system, full guard, work lamp, manuals p Turret Center height : 80 mm

p Foundation pads, transformer, alarm lamp, etc. p Turret No. of tool stations: 12 T

p Max. swing diameter over bed : 450 mm p Turret OD of Tool : 25%25, @32 mm

p Max. length of workpiece : 500 mm p Tailstock type : Hydraulic

p Max. swing diameter over slide : 210 mm p Tailstock taper of quill : MT 4

p Spindle speed : 4000 RPM p Tailstock travel of quill : 80 mm

» Main motor : 11/15 Kw p Tailstock travel of tailstock :100 - 500 mm

p Diameter of spindle Bore : 62 mm p Power capacity : 15 KVA

» Max. diameter of through-hole : 52 mm » Weight (about) : 3300 Kg

b X/Z Axis Travel :180 / 500 mm p Overall dimension(LxWxH) : 3300 x 1720 x 1775 mm

A) 35° true slant bed structure, high quality cast iron.
- B) Adjustable operation panel box, ergonomic design.
MUChlne C) Servo main motor, high speed and constant torque and rigid threading function.
ghisp q g g

Cha ructeristics D) Taiwan brand roller type linear guideway and middle side ballscrew reach
high precision and good efficiency.
E) Bi-directional indexing, no uplift, highly efficient turret.
F) Spindle unit offers high speed and good accuracy.
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LASER MACHINE

Advantage Features:

1. Configure high power and quality laser tube, can work over 3000-8000hours.

2. DSP control system, rich function, can approach engraving on plane, gradient engraving by 360 degrees, cutting
and drilling holes etc.

3. with function of restoring from poweroff, continuation function from break point.

4. Transmit files directly from Corel draw and Auto CAD, Photoshop, Tajima directly.

5. Adopt imported linear rail, high precision.

6. Motorized up and down working table makes thicker material engraving and cutting more easy.

7.LCD screen monitor and USB interface support offline working from pen driver

Applicable material : wood, bamboo, jade, acrylic, leather, garment, marble, ceramic, paper,
glass, rubber and other nonmetal material
Applicable Industry: advertisement, arts and crafts, toys, garments, mould, package and paper industry etc
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Specifications:

X.Y Working Area (mm) : 1300*900 (Option: 1300*1800 , 600*900, 400*600)

Optional Device : Table up and down working table (Auto focus +350mm Z axis working
3 jaws Rotating Axis (need up down table)

Laser Power : Reci 100W CO2 sealed glass laser tube

Lens : USA 26 Brand lens

Cooling Mode : Circulating-water-cooling, CW5000 industry chiller

Power Adjusting : 0-100%controlling,no segment and adjusting by software

Control Software : Rdworks

XY Axis : Hiwin 15 mm rail and belt

Motor and Drive : Stepper motor

Engraving Speed : F60000mm/min

Cutting Speed : 1110000mm/min

Cutting Thickness : 0-20mm plexiglass (others determined by materials.)

Support Graphic Format : *plt,*.dst,*.dxf,* bmp,*.dwg,*.al *las, Support AutoCAD,

CoreDraw, Photo shop, Tajima direct outputting

Position System : Red Point

Minimum Shaping Character : letter 0.8mm, Chinese 2mm

Resolution Ratio : <0.0lmm

Location Precision :<0.0lmm

Gross Power : <1000W

Power Supply : AC220V/50Hz; ACN1I0V/60Hz

Operating Temperature :0 C-45C

Gross Weight and Packclg?a Size:153*113*N16¢cm free fumigation wooden case X 330kg

Operating Humidity : 5%-95% free of condensed water

Air Fan (exhaust fan) : 1

Air Compressor : 1

One Set Mirror (focus lens*1, mirrors*3) :1
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FIBER LASER CUTTING MACHINE
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Specifications:

XY Working Area :1500*3000mm or other

Laser Power : Raycus Fiber 3000W (Max photonices 3000W) or other

Chiller : CW 6200 chiller

Control Software : BC CYP CUT 2000

Laser Head : Raytools auto focus

Table : Blade table

Power Adjusting : 0-100% controlling, no segment and adjusting by software

XY Axis : Hiwin rail + YYC Helical rack

Motor and Drive : Japan Yaskawa servo motor + Shimpo Reducer

Max Travelling Speed : 80000mm/min

Cutting Speed : 1-10000mm/min

Cutting Thickness : Caton steel 0-12mm thickness,stainless steel 0-5mm thickness

Dust Extraction System : 1.5kw air fan

Lubrication : Auto

Support Graphic Format : *plt,*.dst,*.dxf,*bmp,*.dwg,*.al *las, Support AutoCAD,

CoreDraw, PS, direct outputting

Position System : Red Point

XY Positioning Accuracy : <0.Imm

XY Repositioning Accuracy ; <0.08mm

Power Supply : AC220V/60Hz Sphcse?

Operating Temperature :0C-45 C

Package Size : 3700*2000*2000mm

Gross Weight : 3500kg

Operating Humidity : 5%-95% free of condensed water

Air Fan(exhaust fan) : 1

Advantage Features:

1. Integrated machine design, left and right collecting drawer design highly saving space.
2. Stability and reliability for light path system and control system.
3. Fiber laser has high and stable function and lifespan which is over 100000 hours.

4. Higher cutting quality and efficiency with cutting speed being up to 25m/min with perfect cutting edge.

5. High performance reducer, gear and rack; Japanese guide and ball screw

Applicable material : SSMild steel,
Applicable Industry : Fiber laser cutting machine is the best cutting tool for thin sheet metal cutting,
especially for stainless steel cutting. compact layout, stable optical link,

convenient operation and reliable performance.
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CNC ROUTER MACHINE

Water Cooling Spindle (0-24000rpm)
Air Cooling Spindle (0-18000rpm)

Spindle Italy HSD 3kw 4.5w 6kw 7kw air cooling
China HQD 3.5 kw 4.5w 6kw air cooling
China HQD 3kw 4.5kw 5.5kw water cooling spindle
Calibration China Auto wired
Frequency converter China Fuling 3.75.5 7.5 kw Inverter
Motor China Fuxing 86 118 stepper motor +Gear box belt
Drive China Yako Yako 2608 drive
Rack China XinYue Helical rack 125 mode
Ballscrew Taiwan TBI 2505
Rail Taiwan Hiwin or LAPPING 30MM
Lubrication China Jiacheng manual
Mist sprayer China Jiacheng kerosene for aluminum
System Transfomer China Sano Sano IST C8 060 5KVA

Control system

Pump

Dust collector

China Ruizhiauto

Germany Becker

China Haosen

DSPAI1 with ,USB input
Mach3 or NC studio or Xingduowei

KVT 3140 140cbm/h
3kw 2 bags+100mm diameter 6meter length

Switch France Schneider Zelio rxm4l b2bd
Limited stop Japan Omron TLQ5M C1Z
Software Artcam Cracked
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Specifications:
) Air Pop Up Pins : 3pcsonX,4pcsony,
Gantry Steel Thickness : 8mm UP table 256mm (optional)
Gantry Support Steel : 8mm Bakelite Thickness : 25mm
Frame Steel Tube 6 to: 8mm Table Vacuum Hole : 50mm

XYZ Working Area : 1300*2500*200 mm (4*8) ormore  yqouum Pipe Diameter : Omm

Table Size :1300*2500mm /1500*3000mm or more Vacuum Area : 4 sperate vacuum ared
Max Rapid Travel Rate : 25,000mm/min Vacuum on/off : Manual switch
Max Working Speed : 20,000mm/min Voltage :380v3 phase 50Hz 220v3 phae
Accuracy: 0.03 to 0.05mm 60 hz 220v1 Extra Free
Table Surface : Bakelite Vacuum Table Net Weight : 1800KG

*1-slot Extrusion Gross Weight : 2000KG

Optional Model

Synchronized Pneumatic . CNC Router
Multi-Head Tool Change 4 or 5 Axis Stone Router with 3D Scanner

Application:

1. Woodworking industries: Three-dimensional wave plate processing, cupboard doors, wooden doors,
window processing, video game cabinets and panels, computer table and Plate furniture auxiliary
processing.

2. Advertising industry: Advertising signs, logo production, acrylic cutting, forming system module,

a variety of materials advertising the production of decorative products.

3. Die industry: A sculpture of copper, aluminum, iron and other metal molds, as well as artificial marble,

sand, plastic sheeting, PVC pipe, wooden planks and other non-metallic mold.
4. Other industries: A variety of large-scale relief sculpture, video carving, widely used in gift processing
industry.
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CNC DRILLING & TAPPING CENTER
(High spec)
Model : SC-dt21H

Travel Size : 600 X 400 X 300 mm
RPM :20000

Table Size : 700 x 420 mm

Rapid Feed : 60/60/60 m/min
Tool Holder BT30 With 21 Tools
X.Y.Z Linear Roller Guide Way
Controller : Fanuc OI-MF Plus

Lx W xH:2000 x 1850 x 2080 mm

Total Weight : 3000Kg

— List of Main Purchased Parts —
A) Controller Fanuc Japan
B) Spindle Jianchun Taiwan
C) ATC Shengjie Taiwan
D) Qil Filling Pump Proton Taiwan
E) Three Shaft Bearing NSK Japan
F) XY,Z Linear Roller Guide Way Rexroth Germany
G) Screw Rod Shangyin Taiwan

H) Ball Screw Hiwin Taiwan

A) Automatic Tool Changer ) LED call Light and LED working lamp

B) Full Splash Guard J) Rigid Tapping
Stqnd.a rd C) Heat Exchanger For Letric Cabinet  K) Coolant System With Tank
Machine . D)Automatic Lubricating System L) Cycle Finish Indicator And Alam Light
Accessories E) Spindle Air Blast System M) Spindle Oil Cooler System

F) Spindle Air Curtain N) Oil Skimmer

G) Spindle Orientation 0) Transformer

H) Coolant Gun Air Socket P) Top cover
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Special Purpose Machine

Brass Valve Machine Of Ball

Brass Valve of Transfer Machine
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INJECTION MOULDING
MACHINE

E 2B

I1L|'

Lils

TTTT

Power Saving EG)) Low Noise @ High Efficiency O High Precision
TTTT

(e . o

/‘ Precise Flow Control '@ Precise Pressure Control Optimized Hydraulic Circuit

Clamping System

p Highrigidity platen ensures even stress and less chance of
Deformation leading to high precision clamping

> Optimized tie bar design ensuring stable and
speedy Movement with less impact

Lengthened distance between tie bar, mold thickness
and Opening stroke for more flexibility of mold use

Optimized lubrication system ensuring precision clamping
and Prolonging the life time of the clamping mechanismm

Speedy differential clamping circuit satisfying
special Movement requirement

Hydraulic driven gear mold adjustment for
P more speedy and Safe mold change

» Low pressure mold protection

P Choice of multi ejector mode

P High precision imported linear transducer of more precise Clamping and ejection position control

P Ttype groovo template is easy to mold and die
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Injection System

p The shooting table adopts manual centralized lubrication, which is simple and square Therefore,
the service life of motor bearing is prolonged.

> Compact injection carriage enhanes structural integrity

> Dual injection cylinders ensure balanced stress distribution on the injection unit.
(on models below 200 tons, optional on models above 260 tons.)

> Fast response structure for screw and barrel sealing-off.
p Sliding hopper, easy for switch plastic granule.

> 6-stqge.injectior.1, 5-stage holding pressure and 3-stage plasticizing control, satisfy different
production requirements.

Energy Unit

Germany gear pump, high efficiency, low noise, easy maintenance.

Servo system package from reliable famous manufacturers with unit parameter and standard.

Closed-loop control for pressure and speed, the rpom and the torque can be real-time adjusted,
p resulting in excellent repeatability.

Ultra high energy saving. the energy consumption reaches china Ist grade energy consumption
p standard of injection moulding machine.

High performance redundant power design. the power of motor is up to 10% higher than counterpart
p intheindustry, avoiding motor over-heating or auto stop due to insufficiency of power.
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G rechmarion B, =1 § 4%

Controller System mssss————————————————
Model : TECHIS_QS8A

od | E]

-
*
o
(i (9
Main Parameter
Dimensions / ‘
H*W* D (mm) 227*424*47 PB (10 input) 24
PC (10 output) 28 Relay 12 (6 heat +
3 Moter + 3 others)
TEMP 7 (6 material temperature+ Analog Input 4ach
temperature input oil temperature)
IO Expansion avaliable for 1088
Analog Output 2 (A)/[2(V)+ (a) ) (8PB+8 PC)
Communication ﬁi?l_f]z*] Switch Power Supply DC24v

Characteristic: » DspP54 Series high speed processor is adopted.

Good system stability, low failure rate, suitable for various
industrial environments.

> Full closed-loop oil-electric hybrid servo control, each action with
independent PID control, high accuracy.

Flexible input / output specifications, good scalability,
high cost performance, full digital control, high degree of information.
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Technical Parameters oessssssssssssssssssss—

V =Variable Pump TER
S =Servo Motor {FRE 1

Description Unit AQOV[ S AI2OVIS
A/ B | Cc | A | B [ C_|
Shot Volume cm? 120 163 212 182 238 301
. n3 153 199 17 225 283
Shot Weight (ps) ng 4 B4 ; 5 5 0
Screw Diameter mm 30 35 40 35 40 45
Injection Pressure Mpa 224 185 126 228 174 138
Screw | / Dratio L/D 231 20,51 181 231 2051 181
Screw Stroke mm 170 190
Screw Speed (Stepless) rpm 0-180 0-190
Clamping Force KN 900 1200
Opening Stroke mm 320 340
Platen Size mm X mm 540 X540 600 X 600
Space Between Tie Bars mm X mm 360 X 360 410 X 410
Max. Daylight mm 680 790
Mold Thickness (min-max) mm 130 x 360 145 x 450
Hydraulic Ejection Stroke mm 100 100
Hydraulic Ejection Force KN 285 343
Ejector Pin 4+ 4+
Hydraulic System Pressure Mpa 14.5 175
Pump Motor KW 7.5/ 16
Heating Capacity KW 6.9 89
Number of Temp Control Zones 4 4
Oil Tank Capacity L 144 160
Machine Dimensions mxmxm 45x11x17 46x12x18
Machine Weight Kg 3000 3500

pescription it
Al B | c | A | 8 | C_|
i 842 422 389 481 692

Shot Volume cm?
. 254 321 397 365 452 650
Shot Weight (ps) or 9 13 14 129 16 23
Screw Diameter mm 40 45 50 45 50 60
Injection Pressure Mpa 234 185 150 217 176 122
Screw | [ Dratio L/D 231 2051 181 231 2051 171
Screw Stroke mm 215 245
Screw Speed (Stepless) rpm 0-205 0-150
Clamping Force KN 1600 2000
Opening Stroke mm 410 460
Platen Size mm X mm 670 X 670 740 X 740
Space Between Tie Bars mm X mm 460 X 460 510 X 510
Max. Daylight mm 910 1010
Mold Thickness (min-max) mm 160-500 185-550
Hydraulic Ejection Stroke mm 120 150
Hydraulic Ejection Force KN 42 49
Ejector Pin 4+ 4+
Hydraulic System Pressure Mpa 175 175
Pump Motor KW 20 24
Heating Capacity KW 12 122
Number of Temp Control Zones 5 5
Oil Tank Capacity L 228 240
Machine Dimensions mxmxm 52x13x20 57x13x20

Machine Weight Kg 4600 5500
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TechNICAl P N et © S

V =Variable Pump TEXR
S =Servo Motor AR

Shot Volume cm? 154 1346 1758
. 552 800 1085 92 1266

Shot Weight (ps) ng o9 283 oot 323 268 Lﬁ:ﬁ

Screw Diameter mm 50 60 70 60 70 80

Injection Pressure Mpa 232 161 ng 225 165 126

Screw | [ Dratio L/D 251 20,51 181 257 211 1851

Screw Stroke mm 300 350

Screw Speed (Stepless) rpm 0-170 0-150

Clamping Force KN 2600 3200

Opening Stroke mm 520 580

Platen Size mm X mm 835X 835 950 X 950

Space Between Tie Bars mm X mm 580 X 580 670 X 670

Max. Daylight mm n20 1235

Mold Thickness (min-max) mm 195-600 220 x 655

Hydraulic Ejection Stroke mm 180 180

Hydraulic Ejection Force KN 77 77

Ejector Pin 8+ 8+

Hydraulic System Pressure Mpa 17.5 175

Pump Motor KW 22/34 40

Heating Capacity Kw 14.5 216

Number of Temp Control Zones 6 6

il Tank Capacity L 435 620

Machine Dimensions mxmxm 8.4x16x21 6.7x17x22

Machine Weight Kg 10000 13000

S Ui
e T3 o a0 e |

Shot Volume cm? 1538 2010 2544 241 301
. 1446 1890 2366 1764 2267 2830

shot Weight (ps) 0% 511 66.78 825 62.3 801 100

Screw Diameter mm 70 80 90 75 85 95

Injection Pressure Mpa 212 162 128 208 162 130

Screw | / Dratio /D 241 2101 185:1 241 211 191

Screw Stroke mm 400 425

Screw Speed (Stepless) rpm 0-135 0-135

Clamping Force KN 4000 4800

Opening Stroke mm 720 755

Platen Size mm X mm 1080 X 1080 1165 X 1135

Space Between Tie Bars mm X mm 740X 740 830X 800

Max. Daylight mm 1470 1555

Mold Thickness (min-max) mm 280-750 265-800

Hydraulic Ejection Stroke mm 205 250

Hydraulic Ejection Force KN m m

Ejector Pin 12+ 124

Hydraulic System Pressure Mpa 17.5 175

Pump Motor KwW 47 52

Heating Capacity Kw 241 313

Number of Temp Control Zones 5] 3]

il Tank Capacity L 680 919

Machine Dimensions mxmxm 81x19x23 82x19x23

Machine Weight Kg 17000 20000



Description

Shot Volume
Shot Weight (ps)

Screw Diameter

Injection Pressure

Screw | / Dratio

Screw Stroke

Screw Speed (Stepless)
Clamping Force

Opening Stroke

Platen Size

Space Between Tie Bars
Max. Daylight

Mold Thickness (min-max)
Hydraulic Ejection Stroke
Hydraulic Ejection Force
Ejector Pin

Hydraulic System Pressure
Pump Motor

Heating Capacity
Number of Temp Control Zones
Oil Tank Capacity
Machine Dimensions
Machine Weight

Description

Shot Volume
Shot Weight (ps)

Screw Diameter

Injection Pressure

Screw | / Dratio

Screw Stroke

Screw Speed (Stepless)
Clamping Force

Opening Stroke

Platen Size

Space Between Tie Bars
Max. Daylight

Mold Thickness (min-max)
Hydraulic Ejection Stroke
Hydraulic Ejection Force
Ejector Pin

Hydraulic System Pressure
Pump Motor

Heating Capacity
Number of Temp Control Zones
Oil Tank Capacity
Machine Dimensions
Machine Weight

Unit

Mpa
Kw
Kw

mxmxm

Kg

Unit

Mpa
KwW
KwW

mxmxm

Kg

1764
62.3
75
208
241
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V =Variable Pump TER
S =Servo Motor {fREH

241 30M 2261 2862 3533
2267 2830 2125 2690 3321
801 100 751 951 100
85 95 80 90 45
162 130 197 156 126
211 191 23.51 21 19:1
425 400
0-135 0-160
5600 6500
850 880
1210 X N80 1340 X 1310
880 X 850 930 X 900
1700 1750
300 x 850 300 x 870
280 280
137 137
12+ 12+
17.5 17.5
60.3 52/69
313 331
6 6
919 1010
87x19x23 89x20x24
25000 30000

3181

2987
1055

90
180
241

3927 4329 4123 4546 5453
3687 4065 3871 4263 5120
130.3 1436 136.8 150.8 1809
100 105 100 105 n5
146 132 177 160 183
221 201 231 221 201
500 525
0-120 0-107
7800 10000
10256 150
1430 X 1430 1680 X 1680
970 X 970 1130 X 1130
2000 2250
380-975 450-1100
300 350
275 275
5+8+4 13+4
175 175
59/79 74/82
406 487
7 7
1283 2325
105 x 2.4 x2.6 N4x27x26
40000 55000
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Smartchoice engages in the purchase and sales of used machinery on a global scale.
Our team of specialists works behind the scenes to ensure that buyers get the
exact machines they are looking for and sellers
This means that whether you're a buyer or a seller,

Smartchoice is doing most of the heavy lifting. You just close the deal while

HMNWERFANERR L, UBHFRIREBEIMIEETROVEE,
MIERRASHENTBANENSRIBER,.
XEWRESMartchoice #a&IBAIMIEEN TE.
BRBTREZS, ERNZHBRA.

Contact US Bx 28311
SMART CHOICE TECHNOLOGY (saos29961-w)

@ 6012296 7876 @ Vo5 Jalan TPP 6/5, Taman
. . Perindustrian Puchong,
@ smartchoicel882@gmail.com
47100 Puchong,
www.smartchoice.com.my Selangor, Malaysia

W L f &€= F #3F

The Hub of Buying and Selling Used Machine

SR Sellers SE3R Buyers

) AR-SBBARR ‘Eﬁ;-g
Scan QR Code 5 ;-EHAR'I';::mm:_: ’
log in to website ﬁ:‘;{ﬁ?

1) BX4& Call
+60 12-296 7876

2) Mi£9 Make an appointment 2) Mt Make an inquiry

)
3) R BMN Accept the offer 3) WESIE Verify Call
4) BH#LEE Machine Sold 4) 8 Give Payment
5) FAYT R Get Payment 5) 32 & Delivery

LRIRD « TFED

Bought with satisfaction, sold with worries-less

"We are grateful that you took the time out to leave us a review.
Your feedback helps us to improve service for everyone.”




