Powerstream Pro Engineering
RP17PT & RP27PT Submittal
Electric Tankless Water Heaters Sheet

Technical data

Description RP17PT RP27PT
Voltage supply 240V AC 240V AC
Amperage 2 x40 A (Canada 80 A) 3 x40 A (Canada 120 A)
Maximum output 17.25 kW 26.85 kW
Maximum output at 220V 15.00 kW 22.50 kW
Maximum output at 208V 13.00 kW 20.00 kW
Minimum recommended wire size 8 AWG 8 AWG
Thermal efficiency 97% 97%
Temperature control range 95° F to 131° F 95° F to 131° F
Maximum inlet water temperature® <86°F <86°F
Water pressure range 15 psi to 150 psi 15 psi to 150 psi
Minimum flow rate 0.6 GPM 0.8 GPM
Inlet / Outlet connections %" NPT %" NPT
Weight (without water) 20 Ibs 22 Ibs
Certifications G@IIS h“‘h

LISTED ®

* Do not use heater for water temperature boosting applications
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Recommended minimum clearances

Model Top Bottom Sides Front
RP17PT 12" 6" 0" 12"
RP27PT 12" 6" 0" 12"
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Powerstream Pro RP17PT & RP27PT

Electric Tankless Water Heaters @ BOSCH

RP17PT / RP27PT installation example

Powerstream Pro
RP17PT or RP27PT

Symbols

Standard tub fixture

Hot Cold

= [Flow direction

Service
valves (\

Note: Cold water piping to fixtures not shown for clarity purposes.

RP17PT / RP27PT dimensions
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