
Snow Sensor 095

For Residential and Commercial Applications
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The Snow Sensor 095 is an aerial mounted sensor that detects falling snow 
and allows a Watts Radiant Snow Melting Control 653 or 654 to automatically 
start the snow melting equipment. System stop is provided by the control’s 
timer or by manual disable. The Snow Sensor mounts to a nominal 1/2" 
(16 mm) metal or PVC conduit or pole. The sensor is well suited to adding 
automatic start to an existing snow melt system.
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Features

Dimensions:	 1-15/16"	H	x	3-5/32"	OD		
(50	mm	H	x	80	mm	OD)

Snow Sensor 095

Product Options
Qty Description Model# Order#

Snow Sensor 095 300155 81016553

Watts Radiant product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise measurements, 
please contact Watts Radiant Technical Service. Watts Radiant reserves the right to change or modify product design, construction, specifications, or materials 
without prior notice and without incurring any obligation to make such changes and modifications on Watts Radiant products previously or subsequently sold.
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DescriptiOn prOperty

Snow Sensor 095

Literature ES-WR-Snow_Sensor-095, IOM-WR-Snow_Sensor-095
Packaged weight 0.4 lbs (180 g)
Dimensions 1-15/16" H x 3-5/32" OD (50 mm H x 80 mm OD)
Enclosure White PVC plastic, UV stable, NEMA type 1
Operating Range -40 to 122°F (-40 to 50°C)
Compatible equipment Watts Radiant Electric Snow Melting Control 653  
 and Watts Radiant Snow Melting Control 654
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The Snow Sensor 095 must be operated by a Watts Radiant Snow Melting 
Control 653 or 654, or a compatible tekmar Snow Melting Control.


