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PRODUCT:  XL1000 Permacolor
®
 HORIZon™ 

Gloss Overlaminating Film 
 

PERMACOLOR
®
 

 The Permacolor system is a series of pressure sensitive products for mounting and protecting in the 

imaging industries.  Pressure sensitive Permacolor provides fast, efficient processing through cold roll 

lamination techniques without the need for heat, drying or messy coating operations. 

 

PRODUCT DESCRIPTION:  XL1000: 
1) Is a 1.5-mil clear gloss; extremely conformable, extruded non-PVC film.  The product is coated on one side 

with a clear permanent, solvent acrylic pressure sensitive adhesive and supplied with a 50# paper release 

liner. 

2) Is designed for use with GV929BFD and JT5529BFD Pro in long-term outdoor, marine, fleet or vehicle 

markings on flat to complex (3D) curved, corrugated and riveted surfaces.  When used in these applications 

the finished graphic can be stretched from 150 – 200% without fear of tearing or lifting in your finished 

wrap! 

3) Can also be used with GV729, JT5929P and JT5928P for long term on flat to moderately curved surface 

applications. 

4) Is extremely durable and warranted, even in horizontal applications.  This laminate offers superior 

protection from UV light, acid rain and high heat to help extend the life of your graphic. 

5) Has significantly higher abrasion resistance than standard vinyl (PVC) laminates. 

6) Has significantly higher tensile strength than PVC which will greatly assist in the removal of aged graphics. 

7) Has a superior surface for ‘Doming’ applications. 

8) Can be cut with radio frequency cutters. 

 

PHYSICAL PROPERTIES   TYPICAL VALUES*  TEST METHOD 
 Thickness, inches (mm) 

  Film plus adhesive  0.0025 (64)   ASTM D-645 

  Total product   0.0039 (100) 

 

 Peel Adhesion, lb. /in. (N/25mm)      PSTC-1 

    180° on Stainless Steel - 20 min  3.3 (14.4) 

  - 24 hr.  3.4 (14.9) 

 

 Peel Adhesion on printed images: lb. /in. (N/25mm) 

    180° on UV Inkjet - 24 hr.  3.0   (13.1) 

    180° on Solvent - 24 hr.                       > 5.5 (24.0) 

   180° on Eco solvent - 24 hr.            > 6.9 (30.2) 

   180° on Latex - 24 hr.   4.1   (17.9) 

 

 Quick Tack on SS, lb. /in² (N/25mm) 3.0 (13.1)   FTM - 9 

 

 Dimensional Stability, (%)       FTM - 14  

48 hours @ 158°F  < 0.1  10” x 10” Sample bonded to aluminum. 

 

 Gloss, (60°)    95 Typical 

 

 Temperature Ranges, 

 Minimum Application:   40°F (+4°C) 

  End Use:   -50°F to 225°F (-45°C to 107°C) 

 

Adhesive pH    Neutral    TAPPI-529 

 



NOT INTENDED FOR:  
1) XL1000 cannot be used over perforated window films such WP129 or JT5916P.  Due to the paper liner on 

this product is not optically clear over the holes.  For optical clarity with Perforated Window films please 

use the original Permacolor RAYZor
™

 LF3648 Gloss, which is on a polyester release liner. 

2) To be used as a Print Media.  MACtac has lots of clear print media to choose from including: JT5999R, 

JT5999MBF, RB599R, RB599HT and VM3209R. 

 

DURABILITY:  
The outdoor durability is 4-8 years in outdoor vertical and horizontal applications as indicated in the chart 

below and 9+ years indoors. 

The durability of the image is dependent mainly upon the quality of the inks (see technical data sheets 

given by the ink manufacturers) and pressure sensitive media being used. 

 

  Vertical application (years) Horizontal application (years) 

  Zone 1 Zone 2 Zone 3 Zone 1 Zone 2 Zone 3 

PERMACOLOR® 

HORIZon™ 
8 6 4 6 4 3 

 

Zone 1: North, West, Central & Eastern Europe, North America (excluding USA desert regions which 

are in zone 3). 

Zone 2: South Europe, Central & South America, Asia Pacific, Australia coastal regions (Perth to 

Brisbane) and New Zealand. 

Zone 3: Greater Middle East , Africa, Australian desert regions and north of Perth-Brisbane coastal 

areas, USA desert and sub-tropical regions (Arizona, California, S. Florida, Nevada, New Mexico, Texas, 

Utah), and Mexico. 

 

SHELF LIFE:  Two years when stored at 75°F (24°C) and 50% relative humidity or less.  Note: MACtac 

recommends that rolls be stored on end or suspended from the core 

 

CHEMICAL RESISTANCE: 
Salt Water Spray       ASTM B 117-03 

  100 hours @ 5% solution no change 

 Water Immersion 

  100 hours immersed @ RT No change 

Other immersion tests show: 
1) Gasoline (30 min.)  No effect 

2) Water and Detergents (24 hrs) No effect 

3) 10% HCL (10 min)   No effect 

4) 10% NH OH (10 min)  No effect 

Additionally, this product has good resistance to detergents, alcohol and some aliphatic solvents for short 

periods of time.  Not recommended for contact with ketones, esters, aromatic solvents and chlorinated 

hydrocarbons. 

 

RECOMMENDATIONS for Printing, Rolling and Shipping laminated images: 
1) We recommend you work in a controlled environment (> 72°F (23°C) and 50% RH is ideal), and condition 

the media in the printing room 24 hrs before printing.  

2) If printing with Solvent or eco-solvent ink, make sure the print is perfectly dry prior to further processing.  

This includes trimming and laminating.  Material must have at least 24 hrs. drying time, open to the air. 

3) Laminate through a professional laminator at 3 - 5 ft/min.  Slight mottling may occur from being in the roll 

form too long.  This will go away with a little time (typically 24-hrs) in the sun.  If this is not possible, 

simply heat the top roll on your laminator to a temperature of no more than 120°F (50°C) to remove.  

Caution: heating this film will allow it to stretch easier; special care with film tension will be required! 

4) Since this is a very thin extruded film, it is very easy to stretch, keep film face tension as low as possible to 

reduce this possibility. 

5) IMAGin laminated with XL1000 can be rolled up, with the image out, with a minimum diameter of 7 inches 

(18cm).   Stack the graphics, all panels face down.  This allows for easily rolling the graphics, image out.  

Do not allow the laminate-to-laminate contact 48 hours after lamination or they may stick together (block). 

6) Always test the combination of inks, media and laminating films prior to commercial use. 

 



Please keep in mind that these are recommendations, individual experience should not be discounted.  We 

recognize that different laminators and laminating methods may produce different results.  The recommendations 

above represent our experience as having the “greatest” success in the field.  

 

1) The user is responsible for determining the product’s suitability, including adhesion and if needed, 

removal characteristics when used in applications other than listed specifically in this Performance 

Guide. 

 

2) If there are any questions about applications, please contact your MACtac sales representative to 

discuss your requirements for recommendations. 

 

3) If this is a printed Performance Guide it is an uncontrolled document.  Please check the MACtac 

website for the latest, most up-to-date version. 

 

   * Values given are typical and are not necessarily for use in specification. 
 

CALL 1-800-401-5005 for additional product information 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
IMPORTANT NOTICE: The information given and the recommendations made herein are based on our research and are believed to be accurate, but no 
guarantee of their accuracy or completeness is made. In every case, user shall determine before using any product in full scale production, or in any way, 
whether such product is suitable for user’s intended use for their particular purpose under their own operating conditions. User assumes all risk and liability 
whatsoever in connection with their use of any product. The products discussed herein are sold without any warranty as to merchantability or fitness for a 
particular purpose, or any other warranty, express or implied. No representative of ours has any authority to waive or change the foregoing provisions, and 
no statement or recommendation not contained herein shall have any force of effect unless in an agreement signed by the officers of seller and 
manufacturer. Nothing contained herein shall be construed to imply the nonexistence of any relevant patents or to constitute a permission, inducement or 
recommendation to practice any invention covered by any patent without authority from the owner of the patent. The following is made in lieu of all 
warranties, express or implied: Seller’s and manufacturers’ only obligation shall be to replace or credit such quantity of the product proved to be defective 
at its discretion. 
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