
Phosphorescent PVC with a semi-permanent repositionable modified acrylic adhesive

system. GlowEfx emits a visually-dramatic, green/yellow glow, immediately after

extinguishing all light. Glows brightest during the first 60 minutes, then fades to

remain lightly visible for several hours in total darkness. (Glow Brightness -

Luminance: after 10 minutes at 25 mcd/m² and after 60 minutes at 3 mcd/m²)

Designed for CPSIA compliance. Lead Free. Printable with non aqueous based inks

such as thermal transfer, eco-solvent, solvent, and UV screen inks. Can be computer

cut, steel rule die cut, thermal die cut, embossed and domed. Easy application to

flat, smooth surfaces, such as sign blanks and painted drywall.

PHYSICAL SPECIFICATIONS

Adhesive Modified Acrylic

Color Soft White

Caliper faces tock 7.5 mils (188 micron)

Caliper faces tock + adhes ive 8.5 mils (213 micron)

Release Liner 143 g/m²

Adhesion to Steel* 26 N/100mm (24 oz.)

* Adhesion PSTC-1, 1 minute on stainless steel at time of manufacture.

** Stored at 22°C (72°F)/50-55 % RH

FEATURES

Extended glow life is ideally suited for interior labels and novelty items

Eco-Friendly and child safe. Designed for CPSIA Compliance. Lead free and non-

toxic. Not intended for children under 3 years or use on toys that could be placed

in mouth

Easy application to flat, smooth surfaces, such as signs blanks and painted drywall

Printable using screen print, digital print (solvent, eco solvent, latex and UV) and

offset inks formulated for PS films

Durability is up to 5 years away from direct sunlight

Does not service as self-illuminating emergency signage in accordance with USA

State and Federal regulations

WARRANTY

Tapes  are only warranted to be
free of defec t in workmanship or
materials  at time of shipment.
Manufac turer will replace or
c redit any material
manufac turer deems defec tive.
No acceptance or respons ibility
for loss , damage, or expense,
implies  or otherwise, shall be
assumed by seller or
manufac turer. User assumes all
risk and liability herewith.
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