
7.5 mil Calendered White or Semi Gloss Clear Static Cling Vinyl 
TECHNICAL DATA 

General Description: This is a topcoated plasticized cling vinyl film with a white or clear 
finish. 
Product Awareness: It is the nature of the plasticizer in this film to continually migrate to 
the surface.  This may create a hazy surface and drop in surface energy, which can 
impact ink adhesion and print quality.  The surface of cling vinyl may have a liner 
impression, flow lines, and blotches.  The topcoat will provide printability and serve as a 
barrier to the plasticizer.  Haze can be treated with heat to improve appearance. 
Tips for Successful Static Cling use: 

- Wet Method is recommended for large decals
- Use Brayer or Rubber roller to smooth out decals, squeegee is not

recommended
- This product is not recommended for Offset Printing
- This product works best with True Solvent inks
- Also compatible with Eco-Solvent and Latex inks
- Always test product with inks and equipment before proceeding with a

production order.
- Allow to cure completely before installation.
- For clear Static Cling, double striking increase passes will create an

image that "pops"; as the inks are transparent as well.

Product Specifications 
Product Thickness Film 7.5 +/-  10%   ASTM D 3652 
Liner Thickness 9.5 (241)+/-10% ASTM D 3652 
Release Liner Polycoated, semi bleached, clay coated Kraft carrier 

sheet 
Minimum Application Temperature 50oF (10oC) 

Expected Exterior Life Indoor Use Only 
Minimum Application Temperature 50oF (10oC) 

Storage Stability 2 months 70oF (21oC) and 50%RH 
Note: To prevent failure, completely allow inks to cure before laminating and installation.  As with any 

product we recommend that all surfaces be tested for compatibility and removability. 

6566 East Skelly Drive, Tulsa OK, 74145.  (800)654-8405 

We believe the information on this product to be accurate. However, since we cannot anticipate or control the conditions under which this 
information or our products will be used, we cannot guarantee results obtained through their use. Tests of our products should be made by 

users to determine the suitability of these products  for  their specific purpose. The products are sold without warranty, either express or 
implied. The purchaser should refer to FELLERS for Terms and Conditions of Sale, Including Disclaimer of Warranties and Limitation of 

Liability.




