
Assembly Instruction Sheet #IS-1154T25 
For Style 1154T25 
Tools Raqulred: Flathead 8Cl8WdrlWlr, Phlllpa 8Cl8WdrlWlr, pllenl, wire a.d:lllnl, wire lllrlppara, alaclrlcal tape, aafaty glaaaes. 
Light Source: (3) G9 40W Maxlnun (Nat Include). 
Eallmall8d AaNmbly Tlme: 20-30 mlnullla 
Prepandlon: Identify and lnapect all pm1B befont beginning lnBlallatlon. Check package conlllnt 11st and dlagrans below ID be aure all pal1II are 
praeant. If any parts 818 mllelng or damaged, do not attempt ID 8118111ble, Install, or oparata the ftxlln. Conlact CUlli0mer avlce for replacement 
parts. 

Awamlngs and Cauflons 
Tum off electrlclty at circuit breaker or main fuse box before lnstallatlon. Consult a llcensed electrlclan If In doubt. 
Theee Instructions are provided for your safety. It Is very Important you read them completely before lnstalllng the ftxlurv. 
We strongly recommend that a llcensed, professlonal electrlclan perfonn aie Installation. 
Disconnect flxtura from power source befora rvplaclng bulbs. Make aura bulbs are given sufficient time to cool before ramoval. 

STEP 1 - Install Bulbs 

A. Install bulbs (Not Include) onto sockets and push 
snug into place. 
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STEP 2 - Install Glass Rod 

A.Assemble the Glass Rod holder with the Fixture 
Body one by one. 

B.lnsert the Glass Rods into the Holder 
accordingly. 
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