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Switched PDUs

• Built-in display for local use
• Device level monitoring
• Remote monitoring via Ethernet port
• Environmental sensor ports
• Outlet level switching/control
• IP address sharing
• Log trends and historical data
• User defined alarms

Switched PDUs combine total monitoring with outlet-level switching that enables
users to remotely control individual receptacles, allowing equipment to be restarted
or remotely shut down. Switched PDUs offer the ability to configure outlets into up
to six groups and assign user group access to specific outlets groups.
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• Built-in display for local use
• Device level monitoring
• Remote monitoring via Ethernet port
• Environmental sensor ports
• Outlet level monitoring
• Outlet level switching/control
• IP address sharing
• Log trends and historical data
• User defined alarms

Managed PDUs
Managed PDUs offer the highest level of control and monitoring with outlet-level monitoring and out-
let-level switching that enable users to remotely monitor and control individual receptacles. Managed
PDUs offer the ability to configure outlets into up to six groups and assign user group access to
specific outlets groups.
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User-Friendly Firmware
Embedded in PowerMax™ Intelligent PDUs is a firmware that
enables access to each PDU via a web browser that features
an intuitive user interface for viewing real-time monitoring
information. Simple, easy-to-read log trends and graphs
display historical data of power and environmental conditions
at the device or outlet level. Accessing PDUs via the web
browser offers improved user control, allowing for configuring
IP address sharing, setting alarm thresholds, grouping outlets,
assigning users to different groups, and establishing outlet
group access to user groups. PowerMax Intelligent PDUs can
also be accessed with third-party software via SMNP using the
Ethernet port. 

• For Smart, Switched and Managed
intelligent PowerMax PDUs, six
outlet groups can be configured
and user groups can be assigned /
denied access to outlet groups

• Easy-to-read graphs display
power and environmental con-
ditions

ITEM PARAMETER

Working temperature 0˚C-55˚C (32F - 131˚F)

Relative Humidity 10-90% 

Range -40˚C - 95˚C (-40˚F - 203˚F)

Resolution 0.1˚C 

Accuracy 0.5˚C 

Response time 400ms

Humidity 
Measurement

Range 0-95% 

Resolution 0.1%

Accuracy 0.5%

Response time 400ms

Working Voltage 5V DC

Power Consumption 1.0W

Environment

Temperature
Measurement

PowerMax™ PDU Accessories

Temperature/Humidity Sensor 8ACC-S-TEHU
Each PowerMax PDU can be fitted with two temperature/humidity sensors,
providing the customer with accurate environmental measurements at the
cabinet level

Only PowerMAX™ Monitored, Smart, Switched and Managed PDUs are compatible with the above PDU Accessory.
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