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GV-Dynamic DNS Service V2 
 

GV-Dynamic DNS V2 allows you to register domain names that always point to a desired 

system/server, installed with GeoVision software, when it has a dynamic IP address. 

GV-Dynamic DNS will update the system/server’s IP address to the DNS Server every 10 

minutes. Therefore, regardless of how your system/server’s IP address changes, you can still 

locate it by using the domain name registered. 

 

 

Note:  

1. GV-Dynamic DNS Service uploads IP addresses over the Internet through ports 80 and 

81. If your system/server is connected through a router or firewall, make sure ports 80 

and 81 are allowed for communication. 

2. GV-Dynamic DNS Service only uploads global IP addresses. If your system/server is 

using a virtual IP, NAT port mapping must be done before hand.  

 

IMPORTANT: The DDNS service is provided only as a complementary service aimed to 

simplify the process of connecting GV-Software / IP Devices to the network, at free of charge. 

Therefore, GeoVision does not and cannot warrant that the DDNS service will be 

uninterrupted or error free. Please read our Terms of Service carefully before using the 

service. Besides GeoVision, you can also obtain the free DDNS service from these providers: 

DynDNS.org and No-IP.com. 
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Applied to 

DVR/NVR related software 

GV-DVR / NVR / VMS, Authentication Server 

CMS related software 

GV-Center V2, GV-VSM, GV-Dispatch Server, GV-Authentication Center 

Other software 

GV- ASManager, GV-Mobile Server, GV-Backup Center, GV-AI FR 
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Installing GV-Dynamic DNS Service 

1. Go to the Software Download and Upgrading page of GeoVision Website by clicking here.  

2. Select Utility from the dropdown list and download GV-Dynamic DNS Service V2. 

 

3. Unzip and install GV-DDNS V2. 

 

 

                             

http://www.geovision.com.tw/download/product/GV-VMS�
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Registering Domain Name with DDNS 

1. Run Dynamic DNS Service. This dialog box appears.  

 

2. Click Register. The register page appears. 
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3. Type a desired Hostname, which can be up to 16 characters and accepts “a ~ z”, “0~9”, 

and “-“, while not allowing space or "-" to be its first character. 

4. Type a password. The password is case-sensitive and must be at least 6 characters long. 

Retype the password for confirmation. 

5. In the Word Verification section, type the code displayed in the box, which isn't 

case-sensitive 

6. Click Send. The following message appears. 

 

 Hostname: The hostname is made by what you have typed plus “gvdip.com”. In this 

example, the hostname is “http://julia.gvdip.com”. This will be the domain name used 

to locate your system/server.  

 IP Address: Your system/server’s current IP address. This IP address is updated 

every 10 minutes.  

 

Note: The domain name .gvdip(xx).com may vary with xx ranging from 01 to 99.  
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Starting Dynamic DNS 

After registering a domain name with GV-Dynamic DNS V2, you can enable the DDNS 

function on your system/server. Run Dynamic DNS Service and make sure the GeoVision 

software is running with its network services enabled.  

 

 Hostname & Password: Type the hostname and password defined by Step 3 & 4 in 

Registering Domain Name with DDNS. 

 Obtain an IP address automatically: The DDNS server will use any available IP 

address from the server or router. 

 Use the following IP address: If your server or router has more than one IP address, 

you can assign one of them for the connection by typing it here. It is strongly 

recommended to assign a fixed IP address instead of a dynamic IP address, which will 

be inaccessible by the DDNS when the IP address is changed. 

 Run at startup: Select to automatically run the DDNS service upon Windows startup.  

 E-mail Setting: See Setting up E-mail Notification later in the document. 

 

After the above settings are completed, click Save. The connection information is displayed.  

 

Note: The DNS Client will not upload the IP address when the GV-Software installed on the 

system/server isn't running. If the IP address of your system/server is not updated for more 

than 180 days, your host name will be terminated and deleted automatically. 
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