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Note for Connecting to GV-VMS 
The GV-SV48000 is designed to work with GV-VMS, a video management system. Note the 
following when the camera is connected to GV-VMS: 

 

1. By default, the images are recorded to the memory card inserted in GV-SV48000.  

2. Once the camera is connected to the GV-VMS, the resolution set on the GV-VMS will 
override the resolution set on the camera’s Web interface. You can only change the 
resolution settings through the Web interface when the connection to the GV-VMS is 
interrupted. 

 

Note for Recording 
1. By default, the images are recorded to the memory cards inserted in the GV-SV48000. 

Make sure the Record to the local storage always as a secondary backup option is 
enabled in Monitoring Settings. If this option is disabled, the camera will stop recording 
to the memory card while the live view is accessed through Web browsers or other 
applications. 

2. Mind the following when using a memory card for recording: 

• Recorded data on the memory card can be damaged or lost if the data are accessed 
while the camera is under physical shock, power interruption, memory card 
detachment or when the memory card reaches the end of its lifespan. No guarantee is 
provided for such causes. 

• The stored data can be lost if the memory card is not accessed for a long period of 
time. Back up your data periodically if you seldom access the memory card. 

• Memory cards are expendable and their durability varies according to the conditions 
of the installed site and how they are used. Back up your data regularly and replace 
the memory card annually. 

• To avoid power outage, it is highly recommended to apply a battery backup (UPS). 

• Replace the memory card when its read/write speed is lower than 6 MB/s or when the 
memory card is frequently undetected by the camera. 

• It is recommended to use Micro SD card of MLC NAND flash, Class 10 for optimal 
performance. 
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Note for Installing Camera  
When installing GV-SV48000, be sure that: 

 

1. The camera is set up above the junction box to prevent water from entering the camera 
along the cables. 

 

 

2. Any PoE, power, audio and I/O cables are waterproofed using waterproof silicon rubber 
or the like.  

 

3. The screws are tightened and the cover is in place after opening the camera cover. 

 

Note for Silica Gel Bags 
1. The silica gel bag loses its effectiveness when the dry camera is opened. To prevent the 

lens from fogging up, use the supplied adhesive tape and replace the silica gel bag every 
time you open the camera, and conceal the gel bag in the camera within 2 minutes of 
exposing to open air. 

 

2. When the camera is shipped, a silica gel bag will be included inside the camera. For 
first-time users, replace the silica gel bag prior to the installation to avoid foggy live view. 
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Optional Accessories 
Optional devices can expand the capabilities and versatility of your camera. Contact our sales 
representatives for more information. 

Name Details 

GV-PA901 

Power over Ethernet (PoE) 
Adapter 

The GV-PA901 is a Power over Ethernet (PoE) adapter 
designed to provide power to the IP device through a single 
Ethernet cable to the GV-SV48000 camera. 

GV-Mount Accessories The GV-Mount Accessories provides a comprehensive lineup 
of accessories for installation on ceiling, wall and pole. For 
details, see GV-Mount Accessories Installation Guide online.

 
 



 

1.  Introduction 
 

Welcome to the GV-SV48000 Quick Start Guide. In the following sections, you will learn the 
basic installations and configurations of GV-SV48000. For the settings on the Web interface 
of GV-SV48000, see GV-IP Camera Firmware Manual. 

 

 

1.1  Packing List 
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• GV-SV48000 

 

• GV-Mount103-1 (Bracket, Cap, Tube) 

 

• RJ-45 Connector 

    

• Hex Wrench 

 

• Silica Gel Bag 

• Download Guide 

• Warranty Card 

http://54.200.75.24/english/EncodeUrl3.aspx?source=http://dlcdn.geovision.com.tw/Manual/IPCAM/EN/GV-IPCAM-Firmware_Manual.zip


 

1.2  Overview 
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No. Name  Function  

1 Lens Receives image input. 

2 Infrared LED Flashes red upon successful load default. 

3 Default button Push and hold to load default. See section 7.2 Directly on the 
Camera. 

4 SD card slot Inserts a Micro SD card to store recording data. 

5 Silica Gel Bag Keeps the camera dry. 

6 Camera number Label for each individual camera. 
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2.  Installation 

 

GV-SV48000 can be mounted on the ceiling using the supplied Straight Tube Mount: 
GV-Mount103-1. Make sure the ceiling has enough strength to support the camera and the 
mount. 

 
 

 

 

Required items: 

• Screws for ceiling x 4 (Self-prepared) 

• Micro SD card x 4 (Self-prepared) 

• Screwdriver x 1 (Self-prepared) 

 

Optionally extend with: 

•  GV-Mount702 

 

1. Assemble GV-Mount103-1 by rotating the supplied mounting bracket, tube and mounting 
cap together. 
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2. Make sure the tubes are properly screwed. Tighten the screws using the 2 mm hex key.  

 



 

3. On the back of the camera, use a screwdriver to remove the 5 screws on the back plate 
and remove the plate. 

 

4. Insert a Micro SD card to each of the SD card slots. The labels correspond to the camera 
 numbers labeled on the back of the camera. 

  
5. Replace 2 Silica Gel Bags in the marked area. 

 
6. Close and secure the back plate. 

7. Secure the safety lock to the back of the camera. 
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8. Thread the camera wires through the hole in the center of the mounting cap. 



  
Installation 
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9. Rotate and secure the 3 rivets onto the back plate in the holes labeled with either a 
triangular or circular symbol. 

  

        Circular                Triangular 

 

Note: Secure all rivets in the holes with the same symbol. The arrow on the mounting cap 
will align with the corresponding triangular or circular symbol located between Camera 
Number SD_A and SD_D after Step 10. 

  

 

10. Push the rivets into the holes on the mounting cap and rotate clockwise to lock the 
position. 

 

11. Secure the mounting cap using the supplied hex wrench.  

    

12. Secure the assembled camera to the ceiling with 4 self-prepared screws. 



3.  Connecting the Camera 

 

The GV-SV48000 comes with a data cable that allows you to connect to the power adapter, 
microphone, speaker, and any I/O devices. Follow the steps below to connect the camera. 

 

1. Connect Power using one of the following methods: 

• Connect the Power Adapter to the camera.  

• Use the Power over Ethernet (PoE) function to supply power over the network cable. See 
Connecting the GV-PA901 PoE Adapter. 

2. Connect a standard network cable to the Ethernet connector of the camera.  

3. Optionally connect I/O devices, speaker and microphone to the camera. You can connect 
up to 4 alarm input and 1 output devices. See I/O Wire Definition. 

Ethernet (PoE)

I/O Wires

Microphone

Speaker
Power Adapterc

 

 

Note: Optional GV-PA901 PoE Adapter is required for applying the PoE function. 

 

I/O Wire Definition 

No. Wire Definition No. Wire Definition 

1 Orange Alarm In 1 5 Pink Ground 

2 Yellow Alarm In 2 6 Purple Alarm Out 

3 Green Alarm In 3 7 White Alarm Out_Open 

4 Blue  Alarm In 4 8 Gray Alarm Out_Close 
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Connecitng the Camera 
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Connecting the GV-PA901 PoE Adapter 

1. Connect one end of an Ethernet cable to the LAN 10 / 100 port on the GV-PA901 and the 
other end to a Hub / Router. 

2. Connect one end of an Ethernet cable to the PoE 10 / 100 port on the GV-PA901, and 
the other end to the GV-SV48000 camera. 

3. Connect the Power Adapter to the power outlet. 

 

 



4.  Accessing GV-SV48000 

4.1  Web Browser 

Once installed, your camera is accessible over the network. Make sure your network 
connection is active, and the following requirements are met. 

 

OS 64-bit Windows 7 / 8 / 8.1 / 10 / Server 2008 R2 / Server 2012 R2 

GV-VMS • V17.1.0.0 or later 

Browser • Internet Explorer 7.x or later 

• Internet Explorer 8.x or later 

• Firefox 

• Google Chrome 

• Safari 

 

Note: 

1. If you are using Microsoft Internet Explorer 8.0 or later, additional settings are required. 
Refer to Appendix A. Settings for Internet Explorer 8, GV-IP Camera Firmware Manual.

2. Certain functions are not supported by non-IE browsers. To see the functions available 
on the live view window using Non-IE browsers, see Non-IE Browsers, GV-IP Camera 
Firmware Manual. 
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Accessing GV-SV48000 
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4.2  Checking the Dynamic IP Address 

GV-SV48000 is a 4-in-1 camera consisting of 4 IP cameras and 4 IP addresses. By default, 
when GV-SV48000 is connected to LAN with a DHCP server, each of its 4 cameras is 
automatically assigned with a dynamic IP address. Follow the steps below to look up its IP 
address. 

 

1. Download and install the GV-IP Device Utility program from the GeoVision website. 

 

Note: The PC installed with GV-IP Device Utility must be under the same LAN as the 
camera you wish to configure. 

 

2. On the GV-IP Utility Device window, click the  button to search for the IP devices 
connected in the same LAN. Click on the IP address of your GV-SV48000 and select 
Configure. The IP address belonging to each of the 4 IP cameras is shown. 

 

 

Note: The first IP address on the list after selecting Configure is displayed on the GV-IP 
Utility Device window as the main IP address. 

 

To login the camera, you can select Web Page after clicking on the IP address of the camera 
in the list. The camera uses admin as default ID and password for login. 
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http://www.geovision.com.tw/download/product/GV-VMS


 

4.3  Configuring the IP Address 

Follow the steps below to configure the IP address for each of the 4 IP cameras in 
GV-SV48000 and avoid IP conflict with other GeoVision devices. 

 

1. On the GV-IP Utility window, click the  button to search for the IP devices connected in 
the same LAN. Click on the IP address of GV-SV48000 and select Webpage. 

 

2. On the login page, type the default ID and password admin and click Apply. 
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3. In the left menu, click Camera Setting and select a camera to access. You will be directed 
to another login page to access the Web interface of the selected camera. 

 



 
Accessing GV-SV48000 
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4. To assign a new IP address, click Network and select LAN. 

5. Select Static IP address. Type IP Address, Subnet Mask, Router/Gateway, Primary DNS 
and Secondary DNS in the LAN Configuration section. 

 

6. Click Apply. The camera is now accessible by entering the assigned IP address on the 

. Repeat Step 3 ~ 7 to configure the IP address on each IP camera. 

 

s the 
d in a LAN, use the GV-IP 

S 

ou 
et it to the factory default settings and then perform the network 

settings again. 

Web browser. 
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IMPORTANT:  

1. If Dynamic IP Address or PPPoE is enabled, you need to know which IP addres
camera is assigned to log in. If your camera is installe
Device Utility to look up its current dynamic address. 

2. If your camera uses a public dynamic IP address, via PPPoE, use the Dynamic DN
service to obtain a domain name linked to the camera’s changing IP address first. 

3. If Dynamic IP Address and PPPoE is enabled and you cannot access the unit, y
may have to res

 



 
 

5.  The Integrated Web Interface 
 

5.1  Expansive Mode 

To access live view, log in the Web interface as described in Step 1 ~ 3, 4.3 Configuring the IP 

Address, click Live View and select Expansive Mode. This mode enables the display of all 
cameras on the same screen. 

 

 

No. Name  Function  No. Name  Function  

3 Microphone nce area from Talks to the surveilla
the local computer. 1 Play Plays live video. 

4 Speaker  the audio around the 
camera. 2 Stop Stops playing video. 
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Listens to



 
The Integrated Web Interface 
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5.2  Camera Settings 

The cameras installed on GV-SV48000 must be accessed and configured individually under 
Camera Settings on the left menu of its Web interface. 
 
However, you can only access the following settings through GV-SV48000 (Main Config), and 
all changes made on the Main page will apply to all cameras: 

 Monitoring 
 Recording Schedule > Camera 
 Recording Schedule > I/O Monitor 
 Management > Date and Time 
 Management > User Account 
 Management > Language 
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6.  Upgrading System Firmware 

 

GeoVision periodically releases the updated firmware on GeoVision website. To load the new 
firmware into the GV-SV48000 Camera, follow the instructions below. 

 

1. On the GV-IP Device Utility window, click on the IP address of your GV-SV48000 and 
select Configure to show the IP address belonging to each of the 4 IP cameras. Select 
the IP address of GV-SV48000 (Main Config). 

2. Select Firmware Upgrade and click the Browse button to locate the firmware file (.img) 
saved at your local computer. 

 

3. Click the Upgrade button to process the upgrade. 
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http://www.geovision.com.tw/download/product/GV-SV48000


 

7.  Restoring to Factory Default 

 

If for any reason the camera is not responding correctly, you can reset it to its factory default 
setting by using the camera’s Web interface or by operating directly on the camera. 

 

7.1  Using the Web Interface 

1. Access GV-SV48000 (Main Config) on the Web interface of your GV-SV48000. 

2. In the left menu, select Management and select Tools. 

3. Under the System Settings section, click Load Default – Restore to factory default settings. 
Or click Load Default – Restore to factory default settings (Except network) to keep the 
network settings after restoring the factory default. 

 

Note: Clicking Load Default will reset all cameras on your GV-SV48000. 

 

7.2  Directly on the Camera 

1. Remove the back plate of GV-SV48000. 

2. Hold down the Load Default button. 
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3. Release the default button when you notice a clicking sound and flashing red light on the 
Infrared LED. The camera reboots automatically. 
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