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GV-SNVR0811 Version History 

 

Firmware V2.73 2021-01-25 

Modified: 

 GV-SNVR Viewer updated to V1.6.0001 

*To upgrade to version V1.6.0001, make sure to uninstall GV-SNVR Viewer V1.5.0001 or 

earlier. See details in this link. 

 Support for configuring the camera settings on the Web interface through DDNS Server 

 

Firmware V2.72 2020-10-20 

Changed: 

 Certain audio codec removed 

 

Firmware V2.69 2020-06-23 

Fixed: 

 Inability to record videos beyond 96 days (to fix this, the HDD must be reformatted after the 

firmware upgrade) 

 

Firmware V2.68 2020-06-09 

Fixed: 

 Chances of sending status change messages to the connected GV-Center V2 or GV-Vital Sign 

Monitor while recording motion events 

Modified: 

 Copyright notices accessible on the Web UI 

https://php.gvdip.com/phpBB3/viewtopic.php?f=69&t=2220�
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Firmware V2.67 2019-09-12 

Fixed: 

 Inability to record videos beyond 49 days and up to 96 days (to fix this, the HDD must be 

reformatted after the firmware upgrade) 

 Inability to change the stream 2 codec of connected IP cameras to H.265 

Modified: 

 Removal of certain motion logs from System Log 

 

Firmware V2.63 2019-01-16 

Improved: 

 Increased stability for connecting to GV-IP Cameras 
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Firmware V2.62 2018-12-11 

Fixed: 

 Inability to set up motion detection area for the following connected IP devices: 

 GV-ABL2701 / 2702 / 4712 / 8712 

 GV-ADR2701 

 GV-AVD2700 / 4710 / 8710  

 GV-EBD2702 / 8711 

 GV-EDR4700 with firmware V1.14 

 GV-SD2322-IR 

 GV-SD2722-IR 

 Certain Hikvision IP devices 

 Inability to connect to the following brands of 3rd-party IP devices over ONVIF / RTSP protocol 

 Milesight 

 Herospeed 

 Inability to connect IP devices through RTSP protocol by using DDNS 

 Inability to export recordings in standard format 

 Chances of inability to reconnect after GV-IP camera disconnection occurred 
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Firmware V2.61 2018-04-03 

New: 

 Language support for Finnish 

 Support for connection to GV-Center V2 and GV-VSM using their domain name on the Web 

interface of GV-SNVR and SNVR Viewer 

Improved: 

 Unit °C added to high temperature warning recorded in System Log 

Fixed: 

 Chances of connection failure upon first-time connecting to GV-SD2322-IR / 3722-IR 

 Fisheye dewarping option menu appearing even when the function is disabled under 4K 

display 

 WiFi connection status displaying as disconnected even when WiFi connection is established 

on the Web interface of GV-SNVR 

 Video codec display of GV-ABL2701 / ADR2701 on GV-SNVR not in sync with their 

configuration as set by the cameras’ Web interfaces 

 Inability to display the images of certain third-party cameras, in both stream 1 and 2, after 

successfully connecting through ONVIF protocol 
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Firmware V2.50 2017-12-28 

New: 

 Image Orientation function to rotate live and/or recorded videos locally  

 Support of motion detection and GOP setting functions for ONVIF cameras 

 Six- and eight-division layouts added for GV-SNVR0811 

 Access to the Web interface of connected third-party IP cameras 

 Ability to change the login password and load default settings of connected cameras 

 Support for GV-WiFi Adapter V2 for WiFi connection 

 Support for remote access to live view through RTSP protocol 

 Support for SNVR Viewer to configure the settings of GV-SNVR on the PC 

Improved: 

 High temperature, 55°C /131°F or higher, warning recorded in System Log 

 Setup assistant for changing the username and password and enabling DHCP server upon 

first-time startup or after loading default 

Fixed: 

 Repeated reboot when the monitor connected doesn’t support any resolution compatible with 

GV-SNVR 

 Failure to switch audio output in between cameras when accessing GV-SNVR through 

GV-Edge Recording Manager for Windows 

 Possible disconnection for cameras with AAC or PCM audio format 

 Speaker function missing in four- and nine- division layouts on the Web interface of 

GV-SNVR0811 

 ONVIF cameras replacing one another when more than one is added manually 

 Mouse failing to respond when enabling the speaker of any channel in four-division layout after 

Auto Scan 

 Inability to log in to the Web interface of GV-SNVR with Guest account 
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Firmware V2.41 2017-08-10 

Fixed: 

 Slow connection speed when connecting GV-Eye to GV-SNVR0811 using the QR Code scan 
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Firmware V2.40 2017-06-14 

New: 

 Idle Protection function to automatically log out after the specified idle time 

 Text message of “HDD Error”. “Start Monitoring” and “Stop Monitoring” sent to GV-Vital Sign 

Monitor  

Improved: 

 Strengthened function of HDD booting check and recovery 

Fixed: 

 Possible disconnection issue when the video bitrate is high through ONVIF protocol 

Changed: 

 Fisheye Dewarping not supported when the channel resolution is configured to 4K 

 Password strength shown when changing the password of Administrator or Guest user account

 System configuration pages turned to full screen on the Web interface 
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