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USAGE

TYPOGRAPHY: WEB Les

Franklin Gothic and Adelle Sans are used on our website.

Aa Aa

FRANKLIN GOTHIC CONDENSED ADELLE SANS
abcdefghijklmnopqgrstuvwxyz abcdefghijklmnopqrstuvwxyz
ABCDEFGHIJKLMNOPQRSTUVWXYZ ABCDEFGHIJKLMNOPQRSTUVWXYZ
1234567890!@L£$N"N&™* 1234567890 @£$%N"N&™*

FRANKLIN GOTHIC CONDENSED: Franklin Gothic Condensed is used in headlines.
Franklin Gothic is available through Adobe Typekit.

ADELLE SANS: Adelle Sans is used in body copy. Adelle is available through Adobe Typekit.
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WHAT NOT TO DO WITH THE LOGO FILES

GLOBAL "XNETWORK X

Isolate the “GIIN” only Isolate “Global Impact Investing Network” text Isolate the graphic mark Place on a competing background

GLOBAL IMP. INVESTNG NETWORK ‘
AL IMPACT INVESTING NI RK

Apply different colors Distort vertically Distort horizontally Reset the type

Please do not...
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FILE USAGE TIPS

PROVIDED FILE TYPES

EPS

EPS graphics are best suited for professional use by designers or printers. EPS files
can only be opened with certain software including Adobe lllustrator. EPS files are
most often used for illustrations and logos. The EPS format is vector-based—the file
can be manipulated and scaled without losing reproduction quality.

JPG

A JPG is most commonly used for photographs and other images that will not need
to be resized. When a JPG is enlarged, the quality will deteriorate and the image
will become pixelated.

PNG

PNG files are commonly used for websites. These files are not scalable and they
often have transparency.

RESOLUTION

PRINT RESOLUTION

Optimal print resolution is 300 dpi (dots per inch).
The higher the resolution, the more detail and clarity there is to the image.
Offset printing typically requires 300 dpi resolution.

WEB RESOLUTION

Optimal web resolution is 72dpi (dots per inch).
Physical dimensions will be affected by the resolution of the display itself.
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CMYK

CMYK colors are identified by four numbers (ranging from 0 to 100) representing
the percentages of Cyan, Magenta, Yellow, and Black used to create the printed
color.

When should you use CMYK?
*  color laser printing

* digital printing

PANTONE (COATED AND UNCOATED COLORS)

Pantone is a widely-used color matching system and refers to ink colors professional
offset printers use and should be used to communicate color with various vendors.

When should you use pantone coated or uncoated?

* professional offset printing

RGB

RGB refers to Red, Green, and Blue lights which are used in computer screens and
on projectors. RGB colors are identified by three numbers (ranging from 0 to 255)
representing shades of Red, Green, and Blue that make up the on-screen color.

When should you use RGB?
¢ in Microsoft Word

* in PowerPoint

*  for websites

¢ for e-newsletters
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