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mz-24 PRO v2 Firmware Release Notes 
 
The mz-24 and mz-24 PRO v2.0 software update provides many new and enhanced features to the functionality 
of the existing v1.042 firmware. 
 
The changes are as follows: 
 

USER INTERFACE 
The user interface has been substantially enhanced with new icons and colors that better represent the vast 
amount of functions the radio has to offer. Functions have been rearranged on the menus to provide a more 
intuitive flow when setting up a new model. 
 

NEW FUNCTIONS 
- Model Types 

o Helicopter, Airplanes, Glider, Car, Copter and Boat.  
 
When selecting a specific model type, the menus will automatically adapt to the respective 
model functions.  
 
When selecting airplane or glider model wing type, the icon type will show the associated 
channel number for each wing surface. 
 

- Auto Trim (Trim Step Menu) 
o The auto trim function provides an easy way to trim a model.  Simply fly the model at the 

desired attitude and pull a user-assigned switch to have the trims automatically set and 
retained. This function works simultaneously on the aileron, elevator and rudder channels. 
 

- Autolog Data 
o Data logging can now start from the moment the radio is turned on and bound to a receiver. 

This is important for drone operators that need more in-depth telemetry information for pre- 
and post-flight data. 
 

- Telemetry Recording 
o Telemetry data streams can now be turned on or off or at certain intervals. 

 
- Voice Announcements 

o User and system voice files can now be assigned to switches. A maximum of 10 switches can be 
assigned, with up to 3 different voices assigned to each switch.  Each assigned switch can be 
flight phase dependent, allowing users to assign up to 18 different sounds to each switch. 
 
Users can create their own voice files to upload to the radio using the new Firmware Update 
Studio 4.6. 
 

- Phase (Formerly Q.Link) 
o Each flight phase can have a voice file associated with it and assigned to a switch or control. 
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- D/R Expo 

o Control surfaces can now have a dual rate or triple rate for each flight phase. This applies for 
each flight mode therefore each flight mode can have its own triple rate values. 
 

- Logical Switches 
o A logical switch function will perform an ON or OFF state for a combination of switches, 

proportional controls or a combination of both.  Selectable conditions are AND/OR where the 
combinations can be assigned as logical switch L1, L2, etc. Up to 10 logical switches can be 
assigned to channels, timers, telemetry, voice announcements, flight phases, dual/triple rates, 
program mixes, snap roll, wing mixers, flaps set, sequencer and trainer mode. 
 

- Sequencer 
o A 3-channel sequencer has been added that can perform different operations on any channel 

with single-switch operation. Each channel can have its own delay and travel range set 
depending on the application. For example, landing gears and gear doors can be automatically 
sequenced during takeoff and landing. 
 

- Screen Lock (System, Etc.Set) 
o Radio transmitter can now be locked and unlocked with a passcode. There is also the option to 

lock the trim keys against unauthorized use. 

ENHANCED FUNCTIONS AND CHANGES 
MAIN MENU 

- RF can now be switched on or off by touching the RF icon on the main screen. 
- The Timer 1 and 2 display is now touch sensitive for timer reset (by tapping) and timer menu access (by 

pressing). 
- Battery use time is now automatically reset to zero when a newly charged battery is detected. 
- When telemetry data is written to the SD card the SD icon on the main menu will animate for visual 

reference. 

BASE MENU 
The BASE menu has been re-arranged to accommodate the newer radio functions and icons, providing a more 
consistent user interface. The BASE menu is the main screen where all basic functions are accessed to setup and 
configure models. Some menus have been consolidated for easier use such as the CTL Set menu and REV/SUB 
(reverse, sub-trim) menu.  

- REV/SUB (Reverse and Sub-Trim) has been consolidated into a single menu. 
- The MOTOR menu now offers “logical switch control” for activation.  Motors can now be operated by 

assigning multiple switches in differing positions for each function. 
- TX CTL has an AUTOLOG function that starts logging telemetry data the moment the model is assigned 

and a valid bind is established. 
- The TIMER1 function allows a stop switch to be assigned.  Users no longer have to press the ESC key to 

stop the timer.  A voice announcement is heard when TIMER1 is activated. 
- The AUTO TRIM function can be found in the TRIM STEP menu. If enabled, this function will remain 

active until deactivated.  It is recommended that once the model is properly trimmed and tuned that 
AUTO TRIM be turned off to avoid accidental activation. 
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- CTL SET function now provides access to the channel offsets, travel and delay. The latter are flight phase 
specific and can be altered depending on the active flight mode. Channel switch assignments can now 
contain a logical switch control. 

- ANNOUNCE enables voice activated switches. Depending on the switch, each position can be configured 
for a voice announcement. For example, a three-position switch is able to play 3 different voices. A 
switch that has been made flight phase dependent can play a total of 18 different voices, totaling over 
150 different voice announcement combinations. 

FUNCTION MENU 
The FUNCTION menu provides access to all of the advanced functions and software functions of the radio. After 
completing the model setup in the BASE menu the FUNCTION menu is the next step in enhancing model setup, 
configuration and performance. 

- PHASE menu, previously called Q.Links, can now accommodate voice announcements that are flight 
phase dependent. 

- D/R.EXP menu now supports triple rates. The D/R menu is flight phase dependent and can support a 
total of 18 different rates. 

- PROG.MIX now allows logical switches for controlling the mix. A new TRIM ON/OFF option has been 
added to allow to de-activate the trims when the mix is active. 

- SNAP ROLL now allows logical switches for controlling the mix. 
- AILE DIFF now supports differential reduction for each flight phase. 
- FLAP MIX now allows logical switches for controlling the mix. 
- CAMBER now allows logical switches for controlling the mix. 
- BUTTERFLY now allows logical switches for controlling the mix. 
- LOGICAL SW provides a logical switch function to perform an ON or OFF state for a combination of 

switches, proportional controls or a combination of both. 
- SEQUENCE will operate up to 3 channels in certain order and time. 

SYSTEM MENU 
- ETC.SET now has the option to lock the screen with a passcode to protect against unauthorized radio 

access. 

AVAILABILITY 
The v2 software is currently available for the mz-24 PRO radios and will be made available to the older mz-24 
radios by the end of year. The newer firmware is intended for use with the mz-24 radios only and is not 
compatible with the mz-18 radio. 
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