IConnect:

innovative intertaces

2+

iConnect

Multi-host 2x2 MIDI Interface with Audio
passThru™ for Mac, PC, and iOS

iConnectMIDI2+ Features

* 2In & 2 Out Sets of MIDI DIN Connectivity * USB MIDI Class Compliant
* MultiHost Capability - Connect 2 Computing Devices * |SB Bus Powered
Simultaneously & Supports 10 Ports of 16 Channels of MIDI I/O Per Port
* Supports MAC, PC, and iOS Computing Devices ® Plug and Play - No Drivers Needed
* Audio passThru™ From One Computing Device To ® Charge iOS Devices via Optional Adapter (Not Included)
Another

* |ntegrated MIDI Manager With Snapshot Preset Storage
- For MIDI Thru, MIDI Merge, Filtering, and Advanced
Routing Control

Minimum System Requirements

# MACINTOSH =2 WINDOWS 0 i0S DEVICES
Mac OS5 X 10.4 or greater Windows XP SP3 or later up to Windows 8.1 i0S 4.2 or greater
1 free USB port Compatibility with Windows 10 has not yet been verified at this point CoreMIDI compatible app

1 free USB port

* iPhone 3GS5, iPhone 4, iPhone 45, iPod touch 2nd, 3rd and 4th generation, iPad 2nd and 3rd generation need an iConnectivity 30pin to

USB type-B i0S Inline Connection Cable. (sold separately)

Up to 4 iConnectMIDI2+ fit comfortably in a standard 1U rack shelf

What's In The Box

* OneiConnectMIDI2Z+ device.

* One Lightning to iConnectivity USB-B inline connection
cable to connect the interface to an iO5S device that uses
this connector.

® One USB-A to USB-B cable to connect the interface to a
Mac or PC computer.




