
INSTALLATION MANUAL

Applications RFI Part Number
Ford 6.0L Power Stroke

‘03, ‘04, ‘06 and ‘07 51100
‘05 51101

Not legal for sale or use in California on pollution-controlled vehicles.
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INTRODUCTION

Introduction: The following instruction set covers installation and maintenance of the Rapid 
Flow induction system for 2003-2007 6.0L Ford Power Strokes. Notice that the installation process 
for the 2005 model year 6.0L has installation differences from the rest of the model years. 

Introduction

BILL OF MATERIALS

RFI Housing
Filter

Band clamp
Star Torx Bit (not in exclude ‘05)

TOOLS NEEDED

Pliers 
Flat head screw driver

Bit Driver - (exclude ‘05)

PREFILTER RECOMMENDED
Recommended with this kit but not included is a Bully 

Dog prefilter which can be purchased through a local Bully 
Dog dealer. A prefilter blocks large particles and insects 
from becoming lodged in the filter ribs, this keeps air flow 
at a maximum and makes cleaning much easier.
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Stock Removal

REMOVING THE STOCK INTAKE

1. Disconnect the coolant overfill hose, this will make the 
removal of the stock intake easier.

2. Disconnect the Mass Air Flow sensor:

• (‘03, ‘04, ‘06, ‘07) Using a bit driver 
and the torques bit included unscrew 
the torques screws that hold the mass 
air flow sensor onto the air intake exit 
tube. Once the screws are out pull the 
mass air flow sensor out of the tube, 
disconnect it from the harness holder 
and move it aside while completing 
the installation.

• 2005 The mass air flow sensor sits in a 
grommet that holds it in place on the 
intake exit tube. Remove the MAF sen-
sor by simply pulling up on the sensor, 
then disconnect it from the harness 
holder and move it aside while com-
pleting the installation. Also remove 
the grommet that holds the MAF sen-
sor in place from the stock intake, that 
grommet will need to be installed on 
the RFI along with the MAF sensor.



4

3. Locate the Air Filter Restriction Gauge 
on the back of the stock intake housing. 
Remove the Air Filter Restriction Gauge 
from the stock intake by simply pull-
ing back on the gauge, it is held in by a 
rubber grommet and will pull out easily. 
Once out disconnect it from its communi-
cation harness and set it aside. 

4. Loosen the band clamp that connects the 
intake exit hose to the turbo inlet hose 
and disconnect the tubes. 

5. Once the tubes are disconnected the entire air intake assembly can be removed from the ve-
hicle as one piece. Pull the back end of the air intake up first, once the back end of the intake 
is above the coolant overfill reservoir the front of the intake can be slid back and finally lifted 
out from its stock location and removed.

Stock Removal
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 Installation

INSTALLING THE RFI

1. Notice the two holes at the bottom of 
the intake seat inside the engine bay. 
When setting the RFI into place, the 
rods on the bottom of the RFI will need 
to set into the two holes.

2. Set the front end of the RFI into the engine bay and snug it up to the radiator, then slide the 
back side of the intake down into place. Make certain that the rods on the bottom of the RFI 
have correctly set into the holes on the bottom of the intake seat.

PRE-INSTALLATION PROCEDURE
On 2005 models remove the rubber grommet that holds 

the Mass Air Flow sensor in place from the stock intake 
housing. Install the rubber grommet into the RFI in the pre-
drilled hole on the intake outlet tube.
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Installation

3. Connect the RFI tube up to the stock turbo 
inlet hose. Use the stock band clamp to se-
cure the connection; this will require the 
use of a flat head screw driver.

4. Installing the Mass Air Flow sensor:

• (‘03, ’04, ‘06, ‘07): Set the MAF (mass air 
flow) sensor onto the RFI air outlet tube 
in the same manner that it was installed 
on the stock intake tube. Secure the MAF 
sensor to the RFI using the stock toques 
screws.

• 2005 The MAF sensor must be installed in a particular direction, the MAF sensor must be in-
stalled perpendicular to the flow of air to take a proper air flow reading. This is important to note 
and will affect how well the vehicle runs after installation is complete. Set the MAF (mass air 
flow) sensor onto the RFI air outlet tube in the same manner that it was installed on the stock 
intake tube.  
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5. Remove the lid from the RFI by pulling up-
ward on the black snaps on top of the lid. 
Remove the lid the same way whenever 
performing maintenance on the filter.

6. With the lid off install the filter onto the intake outlet tube and secure it using the band clamp 
that is included with the filter. If also installing a prefilter put the prefilter over the air filter 
before installing the air filter. Once the filter is secure the lid can be placed back over the intake.

 Installation
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FILTER MAINTENANCE: 

The intake system should be cleaned at least every three months; in dusty climates the filter should 
be cleaned more often.  Cleaning the intake is a two part process, the first part of the process 
involves the physical cleaning of the filter with soap and water and the second part involves 
oiling the filter. To properly clean the filter a Bully Dog cleaning kit should be used. Cleaning kits 
are available at any Bully Dog dealer.   

PART 1, CLEANING THE FILTER:
1. Remove filter from filter housing. Clean the filter housing if 

necessary.

2. Begin the cleaning process by ridding the filter of any dirt by 
lightly tapping it. Then brush away any loose particles with a 
soft-bristle brush. This step can usually be avoided with the 
use of a prefilter.

3. Spray cleaner generously over entire filter and let soak for 
10 minutes.

4. Thoroughly rinse the filter with regular tap water (avoid 
high-pressure hoses). Flush from the inside out or clean side 
to the dirty side to prevent dirt from entering the filter.

5. Let the filter air dry before oiling, do not use any method to speed up the drying process. Using 
a blow dryer or compressed air can cause the filter to disfigure which would then allow particles 
to pass through the filter.

PART 2, OILING THE FILTER:
1. Apply a small amount of oil to the soft bristle brush and spread the oil over the filter. Be sure to 

apply a small amount of force so not to damage the filter element. 

2. Continue applying oil to the filter using a soft bristle brush until the entire filter is covered in an 
even amount of oil, just enough to give the filter a solid blue color. Apply enough oil to make the 
filter a solid and uniform blue, but do not go beyond that. 

3. Allow oil to sit for 20 minutes. Re-oil any dry spots that appear. Do not oil filter excessively. Exces-
sive oiling can cause damage to intake sensors.

PART #: 229000

CLEANING KIT

Maintenance
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 Prefilter

AIR FILTER PREFILTER
• Extend Time Between Cleanings

• Hydrophobic Material Repels Water

• Protects Cone Filter from Large Debris 

• Maintains Filter Airflow Between Cleanings

Bully Dog PreFilter (part # 225101)
The time between scheduled filter maintenance can be extended. Using a Prefilter will prevent all 
large debris from getting into the ribs of the filter. When using the prefilter only fine dust particles 
make it through the prefilter an onto the exterior of the filter. Thus when using a prefilter, scheduled 
cleaning easy much easier and filter life is even positively effected.
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Replacement Filter

Bully Dog Replacement Filter
In case your filter gets damaged, lost or stolen you can simply purchase a replacement filter from your 
local Bully Dog Dealer or from our website at www.bullydog.com. See the part number information 
below.

Filter Part number: 224685



Free Technical Support at:  1-940-783-9915
See More at: bullydog.com

Clothing

Triple Dog GT Pre Filter

Check out more of our ADRENALIN PUMPING products!

Cleaning Kits

Doc.51100-99 v2.1 

GT Diesel is not legal for sale or use in California on pollution-controlled vehicles.


