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Not legal for sale or use in California on pollution-controlled vehicles.

Applications RFI Part Number

Toyota Tundra V8 5.7L ’07-’16

55200
Toyota Tundra V8 4.6L ’10-’13
Toyota Sequoia V8 5.7L ’08-’16
Toyota Sequoia V8 4.6L ’10-’12



1

TROUBLESHOOTING:
Technical support is available by calling 940-783-9914.
Tech support hours: Monday-Friday 8 A.M.-6 P.M. Mountain Standard Time.

Before Calling Technical Support complete the following steps:
•Visit bullydog.com, click on the Support tab located at the top 

of the page and the select “technical support” from the dropdown 
menu.  

• If your questions aren’t answered in the FAQ’s list, click on chat 
with a tech and fill out the required information.

• All of the blank boxes must be filled out, including Company.  
If you wish, just type in “none” under Company.
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INTRODUCTION
This instruction set outlines the installation and maintenance of the Rapid Flow Cold Air Intake for 
Toyota gasoline powered pickups.  Installation of this intake takes about 20 minutes, requires little me-
chanical experience and can easily be performed in a driveway even by those who have never installed 
an intake on a vehicle before.

For additional help or product information, visit our website at www.bullydog.com
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Parts Included

Parts Included and Tools Needed:
This section displays the parts included in the package and the tools needed to properly 
install the system.

Parts Included

Toyota Lid (55000-1)
Toyota Base (55000-2)
Toyota Tube (55000-3)

89mmID 30dgr custom Coupler (55000-6)
13mmIDx155mm Hose (55000-7)
13mm Barb connector (55000-94)

(3) #8 Hose Clamp (10800-4)
(2) 4” Band Clamps (51105-7)
Toyota Inlet foam (55200-96)

Filter (224865)
Black Oxide Phillips Screw (54100-94)

TOOLS NEEDED

Flat head screw driver
Phillips screw driver

10mm socket and ratchet
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1. Remove engine cover by lifting up on the front. 

Removing the Stock Intake

Stock Removal

IMPORTANT: Before beginning 
installation, disconnect negative 
battery clamps.

Failure to do so could result in injury 
or damage to your vehicle.
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2. Unplug MAF sensor plug and remove barb connector from the OEM box that holds the 
MAF harness.

3. Disconnect both vacuum lines from the OEM tube.

Stock Removal
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4. Loosen the clamp at the throttle body with a flathead screwdriver.

5. Completely loosen the bolts on either side of the OEM box with a 10mm socket.

Stock Removal
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6. Pull OEM tube off the throttle body and remove OEM box.

Stock Removal
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Preparation for RFI Intake Installation

1. Snap RFI Intake tube into the box.

2. Remove the grommets and bolts from the OEM box and install them on the RFI Intake 
box.

RFI Installation
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3. Use the Phillips screwdriver to remove the screws that secure the MAF sensor to the OEM 
box.  Carefully remove the MAF sensor and install it on the RFI intake tube with the supplied 
black screws. 
The supplied screws must be used to secure the MAF sensor to the RFI Intake 
tube.

4. Install the angled coupler onto the tube. The long side goes on the tube and the short side 
goes to the throttle body. Push coupler all the way up the tube as far as it will go. Slide both 
clamps around the couple, but do not tighten yet.

RFI Installation
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5. Install the supplied foam gasket onto the RFI Intake inlet.

RFI Installation
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Installing the RFI Intake

1. Install the RFI Intake assembly by first guiding the RFI Intake inlet into the side wall.

2. Tighten the bolts on either side of the RFI Intake box with a 10mm socket.

3. Push coupler onto the throttle body, then tighten the clamps.

RFI Installation
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RFI Installation

4. Install plastic barb connector into silicon tube. Using the 3 supplied small clamps install 
the barb connector into the vacuum hose and secure with the supplied clamps using a flat 
head screw driver.  Connect the gray hose to the RFI Intake tube.

5. Plug the MAF sensor connector into the MAF sensor.
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RFI Installation

6. Install the filter and then the lid.

7. Install the engine cover.

8. Reconnect the battery terminal.
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Filter Maintenance
The intake system should be cleaned with the Bully Dog RFI 
Cleaning Kit at least once every three months; in dusty climates, 
the filter should be cleaned more often. Cleaning the intake is a 
two part process: cleaning and oiling the filter.

(1) Cleaning the Filter
1. Remove the filter from the RFI enclosure. 

Clean the enclosure if necessary.
2. Remove surface dirt (this step can be 

avoided if a Bully Dog RFI Prefilter has 
been installed).
• Lightly tap the filter.
• Use a soft-bristle brush to remove any 

loose particles.
3. Spray the cleaner generously over the 

filter and let it soak for 10 minutes.
4. Thoroughly rinse the filter.

• Use regular tap water.
• Avoid high-pressure hoses.
• Prevent dirt from entering the filter by rinsing from inside 

out or from the clean side to the dirty side.
5. Let the filter air dry.

• Do not use any method to speed up the drying process.
• Using a blow dryer or compressed air can disfigure the 

filter and allow particles to pass through.

(2) Oiling the Filter
1. Apply a small amount of oil to the soft-bristle brush and 

gently spread the oil over the filter. Be sure to apply only 
a small amount of force so the filter is not damaged.

Part# 229000
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2. Continue applying the oil to the filter until the entire filter 
is covered in an even amount of oil. Apply enough oil to 
make the filter a solid and uniform blue, but do not go 
beyond that.

3. Allow the oiled filter to sit 20 minutes. Re-oil any dry spots 
that appear. Do not oil the filter excessively. Excessive 
oiling can cause damage to intake sensors.

Prefilter
The Bully Dog RFI Prefilter is a semi-water-
repellent barrier that will keep bugs and 
debris out while lengthening the 
time between filter cleanings 
and reducing the amount of 
time you spend cleaning the 
filter.
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Free Technical Support at:  1-940-783-9915
See More at: bullydog.com

Clothing

GT Platinum Pre Filter

Check out more of our ADRENALIN PUMPING products!

Cleaning Kits

Doc.55200-99 v1.5

GT Diesel is not legal for sale or use in California on pollution-controlled vehicles.


