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Skjema oppsett WIFI-basestasjon/              
Acceptance Form WIFI access point 
Vennligst oppgi utstillingens navn/

Please enter the name of the exhibition:.......................................................
Må returneres/must be returned

Utstiller (firmanavn)/







Stand nr/

exhibitor (company name):………………………………………………
stand no: …………

Kontaktperson/

Contact person: ………………………………………………………………………………….

E-mail: …………………………………………… Tel: ………………………………….

Opplysninger om basestasjon/Information about Accesspoint

SSID:_____________________________________
MAC-address:​​​​​​​​​​​​​​​​_______________________________
Channel: ​​6
Vi bekrefter at vårt trådløse nettverk blir satt opp              We hereby confirm that Wi-Fi-network  will be configured according to policy in force at

i samsvar med tekniske krav  som gjelder hos               
Norway Trade Fairs.
Norges Varemesse

……………………    …………………………………………………………….……………...

Dato/


Utstillers underskrift

Date


Exhibitors signature

Returneres til/

Please return to:      service@messe.no
Tekniske krav
· Regulerbar sendestyrke
Trådløse basestasjoner må ha regulerbar sendestyrke. Basestasjone må minst støtte sendestyrke i dette område: 0dBm (1mW) til 14dBm (25mW), og skal som standard settes til 5dBm. 

· Grensesnitt
Basestasjonen må minst ha en 10/100BASE-T autosensing port (RJ-45). 

· Dynamisk frekvens velger (Dynamic Frequency Selection )
Hvis basestasjonen støtter denne tjenesten, må tjenesten være slått av. Basestasjonen kan kun benytte 1 statisk kanal, tildelt av Norges Varemesse.

· Supporterte datahastigheter

802.11a: 12, 18, 24, 36, 48, og 54 Mbps 

802.11g: 11, 12, 18, 24, 36, 48, og 54 Mbps 

802.11n: fra 11 opp til 104 Mbps 

· IEEE 802.11n 
Kun 20MHz kanaler er tillatt

· Kravspesifikasjon 
IEEE Standard: minst en av følgende, IEEE 802.11b/g, IEEE 802.11a og/eller IEEE 802.11n 

Minimum sikkerhet: WEP, Wi-Fi Protected Access 2 (WPA2) eller WPA 

Radio approvals: EN 301.489-1 and -17, EN 300.328, EN 301.893 

Safety: EN 60950-1

Policy
· Adjustable Power Transmitter 
WiFi Access Point must provide adjustable power transmitter. The available power settings must cover at least the range from: 0dBm (1mW) to 14dBm (25mW), and must be set by default to 5dBm. 

· Interfaces 
The WiFi access point must have at least a 10/100BASE-T autosensing port (RJ-45). 

· Dynamic Frequency Selection 
If the WiFi access point supports this feature, it must be disabled. The WiFi access point must work over a fixed channel which Norges Varemesse will assign. 

· Data rate supported 
802.11a: 12, 18, 24, 36, 48, and 54 Mbps 

802.11g: 11, 12, 18, 24, 36, 48, and 54 Mbps 

802.11n: from 11 up to 104 Mbps 

· IEEE 802.11n 
Only 20MHz channels are allowed 

· Compliance 
IEEE Standard: at least one of the following, IEEE 802.11b/g, IEEE 802.11a and/or IEEE 802.11n 

Minimum security: WEP, Wi-Fi Protected Access 2 (WPA2) or WPA 

Radio approvals: EN 301.489-1 and -17, EN 300.328, EN 301.893 

Safety: EN 60950-1 
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