
The cable 
management solution





* You will need a drill

Components

Wire management 
privacy grid

Velcro 
cable ties

Adhesive 
hooks

Round head 
screws

Space dedicated to 
the power bar

Brackets for the 
power bar

Plastic nuts

Adhesive 
cable ties



1 Position the privacy screen in the orientation shown in the 
image below. 

* We strongly recommend that you turn your desk upside down to do this 
and the following steps.

Privacy screen installation

If you have pre-drilled holes:
Simply line up the screen’s screw holes with those on the surface.

If your surface does not have pre-drill holes:
Center the grid across the width of the desk, then use a pencil to 
mark the location of the drill holes.

Remove the grid from the surface and use a drill to drill in the 
areas marked with a pencil. Use a 1/8” bit if the surface is solid 
wood, or a 3/32” bit if the surface is laminate. 

It is important not to drill too deep. A depth of 3/8” is 
recommended for the installation.



2 Put the grid back on the surface and secure the privacy screen 
through the rectangular holes using the round head screws. We 
recommend that you fix the center first, then the two ends. 

3 Turn your desk over. 
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Power bar installation
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Insert the brackets behind the power bar.

Locate the four threaded studs in the center of the grid. Place the 
power bar on the privacy screen by fitting the brackets over the 
studs, and secure it with the plastic nuts. 
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Organize all your wires

Now is the time to organize all your wires. 

Attach them to the privacy grid using the Velcro cable ties. You 
can also use the adhesive cable ties to fix them on your privacy 
grid or under your worksurface. 
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