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Toll Free: +1 (877) 999-BRIT  support@british-customs.com

Tools Required: 5mm Allen   Microfiber Cloth
   8mm Allen   Shop Rag 
   Torque Wrench  Rubbing Alcohol

Optional Tools: Air Compressor  Air Nozzle

Shock Dress Up Kit
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WARNING: Always properly support 
vehicle with a stand and/or lift when 
servicing or performing any work.

Unstable vehicles may present 
dangerous conditions and may 
cause property damage and/or 
personal injury.

NOTE: Read through all instructions 
before beginning installation.

Removal
 

1. Use a clean microfiber cloth and 
rubbing alcohol to clean shocks, 
frame, and surrounding area. 
 

 
 
NOTE: Rear shocks sit on fixed 
posts, the mounting bolts merely 
keep the shocks from sliding off 
the posts. Removing the hardware 
is simple and does not require the 
rear end to be unweighted. 
 
 
 
 
 

2. Use 8mm allen to remove upper 
and lower shock bolts. 
 
NOTE: Bolts may be stiff and 
difficult to turn due to factory 
thread lock compound. Unscrew 
slowly. 
 

 

 

3. Use shop rag and rubbing alcohol 
to clean up the bushing area. 
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 PRO-TIP
Use an air compressor and 
blow out the threads to remove 
factory thread lock compound. 
This will make installing new 
hardware much easier.

4. Repeat on other side.

Installation

1. Using 5mm allen, install and 
snug supplied screw, dress up 
cone, and the factory washer 
on upper and lower and shock 
mounts.

 Screw > Dress Up Cone > Washer > Shock

2. Once upper and lower shock  
screws are snug, tighten and 
torque each to 28 Nm (20 ft-lbs)

3. Repeat on other side.

After 100 miles, check hardware and 
re-torque, if necessary.  Shock screws 
should be checked during routine 
maintenance.

If any problem is found, please 
carefully follow through the 
installation steps again. If problem 
still persists, please call British 
Customs Customer Support at 
(877) 999-2748


