
A. LR3.5 ID9 KIT
LightRail 3.5 IntelliDrive 10rpm Kit. Our most popular model travels ap-

proximately 4 feet per minute and has a 0 to 60 second adjustable time delay for 

pausing the lamp at the ends of its travel. This helps promote even growth from 

end to end and allows for equal light-time for the entire run. It comes complete 

with a 10 rpm Drive Motor and a two piece 2 meter Rail, installation hardware 

and instructions. Because this Kit is packed complete with both motor and rail, it’s 

great for cash and carry and mail order customers. 

B. LR3.5 ID9 US
LightRail 3.5 IntelliDrive 10rpm Motor travels approximately 4 feet per 

minute and has a 0 to 60 second adjustable time delay for pausing the lamp at 

the ends of its travel. This helps to promote even growth from end to end and 

allows for equal light-time for the entire run. It comes complete with installation 

hardware and instructions. Note: No Rail is included. Great for customers who 

already have a Rail or prefer the one piece 2 meter rail, see item “E”.

C. LR4 AD KIT
LightRail 4.0 AdjustaDrive Kit. With both a 0 to 60 second adjustable time 

delay for promoting even growth from end to end and the added feature of a 

two to four feet per minute adjustable speed control that covers a wide range 

of lamp intensities and travel distances, LightRail 4.0 is great for customers who 

want that additional control. It comes complete with an AdjustaDrive Motor with 

a two piece 2 meter Rail, installation hardware and instructions. Because this Kit 

is packed complete with both motor and rail, it’s great for cash and carry and mail 

order customers.

D. LR4 AD US
LightRail 4.0 AdjustaDrive Motor. With both a 0 to 60 second adjustable 

time delay for promoting even growth from end to end plus the added feature 

of two to four feet per minute adjustable speed control that covers a wide range 

of lamp intensities and travel distances, LightRail 4.0 is great for customers who 

want the additional control. It comes complete with installation hardware and 

instructions. Note: No Rail is included. It’s great for customers who already have 

a Rail or prefer the one piece 2 meter Rail, see item “E”. 
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E. LR3R5PACK
LightRail two meter Rails (6 feet 6 inches) packed in tubes of 

5 each. They work with LightRail  3.5 and 4.0 as well as the older LightRail 

3.0 and will handle the heaviest reflectors (75 lbs) when mounted contin-

uously along the rail to a board, or as much as 35 lbs mounted only from 

each end. Five - 2 meter Rails (6 feet 6 inches) are packed in one tube of 5. 

F. LR3 RX 5PACK
LightRail 3.0, 3.5 and 4.0 one meter (39”) Extender Rails. Ex-

tender Rails have a variety of uses. When added to the standard 2 meter 

rail, they can be used with the Auxiliary Trolley, item “I”, to aid in festoon-

ing vent tubing, or with the Add-a-Lamp parts to run 2 lamps in a 9 foot 

configuration (3m), instead of a 12 feet configuration (4m). Another use 

might be to run high intensity lights over 9 feet during periods of less light 

needed. Five - 1 meter Rails (39”) are packed in one tube of 5. 

G. AAL HDW US
Add-a-Lamp Hardware. This is the hardware half of the Add-a-Lamp 

Kit to be used with the Add-a-Lamp Rail and Rod, see item “H”. The AAL 

HDW US contains one Auxiliary Trolley, mounting hardware and instruc-

tions and is packaged in a small white box with label.

H. AAL RR – Add- a-Lamp Rail and Rod

These are the Rail and the push / pull Rod half of the Add-a-Lamp Kit to be 

used with the Add a Lamp Hardware, see item “G”. The AAL RR contains 

one 2 meter Rail and one - 6 foot push / pull Rod and is packed in an indi-

vidual tube with label. 

G. & H. – Together the two above  
constitute an Add-a-Lamp Kit, AAL KIT US
Note: The Add-a-Lamp Kit is used to compliment your existing LightRail 3.0, 

3.5 or 4.0 system by adding a second light so you can move 2 lights in line 

over 12 feet with adjustable run length and reflector spacing. It has been 

packaged as two separate items at the request of retailers. Together the 

two items are discounted when ordered together as a Kit. Their descriptions 

are listed above as “G” and “H”.

I. TRAUXLR3
Auxiliary Trolley for LightRail 3.0, 3.5 or 4.0. This is the same as 

packaged with the Add a Lamp HDW, see item “G”. In addition to using it 

to move a second light, it can also be used to aid in the festooning of vent 

tubing and lamp cords. The TRAUXLR3 is packed loose.
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J. RB SK 

RoboStik For LightRail 3.0, 3.5 and 4.0, RoboStik is used for hanging a hor-

izontal reflector from a LightRail 3.0, 3.5 or 4.0 perpendicular to the direction 

of travel. This item is not needed when hanging a horizontal reflector parallel to 

the direction of travel, but many creative uses have been found for them. It is 

packaged with hardware and instructions in a white box with label tape.

K. AAL RB HDW
Add a Lamp to RoboStik Hardware. This item is used to connect a Ro-

boStik to an Auxiliary Trolley, see item “I”, when running a horizontal reflector 

perpendicular to the direction of travel. It is packaged with instructions in a 4” 

x 4” zip lock.

L. LR3 4THB
Rail Hangers are tent rail hanging brackets for hanging LightRail 

3.0, 3.5 and 4.0 rails - simply the easiest solution for hanging a LightRail in a 

grow tent or greenhouse. These are recommended for use with one piece rails if 

you need more than 39”, item “E”. They are blister packed 4 per package with 

attractive labeling and instructions.

M. DW KIT
Drive Wheel Replacement Kit for LightRail 3.0, 3.5 and 4.0. This is 

great for your DIY customers. It’s super simple and there is even a video on You-

Tube. The DW KIT comes packaged with a new tension spring and fasteners in a 

header labeled zip lock with instructions. 

N. TW KIT
Trolley Wheel Replacement Kit for LightRail 3.0, 3.5 and 4.0.  

This is great for your DIY customers. It’s super simple and there is even a video 

on YouTube. The TW KIT comes packaged with 4 new trolley wheels and screws 

in a header labeled zip lock.

O. SS KIT
Switch Stop Kit for LightRail 3.0, 3.5 and 4.0. For the unfortunate mis-

placed switch stop from time to time. The SS KIT comes with 3 pairs of switch 

stops and that equals 6 thumb screws and 6 slide nuts. It’s packaged in a 4”x 

4” zip lock.
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P. DU 1 HP
Drive Unit Hardware Pack. This is the installation hardware packaged with 

both LightRail 3.5 and 4.0. It includes an eye screw, 12 rail mounting screws, 2 

switch stop thumb screws and 2 slide nuts and a cable tie. It’s packaged in a 4” x 

4” zip lock bag.

Q. LR5 ID4 US KIT
LightRail 5 Commercial Drive 4 rpm. From its “triple duty” extruded alumi-

num track, “wide and stable” carriage with “steel-on-steel” carrier bearings to the 

high torque 4 rpm instrument grade drive motor with ball bearing output shaft and 

“sure grip” dual drive design, it is more than capable of moving 2 or 3 lights side 

by side or fore and aft per cross bar and as many as 9 lights (or six lights to accom-

modate larger hoods) with the available add on products. It comes with LR5 Drive 

Motor, crossbar, instructions, mounting hardware and a 2 section 8 foot rail so it’s 

long enough and ready for an extra Add-a-Bar Kit, see item “R”.

R. AAB KIT LR5
Add-a-Bar Kit for LightRail 5 is for adding a second crossbar to the LR5 ID4 US KIT, 

see item “Q”. The Add-a-Bar Kit for LightRail 5 comes with an LR5 Auxiliary Trolley, 

crossbar, push pull Rod, mounting hardware and instructions and is packaged in a 

box with product label.

S. LR5 AUX RAIL
LightRail 5 Auxiliary Rail. This is used with LightRail 5 and a second Add a Bar 

Kit (AAB KIT LR5), see item “R”, to accommodate a 3 crossbar system. The LightRail 

5 Auxiliary Rail Item is packed in a tube with installation hardware and instructions. 

Note: The LightRail 5 Auxiliary Rail does not have rail alignment pins and does not 

need them because travel across the seam will not be necessary.

T. LR5 CBMK
LightRail 5 Fore and Aft Crossbar Mounting Kit is used to mount the LR5’s 

crossbar parallel to the rail and its direction of travel rather than perpendicular. It’s 

packaged in a header labeled zip lock with instructions.
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FOR ASSORTED MISCELLANEOUS PARTS & HARDWARE 
Check out our website at www.lightrail3.com or  

Contact us at sales@lightrail3.com.



LIGHTRAIL FAQsLIGHTRAIL FAQs
Q: Why do I want to move my light?  A: By moving your light and getting the light in there at angles to the mid and 
lower leaves, more of the plant is involved in photosynthesis with more of the leaves working for the plant. In addition, by moving 
your light, hot spots are eliminated so you can now run your light much closer to your plants for a much more efficient use of your 
wattage. These two advantages combined make for much healthier plants and much better yields.

Q: Tell me about the rails of my LightRail and can I change the length?  A: LightRail 3.5, 4.0 and the older 3.0 
all use the same rail which is 6’6” (2 meters) in length. LightRail 5.0 has a different rail width so is not compatible with the others 
for interchanging and its length is 8 feet (2.4 meters). Yes, the length of travel can be set by you with the adjustable switch stops 
and for tight spaces, the length of the rail can be cut to fit.

Q: Why an adjustable time delay and what’s a good setting for that?  A: Without this feature, your light would 
spend more time travelling in the middle compared to time spent on the ends. By setting the 0-60 second time delay at the ends 
for about 35 seconds, you get more even light time for the whole run. Experiment and see what works best for you.

Q: Can I move my light the whole length of the room?  A: You know better. Moving just four feet (1.2 meters) or 
so from switch stop to switch stop (that’s equal to about 6 feet or 1.8 meters of light, considering the hood goes out farther than 
that and the light pattern goes out farther still) is about right for light loving plants. Farther than that and your plants might be 
waiting too long for the light to come back and of course, lower light plants can have a longer run.

Q: How much weight will LightRail carry?  A: LightRail 3.5 or 4.0, if mounted continuously along the rail through all 
the mounting holes first to a board, and then the board to the ceiling, it will easily carry 75 lbs (34 kgs) as long as the board is 
mounted sufficiently to a structure that will handle the weight. If mounted only from the end points, it will carry 35 lbs (16kgs). 
LightRail 5.0 will hold 100 lbs (45 kgs) per bar but again, needs to be mounted to a structure properly. Note: The greater the 
weight, the more frequently trolley wheels will need to be replaced. Trolley wheel kits are available on our website www.lightrail3.
com or at this hydroponic store for LightRail 3.5, 4.0 and the older 3.0, but LightRail 5.0 needs our personal attention for any 
serviceable work and we make that easy and with a quick turnaround time.

Q: Can I hang my ballast on the mover?  A: Not recommended.

Q: How can vent tubing work with LightRail?  A: Our Auxiliary Trolley can carry your vent tubing and move along your 
rail in unison with your motor and this works best to have the vent tubing in line with the rail. For LightRail 5.0, balance is key 
and if the unit isn’t completely balanced and that’s with the addition of vent tubing, you will likely have trouble. 

Q: Can I power the unit from my ballast?  A: Don’t even think about it. This will burn out the circuit board.

Q: How does an Add -A –Lamp work and how many lights are we talking about?  A: With the use of a second 
rail, an auxiliary trolley and an extension rod hooked to your 3.0, 3.5 or 4.0 drive motor, you can add a second light. (See diagram).

Q: What’s the difference between LightRail 3.5 and 4.0?  A: They both have 0-60 second adjustable time delay for 
the ends and they have the same rail but the 4.0 has the added feature of a two to four feet (.6 to 1.2 meters) per minute adjust-
able speed control as it travels along the rail. The 3.5 and 4.0 are compatible with using all the same accessory items including 
drive wheels and trolley wheels.

Q: Can I hang LightRail in a tent or greenhouse?  A: Yes, we have Rail Hangers which are tent rail hanging brackets for 
hanging LightRail 3.0, 3.5 and 4.0 rails in a tent or greenhouse.
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Q: At 10 rpm, what’s the travel speed in feet per minute?  A: 10 rmp equals 3.9 feet (1.2 meters) travel distance 
per minute.

Q: Can I hang a LightRail 5.0 crossbar on LightRail 3.5 or 4.0?  A: The lateral stability isn’t there for that and there 
are balance issues. It would lead to accelerated wear and maybe even catastrophic failure so “no”.

Q: Why LightRail and not some other brand?  A: Don’t get me started. Made in America Matters and we’re solidly 
built to last. Chinese knockoffs are inferior and absolutely don’t last. They run at very high temperatures and yet their electrical 
enclosures are made of flammable plastic. They use electrical motors and components that carry no approval credentials or electri-
cal ratings and the overall size and quality of the materials are inferior.

Q: How much power does LightRail consume?  A: LightRail 3.5 and 5.0 run on just 5.5 watts/ .05 amps @120 VAC.  
That’s about the same as a night light. The LightRail 4.0 runs on 9 watts/ .75 amps @ 12 VDC.

Q: Can I get replacement parts or service?  A: Yes. Ask this store to order you any parts you might need or through our 
website for the harder to find items. Also, this store can contact us through sales@lightrail3.com or 303-371-1807 for any service 
work and we can usually get repaired motors back very quickly.

Q: How many lights can LightRail 5.0 move?  A: 9 smaller hoods or 6 larger hoods and that’s with a total of three 
crossbars (one comes with the kit) and an auxiliary rail. (See diagram).
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LIGHTRAIL 5.0 SETUP CONFIGURATIONS AND RECOMMENDED ITEMS

Adjustable 
width setting of 
81”, 87” or 93”

Distance Covered 8’ to 10’ (Depending on Gap Between Rails)

Distance Covered 12’ to 16’ (Depending on Gap Between Rails)

<<< Direction of Travel >>>

<<< Direction of Travel >>>

Items Needed
1 - LightRail 5 Drive Motor Kit

1 - Add-A-Bar Kit

Items Needed
1 - LightRail 5 Drive Motor Kit

2 - Add-A-Bar Kits
1 - 4 Foot Light Rail 5 Auxiliary Rail


