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Measurements are taken of 
the roof line.  Add 1/4 inch to 
the exact measurements. 

The metal coil is loaded onto the back of the Absolute Gutter machine. 

A rounded edge is cut so the metal piece runs clean through the rollers. 

Watch the end piece come off the Absolute Gutter machine and be ready to 
shut the machine off if the end doesn’t come through clean.  The first 5 or 6 
feet are checked to be sure the face is clear of marks, dents, etc.  Those first 
few feet are cut off to ensure you are starting with a clean cut. 

ABSOLUTE GUTTER MACHINE 
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 INSIDE CORNER WITHOUT TABS 

Measure and mark 6 inches from the end on the front side of the gutter.   

The level at the back side of the gutter will measure a 45 degree angle on 
the bottom.  
 
Draw a line on the bottom of the gutter  following the angle. 

Draw a line from the 6 inch measurement and the line on the bottom of the 
gutter. 

Cut that entire line out. 
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Hook the tape measure to the 
end of the gutter on the back 
side, where no cuts were made, 
and start the machine.   

Mark at the needed length (Ex: 
32 feet).  Add 7 inches to the 
measurement and that is where 
you cut your gutter at to make 
the outside corner with a tab. 

Draw a line on the outside of the gutter at the length measurement (Ex: 32 
ft. mark).  Add 1 inch toward the end of the gutter and draw a line straight 
down. 

Draw a line with the angle from 
both lines to the opposite side 
toward the end of the gutter. 
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Measure 1 inch on the front 
side of the gutter and connect 
both lines from the other side.   

The line closest to the edge 
gets cut out entirely on both 
sides. 

Cut about 1 inch down on the 
second line in the front and 
snip it off at an angle 

Cut to the pencil line on the 
bottom on the back side, then 
cut a notch out of that bottom 
corner.  
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Cut a small slit on the pencil mark on the back side. 

Cut on the bottom of both sides 
to the pencil mark, and make a 
small notch on both sides. 

With hand break, bend the met-
al tab inward on the front side 
of the gutter and outward on the 
back side of the gutter. 

Hangers are inserted inside the 
gutter every 18 inches.  They 
should be placed closer together 
in areas that are a likely area for 
ice dams. 
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Measure 6 inches from the end and mark with a pencil. 

With your square, draw a pencil mark on the bottom of the gutter  
towards the end of the gutter 

OUTSIDE CORNER WITHOUT TABS 

Connect your lines and cut the 
piece out completely 
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Use hole punch to cut in the 
hole for the downspout. 

Outside corner with tabs 

Connect corners 
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Competed corner with rivets to 
join the tabs 

With Leafproof  on the gutters. 
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Run 7 inches off the machine.  
Take your square and make a 
line all the  
way around the gutter. 

 

Cut 1 inch down the back side of the gutter 

Cut the face and the bottom out. 

 

END CAPS 

Leave 1/2 inch and cut back 
toward the machine. 
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Cut a notch in  the 1/2 inch 
corner that you left remaining. 

Put a 6 inch hanger in at the end of the gutter. 

Bend the end around to the other side of the gutter. 

Cut a notch into the end cap 
where it meets the bend in the 
bottom of the gutter. 
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Bend the end piece of metal 
over and draw a line where the 
front side of the gutter lines up. 

Cut along pencil line leaving 1 
inch. 

Cut a notch in the metal on the back side of the gutter just below the rib, 
and another notch just below to create a tab to fit into the bend in the front 
of the gutter. 

Bend the tab toward the inside of the gutter 
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Fold the end cap in 

Make sure the bend is perfect 

Drill 1/4 inch zip screws into the gutter and the tabs to set the end cap. 

Draw a line with the square just below the crease in the gutter. 
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Score with utility knife and 
pull the top piece off. 

Finished end cap. 

Remove screws and pop rivet end cap. 
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Once the gutter is run out and spacer bars have been added, the gutter is 
ready to be put on the house.  

HANGING GUTTERS 

Level the gutters to provide minimal pitch toward the downspout. 

The finished gutters should 
provide water flow while 
looking as level as possible. 


