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In order to be able to correctly pitch the Leafproof, when the gutter is hung, 

the front edge needs to be lower than the roof line.  

INSTALLING LEAFPROOF 

When installing Leafproof, you always begin on the right side of the gutter. 

Using a putty knife and your 

hands, work the bottom row of 

shingles up so the Leafproof 

can be slid under.  Older shin-

gles will require more force to 

get pulled up. 

Slide the Leafproof into place and insert the Leafproof endcap.  Using a 

pencil, draw a line to mark where the edge of the Leafproof meets the Leaf-

proof endcap. 
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Cut on your line, but do not cut it off completely.    

The Leafproof and endcap can then be installed. 

Bend over the part you just cut, so it tucks under the Leafproof.   

It is important to watch for gaps between the Leafproof endcap and the face 

of the roof.  Birds like to make nests in this area, so it needs to be patched. 
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Re-install the Leafproof, making sure it is on the outside of the patch you 

used, to give it a finished look. Screw the endcap into the Leafproof.  

Using a scrap piece of aluminum, screw in a piece that will cover this hole 

to prevent animals from getting in.  

You can then screw in the 

Leafproof along the front.  Do 

not over tighten screws! 

Before installing the next piece of Leafproof, cut out a 1” notch from the 

top, so it is able to overlap on the bottom and prevent gaps.  
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Lift the shingles and slide the 

Leafproof over starter cover and 

under shingles. Do not damage 

the shingles, use drywall knife 

to separate shingles and a hose 

to cool the shingles with water 

if needed.  

Screw in the Leafproof along the front, and continue to follow these steps 

until all of the gutter has been covered.  

Finished Look! 


