
18% Floor  
Finish
DESCRIPTION

This product is a simplified floor finish that provides the end user with an extremely 
tough and durable high gloss finish. It is formulated to respond to low, high, and 
ultra high speed maintenance techniques and is self-sealing so fewer products 
are needed to complete the job. Recommended pads for buffing or burnishing: 
175-1500 rpm - Soft white or red pad; 1500rpm+ - White, champagne, or light 
natural. Keep from freezing.

Please read entire container label for detailed instructions and safety information.

DIRECTIONS

SPECIFICATIONS

Color .......................................................... White 
Fragrance .................................Characteristic
pH Range ................................................8.0-8.5
Dilution ........................................................RTU
Density .........................................................8.55
Non-volatile solids ................................ 18%
Coverage ..................................2000 sq ft/gal

REORDER #

D00060 ...........4/1 gallon
D00061 ..............5 gallon
D20364 ........2/2.5 gallon

FEATURES
• Low maintenance formula
• Non-yellowing
• Proprietary wax blend

ADVANTAGES
•  Maintains gloss
• Resists discoloration and yellowing
•  Outstanding response to spray buffing or 

burnishing (1500 rpm or less)

BENEFITS
•    Reduced labor requirements
• Maintains a bright white floor
• Easy to maintain

Guarantee: We guarantee your complete satisfaction with this product's performance. If dissatisfied for  
any reason, return any unused portion for credit within one year of the date of manufacture.
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PATENT PENDING

1 Wear safety glasses & gloves
Usar gafas de seguridad y guantes 
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Apply 3 - 5 coats evenly with clean finish mop
Aplique uniformemente 3-5 capas con una mopa de 
acabado limpia

Allow to dry 30 - 45 minutes between coats
Deje secar 30 - 45 minutos entre una capa y otra

Completely dry before applying next coat
Seque completamente antes de aplicar la capa siguiente

Allow at least 24 hours before use
Deje pasar al menos 24 horas antes del uso


