Osmose.

SAFETY DATA SHEET

1. Identification

Product identifier

Other means of identification
SDS numbher
Recommended use

Recommended restrictions

Osmoweld LV

36-UTL

Wood Utility Pole Repair
None known.

Manufacturer/importer/Supplier/Distributor information

Company name
Address

Telephone

Website
E-mail
Contact person

Emergency phone number

Osmose Utilities Services, Inc.
635 Hwy 74 S
Peachtree City, GA 30269

Phone Number:
Osmose Products Group:
www.osmoseutilities.com

products@osmose.com
Osmose Products Group
CHEMTREC:

770-632-6700
716-319-3420

1-800-424-9300

entificati

Physical hazards
Health hazards

Label elements

Signal word

Hazard statement
Precautionary statements

Supplemental information

rdener (straw colored s
'Physical hazards
Health hazards

Not Ciassie.

Skin corrosion/irritation
Serious eye damage/eye irritation
Sensitization, skin

Warning

Category 2
Category 2
Category 1

Causes skin irritation. Causes serious eye irritation. May cause an allergic skin reaction.
Wear protective gloves and eye protection. Avoid release to the environment. Wash face and
hands thoroughly after handling. Avoid breathing mist or vapor.

Get medical attention if you feel unwell. IF IN EYES: Rinse cautiously with water for several
minutes. Remove contact lenses, if present and easy to do. Continue rinsing. If skin irritation or
rash occurs: Get medical advice/attention. If eye irritation persists: Get medical advice/attention.

Contains epoxy constituents. May produce an allergic reaction.

Not Classified.
Acute Toxicity - Oral
Acute Toxicity - Inhalation

Acute Toxicity — Dermal

Skin Corrosion

Serious Eye Damage

Skin Sensitization

Reproductive Toxicity

Specific Target Organ Toxicity — single
exposure

Category 4

Category 4 (Cat. 2 if aerosolized or sprayed,
not applicable for this product)

Category 4
Category 1B
Category 1
Category 1
Category 2
Category 3
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Label elements

Signal word

Hazard statement

Precautionary statements

Supplemental information

£

Danger

Harmful if swallowed or in contact with skin. Causes severe skin burns and eye damage. May
cause an allergic skin reaction. Harmful if inhaled. May cause respiratory irritation. Suspected of
damaging fertility or the unborn child

Obtain special instructions before use. Do not breathe dust/fume/gas/mist/vapors/spray. Wash
hands thoroughly after handling. Use only outdoors or in a well-ventilated area. Wear protective
gloves/protective clothing/eye protection/face protection. Use personal protective equipment as
required.

Get medical attention if you feel unwell. IF SWALLOWED: Rinse mouth. Do NOT induce
vomiting. IF INHALED: Remove person to fresh air and keep comfortable for breathing. IF IN
EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and
easy to do. Continue rinsing. Immediately call a POISON CENTRE or doctor/physician. Store in a
well-ventilated place. Keep container tightly closed.

This product contains a component that is toxic by inhalation when aerosolized or sprayed.
Please refer to Sections 11 for toxicity information. If product is not being aerosolized or sprayed,
the inhalation toxicity may not be applicable.

3. CompOSitlonhnformatlon on i

Resin (cloudy, colonle

Mixture — Substance listed below with nonhazardous additions possible.

Chemical name CAS number %
Reaction product: bisphenol - A-(epichlorohydrin) 25068-38-6 70 — 80%
epoxy resin
Neopentyl glycol diglycidyl ether 17557-23-2 10 - 15%
Diglycidyl Ether of Bisphenol-F 28064-14-4 5-10%

Mixture — Substance listed below with nonhazardous additions possible.

Chemical name CAS number %
Fatty acids, C18-unsatd., dimers, polymers with 106906-26-7 30-50%
bisphenol A, epichlorohydrin, tall-oil fatty acids,
tetraethylenepentamine and TETA
Benzyl Alcohol 100-51-6 15-25%
Nonylphenaol 84852-15-3 10-20%
Diethylenetriamine 111-40-0 5-10%
Phenol, 4,4'-(1-methylethylidene)bis- 80-05-7 2-5%
Tetraethylenepentamine 112-57-2 <2%
Triethylenetetramine 112-24-3 <2%

4. First-aid measures

Resin (cloud

: General Informatio

After Inhalation

Idiatl nc[otinie by theptStoms of isoning mayeen ocour

after several hours; therefore medical observation for at least 48 hours after the accident. Take
affected persons out into the fresh air.

Supply fresh air; consult doctor in case of complaints.
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