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OMNI48AT4/70 AT SERIES
OMNIDIRECTIONAL 2-WAY ALL-TERRAIN SPEAKER

20161018Specifications subject to change without notice. 

(4)  4” (102 mm) Aluminum Cone Woofers
(4)  0.75” (19 mm) Aluminum Dome Tweeters
James Loudspeaker designs and manufactures innovative solutions to accommodate the best in 
outdoor audio experiences and provide superior outdoor home theaters. The Omni48AT
Omni-Cube loudspeaker by James makes a great addition to the AT Series (All-Terrain) by 
offering a full range omnidirectional alternative to the simple landscape speaker where complete 
360o wide coverage and above ground installation are needed. Typical applications include rock 
scape areas where traditional multiple satellite combination cannot be installed, or large open 
seating where full omni coverage is a benefit.
Rather than using multiple satellite speakers and a subwoofer, the Omni48AT allows a single 
enclosure to do the same job of four 42AT All-Terrain satellite speakers, delivering the same 
legendary James landscape performance in a more compact above ground unit and works well 
with all James subwoofer options. Complete with 15 standard finishes and unlimited custom 
formats to allow seamless integration into all outdoor environments, this compact all-inclusive 
loudspeaker makes a great addition to any James landscape system where locating multiple 
speakers is difficult.  The Omni48AT can be placed on a deck for example, or can be place in 
landscaping using an option stake to adjust its height to optimizing coverage area.
Performance comes from four James 4” proprietary all-terrain coaxial aluminum woofers with 
0.75” aluminum tweeters, all in a 5052 marine aluminum enclosure for years of trouble free life 
As with all James landscape products, the Omni48AT is available in both 70V and 4 ohm.  70V 
models use high-quality, low-loss, toroidal transformers which deliver optimal quality, so your 
system provides James performance whether it’s in 70V mode or 4 ohm.
See the Omni89AT model if you are looking for a built in subwoofer.
The units, assembled and tested in Napa, California, are designed to blend seamlessly into your 
landscape environment.

 Size 7.8 h x 11 w x 11 d (in)
  198 h x 279 w x 279 d (mm)
 Freq Response 80Hz-20kHz±3dB
 Impedance 4 ohms/70 volt
 Sensitivity 89dB 2.83V /1m
 Power req. 25-150 watts/ 70V (50W)  
 Woofer (4) 4” (76 mm) Aluminum Cone
 Tweeter (4) 0.75”  (19 mm) Aluminum Dome 
 Enclosure Aluminum  
 Finishes Sats - Black Wrinkle, Bronze Wrinkle, 
  Verde, Weathered Iron, Premium
  Finishes and Plating Available

DREAM IT! - WE CAN BUILD IT!


