
 
 

 

Surgical Tray Corner Protectors 
 

INTENDED USE: 

Key Surgical® Tray Corner Protectors are made from medical-grade 

silicone and intended for use with surgical trays to prevent the 

tearing of the sterilization wrap and to protect the corners of the 

trays from damage. 

 

INSTRUCTIONS FOR USE: 

1.  The corner protectors do not need to be cleaned or disinfected 

prior to initial use.  

2.  Place the corner protectors on the top and bottom corners of 

the tray before wrapping with sterilization wrap. Once in place, 

wrap the tray according to standard wrapping procedures. 

3.  Appropriate sterilant contact will occur on the surface of the 

corner protectors as well as the tray surface under the corner 

protectors. 

4.  The corner protectors have been tested to withstand a 

minimum of 15 sterilization cycles with no impact to the fit, 

form or function. There are no special disposal instructions. 

 

PRECAUTIONS: 

• Prior to subsequent re-use, the corner protectors should be 

cleaned using a mild cleaning agent or detergent in a washer or 

ultrasonic cleaner. 

• Visually inspect the corner protectors before use to ensure that 

they are free from visible contaminants.  

 

STERILIZATION: 

The corner protectors are provided non-sterile. They have been 

validated for steam sterilization at the following cycle parameters: 

Cycle Type Temperature 
Minimum Time – 

Full Cycle 

Validated 

Dry Time 

Gravity 
121° C 

(250° F) 
30 minutes 20 minutes 

Pre-Vacuum 
132° C 

(270° F) 
4 minutes 20 minutes 

Pre-Vacuum 
134° C 

(273° F) 
3 minutes 20 minutes 

 

They have been validated for gas plasma sterilization at the 

following STERRAD® Systems and cycles:  

STERRAD® System and Cycle 

within the United States 

STERRAD® System and Cycle 

outside United States 

STERRAD® 50 STERRAD® 50 

STERRAD® 200        STERRAD® 200 Short cycle 

STERRAD® 100S      STERRAD® 100S Short cycle 

STERRAD® NX Standard cycle STERRAD® NX Standard cycle 

STERRAD® NX Advanced cycle STERRAD® NX Advanced cycle 

STERRAD® 100NX  Standard 

cycle 

STERRAD® 100NX  Standard 

cycle 
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