
Please wait... 
  
If this message is not eventually replaced by the proper contents of the document, your PDF 
viewer may not be able to display this type of document. 
  
You can upgrade to the latest version of Adobe Reader for Windows®, Mac, or Linux® by 
visiting  http://www.adobe.com/products/acrobat/readstep2.html. 
  
For more assistance with Adobe Reader visit  http://www.adobe.com/support/products/
acrreader.html. 
  
Windows is either a registered trademark or a trademark of Microsoft Corporation in the United States and/or other countries. Mac is a trademark 
of Apple Inc., registered in the United States and other countries. Linux is the registered trademark of Linus Torvalds in the U.S. and other 
countries.


Page  of 
Page  of 
MR Credit Purchasing
Lamps
..\2012_Forms\new icons\new icons\mr-wht.gif
Rating Systems
Operations and Maintenance
Existing Buildings
Schools - Existing Buildings
Data Centers - Existing Buildings
Warehouses and Distribution Centers - Existing Buildings
Hospitality - Existing Buildings
Retail - Existing Buildings
Certification Type
Initial certification
Recertification
The project is using IP units.
The project is using SI units.
Establishment
There are no Establishment requirements for this credit.
Performance
Provide the following value from the Summary tab of the Purchasing Calculator:
Upload: Purchasing Calculator
Provide the completed Purchasing Calculator (found under the credit's "Resources" tab in the Credit Library).
Overall picograms per lumen-hr
Must be 70 or less for 1 point and 35 or less for exemplary performance.
The rated technical specifications for all lamp data provided in the Purchasing Calculator conform to the following industry standard criteria:
·   Light output of bulb: Design mean lumen output of fluorescent bulbs is measured with an instant-start ballast having a ballast factor of 1.0 (exception: T-5 bulbs are measured using program-start ballasts), as measured at 40% of bulb life.
·   Mercury content of bulb: If the manufacturer or supplier documentation shows a range in mg, the project team used the highest value in the range.
All mercury-free lamp types included are at least as energy efficient (lumens/W) as their mercury-containing alternatives.
Performance Summary
Date
Name
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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