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Rating Systems
Neighborhood Development
LEED-ND: Built Project
LEED-ND: Plan
Program Offerings (for LEED-ND: Plan)
Certified Plan
Letter of Support
The project is using IP units.
The project is using SI units.
Letter of Support
At least 90% of new buildings have a functional entry onto the circulation network or other public space that is connected to a sidewalk or equivalent provision for walking.
At least 15% of the circulation network has a minimum building-height-to-street-centerline ratio of 1:1.5.
At least 90% of the circulation network includes continuous sidewalks or equivalent all-weather walking routes on both sides of the circulation network.
No more than 20% of the circulation network is directly faced by garage and service bay openings.
Upload: Walkable streets narrative
Provide a narrative describing how the project will be designed to meet the above requirements.
For projects requiring historic preservation exemption(s)
Upload: Exemption(s) narrative
Provide a narrative describing the specific prerequisite design requirements that will require approval from the relevant historic preservation review body.
Letter of Support Summary
Date
Name
C:\Documents and Settings\bhester\Desktop\check-mark-20-512.gif
Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Upload: Site plan
Provide a scaled site plan that demonstrates the following, with relevant distances and heights labeled:
·   At least 90% of new buildings have a functional entry onto the circulation network or other public space that is connected to a sidewalk or equivalent provision for walking.
·   At least 15% of the circulation network has a minimum building-height-to-street-centerline ratio of 1:1.5.
·   At least 90% of the circulation network includes sidewalks or equivalent all-weather walking routes on both sides of the circulation network.
·   No more than 20% of the circulation network is directly faced by garage and service bay openings.
Total block length
Include the project side of the bordering circulation network. Alleys may be excluded.
Number of buildings whose functional entries open onto circulation network or other public space
Total number of buildings
Percentage of buildings whose functional entries open onto circulation network or other public space (%)
Must be at least 90%.
Entryways
For projects with entries that open onto a square, park or plaza
Table: Building-height-to-street-centerline ratio
Building-Height-to-Street-Centerline Ratio
Building Frontage ID
Corresponding Block 
Length Meeting 1:1.5 
Ratio Requirement
 
Must be at least 15%.
Percentage of block length meeting meeting ratio requirement (%)
Total length of sidewalks and paths along circulation network
Percentage of total block length with continuous sidewalks or paths (%)
Must be at least 90%.
Continuous Sidewalks
Total length of garage and service bay openings onto circulation network 
Percentage of total block length with garage and service bay openings (%)
Must be no more than 20%.
Garage Openings
Select one or more. The relevant historical review body has denied approval of the following features due to historic design requirements:
For projects requiring historic preservation exemption(s)
Minimum building-height-to-street-centerline ratio
Continuous sidewalks or all-weather walking routes
Minimized garage and service bay openings to circulation network
Upload: Confirmation of exemption(s)
Provide confirmation that the relevant historic preservation review body does not permit a historic building or district within the project to meet the design features indicated above. Indicate that prerequisite requirements have been followed to the maximum extent allowed under historic preservation requirements. 
Date
Name
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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