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Rating Systems
Neighborhood Development
LEED-ND: Built Project
LEED-ND: Plan
Program Offerings (for LEED-ND: Plan)
Certified Plan
Letter of Support
The project is using IP units.
The project is using SI units.
Letter of Support
Points are calculated as follows:
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Select two or more of the following:
Façades and entries
Ground-level use and parking
H. Ground-level retail, service, or trade windows facing the circulation network will be kept visible (unshuttered) at night, as stipulated by binding documents.
I. At least 70% of motorized parts of the circulation network include on-street parking on both sides of the circulation network.
J. Sidewalks or equivalent all-weather walking routes are provided on both sides of the entire circulation network.
L. At least 50% of office buildings include ground-floor retail (along 60% of the street-level building façade); all mixed-used buildings include ground-floor retail, live-work spaces, or dwelling units (along 60% of the street-level building façade); and all ground-floor business or community services have a functional entry onto public space.
M. At least 40% of the circulation network has a minimum building-height-to-street-centerline ratio of 1:1.5.
Exclude alleys, intersection bulb-outs, transit stops, and motorcycle and bicycle parking.
Exclude below-grade basement spaces and accessory dwelling units.
Design speeds for safe pedestrian and bicycle travel
Sidewalk intrusions
P. No more than 10% of sidewalk length includes at-grade crossings with driveways.
Letter of Support Summary
Date
Name
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Points are calculated as follows:
Items Achieved 
Points 
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9
Select two or more of the following:
Façades and entries
Ground-level use and parking
H. Ground-level retail, service, or trade windows facing the circulation network will be kept visible (unshuttered) at night, as stipulated by binding documents.
I. At least 70% of motorized parts of the circulation network include on-street parking on both sides of the circulation network.
J. Sidewalks or equivalent all-weather walking routes are provided on both sides of the entire circulation network.
L. At least 50% of office buildings include ground-floor retail (along 60% of the street-level building façade); all mixed-used buildings include ground-floor retail, live-work spaces, or dwelling units (along 60% of the street-level building façade); and all ground-floor business or community services have a functional entry onto public space.
M. At least 40% of the circulation network has a minimum building-height-to-street-centerline ratio of 1:1.5.
Exclude alleys, intersection bulb-outs, transit stops, and motorcycle and bicycle parking.
Exclude below-grade basement spaces and accessory dwelling units.
Design speeds for safe pedestrian and bicycle travel
Sidewalk intrusions
P. No more than 10% of sidewalk length includes at-grade crossings with driveways.
Upload: Site plan(s)
Provide a site plan(s) showing relevant project design features pursued for this credit.
Upload: Calculations
Provide calculations confirming compliance. For projects pursuing strategies J, M, and P, calculations for the prerequisite and credit may be combined.
For projects pursuing strategies D, E, J, M, and/or P
Upload: Elevations
Provide elevations showing compliant building façade features.
For projects pursuing strategies F, K, and/or L
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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