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Rating Systems
Neighborhood Development
LEED-ND: Built Project
LEED-ND: Plan
Program Offerings (for LEED-ND: Plan)
Certified Plan
Letter of Support
The project is using IP units.
The project is using SI units.
Letter of Support
Case 2. Projects with noncompliant routes and no new dwelling units (1 point)
Case 1. Projects with new dwelling units (1 point)
Select one of the following:
Case 1. Projects with New Dwelling Units
Upload: Design narrative
Provide a narrative describing how a portion of single-dwelling-unit buildings and buildings with two or three dwelling units will be designed according to ICC A117.1, Type C, Visitable Unit and include a kitchen, living area, bedroom, and full bath on an accessible floor. Indicate the percentage of dwelling units, for each building type, that will be designed to this standard.
At least 20% of dwelling units for each building type must meet the requirements.
Option 2. Kitchen features
Option 1. Universal design features throughout the home
Select one. Of the buildings with four or more dwelling units, at least 20% will have the following features: 
For buildings with four or more dwelling units
Option 3. Bedroom and bathroom features
Option 1. Universal Design Features Throughout the Home
Easy-to-grip cabinet and drawer loop handles
Easy-to-grip lever door handles
Select five or more. Units will include the following features:
Easy-to-grip locking mechanisms on doors and windows
Easy-touch rocker or hands-free switches
Easy-to-grip single-lever faucet handles
Large, high-contrast print for controls, signals, and the house or unit numbers
Motion-detector lighting at entrance, in hallways and stairwells, and in closets; and motion-detector light switches in garages, utility spaces, and basements
Built-in shelf, bench, or table with knee space below, located outside entry door with weather protection overhead, such as porch or stoop with roof, awning, or other overhead covering
Tread at the entrance, on stairs, and on other areas where slipping is common, with color contrast difference between stair treads and risers
Interior floor surfaces that provide easy passage for a wheelchair or walker, with color contrast between floor surfaces and trim
Option 2. Kitchen Features
Select four or more. Units will include the following features:
Clear knee space under sink and cooktops, cooktops and ranges with front- or side-mounted controls, and wall-mounted ovens at height to accommodate a seated adult
Contrasting color treatment between countertops, front edges, and floor
Adjustable-height shelves in wall cabinets
Glare-free task lighting to illuminate work areas
Option 3. Bedroom and Bathroom Features
The following features are included in at least one bedroom per unit on an accessible floor:
The following features are included in at least one bathroom per unit on an accessible floor:
Knee space provided under lavatory
Broad blocking installed in walls around toilet, tub, and/or shower for future placement and relocation of grab bars
Plumbing fixtures with single-lever controls
Hard-surface flooring
The following features are included in all bathrooms in the units:
Tubs or showers with hand-held showerheads
Case 2. Noncompliant Routes and No New Dwelling Units
The project includes no new dwelling units.
Upload: Travel routes narrative
Provide a narrative describing existing travel routes' compliance with accessibility requirements and indicating how existing noncompliant travel routes will be retrofitted and new travel routes will be designed to meet accessibility requirements, as applicable.
Letter of Support Summary
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Case 2. Projects with noncompliant routes and no new dwelling units (1 point)
Case 1. Projects with new dwelling units (1 point)
Select one of the following:
Case 1. Projects With New Dwelling Units
Upload: Design narrative
Provide a narrative describing how a portion of single-dwelling-unit buildings and buildings with two or three dwelling units are designed according to ICC A117.1, Type C, Visitable Unit and include a kitchen, living area, bedroom, and full bath on an accessible floor.
Number of detached single-dwelling-unit residential buildings meeting ICC A117.1, Type C, Visitable Unit 
Number of detached single-dwelling-unit residential buildings
Percentage of detached single-dwelling-unit residential buildings meeting ICC A117.1, Type C, Visitable Unit (%)
Detached Single-Dwelling-Unit Residential Buildings
Must be at least 20% if project includes this type of building.
Number of dwelling units in attached single-dwelling-unit residential buildings meeting ICC A117.1, Type C, Visitable Unit 
Number of dwelling units in attached single-dwelling-unit residential buildings
Percentage of dwelling units in attached single-dwelling-unit residential buildings meeting ICC A117.1, Type C, Visitable Unit (%)
Attached Single-Dwelling-Unit Residential Buildings
Must be at least 20% if project includes this type of building.
Number of dwelling units in buildings with two or three dwelling units meeting ICC A117.1, Type C, Visitable Unit (DU)
Number of dwelling units in buildings with two or three dwelling units
Percentage of dwelling units in buildings with two or three dwelling units meeting ICC A117.1, Type C, Visitable Unit (%)
Buildings with Two or Three Dwelling Units
Must be at least 20% if project includes this type of building.
For buildings with four or more dwelling units
Upload: Strategies narrative
Provide a narrative describing the strategies used to meet the criteria below for buildings with four or more dwelling units.
Option 2. Kitchen features 
Option 1. Universal design features throughout the home 
Select one. Of the buildings with four or more dwelling units, at least 20% have the following features: 
Option 3. Bedroom and bathroom features 
Option 1. Universal Design Features Throughout the Home
Easy-to-grip cabinet and drawer loop handles
Easy-to-grip lever door handles
Select five or more. Units include the following features:
Easy-to-grip locking mechanisms on doors and windows
Easy-touch rocker or hands-free switches
Easy-to-grip single-lever faucet handles
Large, high-contrast print for controls, signals, and the house or unit numbers
Motion-detector lighting at entrance, in hallways and stairwells, and in closets; and motion-detector light switches in garages, utility spaces, and basements
Built-in shelf, bench, or table with knee space below, located outside entry door with weather protection overhead, such as porch or stoop with roof, awning, or other overhead covering
Tread at the entrance, on stairs, and on other areas where slipping is common, with color contrast difference between stair treads and risers
Interior floor surfaces that provide easy passage for a wheelchair or walker, with color contrast between floor surfaces and trim
Building ID
Number of Dwelling Units
Number of Dwelling Units with 5 or More Features 
Percentage of Dwelling Units with 5 or More Features (%) 1
Table: Dwelling units with universal features
Notes:
1   Must be at least 20% per building.
Option 2. Kitchen Features
Select four or more. Units include the following features:
Clear knee space under sink and cooktops, cooktops and ranges with front- or side-mounted controls, and wall-mounted ovens at height to accommodate a seated adult
Contrasting color treatment between countertops, front edges, and floor.
Adjustable-height shelves in wall cabinets.
Glare-free task lighting to illuminate work areas
Building ID
Number of Dwelling Units
Number of Dwelling Units with 4 or More Features
Percentage of Dwelling Units with 4 or More Features (%) 1
Table: Dwelling units with kitchen features
Notes:
1   Must be at least 20% per building.
Option 3. Bedroom and Bathroom Features
The following features are included in at least one bedroom per unit on an accessible floor:
The following features are included in at least one bathroom per unit on an accessible floor:
Knee space provided under lavatory
Broad blocking installed in walls around toilet, tub, and/or shower for future placement and relocation of grab bars
Plumbing fixtures with single-lever controls.
Hard-surface flooring.
The following features are included in all bathrooms in the units:
Tubs or showers with hand-held showerheads.
Building ID
Number of Dwelling Units  
Number of Dwelling Units with Features
Percentage of Dwelling Units with Features (%) 1
Table: Dwelling units with bedroom and bathroom features
Notes:
1   Must be at least 20% per building.
Case 2. Noncompliant Routes and No New Dwelling Units
The project includes no new dwelling units.
The project is retrofitting existing travel routes that do not meet accessibility requirements.
The project is building new travel routes that are not legally bound to meet accessibility requirements.
Select one or more of the following: 
Upload: Site map
Provide a site map identifying travel routes as existing or new, and compliant or noncompliant with accessibility requirements.
Percent retrofitted and voluntarily compliant travel routes (%)
Must be at least 90%.
Upload: Improvements summary
Provide a summary of the improvements made to ensure compliance with accessibility requirements.
Date
Name
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Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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