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Rating Systems
Hospitality - Existing Buildings
Warehouses and Distribution Centers - Existing Buildings
Data Centers - Existing Buildings
Retail - Existing Buildings
Schools - Existing Buildings
Existing Buildings
Operations and Maintenance
Certification Type
Initial certification
Recertification
The project is using IP units.
The project is using SI units.
Establishment
Changes need to be made to the Establishment documentation, or the credit is being attempted for the first time. (Optional) 
Changes should be made only if changes to the building, operations and maintenance plans/policies, or management affect the achievement of Establishment requirements. 
Option 1. Fixture shielding (1 point)
Select one of the following:
Option 2. Perimeter measurements (1 point)
Option 1. Fixture Shielding
All exterior fixtures, where the sum of the mean lamp lumens for the fixture exceeds 2,500 lamp lumens, are shielded such that no light is directly emitted at a vertical angle more than 90 degrees from straight down.
Upload: Fixture shielding informationProvide shielding information for each luminaire with total mean lamp lumens greater than 2,500.
Option 2. Perimeter Measurements
Table: Site lighting measurements
At least eight measurement points must be provided.
Measurement ID 
With Site/Exterior 
Lights On 
With Site/Exterior 
Lights Off
Percent 
Increase (%) 2 
Illumination Level
               1
Notes:
1  The building(s)'s interior perimeter lights must be in the same state during the recording of both illumination measurements.
2  The percent increase in illumination from lights off to lights on must be less than or equal to 20% for each measurement point.
Upload: Site planProvide a site plan, with scale, showing the project boundary, location of all measurement points, distance between measurement points (must be no more than 100 ft [30 m] apart), existing and proposed light fixtures, and any related site features.
Establishment Summary
Date
Name
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Performance
There are no Performance requirements for this credit.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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