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LEED 2009 for Healthcare: New Construction and Major Renovations 
 MR PREREQUISITE 2: PBT SOURCE REDUCTION - MERCURY

Points Attempted:

All fields and uploads are required unless otherwise noted.

ALL OPTIONS

This static sample form has been modified for offline access. All sections of the form are visible. Sample forms are 
for reference only.

Upload L-13. Provide the recycling collection system plan. Describe the 
categories and volumes of waste, handling and disposal methods, and siting 
of on-site waste treatment, sorting, and staging areas.

Upload L-14. Provide calculations demonstrating that the space requirements 
for recycling storage areas (including centralized waste collection and storage 
spaces) are based on the volume of projected waste and length of anticipated 
storage.

The content highlighted in yellow above is linked to MRp1.

The recycling collection system plan above identifies the types of mercury-containing products and 
devices to be collected, criteria governing how these products are to be handled, and the disposal 
methods for captured mercury.

The project does not include any preheat, T-9, T-10 or T-12 fluorescents, or mercury vapor type 
high intensity discharge (HID) lamps. 

In interior spaces, the project does not include any probe start halide HID lamps. 

All illuminated exit signs use Light-Emitting Diode (LED) or Light-Emitting Capacitor (LEC) lamps 
and use less than 5 watts of electricity. 

Does the facility deliver dental care?

Yes No

All installed amalgam separation devices meet or exceed standard ISO-11143.   

Percent New Construction (from PI Form 2): %

The project does not use mercury-containing equipment, including thermostats, switching 
devices, and other building system sources. Note: Only applicable if percent new construction is greater 
than 50.

Percent Major Renovation (from PI Form 2): %
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Describe the plan to phase-out all mercury-containing sources and upgrade current mercury-containing lamps to low or no 
mercury lamp technology. Indicate that phase-out will be complete by project completion and include dates where 
possible. Note: Only applicable if percent major renovation is greater than 50. 

Select one of the following:
Lighting schedule has mercury criteria and content identified for each lamp. 
If pursuing MRc4.1, the lighting schedule also contains start ballast type 
and rated hours.

Lighting schedule does not have mercury criteria and content identified for 
each lamp.

The content highlighted in yellow above is linked to MRc4.1.

Upload L-19. Provide the lighting schedule. Include fluorescent and high 
pressure sodium lamp types, mercury criteria and content for each lamp. If 
attempting MR Credit 4.1, include start ballast and rated hours information.
The content highlighted in yellow above is linked to MRc4.1.

Table MRp2-1. Fluorescent Lamps

Start 
Ballast 
Type

Actual 
Mercury 
Content

Allowable 
Mercury 
Content 

QuantityFluorescent Lamp Type

MRp2  
Compliance

MRc4.1 Compliance  
(Optional)

Minimum 
Rated 
Hours

Actual 
Rated 
Hours

Cutsheet 
Provided 

Percentage fluorescent lamps with cutsheet provided (Must be at least 20%)

Compliance with MR Prerequisite 2

Compliance with MR Credit 4.1

The content highlighted in yellow above is linked to MRc4.1.

To demonstrate compliance with MRc4.1 circular fluorescent bulbs are not allowed in the project.

All integral ballast compact fluorescent lamps are Energy Star qualified. 

Table MRp2-2. High Pressure Sodium Lamps
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Cycling  
Type

Actual 
Mercury 
Content

Allowable 
Mercury 
Content 

QuantityHigh Pressure Sodium 
Lamp Type

MRp2 Compliance MRc4.1 
(Optional)

Cutsheet  
Provided

Percentage HPS lamps with cutsheets provided (must be al least 20%)

Compliance with MR Prerequisite 2

Compliance with MR Credit 4.1

The content highlighted in yellow above is linked to MRc4.1.

The actual mercury content entered exceeds the allowable mercury content.

To demonstrate compliance with MRc4.1, cycling ballast type lamps are not allowed in the project.

Upload MRp2-1. Provide cutsheets for at least 20% of the lamps listed in 
the tables above, by item (not by cost).

Special circumstances preclude documentation of credit compliance with the submittal requirements 
outlined in this form. 

ADDITIONAL DETAILS

Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to 
reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon 
its merits.

SPECIAL CIRCUMSTANCES

Upload MRp2-SC. Provide any additional documentation that supports 
the claim to special circumstances. (Optional)

The project team is using an alternative compliance approach in lieu of standard submittal paths.
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Describe the alternative compliance path used by the project team. Include justification that this path meets the credit 
intent and requirements. Be sure to reference what additional documentation has been provided, if any. Non-standard 
documentation will be considered upon its merits. 

ALTERNATIVE COMPLIANCE PATH

Upload MRp2-ACP. Provide any additional documents that support the 
alternative compliance path approach. (Optional)

SUMMARY

MR Prerequisite 2: PBT Source Reduction - Mercury Compliance Documented:
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Proceed with caution! This form is linked to a credit that is currently under review or has already been reviewed.
Any information linked to a credit under review is currently locked and will remain locked until the credit to which the information is linked is returned from review. Any information linked to a previously-reviewed credit will remain locked until the credit to which the information is linked is marked as "In Progress".
All fields and uploads are required unless otherwise noted.
THRESHOLD ATTEMPTED
ALL OPTIONS
This static sample form has been modified for offline access. All sections of the form are visible. Sample forms are for reference only.
Upload L-13. Provide the recycling collection system plan. Describe the categories and volumes of waste, handling and disposal methods, and siting of on-site waste treatment, sorting, and staging areas.
Upload L-14. Provide calculations demonstrating that the space requirements for recycling storage areas (including centralized waste collection and storage spaces) are based on the volume of projected waste and length of anticipated storage.
The content highlighted in yellow above is linked to MRp1.
The recycling collection system plan above identifies the types of mercury-containing products and devices to be collected, criteria governing how these products are to be handled, and the disposal methods for captured mercury.
The project does not include any preheat, T-9, T-10 or T-12 fluorescents, or mercury vapor type high intensity discharge (HID) lamps.	
In interior spaces, the project does not include any probe start halide HID lamps.         
All illuminated exit signs use Light-Emitting Diode (LED) or Light-Emitting Capacitor (LEC) lamps and use less than 5 watts of electricity.	
Does the facility deliver dental care?
Yes
No
All installed amalgam separation devices meet or exceed standard ISO-11143.                   
Percent New Construction (from PI Form 2):
%
The project does not use mercury-containing equipment, including thermostats, switching devices, and other building system sources. Note: Only applicable if percent new construction is greater than 50.
Percent Major Renovation (from PI Form 2):
%
Describe the plan to phase-out all mercury-containing sources and upgrade current mercury-containing lamps to low or no mercury lamp technology. Indicate that phase-out will be complete by project completion and include dates where possible. Note: Only applicable if percent major renovation is greater than 50.         
Select one of the following:
Lighting schedule has mercury criteria and content identified for each lamp. If pursuing MRc4.1, the lighting schedule also contains start ballast type and rated hours.
Lighting schedule does not have mercury criteria and content identified for each lamp.
The content highlighted in yellow above is linked to MRc4.1.
Upload L-19. Provide the lighting schedule. Include fluorescent and high pressure sodium lamp types, mercury criteria and content for each lamp. If attempting MR Credit 4.1, include start ballast and rated hours information.
The content highlighted in yellow above is linked to MRc4.1.
Table MRp2-1. Fluorescent Lamps
Start Ballast Type
Actual Mercury Content
Allowable Mercury Content	
Quantity
Fluorescent Lamp Type
MRp2 
Compliance
MRc4.1 Compliance 
(Optional)
Minimum Rated Hours
Actual Rated Hours
Cutsheet Provided	
Percentage fluorescent lamps with cutsheet provided (Must be at least 20%)
Compliance with MR Prerequisite 2
Compliance with MR Credit 4.1
The content highlighted in yellow above is linked to MRc4.1.
The actual mercury content entered exceeds the allowable mercury content.
The actual rated hours entered is less than the minimum rated hours.
To demonstrate compliance with MRc4.1 circular fluorescent bulbs are not allowed in the project.
All integral ballast compact fluorescent lamps are Energy Star qualified.         
Table MRp2-2. High Pressure Sodium Lamps
Cycling 
Type
Actual Mercury Content
Allowable
Mercury Content	
Quantity
High Pressure Sodium Lamp Type
MRp2 Compliance
MRc4.1 (Optional)
Cutsheet 
Provided
Percentage HPS lamps with cutsheets provided (must be al least 20%)
Compliance with MR Prerequisite 2
Compliance with MR Credit 4.1
The content highlighted in yellow above is linked to MRc4.1.
The actual mercury content entered exceeds the allowable mercury content.
To demonstrate compliance with MRc4.1, cycling ballast type lamps are not allowed in the project.
Upload MRp2-1. Provide cutsheets for at least 20% of the lamps listed in the tables above, by item (not by cost).
Special circumstances preclude documentation of credit compliance with the submittal requirements outlined in this form. 
ADDITIONAL DETAILS
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits.
SPECIAL CIRCUMSTANCES
Upload MRp2-SC. Provide any additional documentation that supports the claim to special circumstances. (Optional)
The project team is using an alternative compliance approach in lieu of standard submittal paths.
Describe the alternative compliance path used by the project team. Include justification that this path meets the credit intent and requirements. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. 
ALTERNATIVE COMPLIANCE PATH
Upload MRp2-ACP. Provide any additional documents that support the alternative compliance path approach. (Optional)
SUMMARY
MR Prerequisite 2: PBT Source Reduction - Mercury Compliance Documented:
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