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EA Credit 1.2: Optimize Energy Performance
Lighting Controls
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This active sample form has been modified for offline access. Modified fields and instructions are indicated in purple. Sample forms are for reference only.
Select one or more of the following:
Daylight controls for 50% of the lighting load (1 point)
Daylight controls for daylit areas (1 point) 
Occupancy sensors (1 point)
Daylighting controls are installed in all regularly occupied daylighted spaces within 15 ft (4.5 m) of windows and under skylights.
Daylight Controls for Daylit Areas 
Daylight controls for lighting load: Total lighting load for project space (W)
Daylight Controls for Lighting Load 
May exclude supplemental task lighting from total load if not equipped with daylight response controls.
Occupancy sensors: Total lighting load for project space (W)
Occupancy Sensors
Task lighting that is not exempt per ASHRAE 90.1-2007 Section 9.2.2.3 must be included in total load.
Table: Lighting loads
Complete the table below for each zone with daylight or occupancy sensors in the project space. Include sensor and/or load data as applicable. 
Zone /Room 
Number
Space 
Type
Sensor 
Type
Control Device 
Make/Model
Load
(W) 
Load
(W) 
Daylight Sensor Controlled Lighting Load for the Zone (W) 
All Options
Daylight (Lighting Load)
Occupancy
Total lighting loads (W)
Percent coverage (%)
Daylight 1
Occupancy 2
Table: Summary
Notes:
1 Daylight-responsive controls must be at least 50% of the total project's connected lighting load for 1 point, 75% for exemplary performance.
2 Occupancy controls must be at least 75% of the total project's connected lighting load for 1 point, 95% for exemplary performance. 
Upload: Floor plans
Provide a floor plan(s) of lighting control zones showing each control device and corresponding lighting equipment. Indicate which zones are regularly occupied and include a scale.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
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