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IEQ Credit 3.1: Construction IAQ Management Plan
During Construction
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The project is using IP units.
The project is using SI units.
Regional Alternative Compliance Path
This active sample form has been modified for offline access. Modified fields and instructions are indicated in purple. Sample forms are for reference only.
Select all that apply. The following regions have alternative compliance paths available: (Optional)
East Asia
All Projects
Upload: IAQ management plan
Provide the IAQ management plan(s) for the project, including highlighted IAQ management practices implemented during construction and pre-occupancy phases.
Describe the methods by which absorptive materials (installed or stored on-site) were protected from moisture damage during the construction and pre-occupancy phases.
The contractor has reviewed the narrative describing the moisture protection methods for absorptive materials and confirms that the noted methods were employed for this project.
Upload: Photographs or narrative 
Provide photographs or a narrative documenting each of the IAQ measures implemented. Photographs should be annotated to indicate the IAQ measure depicted and the general location of the photograph. Additionally, provide photographs or a narrative documenting the methods employed to protect absorptive materials from moisture damage during construction and pre-occupancy. Highlight materials stored or installed on-site.
Select one of the following:
Group projects should provide a sampling of photographs for all buildings or spaces.
For projects that operated permanently installed air handling units during construction
Table: Filtration media
Complete the table below for all permanently installed air handling units that were operated during construction.
Location of Permanently Installed 
AHU
Filter 
Manufacturer
Filter Identification 
(Model #)
Replacement Filter Rating
 (Post-Construction)
Pre-Occupancy 
Replacement 
Date 2
Filters Used at Return Air Grilles During Construction
Filtration 
Media
Filter
Rating 1 
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Notes:
1  MERV rating must be greater than or equal to 8. CEN rating must be Class F5 or higher. Dust spot efficiency must be 30% or higher and arrestance must be greater than 90%. Chinese standard GB/T 14295-2008 (                   ) must be medium efficiency  (                   ) or higher. Chinese standard GB/T 13554-2008  (                           ) must be ULPA (                              ) or HEPA (                          ).
2  All filtration media must be replaced immediately prior to occupancy.
Notes:1  MERV rating must be greater than or equal to 8.  CEN rating must be Class F5 or higher.  Dust spot efficiency must be 30% or higher and arrestance must be greater than 90%.
2  All filtration media must be replaced immediately prior to occupancy
Occupancy date
Active outdoor air intakes and return grilles with filtration media were protected during construction.
Temporary filtration media were evaluated and replaced as necessary. 
Construction procedures were scheduled to minimize exposure of absorbent materials to VOC emissions. This schedule included completing "wet" construction procedures, such as painting and sealing, before storing or installing "dry" absorbent materials, such as carpet or ceiling tiles.
Fuels, solvents, and other sources of VOCs were stored separately from absorbent materials.
Volatile Organic Compounds
Tobacco Products
For group projects, each building must have a no-smoking plan.
The IAQ management plan includes a plan to reduce noise emissions and vibrations from construction and other non-road engines by specifying low noise emission design or the lowest decibel level available that meets performance requirements in the British Standard (BS 5228).
Construction crews wore ear protection in areas where sound levels exceed 85 dB for extended periods of time.
Noise and Vibration Exposure to Occupants and Construction Crews
For projects that are in an occupied healthcare facility undergoing renovation, an addition adjacent to occupied healthcare facilities, or new construction with phased occupancy 
An integrated infection control team comprised of the project owner, designer, and contractor was formed to evaluate infection control risk and document the required precautions.
Infection Control Risk Assessment (IRCA) standards were used as a guideline for construction activities to assess risk and to select mitigation procedures.
Upload: Infection control plan
Provide a project-specific plan with the required precautions used to meet the 2010 FGI Guidelines for Design and Construction of Health Care Facilities and the Joint Commission. 
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
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