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IEQ Prerequisite 2: Environmental Tobacco Smoke (ETS) Control
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Commercial Interiors
Retail - Commercial Interiors
The project is using IP units.
The project is using SI units.
Core and Shell Scope
This active sample form has been modified for offline access. Modified fields and instructions are indicated in purple. Sample forms are for reference only.
Select one of the following:
In Scope. The project team does not anticipate any future tenant work that would impact the ability for the project to meet the requirements of this prerequisite.
Tenant Sales or Lease Agreement. The project scope is limited such that submittal documentation be based (either in whole or in part) on anticipated tenant work beyond the project scope.
Compliance with the credit requirements must be documented for the entire project building and associated grounds, including tenant occupied spaces, from which anticipated tenant work may also be documented.
Complete the following documentation sections using data for the entire project building, including tenant occupied spaces. Data shall be based entirely on design and construction elements that are included in the project scope. No data entered below shall be based on anticipated tenant work.
In Scope
The tenant sales and/or lease agreement (provided in PI Form 4) contains binding language specifying the smoking policies and/or smoking room requirements (including ventilation criteria), such that spaces within the scope of anticipated tenant work shall comply with the requirements of IEQ Prerequisite 2 when completed.
Tenant Sales or Lease Agreement
Complete the following documentation section assuming all tenant work has been completed and conforms to the requirements of the sales and/or lease agreements.  For required uploads, provide all available documentation pertaining to the project scope and anticipated tenant work.
Site Smoking Policy
This active sample form has been modified for offline access. Modified fields and instructions are indicated in purple. Sample forms are for reference only.
Smoking is prohibited on site.
Select one of the following:
Smoking Prohibited On Site
Upload: Exterior signage
Provide evidence of signage communicating the exterior smoking policy. Drawing(s) with signage details or photos are acceptable.
Upload: Exterior signage
Provide evidence of signage communicating the on-property smoking policy. Drawing(s) with signage details or photos are acceptable.
Upload: Site plan 
Provide a site plan/map that shows the location of the designated outdoor smoking/nonsmoking areas.
Designated smoking areas are not located in or proximate to places of respite used to meet the requirements of SS Credit 9.1: Connection to the Natural World - Places of Respite or SS Credit 9.2: Connection to the Natural World - Direct Exterior Access for Patients. 
Upload: Code verification 
Provide verification demonstrating that the no-smoking requirements cannot be followed due to code or landlord rules.
Interior Smoking Policy
Select one of the following:
Smoking Prohibited in the Building(s)
Describe the project's nonsmoking policy. Include specific information about how the policy will be communicated and enforced in residential units/hotel guest rooms/rentals.
For projects with residential units
Upload: Nonsmoking policy
Provide a copy of the nonsmoking policy or letter signed by the owner describing the project's nonsmoking policy and enforcement and/or provide a copy of legally binding covenants/restrictions to verify the status of the residential units as nonsmoking. 
Smoking Prohibited Except in Designated Areas
Upload: Interior signage 
Provide evidence of signage communicating the interior smoking policy. Drawing(s) with signage details or photos are acceptable.
Select all that apply:
Case 1. Non-residential projects
Case 2. Residential and hospitality projects
All smoking rooms are directly exhausted to the outdoors, away from air intakes and building entry paths, with no recirculation of ETS-containing air to nonsmoking areas, and enclosed with impermeable deck-to-deck partitions. 
Table: Smoking rooms pressure differential
Complete the table for all smoking rooms in the project. For each smoking room, enter the average and minimum negative pressure differential with respect to the adjacent spaces. 
Average 1
(Pa)
Minimum 2
(Pa)
Smoking Room Name or ID
Notes:
1 The average must be at least 5 Pa.
2 The minimum must be at least 1 Pa.
Upload: Smoking room test report
Provide a differential air pressure test report for each designated smoking room.
The test spaces were configured for worst-case conditions of transport of air from the smoking rooms (with closed doors) to adjacent spaces and include 15 minutes of measurement with a minimum of 1 measurement every 10 seconds.
The differential air pressure in the smoking rooms was measured with respect to each adjacent area and in each adjacent vertical chase.
Upload: Designated smoking room mechanical plan
Provide mechanical plans/drawings documenting the location of the smoking room(s), designated area separations, and dedicated ventilation systems.
Case 2. Residential and Hospitality Projects
Smoking is prohibited in all common areas of the building(s).
Upload: Residential unit test results 
Provide the blower door test results for all residential units, demonstrating proper sealing and exterior weather-stripping.
Residential units must demonstrate less than 1.25 sq in of leakage area per 100 sq ft (8 sq cm of leakage area per 10 sq m) of enclosure area (i.e., sum of all wall, ceiling and floor areas).
The blower door tests were conducted in accordance with ANSI/ASTM-E779-03 Standard Test Method for Determining Air Leakage Rate By Fan Pressurization, or equivalent for projects outside the U.S.
Projects in Europe may alternatively conduct blower door tests in accordance with EN 13829:2002. 
For projects outside the U.S. using a local equivalent to ANSI/ASTM-E779-03 
Upload: ANSI/ASTM equivalent 
Provide documents identifying how the local equivalent used is equivalent to the referenced standard.
Local equivalent
For projects outside the U.S. using a local equivalent to HERS
Upload: HERS equivalent
Provide documents identifying how the local equivalent used is equivalent to the referenced standard.
Local equivalent
Select one or more of the following: 
Doors in the residential units leading to common hallways are weather-stripped to minimize air leakage into the hallway.
Common hallways are pressurized with respect to the residential units.
Table: Common hallway pressure differential
Complete the table for all residential areas. For each hallway, enter the average and minimum positive pressure differential with respect to the adjacent spaces. 
Pressurized Common Hallways
Hallway Name or ID
Average 1
(Pa)
Minimum 2
(Pa)
Notes:
1 The average must be at least 5 Pa.
2 The minimum must be at least 1 Pa.
Upload: Pressurized hallway test report 
Provide a differential air pressure test report for each pressurized hallway in the project.
The differential air pressure was measured in the common hallways with respect to the residential units.
The test spaces were configured for worst-case conditions of transport of air from the residential units (with closed doors) to adjacent spaces and include 15 minutes of measurement with a minimum of 1 measurement every 10 seconds.
Upload: Residential unit mechanical plan
Provide mechanical plans/drawings documenting the location of the residential unit(s), designated area separations, and dedicated ventilation systems.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
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