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MR Credit 1: Building Reuse
Maintain Existing Walls, Floors, and Roof
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Rating Systems
Building Design and Construction
Core and Shell
The project is using IP units.
The project is using SI units.
All Projects
List all existing envelope and structural elements within the building. All existing structural elements must be accounted for. Exclude non-structural roofing material, window assemblies, and new additions. If portions of structural elements have been excluded due to structural unsoundness, presence of hazardous materials and/or contamination risk to occupants, select the corresponding "Elements Excluded" checkbox and exclude the material from both the existing and reused columns.
Table: Reused elements
For group projects, the table must include the combined reuse for all buildings. 
Elements 
Excluded
Element 
Description
Structural or
Envelope Element
Total percentage reused (%)
Must be at least 25% for 1 point, 33% for 2 points, 42% for 3 points, 50% for 4 points, 75% for 5 points, 95% for exemplary performance.
Describe items excluded from the structure and envelope reuse calculations. For each excluded item, list the type and reason for exclusion.
For projects excluding structural and/or envelope elements
For projects reusing interior structural walls
Floor area values for reused interior structural walls include only one side of the existing wall element.
For projects that include an existing building with one or more additions
The addition(s) is less than six times the floor area of the existing building(s).
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
Summary
Date
Name
C:\Documents and Settings\bhester\Desktop\check-mark-20-512.gif
Complete
C:\Documents and Settings\bhester\Desktop\x-mark-512(2).gif
Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
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