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IEQ Credit 1.5: IAQ Best Management Practices
IAQ Management for Facility Alterations and Additions
..\..\..\__Forms\marketing\new icons\eq-wht.gif
Initial Certification
Recertification
Certification Type
The project is using IP units.
The project is using SI units.
Establishment
This active sample form is for your recertification reference and preparation work. It has not gone through USGBC's testing and quality control process and cannot be used to submit for recertification. If you have any comments or concerns with the functionality of the form, please submit a brief explanation using the Feedback button in LEED Online.
Changes should be made only if changes to the building, operations and maintenance plans/policies, or management affect the achievement of Establishment requirements. 
Changes need to be made to the Establishment documentation, or the credit is being attempted for the first time. (Optional)
Upload: IAQ management plan 
Provide the indoor air quality (IAQ) management plan(s) for the construction and occupancy phases.  The plan must include requirements related to the following:
·  During construction, meets or exceeds the recommended design approaches of the Sheet Metal and Air Conditioning National Contractors Association (SMACNA) IAQ Guidelines for Occupied Buildings Under Construction, 2nd Edition 2007
·  Flush-out of the affected spaces after construction ends and all interior finishes have been installed
·  Protection of all absorptive materials from moisture damage, including those installed or stored on-site
·  Use of filtration media with MERV 8 ratings or higher (as determined by ASHRAE 52.2-1999), equivalent filtration media Class F5 or higher (as defined by CEN Standard En 779-2002), or equivalent filtration media with a minimum dust spot efficiency of 30% and greater than 90% arrestance on a particle size of 3-10µg at each return air grille if air handlers must be used during construction
·  Replacement of all filtration media immediately prior to occupancy
·  Upon the completion of construction, return of HVAC and lighting systems to the designed or modified sequence of operations
Linked to IEQc1.1.
Establishment Summary
Date
Name
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Complete
C:\Documents and Settings\bhester\Desktop\x-mark-512(2).gif
Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Performance
Select one of the following:
No facility alterations or additions occurred during the performance period.
One or more facility alterations or additions occurred during the performance period.
Upload: IAQ practices 
Provide photos highlighting the IAQ management plan practices. Label the photos to identify the highlighted approach.  Alternatively, provide a detailed narrative describing the implementation of the IAQ management plan.
Facility Alterations or Additions Occurred
The IAQ management plan was implemented during any facility additions and alterations.
Upload: Flush-out procedures
Provide a copy of the flush-out procedures for all spaces that underwent additions or alterations during the performance period.
Describe the pre-occupancy and post-occupancy flush-out process. Include specific data and/or calculations regarding airflow, duration, and temperature of the flush-out procedures. Additionally, provide information regarding any special considerations.
Table: Filtration media
For projects whose air handling units were operated during construction
Complete the table for all filtration media in place on outside air intakes.
Location 
of Installed Filter
Filter was 
replaced immediately 
prior to 
occupancy2
Filter
Manufacturer
Filter 
Identification 
(Model #)
Filtration 
Media
Filter
Rating1
For group projects, indicate the building ID in the location column.
Notes:
1  MERV rating must be 8 or greater.  CEN rating must be Class F5 or higher.  Dust spot efficiency must be 30% or higher and arrestance must be greater than 90%
2  Filters serving spaces where construction occurred during the performance period must be replaced post-construction and prior to occupancy.
Performance Summary
Date
Name
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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