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MR Credit 4: Sustainable Purchasing
Reduced Mercury in Lamps
LEED 2009 for Existing Buildings: Operations and Maintenance
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Certification Type
Recertification
Initial Certification
The project is using IP units.
The project is using SI units.
Regional Alternative Compliance Path
This active sample form is for your recertification reference and preparation work. It has not gone through USGBC's testing and quality control process and cannot be used to submit for recertification. If you have any comments or concerns with the functionality of the form, please submit a brief explanation using the Feedback button in LEED Online.
The project is located in Europe. 
Select all that apply. Projects located in the following regions have alternative compliance paths available: (Optional)
Establishment
For split review projects in the Performance phase, Establishment documentation is shown for reference only.
Changes need to be made to the Establishment documentation or the credit is being attempted for the first time.
(Optional)
Changes should be made only if changes to the building, operations and maintenance plans/policies, or management affect the achievement of Establishment requirements. 
The project team has established a lighting purchasing plan that specifies maximum levels of mercury permitted in mercury-containing lamps (plus high-efficiency mercury-free counterparts) purchased for the project and associated grounds. The plan meets the following requirements:
·  Specifies a target of 90 picograms per lumen-hour or less for the overall average of mercury content in such lamps.
·  Includes lamps for both indoor and outdoor fixtures, as well as both hard-wired (built-in) and portable fixtures.
·  Requires that at least 90% of all such lamps purchased for the project building and associated grounds (as measured by the number of lamps) comply with the overall average mercury content target.
Refer to the project's Environmentally Preferable Purchasing Policy as this establishes the goals and practices of this credit.
The rated technical specifications for all lamp data entered below conform to the following industry standard criteria:
·  Life of bulb: 3 hours on/20 minutes off for fluorescent bulbs; 11 hours on for HID lamps.
·  Light output of bulb: fluorescent bulbs measured with an instant-start ballast having a ballast factor of 1.0 (exception: T-5 bulbs are measured using program-start ballasts), as measured at 40% of bulb life.
·  Mercury content of bulb: if the manufacturer or supplier documentation shows a range in milligrams, the project team used the highest value in the range.
·  The number of mercury-containing lamps (or high-efficiency mercury-free counterparts) entered in the table below and in the associated purchasing plan includes all screw-based, integral compact fluorescent lamps presently installed in the project and associated grounds, except those that comply with the voluntary guidelines for maximum mercury content, published by the National Electrical Manufacturers Association (NEMA).
·  The number of mercury-containing lamps (or high-efficiency mercury-free counterparts) entered in the table below and in the associated purchasing plan includes all screw-based, integral compact fluorescent lamps presently installed in the project and associated grounds, except those that comply with the guidelines for maximum mercury content, published by Annex III of the Restriction of the Use of Certain Hazardous Substances of the European Union Directive 2011/65/EU (EU RoHS).
Total number of mercury-containing lamps (plus high-efficiency mercury-free counterparts) presently installed in the project and on the associated grounds
Table: Purchasing plan
Complete the table using the data in the purchasing plan. Include at least 90% of the lamps claimed above.
General 
Bulb Type
Bulb Description or Code
Quantity of Specific 
Bulb Type
Mercury Content 
per Bulb1
 (mg)
Mean Light Output 
per Bulb 
(lumens)
Rated Life 
per Bulb 
(hrs)
Total Lumen Hours per
Bulb Type
Total Mercury Content 
per Bulb Type
(mg)
Picograms/Lumen-Hour per Bulb Type
Notes:
1  Successfully completing the picogram per lumen hour calculations requires information about the mercury content in milligrams per bulb for each type of mercury-containing bulb in the building. This information should be obtained from MSDSs or other public literature from the manufacturer, or by directly contacting the manufacturer/vendor and requesting a written statement reporting mercury content values. Mercury values generated by TCLP (Toxicity Characteristic Leaching Procedure) tests are measured in mg per liter of test solution, and do not reflect total mercury content or mercury concentration in the bulb, and therefore are not appropriate for use in the LEED-EB: O&M calculations. These values cannot be converted to total mercury content through calculations. Only the following ranges of values for mercury content are valid in the table above: less than 0.001 mg, or between 0.5 mg and 300 mg.
2  The percentage of total installed lamps must be at least 90%.
3  The building average must be less than or equal to 90.
Percentage of total installed lamps2 (%) 
Building average3 (picograms/lumen-hr) 
Totals
Upload CFL 
For each lamp type of any compact fluorescent lamps excluded, provide a declaration, current sales brochure, cut sheet, or other documentation from the product manufacturer or supplier to verify NEMA compliance. 
FLUORESCENT LAMPS EXCLUDED
Upload: CFL documentation 
For each bulb type of any compact fluorescent lamps excluded, provide a declaration, current sales brochure, cut sheet, or other documentation from the product manufacturer or supplier to verify EU RoHS compliance. 
Upload: Mercury-free documentation
For any mercury-free bulb types included, provide product manufacturer or supplier documentation verifying that they are at least as energy efficient (lumens/watt) as their mercury-containing alternatives. 
MERCURY-FREE LAMPS INCLUDED
Establishment Summary
Date
Name
The project team reserves one point in the Innovation in Operations credit category for exemplary performance. (Optional)
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Complete
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Performance
For split review projects in the Establishment phase, Performance documentation is shown for reference only.
Performance period start
Performance period end
The performance period must be between 89 and 731 days and must end within 90 days of the overall project performance period given in PI Form 4.
Recertification performance period start
Linked to PIf4, SSc3, SSc4, SSc5, WEc1, WEc3, WEc4.2, EAp2, EAc4, EAc6, MRc1-5, MRc7-9, IEQc1.5, IEQc3.3, IEQc3.4, IEQc3.6 & IOc3.
Recertification performance period end
Linked to PIf4, SSc3, SSc4, SSc5, WEc1, WEc3, WEc4.2, EAp2, EAc4, EAc6, MRc1-5, MRc7-9, IEQc1.5, IEQc3.3, IEQc3.4, IEQc3.6 & IOc3.
The recertification performance period must be consistent with PI Form 4.  If attempting the credit for the first time, the performance period must be between 89 and 731 days and must end within 90 days of the overall project performance period given in PI Form 4.
The performance requirements of this credit have been met for the entire recertification performance period.
Refer to the project's Environmentally Preferable Purchasing Policy as this establishes the goals and practices of this credit.
Table: Performance purchases
Complete the table with lamp purchases made during the performance period.
General 
Bulb Type
Bulb Description or Code
Quantity of Specific 
Bulb Type
Mercury Content 
per Bulb1
 (mg)
Total Mercury Content 
per Bulb Type
(mg)
Mean Light Output 
per Bulb 
(lumens)
Rated Life 
per Bulb 
(hrs)
Total Lumen Hours per
Bulb Type
Picograms/Lumen-Hour per Bulb Type
Notes:
1  Successfully completing the picogram per lumen hour calculations requires information about the mercury content in milligrams per bulb for each type of mercury-containing bulb in the building. This information should be obtained from MSDSs or other public literature from the manufacturer, or by directly contacting the manufacturer/vendor and requesting a written statement reporting mercury content values. Mercury values generated by TCLP (Toxicity Characteristic Leaching Procedure) tests are measured in mg per liter of test solution, and do not reflect total mercury content or mercury concentration in the bulb, and therefore are not appropriate for use in the LEED-EB: O&M calculations. These values cannot be converted to total mercury content through calculations. Only the following ranges of values for mercury content are valid in table above: less than 0.001 mg, or between 0.5 mg and 300 mg.
2   The building average must be less than or equal to 90 for credit compliance and less than or equal to 70 for exemplary performance.
Building average2 (picograms/lumen-hr) 
Totals
The lamp purchases above include:
·  All mercury-containing lamps (or high-efficiency mercury-free counterparts) listed in the purchasing plan that were purchased for the project building and associated grounds during the performance period. 
·  All screw-based, integral compact fluorescent lamps purchased during the performance period, except those that comply with the voluntary guidelines for maximum mercury content published by the National Electrical Manufacturers Association (NEMA).
·  All screw-based, integral compact fluorescent lamps purchased during the performance period, except those that comply with the guidelines for maximum mercury content, published by Annex III of the Restriction of the Use of Certain Hazardous Substances of the European Union Directive 2011/65/EU (EU RoHS).
Upload: Lamp documentation 
Provide cutsheets or similar supporting documentation from product manufacturers or suppliers that verify either of the following:·  Rated picogram/lumen-hour
·  Rated mercury content, lumen output, and lamp life
The provided documentation covers at least 20% of the number of lamps listed in Table: Performance purchases. Documentation is also provided for lamps that individually have a mercury performance of 90 picograms/lumen-hour or less (e.g., If 100 lamps are reported in the table, manufacturer documentation must be provided representing at least 20 of those lamps which individually perform at 90 picograms/lumen-hour or less).
Purchasing Scope
Select one of the following:
The data above includes actual bulb data for the entire project and associated grounds over the performance period.  
The data above DOES NOT include actual bulb data for the entire project and associated grounds over the performance period. 
Total gross floor area of the project   (sq ft)
The total gross floor area must be consistent with PI Form 2.
Total affected floor area excluded for MR Credit 4  (sq ft)
Percent of project floor area excluded for MR Credit 4 (%)
The percent excluded floor area must be less than or equal to 10%.
For all spaces exempted from MR Credit 4, describe the reason for the exemption and efforts made to acquire information related to MR Credit 4 documentation.
Performance Summary
Date
Name
The project team reserves one point in the Innovation in Operations credit category for exemplary performance. (Optional)
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload Special Circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
MRc4
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