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SS Credit 7.1: Heat Island Reduction
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Initial Certification
Recertification
Certification Type
The project is using IP units.
The project is using SI units.
Establishment
This active sample form is for your recertification reference and preparation work. It has not gone through USGBC's testing and quality control process and cannot be used to submit for recertification. If you have any comments or concerns with the functionality of the form, please submit a brief explanation using the Feedback button in LEED Online.
Changes should be made only if changes to the building, operations and maintenance plans/policies, or management affect the achievement of Establishment requirements. 
Changes need to be made to the Establishment documentation, or the credit is being attempted for the first time. (Optional)
Operations and Maintenance Submittal Path. The project team will document compliance with the nonroof heat island reduction requirements of this credit. 
LEED Design and Construction Streamlined Path. The project earned at least one point related to nonroof heat island reduction under a LEED Design and Construction Rating System.
Select one of the following:
For group projects, all project buildings must have earned the credit in order to use the LEED D&C path.
LEED Design and Construction Streamlined Path
The project earned an exemplary performance point related to nonroof heat island reduction under a LEED Design and Construction Rating System. (Optional)
For group projects, all project buildings must have earned exemplary performance.
Describe the circumstances of the alteration, replacement, or removal of the design and construction elements that contributed to the previously-earned credit.  These changes should not put into question the potential achievement of this credit.
For projects whose design and construction elements have changed since D&C certification
For projects who used materials with an SRI of at least 29 to meet the D&C credit requirements
Describe the maintenance program in place to ensure that SRI surfaces maintain good reflectance over time. Include information regarding the cleaning procedures and schedule. 
Select one of the following        
Option 1. A combination of shading, high reflectance, and/or open-grid paving is provided for at least 50% of the site hardscape.
Option 2. At least 50% of parking is placed under cover.
Operations and Maintenance Submittal Path
Option 1
Complete the table for all nonroof heat absorption reduction strategies employed at the project site.
Table: Site hardscape
Projects not using SRI materials, must be at least 50% for 1 point, 95% for exemplary performance.
Qualifying nonroof surfaces as a percentage of total nonroof surfaces (%)
For projects using materials with an SRI of at least 29
Complete the table for all hardscape surfaces or architectural shading devices where materials with high reflectance are used to reduce heat absorption. SRI values can be entered manually (if known), or calculated based on material reflectance and emissivity. For projects using existing weathered gray concrete hardscapes, provide documentation in the narrative below to demonstrate that the weathered surfaces have been sufficiently cleaned and lightened to qualify for the default SRI values.
Table: Site hardscape SRI materials
Material Description
Reflectance 
(Optional)
Emittance
(Optional)
SRI value 
(actual or calculated) 
Qualifying nonroof surfaces as a percentage of total nonroof surfaces (%)
Must be at least 50% for 1 point, 95% for exemplary performance.
Option 2
Complete the table for all parking at the project site.
Table: Parking under cover
Number of spaces covered by vegetated roof
Number of spaces covered by roof covered by energy-producing solar panels
Qualifying parking spaces as a percentage of total parking spaces (%)
Number of all other spaces under cover, including spaces under a deck
Number of spaces underground or under a building
Total number of parking spaces provided for building users (may include reserved off-site parking) 
Projects not using SRI materials, must be at least 50% for 1 point, 95% for exemplary performance. 
Total number of qualifying parking spaces 
For projects using materials with an SRI of at least 29
Complete the table for all reflective surfaces covering or providing shade for parking at the project site. SRI values can be entered manually (if known), or calculated based on material reflectance and emissivity. 
Table: Parking SRI materials
Material Description
Parking 
Spaces
Reflectance 
(Optional)
Emittance
(Optional)
SRI value 
(actual or calculated) 
Total qualifying parking spaces
Total number of parking spaces provided for building users 
Qualifying parking spaces as a percentage of total parking spaces (%)
Total number of qualifying parking spaces, including SRI materials
Must be at least 50% for 1 point, 95% for exemplary performance.
Describe the maintenance program in place to ensure that SRI surfaces maintain good reflectance over time. Include information regarding the cleaning procedures and schedule. 
Establishment Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Performance
For projects using materials with an SRI of at least 29
The maintenance program to ensure that all SRI surfaces are cleaned at least every 3 years has been implemented during the performance period.
Performance Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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