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SS Credit 8: Light Pollution Reduction
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Initial Certification
Recertification
Certification Type
The project is using IP units.
The project is using SI units.
Regional Alternative Compliance Path
This active sample form is for your recertification reference and preparation work. It has not gone through USGBC's testing and quality control process and cannot be used to submit for recertification. If you have any comments or concerns with the functionality of the form, please submit a brief explanation using the Feedback button in LEED Online.
India
Select all that apply. The following regions have alternative compliance paths available: (Optional)
Establishment
Changes should be made only if changes to the building, operations and maintenance plans/policies, or management affect the achievement of Establishment requirements. 
Changes need to be made to the Establishment documentation, or the credit is being attempted for the first time. (Optional)
Select one of the following:
Interior Lighting 
No Direct Lines of Site. All non-emergency built-in light fixtures are configured such that there are no direct lines of sight to any openings in the building envelope.
Automatic Controls. All non-emergency built-in light fixtures with a direct line of sight to any openings in the envelope are automatically controlled to turn off during all after-hour periods.
All non-emergency built-in light fixtures are configured such that there are no direct lines of sight to any openings in the building envelope (translucent or transparent, wall or ceiling).
Upload: Line of sight documentation 
Provide photos, lighting design drawings, or other documentation that supports the declaration for no direct lines of sight.
No Direct Lines of Sight
Table: Automatic controls
Complete the table for each lighting zone with non-emergency built-in light fixtures with a direct line of sight to any openings in the building envelope.
Automatic Controls
Lighting 
Zone
Total After-Hours Off-Time Durations 
for a Typical 7 Day Week 1
Weekdays
(hrs per week)
Weekend
(hrs per week)
Weighted Annual 
After-Hours Off-Time 
Durations per Lighting Zone 2
(hrs per year)
Notes:
1  For fixtures controlled locally by occupancy sensors, enter durations corresponding to arrival of the earliest work shift and departure of the latest work shift.
2  Each lighting zone must meet or exceed 2,190 programmed after-hours off-time per year.
Select one of the following:
Option 3. Night illumination levels are measured at regular intervals.
Option 2. Exterior fixtures 50 watts and over are partially or fully shielded.
Option 1.  The project earned at least one point related to light pollution reduction under a LEED Design and Construction Rating System.
Exterior Lighting
Option 1
Upload: Certification scorecard
Provide the IGBC-generated LEED Certification Scorecard(s) of the previously-certified building. If the project has been certified more than once, include all relevant scorecards.
For projects previously certified under India GBC
The project earned at least one point relating to light pollution reduction under LEED for Core and Shell and at least 75% of the floor area earned light pollution reduction under LEED for Commercial Interiors.
For projects previously certified under LEED for Core and Shell and LEED for Commercial Interiors
Describe the circumstances of the alteration, replacement, or removal of the design and construction elements that contributed to the previously-earned credit.  These changes should not put into question the potential achievement of this credit.
For projects whose design and construction elements have changed since D&C certification
Option 2
All exterior fixtures 50 watts and over are partially or fully shielded so that they do not directly emit light to the night sky.
Upload: Fixture shielding information 
Provide a list of exterior fixture types, including information demonstrating partial or full shielding (e.g., fixture cutsheets, manufacturer data, or photographs).
Option 3
Select one of the following:
Approach 2. Illumination levels meet IESNA RP-33 requirements.
Approach 1. Difference in Illumination levels is 20 percent or less.
Table: Approach 1 site lighting measurements
Approach 1
Measurement ID
Illumination Level
with Site/Exterior 
Lights On 1
(fc)
Illumination Level
with Site/Exterior 
Lights Off 1
(fc)
Percent 
Increase 2
(%)
At least eight measurement points must be provided.
Notes:
1  The building(s)'s interior perimeter lights must be in the same state during the recording of both illumination measurements.
2  The percent increase in illumination from lights off to lights on must be less than or equal to 20% for each measurement point.
IESNA RP-33 lighting zone
Approach 2
Table: Approach 2 site lighting measurements
Measurement ID
Illumination Level
with Site/Exterior 
Lights On 
(fc)
IESNA RP-33 
Allowable
Illuminance
(fc)
Compliance 1
Notes:
1  The lights on illumination level must be less than or equal to the RP-33 allowable illuminance.
Upload: Site plan
Provide a site plan, with scale, showing the project boundary, location of all measurement points, distance between measurement points (must be no more than 100 ft [30 m] apart), existing and proposed light fixtures, and any related site fixtures.
Establishment Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Performance
Select one of the following:
Interior Lighting 
No Direct Lines of Site. All non-emergency built-in light fixtures are configured such that there are no direct lines of sight to any openings in the building envelope.
Automatic Controls. All non-emergency built-in light fixtures with a direct line of sight to any openings in the envelope are automatically controlled to turn off during all after-hour periods.
There are no Performance requirements for this path.
No Direct Lines of Sight
Describe how the lighting control system is maintained to ensure the system is functioning properly and how manual overrides are restored to normal shutoff schedules. 
The building operating hours and lighting schedule have remained the same.
Automatic Controls
There are no Performance requirements for this path.
Exterior Lighting
Performance Summary
Date
Name
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Incomplete.  Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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