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MR Credit 4.2: PBT Source Reduction 
Lead, Cadmium, and Copper 
Healthcare 
Rating Systems
Building Design and Construction
The project is using IP units.
The project is using SI units.
All Projects
This active sample form has been modified for offline access. Modified fields and instructions are indicated in purple. Sample forms are for reference only.
The following requirements have been met for the project:
·  For water intended for human consumption, all solder used to connect plumbing pipe on site contains less than 0.2% lead, and all flux used to connect plumbing pipe on site contains a weighted average of no more than 0.25% lead for wetted surfaces.
·  For water intended for human consumption, all pipes, pipe fittings, plumbing fittings, and faucets contain a weighted average of no more than 0.25% lead for wetted surface area. 
·  All roofing and flashing used on the project are lead-free. 
·  All electrical wire and cable used on the project contain less than 300 ppm lead. 
·  No interior or exterior paints used on the project contain lead. 
Lead
Lead and copper used for MRI or other shielding are exempt.
Upload: Lead documentationProvide the source of lead and/or cadmium data for at least 60% of materials, by item (not by cost).
Upload: Wire with load stabilizers
Provide a document, signed by the contractor, verifying that the removal and appropriate disposal of disconnected wires with lead stabilizers has occurred and was consistent with 2002 National Electric Code.
For projects that are renovations
No interior or exterior paints used on the project contain cadmium or lead.
Upload: Manufacturer documentation
For all products above, provide manufacturer documentation demonstrating that the sustainability criteria are met for lead and cadmium.
Cadmium
Copper
Describe how the copper pipe included in the scope of the project has joints that are mechanically crimped or connected with ASTM B828-compliant solder joints and ASTM B813-compliant flux. If copper pipe is not included in the scope of the project, enter "N/A" below.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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Incomplete. Please complete the highlighted fields and/or address any omissions in the Special Circumstances section.
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