
Massdrop x Ferrum Forge Retracting Utility Knife 

InstRUKtions for 
safe blade 
replacement 



Massdrop x Ferrum Forge Retracting Utility Knife 

How to Change the #11 hobby blade in your Retractable Utility 
Knife: 

Step 1:  Lay the RUK on a flat surface with the screw side facing up. 

Step 2:  Carefully unscrew all three screws with a T6 torx driver and set them aside. 

Step 3:  Remove the faceplate and set it aside with the screws. (Note: If you have tied your 
lanyard on, just move the faceplate out of the way to gain access to the blade and 
carriage.) 

Step 4:  Place your thumb over the spring and tip your RUK over. The blade should fall 
right out. If it doesn't, use your screwdriver to manipulate the blade out of the carriage. 

Step 5:  Place your new #11 hobby blade into the carriage and make sure it is seated fully 
in the milled out area. 



Step 6:  Replace the faceplate, ensuring the holes align and your blade is still seated in the 
carriage. 

Step 7:  Replace the screws, starting with the body screws. (Note: These are precision-
threaded screws and holes. It is advisable to rotate the screw counterclockwise at first to 
ensure the threads are seating in the hole, then rotate clockwise. You should not feel 
resistance. If you do, it is cross-threaded and you should unscrew the screw and try again.) 
Do not tighten them all the way until you have both body screws in their holes and 
properly threaded.  Once both screws are in and the faceplate is aligned properly, tighten 
them fully down. 

Step 8:  Replace the button screw in the same manner as the body screws. (Note: it can be 
beneficial to use a tiny bit of loctite or other thread locker on this screw since it does 
encounter forces constantly during operation.) 

Step 9:  Check to see if the blade extends and retracts with a fluid motion. If it does not, 
then something is out of alignment and it should be taken apart again. 


