EMMA AMOS’ GOLD AWARD
PROJECT

Masonry
for
Girls

St. Paul’s Fire Pit
On Saturday, June 16, 2018
Emma Amos had 29 people to
attend the Workshop. They
built a fire pit near St. Paul’s
Lutheran Church’s
Picnic
Shelter. What a wonderful
opportunity to
enhance
fellowship gatherings.
Pictured above is: Emma Amos, Darren Yow, Kent
Huntley, Ryan Shaver, and Baylem Huntley

This project would not have
been possible without the
following organizations and
people: Girl Scout Troop 743,
St. Paul’s Property Committee,
Jesse C. Carson High School
Masonry Teachers, Huntley
Brothers, and NC Masonry
Association.

Fire Pit

Girl Scout Troop 743
Pictured above are those who attended the
Workshop.

Step by Step for building
Fire Pit
Step 1: Check for buried lines
(telephone, plumbing, electrical, etc.)
by calling 811.
Step 2: Check location and consider
how the wind would effect the
smoke blowing.
Step 3: Measure off 5 feet x 5 feet
and spray paint location area.
Step 4: Dig 1 foot down and out 1
foot across leaving a 4x4 inside.
Step 5: Compact the soil with the
Tamp.
Step 6: Use level to check before
pouring concrete foundation.
Step 7: Mix Quick Sack concrete
and then pour into your dug out
area.
Step 8: While waiting for concrete to
dry, make preparations and organize
supplies.
Step 9: Once foundation is dry mix
up a small batch of mortar.
Step 10: Begin placing the 4x8x16
cement blocks horizontally using
mortar on the inside of the
foundation. Then you will use the
mortar and bricks on the outside of
the foundation (in front of the
cement blocks).
Step 11: Double check the first row is
level before continuing the next row.

Step 12: Continue laying mortar and
cement blocks, mortar, and bricks
horizontally at a time. Be sure to smooth
the mortar around the outside walls.
Step 13: Remember to check each row
that it is level before starting the next
row.
Step 14: Continue the rows until the
bricks are 4 feet tall which should be 7
rows of bricks and 4 rows of concrete
blocks.
Step 15: Once the walls are built: clean up
any excess mortar, make sure holes are
filled in, and brush off for a finished look.
Step 16: To finish Fire Pit: spread a thin
layer of mortar on the inside (cement
block side). This will give a more finished
look. Then lay bricks vertically (face brick)
across the top.
Step 17: With all bricks laid use a Concave
Jointer to smooth all finished joints.
Brush off any excess mortar.
Step 18: Give Fire Pit at least one week to
cure before lighting a fire.

What’s needed to build
your Fire Pit
Supplies needed: (24) 4x8x16 cement
blocks (370) bricks, (4) bags of mortar,
(4) bags of Quick Sack, and (1 1/2 yards)
of Sand
Tools needed: Wheel Barrow, Rake, 4
Foot Level, Tamp, Masonry Hammer,
Brick Jointer, Steel Square, Brick Trowel,
Gauging Trowel, Mortar Mix, Mortar
Pan, and Block Chisel

